
ArubaOS 7.2.3
Quick Start Guide
This document describes the initial setup of the Aruba Mobility Access Switch. There are three ways to 
setup the Mobility Access Switch:

 Startup Wizard: This option allows you to complete basic configuration through WebUI Startup Wizard.

 Quick Setup: This option allows you to complete basic configuration through the CLI.

 Auto Config: This option automatically configures the Mobility Access Switch using the configuration 
file downloaded from a TFTP server. The TFTP server’s IP address and the configuration file name are 
obtained from a DHCP server.

Before You Begin
Ensure that the Mobility Access Switch shipment includes:

 Aruba Mobility Access Switch with the appropriate accessories

 ArubaOS 7.2.3 Quick Start Guide (this document)

 ArubaOS End User License Agreement; read and understand the terms of the End User License 
Agreement.

Startup Wizard and Quick Setup
Table 1 describes the Startup Wizard and Quick Setup configuration parameters. 

The Mobility Access Switch has a default user name (admin) and password (admin123). 

Check the customer support web site for the latest software upgrades and documentation updates:
https://support.arubanetworks.com.

Table 1  Configuration Parameters  

Parameter Description

System Name A user-defined name for the Mobility Access Switch. You can specify a name of up to 63 
characters.

Admin Password Password of up to 32 characters for the admin user to log in to the Mobility Access 
Switch.

Enable Mode Password Password of up to 15 characters for the admin user to access the Enable mode at the 
command line.

Date and Time Set the date, time, and GMT time zone manually or use the WebUI Startup Wizard to 
specify the IP address of an NTP server from which the Mobility Access Switch can 
obtain its date and time settings. From the CLI, you can only configure the time and date 
manually.
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Startup Wizard
The Startup Wizard on the Mobility Access Switch allows you to complete basic configuration steps right 
out of the box. The Mobility Access Switch must be in the factory default to use the Startup Wizard. 

1. Power On and boot the Mobility Access Switch.

2. Connect a client device (such as a laptop) to the Mobility Access Switch using any Ethernet port in the 
front. Ensure that DHCP is enabled on the client device and that it is not connected to any other 
network.

3. For the S2500 and S3500 Mobility Access Switch, perform the following steps: 

a. Press the LCD Menu button until Maintenance is selected. 

b. Press the LCD Enter button to enter the Maintenance menu.

c. Press the LCD Menu button until GUI Quick Setup is selected.

d. Press the LCD Enter button to activate the GUI Quick Setup mode. Quick-setup invoked... 
appears on the LCD screen.

4. For the S1500 Mobility Access Switch, press and hold the MODE button for 10 seconds or until the four 
mode status LEDs turn solid green to activate the GUI Quick Setup mode. 

5. Confirm that the client device has the IP address in the following range 172.16.0.[1-253] and the DHCP 
server has the IP address 172.16.0.254.

6. Open a web browser and enter 172.16.0.254 into the address bar to launch the WebUI Startup Wizard.

7. Follow the on-screen prompts to fill in the required fields to complete the configuration (see Table 1).

Quick-setup
When you connect a terminal or PC/workstation running a terminal emulation program to the serial port on 
the Mobility Access Switch, you enter the Initial Setup dialog.

Inband Management 
VLAN Interface

Select a VLAN ID, member ports, and choose an IP address (static or DHCP) to create an 
inband management VLAN. 

Out of band 
Management Interface

Provide an IP address and subnet mask to create an out of band management interface. 
(This interface is available only on the S2500 and S3500 Mobility Access Switch).

Default Gateway The default gateway and the VLAN interface IP address must be in the same network. 
This is usually the IP address of the interface on the upstream switch or router to which 
you will connect the Mobility Access Switch. 

Table 1  Configuration Parameters (Continued) 

Parameter Description

If you use the Startup Wizard when the S2500 or S3500 Mobility Access Switch is not in factory default, the error 
message, Box not in factory-default appears on the LCD screen. If you use the Startup Wizard when the S1500 
Mobility Access Switch is not in factory default, the GUI Quick Setup mode is not activated.

!
CAUTION

You must complete the Startup Wizard within 10 minutes of invoking Quick-setup mode, else the Mobility Access 
Switch no longer functions as a DHCP server; you must begin the process again. The timer in the top right corner 
of the WebUI displays the time remaining.
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To run the Initial Setup dialog from a serial connection:

1. Configure the terminal or terminal emulation program with the following communication settings:

2. Connect a terminal or PC/workstation to the CONSOLE port on the Mobility Access Switch to boot.

3. When booting is complete, at the user prompt, log in with the default credentials.

4. Enter the enable mode. You will see a screen similar to Figure 1.

Figure 1  Invoke Quick-setup

5. Enter y to invoke Quick-setup. You will see a screen similar to Figure 2.

Figure 2  Setup Dialog

6. Provide all the information at the CLI prompt.

7. Review and confirm the configuration changes, and enter y to accept the changes. 

For a Mobility Access Switch except the S1500-12P, the serial port is located on the back panel. For the S1500-
12P, the serial port is located on the front panel.

Table 2  Terminal Communication Settings

Baud Rate Data Bits Parity Stop Bits Flow Control

9600 8 None 1 Off

User: admin

Password: ********

(ArubaS1500-12P) >en

Password:******

Quick-setup helps in setting the basic configuration of the system

Autoconfiguration of system will be stopped, if Quick-setup is launched by user

Invoke Quick-setup (y|n)??? [y]:

***************** Welcome to the ArubaS1500-12P setup dialog *****************

This dialog will help you to set the basic configuration for the switch.

These settings, except for the Country Code, can later be changed from the

Command Line Interface or Graphical User Interface.

Commands: <Enter> Submit input or use [default value], <ctrl-I> Help

<ctrl-B> Back, <ctrl-F> Forward, <ctrl-A> Line begin, <ctrl-E> Line end

<ctrl-D> Delete, <BackSpace> Delete back, <ctrl-K> Delete to end of line

<ctrl-P> Previous question <ctrl-X>, Restart beginning, <ctrl-C> to exit

Enter System name [ArubaS1500-12P]: 

If you choose not to enter the Quick Setup mode initially, but want to return to it later, enter Enable mode, 
execute the write erase command, and reboot the Mobility Access Switch using the reload command. 
When rebooting is complete, follow the Quick-setup procedure.
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Auto Configuration
The Mobility Access Switch supports auto configuration to download a configuration file from the TFTP 
server through DHCP server options. Auto configuration begins as soon as a Mobility Access Switch with a 
factory default configuration is booted. If the VLAN 1 (default VLAN) interface is in Auto config mode, the 
DHCP options are parsed to obtain the TFTP server address and the configuration file name/path. 

Important Points to Remember
 If auto configuration is not complete within 10 minutes, you can either reboot or manually configure the 

Mobility Access Switch. 

 During the auto configuration process, DHCP messages without auto configuration parameters are 
ignored.

 If quick-setup mode (WebUI or CLI) is started, auto configuration is disabled. If quick-setup mode is 
cancelled at any point, auto configuration remains disabled.

 Auto configuration is disabled when you attempt to configure an IP address for the VLAN interface or 
enable DHCP-client on the VLAN interface.

 The Mobility Access Switch reboots when auto configuration is complete.

 The configuration file must have a .cfg file extension and must be less than 2 MB. 

The two options expected in the DHCP message are:

 TFTP server address— include this in siaddr or option 150 or both. If the server address is included in 
both, the siaddr takes precedence. 

 Configuration file path— include this in boot file option or options 67 or both. 

The siaddr and the boot file options are part of the BOOTP parameters section of the DHCP message. 

When these options are processed, the Mobility Access Switch downloads the new configuration file, 
compares it with the configuration file in use, and if they differ, the new file is copied as default.cfg. Then 
the Mobility Access Switch reboots automatically and generates a message that a new configuration is 
loaded. A syslog message is logged for every failed and successful configuration download.

You can use any network port in stand-alone or stacking environments.

These options are processed only if the Mobility Access Switch is running with the factory-initial configuration. 
Otherwise these options in the incoming DHCP message are ignored.

If a server IP address is provided but a configuration file name is not included in the DHCP server option, the 
Mobility Access Switch attempts to download a configuration file name with its serial number 
(<serialnumber>.cfg).
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Contacting Support

Copyright
© 2013 Aruba Networks, Inc. Aruba Networks trademarks include , Aruba Networks®, Aruba Wireless 
Networks®, the registered Aruba the Mobile Edge Company logo, Aruba Mobility Management System®, Mobile Edge 
Architecture®, People Move. Networks Must Follow®, RFProtect®, Green Island®. All rights reserved. All other trademarks are the 
property of their respective owners. 

Open Source Code

Certain Aruba products include Open Source software code developed by third parties, including software code subject to the GNU 
General Public License (GPL), GNU Lesser General Public License (LGPL), or other Open Source Licenses. Includes software from 
Litech Systems Design. The IF-MAP client library copyright 2011 Infoblox, Inc. All rights reserved. This product includes software 
developed by Lars Fenneberg et al. The Open Source code used can be found at this site:

http://www.arubanetworks.com/open_source 

Legal Notice
The use of Aruba Networks, Inc. switching platforms and software, by all individuals or corporations, to terminate other vendors’ 
VPN client devices constitutes complete acceptance of liability by that individual or corporation for this action and indemnifies, in 
full, Aruba Networks, Inc. from any and all legal actions that might be taken against it with respect to infringement of copyright on 
behalf of those vendors.

Warranty
This hardware product is protected by the standard Aruba warranty of one year parts/labor. For more information, refer to the 
ARUBACARE SERVICE AND SUPPORT TERMS AND CONDITIONS.

Altering this device (such as painting it) voids the warranty. 

 

Main Site arubanetworks.com

Support Site support.arubanetworks.com

Airheads Social Forums and 
Knowledge Base

community.arubanetworks.com

North American Telephone 1-800-943-4526 (Toll Free)
1-408-754-1200 

International Telephones arubanetworks.com/support-services/aruba-support-program/contact-
support/

Software Licensing Site licensing.arubanetworks.com

End of Support information www.arubanetworks.com/support-services/end-of-life-products/end-of-
life-policy/

Wireless Security Incident
Response Team (WSIRT)

arubanetworks.com/support/wsirt.php

Support Email Addresses

Americas and APAC support@arubanetworks.com

EMEA emea_support@arubanetworks.com

WSIRT Email
Please email details of any 
security problem found in an 
Aruba product.

wsirt@arubanetworks.com
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© 2013 Aruba Networks, Inc. All rights reserved.

www.arubanetworks.com

1344 Crossman Avenue
Sunnyvale, California 94089

Phone: 408.227.4500
Fax 408.227.4550
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