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Compaq 2016

16-Port 10Base-T Manageable,
Stackable Hub w/Optional
Media Port

267046-001

The Compaq 2016 Hub provides
flexible integration and network
configuration, ease-of-use and
installation, and built-in
management to support a
variety of management options.

Compaq 2016 Manageable,
Stackable 10Base-T Hub

QUICKSPECS

Flexibility

The Compagq 2016 hub provides flexible integration and network configuration, ease of use and installation, and
built-in management to support a variety of networking options.

Performance

Compag 2016 hubs have 16 ports and can be stacked up to ten units high, providing up to 160 ports in as many
as ten collision domains, or up to 640 ports in a single collision domain in four stacks.

Ten segments per stack means ten times the bandwidth, resulting in increased network productivity.

Expansion

A modular expansion port, located in the front of the 2016 units, supports optional AUI, BNC, and 10Base-FL
media expansion modules for additional cabling configurations. Hubs are attached together via the patented
Compagq Extended Repeater Architecture, giving you the capability to extend the stack across multiple floors or
office-up to 250 feet without running into repeater hop count limitations. The ERA port uses standard Category
3 or Category 5 cabling.

Ideal for Switched Environments

The segmentation feature of the Compagq 2016 allows you to connect individually segmented units to a
dedicated port on an Ethernet switch backbone, resulting in maximum network performance gains.

LED Indicators

LED Indicators provide “at-a-glance” backplane status, port status and link activity, hub power, and collision
status.

Manageable

Each Compagq 2016 hub includes built-in management, providing robust, industry-standard MIB Il SNMP and
Telnet for both in-band or out-of-band management.

Also included is Compaq Management Software which delivers standards-based network management for all
manageable products. An optional installation, combining Management Software and Compag Insight Manager,
enables network and systems management from one console.

Warranty

Three-year limited warranty®

SPECIFICATIONS
SNMP Support Novell, RFC 1516, RFC 1213, NWS2000, RFC 1757 (replaces
1871)
Regulatory Testing
Emission FCC part 15, Class A
EN55022 / CISPR22 Class A
Immunity IEC 801-2 (Electrostatic Discharge)

IEC 801-3 (Radiated Immunity)
IEC 801-4 (Electrical Fast Transient/Burst)
EN55101-4 (Conducted Immunity)
Safety UL 1950, Second Edition
(UL’s Standard for Information Technology Equipment)
CAN/CSA C22.2 No. 950-M93
TOV Rheinland EN 60950/1988+A1/1990 + A2/1992
CE 89/336/EEC (EMC directive)

Physical Topology Supported Category 3, 4, and 5 UTP (10Base-T)
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SPECIFICATIONS (continued)
Environmental Requirements

Operating

Altitude
Non-operating

Altitude
Power Requirements
Power Supply
Wattage Consumption
Weight
Unit
Shipping
Dimensions (HXWxD)
Unit
Shipping

RELATED PRODUCTS

AUl Media Expansion Port

BNC Media Expansion Port
10Base-FL Media Expansion Port
Compag Management Software

Compagq Insight Manager

Compaq 2016 Manageable,
Stackable 10Base-T Hub

32° to 122°F/0° to 50°C

5% to 95% humidity (non-condensing)
0to 10,000 ft/0 to 3,000 meters

32° to 151°F/0° to 66°C

5% to 95% humidity (non-condensing)
0 to 30,000 ft/0 to 9,000 meters

120 to 240 VAC/50 to 60 Hz
57W; BTU/hr = 195

51bs/2.27 kg
9 Ibs/4.08 kg

1.75x 17 x 8.4 in/4.45 x 43.18 x 21.34 cm
4.75x 20.5 x 12in/12.07 x 52.07 x 30.48 cm

267063-001
267064-001
267065-001
Included
Included

For more information on Compag's full range of networking products, please contact your local Compaq Sales

Representative or Compaq Reseller.

For additional information in North America, please call 1-800-344-4825.

To find up-to-the-minute details on all of Compaq's products and services, please visit us on our World Wide Web

site: www.compag.com.
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