
 

IntroductionIntroductionIntroductionIntroduction
The HP ProLiant DL100 Storage Server is an entry-level Network Attached Storage (NAS) solution that delivers quick-to-install and
simple-to-manage networked storage with multi-protocol file sharing for small or branch office locations. Windows Storage Server
2003 (WSS 2003) operating system is pre-installed and optimized for the DL100 Storage Server and includes HP-specific
management tools. The hardware is also pre-configured and optimized allowing the DL100 Storage Server to be up and running in
minutes.

In a small or branch office, the DL100 Storage Server serves as the file storage device hosting local user files and/or Exchange
database and log files. Included in WSS 2003 is a print hosting option, where the DL100 can also serve as the local print server.

With optional host-based data replication, data on the DL100 Storage Server can be exchanged with a main office easily to support
business continuity needs.

The DL100 Storage Server offers quick-restore functionality via DVD and a dual OS partition. In the event the DL100 needs to be
restored, a Quick Restore DVD brings the system back to a factory default image.

The HP ProLiant DL100 Storage Server is available in three different storage capacity models.

What's NewWhat's NewWhat's NewWhat's New The HP ProLiant DL100 Storage Server was previously known as the HP StorageWorks NAS 1500s. As of
November 2004, HP re-branded all of its HP StorageWorks NAS products to the new brand name of HP
ProLiant Storage Server. Other than the name, there is no difference between an HP ProLiant DL100
Storage Server and an HP StorageWorks NAS 1500s.

What Is a Storage Server?What Is a Storage Server?What Is a Storage Server?What Is a Storage Server? HP uses the Storage Server product name to describe its Network Attached Storage (NAS) solutions. NAS
solutions are specialized file-serving devices that support heterogeneous files in a high-capacity storage
solution on Ethernet based networks. NAS solutions also provide specific features to simplify the tasks
and reduce the resources associated with data storage and management. The objective of NAS
technology is to simplify manageability and improve data access to clients and applications. A NAS
solution will generally provide network accessible storage to a mix of clients and servers running different
operating systems.

Benefits of the HP ProLiantBenefits of the HP ProLiantBenefits of the HP ProLiantBenefits of the HP ProLiant
DL100 Storage ServerDL100 Storage ServerDL100 Storage ServerDL100 Storage Server

Ready to deployReady to deployReady to deployReady to deploy The hardware is pre-configured and the OS is pre-installed from the
factory allowing you to deploy the system on your network in minutes.

Cost-effectiveCost-effectiveCost-effectiveCost-effective Low acquisition cost fits smaller capital spending budgets: provides
file, print and Exchange storage services in a single simple-to-manage
storage server.

1U Form Factor1U Form Factor1U Form Factor1U Form Factor Space saving product design that can be rack mounted or used on a
desktop.

Simple managementSimple managementSimple managementSimple management Web-based user interface enables system administrators to set up and
manage the ProLiant DL100 storage server in only a few short steps.

Remote manageabilityRemote manageabilityRemote manageabilityRemote manageability Supports remote management via the Storage Server Web GUI or a
remote desktop connection.

VersatileVersatileVersatileVersatile

 

Each model provides a different processor, memory size and capacity
point allowing customers to choose the one appropriate for their
needs.

High performanceHigh performanceHigh performanceHigh performance

 

Uses the latest Intel Celeron or Pentium 4 processors, fastest SATA
hard disk drives, and hardware-based RAID for optimal performance.
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ReliableReliableReliableReliable

 

Provides data protection capabilities like hardware-based RAID and
support for multiple backup and anti-virus packages.

OpenOpenOpenOpen Supports all the major file serving protocols including SMB/CIFS, NFS,
NCP, AppleTalk, HTTP, WebDAV and FTP.

Product FeaturesProduct FeaturesProduct FeaturesProduct Features ProcessorProcessorProcessorProcessor 2.8 GHz Intel Celeron (320 GB Model)
2.8 GHz Intel Pentium 4 (640 GB Model)
3.2 GHz Intel Pentium 4 (1 TB Model)

Form FactorForm FactorForm FactorForm Factor 1U rack mount or desktop
MemoryMemoryMemoryMemory 512 MB of memory standard, expandable to 4 GB (320 GB Model)

1 GB of memory standard, expandable to 4 GB (640 GB and 1 TB
models)

Storage ControllerStorage ControllerStorage ControllerStorage Controller Hardware based RAID controller (in a slot)
Internal StorageInternal StorageInternal StorageInternal Storage Four (4) Hot plug 1" 7200 RPM SATA Hard Disk Drives standard

4 x 80 GB (320 GB Model)
4 x 160 GB (640GB Model)
4 x 250GB (1TB Model)

Network ConnectionNetwork ConnectionNetwork ConnectionNetwork Connection Two Auto Sensing Gigabit NICs (embedded) 10/100/1000
BackupBackupBackupBackup SCSI Controller (in a slot) with external connector for tape backup

device
Bundled SoftwareBundled SoftwareBundled SoftwareBundled Software Windows Storage Server 2003 (Workgroup Edition) pre-installed.

Includes:
Print Server support for up to 5 network attached printers
Services for UNIX 3.5
Storage Resource Manager 2.0 with directory quotas, file screening
and storage reporting

WarrantyWarrantyWarrantyWarranty The DL100 Storage Server comes with a standard 3-1-1 warranty (3
years parts exchange, 1 year labor, and 1 year onsite, next business
day response)

Fans and Power SuppliesFans and Power SuppliesFans and Power SuppliesFans and Power Supplies The HP ProLiant DL100 Storage Server comes with a single system fan
and single power supply
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Optional SoftwareOptional SoftwareOptional SoftwareOptional Software HP OpenView Storage Data Protector HP OpenView Storage Data Protector HP OpenView Storage Data Protector HP OpenView Storage Data Protector - The HP OpenView Storage Data Protector software is
enterprise data protection and disaster recovery, ensuring recovery from any disruption. Data
Protector integrates a variety of techniques to eliminate backup and recovery windows. The
capabilities to eliminate planned downtime range from online backup and backup of open files to
zero-downtime, zero-impact backup. The software provides industry-leading instant recovery as
well as several disaster recovery alternatives to eliminate unplanned downtime, allowing recovery
of entire data centers in minutes.

Data Protector is enabling organizations to reduce costs by automating routine tasks to maximize
the effectiveness of the data protection staff. For the price of an entry-level product, it provides the
enterprise functionality customers need. Data Protector scales from single server to distributed
enterprise, covering an extensive range of heterogeneous applications, operating environments
and storage configurations with a single solution.

The ProLiant DL100 Storage Server supports using Data Protector as the backup software solution.
For more information on HP OpenView Data Storage Protector:
http://h18006.www1.hp.com/products/storage/software/dataprotector/index.html
HP OpenView Storage MirroringHP OpenView Storage MirroringHP OpenView Storage MirroringHP OpenView Storage Mirroring - The ProLiant DL100 Storage Server supports using Storage
Mirroring as the replication software solution (see Options section for more details)

HP ProLiant Storage Server iSCSI Feature PackHP ProLiant Storage Server iSCSI Feature PackHP ProLiant Storage Server iSCSI Feature PackHP ProLiant Storage Server iSCSI Feature Pack - A powerful and easy-to-use software that adds
iSCSI target functionality to HP Storage Server (NAS) devices designed for small and medium
business environments. The combination creates an iSCSI Storage Server solution that is capable
of hosting file, print, and application storage (block) services on a single platform.

HP ProLiant Application Storage Manager is included with HP iSCSI Feature Pack and delivers
radically simple email storage management to customers hosting Microsoft Exchange 2003
storage groups on HP Storage Servers via HP iSCSI Feature Pack.

NOTE: NOTE: NOTE: NOTE: More information on ordering the iSCSI Feature Pack for the HP ProLiant DL100 Storage
Server can be found in the Product Configuration Wizard section of this document.

Non HP Software forNon HP Software forNon HP Software forNon HP Software for
Exchange Backup &Exchange Backup &Exchange Backup &Exchange Backup &
ArchiveArchiveArchiveArchive

Backup and Restore of Exchange DataBackup and Restore of Exchange DataBackup and Restore of Exchange DataBackup and Restore of Exchange Data - HP has qualified CommVault Systems to provide
simplified and cost-effective data management and protection solutions for HP ProLiant Storage
Server customers. The solution helps SMB customers address the issues of growing business and
regulatory compliance requirements for data retention, reduced data backup windows and
increasing storage management administration cost and complexity. CommVault's QiNetix
software suite running on an HP Storage Server device includes the following key features:

Complete protection and management of Microsoft Exchange and NAS data, including
backup, restore (Database and Message Level), archiving and data migration to secondary
storage devices.
Use of HP ProLiant Storage Server devices as backup and archive targets to stage Microsoft
Exchange and other data.
Content-based indexing of Exchange data to assist in compliance and specific searching of
Exchange e-mail text, e-mail attachments, and Window files.
Immediate ability to increase reliability and performance by staging data to the HP ProLiant
Storage Server product and then to tape (D2D2T) seamlessly via CommVault QiNetix,
including support for HP StorageWorks Magneto Optical Storage.

NOTE: NOTE: NOTE: NOTE: For more information on CommVault QiNetix software for HP Storage Servers, please go to:
http://www.commvault.com/hp/hp_nas.asp
NOTE:NOTE:NOTE:NOTE: To order CommVault QiNetix software for HP Storage Servers:
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U.S.: Call (877) 723-5091 or email parnersupport@commvault.com or
Europe: Email HPInfo@commvaultemea.com
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Storage ServiceStorage ServiceStorage ServiceStorage Service
PackagesPackagesPackagesPackages

HP offers a portfolio of services ranging from Storage Design and Architecture that provides a complete
multi-site design and implementation, to various levels of on-going maintenance support. Additionally the
basic warranty service can be enhanced and/or HP Installation services can be purchased. Specifically
Care Pack services include:

Proactive 24 (P24)
Support Plus 24 for Storage
Support Plus for Storage
4-Hour, 24x7 Onsite, HW Support
4-Hour, 13x5 Onsite, HW Support
Next Business Day Onsite, HW Support
Installation for Storage (per event)
Installation & Startup for Storage (per event)

HP CarePack Services available for the DL100 Storage Server include:

Service DescriptionService DescriptionService DescriptionService Description Product NumberProduct NumberProduct NumberProduct Number

HP 1y PW SupportPlus PL DL100 SS SVC UC557PE

HP 1y PW SupportPlus24 PL DL100 SS SVC UC558PE

HP 3y SupportPlus PL DL100 StorSvr SVC UC555E

HP 1y SupportPlus PL DL100 StorSvr SVC UC553E

HP 3y SupportPlus24 PL DL100 StorSvr SVC UC556E

HP 1y SupportPlus24 PL DL100 StorSvr SVC UC554E

HP Installation NAS/Proliant StorSvr SVC U7986E

HP offers an optional migration service to assist the customer in moving to the newest product release.
This may be in the form of a defined kit and service, or may alternatively be performed on a time &
material basis.
HP Services allows the customer to leverage HP's experience in selecting and configuring the most widely
used security features, and provides an environment that is immediately more available due to increased
change control and significantly improved data security.
For more information on these and other service options, please contact any of our worldwide sales
offices or visit our web site at: http://www.hp.com/hps/support.

Product ServicesProduct ServicesProduct ServicesProduct Services Installation services
On-site maintenance (includes warranty support)
Response time upgrades during the warranty period
Post-warranty coverage
Performance consulting via statement of work
Migration service consulting via statement of work
For additional hardware installation and maintenance information, please refer to the URLs listed
below:
http://h18005.www1.hp.com/services/carepaq/us/install/
http://h18005.www1.hp.com/services/carepaq/us/hardware/
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Installation and StartupInstallation and StartupInstallation and StartupInstallation and Startup
ServicesServicesServicesServices

The Installation and Startup Service package provides installation and configuration of HP StorageWorks
products. Major categories of work could include:

Pre-installation consulting and planning
Hardware installation, configuration and verification
Service tools installed, configured and verified
Customer orientation

WarrantyWarrantyWarrantyWarranty The HP ProLiant DL100 Storage Server has a standard 3-1-1 warranty (3 years parts exchange, one year
labor, and one year on-site, next business day response).

Warranty UpgradeWarranty UpgradeWarranty UpgradeWarranty Upgrade
OptionsOptionsOptionsOptions

Response – Upgrade on-site response from next business day to same day 4-hours
Coverage – Extend hours of coverage from 5 days x 9 hours to 7 days x 24 hours
Duration – Select duration of coverage for a minimum period of 1year or multiple years

     The HP Care Pack is defined as an upgrade to the product warranty attribute, available for a specific
duration and hours of coverage.

     HP Care Pack is not available for less than the product's warranty duration.
HP Care Pack is available for sale anytime during the warranty period for most products, but the
commencement date will be the same as the Warranty Start Date (delivery date to end user
customer). Proof of purchase may be required.
HP Care Pack services are prepaid.
For additional HP Care Pack (hardware & software) information, as well as orderable part
numbers, please refer to the URL listed below:
http://h18005.www1.hp.com/services/carepaq/index.html

ComponentsComponentsComponentsComponents The following brick level options/components do not have individual HP Care Pack Services. These items
will be included in product HP Care Pack Services into which they are installed.

Disk Drives Tape Drives CD/DVD ROM SCSI Hubs in SBBs

     Bus Converters Backplane RAID
Controllers

Power Supplies Cabling
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In the following steps you will be guided through a series of steps to help you configure a customized model.
NOTE:NOTE:NOTE:NOTE: Options ship separately and are not factory integrated.

Step 1 - Order required modelsStep 1 - Order required modelsStep 1 - Order required modelsStep 1 - Order required models
NOTE:NOTE:NOTE:NOTE: The ProLiant DL100 Storage Server is a fixed capacity storage device. Three capacity models are available.

Specifications for all HPSpecifications for all HPSpecifications for all HPSpecifications for all HP
ProLiant DL100 StorageProLiant DL100 StorageProLiant DL100 StorageProLiant DL100 Storage
ServersServersServersServers

OSOSOSOS Microsoft Windows Storage Server 2003

Cache MemoryCache MemoryCache MemoryCache Memory 512 KB L2 Cache

Network ControllerNetwork ControllerNetwork ControllerNetwork Controller Dual auto sensing Gigabit NICs (embedded)

Controller for backupController for backupController for backupController for backup
devicedevicedevicedevice

SCSI card (in a slot)

Protocol SupportProtocol SupportProtocol SupportProtocol Support CIFS, NFS, NCP, Appletalk, HTTP, WebDAV and FTP

Form FactorForm FactorForm FactorForm Factor 1U Form Factor – 1.75 x 17 x 23 in (4.45 x 43.18 x 58.42 cm)

Specifications for HPSpecifications for HPSpecifications for HPSpecifications for HP
ProLiant DL100 StorageProLiant DL100 StorageProLiant DL100 StorageProLiant DL100 Storage
Server Model 320 GBServer Model 320 GBServer Model 320 GBServer Model 320 GB
367987-B21

ProcessorProcessorProcessorProcessor (1) Intel Celeron Processor 2.8 GHz standard

MemoryMemoryMemoryMemory 512 MB of Memory standard, expandable to 4 GB

Hard DriveHard DriveHard DriveHard Drive
(Internal storage)(Internal storage)(Internal storage)(Internal storage)

Four (4) Hot plug 80 GB 1" 7200 RPM SATA hard drives standard

Raw Storage CapacityRaw Storage CapacityRaw Storage CapacityRaw Storage Capacity 320 GB

Specifications for HPSpecifications for HPSpecifications for HPSpecifications for HP
ProLiant DL100 StorageProLiant DL100 StorageProLiant DL100 StorageProLiant DL100 Storage
Server Model 640 GBServer Model 640 GBServer Model 640 GBServer Model 640 GB
367988-B21

ProcessorProcessorProcessorProcessor (1) Intel Pentium 4 Processor 2.8 GHz standard

MemoryMemoryMemoryMemory 1 GB of Memory standard, expandable to 4 GB

Hard DriveHard DriveHard DriveHard Drive
(Internal storage)(Internal storage)(Internal storage)(Internal storage)

Four (4) Hot plug 160 GB 1" 7200 RPM SATA hard drives standard

Raw Storage CapacityRaw Storage CapacityRaw Storage CapacityRaw Storage Capacity 640 GB

Specifications for HPSpecifications for HPSpecifications for HPSpecifications for HP
ProLiant DL100 StorageProLiant DL100 StorageProLiant DL100 StorageProLiant DL100 Storage
Server Model 1 TBServer Model 1 TBServer Model 1 TBServer Model 1 TB
367989-B21

ProcessorProcessorProcessorProcessor (1) Intel Pentium 4 Processor 3.2 GHz standard

MemoryMemoryMemoryMemory 1 GB of Memory standard, expandable to 4 GB

Hard DriveHard DriveHard DriveHard Drive
(Internal storage)(Internal storage)(Internal storage)(Internal storage)

Four (4) Hot plug 250 GB 1" 7200 RPM SATA hard drives standard

Raw Storage CapacityRaw Storage CapacityRaw Storage CapacityRaw Storage Capacity 1 TB

Step 2 - Order memory upgradesStep 2 - Order memory upgradesStep 2 - Order memory upgradesStep 2 - Order memory upgrades
Memory Upgrade OptionMemory Upgrade OptionMemory Upgrade OptionMemory Upgrade Option 256MB of Advanced ECC PC3200 DDR SDRAM DIMM Memory Kit (1 x 256MB) 354557-B21

512MB of Advanced ECC PC3200 DDR SDRAM DIMM Memory Kit (1 x 512MB) 354560-B21

1024MB of Advanced ECC PC3200 DDR SDRAM DIMM Memory Kit (1 X 1024MB) 354563-B21

NOTE:NOTE:NOTE:NOTE: The ProLiant DL100 Storage Server has 4 memory slots allowing a total of
4GB of memory maximum (4 x 1024MB)

 

NOTE:NOTE:NOTE:NOTE: If a ProLiant DL100 Storage Server requires field replacement, the memory
option(s) should be removed and re-installed into the ProLiant DL100 Storage Server
replacement unit.
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Step 3 - Add host-based replicationStep 3 - Add host-based replicationStep 3 - Add host-based replicationStep 3 - Add host-based replication
Host Based DataHost Based DataHost Based DataHost Based Data
ReplicationReplicationReplicationReplication

HP OpenView Storage Mirroring (SM) is an ideal entry host-based software product
for IP networks. SM does not require high bandwidth Fibre Channel networks, high
capacity replication and zero down time service levels. Storage Mirroring provides
near real-time full application or file recovery up to the last byte replication. SM is an
excellent choice for low bandwidth; low storage volume changes and meets business
recovery goals within tens of minutes or hours. The immediate return on investment is
realized in the reduced management cost associated with branch or small offices
networks.

 

     Product Highlights:

High availability with Microsoft Windows 2000/NT/2003servers
Application aware and supported with Exchange, SQL and Oracle
Host-based remote storage copy with TCP/IP networks
Data distribution one-to-many or 'fan-out' to multiple destinations
Data migration utility for transferring large data projects
Centralize backup, data protection and recovery operations
Built in scheduler for off hours replication
Built in network bandwidth utilization management
Disaster recovery between source and destination failover sites
Powered by NSI Software's Double-Take patented 'Sequential Transfer
Asynchronous Replication' technology
Sequential transfer maintains write sequential across multiple files for data
integrity
Asynchronous replication allows hosts to continue processing for maximum
performance

 

HP OpenView Storage Mirroring v4.4 MS media and docs T2558AA

HP OpenView Storage Mirroring v4.4 Workgroup NAS Edition LTU 1 344954-B21

HP OpenView Storage Mirroring v4.4 Workgroup NAS Edition LTU 25 T2536AA

For more information go to the HP OpenView Storage Mirroring website at:
http://h18006.www1.hp.com/products/storage/software/sm/index.html

 

Step 4 - add iSCSI Feature PackStep 4 - add iSCSI Feature PackStep 4 - add iSCSI Feature PackStep 4 - add iSCSI Feature Pack
HP ProLiant Storage Server iSCSI Feature Pack is powerful and easy-to-use software that adds iSCSI target functionality to HP
Storage Server (NAS) devices designed for small and medium business environments. The combination creates an iSCSI Storage
Server solution that is capable of hosting file, print, and application storage (block) services on a single platform.

HP ProLiant Application Storage Manager is included with HP iSCSI Feature Pack and delivers radically simple email storage
management to customers hosting Microsoft Exchange 2003 storage groups on HP Storage Servers via HP iSCSI Feature Pack.

Features and Benefits:

Single storage platform to manage, scale, and protect: HP iSCSI Feature Pack software adds iSCSI target capability to HP
ProLiant Storage Servers (NAS), creating platforms with combined storage services (file, print, and block) and enabling
migration from multiple direct-attached storage devices to a consolidated storage model.
Uses existing Ethernet infrastructure: Protects and enhances existing technology investments.
Microsoft "Designed for Windows" Logo Certified: Certified by Microsoft Windows Hardware Qualification Lab (WHQL) to be
fully compliant and compatible with Microsoft-supported servers and client systems.
Qualified to host Microsoft Exchange Storage Groups and Microsoft SQL databases
Works with Oracle Database: Verified with Oracle Database 9i and 10g
Radically simple Microsoft Exchange 2003 storage management: HP ProLiant Application Storage Manager works with iSCSI
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Feature Pack to simplify hosting, monitoring, and managing Microsoft Exchange 2003 storage groups on HP Storage Servers.
Compliant iSCSI target implementation: Ensures compatibility with other devices conforming to the Internet Engineering Task
Force (IETF)-ratified iSCSI specification.

     HP ProLiant Storage Server iSCSI Feature Pack - Standalone Edition
NOTE: NOTE: NOTE: NOTE: Feature Pack includes the HP ProLiant Application Storage Manager software

T3669A

HP ProLiant Storage Server iSCSI Snapshots - Standalone Edition
NOTE: NOTE: NOTE: NOTE: Snapshot feature upgrade for T3669A

T3671A

HP ProLiant Storage Server iSCSI Direct Backup - Standalone Edition
NOTE:NOTE:NOTE:NOTE: Direct Backup feature upgrade for T3669A

T3674A

NOTE: NOTE: NOTE: NOTE: For more information and specifications for the HP ProLiant Storage Server
iSCSI Feature Pack go to
http://h18006.www1.hp.com/products/storage/software/inas/index.html

 

Step 5 - Add external DVDStep 5 - Add external DVDStep 5 - Add external DVDStep 5 - Add external DVD
NOTE:NOTE:NOTE:NOTE: The HP ProLiant DL100 Storage Server does not have an internal DVD. To use the included Quick Restore DVD for system
recovery, an external DVD drive is attached via a USB port on the back of the DL100 Storage Server

DVD DrivesDVD DrivesDVD DrivesDVD Drives Multibay USB cradle for DVD drives listed below DC373B

Multibay 24X DVD/CD-RW combo DC364B

Multibay DVD+RW Drive DG189B

Step 6 - Add spare HDDStep 6 - Add spare HDDStep 6 - Add spare HDDStep 6 - Add spare HDD
NOTE:NOTE:NOTE:NOTE: Order only if you need have a spare HDD on-site in the event a failed drive needs to be replaced
immediately. These part can only be ordered through the HP Parts Store at:
http://h20141.www2.hp.com/hpparts/default.asp

 

HDDHDDHDDHDD 80GB SATA HDD (spare for 320GB model) 370432-001

160GB SATA HDD (spare for 640GB model) 370433-001

250GB SATA HDD (spare for 1TB model) 370434-001

Step 7 - Add tape backup solutionStep 7 - Add tape backup solutionStep 7 - Add tape backup solutionStep 7 - Add tape backup solution
Tape Backup DevicesTape Backup DevicesTape Backup DevicesTape Backup Devices The recommend tape backup solution for the DL100 Storage Server is the Ultrium

448. For more information on the Ultrium 448 and other compatible tape devices for
the DL100 Storage Server go to:
http://www.hp.com/products1/storage/compatibility/tapebackup/ISS/index.html

 

QuickSpecs HP ProLiant DL100 Storage ServerHP ProLiant DL100 Storage ServerHP ProLiant DL100 Storage ServerHP ProLiant DL100 Storage Server

Product Configuration Wizard

DA - 12026   Worldwide — Version 9 — September 23, 2005 Page 9

http://h18006.www1.hp.com/products/storage/software/inas/index.html
http://h20141.www2.hp.com/hpparts/default.asp
http://www.hp.com/products1/storage/compatibility/tapebackup/ISS/index.html


Step 8 - Add a power cordStep 8 - Add a power cordStep 8 - Add a power cordStep 8 - Add a power cord
NOTE:NOTE:NOTE:NOTE: The ProLiant DL100 Storage Server is designated as a rack mount solution and ships standard with rack mount PDU power
cables, if a customer desires to not rack the ProLiant DL100 Storage Server the appropriate power cord option kit must be ordered.

Power CordsPower CordsPower CordsPower Cords Central Europe – CORD, PWR,AC LINE,EUR,12' 157215-021

UK, Hong Kong – CORD, PWR,AC,UK/SINGAPORE, 12' 157216-031

Italy – CORD, PWR,AC LINE,ITL, 12' 157217-061

Denmark – CORD, PWR,AC LINE,DAN, 12' 157218-081

Switzerland – CORD, PWR,AC LINE,SWI, 12' 157219-111

SE Asia, India – CORD, PWR,AC IND/SOUAF, 12' 157220-AR1

Australia, China, New Zealand – CORD, PWR,AC LINE,AUS/N.ZEAL, 12' 227098-011

UPS Power CordUPS Power CordUPS Power CordUPS Power Cord
Reference GuideReference GuideReference GuideReference Guide

Please see the UPS Power Cord Reference Guide for that lists cable descriptions, requirements, andPlease see the UPS Power Cord Reference Guide for that lists cable descriptions, requirements, andPlease see the UPS Power Cord Reference Guide for that lists cable descriptions, requirements, andPlease see the UPS Power Cord Reference Guide for that lists cable descriptions, requirements, and
specifications for UPS units.specifications for UPS units.specifications for UPS units.specifications for UPS units.
ftp://ftp.compaq.com/pub/products/servers/ProLiantstorage/power-protection/powercordmatrix.pdf.

Step 9 - Add a rackStep 9 - Add a rackStep 9 - Add a rackStep 9 - Add a rack
HP Rack 10000 SeriesHP Rack 10000 SeriesHP Rack 10000 SeriesHP Rack 10000 Series
(Graphite Metallic)

HP S10614 (14U) Rack Cabinet - Shock Pallet 292302-B22

HP 10842 (42U, 800mm wide) Rack Cabinet - Pallet 257415-B21

HP 10842 (42U, 800mm wide) Rack Cabinet - Shock Pallet 257415-B22

HP 10647 (47U) Rack Cabinet - Pallet 245160-B21

HP 10647 (47U) Rack Cabinet - Shock Pallet 245160-B23

HP 10642 (42U) Rack Cabinet - Pallet 245161-B21

HP 10642 (42U) Rack Cabinet - Shock Pallet 245161-B22

HP 10642 (42U) Rack Cabinet - Crated 245161-B23

HP 10636 (36U) Rack Cabinet - Pallet 245162-B21

HP 10636 (36U) Rack Cabinet - Shock Pallet 245162-B22

HP 10636 (36U) Rack Cabinet - Crated 245162-B23

HP 10622 (22U) Rack Cabinet - Pallet 245163-B21

HP 10622 (22U) Rack Cabinet - Shock Pallet 245163-B22

HP 10622 (22U) Rack Cabinet - Crated 245163-B23

NOTE:NOTE:NOTE:NOTE: -B21 (pallet) used to ship empty racks shipped on a truck
-B22 (shock pallet) used to ship racks with equipment installed (by custom systems, VARs
and Channels)
-B23 (crated) used for air shipments of empty racks
NOTE:NOTE:NOTE:NOTE: It is mandatory to use a shock pallet in order to ship racks with equipment
installed.

 

NOTE:NOTE:NOTE:NOTE: Please see the Rack 10000 QuickSpecs for Technical Specifications such as
height, width, depth, weight, and color:
http://h18000.www1.hp.com/products/quickspecs/10995_div/10995_div.HTML
(Worldwide)
NOTE:NOTE:NOTE:NOTE: For additional information regarding Rack 10000 Cabinets, please see the
following URL:
http://h18000.www1.hp.com/products/servers/proliantstorage/racks/10000series.html.
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DimensionsDimensionsDimensionsDimensions (HxWxD) RackRackRackRack 1.71 x 16.87 x 23.5 in (4.32 x 42.86 x 59.69 cm)

WeightWeightWeightWeight RackRackRackRack 42.25 lb (19.16 kg) shipping
27 lb (12.24 kg) out of box

LED IndicatorsLED IndicatorsLED IndicatorsLED Indicators
(On Front Panel)
(if applicable)

Drive, LAN and system power LED's

CacheCacheCacheCache 1 MB

Drives SupportedDrives SupportedDrives SupportedDrives Supported ATA drives. All models ship with hard drives pre-installed

Maximum Number ofMaximum Number ofMaximum Number ofMaximum Number of
DrivesDrivesDrivesDrives

4, pre-installed

Input RequirementsInput RequirementsInput RequirementsInput Requirements Nominal Line VoltageNominal Line VoltageNominal Line VoltageNominal Line Voltage 100 to 120 VAC/200 to 240 VAC

     Range Line VoltageRange Line VoltageRange Line VoltageRange Line Voltage 90 to 132 VAC/180 to 265 VAC

     Line FrequencyLine FrequencyLine FrequencyLine Frequency 50 to 60 Hz

     Typical Input CurrentTypical Input CurrentTypical Input CurrentTypical Input Current 2.5 Amps (100 VAC) , 1.3 Amps (200 VAC)

     Rated Input PowerRated Input PowerRated Input PowerRated Input Power 250 Watts Max.

Drive InterfaceDrive InterfaceDrive InterfaceDrive Interface Serial ATA

PowerPowerPowerPower 250 Watts (Power Cords supplied with the DL100 Storage Server: US Power Cord for Rack PDU- C13 to
C19, IEC Jumper C13 to C14)

Reliability FeaturesReliability FeaturesReliability FeaturesReliability Features  

Relative HumidityRelative HumidityRelative HumidityRelative Humidity
(non-condensing)

Operating 10% to 80% @ 82° F (28° C) (wet bulb)

Shipping 90% @ 82° F (28° C) (wet bulb)

Temperature RangeTemperature RangeTemperature RangeTemperature Range Operating 41° to 95° F (5° to 35° C)

     Shipping -40° to 158° F (-40° to 70° C)

Product Service OptionsProduct Service OptionsProduct Service OptionsProduct Service Options Hard drives and the total unit are replaceable parts.
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