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IntroductionIntroductionIntroductionIntroduction
The HP Wireless USB WL215 provides high-speed wireless Internet access and networking for USB enabled desktops. Users can have wireless connectivity
simply by plugging in the USB connector and installing the software on a desktop PC. Benefits include:

No desktop bus card installation or looking for an ISA or PCI slot
High-level security with 802.1x and WEP using 64-bit key or an 128-bit key encryption
Multiple configuration profiles (stores up to 99)
WEPplus reduces the vulnerability of the WLAN to the "Weak Key"method of attack
Client Manager software for easy configuration and management

CompatibilityCompatibilityCompatibilityCompatibility
Wi-Fi certified full interoperability with other Wi-Fi solutions
IEEE 802.11b compliant
Conforms to USB 1.1 standard
Compatible with Windows® operating systems and WHQL certification for all supported Windows operating systems

Service and SupportService and SupportService and SupportService and Support
The HP Wireless USB WL215 has a three-year limited warranty or the remainder of the warranty of the HP product in which it is installed. Technical support is
available seven days a week, 24 hours a day, by phone as well as online support forums. Certain restrictions and exclusions apply.
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InterfaceInterfaceInterfaceInterface USB

Radio CharacteristicsRadio CharacteristicsRadio CharacteristicsRadio Characteristics Frequency Channels 2400 – 2484 MHz

Modulation Technique – Direct Sequence Spread Spectrum (CCK,DQPSK, DBPSK)

Spreading 11 – chip Barker Sequence

Media Access Protocol CSMA/CA (Collision Avoidance) with ACK

Bit Error Rate (BER) Better than 10¯5

Output Power – 15 dBm

Power Consumption Doze mode – 10 mA

Receiver mode – 205 mA

Transmit mode – 305 mA

RangeRangeRangeRange (ft/m)   11 MBIT/S11 MBIT/S11 MBIT/S11 MBIT/S 5.5 MBIT/S5.5 MBIT/S5.5 MBIT/S5.5 MBIT/S 2 MBIT/S2 MBIT/S2 MBIT/S2 MBIT/S 1 MBIT/S1 MBIT/S1 MBIT/S1 MBIT/S

OpenOpenOpenOpen 525 ft (160 m) 885 ft (270 m) 1300 ft (400 m) 1750 ft (550 m)

Semi-openSemi-openSemi-openSemi-open 165 ft (50 m) 230 ft (70 m) 300 ft (90 m) 375 ft (115 m)

ClosedClosedClosedClosed 80 ft (25 m) 115 ft (35 m) 130 ft (40 m) 165 ft (50 m)

Receiver Sensitivity dBmReceiver Sensitivity dBmReceiver Sensitivity dBmReceiver Sensitivity dBm -82 -87 -91 -94

Delay SpreadDelay SpreadDelay SpreadDelay Spread
(at FER of <1%)

65 ns 225 ns 400 ns 500 ns

Physical SpecificationsPhysical SpecificationsPhysical SpecificationsPhysical Specifications DimensionsDimensionsDimensionsDimensions 2.4 x 3.5 x 5.7 in (63 x 89 x 145 mm)

WeightWeightWeightWeight Less than 180 grams (6.35 oz)

EnvironmentalEnvironmentalEnvironmentalEnvironmental
SpecificationsSpecificationsSpecificationsSpecifications

Temperature HumidityTemperature HumidityTemperature HumidityTemperature Humidity OperatingOperatingOperatingOperating 30° to 104° F (0° to 40° C)

95% humidity (non condensing)

Operating SystemsOperating SystemsOperating SystemsOperating Systems Microsoft® Windows 98, Windows ME, Windows 2000 and Windows XP

Package ContentsPackage ContentsPackage ContentsPackage Contents USB device including a 100 cm fully shielded USB cable

Quick Start Flyer, Warranty Document, and Worldwide Customer Support Directory

Installation Software CD-ROM with drivers, software, and translated documentation

Related ProductsRelated ProductsRelated ProductsRelated Products HP Range Extender Antenna (2.5dBi)

RegulationsRegulationsRegulationsRegulations U.S.U.S.U.S.U.S. FCC (47 CFR) Part 15C, Section 15.247

CanadaCanadaCanadaCanada IC RSS 210; RSS 139; IC approval

Europe/APAEurope/APAEurope/APAEurope/APA EN55022; ETS 300-826; EN60950; EN 300-328; CE Marked

JapanJapanJapanJapan VCCI; ARIB STD-T66; Telec radio and Jate approval

© Copyright 2003-2004 Hewlett-Packard Development Company, L.P.

The information contained herein is subject to change without notice.

Microsoft and Windows are US registered trademarks of Microsoft Corporation.

The only warranties for HP products and services are set forth in the express warranty statements accompanying such products and services. Nothing herein
should be construed as constituting an additional warranty. HP shall not be liable for technical or editorial errors or omissions contained herein.
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