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HPE ProLiant ML350 Gen11
takes leadership status as most
energy-efficient tower server

Key takeaways @

HPE ProLiant ML350 Gen11 results:
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HPE ProLiant ML350 Genl11l
world's most energy-efficient tower

#1 tower result
HPE ProLiant ML350 Gen11 | 15,651
Supermicro SuperServer
SYS-740GP-TNRT 12,568
Fujitsu Primergy TX1330 M4 12,631

#1 2P tower result
HPE ProLiant ML350 Gen11 [ 15,651

Fujitsu Primergy TX1330 M4 12,361

#1 tower Linux result
HPE ProLiant ML350 Gen11 [ 16,244
Fujitsu Primergy TX2550 M4 11,901

#1 2P tower Linux result
HPE ProLiant ML350 Gen 11 e 16,244

Fujitsu Primergy TX1320 M4 12,364

#1 tower Windows result
HPE ProLiant ML350 Gen 11 [ 15,651

Fujitsu Primergy TX1330 M4 12,361

#1 2P tower Windows result
HPE ProLiant ML350 Gen11 [ 15,651

Supermicro SuperServer
SYS-740GP-TNRT 12,568

overall ssj_ops/watt 12,000 16,000

HPE ProLiant ML350 shows

. generational energy-efficient progression
HPE ProLiant ML350 Genl11l

intel Xeon Platinum 8592+ | 15,244

HPE ProLiant ML350 Gen11l Up to 40%

intel Xeon Platinum 8420+ | 13,061

HPE ProLiant ML350 Gen10 Plus .generahonal
Intel Xeon Platinum 8280 D 11,611 improvement
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