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Product description 
Juniper PTX series packet transport routers transform your network with innovations that deliver unprecedented 
throughput efficiency at a lower cost per bit. PTX10002-36CD capabilities include: 

− 2 RU fixed configuration system 

− 14.4 Tbps throughput 

− 18 x 800GbE QSFP112-DD or 36 x 400GbE QSFP56-DD ports 

− ZR/ZR+ support 

− Express 5 silicon-based system 

The PTX10002-36CD extends the PTX routing portfolio to meet and exceed the throughput and scale 
requirements of carrier-grade networks in an ultra-compact form factor. The PTX10002-36CD supports a myriad 
of mission-critical network roles, such as core, peering, data center interconnect (DCI) and data center edge, 
metro aggregation, and AI data center networking, for service and cloud providers, as well as enterprise networks. 
With its elastic architecture and precise traffic controls, the PTX10002-36CD gives customers the freedom to 
develop and deliver new services anywhere in the network without compromising the service experience. 

Product overview 
High performance, sustainable, and automated WAN and data center solutions help providers and enterprises react to evolving 
market conditions quickly. The PTX10002-36CD, based on our custom Express 5 silicon, is integral to our WAN and data center 
solutions. It empowers you to:  

− Accelerate service delivery with world-class products supporting innovative architectures 

− Deliver massively scalable and sustainable routing solutions for space- and power-constrained provider and enterprise 
networks 

− Reduce TCO with highly flexible, high performance, and sustainable platforms built for the most demanding environments 

The evolving landscape 
AI training and inference workloads, mobile, video, and cloud services are reshaping network traffic. Traditional, 
static, manual networks can’t keep up, leading to rising TCO and flat profits. Providers need more agility to use 
resources better, plan faster, and eliminate rigid layers. 

Key challenges 
Static scale: Backbones carry massive traffic and must scale efficiently. An 800GbE-ready platform with full 
MACsec support lets operators grow capacity smoothly with an elastic, compact router. 

Static architecture: Cloud and virtualized services create unpredictable traffic. Providers need a flexible, 
programmable platform like the PTX10002-36CD that adapts across the WAN and data center and supports 
any service. 

Power costs: Rising bandwidth drives higher power use. With energy-efficient Express 5 silicon, the 
PTX10002-36CD delivers high performance with reduced power, space, and carbon footprint. 

Product use cases 
The PTX10002-36CD brings physical and virtual innovation to provider and enterprise WAN and data center 
networks. This router streamlines integration and deploys seamlessly in existing 400GbE WAN and data center 
environments with a flexible mix of 36 x 400GbE or 18 × 800GbE interfaces. The PTX10002-36CD fixed 
configuration router provides an extensible platform to scale out provider and enterprise WAN backbone 
architectures, providing a consistent user experience across geographies. The PTX10002-36CD meets all existing 

https://www.hpe.com/us/en/juniper-data-center-interconnect.html
https://www.hpe.com/us/en/juniper-ai-data-center.html
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core, peering, DCI, data center edge, metro aggregation, and AI data center networking requirements, easily 
fitting into provider and enterprise networks in multiple mission-critical roles, including: 

− Core routing: The PTX10002-36CD employs a massively scalable yet compact 2U form factor with scalable 
Border Gateway Protocol (BGP), filters, and security with 8M counters; encapsulated IP filtering, sampling, and 
port mirroring; and > 200K transit label-switched path (LSP). 

− Peering: The PTX10002-36CD is perfect for scale-out peering in space- and power-constrained environments 
with full traffic visibility and L3 services including advanced scale and security; filters, RIB/FIB, and NS BGP at 
scale; 8M counters; encapsulated IP; filtering, sampling, and port mirroring; distributed denial of service (DDoS) 
detection with flex offset filtering; and Corero mitigation. 

− Data center edge: The PTX10002-36CD is also a flexible data center edge solution supporting 
EVPN/VXLAN/MPLS, expansion to innovative data center technologies, multicast (VXLAN optimized intersubnet 
multicast [OISM]), stitching, and more. 

− DCI: The PTX10002-36CD is an excellent data center interconnect router with advanced EVPN, VXLAN, and 
data center connectivity including EVPN/VXLAN, ECN/PFC, and in-band telemetry. The PTX10002-36CD offers 
secure in-line MACsec with no compromise in throughput or latency and an extended range enabled by 
400GbE ZR/ZR+, 800GbE optics, and hardware readiness for 800GbE ZR/ZR+ optics. 

− Metro aggregation: With advanced L2/L3 services, the compact PTX10002-36CD is also well suited for metro 
aggregation roles including CFM/LFM—Y.1731; MC-LAG; hierarchical QoS; BIER; SRv6. 

− AI data center networking: The PTX10002-36CD also offers a high radix routing platform with deep buffers, 
and that makes it a superior spine or leaf in AI data center networking environments. AI data center networking 
capabilities include efficient, deep-buffered interfaces, virtual output queueing (VOQ) scheduling, RDMA over 
Converged Ethernet version 2 (RoCEv2), adaptive load balancing, 8M counters, built-in IPFIX and INT-MD, 
and more. 

Innovations in silicon 
Physical innovations at the silicon level enable the PTX10002-36CD fixed configuration router to boost 
industry-leading performance and throughput efficiency numbers at optimal power efficiency. 

Express 5 silicon 
The PTX10002-36CD is powered by the highly scalable, next-generation ASIC in the Express silicon family. Our 
Express 5 silicon brings industry-leading in-line MACsec (port based and VLAN based) for all interfaces (14.4 Tbps 
encryption/decryption per chip) with universal multirate QDD800 and QSFP56-DD. Our Express 5 silicon delivers 
consistent low latency, 8M counters, 8M+ FIB, 100,000+ SR tunnels, 256 AES MACsec encryption supported on all 
ports, and wire-rate packet performance for IP traffic without sacrificing the optimized system power profile. 
Preserving the spirit of the previous generation Express silicon family, our Express 5 silicon incorporates a 3D 
memory architecture into the base design, offering high packet performance per gigabit in the fewest rack units. It 
also provides dynamic table memory allocation for massive IP routing scale while delivering tremendous power 
efficiency gains at < 0.05W/Gbps. 

Features and benefits 
Performance is one of the guiding design principles for the PTX series packet transport routers. This focus 
empowers providers and enterprise customers with superior scale to match increased traffic levels and network 
engineering challenges with predictable system latency. Ultimately, this improves the overall service experience, 
delivers best-in-class resiliency, and helps ensure that services meet strict customer SLAs. 

Operational cost efficiency is the other guiding design principle for the PTX series routers, focusing on power, 
space, and weight—fundamental concerns that impact service providers’ operational budget with respect to 
growing traffic. Elevating the standard for power efficiency, the PTX10002-36CD not only seamlessly supports 
100G/400G/800GbE ZR and ZR+ on QDD ports but also implements industry-leading, power-saving measures.  

The router integrates environmental management policies for optics, helping ensure that components like fans 
operate at optimal speeds based on the specific optics in use. 

https://www.hpe.com/us/en/what-is/evpn-vxlan.html
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Table 1. PTX10002-36CD features and benefits 

Feature Feature description Benefit 

System 
capacity 

The PTX10002-36CD scales to 14.4 Tbps in a single chassis with 36 
native ports, featuring flexible interface configuration options: 

 

 Port speed table 

Port speed Optical port No. of ports/board Total 
number of 
Ethernet 
ports 

Maximum 
port 
density 

800 GE QSFP112-DD 18 18 18 

400 GE QSFP56-DD 36 36 36 

200 GE QSFP112-DD 18 x (4 x 200G BO) 72 72 

100 GE QSFP112-DD 18 x (8 x 100G BO) 144 144 

50 GE QSFP56-DD 36 x (4 x 50G BO) 144 144 

25 GE QSFP56-DD 36 x (4 x 25G BO) 144 144 

10 GE QSFP56-DD 36 x (4 x 10G BO) 144 144 

 

ZR optics support table 

800G ZR/ZR+ Top right 9 QSFP112-DD ports 

400G ZR/ZR+ Right side 18 QSFP56-DD ports 

 

Breakout optics support table 

QSFP112-DD All 18 ports support breakout 

 2 x 400G, 4 x 200G, 2 x 200G, 1 x 200G, 8 x 100G, 4 x 
100G, 2 x 100G, 1 x 100G, 8 x 50G, 4 x 50G, 2 x 50G, 1 x 
40G, 4 x 25G, 4 x 10G 

QSFP56-DD All 36 ports support breakout 

 2 x 200G, 1 x 200G. 4 x 100G, 2 x 100G, 1 x 100G, 8 x 
50G, 4 x 50G, 2 x 50G, 1 x 40G, 4 x 25G, 4 x 10G 

 

The PTX10002-36CD gives 
cloud and service providers 
and enterprise customers the 
performance and scalability 
needed to outpace growing 
traffic demands. 

High 
availability 
(HA) 
hardware 

The PTX10002-36CD is built with hardware redundancy for cooling, 
power supplies, and forwarding. The platform offers power supply 1+1 
redundancy, front-to-back (AFO) fan trays, and back-to-front (AFI) 
fan trays. 

HA is critical for service 
providers to maintain an 
always-on infrastructure base 
and meet stringent SLAs 
across the core. 

Packet 
performance 

The PTX10002-36CD uses the latest Express 5 silicon that delivers 
dense 100/400/800GbE. Express 5 silicon also supports MACsec 
encryption on every interface at port speed. 

Exceptional packet processing 
capabilities help alleviate the 
challenge of scaling the network 
as traffic levels increase while 
optimizing IP/MPLS transit 
functionality around superior 
performance and fast 
deployment. 
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Table 1. PTX10002-36CD features and benefits (continued) 

Feature Feature description Benefit 

Compact 
form factor 

With cutting-edge innovation in power and cooling technology, the 
PTX10002-36CD provides 14.4 Tbps in an ultra-compact 2U form 
factor with power-optimized scale and efficiency. 

Space efficiency is a critical 
requirement for peering 
internet exchange points, 
peering collocations, central 
offices, and regional 
networks, especially in 
emerging markets. 

Security The PTX series packet transport routers use a combination of 
hardware-based mechanisms, such as MACsec and software-based 
features like firewall filters and DDoS to provide scalable security. 
In-line MACsec is supported on all ports with no compromise in 
throughput or latency. 

In-line data plane delivers 
MACsec security with no 
throughput or latency penalties, 
in addition to control plane 
security with DDoS. 

 

Table 2. PTX10002-36CD specifications 

Feature Description 

System throughput 14.4 Tbps 

Forwarding capacity Up to 10 Bpps 

Dimension (H x W x D) 2 RU x 445mm x 564mm  
3.5" x 17.28" x 29.13" 

Rack units 2 ;RU, 800 mm rack including cables 

Weight 55 lb 

CPU Intel® Ice Lake-D-1733NT, 8 core, 2 GHz 

DIMM 4 x DIMM socket, 32 GB/DIMM 

SSD  2 x 200G, NVMe SSD, 22 x 80 mm with doggy door access 

Power supply 1+1 AC 2.2 kW and DC 2.2 kW PSU, AC/HVDC/HVAC 

AC input Voltage: 200V to 277V AC, 10A, 50 to 60 Hz 

DC input Voltage: 240V to 380V DC, 10A, 

 –48V to –60V DC, 40A,  

 48V to 60V DC, 40A 

Cooling 3 x 2 RU fan tray, AFO, hot swappable 

Packet buffer 16 GB 

Timing Class C, SyncE, 10M separate in/out and 1 PPS in/out clock 

Control plane ports 1 x USB 3.0, 1 x RJ45 MGT, 1 x console 

Environmental Operating temperature: 0°C to 40°C 

Nonoperating temperature: –40°C to 70°C 

Humidity: 5% to 90% (noncondensing)  

Altitude: 0 to 6000 ft 
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Table 3. PTX10002-36CD software feature table 

Feature Availability 

MPLS-TE Yes 

MPLS LSR Yes 

SRv6 Yes 

RoCEv2 Yes 

Firewall filters ACL Yes 

Adaptive load balancing Yes 

SPRINGv4 Yes 

SPRINGv6 Yes 

DDoS control plane Yes 

Hierarchical QoS Yes 

JFlow/sFlow® Yes 

BGP FlowSpec, EPE, URPF, L3VPN Yes 

Integrated routing and bridging (IRB) Yes 

Telemetry, NETCONF/YANG Yes 

Zero touch provisioning (ZTP) Yes 

PCEP, BGP-LS Yes 

Fast restoration Yes 

Operation, administration, and maintenance (OAM) Yes 

 

Front view 

 

* Product configuration and appearance may vary 

Figure 2. PTX10002-36CD front view 

Rear view 

 

* Product configuration and appearance may vary 

Figure 3. PTX10002-36CD rear view 
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Management port view 

 

* Product configuration and appearance may vary 

Figure 4. PTX10002-36CD management port view 

Ordering information 
Bundle SKU and spare SKUs 

SKU Description 

PTX10002-36CD PTX10002-36CD fully configured system with 2 PSUs (Choose AC/DC) 3 Fans (AFO) and 
Junos EVO 64-bit 

PTX10002-36CD-S PTX10002-36CD CHASSIS SPARE no PSM/FANs 

JNP-2200W-AC2 Juniper AC Power Supply, 2200W, front-to-back airflow, Spare 

JNP-2200W-DC2 Juniper DC Power Supply, 2200W, front-to-back airflow, Spare 

JNP10K2-FAN-AFO PTX10K2 Fan Tray 2RU AFO SPARE 

 

Software license SKUs 

SKU Description 

S-PTX-8C-W-A1-1 SW, PTX, 800G, WAN Adv, w/ CS, 1YR 

S-PTX-8C-W-A1-3 SW, PTX, 800G, WAN Adv, w/ CS, 3YR 

S-PTX-8C-W-A1-5 SW, PTX, 800G, WAN Adv, w/ CS, 5YR 

S-PTX-8C-W-A1-P SW, PTX, 800G, WAN Adv, w/o CS, PRPL 

S-PTX-8C-W-P1-1 SW, PTX, 800G, WAN Prem, w/ CS, 1YR 

S-PTX-8C-W-P1-3 SW, PTX, 800G, WAN Prem, w/ CS, 3YR 

S-PTX-8C-W-P1-5 SW, PTX, 800G, WAN Prem, w/ CS, 5YR 

S-PTX-8C-W-P1-P SW, PTX, 800G, WAN Prem, w/o CS, PRPL 

S-PTX-8C-DC-A2-1 SW, PTX, 800G, DC Adv, w/ CS, 1YR 

S-PTX-8C-DC-A2-3 SW, PTX, 800G, DC Adv, w/ CS, 3YR 

S-PTX-8C-DC-A2-5 SW, PTX, 800G, DC Adv, w/ CS, 5YR 

S-PTX-8C-DC-A2-P SW, PTX, 800G, DC Prem, w/o CS, PRPL 

S-PTX-8C-SCALE-1 SW, PTX, Scale, w/ CS, 1YR 

S-PTX-8C-SCALE-3 SW, PTX, Scale, w/ CS, 3YR 

S-PTX-8C-SCALE-5 SW, PTX, Scale, w/ CS, 5YR 

S-PTX-8C-SCALE-P SW, PTX, Scale, w/o CS, PRPL 
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Software support SKUs for perpetual license 

SKU Description 

SVC-COR-PTX-8C-WA1 JNPR Care Core Supt S-PTX-8C-W-A1-P 

SVC-COR-PTX-8C-WP1 JNPR Care Core Supt S-PTX-8C-W-P1-P 

SVC-COR-PTX-8C-SCL JNPR Care Core Supt S-PTX-8C-SCALE-P  

SVC-COR-PTX-8C-DA2 JNPR Care Core Supt S-PTX-8C-DC-A2-P 

PAR-SUP-PTX-8C-WA1 PSS Basic Supt S-PTX-8C-W-A1-P 

PAR-SUP-PTX-8C-WP1 PSS Basic Supt S-PTX-8C-W-P1-P 

PAR-SUP-PTX-8C-SCL PSS Basic Supt S-PTX-8C-SCALE-P 

PAR-SUP-PTX-8C-DA2 PSS Basic Supt S-PTX-8C-DC-A2-P 

 

Environmental safety requirements for chassis 
− GR-3160-CORE (DC NEBS)  

− ETSI EN 300 019: Environmental conditions and environmental tests for telecommunications  

− ETSI EN 300 019-2-1 Storage  

− ETSI EN 300 019-2-2 Transportation  

− ETSI EN 300 019-2-3 Stationary use at weather-protected locations 

Safety and compliance safety 
− CAN/CSA-C22.2 No. 62368-1 and 60950-1  

− UL 62368-1 and 60950-1  

− IEC 62368-1  

− CFR, Title 21, Chapter 1, Subchapter J, Part 1040  

− REDR c 1370 OR CAN/CSA-E 60825-1—Part 1  

− IEC 60825-1  

− IEC 60825-2 

Electromagnetic compatibility 
− FCC 47 CFR Part 15  

− ICES-003 / ICES-GEN  

− BS EN 55032  

− BS EN 55035  

− EN 300 386 V1.6.1  

− EN 300 386 V2.2.1  

− BS EN 300 386  

− EN 55032  

− CISPR 32  

− EN 55035  

− CISPR 35  
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− IEC/EN 61000 series  

− IEC/EN 61000-3-2  

− IEC/EN 61000-3-3  

− AS/NZS CISPR 32  

− VCCI-CISPR 32  

− BSMI CNS 15936  

− KS C 9835 (Old KN 35)  

− KS C 9832 (Old KN 32)  

− KS C 9610 

− BS EN 61000 series  

− Customer-specific compliance statements  

• GR-1089-Core, Issue 8 

Environmental compliance 
− Restriction of Hazardous Substances (RoHS) 6/6  

− Titanium PSU efficiency  

− Recycled material  

− Waste electronics and electrical equipment (WEEE)  

− Registration, evaluation, authorisation and restriction of chemicals (REACH)  

− China RoHS 

Telco 
− Common Language Equipment Identifier (CLEI) code 

Warranty  
For warranty information, visit our support page. 

 

https://support.hpe.com/connect/s/product?kmpmoid=5311924&tab=manuals&language=en_US


 

 

 Chat now 
 

© Copyright 2026 Hewlett Packard Enterprise Development LP. The information contained herein is subject 
to change without notice. The only warranties Hewlett Packard Enterprise products and services are set 
forth in the express warranty statements accompanying such products and services. Nothing herein should 
be construed as constituting an additional warranty. Hewlett Packard Enterprise shall not be liable for 
technical or editorial errors or omissions contained herein.  

sFlow is a registered trademark of InMon Corp. Intel is a trademark of Intel Corporation or its subsidiaries in 
the U.S. and/or other countries. All third-party marks are property of their respective owners. 

a00155674ENW 
 
HEWLETT PACKARD ENTERPRISE 
 
hpe.com 

 

Note  
Virtual PTX10002-36CD is available for lab evaluations of PTX features and capabilities. To run virtual PTX in a test environment, 
contact your local HPE representatives for more information. 

About HPE 
HPE is a leader in essential enterprise technology, bringing together the 
power of AI, cloud, and networking to help organizations achieve more. As 
pioneers of possibility, our innovation and expertise advance the way 
people live and work. We empower our customers across industries to 
optimize operational performance, transform data into foresight, and 
maximize their impact. Unlock your boldest ambitions, with HPE. 
Discover more at HPE.com 

Learn more at 
HPE.com/networking 

 

 

https://www.hpe.com/global/hpechat/index.html?jumpid=Collaterals_a00155674ENW
https://www.hpe.com/
https://www.hpe.com/networking

	Product description
	The evolving landscape
	Key challenges
	Product use cases
	Innovations in silicon
	Express 5 silicon

	Features and benefits
	Front view
	Rear view
	Management port view

	Ordering information
	Bundle SKU and spare SKUs
	Software license SKUs
	Software support SKUs for perpetual license

	Environmental safety requirements for chassis
	Safety and compliance safety
	Electromagnetic compatibility
	Environmental compliance
	Telco
	Warranty
	About HPE



<<

  /ASCII85EncodePages false

  /AllowPSXObjects false

  /AllowTransparency false

  /AlwaysEmbed [

    true

  ]

  /AntiAliasColorImages false

  /AntiAliasGrayImages false

  /AntiAliasMonoImages false

  /AutoFilterColorImages true

  /AutoFilterGrayImages true

  /AutoPositionEPSFiles true

  /AutoRotatePages /All

  /Binding /Left

  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)

  /CalGrayProfile (Dot Gain 20%)

  /CalRGBProfile (sRGB IEC61966-2.1)

  /CannotEmbedFontPolicy /Warning

  /CheckCompliance [

    /None

  ]

  /ColorACSImageDict <<

    /HSamples [

      1

      1

      1

      1

    ]

    /QFactor 0.15000

    /VSamples [

      1

      1

      1

      1

    ]

  >>

  /ColorConversionStrategy /LeaveColorUnchanged

  /ColorImageAutoFilterStrategy /JPEG

  /ColorImageDepth -1

  /ColorImageDict <<

    /HSamples [

      1

      1

      1

      1

    ]

    /QFactor 0.15000

    /VSamples [

      1

      1

      1

      1

    ]

  >>

  /ColorImageDownsampleThreshold 4

  /ColorImageDownsampleType /Bicubic

  /ColorImageFilter /DCTEncode

  /ColorImageMinDownsampleDepth 1

  /ColorImageMinResolution 300

  /ColorImageMinResolutionPolicy /OK

  /ColorImageResolution 600

  /ColorSettingsFile ()

  /CompatibilityLevel 1.4

  /CompressObjects /Tags

  /CompressPages true

  /ConvertImagesToIndexed true

  /CreateJDFFile false

  /CreateJobTicket false

  /CropColorImages false

  /CropGrayImages false

  /CropMonoImages false

  /DSCReportingLevel 0

  /DefaultRenderingIntent /Default

  /Description <<

    /ENU ([Based on 'Low-res with screenshot'] Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)

  >>

  /DetectBlends true

  /DetectCurves 0

  /DisplayDocTitle true

  /DoThumbnails false

  /DownsampleColorImages true

  /DownsampleGrayImages true

  /DownsampleMonoImages true

  /EmbedAllFonts true

  /EmbedJobOptions true

  /EmbedOpenType false

  /EmitDSCWarnings false

  /EncodeColorImages true

  /EncodeGrayImages true

  /EncodeMonoImages true

  /EndPage -1

  /GrayACSImageDict <<

    /HSamples [

      1

      1

      1

      1

    ]

    /QFactor 0.15000

    /VSamples [

      1

      1

      1

      1

    ]

  >>

  /GrayImageAutoFilterStrategy /JPEG

  /GrayImageDepth -1

  /GrayImageDict <<

    /HSamples [

      1

      1

      1

      1

    ]

    /QFactor 0.15000

    /VSamples [

      1

      1

      1

      1

    ]

  >>

  /GrayImageDownsampleThreshold 1.50000

  /GrayImageDownsampleType /Bicubic

  /GrayImageFilter /DCTEncode

  /GrayImageMinDownsampleDepth 2

  /GrayImageMinResolution 300

  /GrayImageMinResolutionPolicy /OK

  /GrayImageResolution 600

  /ImageMemory 1048576

  /JPEG2000ColorACSImageDict <<

    /Quality 30

    /TileHeight 256

    /TileWidth 256

  >>

  /JPEG2000ColorImageDict <<

    /Quality 30

    /TileHeight 256

    /TileWidth 256

  >>

  /JPEG2000GrayACSImageDict <<

    /Quality 30

    /TileHeight 256

    /TileWidth 256

  >>

  /JPEG2000GrayImageDict <<

    /Quality 30

    /TileHeight 256

    /TileWidth 256

  >>

  /LockDistillerParams false

  /MaxSubsetPct 100

  /MonoImageDepth -1

  /MonoImageDict <<

    /K -1

  >>

  /MonoImageDownsampleThreshold 1.50000

  /MonoImageDownsampleType /Bicubic

  /MonoImageFilter /CCITTFaxEncode

  /MonoImageMinResolution 1200

  /MonoImageMinResolutionPolicy /OK

  /MonoImageResolution 1200

  /Namespace [

    (Adobe)

    (Common)

    (1.0)

  ]

  /NeverEmbed [

    true

  ]

  /OPM 1

  /Optimize true

  /OtherNamespaces [

    <<

      /AsReaderSpreads false

      /CropImagesToFrames true

      /ErrorControl /WarnAndContinue

      /FlattenerIgnoreSpreadOverrides false

      /IncludeGuidesGrids false

      /IncludeNonPrinting false

      /IncludeSlug false

      /Namespace [

        (Adobe)

        (InDesign)

        (4.0)

      ]

      /OmitPlacedBitmaps false

      /OmitPlacedEPS false

      /OmitPlacedPDF false

      /SimulateOverprint /Legacy

    >>

    <<

      /AddBleedMarks false

      /AddColorBars false

      /AddCropMarks false

      /AddPageInfo false

      /AddRegMarks false

      /BleedOffset [

        0

        0

        0

        0

      ]

      /ConvertColors /NoConversion

      /DestinationProfileName ()

      /DestinationProfileSelector /NA

      /Downsample16BitImages true

      /FlattenerPreset <<

        /PresetSelector /MediumResolution

      >>

      /FormElements false

      /GenerateStructure true

      /IncludeBookmarks true

      /IncludeHyperlinks true

      /IncludeInteractive true

      /IncludeLayers false

      /IncludeProfiles true

      /MarksOffset 6

      /MarksWeight 0.25000

      /MultimediaHandling /UseObjectSettings

      /Namespace [

        (Adobe)

        (CreativeSuite)

        (2.0)

      ]

      /PDFXOutputIntentProfileSelector /NA

      /PageMarksFile /RomanDefault

      /PreserveEditing true

      /UntaggedCMYKHandling /LeaveUntagged

      /UntaggedRGBHandling /LeaveUntagged

      /UseDocumentBleed false

    >>

    <<

      /AllowImageBreaks true

      /AllowTableBreaks true

      /ExpandPage false

      /HonorBaseURL true

      /HonorRolloverEffect false

      /IgnoreHTMLPageBreaks false

      /IncludeHeaderFooter false

      /MarginOffset [

        0

        0

        0

        0

      ]

      /MetadataAuthor ()

      /MetadataKeywords ()

      /MetadataSubject ()

      /MetadataTitle ()

      /MetricPageSize [

        0

        0

      ]

      /MetricUnit /inch

      /MobileCompatible 0

      /Namespace [

        (Adobe)

        (GoLive)

        (8.0)

      ]

      /OpenZoomToHTMLFontSize false

      /PageOrientation /Portrait

      /RemoveBackground false

      /ShrinkContent true

      /TreatColorsAs /MainMonitorColors

      /UseEmbeddedProfiles false

      /UseHTMLTitleAsMetadata true

    >>

  ]

  /PDFX1aCheck false

  /PDFX3Check false

  /PDFXBleedBoxToTrimBoxOffset [

    0

    0

    0

    0

  ]

  /PDFXCompliantPDFOnly false

  /PDFXNoTrimBoxError true

  /PDFXOutputCondition ()

  /PDFXOutputConditionIdentifier ()

  /PDFXOutputIntentProfile ()

  /PDFXRegistryName ()

  /PDFXSetBleedBoxToMediaBox true

  /PDFXTrapped /False

  /PDFXTrimBoxToMediaBoxOffset [

    0

    0

    0

    0

  ]

  /ParseDSCComments true

  /ParseDSCCommentsForDocInfo true

  /ParseICCProfilesInComments true

  /PassThroughJPEGImages true

  /PreserveCopyPage true

  /PreserveDICMYKValues true

  /PreserveEPSInfo true

  /PreserveFlatness false

  /PreserveHalftoneInfo false

  /PreserveOPIComments false

  /PreserveOverprintSettings true

  /StartPage 1

  /SubsetFonts true

  /TransferFunctionInfo /Apply

  /UCRandBGInfo /Preserve

  /UsePrologue false

  /sRGBProfile (sRGB IEC61966-2.1)

>> setdistillerparams

<<

  /HWResolution [2400 2400]

  /PageSize [612.000 792.000]

>> setpagedevice



