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List of unsupported commands 

 

 NOTE: 

The commands listed in this chapter are available but not valid. Do not use these commands. 
 

accounting ppp 
Syntax 

accounting ppp { hwtacacs-scheme hwtacacs-scheme-name [ local ] | local | none | radius-scheme 
radius-scheme-name [ local ] } 

undo accounting ppp 

View 

ISP domain view 

acsei client close 
Syntax 

acsei client close client-id 

View 

ACSEI Server view 

authentication ppp 
Syntax 

authentication ppp { hwtacacs-scheme hwtacacs-scheme-name [ local ] | local | none | radius-scheme 
radius-scheme-name [ local ] } 

undo authentication ppp 

View 

ISP domain view 

authorization ppp 
Syntax 

authorization ppp { hwtacacs-scheme hwtacacs-scheme-name [ local ] | local | none | radius-scheme 
radius-scheme-name [ local ] } 

undo authorization ppp 

View 

ISP domain view 
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authorization-attribute user-profile 
Syntax 

authorization-attribute user-profile profile-name 

undo authorization-attribute user-profile 

View 

ISP domain view 

cfd dm one-way 
Syntax 

cfd dm one-way service-instance instance-id mep mep-id { target-mac mac-address | target-mep 
target-mep-id } [ number number ] 

View 

System view 

cfd dm two-way 
Syntax 

cfd dm two-way service-instance instance-id mep mep-id { target-mac mac-address | target-mep 
target-mep-id } [ number number ] 

View 

System view 

cfd dm slm 
Syntax 

cfd slm service-instance instance-id mep mep-id { target-mac mac-address | target-mep target-mep-id } 
[ number number ] 

View 

System view 

display cfd dm one-way history 
Syntax 

display cfd dm one-way history [ service-instance instance-id [ mep mep-id ] ] [ | { begin | exclude | 
include } regular-expression ] 

View 

Any view 

display ip https 
Syntax 

display ip https [ | { begin | exclude | include } regular-expression ] 
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View 

Any view 

display issu negotiated 
Syntax 

display issu negotiated [ | { begin | exclude | include } regular-expression ] 

View 

Any view 

display mpls ldp cr-lsp 
Syntax 

display mpls ldp cr-lsp [ lspid lsr-id lsp-id ] [ | { begin | exclude | include } regular-expression ] [ | { begin 
| exclude | include } regular-expression ] 

View 

Any view 

display mpls te ds-te 
Syntax 

display mpls te ds-te [ | { begin | exclude | include } regular-expression ] 

View 

Any view 

dns spoofing 
Syntax 

dns spoofing ip-address 

undo dns spoofing 

View 

System view 

dot1x multicast-trigger 
Syntax 

dot1x multicast-trigger 

undo dot1x multicast-trigger 

View 

Ethernet interface view 
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idle-cut enable 
Syntax 

idle-cut enable minute 

undo idle-cut enable 

View 

ISP domain view 

info-center security-logfile alarm-threshold 
Syntax 

info-center security-logfile alarm-threshold usage 

undo info-center security-logfile alarm-threshold 

View 

System view 

info-center security-logfile enable 
Syntax 

info-center security-logfile enable 

undo info-center security-logfile enable 

View 

System view 

info-center security-logfile frequency 
Syntax 

info-center security-logfile frequency freq-sec 

undo info-center security-logfile frequency 

View 

System view 

info-center security-logfile size-quota 
Syntax 

info-center security-logfile size-quota size 

undo info-center security-logfile size-quota 

View 

System view 
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ip https acl 
Syntax 

ip https acl acl-number 

undo ip https acl 

View 

System view 

ip https certificate access-control-policy 
Syntax 

ip https certificate access-control-policy policy-name 

undo ip https certificate access-control-policy 

View 

System view 

ip https enable 
Syntax 

ip https enable 

undo ip https enable 

View 

System view 

ip https port 
Syntax 

ip https port port-number 

undo ip https port 

View 

System view 

ip https ssl-server-policy 
Syntax 

ip https ssl-server-policy policy-name 

undo ip https ssl-server-policy 

View 

System view 
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ip policy-based-route 
Syntax 

ip policy-based-route policy-name 

undo ip policy-based-route 

View 

Interface view 

ip unreachables enable 
Syntax 

ip unreachables enable 

undo ip unreachables 

View 

System view 

ipv6 policy-based-route 
Syntax 

ipv6 policy-based-route policy-name 

undo ipv6 policy-based-route 

View 

Tunnel interface view 

local-proxy-nd enable 
Syntax 

local-proxy-nd enable 

undo local-proxy-nd enable 

View 

Interface view 

mpls te auto-bandwidth 
Syntax 

mpls te auto-bandwidth { adjustment | collect-bw } [ frequency seconds ] [ max-bw max-bandwidth | 
min-bw min-bandwidth ] * 

undo mpls te auto-bandwidth 

View 

Tunnel interface view 
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mpls te bandwidth 
Syntax 

mpls te bandwidth [ ct0 | ct1 | ct2 | ct3 ] bandwidth 

undo mpls te bandwidth 

View 

Tunnel interface view 

mpls te ds-te ietf bc-mode 
Syntax 

mpls te ds-te ietf bc-mode mam 

undo mpls te ds-te ietf bc-mode 

View 

MPLS view 

mpls te ds-te ietf te-class 
Syntax 

mpls te ds-te ietf te-class te-class-index class-type class-type-number priority pri-number 

undo mpls te ds-te ietf te-class te-class-index 

View 

MPLS view 

mpls te ds-te mode 
Syntax 

mpls te ds-te mode ietf 

undo mpls te ds-te mode 

View 

MPLS view 

mpls te max-link-bandwidth 
Syntax 

mpls te max-link-bandwidth bandwidth-value 

undo mpls te max-link-bandwidth 

View 

Interface view 
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mpls te max-reservable-bandwidth 
Syntax 

mpls te max-reservable-bandwidth bandwidth-value [ bc1 bc1-bandwidth ] 

undo mpls te max-reservable-bandwidth 

View 

Interface view 

mpls te max-reservable-bandwidth mam 
Syntax 

mpls te max-reservable-bandwidth mam bandwidth-value { bc0 bc0-bandwidth | bc1 bc1-bandwidth | 
bc2 bc2-bandwidth | bc3 bc3-bandwidth } * 

undo mpls te max-reservable-bandwidth mam 

View 

Interface view 

mpls te max-reservable-bandwidth rdm 
Syntax 

mpls te max-reservable-bandwidth rdm bandwidth-value [ bc1 bc1-bandwidth ] [ bc2 bc2-bandwidth ] 
[ bc3 bc3-bandwidth ] 

undo mpls te max-reservable-bandwidth rdm 

View 

Interface view 

multicast-domain holddown-time 
Syntax 

multicast-domain holddown-time interval 

undo multicast-domain holddown-time 

View 

VPN instance view 

oam errored-symbol period 
Syntax 

oam errored-symbol period period-value 

undo oam errored-symbol period 

View 

System view 
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oam errored-symbol threshold 
Syntax 

oam errored-symbol threshold threshold-value 

undo oam errored-symbol threshold 

View 

System view 

peer ignore-originatorid (BGP/BGP-VPN instance view) 
Syntax 

peer { group-name | ip-address } ignore-originatorid 

undo peer { group-name | ip-address } ignore-originatorid 

View 

IPv6 BGP-VPN instance view 

peer ttl-security hops (BGP/BGP-VPN instance view) 
Syntax 

peer { group-name | ip-address } ttl-security hops hop-count 

undo peer { group-name | ip-address } ttl-security hops 

View 

BGP view, BGP-VPN instance view 

peer ttl-security hops (IPv6 address family view) 
Syntax 

peer { group-name | ipv6-address } ttl-security hops hop-count 

undo peer { group-name | ipv6-address } ttl-security hops 

View 

IPv6 address family view 

portal redirect-url 
Syntax 

portal redirect-url url-string wait-time period 

View 

System view 
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primap color-map-dp 
Syntax 

primap color-map-dp 

undo primap color-map-dp 

View 

Traffic behavior view 

primap pre-defined dscp-dscp 
Syntax 

primap pre-defined dscp-dscp 

undo primap pre-defined dscp-dscp 

View 

Traffic behavior view 

qos car 
Syntax 

qos car { inbound | outbound } name car-name 

undo qos car { inbound | outbound } 

View 

L2VPN peer view 

reset cfd dm one-way history 
Syntax 

reset cfd dm one-way history [ service-instance instance-id [ mep mep-id ] ] 

View 

User view 

reset mpls te auto-bandwidth adjustment timers 
Syntax 

reset mpls te auto-bandwidth adjustment timers 

View 

User view 

service 
Syntax 

Standalone mode: 
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service slot slot-number 

undo service slot 

IRF mode: 

service chassis chassis-number slot slot-number 

undo service chassis 

View 

Tunnel view 

service modem-callback 
Syntax 

service modem-callback 

undo service modem-callback 

View 

System view 

snmp-agent trap enable bfd 
Syntax 

snmp-agent trap enable bfd 

undo snmp-agent trap enable bfd 

View 

System view 

tcp path-mtu-discovery 
Syntax 

tcp path-mtu-discovery [ aging minutes | no-aging ] 

undo tcp path-mtu-discovery 

View 

System view 

te-set-subtlv 
Syntax 

te-set-subtlv { bw-constraint value | lo-multiplier value | unreserved-bw-sub-pool value } * 

undo te-set-subtlv { bw-constraint | lo-multiplier | unreserved-bw-sub-pool } * 

View 

IS-IS view 
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tunnel discard ipv4-compatible-packet 
Syntax 

tunnel discard ipv4-compatible-packet 

undo tunnel discard ipv4-compatible-packet 

View 

System view 

tunnel vpn-instance 
Syntax 

tunnel vpn-instance vpn-instance-name 

undo tunnel vpn-instance 

View 

Tunnel interface view 

web https-authorization mode 
Syntax 

web https-authorization mode { auto | manual } 

undo web https-authorization mode 

View 

System view 
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