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About this document 
This document describes the procedure for replacing the 
automatic door release of an HP Modular Cooling System 
(MCS). 

Customers who order a replacement automatic door release 
are supplied with a kit that contains the spare automatic door 
release. To replace the original automatic door release, 
remove it from the MCS unit and replace it with the new 
automatic door release as described in the following 
instructions. 
 

HP Modular Cooling System Spare 
Replacement video 
Because of the difficulty of removing and replacing spare 
parts, HP recommends watching the HP Modular Cooling 
System Spare Replacement video. This video provides further 
explanation and detail of replacement strategies and 
techniques that might be helpful when attempting to remove 
and replace spare parts. You can access the video on the HP 
website (http://www.hp.com/go/mcs).  
 

Required tools 
To complete the following steps, you will need: 

• 3-mm Allen wrench 

• T-25 Torx driver 

• Wire cutters 
 

Removing the front automatic 
door release 
1. Unplug the electromagnetic lock cable from the panel 

connector on the MCS unit. 

 
2. Using an Allen wrench, remove the two black cap 

screws securing the electromagnetic lock to the 
electromagnetic lock bracket. 

 
3. Remove the electromagnetic lock and cable from  

the rack. 

To replace this component, see "Replacing the front automatic 
door release (on page 1)." 
 

Replacing the front automatic 
door release 
1. Align the electromagnetic lock to the electromagnetic 

lock bracket. 

2. Using an Allen wrench, insert and tighten two black cap 
screws to secure the electromagnetic lock to the 
electromagnetic lock bracket. 

 
3. Route the magnetic lock cable down through front 

extension channel, across the front of the rack, and plug 
it into the panel connector on the MCS unit. 
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Removing the rear automatic 
door release 
1. Unplug the top and bottom electromagnetic lock cables 

from the extension lock cable. 

 

 
  

 NOTE:  Be sure to note the location of the 
electromagnetic brackets prior to removal.  

  

2. Using a T-25 Torx driver, remove the four screws 
securing the upper and lower electromagnetic lock 
brackets to the rack chassis. 

 

3. Using an Allen wrench, remove the two black cap 
screws securing each electromagnetic lock to its 
electromagnetic lock bracket. 

 
4. Remove the electromagnetic locks and cables from  

the rack. 

To replace this component, see "Replacing the rear automatic 
door release (on page 2)." 
 

Replacing the rear automatic 
door release 
1. Align the electromagnetic locks to the electromagnetic 

lock brackets. 

2. Using an Allen wrench, insert and tighten two black cap 
screws to secure each electromagnetic lock to its 
electromagnetic lock bracket. 

 
3. Install the top electromagnetic lock bracket to the rack 

chassis in the location you noted during removal. 

a. Align the electromagnetic lock assembly to the rack 
chassis in the location you noted during removal. 

b. Using a T-25 Torx driver, insert and tighten two 
M5.5 self-tapping screws into the inner row of rack 
holes to secure the electromagnetic lock assembly to 
the rack chassis. 

 
4. Repeat step 3 for the bottom electromagnetic  

lock bracket. 

5. Route the magnetic lock cable through the rear extension 
channel, across the rack, and plug it into the panel 
connector on the MCS unit. 

 
 

Returning the failed component 
Instructions are provided on the return label supplied with the 
replacement component. The return label is either in the box 
in which the component was shipped or in the plastic pouch 
attached to the box. 

For further information about the Customer Self Repair 
program, see http://www.hp.com/go/selfrepair. 



Removing the rear automatic 
door release 
1. Unplug the top and bottom electromagnetic lock cables 

from the extension lock cable. 

 

 
  

 NOTE:  Be sure to note the location of the 
electromagnetic brackets prior to removal.  

  

2. Using a T-25 Torx driver, remove the four screws 
securing the upper and lower electromagnetic lock 
brackets to the rack chassis. 

 

3. Using an Allen wrench, remove the two black cap 
screws securing each electromagnetic lock to its 
electromagnetic lock bracket. 

 
4. Remove the electromagnetic locks and cables from  

the rack. 

To replace this component, see "Replacing the rear automatic 
door release (on page 2)." 
 

Replacing the rear automatic 
door release 
1. Align the electromagnetic locks to the electromagnetic 

lock brackets. 

2. Using an Allen wrench, insert and tighten two black cap 
screws to secure each electromagnetic lock to its 
electromagnetic lock bracket. 

 
3. Install the top electromagnetic lock bracket to the rack 

chassis in the location you noted during removal. 

a. Align the electromagnetic lock assembly to the rack 
chassis in the location you noted during removal. 

b. Using a T-25 Torx driver, insert and tighten two 
M5.5 self-tapping screws into the inner row of rack 
holes to secure the electromagnetic lock assembly to 
the rack chassis. 

 
4. Repeat step 3 for the bottom electromagnetic  

lock bracket. 

5. Route the magnetic lock cable through the rear extension 
channel, across the rack, and plug it into the panel 
connector on the MCS unit. 

 
 

Returning the failed component 
Instructions are provided on the return label supplied with the 
replacement component. The return label is either in the box 
in which the component was shipped or in the plastic pouch 
attached to the box. 

For further information about the Customer Self Repair 
program, see http://www.hp.com/go/selfrepair. 

http://www.hp.com/go/selfrepair


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles false
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 1
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo false
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Preserve
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile (Color Management Off)
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects true
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /CreateJDFFile false
  /Description <<
    /ENU <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


