
HPE Networking CX6300
Switch Series

Nouveautés

– La gamme HPE Aruba Networking CX
6300 est une famille de
commutateurs empilables de couche
3 prenant en charge BGP, EVPN,
VXLAN, VRF, le routage OSPF, une
qualité de service (QoS) avancée,
MACsec 256, PTP, AVB et LRM [1].

– Trois commutateurs empilables <a
href="https://www.hpe.com/psnow/d
oc/a00148251enw?jumpid=in_pdp-
psnow-docs" target="_blank">CX
6300L</a> limités à la couche 2,
dotés de l’Ethernet multigigabit HPE
Smart Rate et du chiffrement
MACsec 256, sont disponibles pour
des déploiements d’accès haute
performance

– L'architecture ASIC puissante de 7e
génération offre à la série CX 6300
une capacité de commutation
système de 880 à 1760 Gbit/s, un
débit système de 660 à 1310 Mbit/s

Vue d'ensemble
Les commutateurs HPE Aruba Networking CX 6300 forment une gamme
moderne, flexible et intelligente de commutateurs empilables, idéale pour
l’accès, l’agrégation et les déploiements top-of-rack en datacenter. Ils
reposent sur une architecture cloud-native et un système d’exploitation
entièrement programmable. La gamme CX 6300 offre des capacités
avancées de surveillance et de résolution des incidents grâce à un moteur
d’analytique réseau en temps réel, au logiciel HPE Aruba Networking Switch
Multi-Edit Software et à des options de déploiement flexibles permettant
d’implémenter et de valider les configurations réseau.

Une puissante architecture ASIC Gen7 garantit des performances rapides et
non bloquantes répondant aux exigences de l’IA, du Wi-Fi 7 et de l’IoT. HPE
Aruba Networking Virtual Stacking Framework (VSF) permet d’empiler
jusqu’à 10 commutateurs, ce qui garantit une évolutivité et une gestion
simplifiée. Cette gamme flexible dispose de liaisons montantes haut débit
intégrées et prend en charge le PoE haute puissance IEEE 802.3bt haute
densité avec l’Ethernet multigigabit HPE Smart Rate.

Fiche technique



et une bande passante d'empilement
allant jusqu'à 200 à 400 Gbit/s

– Haute disponibilité avec choix entre
un empilement Virtual Switching
Framework (VSF) de 2 à 10 membres
pour l'évolutivité ou un cluster Virtual
Switching Extension (VSX) de 2
membres pour la redondance active-
active

– Les options incluent des modèles 24
à 48 ports HPE Smart Rate
multigigabit (1/2,5/5/10 GbE) et des
ports fibre 1 GbE, prenant en charge
jusqu’à 90 W de PoE 802.3bt, le tout
avec télémétrie et automatisation via
le moteur d’analyse de réseau CX

– Gestion via un point de contrôle
unique avec HPE Aruba Networking
Central sur l’ensemble du réseau
filaire, sans fil et WAN. La
segmentation dynamique offre une
sécurité améliorée ainsi qu’un accès
simple tant pour les utilisateurs que
pour l’IoT

Caractéristiques

Performances et puissance compatibles avec l'IA

La gamme de commutateurs HPE Aruba Networking CX 6300 Switch Series est une solution à débit filaire
reposant sur une architecture entièrement distribuée et des ASIC Gen7, offrant une faible latence, une mise en
tampon de paquets plus élevée et une consommation énergétique intelligente, adaptées aux besoins de l'IA, du
Wi-Fi 7 et de l'Internet des objets (IoT).

La technologie HPE Aruba Networking Virtual Switching Framework (VSF) vous permet de développer
rapidement votre réseau, grâce à un empilement frontal hautes performances. Quatre liaisons montantes
intégrées prennent en charge des vitesses allant jusqu’à 10, 25, 50 et 100 GbE, offrant un débit d’empilement
total de 200 à 400 Gbit/s par commutateur.

HPE Aruba Networking Virtual Switching Extension (VSX), associé à un lien inter-commutateurs (ISL), fournit une
solution à haute disponibilité, assurant la synchronisation d’état et un plan de contrôle indépendant dans une
architecture actif-actif à deux membres [2].

L'Ethernet multi-gigabit HPE Smart Rate offre des débits adaptatifs pour le Wi-Fi, l'Internet des objets (IoT) et
d'autres clients, tout en fournissant sur chaque port une alimentation PoE de classe 4 (30 W), classe 6 (60 W) et
classe 8 (90 W), avec des budgets PoE maximaux de 720 W, 1 440 W et 2 880 W.

Parmi les fonctionnalités supplémentaires figure un mode d'hibernation permettant aux commutateurs CX 6300
et CX 6300L (couche 2 uniquement) de planifier des temps d'arrêt afin de réduire la consommation
énergétique. Remarque : Les commutateurs empilables CX 6300L sont limités à la couche 2, offrant un équilibre
entre évolutivité, capacité élevée et connectivité économique.

Automatisation et analytique

La gamme de commutateurs HPE Aruba Networking CX 6300 Switch Series offre une visibilité accrue avec des
analyses intégrées pour une surveillance en temps réel et une base de données de séries temporelles (TSDB) qui
stocke les données de configuration et d’état opérationnel, les rendant disponibles pour résoudre rapidement
les problèmes de réseau.
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HPE Aruba Networking Central fournit une gestion et des opérations réseau complètes, sécurisées et AI-natives,
pour optimiser les performances, accélérer le dépannage et unifier les réseaux filaires avec le Wi-Fi, les réseaux
étendus et plus encore.

HPE Aruba Networking CX Network Analytics Engine (NAE) fournit des informations et des actions en temps réel,
en examinant les événements susceptibles d'avoir un impact sur l'intégrité du réseau et en atténuant même
directement les problèmes par la mise en quarantaine, afin de soutenir les opérations réseau, des applications,
système et de sécurité.

HPE Aruba Networking Switch Multi-Edit Software fournit une automatisation qui permet d’effectuer rapidement
des modifications à l’échelle du réseau et d’assurer la conformité des politiques après les mises à jour. Les
fonctionnalités intelligentes incluent la recherche, l’édition, la validation (y compris le contrôle de conformité), le
déploiement et l’audit.

Les informations de commutation peuvent être importées dans HPE Aruba Networking Switch Multi-Edit
Software pour une gestion de la configuration simplifiée et une validation continue de la conformité.

Gestion et sécurité de la stack complète

La gamme de commutateurs HPE Aruba Networking CX 6300 Switch Series est compatible avec HPE Aruba
Networking Central pour une gestion centralisée qui offre une visibilité réseau améliorée et un ensemble d’outils
d’IA étendu, répondant aux exigences des environnements les plus stratégiques.

La segmentation dynamique qui applique et exécute automatiquement les politiques relatives aux utilisateurs,
aux périphériques et aux applications sur les infrastructures câblées et sans fil HPE Aruba Networking.

Le profilage de dispositif automatisé, le contrôle d'accès basé sur les rôles et les fonctionnalités de parefeu de
couche 7 offrent une visibilité accrue et de meilleures performances, améliorant ainsi l'expérience utilisateur tout
en simplifiant les opérations informatiques. La reconnaissance et le contrôle des applications sont disponibles
via le CX Advanced Feature Pack [1].

Les tunnels inter-commutateurs offrent une prise en charge évolutive de l'architecture mutualisée, avec le
mappage des réseaux locaux extensibles virtuels (VXLAN-VRF), tout en autorisant l'application des politiques via
des rôles utilisateurs [1].

Réduisez les tâches manuelles des opérations informatiques liées au déploiement initial ou aux changements
récurrents de configuration pour prendre en charge les ajouts, les déplacements et les modifications avec des
ports neutres, grâce à des rôles utilisateurs locaux et une authentification MAC locale (LMA).

Déploiement dans des topologies de datacenters

HPE offre aux clients des solutions d’infrastructure informatique préconçues très différentes, qui couvrent un
large éventail de solutions HPE Compute, HPE Storage et HPE Networking, incluant la virtualisation, vSAN™, HCI,
HPC, MCS, ainsi que des offres d’applications et de services IaaS basées sur Microsoft®, SAP HANA®, VMware®
et Nutanix.

Les commutateurs CX 10/25 GbE et 40/100 GbE peuvent être déployés dans le cadre de configurations et de
déploiements intégrés et mixtes de calcul, de stockage et de réseau HPE.

Ces solutions pour datacenter informatique intégrées, prêtes à déployer aident à simplifier et à accélérer la mise
à disposition des services tout en réduisant la durée, le risque, et l’expertise nécessaires pour déployer des
solutions complexes.
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Caractéristiques techniques HPE Networking CX6300 Switch Series

Consommation électrique Jusqu'à 211 W, selon le modèle

Tension d'entrée Tension maximale de 120 V/208 V–240 V selon le modèle d'alimentation

Ports Jusqu’à 48 ports HPE Smart Rate (1G/2,5G/5G/10 GbE)

Latence Selon le modèle

Capacité de basculement Débit allant de 880 à 1 760 Gbit/s, selon le modèle et la configuration

Possibilités d'empilement Jusqu’à 10 membres par stack.

Remarque : Les commutateurs CX 6300L ne s’empilent qu’avec d’autres commutateurs
CX 6300L

Débit Débit allant de 660 à 1 310 Mbit/s, selon le modèle et la configuration

Mémoire et processeur CPU : Arm® Cortex®-A9 double cœur à 1,8 GHz
Mémoire : 8 Go DDR4, 32 Go eMMC
Flash : 8 Mo, 16 Mo ou 32 Mo, selon le modèle et la configuration

Nom du module
d'alimentation

2 logements pour module d'alimentation permutable à chaud, remplaçable sur place

Possibilité PoE Alimentation PoE maximale : Jusqu’à 370, 720, 1 440, 2 640 ou 2 880 W, selon le modèle
et les modules d’alimentation installés

Température de
fonctionnement

0 °C à 45 °C jusqu’à 1 500 m environ, réduction de 1 °C tous les 300 m environ de 1 500
m à 3 000 m environ. Températures transitoires de 55 °C supportées sur des périodes
courtes [3].

Fonctionnalités de gestion Flexibilité de gestion grâce à la prise en charge de HPE Aruba Networking Central, d'une
interface graphique Web intuitive, d'une interface de ligne de commande (CLI) et du
logiciel HPE Aruba Networking Switch Multi-Edit Software

Garantie Garantie à vie limitée. Voir les détails de la garantie.

Poids du colis 6.02 kg maximum, selon le modèle

Dimensions du colis 4,4 x 44,2 x 38,5 cm maximum, selon le modèle

Ventilateurs Le commutateur dispose de deux logements pour tiroir de ventilation et est livré avec un
ou deux tiroirs de ventilation installés selon le modèle. Tiroirs de ventilation permutables à
chaud, remplaçables sur place. Chaque tiroir de ventilation contient deux ventilateurs.

HPE Networking CX6300 Switch Series  |  4

https://www.hpe.com/psnow/doc/a00143138enw?jumpid=in_pdp-psnow-docs


[1] Fonctionnalités non prises en charge sur les commutateurs CX 6300L (S3L75A, S3L76A,
S3L77A)

[2] L'utilisation simultanée de l'empilage HPE Aruba Networking Virtual Switching Framework
(VSF) et de son cluster n'est pas prise en charge. Un commutateur peut être soit membre d'un
empilage VSF, soit membre d'un cluster HPE Aruba Networking Virtual Switching Extension
(VSX).

[3] Durée maximale de 96 heures consécutives et de 360 heures au total (15 jours) sur une
période d'un an.
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Comparaison SKU

HPE ANW CX 6300L 48p
Smart Rate
100M/1G/2.5G/5G
Class6/8 2p SFP56 50G
2p SFP+ 1G/10G LRM
Layer2 Sw (S3L77A)

HPE Aruba Networking CX
6300F 24-port 1GbE and
4-port SFP56 Switch
(JL668A)

HPE Aruba Networking CX
6300F 24-port 1GbE Class
4 PoE and 4-port SFP56
Switch (JL666A)

HPE Aruba Networking CX
6300F 24p 10M/100M/1G
4p SFP56 50G TAA
Switch (S0G98A)

HPE Aruba Networking CX
6300F 24p 10M/100M/1G
Class4 PoE 4p SFP56 50G
TAA Switch (S0G96A)

Différenciateur Le commutateur L de
couche 2 uniquement ne
prend pas en charge les
fonctionnalités de couche
3 présentes dans les
modèles F et M
PoE/PoE+ classe 4

Non PoE PoE/PoE+ classe 4 Non PoE
certifié TAA

PoE/PoE+ de classe 4
certifié TAA

Consommation électrique Avec un module
d’alimentation simple
JL086A :
Veille : 207 W
Taux de trafic à 100 % :
283 W
Avec un module
d’alimentation simple
JL087A :
Veille : 208 W
Taux de trafic à 100 % :
282 W
Avec un module
d’alimentation simple
JL670A :
Veille : 211 W
Taux de trafic à 100 % :
283 W

Veille : 49 W
Taux de trafic à 100 % :
63 W

Veille : 52 W
Taux de trafic à 100 % :
67 W

Veille : 49 W
Taux de trafic à 100 % :
63 W

Veille : 52 W
Taux de trafic à 100 % :
67 W

Tension d'entrée Module d'alimentation
JL670A: 110-120 V / 208-
240 V
Module d'alimentation
JL086A: 100-240 V
Module d'alimentation
JL087A: 110-240 V

Module d'alimentation fixe :
100 V-120 V/200 V-240 V

Module d'alimentation fixe :
100 V-120 V/200 V-240 V

Module d’alimentation fixe :
100 V-120 V/200 V-240 V

Module d’alimentation fixe :
100 V-120 V/200 V-240 V
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HPE ANW CX 6300L 48p
Smart Rate
100M/1G/2.5G/5G
Class6/8 2p SFP56 50G
2p SFP+ 1G/10G LRM
Layer2 Sw (S3L77A)

HPE Aruba Networking CX
6300F 24-port 1GbE and
4-port SFP56 Switch
(JL668A)

HPE Aruba Networking CX
6300F 24-port 1GbE Class
4 PoE and 4-port SFP56
Switch (JL666A)

HPE Aruba Networking CX
6300F 24p 10M/100M/1G
4p SFP56 50G TAA
Switch (S0G98A)

HPE Aruba Networking CX
6300F 24p 10M/100M/1G
Class4 PoE 4p SFP56 50G
TAA Switch (S0G96A)

Ports 48 ports PoE+ 10/100/1000
BaseT prenant en charge
jusqu’à 30W par port
4 ports SFP
1G/10G/25G/50G [4]
Prend en charge les
normes PoE IEEE 802.3af,
802.3at

1 port de console USB-C
1 port hôte USB Type-A
1 port OOBM

[4] La capacité 450G est
destinée à être utilisée avec
les DAC 50G pour
l’interconnexion et
l’empilage VSF. Les
émetteurs-récepteurs et les
DAC 50G ne sont pas pris
en charge sur les modèles
de commutateurs S0E91A
et S0X44A, qui nécessitent
un câble DAC QSFP vers
SFP56 pour l’empilage VSF
avec d’autres modèles de
commutateurs CX 6300F
et CX 6300M uniquement.
L’empilage VSF n’est pas
pris en charge sur les ports
1G.

24 ports 10/100/1000
BaseT ;
4 ports SFP
1G/10G/25G/50G [4] ;
Prend en charge les
normes PoE IEEE 802.3af,
802.3at ;

1 port de console USB-C ;
1 port hôte USB Type-A ;
1 port OOBM

24 ports 10/100/1000
BaseT, prenant en charge
jusqu'à 30 W par port ;
4 ports SFP
1G/10G/25G/50G [4] ;
Prend en charge les
normes PoE IEEE 802.3af,
802.3at ;

1 port de console USB-C ;
1 port hôte USB Type-A ;
1 port OOBM

24 ports BaseT
10/100/1000
4 ports SFP
1G/10G/25G/50G [4]
Prend en charge les
normes PoE IEEE 802.3af,
802.3at

1 port de console USB-C
1 port hôte USB Type-A
1 port OOBM

[4] La capacité 450G est
destinée à être utilisée avec
les DAC 50G pour
l’interconnexion et
l’empilage VSF. Les
émetteurs-récepteurs et les
DAC 50G ne sont pas pris
en charge sur les modèles
de commutateurs S0E91A
et S0X44A, qui nécessitent
un câble DAC QSFP vers
SFP56 pour l’empilage VSF
avec d’autres modèles de
commutateurs CX 6300F
et CX 6300M uniquement.
L’empilage VSF n’est pas
pris en charge sur les ports
1G.

24 ports BaseT
10/100/1000 prenant en
charge jusqu’à 30W par
port
4 ports SFP
1G/10G/25G/50G [4]
Prend en charge les
normes PoE IEEE 802.3af,
802.3at

1 port de console USB-C
1 port hôte USB Type-A
1 port OOBM

[4] La capacité 450G est
destinée à être utilisée avec
les DAC 50G pour
l’interconnexion et
l’empilage VSF. Les
émetteurs-récepteurs et les
DAC 50G ne sont pas pris
en charge sur les modèles
de commutateurs S0E91A
et S0X44A, qui nécessitent
un câble DAC QSFP vers
SFP56 pour l’empilage VSF
avec d’autres modèles de
commutateurs CX 6300F
et CX 6300M uniquement.
L’empilage VSF n’est pas
pris en charge sur les ports
1G.

Latence 1 Gbit/s : 4,24 µs
10 Gbit/s : 1,50 µs
25 Gbit/s : 2,91 µs
50 Gbit/s : 3,49 µs

1 Gbit/s : 2,28 µs
10 Gbit/s : 1,46 µs
25 Gbit/s : 1,90 µs
50 Gbit/s : 3,49 µs

1 Gbit/s : 2,28 µs
10 Gbit/s : 1,46 µs
25 Gbit/s : 1,90 µs
50 Gbit/s : 3,49 µs

1 Gbit/s : 2,28 µs
10 Gbit/s : 1,46 µs
25 Gbit/s : 1,90 µs
50 Gbit/s : 3,49 µs

1 Gbit/s : 2,28 µs
10 Gbit/s : 1,46 µs
25 Gbit/s : 1,90 µs
50 Gbit/s : 3,49 µs

Capacité de basculement 720 Gb/s 448 Gbit/s 448 Gbit/s 448 Gbit/s 448 Gbit/s
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HPE ANW CX 6300L 48p
Smart Rate
100M/1G/2.5G/5G
Class6/8 2p SFP56 50G
2p SFP+ 1G/10G LRM
Layer2 Sw (S3L77A)

HPE Aruba Networking CX
6300F 24-port 1GbE and
4-port SFP56 Switch
(JL668A)

HPE Aruba Networking CX
6300F 24-port 1GbE Class
4 PoE and 4-port SFP56
Switch (JL666A)

HPE Aruba Networking CX
6300F 24p 10M/100M/1G
4p SFP56 50G TAA
Switch (S0G98A)

HPE Aruba Networking CX
6300F 24p 10M/100M/1G
Class4 PoE 4p SFP56 50G
TAA Switch (S0G96A)

Possibilités d'empilement Jusqu’à 10 membres par stack.

Remarque : Les commutateurs CX 6300L ne s’empilent qu’avec d’autres commutateurs CX 6300L

Débit 535 Mb/s 334 Mpps 334 Mpps 334 Mpps 334 Mpps

Mémoire et processeur Quad Core Arm® Cortex®
A72 à 1,8 GHz,
8 Go DDR4, 32 Go eMMC

16 Mo de mémoire tampon
de paquets partagés

CPU : Arm® Cortex®-A9
double cœur à 1,8 GHz
Mémoire : 8 Go DDR4, 32
Go eMMC
Flash : 8 Mo, 16 Mo ou 32
Mo, selon le modèle et la
configuration

CPU : Arm® Cortex®-A9
double cœur à 1,8 GHz
Mémoire : 8 Go DDR4, 32
Go eMMC
Flash : 8 Mo, 16 Mo ou 32
Mo, selon le modèle et la
configuration

CPU : Arm® Cortex®-A9
double cœur à 1,8 GHz
Mémoire : 8 Go DDR4, 32
Go eMMC
Flash : 8 Mo, 16 Mo ou 32
Mo, selon le modèle et la
configuration

CPU : Arm® Cortex®-A9
double cœur à 1,8 GHz
Mémoire : 8 Go DDR4, 32
Go eMMC
Flash : 8 Mo, 16 Mo ou 32
Mo, selon le modèle et la
configuration

Nom du module
d'alimentation

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place 1 module
d'alimentation minimum
requis (à commander
individuellement).
Modules d'alimentation pris
en charge JL086A, JL087A
et JL670A.

Alimentation électrique
interne (fixe) (200 W)

Alimentation électrique
interne (fixe) (950 W)

Alimentation électrique
interne (fixe) (200 W)

Alimentation électrique
interne (fixe) (950 W)

Possibilité PoE Alimentation PoE maximale
: 2 880 W

Alimentation PoE maximale
: 370 W

Alimentation PoE maximale
: 370 W

Température de
fonctionnement 0°C à 45°C jusqu’à

1 500 m, réduction de 1°C
tous les 300 m de 1 500 m
à 3 000 m. Températures
transitoires de 55 °C
supportées sur des
périodes courtes1.

0 °C à 45 °C jusqu’à 1 500
m environ, réduction de 1
°C tous les 300 m environ
de 1 500 m à 3 000 m
environ. Températures
transitoires de 55 °C
supportées sur des
périodes courtes [3].

0 °C à 45 °C jusqu’à 1 500
m environ, réduction de 1
°C tous les 300 m environ
de 1 500 m à 3 000 m
environ. Températures
transitoires de 55 °C
supportées sur des
périodes courtes [3].

0 °C à 45 °C jusqu’à 1 500
m environ, réduction de 1
°C tous les 300 m environ
de 1 500 m à 3 000 m
environ. Températures
transitoires de 55 °C
supportées sur des
périodes courtes [3].

0 °C à 45 °C jusqu’à 1 500
m environ, réduction de 1
°C tous les 300 m environ
de 1 500 m à 3 000 m
environ. Températures
transitoires de 55 °C
supportées sur des
périodes courtes [3].
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HPE ANW CX 6300L 48p
Smart Rate
100M/1G/2.5G/5G
Class6/8 2p SFP56 50G
2p SFP+ 1G/10G LRM
Layer2 Sw (S3L77A)

HPE Aruba Networking CX
6300F 24-port 1GbE and
4-port SFP56 Switch
(JL668A)

HPE Aruba Networking CX
6300F 24-port 1GbE Class
4 PoE and 4-port SFP56
Switch (JL666A)

HPE Aruba Networking CX
6300F 24p 10M/100M/1G
4p SFP56 50G TAA
Switch (S0G98A)

HPE Aruba Networking CX
6300F 24p 10M/100M/1G
Class4 PoE 4p SFP56 50G
TAA Switch (S0G96A)

Fonctionnalités de gestion

1 VRF par défaut, 1 VRF de
gestion

Flexibilité de gestion grâce
à la prise en charge de HPE
Aruba Networking Central,
d'une interface graphique
Web intuitive, d'une
interface de ligne de
commande (CLI) et du
logiciel HPE Aruba
Networking Switch Multi-
Edit Software

Flexibilité de gestion grâce
à la prise en charge de HPE
Aruba Networking Central,
d'une interface graphique
Web intuitive, d'une
interface de ligne de
commande (CLI) et du
logiciel HPE Aruba
Networking Switch Multi-
Edit Software

Flexibilité de gestion grâce
à la prise en charge de HPE
Aruba Networking Central,
d'une interface graphique
Web intuitive, d'une
interface de ligne de
commande (CLI) et du
logiciel HPE Aruba
Networking Switch Multi-
Edit Software

Flexibilité de gestion grâce
à la prise en charge de HPE
Aruba Networking Central,
d'une interface graphique
Web intuitive, d'une
interface de ligne de
commande (CLI) et du
logiciel HPE Aruba
Networking Switch Multi-
Edit Software

Garantie Garantie à vie limitée. Voir les détails de la garantie.

Poids du colis 6.02 kg maximum, selon le
modèle 4,36 kg 4,95 kg 6.02 kg maximum, selon le

modèle
6.02 kg maximum, selon le
modèle

Dimensions du colis 4,4 x 44,2 x 38,5 cm
maximum, selon le modèle 4,4 x 44,2 x 32,7 cm 4,4 x 44,2 x 32,7 cm 4,4 x 44,2 x 38,5 cm

maximum, selon le modèle
4,4 x 44,2 x 38,5 cm
maximum, selon le modèle

Ventilateurs Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec un tiroir de
ventilation installé.
Un tiroir de ventilation
minimum requis.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.

Ventilateurs fixes Ventilateurs fixes Ventilateurs fixes Ventilateurs fixes
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HPE Aruba Networking CX
6300F 48-port 1GbE and
4-port SFP56 Switch
(JL667A)

HPE Aruba Networking CX
6300F 48-port 1GbE Class
4 PoE and 4-port SFP56
Switch (JL665A)

HPE Aruba Networking CX
6300F 48p 10M/100M/1G
4p SFP56 50G TAA
Switch (S0G97A)

HPE Aruba Networking CX
6300F 48p 10M/100M/1G
Class4 PoE 4p SFP56 50G
TAA Switch (S0G95A)

HPE Aruba Networking CX
6300L 24p Smart Rate
1G/2.5G/5G/10G CL6 2p
SFP56 50G 2p SFP28 25G
L2 Switch (S3L75A)

Différenciateur

Non PoE PoE/PoE+ classe 4 Non PoE
certifié TAA

PoE/PoE+ de classe 4
certifié TAA

Le commutateur L de
couche 2 uniquement ne
prend pas en charge les
fonctionnalités de couche
3 présentes dans les
modèles F et M
Non PoE

Consommation électrique

Veille : 52 W
Taux de trafic à 100 % :
74 W

Veille : 63 W
Taux de trafic à 100 % :
86 W

Veille : 52 W
Taux de trafic à 100 % :
74 W

Veille : 63 W
Taux de trafic à 100 % :
86 W

Avec module
d’alimentation JL086A :
Mise en veille prolongée
(ventilateur 0 tr/min) : 37 W
Inactif : 90 W
Taux de trafic à 100 % :
143 W
Avec module
d’alimentation JL087A :
Mise en veille prolongée
(ventilateur 0 tr/min) : 41 W
Inactif : 90 W
Taux de trafic à 100 % :
140 W
Avec module
d’alimentation JL670A :
Mise en veille prolongée
(ventilateur 0 tr/min) : 35 W
Inactif : 101 W
Taux de trafic à 100 % :
152 W

Tension d'entrée

Module d'alimentation fixe :
100 V-120 V/200 V-240 V

Module d'alimentation fixe :
100 V-120 V/200 V-240 V

Module d’alimentation fixe :
100 V-120 V/200 V-240 V

Module d’alimentation fixe :
100 V-120 V/200 V-240 V

Module d'alimentation
JL670A: 110-120 V / 208-
240 V
Module d'alimentation
JL086A: 100-240 V
Module d'alimentation
JL087A: 110-240 V
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HPE Aruba Networking CX
6300F 48-port 1GbE and
4-port SFP56 Switch
(JL667A)

HPE Aruba Networking CX
6300F 48-port 1GbE Class
4 PoE and 4-port SFP56
Switch (JL665A)

HPE Aruba Networking CX
6300F 48p 10M/100M/1G
4p SFP56 50G TAA
Switch (S0G97A)

HPE Aruba Networking CX
6300F 48p 10M/100M/1G
Class4 PoE 4p SFP56 50G
TAA Switch (S0G95A)

HPE Aruba Networking CX
6300L 24p Smart Rate
1G/2.5G/5G/10G CL6 2p
SFP56 50G 2p SFP28 25G
L2 Switch (S3L75A)

Ports

48 ports 10/100/1000
BaseT,
4 ports SFP
1G/10G/25G/50G [4],
Prise en charge des normes
PoE IEEE 802.3af, 802.3at,

1 port console USB-C,
1 port hôte USB Type-A,
1 port OOBM

48 ports 10/100/1000
BaseT PoE+, prenant en
charge jusqu'à 30 W par
port,
4 ports SFP
1G/10G/25G/50G [4],
Prise en charge des normes
PoE IEEE 802.3af, 802.3at

1 port console USB-C,
1 port hôte USB Type-A,
1 port OOBM

48 ports BaseT
10/100/1000
4 ports SFP
1G/10G/25G/50G [4]
Prend en charge les
normes PoE IEEE 802.3af,
802.3at

1 port de console USB-C
1 port hôte USB Type-A
1 port OOBM

[4] La capacité 450G est
destinée à être utilisée avec
les DAC 50G pour
l’interconnexion et
l’empilage VSF. Les
émetteurs-récepteurs et les
DAC 50G ne sont pas pris
en charge sur les modèles
de commutateurs S0E91A
et S0X44A, qui nécessitent
un câble DAC QSFP vers
SFP56 pour l’empilage VSF
avec d’autres modèles de
commutateurs CX 6300F
et CX 6300M uniquement.
L’empilage VSF n’est pas
pris en charge sur les ports
1G.

48 ports PoE+ 10/100/1000
BaseT prenant en charge
jusqu’à 30W par port
4 ports SFP
1G/10G/25G/50G [4]
Prend en charge les
normes PoE IEEE 802.3af,
802.3at

1 port de console USB-C
1 port hôte USB Type-A
1 port OOBM

[4] La capacité 450G est
destinée à être utilisée avec
les DAC 50G pour
l’interconnexion et
l’empilage VSF. Les
émetteurs-récepteurs et les
DAC 50G ne sont pas pris
en charge sur les modèles
de commutateurs S0E91A
et S0X44A, qui nécessitent
un câble DAC QSFP vers
SFP56 pour l’empilage VSF
avec d’autres modèles de
commutateurs CX 6300F
et CX 6300M uniquement.
L’empilage VSF n’est pas
pris en charge sur les ports
1G.

24 ports PoE HPE Smart
Rate 100M [5]/1G/2.5G/5G
BaseT Classe 6 prenant en
charge jusqu’à 60W par
port
4 ports SFP
1G/10G/25G/50G [4]
Prend en charge les
normes PoE IEEE 802.3af,
802.3at et 802.3bt (jusqu’à
60W)

1 port de console USB-C
1 port hôte USB Type-A
1 port OOBM
[4] La capacité 450G est
destinée à être utilisée avec
les DAC 50G pour
l’interconnexion et
l’empilage VSF. Les
émetteurs-récepteurs et les
DAC 50G ne sont pas pris
en charge sur les modèles
de commutateurs S0E91A
et S0X44A, qui nécessitent
un câble DAC QSFP vers
SFP56 pour l’empilage VSF
avec d’autres modèles de
commutateurs CX 6300F
et CX 6300M uniquement.
L’empilage VSF n’est pas
pris en charge sur les ports
1G.
[5] L’utilisation de 100M sur
les ports HPE Smart Rate
est limitée au full-duplex
uniquement. Pour la prise
en charge semi-duplex
100M, utilisez des ports 1G
sur d’autres modèles.
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HPE Aruba Networking CX
6300F 48-port 1GbE and
4-port SFP56 Switch
(JL667A)

HPE Aruba Networking CX
6300F 48-port 1GbE Class
4 PoE and 4-port SFP56
Switch (JL665A)

HPE Aruba Networking CX
6300F 48p 10M/100M/1G
4p SFP56 50G TAA
Switch (S0G97A)

HPE Aruba Networking CX
6300F 48p 10M/100M/1G
Class4 PoE 4p SFP56 50G
TAA Switch (S0G95A)

HPE Aruba Networking CX
6300L 24p Smart Rate
1G/2.5G/5G/10G CL6 2p
SFP56 50G 2p SFP28 25G
L2 Switch (S3L75A)

Latence 1 Gbit/s : 2,28 µs
10 Gbit/s : 1,46 µs
25 Gbit/s : 1,90 µs
50 Gbit/s : 3,49 µs

1 Gbit/s : 2,28 µs
10 Gbit/s : 1,46 µs
25 Gbit/s : 1,90 µs
50 Gbit/s : 3,49 µs

1 Gbit/s : 2,28 µs
10 Gbit/s : 1,46 µs
25 Gbit/s : 1,90 µs
50 Gbit/s : 3,49 µs

1 Gbit/s : 2,28 µs
10 Gbit/s : 1,46 µs
25 Gbit/s : 1,90 µs
50 Gbit/s : 3,49 µs

1 Gbit/s : 4,24 µs
10 Gbit/s : 1,50 µs
25 Gbit/s : 2,91 µs
50 Gbit/s : 3,49 µs

Capacité de basculement 496 Gbit/s 496 Gbit/s 496 Gbit/s 496 Gbit/s 780 Gb/s

Possibilités d'empilement Jusqu’à 10 membres par stack.

Remarque : Les commutateurs CX 6300L ne s’empilent qu’avec d’autres commutateurs CX 6300L

Débit 369 Mpps 369 Mpps 369 Mpps 369 Mpps 580 Mb/s

Mémoire et processeur CPU : Arm® Cortex®-A9
double cœur à 1,8 GHz
Mémoire : 8 Go DDR4, 32
Go eMMC
Flash : 8 Mo, 16 Mo ou 32
Mo, selon le modèle et la
configuration

CPU : Arm® Cortex®-A9
double cœur à 1,8 GHz
Mémoire : 8 Go DDR4, 32
Go eMMC
Flash : 8 Mo, 16 Mo ou 32
Mo, selon le modèle et la
configuration

CPU : Arm® Cortex®-A9
double cœur à 1,8 GHz
Mémoire : 8 Go DDR4, 32
Go eMMC
Flash : 8 Mo, 16 Mo ou 32
Mo, selon le modèle et la
configuration

CPU : Arm® Cortex®-A9
double cœur à 1,8 GHz
Mémoire : 8 Go DDR4, 32
Go eMMC
Flash : 8 Mo, 16 Mo ou 32
Mo, selon le modèle et la
configuration

Quad Core Arm® Cortex®
A72 à 1,8 GHz,
8 Go DDR4, 32 Go eMMC

16 Mo de mémoire tampon
de paquets partagés

Nom du module
d'alimentation

Alimentation électrique
interne (fixe) (200 W)

Alimentation électrique
interne (fixe) (950 W)

Alimentation électrique
interne (fixe) (200 W)

Alimentation électrique
interne (fixe) (950 W)

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place 1 module
d'alimentation minimum
requis (à commander
individuellement).
Modules d'alimentation pris
en charge JL086A, JL087A
et JL670A.

Possibilité PoE Alimentation PoE maximale
: 740 W

Alimentation PoE maximale
: 740 W

Alimentation PoE maximale
: 2880 W
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HPE Aruba Networking CX
6300F 48-port 1GbE and
4-port SFP56 Switch
(JL667A)

HPE Aruba Networking CX
6300F 48-port 1GbE Class
4 PoE and 4-port SFP56
Switch (JL665A)

HPE Aruba Networking CX
6300F 48p 10M/100M/1G
4p SFP56 50G TAA
Switch (S0G97A)

HPE Aruba Networking CX
6300F 48p 10M/100M/1G
Class4 PoE 4p SFP56 50G
TAA Switch (S0G95A)

HPE Aruba Networking CX
6300L 24p Smart Rate
1G/2.5G/5G/10G CL6 2p
SFP56 50G 2p SFP28 25G
L2 Switch (S3L75A)

Température de
fonctionnement

0 °C à 45 °C jusqu’à 1 500
m environ, réduction de 1
°C tous les 300 m environ
de 1 500 m à 3 000 m
environ. Températures
transitoires de 55 °C
supportées sur des
périodes courtes [3].

0 °C à 45 °C jusqu’à 1 500
m environ, réduction de 1
°C tous les 300 m environ
de 1 500 m à 3 000 m
environ. Températures
transitoires de 55 °C
supportées sur des
périodes courtes [3].

0 °C à 45 °C jusqu’à 1 500
m environ, réduction de 1
°C tous les 300 m environ
de 1 500 m à 3 000 m
environ. Températures
transitoires de 55 °C
supportées sur des
périodes courtes [3].

0 °C à 45 °C jusqu’à 1 500
m environ, réduction de 1
°C tous les 300 m environ
de 1 500 m à 3 000 m
environ. Températures
transitoires de 55 °C
supportées sur des
périodes courtes [3].

0°C à 45°C jusqu'à 1500 m,
réduction de 1°C tous les
300 m de 1500 m à 3000
m.

Fonctionnalités de gestion Flexibilité de gestion grâce
à la prise en charge de HPE
Aruba Networking Central,
d'une interface graphique
Web intuitive, d'une
interface de ligne de
commande (CLI) et du
logiciel HPE Aruba
Networking Switch Multi-
Edit Software

Flexibilité de gestion grâce
à la prise en charge de HPE
Aruba Networking Central,
d'une interface graphique
Web intuitive, d'une
interface de ligne de
commande (CLI) et du
logiciel HPE Aruba
Networking Switch Multi-
Edit Software

Flexibilité de gestion grâce
à la prise en charge de HPE
Aruba Networking Central,
d'une interface graphique
Web intuitive, d'une
interface de ligne de
commande (CLI) et du
logiciel HPE Aruba
Networking Switch Multi-
Edit Software

Flexibilité de gestion grâce
à la prise en charge de HPE
Aruba Networking Central,
d'une interface graphique
Web intuitive, d'une
interface de ligne de
commande (CLI) et du
logiciel HPE Aruba
Networking Switch Multi-
Edit Software

1 VRF par défaut, 1 VRF de
gestion

Garantie Garantie à vie limitée. Voir les détails de la garantie.

Poids du colis 4,46 kg 5,10 kg 6.02 kg maximum, selon le
modèle

6.02 kg maximum, selon le
modèle

6.02 kg maximum, selon le
modèle

Dimensions du colis 4,4 x 44,2 x 32,7 cm 4,4 x 44,2 x 32,7 cm 4,4 x 44,2 x 38,5 cm
maximum, selon le modèle

4,4 x 44,2 x 38,5 cm
maximum, selon le modèle

4,4 x 44,2 x 38,5 cm
maximum, selon le modèle

Ventilateurs

Ventilateurs fixes Ventilateurs fixes Ventilateurs fixes Ventilateurs fixes

Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec deux tiroirs de
ventilation installés.
Deux tiroirs de ventilation
minimum requis.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.
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HPE Aruba Networking CX
6300L 48p Smart Rate
100M/1G/2.5G/5G CL8 2p
SFP56 50G 2p SFP28 25G
L2 Switch (S3L76A)

HPE Aruba Networking CX
6300M 12p CL8 PoE 36p
CL6 PoE Smart Rate
1G/2.5G/5G 2p 50G 2p
10G Switch (R8S91A)

HPE Aruba Networking CX
6300M 24-port 1GbE and
4-port SFP56 Switch
(JL664A)

HPE Aruba Networking CX
6300M 24-port 1GbE
Class 4 PoE and 4-port
SFP56 Switch (JL662A)

HPE Aruba Networking CX
6300M 24-port HPE
Smart Rate 1/2.5/5GbE
Class 6 PoE and 4-port
SFP56 Switch (JL660A)

Différenciateur Le commutateur L de
couche 2 uniquement ne
prend pas en charge les
fonctionnalités de couche
3 présentes dans les
modèles F et M
Non PoE

PoE/PoE+ classe 4 Non PoE PoE/PoE+ classe 4 PoE/PoE+ classe 4

Consommation électrique Avec module
d'alimentation JL086A :
Mise en veille prolongée
(ventilateur 0 tr/min) : 43 W
Inactif : 104 W
Taux de trafic à 100 % : 173
W
Avec module
d'alimentation JL087A :
Mise en veille prolongée
(ventilateur 0 tr/min) : 41 W
Inactif : 104 W
Taux de trafic à 100 % : 173
W
Avec module
d'alimentation JL670A :
Mise en veille prolongée
(ventilateur 0 tr/min) : 37 W
Inactif : 115 W
Taux de trafic à 100 % : 184
W

Avec module
d’alimentation JL086A :
Veille : 70 W
Taux de trafic à 100 % :
90 W
Avec module
d’alimentation JL087A :
Veille : 71 W
Taux de trafic à 100 % :
88 W
Avec module
d’alimentation JL670A :
Veille : 73 W
Taux de trafic à 100 % : 96
W

Veille : 49 W
Taux de trafic à 100 % :
64 W

Avec module
d’alimentation JL086A :
Veille : 60 W
Taux de trafic à 100 % 76 W
Avec module
d’alimentation JL087A :
Veille : 59 W
Taux de trafic à 100 % :
74 W
Avec module
d’alimentation JL670A :
Veille : 62 W
Taux de trafic à 100 % :
81 W

Avec module
d'alimentation JL086A :
Veille : 93 W
Taux de trafic à 100 % : 137
W
Avec module
d'alimentation JL087A :
Veille : 91 W
Taux de trafic à 100 % : 131
W
Avec module
d'alimentation JL670A :
Veille : 98 W
Taux de trafic à 100 % : 139
W

Tension d'entrée Module d'alimentation
JL670A: 110-120 V / 208-
240 V
Module d'alimentation
JL086A: 100-240 V
Module d'alimentation
JL087A: 110-240 V

Module d'alimentation
JL670A: 110-120 V / 208-
240 V
Module d'alimentation
JL086A: 100-240 V
Module d'alimentation
JL087A: 110-240 V

Module d'alimentation
JL085A : 100-240 V

Module d'alimentation
JL670A: 110-120 V / 208-
240 V
Module d'alimentation
JL086A: 100-240 V
Module d'alimentation
JL087A: 110-240 V

Module d'alimentation
JL670A: 110-120 V / 208-
240 V
Module d'alimentation
JL086A: 100-240 V
Module d'alimentation
JL087A: 110-240 V
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HPE Aruba Networking CX
6300L 48p Smart Rate
100M/1G/2.5G/5G CL8 2p
SFP56 50G 2p SFP28 25G
L2 Switch (S3L76A)

HPE Aruba Networking CX
6300M 12p CL8 PoE 36p
CL6 PoE Smart Rate
1G/2.5G/5G 2p 50G 2p
10G Switch (R8S91A)

HPE Aruba Networking CX
6300M 24-port 1GbE and
4-port SFP56 Switch
(JL664A)

HPE Aruba Networking CX
6300M 24-port 1GbE
Class 4 PoE and 4-port
SFP56 Switch (JL662A)

HPE Aruba Networking CX
6300M 24-port HPE
Smart Rate 1/2.5/5GbE
Class 6 PoE and 4-port
SFP56 Switch (JL660A)

Ports 48 ports PoE HPE Smart
Rate 100M [5]/1G/2.5G/5G
BaseT Classe 6 prenant en
charge jusqu’à 60W par
port
4 ports SFP
1G/10G/25G/50G [4]
Prend en charge les
normes PoE IEEE 802.3af,
802.3at et 802.3bt (jusqu’à
60W)

1 port de console USB-C
1 port hôte USB Type-A
1 port OOBM

[4] La capacité 450G est
destinée à être utilisée avec
les DAC 50G pour
l’interconnexion et
l’empilage VSF. Les
émetteurs-récepteurs et les
DAC 50G ne sont pas pris
en charge sur les modèles
de commutateurs S0E91A
et S0X44A, qui nécessitent
un câble DAC QSFP vers
SFP56 pour l’empilage VSF
avec d’autres modèles de
commutateurs CX 6300F
et CX 6300M uniquement.
L’empilage VSF n’est pas
pris en charge sur les ports
1G.
[5] L’utilisation de 100M sur
les ports HPE Smart Rate
est limitée au full-duplex
uniquement. Pour la prise
en charge semi-duplex
100M, utilisez des ports 1G
sur d’autres modèles.

48 ports 10/100/1000
BaseT PoE+, prenant en
charge jusqu'à 30 W par
port,
4 ports SFP
1G/10G/25G/50G [4],
Prise en charge des normes
PoE IEEE 802.3af, 802.3at

1 port console USB-C,
1 port hôte USB Type-A,
1 port OOBM

24 ports 10/100/1000
BaseT
4 ports SFP
1G/10G/25G/50G [4]

1 port console USB-C
1 port hôte USB Type-A
1 port OOBM

24 ports 10/100/1000
BaseT PoE+, prenant en
charge jusqu'à 30 W par
port ;
4 ports SFP
1G/10G/25G/50G [4] ;
Prend en charge les
normes PoE IEEE 802.3af,
802.3at ;

1 port de console USB-C ;
1 port hôte USB Type-A ;
1 port OOBM

24 ports HPE Smart Rate
100 M [5]/1G/2,5G/5G
BaseT PoE classe 6,
prenant en charge jusqu'à
60 W par port ;
4 ports SFP
1G/10G/25G/50G [4] ;
Prise en charge des normes
PoE IEEE 802.3af, 802.3at
et 802.3bt (jusqu'à 60 W) ;

1 port de console USB-C ;
1 port hôte USB Type-A ;
1 port OOBM
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HPE Aruba Networking CX
6300L 48p Smart Rate
100M/1G/2.5G/5G CL8 2p
SFP56 50G 2p SFP28 25G
L2 Switch (S3L76A)

HPE Aruba Networking CX
6300M 12p CL8 PoE 36p
CL6 PoE Smart Rate
1G/2.5G/5G 2p 50G 2p
10G Switch (R8S91A)

HPE Aruba Networking CX
6300M 24-port 1GbE and
4-port SFP56 Switch
(JL664A)

HPE Aruba Networking CX
6300M 24-port 1GbE
Class 4 PoE and 4-port
SFP56 Switch (JL662A)

HPE Aruba Networking CX
6300M 24-port HPE
Smart Rate 1/2.5/5GbE
Class 6 PoE and 4-port
SFP56 Switch (JL660A)

Latence 1 Gbit/s : 4,24 µs
10 Gbit/s : 1,50 µs
25 Gbit/s : 2,91 µs
50 Gbit/s : 3,49 µs

1 Gbit/s : 4,24 µs
10 Gbit/s : 1,50 µs
25 Gbit/s : 2,91 µs
50 Gbit/s : 3,49 µs

1 Gbit/s : 2,28 µs
10 Gbit/s : 1,46 µs
25 Gbit/s : 1,90 µs
50 Gbit/s : 3,49 µs

1 Gbit/s : 2,28 µs
10 Gbit/s : 1,46 µs
25 Gbit/s : 1,90 µs
50 Gbit/s : 3,49 µs

1 Gbit/s : 2,28 µs
10 Gbit/s : 1,46 µs
25 Gbit/s : 1,90 µs
50 Gbit/s : 3,49 µs

Capacité de basculement 780 Gb/s 496 Gbit/s 448 Gbit/s 448 Gbit/s 640 Gbit/s

Possibilités d'empilement Jusqu’à 10 membres par stack.

Remarque : Les commutateurs CX 6300L ne s’empilent qu’avec d’autres commutateurs CX 6300L

Débit 580 Mb/s 369 Mpps 334 Mpps 334 Mpps 476 Mpps

Mémoire et processeur Quad Core Arm® Cortex®
A72 à 1,8 GHz,
8 Go DDR4, 32 Go eMMC

16 Mo de mémoire tampon
de paquets partagés

Quad Core Arm Cortex™
A72 1,8 GHz,
8 Go DDR4, 32 Go eMMC,

16 Mo de mémoire tampon
de paquets partagés

CPU : Arm® Cortex®-A9
double cœur à 1,8 GHz
Mémoire : 8 Go DDR4, 32
Go eMMC
Flash : 8 Mo, 16 Mo ou 32
Mo, selon le modèle et la
configuration

CPU : Arm® Cortex®-A9
double cœur à 1,8 GHz
Mémoire : 8 Go DDR4, 32
Go eMMC
Flash : 8 Mo, 16 Mo ou 32
Mo, selon le modèle et la
configuration

CPU : Arm® Cortex®-A9
double cœur à 1,8 GHz
Mémoire : 8 Go DDR4, 32
Go eMMC
Flash : 8 Mo, 16 Mo ou 32
Mo, selon le modèle et la
configuration

Nom du module
d'alimentation

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place 1 module
d'alimentation minimum
requis (à commander
individuellement).
Modules d'alimentation pris
en charge JL086A, JL087A
et JL670A.

2 emplacements
d'alimentation
remplaçables sur le terrain
et échangeables à chaud ; 1
alimentation minimale
requise (commandée
séparément).
Alimentations compatibles :
JL086A, JL087A et JL670A

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place 1 module
d'alimentation minimum
requis (à commander
individuellement).
Prend en charge le module
d'alimentation JL085A.

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place 1 module
d'alimentation minimum
requis (à commander
individuellement).
Modules d'alimentation pris
en charge JL086A, JL087A
et JL670A.

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place 1 module
d'alimentation minimum
requis (à commander
individuellement).
Modules d'alimentation pris
en charge JL086A, JL087A
et JL670A.

Possibilité PoE Alimentation PoE maximale
: 2 880 W

Alimentation PoE maximale
: 1 440 W

Alimentation PoE maximale
: 720 W

Alimentation PoE maximale
: 1 440 W
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HPE Aruba Networking CX
6300L 48p Smart Rate
100M/1G/2.5G/5G CL8 2p
SFP56 50G 2p SFP28 25G
L2 Switch (S3L76A)

HPE Aruba Networking CX
6300M 12p CL8 PoE 36p
CL6 PoE Smart Rate
1G/2.5G/5G 2p 50G 2p
10G Switch (R8S91A)

HPE Aruba Networking CX
6300M 24-port 1GbE and
4-port SFP56 Switch
(JL664A)

HPE Aruba Networking CX
6300M 24-port 1GbE
Class 4 PoE and 4-port
SFP56 Switch (JL662A)

HPE Aruba Networking CX
6300M 24-port HPE
Smart Rate 1/2.5/5GbE
Class 6 PoE and 4-port
SFP56 Switch (JL660A)

Température de
fonctionnement

0°C à 45°C jusqu’à
1 500 m, réduction de 1°C
tous les 300 m de 1 500 m
à 3 000 m. Températures
transitoires de 55 °C
supportées sur des
périodes courtes1.

0 °C à 45 °C jusqu’à 1 500
m environ, réduction de 1
°C tous les 300 m environ
de 1 500 m à 3 000 m
environ. Températures
transitoires de 55 °C
supportées sur des
périodes courtes [3].

0 °C à 45 °C jusqu’à 1 500
m environ, réduction de 1
°C tous les 300 m environ
de 1 500 m à 3 000 m
environ. Températures
transitoires de 55 °C
supportées sur des
périodes courtes [3].

0 °C à 45 °C jusqu’à 1 500
m environ, réduction de 1
°C tous les 300 m environ
de 1 500 m à 3 000 m
environ. Températures
transitoires de 55 °C
supportées sur des
périodes courtes [3].

0°C à 45°C jusqu'à 1500 m,
réduction de 1°C tous les
300 m de 1500 m à 3000
m.
Températures transitoires
de 55°C supportées sur des
périodes courtes [3].
Deux tiroirs de ventilation
nécessaires pour supporter
les hausses de température
transitoires.

Fonctionnalités de gestion

1 VRF par défaut, 1 VRF de
gestion

Flexibilité de gestion grâce
à la prise en charge de HPE
Aruba Networking Central,
d'une interface graphique
Web intuitive, d'une
interface de ligne de
commande (CLI) et du
logiciel HPE Aruba
Networking Switch Multi-
Edit Software

Flexibilité de gestion grâce
à la prise en charge de HPE
Aruba Networking Central,
d'une interface graphique
Web intuitive, d'une
interface de ligne de
commande (CLI) et du
logiciel HPE Aruba
Networking Switch Multi-
Edit Software

Flexibilité de gestion grâce
à la prise en charge de HPE
Aruba Networking Central,
d'une interface graphique
Web intuitive, d'une
interface de ligne de
commande (CLI) et du
logiciel HPE Aruba
Networking Switch Multi-
Edit Software

Flexibilité de gestion grâce
à la prise en charge de HPE
Aruba Networking Central,
d'une interface graphique
Web intuitive, d'une
interface de ligne de
commande (CLI) et du
logiciel HPE Aruba
Networking Switch Multi-
Edit Software

Garantie Garantie à vie limitée. Voir les détails de la garantie.

Poids du colis 6.02 kg maximum, selon le
modèle 6,71 kg 4,81 kg 5.00 kg 5,42 kg

Dimensions du colis 4,4 x 44,2 x 38,5 cm
maximum, selon le modèle 4,4 x 44,2 x 38,5 cm 4,4 x 44,2 x 38,5 cm 4,4 x 44,2 x 38,5 cm 4,4 x 44,2 x 38,5 cm
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HPE Aruba Networking CX
6300L 48p Smart Rate
100M/1G/2.5G/5G CL8 2p
SFP56 50G 2p SFP28 25G
L2 Switch (S3L76A)

HPE Aruba Networking CX
6300M 12p CL8 PoE 36p
CL6 PoE Smart Rate
1G/2.5G/5G 2p 50G 2p
10G Switch (R8S91A)

HPE Aruba Networking CX
6300M 24-port 1GbE and
4-port SFP56 Switch
(JL664A)

HPE Aruba Networking CX
6300M 24-port 1GbE
Class 4 PoE and 4-port
SFP56 Switch (JL662A)

HPE Aruba Networking CX
6300M 24-port HPE
Smart Rate 1/2.5/5GbE
Class 6 PoE and 4-port
SFP56 Switch (JL660A)

Ventilateurs
Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec un tiroir de
ventilation installé.
Un tiroir de ventilation
minimum requis.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.

Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec deux tiroirs de
ventilation installés.
Deux tiroirs de ventilation
minimum requis.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.

Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec un tiroir de
ventilation installé.
Un tiroir de ventilation
minimum est requis.
Deuxième tiroir en option à
commander séparément.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.

Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec un tiroir de
ventilation installé.
Un tiroir de ventilation
minimum est requis.
Deuxième tiroir en option à
commander séparément.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.

Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec un tiroir de
ventilation installé.
Un tiroir de ventilation
minimum requis.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.
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HPE Aruba Networking CX
6300M 24-port SFP+ and
4-port SFP56 Switch
(JL658A)

HPE Aruba Networking CX
6300M 24p
10M/100M/1G 4p SFP56
50G TAA Switch
(S0G01A)

HPE Aruba Networking CX
6300M 24p
10M/100M/1G Class4 PoE
4p SFP56 50G TAA
Switch (S0F99A)

HPE Aruba Networking CX
6300M 24p SFP 1G 2p
SFP56 50G 2p SFP28 25G
MACsec Switch (S4P44A)

HPE Aruba Networking CX
6300M 24p SFP 1G 2p
SFP56 50G 2p SFP28 25G
MACsec TAA Switch
(S4P48A)

Différenciateur Non PoE Non PoE
certifié TAA

PoE/PoE+ de classe 4
certifié TAA Non PoE Non PoE

certifié TAA

Consommation électrique

Veille : 51 W
Taux de trafic à 100 % :
85 W

Veille : 49 W
Taux de trafic à 100 % :
64 W

Avec module
d’alimentation JL086A :
Veille : 60 W
Taux de trafic à 100 % 76 W
Avec module
d’alimentation JL087A :
Veille : 59 W
Taux de trafic à 100 % :
74 W
Avec module
d’alimentation JL670A :
Veille : 62 W
Taux de trafic à 100 % :
81 W

Avec module
d'alimentation JL086A :
Veille : 133 W
Taux de trafic à 100 % : 199
W
Avec module
d'alimentation
JL087A : Veille : 138 W
Taux de trafic à 100 % : 193
W
Avec module
d'alimentation
JL670A : Veille : 140 W
Taux de trafic à 100 % : 201
W

Veille : 51 W
Taux de trafic à 100 % :
85 W

Tension d'entrée

Module d'alimentation
JL085A : 100-240 V

Module d'alimentation
JL085A : 100-240 V

Module d'alimentation
JL670A: 110-120 V / 208-
240 V
Module d'alimentation
JL086A: 100-240 V
Module d'alimentation
JL087A: 110-240 V

Module d'alimentation
JL670A: 110-120 V / 208-
240 V
Module d'alimentation
JL086A: 100-240 V
Module d'alimentation
JL087A: 110-240 V

Module d'alimentation
JL085A : 100-240 V
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HPE Aruba Networking CX
6300M 24-port SFP+ and
4-port SFP56 Switch
(JL658A)

HPE Aruba Networking CX
6300M 24p
10M/100M/1G 4p SFP56
50G TAA Switch
(S0G01A)

HPE Aruba Networking CX
6300M 24p
10M/100M/1G Class4 PoE
4p SFP56 50G TAA
Switch (S0F99A)

HPE Aruba Networking CX
6300M 24p SFP 1G 2p
SFP56 50G 2p SFP28 25G
MACsec Switch (S4P44A)

HPE Aruba Networking CX
6300M 24p SFP 1G 2p
SFP56 50G 2p SFP28 25G
MACsec TAA Switch
(S4P48A)

Ports

24 ports SFP+ 1G/10G,
4 ports SFP
1G/10G/25G/50G [4],

1 port console USB-C,
1 port hôte USB Type-A,
1 port OOBM

24 ports 10/100/1000
BaseT
4 ports SFP
1G/10G/25G/50G [4]

1 port de console USB-C
1 port OOBM
1 port hôte USB Type A

[4] La capacité 450G est
destinée à être utilisée avec
les DAC 50G pour
l’interconnexion et
l’empilage VSF. Les
émetteurs-récepteurs et les
DAC 50G ne sont pas pris
en charge sur les modèles
de commutateurs S0E91A
et S0X44A, qui nécessitent
un câble DAC QSFP vers
SFP56 pour l’empilage VSF
avec d’autres modèles de
commutateurs CX 6300F
et CX 6300M uniquement.
L’empilage VSF n’est pas
pris en charge sur les ports
1G.

24 ports PoE+ 10/100/1000
BaseT prenant en charge
jusqu’à 30W par port
4 ports SFP
1G/10G/25G/50G [4]
Prend en charge les
normes PoE IEEE 802.3af,
802.3at

1 port de console USB-C
1 port hôte USB Type-A
1 port OOBM

[4] La capacité 450G est
destinée à être utilisée avec
les DAC 50G pour
l’interconnexion et
l’empilage VSF. Les
émetteurs-récepteurs et les
DAC 50G ne sont pas pris
en charge sur les modèles
de commutateurs S0E91A
et S0X44A, qui nécessitent
un câble DAC QSFP vers
SFP56 pour l’empilage VSF
avec d’autres modèles de
commutateurs CX 6300F
et CX 6300M uniquement.
L’empilage VSF n’est pas
pris en charge sur les ports
1G.

48 ports PoE HPE Smart
Rate 100M [5]/1G/2.5G/5G
BaseT Classe 6 prenant en
charge jusqu’à 60W par
port
4 ports SFP
1G/10G/25G/50G [4]
Prend en charge les
normes PoE IEEE 802.3af,
802.3at et 802.3bt (jusqu’à
60W)

1 port de console USB-C
1 port hôte USB Type-A
1 port OOBM

[5] L’utilisation de 100M sur
les ports HPE Smart Rate
est limitée au full-duplex
uniquement. Pour la prise
en charge semi-duplex
100M, utilisez des ports 1G
sur d’autres modèles.

[4] La capacité 450G est
destinée à être utilisée avec
les DAC 50G pour
l’interconnexion et
l’empilage VSF. Les
émetteurs-récepteurs et les
DAC 50G ne sont pas pris
en charge sur les modèles
de commutateurs S0E91A
et S0X44A, qui nécessitent
un câble DAC QSFP vers
SFP56 pour l’empilage VSF
avec d’autres modèles de
commutateurs CX 6300F
et CX 6300M uniquement.
L’empilage VSF n’est pas
pris en charge sur les ports
1G.

24 ports 1G/10G SFP+
4 ports SFP
1G/10G/25G/50G [4]

1 port de console USB-C
1 port hôte USB Type-A
1 port OOBM

[4] La capacité 450G est
destinée à être utilisée avec
les DAC 50G pour
l’interconnexion et
l’empilage VSF. Les
émetteurs-récepteurs et les
DAC 50G ne sont pas pris
en charge sur les modèles
de commutateurs S0E91A
et S0X44A, qui nécessitent
un câble DAC QSFP vers
SFP56 pour l’empilage VSF
avec d’autres modèles de
commutateurs CX 6300F
et CX 6300M uniquement.
L’empilage VSF n’est pas
pris en charge sur les ports
1G.
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HPE Aruba Networking CX
6300M 24-port SFP+ and
4-port SFP56 Switch
(JL658A)

HPE Aruba Networking CX
6300M 24p
10M/100M/1G 4p SFP56
50G TAA Switch
(S0G01A)

HPE Aruba Networking CX
6300M 24p
10M/100M/1G Class4 PoE
4p SFP56 50G TAA
Switch (S0F99A)

HPE Aruba Networking CX
6300M 24p SFP 1G 2p
SFP56 50G 2p SFP28 25G
MACsec Switch (S4P44A)

HPE Aruba Networking CX
6300M 24p SFP 1G 2p
SFP56 50G 2p SFP28 25G
MACsec TAA Switch
(S4P48A)

Latence 1 Gbit/s : 2,28 µs
10 Gbit/s : 1,46 µs
25 Gbit/s : 1,90 µs
50 Gbit/s : 3,49 µs

1 Gbit/s : 2,28 µs
10 Gbit/s : 1,46 µs
25 Gbit/s : 1,90 µs
50 Gbit/s : 3,49 µs

1 Gbit/s : 2,28 µs
10 Gbit/s : 1,46 µs
25 Gbit/s : 1,90 µs
50 Gbit/s : 3,49 µs

1 Gbit/s : 4,24 µs
10 Gbit/s : 1,50 µs
25 Gbit/s : 2,91 µs
50 Gbit/s : 3,49 µs

1 Gbit/s : 2,28 µs
10 Gbit/s : 1,46 µs
25 Gbit/s : 1,90 µs
50 Gbit/s : 3,49 µs

Capacité de basculement 880 Gbit/s 448 Gbit/s 448 Gbit/s 880 Gbit/s 880 Gbit/s

Possibilités d'empilement Jusqu’à 10 membres par stack.

Remarque : Les commutateurs CX 6300L ne s’empilent qu’avec d’autres commutateurs CX 6300L

Débit 654 Mpps 334 Mpps 334 Mpps 654 Mpps 654 Mpps

Mémoire et processeur CPU : Arm® Cortex®-A9 double cœur à 1,8 GHz
Mémoire : 8 Go DDR4, 32 Go eMMC
Flash : 8 Mo, 16 Mo ou 32 Mo, selon le modèle et la configuration

Nom du module
d'alimentation 2 logements pour module

d'alimentation permutable
à chaud, remplaçable sur
place 1 module
d'alimentation minimum
requis (à commander
individuellement).
Prend en charge le module
d'alimentation JL085A.

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place 1 module
d'alimentation minimum
requis (à commander
individuellement).
Prend en charge le module
d'alimentation JL085A.

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place 1 module
d'alimentation minimum
requis (à commander
individuellement).
Modules d'alimentation pris
en charge JL086A, JL087A
et JL670A.

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place
1 module d'alimentation
minimum requis (à
commander
individuellement).
Modules d'alimentation pris
en charge JL085A et
JL757A.

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place 1 module
d'alimentation minimum
requis (à commander
individuellement).
Prend en charge le module
d'alimentation JL085A.

Possibilité PoE ##BL##BLANK##ANK## Alimentation PoE maximale
: 720 W

Alimentation PoE maximale
: 2 880 W
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HPE Aruba Networking CX
6300M 24-port SFP+ and
4-port SFP56 Switch
(JL658A)

HPE Aruba Networking CX
6300M 24p
10M/100M/1G 4p SFP56
50G TAA Switch
(S0G01A)

HPE Aruba Networking CX
6300M 24p
10M/100M/1G Class4 PoE
4p SFP56 50G TAA
Switch (S0F99A)

HPE Aruba Networking CX
6300M 24p SFP 1G 2p
SFP56 50G 2p SFP28 25G
MACsec Switch (S4P44A)

HPE Aruba Networking CX
6300M 24p SFP 1G 2p
SFP56 50G 2p SFP28 25G
MACsec TAA Switch
(S4P48A)

Température de
fonctionnement 0°C à 45°C jusqu'à 1500 m,

réduction de 1°C tous les
300 m de 1500 m à 3000
m.
Températures transitoires
de 55°C supportées sur des
périodes courtes [3].
La température de
fonctionnement est réduite
à la plage de 0°C à 40°C
jusqu'à 1500 m lorsque des
émetteurs-récepteurs 10G
SFP+ LR ou ER sont
installés.

0 °C à 45 °C jusqu’à 1 500
m environ, réduction de 1
°C tous les 300 m environ
de 1 500 m à 3 000 m
environ. Températures
transitoires de 55 °C
supportées sur des
périodes courtes [3].

0 °C à 45 °C jusqu’à 1 500
m environ, réduction de 1
°C tous les 300 m environ
de 1 500 m à 3 000 m
environ. Températures
transitoires de 55 °C
supportées sur des
périodes courtes [3].

0 °C à 45 °C jusqu’à 1 500
m environ, réduction de 1
°C tous les 300 m environ
de 1 500 m à 3 000 m
environ. Températures
transitoires de 55 °C
supportées sur des
périodes courtes [3].

0 °C à 45 °C (32 °F à 113 °F)
jusqu’à 5 000 pieds.
Réduction de -1 °C tous les
1 000 pieds de 5 000 pieds
à 10 000 pieds.
Peut supporter une
excursion jusqu’à 55 °C (131
°F) pendant de courtes
périodes [3].
La température de
fonctionnement est réduite
de 0 °C (32 °F) à 40 °C (104
°F) jusqu’à 5 000 pieds
lorsque des émetteurs-
récepteurs 10G SFP+ LR ou
ER sont installés.

Fonctionnalités de gestion Flexibilité de gestion grâce à la prise en charge de HPE Aruba Networking Central, d'une interface graphique Web intuitive, d'une interface de ligne de
commande (CLI) et du logiciel HPE Aruba Networking Switch Multi-Edit Software

Garantie Garantie à vie limitée. Voir les détails de la garantie.

Poids du colis 5,11 kg 6.02 kg maximum, selon le
modèle

6.02 kg maximum, selon le
modèle

6.02 kg maximum, selon le
modèle

6.02 kg maximum, selon le
modèle

Dimensions du colis 4,4 x 44,2 x 38,5 cm 4,4 x 44,2 x 38,5 cm
maximum, selon le modèle

4,4 x 44,2 x 38,5 cm
maximum, selon le modèle

4,4 x 44,2 x 38,5 cm
maximum, selon le modèle

4,4 x 44,2 x 38,5 cm
maximum, selon le modèle
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HPE Aruba Networking CX
6300M 24-port SFP+ and
4-port SFP56 Switch
(JL658A)

HPE Aruba Networking CX
6300M 24p
10M/100M/1G 4p SFP56
50G TAA Switch
(S0G01A)

HPE Aruba Networking CX
6300M 24p
10M/100M/1G Class4 PoE
4p SFP56 50G TAA
Switch (S0F99A)

HPE Aruba Networking CX
6300M 24p SFP 1G 2p
SFP56 50G 2p SFP28 25G
MACsec Switch (S4P44A)

HPE Aruba Networking CX
6300M 24p SFP 1G 2p
SFP56 50G 2p SFP28 25G
MACsec TAA Switch
(S4P48A)

Ventilateurs
Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec deux tiroirs de
ventilation installés.
Deux tiroirs de ventilation
minimum requis.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.

Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec un tiroir de
ventilation installé.
Un tiroir de ventilation
minimum est requis.
Deuxième tiroir en option à
commander séparément.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.

Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec un tiroir de
ventilation installé.
Un tiroir de ventilation
minimum est requis.
Deuxième tiroir en option à
commander séparément.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.

Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec deux tiroirs de
ventilation installés.
Deux tiroirs de ventilation
minimum requis.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.

Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec deux tiroirs de
ventilation installés.
Deux tiroirs de ventilation
minimum requis.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.
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HPE Aruba Networking CX
6300M 24p SFP+ 1G/10G
4p SFP56 50G 2xFan PSU
Bundle (S5Z46A)

HPE Aruba Networking CX
6300M 24p SFP+ 1G/10G
4p SFP56 50G TAA
Switch (S0G03A)

HPE Aruba Networking CX
6300M 24p SFP+ LRM
support and 2p 50G and
2p 25G MACSec Switch
(R8S92A)

HPE Aruba Networking CX
6300M 24p Smart Rate
1G/2.5G/5G Class6 PoE
4p SFP56 50G TAA
Switch (S0G05A)

HPE Aruba Networking CX
6300M 24p Smart Rate
1G/2.5G/5G/10G Class6
PoE 2p 50G 2p 25G
Switch (R8S89A)

Différenciateur Non PoE Non PoE
certifié TAA Non PoE PoE/PoE+ de classe 4

certifié TAA PoE/PoE+ classe 4

Consommation électrique

Veille : 51 W
Taux de trafic à 100 % :
85 W

Veille : 51 W
Taux de trafic à 100 % :
85 W

Avec module
d’alimentation JL086A :
Veille : 60 W
Taux de trafic à 100 % 76 W
Avec module
d’alimentation JL087A :
Veille : 59 W
Taux de trafic à 100 % :
74 W
Avec module
d’alimentation JL670A :
Veille : 62 W
Taux de trafic à 100 % :
81 W

Avec module
d'alimentation JL086A :
Veille : 93 W
Taux de trafic à 100 % : 137
W
Avec module
d'alimentation JL087A :
Veille : 91 W
Taux de trafic à 100 % : 131
W
Avec module
d'alimentation JL670A :
Veille : 98 W
Taux de trafic à 100 % : 139
W

Avec module
d'alimentation JL086A :
Veille : 93 W
Taux de trafic à 100 % : 137
W
Avec module
d'alimentation JL087A :
Veille : 91 W
Taux de trafic à 100 % : 131
W
Avec module
d'alimentation JL670A :
Veille : 98 W
Taux de trafic à 100 % : 139
W

Dissipation thermique Max. : 853 BTU/h
Veille : 174 BTU/h

Tension d'entrée

Module d'alimentation
JL085A : 100-240 V

Module d'alimentation
JL085A : 100-240 V

Module d'alimentation
JL670A: 110-120 V / 208-
240 V
Module d'alimentation
JL086A: 100-240 V
Module d'alimentation
JL087A: 110-240 V

Module d'alimentation
JL670A: 110-120 V / 208-
240 V
Module d'alimentation
JL086A: 100-240 V
Module d'alimentation
JL087A: 110-240 V

Module d'alimentation
JL670A: 110-120 V / 208-
240 V
Module d'alimentation
JL086A: 100-240 V
Module d'alimentation
JL087A: 110-240 V
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HPE Aruba Networking CX
6300M 24p SFP+ 1G/10G
4p SFP56 50G 2xFan PSU
Bundle (S5Z46A)

HPE Aruba Networking CX
6300M 24p SFP+ 1G/10G
4p SFP56 50G TAA
Switch (S0G03A)

HPE Aruba Networking CX
6300M 24p SFP+ LRM
support and 2p 50G and
2p 25G MACSec Switch
(R8S92A)

HPE Aruba Networking CX
6300M 24p Smart Rate
1G/2.5G/5G Class6 PoE
4p SFP56 50G TAA
Switch (S0G05A)

HPE Aruba Networking CX
6300M 24p Smart Rate
1G/2.5G/5G/10G Class6
PoE 2p 50G 2p 25G
Switch (R8S89A)

Ports

24 ports 1G/10G SFP+
4 ports SFP
1G/10G/25G/50G [4]

1 port de console USB-C
1 port hôte USB Type-A
1 port OOBM

[4] La capacité 450G est
destinée à être utilisée avec
les DAC 50G pour
l’interconnexion et
l’empilage VSF. Les
émetteurs-récepteurs et les
DAC 50G ne sont pas pris
en charge sur les modèles
de commutateurs S0E91A
et S0X44A, qui nécessitent
un câble DAC QSFP vers
SFP56 pour l’empilage VSF
avec d’autres modèles de
commutateurs CX 6300F
et CX 6300M uniquement.
L’empilage VSF n’est pas
pris en charge sur les ports
1G.

24 ports 1G/10G SFP+
4 ports SFP
1G/10G/25G/50G [4]

1 port de console USB-C
1 port hôte USB Type-A
1 port OOBM

[4] La capacité 450G est
destinée à être utilisée avec
les DAC 50G pour
l’interconnexion et
l’empilage VSF. Les
émetteurs-récepteurs et les
DAC 50G ne sont pas pris
en charge sur les modèles
de commutateurs S0E91A
et S0X44A, qui nécessitent
un câble DAC QSFP vers
SFP56 pour l’empilage VSF
avec d’autres modèles de
commutateurs CX 6300F
et CX 6300M uniquement.
L’empilage VSF n’est pas
pris en charge sur les ports
1G.

24 ports 10/100/1000
BaseT PoE+, prenant en
charge jusqu'à 30 W par
port ;
4 ports SFP
1G/10G/25G/50G [4] ;
Prend en charge les
normes PoE IEEE 802.3af,
802.3at ;

1 port de console USB-C ;
1 port hôte USB Type-A ;
1 port OOBM

24 ports PoE HPE Smart
Rate 100M [5]/1G/2.5G/5G
BaseT Classe 6 prenant en
charge jusqu’à 60W par
port
4 ports SFP
1G/10G/25G/50G [4]
Prend en charge les
normes PoE IEEE 802.3af,
802.3at et 802.3bt (jusqu’à
60W)

1 port de console USB-C
1 port hôte USB Type-A
1 port OOBM
[4] La capacité 450G est
destinée à être utilisée avec
les DAC 50G pour
l’interconnexion et
l’empilage VSF. Les
émetteurs-récepteurs et les
DAC 50G ne sont pas pris
en charge sur les modèles
de commutateurs S0E91A
et S0X44A, qui nécessitent
un câble DAC QSFP vers
SFP56 pour l’empilage VSF
avec d’autres modèles de
commutateurs CX 6300F
et CX 6300M uniquement.
L’empilage VSF n’est pas
pris en charge sur les ports
1G.
[5] L’utilisation de 100M sur
les ports HPE Smart Rate
est limitée au full-duplex
uniquement. Pour la prise
en charge semi-duplex
100M, utilisez des ports 1G
sur d’autres modèles.

24 ports HPE Smart Rate
100 Mbit/s [5]/1 Gbit/s/2,5
Gbit/s/5 Gbit BaseT, ports
PoE de classe 6 prenant en
charge jusqu'à 60 W par
port.
4 ports SFP
1G/10G/25G/50G [4]
Prend en charge les
normes PoE IEEE 802.3af,
802.3at et 802.3bt (jusqu'à
60 W)

1 port console USB-C
1 port hôte USB Type-A
1 port OOBM
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HPE Aruba Networking CX
6300M 24p SFP+ 1G/10G
4p SFP56 50G 2xFan PSU
Bundle (S5Z46A)

HPE Aruba Networking CX
6300M 24p SFP+ 1G/10G
4p SFP56 50G TAA
Switch (S0G03A)

HPE Aruba Networking CX
6300M 24p SFP+ LRM
support and 2p 50G and
2p 25G MACSec Switch
(R8S92A)

HPE Aruba Networking CX
6300M 24p Smart Rate
1G/2.5G/5G Class6 PoE
4p SFP56 50G TAA
Switch (S0G05A)

HPE Aruba Networking CX
6300M 24p Smart Rate
1G/2.5G/5G/10G Class6
PoE 2p 50G 2p 25G
Switch (R8S89A)

Latence 1 Gbit/s : 2,28 µs
10 Gbit/s : 1,46 µs
25 Gbit/s : 1,90 µs
50 Gbit/s : 3,49 µs

1 Gbit/s : 2,28 µs
10 Gbit/s : 1,46 µs
25 Gbit/s : 1,90 µs
50 Gbit/s : 3,49 µs

1 Gbit/s : 4,24 µs
10 Gbit/s : 1,50 µs
25 Gbit/s : 2,91 µs
50 Gbit/s : 3,49 µs

1 Gbit/s : 4,24 µs
10 Gbit/s : 1,50 µs
25 Gbit/s : 2,91 µs
50 Gbit/s : 3,49 µs

1 Gbit/s : 4,24 µs
10 Gbit/s : 1,50 µs
25 Gbit/s : 2,91 µs
50 Gbit/s : 3,49 µs

Capacité de basculement 880 Gbit/s 880 Gbit/s 448 Gbit/s 640 Gbit/s 640 Gbit/s

Possibilités d'empilement Jusqu’à 10 membres par stack.

Remarque : Les commutateurs CX 6300L ne s’empilent qu’avec d’autres commutateurs CX 6300L

Débit 654 Mpps 654 Mpps 334 Mpps 476 Mpps 476 Mpps

Mémoire et processeur CPU : Arm® Cortex®-A9
double cœur à 1,8 GHz
Mémoire : 8 Go DDR4, 32
Go eMMC
Flash : 8 Mo, 16 Mo ou 32
Mo, selon le modèle et la
configuration

CPU : Arm® Cortex®-A9
double cœur à 1,8 GHz
Mémoire : 8 Go DDR4, 32
Go eMMC
Flash : 8 Mo, 16 Mo ou 32
Mo, selon le modèle et la
configuration

Quad Core Arm Cortex™
A72 1,8 GHz,
8 Go DDR4, 32 Go eMMC,

16 Mo de mémoire tampon
de paquets partagés

CPU : Arm® Cortex®-A9
double cœur à 1,8 GHz
Mémoire : 8 Go DDR4, 32
Go eMMC
Flash : 8 Mo, 16 Mo ou 32
Mo, selon le modèle et la
configuration

Quad Core Arm Cortex™
A72 1,8 GHz,
8 Go DDR4, 32 Go eMMC,

16 Mo de mémoire tampon
de paquets partagés

Nom du module
d'alimentation

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place 1 module
d'alimentation minimum
requis (à commander
individuellement).
Prend en charge le module
d'alimentation JL085A.

2 emplacements pour
alimentation remplaçables
sur site et échangeables à
chaud
1 alimentation minimum
requise (à commander
séparément)
Alimentations prises en
charge : JL085A et JL757A.

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place 1 module
d'alimentation minimum
requis (à commander
individuellement).
Modules d'alimentation pris
en charge JL086A, JL087A
et JL670A.

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place 1 module
d'alimentation minimum
requis (à commander
individuellement).
Modules d'alimentation pris
en charge JL086A, JL087A
et JL670A.

Possibilité PoE Alimentation PoE maximale
: 720 W

Alimentation PoE maximale
: 1 440 W

Alimentation PoE maximale
: 1 440 W
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HPE Aruba Networking CX
6300M 24p SFP+ 1G/10G
4p SFP56 50G 2xFan PSU
Bundle (S5Z46A)

HPE Aruba Networking CX
6300M 24p SFP+ 1G/10G
4p SFP56 50G TAA
Switch (S0G03A)

HPE Aruba Networking CX
6300M 24p SFP+ LRM
support and 2p 50G and
2p 25G MACSec Switch
(R8S92A)

HPE Aruba Networking CX
6300M 24p Smart Rate
1G/2.5G/5G Class6 PoE
4p SFP56 50G TAA
Switch (S0G05A)

HPE Aruba Networking CX
6300M 24p Smart Rate
1G/2.5G/5G/10G Class6
PoE 2p 50G 2p 25G
Switch (R8S89A)

Température de
fonctionnement

0 °C à 45 °C jusqu’à 1 500
m environ, réduction de 1
°C tous les 300 m environ
de 1 500 m à 3 000 m
environ. Températures
transitoires de 55 °C
supportées sur des
périodes courtes [3].

0 °C à 45 °C (32 °F à 113 °F)
jusqu’à 5 000 pieds.
Réduction de -1 °C tous les
1 000 pieds de 5 000 pieds
à 10 000 pieds.
Peut supporter une
excursion jusqu’à 55 °C (131
°F) pendant de courtes
périodes [3].
La température de
fonctionnement est réduite
de 0 °C (32 °F) à 40 °C (104
°F) jusqu’à 5 000 pieds
lorsque des émetteurs-
récepteurs 10G SFP+ LR ou
ER sont installés.

0°C à 45°C jusqu'à 1500 m,
réduction de 1°C tous les
300 m de 1500 m à 3000
m.
Températures transitoires
de 55 °C supportées sur
des périodes courtes [3].
Températures transitoires
de 55 °C non prises en
charge si un module
LRM/LR/ER 10G est inséré.
Lorsque les émetteurs-
récepteurs BT 10G et
LRM/LR/ER 10G sont
installés ensemble, la
redondance des
ventilateurs est
uniquement prise en
charge jusqu'à 40 °C à 1
500 m.

0°C à 45°C jusqu'à 1500 m,
réduction de 1°C tous les
300 m de 1500 m à 3000
m.
Températures transitoires
de 55°C supportées sur des
périodes courtes [3].
Deux tiroirs de ventilation
nécessaires pour supporter
les hausses de température
transitoires.

0 °C à 45 °C jusqu’à 1 500
m environ, réduction de 1
°C tous les 300 m environ
de 1 500 m à 3 000 m
environ. Températures
transitoires de 55 °C
supportées sur des
périodes courtes [3].

Fonctionnalités de gestion Flexibilité de gestion grâce à la prise en charge de HPE Aruba Networking Central, d'une interface graphique Web intuitive, d'une interface de ligne de
commande (CLI) et du logiciel HPE Aruba Networking Switch Multi-Edit Software

Garantie Garantie à vie limitée. Voir les détails de la garantie.

Poids du colis 6.02 kg maximum, selon le
modèle

6.02 kg maximum, selon le
modèle 6,71 kg 6.02 kg maximum, selon le

modèle 6,71 kg

Dimensions du colis 4,4 x 44,2 x 38,5 cm
maximum, selon le modèle

4,4 x 44,2 x 38,5 cm
maximum, selon le modèle 4,4 x 44,2 x 38,5 cm 4,4 x 44,2 x 38,5 cm

maximum, selon le modèle 4,4 x 44,2 x 38,5 cm
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HPE Aruba Networking CX
6300M 24p SFP+ 1G/10G
4p SFP56 50G 2xFan PSU
Bundle (S5Z46A)

HPE Aruba Networking CX
6300M 24p SFP+ 1G/10G
4p SFP56 50G TAA
Switch (S0G03A)

HPE Aruba Networking CX
6300M 24p SFP+ LRM
support and 2p 50G and
2p 25G MACSec Switch
(R8S92A)

HPE Aruba Networking CX
6300M 24p Smart Rate
1G/2.5G/5G Class6 PoE
4p SFP56 50G TAA
Switch (S0G05A)

HPE Aruba Networking CX
6300M 24p Smart Rate
1G/2.5G/5G/10G Class6
PoE 2p 50G 2p 25G
Switch (R8S89A)

Ventilateurs Le commutateur dispose
de deux logements pour
tiroirs de ventilation et est
livré avec deux tiroirs de
ventilation JL669B installés.
Deux tiroirs de ventilation
au minimum sont requis.
Les tiroirs de ventilation
sont remplaçables sur site
et remplaçables à chaud.
Chaque tiroir de ventilation
contient deux ventilateurs.

Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec deux tiroirs de
ventilation installés.
Deux tiroirs de ventilation
minimum requis.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.

Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec deux tiroirs de
ventilation installés.
Deux tiroirs de ventilation
minimum requis.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.

Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec un tiroir de
ventilation installé.
Un tiroir de ventilation
minimum requis.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.

Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec deux tiroirs de
ventilation installés.
Deux tiroirs de ventilation
minimum requis.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.

HPE Networking CX6300 Switch Series  |  28



HPE Aruba Networking CX
6300M 32p 1G 16p SmtRt
5G Class8 PoE 2p SFP56
50G 2p SFP28 25G
MACsec Switch (S4P41A)

HPE Aruba Networking CX
6300M 32p 1G 16p SmtRt
5G Class8 PoE 2p SFP56
50G 2p SFP28 25G
MACsec TAA Sw
(S4P45A)

HPE Aruba Networking CX
6300M 32p SmtRt 5G 8p
SFP+ 10G LRM 2p SFP56
50G 2p SFP28 25G
MACsec TAA Sw
(S4P46A)

HPE Aruba Networking CX
6300M 32p SmtRt 5G
CL8 8p SFP+ 10G LRM 2p
SFP56 50G 2p SFP28 25G
MACsec Sw (S4P42A)

HPE Aruba Networking CX
6300M 48-port 1GbE and
4-port SFP56 Switch
(JL663A)

Différenciateur PoE/PoE+ classe 4 PoE/PoE+ de classe 4
certifié TAA

Non PoE
certifié TAA Non PoE Non PoE

Consommation électrique

Avec module
d'alimentation JL670A :
Veille : 103 W
Taux de trafic à 100 % : 134
W
Avec module
d'alimentation JL758A :
Veille : 111 W
Taux de trafic à 100 % : 135
W

Avec module
d’alimentation JL086A :
Veille : 60 W
Taux de trafic à 100 % 76 W
Avec module
d’alimentation JL087A :
Veille : 59 W
Taux de trafic à 100 % :
74 W
Avec module
d’alimentation JL670A :
Veille : 62 W
Taux de trafic à 100 % :
81 W

Veille : 56 W
Taux de trafic à 100 % :
75 W

Avec module
d'alimentation JL670A :
Veille : 106 W
Taux de trafic à 100 % : 159
W
Avec module
d'alimentation JL758A :
Veille : 118 W
Taux de trafic à 100 % : 156
W

Veille : 56 W
Taux de trafic à 100 % :
75 W

Tension d'entrée Module d'alimentation
JL670A : 110 V-120 V/200
V/208 V-240 V ; Entrée CA
Module d'alimentation
JL086A : 100 V-240 V ;
Entrée CA Module
d'alimentation
JL087A : 110 V-240 V ;
Entrée CA Module
d'alimentation
 JL7587A : 36-72 V ; Entrée
CC

Module d'alimentation
JL670A: 110-120 V / 208-
240 V
Module d'alimentation
JL086A: 100-240 V
Module d'alimentation
JL087A: 110-240 V

Module d'alimentation
JL085A : 100-240 V

Module d'alimentation
JL670A : 110 V-120 V/200
V/208 V-240 V ; Entrée CA
Module d'alimentation
JL086A : 100 V-240 V ;
Entrée CA Module
d'alimentation
JL087A : 110 V-240 V ;
Entrée CA Module
d'alimentation
 JL7587A : 36-72 V ; Entrée
CC

Module d'alimentation
JL085A : 100-240 V
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HPE Aruba Networking CX
6300M 32p 1G 16p SmtRt
5G Class8 PoE 2p SFP56
50G 2p SFP28 25G
MACsec Switch (S4P41A)

HPE Aruba Networking CX
6300M 32p 1G 16p SmtRt
5G Class8 PoE 2p SFP56
50G 2p SFP28 25G
MACsec TAA Sw
(S4P45A)

HPE Aruba Networking CX
6300M 32p SmtRt 5G 8p
SFP+ 10G LRM 2p SFP56
50G 2p SFP28 25G
MACsec TAA Sw
(S4P46A)

HPE Aruba Networking CX
6300M 32p SmtRt 5G
CL8 8p SFP+ 10G LRM 2p
SFP56 50G 2p SFP28 25G
MACsec Sw (S4P42A)

HPE Aruba Networking CX
6300M 48-port 1GbE and
4-port SFP56 Switch
(JL663A)

Ports 32 ports HPE Smart Rate
1/2.5/5G BaseT
10/100/1000M et 16 ports
HPE Smart Rate 1/2.5/5G
BaseT (la configuration
peut être changée en 8
ports HPE Smart Rate 10G
BaseT) avec PoE de classe
8 prenant en charge
jusqu’à 90W par port
2 ports SFP 10G/25G/50G
[4]
2 ports SFP 10G/25G
(MACsec)
Prend en charge les
normes PoE IEEE 802.3af,
802.3at et 802.3bt (jusqu’à
90W)

1 port de console USB-C
1 port hôte USB Type-A
1 port OOBM
1 port de console RJ-45
1 dongle Bluetooth à utiliser
avec l’application mobile
CX

[4] La capacité 450G est
destinée à être utilisée avec
les DAC 50G pour
l’interconnexion et
l’empilage VSF. Les
émetteurs-récepteurs et les
DAC 50G ne sont pas pris
en charge sur les modèles
de commutateurs S0E91A
et S0X44A, qui nécessitent
un câble DAC QSFP vers
SFP56 pour l’empilage VSF
avec d’autres modèles de
commutateurs CX 6300F
et CX 6300M uniquement.
L’empilage VSF n’est pas

24 ports PoE+ 10/100/1000
BaseT prenant en charge
jusqu’à 30W par port
4 ports SFP
1G/10G/25G/50G [4]
Prend en charge les
normes PoE IEEE 802.3af,
802.3at

1 port de console USB-C
1 port hôte USB Type-A
1 port OOBM

[4] La capacité 450G est
destinée à être utilisée avec
les DAC 50G pour
l’interconnexion et
l’empilage VSF. Les
émetteurs-récepteurs et les
DAC 50G ne sont pas pris
en charge sur les modèles
de commutateurs S0E91A
et S0X44A, qui nécessitent
un câble DAC QSFP vers
SFP56 pour l’empilage VSF
avec d’autres modèles de
commutateurs CX 6300F
et CX 6300M uniquement.
L’empilage VSF n’est pas
pris en charge sur les ports
1G.

48 ports BaseT
10/100/1000
4 ports SFP
1G/10G/25G/50G [4]

1 port de console USB-C
1 port hôte USB Type-A
1 port OOBM

[4] La capacité 450G est
destinée à être utilisée avec
les DAC 50G pour
l’interconnexion et
l’empilage VSF. Les
émetteurs-récepteurs et les
DAC 50G ne sont pas pris
en charge sur les modèles
de commutateurs S0E91A
et S0X44A, qui nécessitent
un câble DAC QSFP vers
SFP56 pour l’empilage VSF
avec d’autres modèles de
commutateurs CX 6300F
et CX 6300M uniquement.
L’empilage VSF n’est pas
pris en charge sur les ports
1G.

32 ports HPE Smart Rate
1G/2.5G/5G Base-T (la
configuration peut être
changée en 16 ports HPE
Smart Rate 1G/2.5G/5G
Base-T et 8 ports HPE
Smart Rate
1G/2.5G/5G/10G Base-T) de
classe 8 PoE prenant en
charge jusqu’à 90W POE
par port et 8 ports 1G/10G
SFP+ (LRM)
2 ports SFP 10G/25G/50G
[4]
2 ports SFP 10G/25G
(MACsec)
Prend en charge les
normes PoE IEEE 802.3af,
802.3at et 802.3bt (jusqu’à
90W)

1 port de console USB-C
1 port hôte USB Type-A
1 port OOBM
1 port de console RJ-45
1 dongle Bluetooth à utiliser
avec l’application mobile
CX

[4] La capacité 450G est
destinée à être utilisée avec
les DAC 50G pour
l’interconnexion et
l’empilage VSF. Les
émetteurs-récepteurs et les
DAC 50G ne sont pas pris
en charge sur les modèles
de commutateurs S0E91A
et S0X44A, qui nécessitent
un câble DAC QSFP vers
SFP56 pour l’empilage VSF
avec d’autres modèles de
commutateurs CX 6300F

48 ports 10/100/1000
BaseT,
4 ports SFP
1G/10G/25G/50G [4],

1 port console USB-C,
1 port hôte USB Type-A,
1 port OOBM
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HPE Aruba Networking CX
6300M 32p 1G 16p SmtRt
5G Class8 PoE 2p SFP56
50G 2p SFP28 25G
MACsec Switch (S4P41A)

HPE Aruba Networking CX
6300M 32p 1G 16p SmtRt
5G Class8 PoE 2p SFP56
50G 2p SFP28 25G
MACsec TAA Sw
(S4P45A)

HPE Aruba Networking CX
6300M 32p SmtRt 5G 8p
SFP+ 10G LRM 2p SFP56
50G 2p SFP28 25G
MACsec TAA Sw
(S4P46A)

HPE Aruba Networking CX
6300M 32p SmtRt 5G
CL8 8p SFP+ 10G LRM 2p
SFP56 50G 2p SFP28 25G
MACsec Sw (S4P42A)

HPE Aruba Networking CX
6300M 48-port 1GbE and
4-port SFP56 Switch
(JL663A)

pris en charge sur les ports
1G.

et CX 6300M uniquement.
L’empilage VSF n’est pas
pris en charge sur les ports
1G.

Latence
Moins de 5 µs
1 Gbit/s : 3,6 µs

1 Gbit/s : 2,28 µs
10 Gbit/s : 1,46 µs
25 Gbit/s : 1,90 µs
50 Gbit/s : 3,49 µs

1 Gbit/s : 2,28 µs
10 Gbit/s : 1,46 µs
25 Gbit/s : 1,90 µs
50 Gbit/s : 3,49 µs

Moins de 5 µs
10 Gbit/s LRM : 2,3 µs
10 Gbit/s ports double
mode : 5,5 µs
25 Gbit/s : 3,5 µs

1 Gbit/s : 2,28 µs
10 Gbit/s : 1,46 µs
25 Gbit/s : 1,90 µs
50 Gbit/s : 3,49 µs

Capacité de basculement 524 Gbit/s 448 Gbit/s 496 Gbit/s 780 Gb/s 496 Gbit/s

Possibilités d'empilement Jusqu’à 10 membres par stack.

Remarque : Les commutateurs CX 6300L ne s’empilent qu’avec d’autres commutateurs CX 6300L

Débit 390 Mbit/s 334 Mpps 369 Mpps 580 Mb/s 369 Mpps

Mémoire et processeur CPU : Arm® Cortex®-A9 double cœur à 1,8 GHz
Mémoire : 8 Go DDR4, 32 Go eMMC
Flash : 8 Mo, 16 Mo ou 32 Mo, selon le modèle et la configuration

Nom du module
d'alimentation 2 logements d’alimentation

remplaçables sur site et
remplaçables à chaud 1
bloc d’alimentation
minimum requis
(commandé séparément).
Blocs d'alimentation
JL086A, JL087A, JL670A et
JL758A pris en charge.

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place 1 module
d'alimentation minimum
requis (à commander
individuellement).
Modules d'alimentation pris
en charge JL086A, JL087A
et JL670A.

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place 1 module
d'alimentation minimum
requis (à commander
individuellement).
Prend en charge le module
d'alimentation JL085A.

2 logements d’alimentation
remplaçables sur site et
remplaçables à chaud 1
bloc d’alimentation
minimum requis
(commandé séparément).
Blocs d'alimentation
JL086A, JL087A, JL670A et
JL758A pris en charge.

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place 1 module
d'alimentation minimum
requis (à commander
individuellement).
Prend en charge le module
d'alimentation JL085A.

Possibilité PoE Alimentation PoE maximale
: 2 880 W

Alimentation PoE maximale
: 720 W

Alimentation PoE maximale
: 2 880 W

Alimentation PoE maximale
: 2 880 W
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HPE Aruba Networking CX
6300M 32p 1G 16p SmtRt
5G Class8 PoE 2p SFP56
50G 2p SFP28 25G
MACsec Switch (S4P41A)

HPE Aruba Networking CX
6300M 32p 1G 16p SmtRt
5G Class8 PoE 2p SFP56
50G 2p SFP28 25G
MACsec TAA Sw
(S4P45A)

HPE Aruba Networking CX
6300M 32p SmtRt 5G 8p
SFP+ 10G LRM 2p SFP56
50G 2p SFP28 25G
MACsec TAA Sw
(S4P46A)

HPE Aruba Networking CX
6300M 32p SmtRt 5G
CL8 8p SFP+ 10G LRM 2p
SFP56 50G 2p SFP28 25G
MACsec Sw (S4P42A)

HPE Aruba Networking CX
6300M 48-port 1GbE and
4-port SFP56 Switch
(JL663A)

Température de
fonctionnement

0 °C à 45 °C jusqu’à 1 500 m environ, réduction de 1 °C tous les 300 m environ de 1 500 m à 3 000 m environ. Températures transitoires de 55 °C
supportées sur des périodes courtes [3].

Fonctionnalités de gestion Flexibilité de gestion grâce à la prise en charge de HPE Aruba Networking Central, d'une interface graphique Web intuitive, d'une interface de ligne de
commande (CLI) et du logiciel HPE Aruba Networking Switch Multi-Edit Software

Garantie Garantie à vie limitée. Voir les détails de la garantie.

Poids du colis 6.02 kg maximum, selon le
modèle

6.02 kg maximum, selon le
modèle

6.02 kg maximum, selon le
modèle

6.02 kg maximum, selon le
modèle 4,95 kg

Dimensions du colis 4,4 x 44,2 x 38,5 cm
maximum, selon le modèle

4,4 x 44,2 x 38,5 cm
maximum, selon le modèle

4,4 x 44,2 x 38,5 cm
maximum, selon le modèle

4,4 x 44,2 x 38,5 cm
maximum, selon le modèle 4,4 x 44,2 x 38,5 cm

Ventilateurs
Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec deux tiroirs de
ventilation installés.
Deux tiroirs de ventilation
minimum requis.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.

Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec un tiroir de
ventilation installé.
Un tiroir de ventilation
minimum est requis.
Deuxième tiroir en option à
commander séparément.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.

Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec un tiroir de
ventilation installé.
Un tiroir de ventilation
minimum est requis.
Deuxième tiroir en option à
commander séparément.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.

Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec deux tiroirs de
ventilation installés.
Deux tiroirs de ventilation
minimum requis.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.

Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec un tiroir de
ventilation installé.
Un tiroir de ventilation
minimum est requis.
Deuxième tiroir en option à
commander séparément.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.
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HPE Aruba Networking CX
6300M 48-port 1GbE
Class 4 PoE and 4-port
SFP56 Switch (JL661A)

HPE Aruba Networking CX
6300M 48-port HPE
Smart Rate 1/2.5/5GbE
Class 6 PoE and 4-port
SFP56 Switch (JL659A)

HPE Aruba Networking CX
6300M 48G Power-to-
Port Airflow 2 Fans 1
Power Supply Unit Bundle
(R9F63A)

HPE Aruba Networking CX
6300M 48p
10M/100M/1G 4p SFP56
50G Power-to-Port 2xFan
PSU TAA Bundle
(S0G02A)

HPE Aruba Networking CX
6300M 48p
10M/100M/1G 4p SFP56
50G TAA Switch
(S0G00A)

Différenciateur PoE/PoE+ classe 4 PoE/PoE+ classe 4 Non PoE Non PoE
certifié TAA

Non PoE
certifié TAA

Consommation électrique Avec module
d’alimentation JL086A :
Veille : 70 W
Taux de trafic à 100 % :
90 W
Avec module
d’alimentation JL087A :
Veille : 71 W
Taux de trafic à 100 % :
88 W
Avec module
d’alimentation JL670A :
Veille : 73 W
Taux de trafic à 100 % : 96
W

Avec module
d'alimentation JL086A :
Veille : 133 W
Taux de trafic à 100 % : 199
W
Avec module
d'alimentation
JL087A : Veille : 138 W
Taux de trafic à 100 % : 193
W
Avec module
d'alimentation
JL670A : Veille : 140 W
Taux de trafic à 100 % : 201
W

Veille : 56 W
Taux de trafic à 100 % :
75 W

Veille : 56 W
Taux de trafic à 100 % :
75 W

Veille : 56 W
Taux de trafic à 100 % :
75 W

Tension d'entrée Module d'alimentation
JL670A: 110-120 V / 208-
240 V
Module d'alimentation
JL086A: 100-240 V
Module d'alimentation
JL087A: 110-240 V

Module d'alimentation
JL670A: 110-120 V / 208-
240 V
Module d'alimentation
JL086A: 100-240 V
Module d'alimentation
JL087A: 110-240 V

Module d'alimentation
JL760A : 100-240 V

Module d'alimentation
JL760A : 100-240 V

Module d’alimentation
JL085A : 100-240 V
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HPE Aruba Networking CX
6300M 48-port 1GbE
Class 4 PoE and 4-port
SFP56 Switch (JL661A)

HPE Aruba Networking CX
6300M 48-port HPE
Smart Rate 1/2.5/5GbE
Class 6 PoE and 4-port
SFP56 Switch (JL659A)

HPE Aruba Networking CX
6300M 48G Power-to-
Port Airflow 2 Fans 1
Power Supply Unit Bundle
(R9F63A)

HPE Aruba Networking CX
6300M 48p
10M/100M/1G 4p SFP56
50G Power-to-Port 2xFan
PSU TAA Bundle
(S0G02A)

HPE Aruba Networking CX
6300M 48p
10M/100M/1G 4p SFP56
50G TAA Switch
(S0G00A)

Ports

48 ports 10/100/1000
BaseT PoE+, prenant en
charge jusqu'à 30 W par
port,
4 ports SFP
1G/10G/25G/50G [4],
Prise en charge des normes
PoE IEEE 802.3af, 802.3at

1 port console USB-C,
1 port hôte USB Type-A,
1 port OOBM

48 ports PoE HPE Smart
Rate 100 Mbit/s [5]/1
Gbit/s/2,5 Gbit/s/5 Gbit
BaseT Classe 6 prenant en
charge jusqu'à 60 W par
port
4 ports SFP
1G/10G/25G/50G [4]
Prend en charge les
normes PoE IEEE 802.3af,
802.3at et 802.3bt (jusqu'à
60 W)

1 port console USB-C
1 port hôte USB Type-A
1 port OOBM

48 ports 10/100/1000
BaseT,
4 ports SFP
1G/10G/25G/50G [4],

1 port console USB-C,
1 port hôte USB Type-A,
1 port OOBM

48 ports BaseT
10/100/1000
4 ports SFP
1G/10G/25G/50G [4]

1 port de console USB-C
1 port hôte USB Type-A
1 port OOBM

[4] La capacité 450G est
destinée à être utilisée avec
les DAC 50G pour
l’interconnexion et
l’empilage VSF. Les
émetteurs-récepteurs et les
DAC 50G ne sont pas pris
en charge sur les modèles
de commutateurs S0E91A
et S0X44A, qui nécessitent
un câble DAC QSFP vers
SFP56 pour l’empilage VSF
avec d’autres modèles de
commutateurs CX 6300F
et CX 6300M uniquement.
L’empilage VSF n’est pas
pris en charge sur les ports
1G.

48 ports BaseT
10/100/1000
4 ports SFP
1G/10G/25G/50G [4]

1 port de console USB-C
1 port hôte USB Type-A
1 port OOBM

[4] La capacité 450G est
destinée à être utilisée avec
les DAC 50G pour
l’interconnexion et
l’empilage VSF. Les
émetteurs-récepteurs et les
DAC 50G ne sont pas pris
en charge sur les modèles
de commutateurs S0E91A
et S0X44A, qui nécessitent
un câble DAC QSFP vers
SFP56 pour l’empilage VSF
avec d’autres modèles de
commutateurs CX 6300F
et CX 6300M uniquement.
L’empilage VSF n’est pas
pris en charge sur les ports
1G.

Latence 1 Gbit/s : 2,28 µs
10 Gbit/s : 1,46 µs
25 Gbit/s : 1,90 µs
50 Gbit/s : 3,49 µs

Capacité de basculement 496 Gbit/s 880 Gbit/s 496 Gbit/s 496 Gbit/s 496 Gbit/s

Possibilités d'empilement Jusqu’à 10 membres par stack.

Remarque : Les commutateurs CX 6300L ne s’empilent qu’avec d’autres commutateurs CX 6300L

Débit 369 Mpps 654 Mpps 369 Mpps 369 Mpps 369 Mpps
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HPE Aruba Networking CX
6300M 48-port 1GbE
Class 4 PoE and 4-port
SFP56 Switch (JL661A)

HPE Aruba Networking CX
6300M 48-port HPE
Smart Rate 1/2.5/5GbE
Class 6 PoE and 4-port
SFP56 Switch (JL659A)

HPE Aruba Networking CX
6300M 48G Power-to-
Port Airflow 2 Fans 1
Power Supply Unit Bundle
(R9F63A)

HPE Aruba Networking CX
6300M 48p
10M/100M/1G 4p SFP56
50G Power-to-Port 2xFan
PSU TAA Bundle
(S0G02A)

HPE Aruba Networking CX
6300M 48p
10M/100M/1G 4p SFP56
50G TAA Switch
(S0G00A)

Mémoire et processeur CPU : Arm® Cortex®-A9 double cœur à 1,8 GHz
Mémoire : 8 Go DDR4, 32 Go eMMC
Flash : 8 Mo, 16 Mo ou 32 Mo, selon le modèle et la configuration

Nom du module
d'alimentation

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place 1 module
d'alimentation minimum
requis (à commander
individuellement).
Modules d'alimentation pris
en charge JL086A, JL087A
et JL670A.

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place 1 module
d'alimentation minimum
requis (à commander
individuellement).
Modules d'alimentation pris
en charge JL086A, JL087A
et JL670A.

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place, et livré avec un
module d'alimentation
alimentation-port
préinstallé.
Un module d'alimentation
alimentation-port
supplémentaire peut être
commandé séparément.
Prend en charge
uniquement le module
d'alimentation
alimentation-port JL760A.

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place 1 module
d'alimentation minimum
requis (à commander
individuellement).
Prend en charge le module
d'alimentation JL085A.

Possibilité PoE Alimentation PoE maximale
: 1 440 W

Alimentation PoE maximale
: 2 880 W ##BLAN##BLANK##K##

Température de
fonctionnement

0 °C à 45 °C jusqu’à 1 500
m environ, réduction de 1
°C tous les 300 m environ
de 1 500 m à 3 000 m
environ. Températures
transitoires de 55 °C
supportées sur des
périodes courtes [3].

0°C à 45°C jusqu'à 1500 m,
réduction de 1°C tous les
300 m de 1500 m à 3000
m.

0 °C à 45 °C jusqu’à 1 500
m environ, réduction de 1
°C tous les 300 m environ
de 1 500 m à 3 000 m
environ. Températures
transitoires de 55 °C
supportées sur des
périodes courtes [3].

0°C à 45°C jusqu'à 1500 m,
réduction de 1°C tous les
300 m de 1500 m à 3000
m.

0 °C à 45 °C jusqu’à 1 500
m environ, réduction de 1
°C tous les 300 m environ
de 1 500 m à 3 000 m
environ. Températures
transitoires de 55 °C
supportées sur des
périodes courtes [3].

Fonctionnalités de gestion Flexibilité de gestion grâce à la prise en charge de HPE Aruba Networking Central, d'une interface graphique Web intuitive, d'une interface de ligne de
commande (CLI) et du logiciel HPE Aruba Networking Switch Multi-Edit Software

Garantie Garantie à vie limitée. Voir les détails de la garantie.
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HPE Aruba Networking CX
6300M 48-port 1GbE
Class 4 PoE and 4-port
SFP56 Switch (JL661A)

HPE Aruba Networking CX
6300M 48-port HPE
Smart Rate 1/2.5/5GbE
Class 6 PoE and 4-port
SFP56 Switch (JL659A)

HPE Aruba Networking CX
6300M 48G Power-to-
Port Airflow 2 Fans 1
Power Supply Unit Bundle
(R9F63A)

HPE Aruba Networking CX
6300M 48p
10M/100M/1G 4p SFP56
50G Power-to-Port 2xFan
PSU TAA Bundle
(S0G02A)

HPE Aruba Networking CX
6300M 48p
10M/100M/1G 4p SFP56
50G TAA Switch
(S0G00A)

Poids du colis
5,16 kg 6,02 kg

5,7 kg (1 module
d'alimentation), 6,27 kg (2
modules d'alimentation)

6.02 kg maximum, selon le
modèle

6.02 kg maximum, selon le
modèle

Dimensions du colis 4,4 x 44,2 x 38,5 cm 4,4 x 44,2 x 38,5 cm 4,4 x 44,2 x 38,5 cm 4,4 x 44,2 x 38,5 cm
maximum, selon le modèle

4,4 x 44,2 x 38,5 cm
maximum, selon le modèle

Ventilateurs

Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec un tiroir de
ventilation installé.
Un tiroir de ventilation
minimum requis.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.

Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec deux tiroirs de
ventilation installés.
Deux tiroirs de ventilation
minimum requis.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.

Le commutateur dispose
de deux logements pour
tiroir de ventilation et est
livré avec un ou deux tiroirs
de ventilation installés
selon le modèle. Tiroirs de
ventilation permutables à
chaud, remplaçables sur
place. Chaque tiroir de
ventilation contient deux
ventilateurs.

Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec deux tiroirs de
ventilation installés.
2 tiroirs de ventilation
minimum requis.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.
Prend en charge
uniquement le tiroir de
ventilation alimentation-
port JL761A.

Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec un tiroir de
ventilation installé.
Un tiroir de ventilation
minimum est requis.
Deuxième tiroir en option à
commander séparément.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.

HPE Networking CX6300 Switch Series  |  36



HPE Aruba Networking CX
6300M 48p
10M/100M/1G Class4 PoE
4p SFP56 50G TAA
Switch (S0G06A)

HPE Aruba Networking CX
6300M 48p 1GbE 4p
SFP56 Power-to-Port 2
Fan Trays 1 PSU Bundle
(JL762A)

HPE Aruba Networking CX
6300M 48p HPE Smart
Rate 1G/2.5G/5G Class8
PoE 2p 50G 2p 25G
Switch (R8S90A)

HPE Aruba Networking CX
6300M 48p SFP 1G 2p
SFP56 50G 2p SFP28 25G
MACsec Switch (S4P43A)

HPE Aruba Networking CX
6300M 48p SFP 1G 2p
SFP56 50G 2p SFP28 25G
MACsec TAA Switch
(S4P47A)

Différenciateur PoE/PoE+ de classe 4
certifié TAA Non PoE PoE/PoE+ classe 4 Non PoE Non PoE

certifié TAA

Consommation électrique Avec module
d’alimentation JL086A :
Veille : 70 W
Taux de trafic à 100 % :
90 W
Avec module
d’alimentation JL087A :
Veille : 71 W
Taux de trafic à 100 % :
88 W
Avec module
d’alimentation JL670A :
Veille : 73 W
Taux de trafic à 100 % : 96
W

Veille : 56 W
Taux de trafic à 100 % :
75 W

Avec module
d'alimentation JL086A :
Veille : 133 W
Taux de trafic à 100 % : 199
W
Avec module
d'alimentation
JL087A : Veille : 138 W
Taux de trafic à 100 % : 193
W
Avec module
d'alimentation
JL670A : Veille : 140 W
Taux de trafic à 100 % : 201
W

Avec module
d'alimentation JL085A:
Veille : 67 W
Taux de trafic à 100 % 127
W
Avec module
d'alimentation JL757A :
Veille : 61 W
Taux de trafic à 100 % 123W

Veille : 49 W
Taux de trafic à 100 % :
64 W

Tension d'entrée Module d'alimentation
JL670A: 110-120 V / 208-
240 V
Module d'alimentation
JL086A: 100-240 V
Module d'alimentation
JL087A: 110-240 V

Module d'alimentation
JL760A : 100-240 V

Module d'alimentation
JL670A: 110-120 V / 208-
240 V
Module d'alimentation
JL086A: 100-240 V
Module d'alimentation
JL087A: 110-240 V

Module d'alimentation
JL085A : 100 V-240 V ;
Entrée CA Module
d'alimentation
JL757A : 36-72 V ; Entrée
CC

Module d'alimentation
JL085A : 100-240 V
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HPE Aruba Networking CX
6300M 48p
10M/100M/1G Class4 PoE
4p SFP56 50G TAA
Switch (S0G06A)

HPE Aruba Networking CX
6300M 48p 1GbE 4p
SFP56 Power-to-Port 2
Fan Trays 1 PSU Bundle
(JL762A)

HPE Aruba Networking CX
6300M 48p HPE Smart
Rate 1G/2.5G/5G Class8
PoE 2p 50G 2p 25G
Switch (R8S90A)

HPE Aruba Networking CX
6300M 48p SFP 1G 2p
SFP56 50G 2p SFP28 25G
MACsec Switch (S4P43A)

HPE Aruba Networking CX
6300M 48p SFP 1G 2p
SFP56 50G 2p SFP28 25G
MACsec TAA Switch
(S4P47A)

Ports 48 ports PoE+ 10/100/1000
BaseT prenant en charge
jusqu’à 30W par port
4 ports SFP
1G/10G/25G/50G [4]
Prend en charge les
normes PoE IEEE 802.3af,
802.3at

1 port de console USB-C
1 port hôte USB Type-A
1 port OOBM

[4] La capacité 450G est
destinée à être utilisée avec
les DAC 50G pour
l’interconnexion et
l’empilage VSF. Les
émetteurs-récepteurs et les
DAC 50G ne sont pas pris
en charge sur les modèles
de commutateurs S0E91A
et S0X44A, qui nécessitent
un câble DAC QSFP vers
SFP56 pour l’empilage VSF
avec d’autres modèles de
commutateurs CX 6300F
et CX 6300M uniquement.
L’empilage VSF n’est pas
pris en charge sur les ports
1G.

48 ports 10/100/1000
BaseT,
4 ports SFP
1G/10G/25G/50G [4],

1 port console USB-C,
1 port hôte USB Type-A,
1 port OOBM

48 ports PoE HPE Smart
Rate 100 Mbit/s [5]/1
Gbit/s/2,5 Gbit/s/5 Gbit
BaseT Classe 6 prenant en
charge jusqu'à 60 W par
port
4 ports SFP
1G/10G/25G/50G [4]
Prend en charge les
normes PoE IEEE 802.3af,
802.3at et 802.3bt (jusqu'à
60 W)

1 port console USB-C
1 port hôte USB Type-A
1 port OOBM

48 ports SFP 1G
2 ports SFP 10G/25G/50G
[4]
2 ports SFP 10G/25G
(MACsec)

1 port de console USB-C
1 port hôte USB Type-A
1 port OOBM

48 ports SFP 1G
2 ports SFP 10G/25G/50G
[4]
2 ports SFP 10G/25G
(MACsec)

1 port de console USB-C
1 port OOBM
1 port hôte USB Type A

[4] La capacité 450G est
destinée à être utilisée avec
les DAC 50G pour
l’interconnexion et
l’empilage VSF. Les
émetteurs-récepteurs et les
DAC 50G ne sont pas pris
en charge sur les modèles
de commutateurs S0E91A
et S0X44A, qui nécessitent
un câble DAC QSFP vers
SFP56 pour l’empilage VSF
avec d’autres modèles de
commutateurs CX 6300F
et CX 6300M uniquement.
L’empilage VSF n’est pas
pris en charge sur les ports
1G.

Latence 1 Gbit/s : 2,28 µs
10 Gbit/s : 1,46 µs
25 Gbit/s : 1,90 µs
50 Gbit/s : 3,49 µs

1 Gbit/s : 2,28 µs
10 Gbit/s : 1,46 µs
25 Gbit/s : 1,90 µs
50 Gbit/s : 3,49 µs

1 Gbit/s : 4,24 µs
10 Gbit/s : 1,50 µs
25 Gbit/s : 2,91 µs
50 Gbit/s : 3,49 µs

1 Gbit/s : 3,4 s
50 Gbit/s : 2,1 s

1 Gbit/s : 2,28 µs
10 Gbit/s : 1,46 µs
25 Gbit/s : 1,90 µs
50 Gbit/s : 3,49 µs

Capacité de basculement 496 Gbit/s 496 Gbit/s 880 Gbit/s 396 Gbit/s 448 Gbit/s

Possibilités d'empilement Jusqu’à 10 membres par stack.

Remarque : Les commutateurs CX 6300L ne s’empilent qu’avec d’autres commutateurs CX 6300L
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HPE Aruba Networking CX
6300M 48p
10M/100M/1G Class4 PoE
4p SFP56 50G TAA
Switch (S0G06A)

HPE Aruba Networking CX
6300M 48p 1GbE 4p
SFP56 Power-to-Port 2
Fan Trays 1 PSU Bundle
(JL762A)

HPE Aruba Networking CX
6300M 48p HPE Smart
Rate 1G/2.5G/5G Class8
PoE 2p 50G 2p 25G
Switch (R8S90A)

HPE Aruba Networking CX
6300M 48p SFP 1G 2p
SFP56 50G 2p SFP28 25G
MACsec Switch (S4P43A)

HPE Aruba Networking CX
6300M 48p SFP 1G 2p
SFP56 50G 2p SFP28 25G
MACsec TAA Switch
(S4P47A)

Débit 369 Mpps 369 Mpps 654 Mpps 295 Mbit/s 334 Mpps

Mémoire et processeur CPU : Arm® Cortex®-A9
double cœur à 1,8 GHz
Mémoire : 8 Go DDR4, 32
Go eMMC
Flash : 8 Mo, 16 Mo ou 32
Mo, selon le modèle et la
configuration

CPU : Arm® Cortex®-A9
double cœur à 1,8 GHz
Mémoire : 8 Go DDR4, 32
Go eMMC
Flash : 8 Mo, 16 Mo ou 32
Mo, selon le modèle et la
configuration

Quad Core Arm Cortex™
A72 1,8 GHz,
8 Go DDR4, 32 Go eMMC,

16 Mo de mémoire tampon
de paquets partagés

CPU : Arm® Cortex®-A9
double cœur à 1,8 GHz
Mémoire : 8 Go DDR4, 32
Go eMMC
Flash : 8 Mo, 16 Mo ou 32
Mo, selon le modèle et la
configuration

CPU : Arm® Cortex®-A9
double cœur à 1,8 GHz
Mémoire : 8 Go DDR4, 32
Go eMMC
Flash : 8 Mo, 16 Mo ou 32
Mo, selon le modèle et la
configuration

Nom du module
d'alimentation

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place 1 module
d'alimentation minimum
requis (à commander
individuellement).
Modules d'alimentation pris
en charge JL086A, JL087A
et JL670A.

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place, et livré avec un
module d'alimentation
alimentation-port
préinstallé.
Un module d'alimentation
alimentation-port
supplémentaire peut être
commandé séparément.
Prend en charge
uniquement le module
d'alimentation
alimentation-port JL760A.

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place 1 module
d'alimentation minimum
requis (à commander
individuellement).
Modules d'alimentation pris
en charge JL086A, JL087A
et JL670A.

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place
1 module d'alimentation
minimum requis (à
commander
individuellement).
Modules d'alimentation pris
en charge JL085A et
JL757A.

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place 1 module
d'alimentation minimum
requis (à commander
individuellement).
Prend en charge le module
d'alimentation JL085A.

Possibilité PoE Alimentation PoE maximale
: 1 440 W

Alimentation PoE maximale
: 2 880 W

Température de
fonctionnement

0 °C à 45 °C jusqu’à 1 500
m environ, réduction de 1
°C tous les 300 m environ
de 1 500 m à 3 000 m
environ. Températures
transitoires de 55 °C
supportées sur des
périodes courtes [3].

0°C à 45°C jusqu'à 1500 m,
réduction de 1°C tous les
300 m de 1500 m à 3000
m.

0 °C à 45 °C jusqu’à 1 500
m environ, réduction de 1
°C tous les 300 m environ
de 1 500 m à 3 000 m
environ. Températures
transitoires de 55 °C
supportées sur des
périodes courtes [3].

0 °C à 45 °C jusqu’à 1 500
m environ, réduction de 1
°C tous les 300 m environ
de 1 500 m à 3 000 m
environ. Températures
transitoires de 55 °C
supportées sur des
périodes courtes [3].

0 °C à 45 °C jusqu’à 1 500
m environ, réduction de 1
°C tous les 300 m environ
de 1 500 m à 3 000 m
environ. Températures
transitoires de 55 °C
supportées sur des
périodes courtes [3].

Fonctionnalités de gestion Flexibilité de gestion grâce à la prise en charge de HPE Aruba Networking Central, d'une interface graphique Web intuitive, d'une interface de ligne de
commande (CLI) et du logiciel HPE Aruba Networking Switch Multi-Edit Software
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HPE Aruba Networking CX
6300M 48p
10M/100M/1G Class4 PoE
4p SFP56 50G TAA
Switch (S0G06A)

HPE Aruba Networking CX
6300M 48p 1GbE 4p
SFP56 Power-to-Port 2
Fan Trays 1 PSU Bundle
(JL762A)

HPE Aruba Networking CX
6300M 48p HPE Smart
Rate 1G/2.5G/5G Class8
PoE 2p 50G 2p 25G
Switch (R8S90A)

HPE Aruba Networking CX
6300M 48p SFP 1G 2p
SFP56 50G 2p SFP28 25G
MACsec Switch (S4P43A)

HPE Aruba Networking CX
6300M 48p SFP 1G 2p
SFP56 50G 2p SFP28 25G
MACsec TAA Switch
(S4P47A)

Garantie Garantie à vie limitée. Voir les détails de la garantie.

Poids du colis 6.02 kg maximum, selon le
modèle

5,7 kg (1 module
d'alimentation), 6,27 kg (2
modules d'alimentation)

6,71 kg 6.02 kg maximum, selon le
modèle

6.02 kg maximum, selon le
modèle

Dimensions du colis 4,4 x 44,2 x 38,5 cm
maximum, selon le modèle 4,4 x 44,2 x 38,5 cm 4,4 x 44,2 x 38,5 cm 4,4 x 44,2 x 38,5 cm

maximum, selon le modèle
4,4 x 44,2 x 38,5 cm
maximum, selon le modèle

Ventilateurs

Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec un tiroir de
ventilation installé.
Un tiroir de ventilation
minimum requis.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.

Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec deux tiroirs de
ventilation installés.
2 tiroirs de ventilation
minimum requis.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.
Prend en charge
uniquement le tiroir de
ventilation alimentation-
port JL761A.

Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec deux tiroirs de
ventilation installés.
Deux tiroirs de ventilation
minimum requis.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.

Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec deux tiroirs de
ventilation installés.
Deux tiroirs de ventilation
minimum requis.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.

Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec un tiroir de
ventilation installé.
Un tiroir de ventilation
minimum est requis.
Deuxième tiroir en option à
commander séparément.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.
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HPE Aruba Networking CX
6300M 48p Smart Rate
1G/2.5G/5G Class6 PoE
4p SFP56 50G TAA
Switch (S0G04A)

HPE Aruba Networking CX
6300M 48p SR10
1G/2.5G/5G/10G PTP/AVB
Class8 PoE and 4p 100G
MACsec Switch (S0E91A)

HPE Networking
CX6300M 16p 1G 8p
Smart Rate 10G Class8
PoE 2p SFP56 50G 2p
SFP28 25G Switch
(S6X58A)

HPE Networking
CX6300M 16p 1G 8p
Smart Rate 10G Class8
PoE 2p SFP56 50G 2p
SFP28 25G TAA Sw
(S7K41A)

HPE Networking
CX6300M 24p 1G Class8
PoE 2p SFP56 50G 2p
SFP28 25G MACsec
Switch (S6X60A)

Différenciateur PoE/PoE+ de classe 4
certifié TAA PoE/PoE+ classe 4

Consommation électrique
Avec module
d'alimentation JL086A :
Veille : 133 W
Taux de trafic à 100 % : 199
W
Avec module
d'alimentation
JL087A : Veille : 138 W
Taux de trafic à 100 % : 193
W
Avec module
d'alimentation
JL670A : Veille : 140 W
Taux de trafic à 100 % : 201
W

Avec un module
d’alimentation simple
JL086A :
Veille : 207 W
Taux de trafic à 100 % :
283 W
Avec un module
d’alimentation simple
JL087A :
Veille : 208 W
Taux de trafic à 100 % :
282 W
Avec un module
d’alimentation simple
JL670A :
Veille : 211 W
Taux de trafic à 100 % :
283 W

Jusqu'à 211 W, selon le
modèle

Jusqu'à 211 W, selon le
modèle

Jusqu'à 211 W, selon le
modèle

Tension d'entrée

Module d'alimentation
JL670A: 110-120 V / 208-
240 V
Module d'alimentation
JL086A: 100-240 V
Module d'alimentation
JL087A: 110-240 V

Module d'alimentation
JL670A : 110 V-120 V/200
V/208 V-240 V ; Entrée CA
Module d'alimentation
JL086A : 100 V-240 V ;
Entrée CA Module
d'alimentation
JL087A : 110 V-240 V ;
Entrée CA Module
d'alimentation
 JL7587A : 36-72 V ; Entrée
CC

Tension maximale de 120
V/208 V–240 V selon le
modèle d'alimentation

Tension maximale de 120
V/208 V–240 V selon le
modèle d'alimentation

Tension maximale de 120
V/208 V–240 V selon le
modèle d'alimentation
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HPE Aruba Networking CX
6300M 48p Smart Rate
1G/2.5G/5G Class6 PoE
4p SFP56 50G TAA
Switch (S0G04A)

HPE Aruba Networking CX
6300M 48p SR10
1G/2.5G/5G/10G PTP/AVB
Class8 PoE and 4p 100G
MACsec Switch (S0E91A)

HPE Networking
CX6300M 16p 1G 8p
Smart Rate 10G Class8
PoE 2p SFP56 50G 2p
SFP28 25G Switch
(S6X58A)

HPE Networking
CX6300M 16p 1G 8p
Smart Rate 10G Class8
PoE 2p SFP56 50G 2p
SFP28 25G TAA Sw
(S7K41A)

HPE Networking
CX6300M 24p 1G Class8
PoE 2p SFP56 50G 2p
SFP28 25G MACsec
Switch (S6X60A)

Ports 48 ports PoE HPE Smart
Rate 100M [5]/1G/2.5G/5G
BaseT Classe 6 prenant en
charge jusqu’à 60W par
port
4 ports SFP
1G/10G/25G/50G [4]
Prend en charge les
normes PoE IEEE 802.3af,
802.3at et 802.3bt (jusqu’à
60W)

1 port de console USB-C
1 port hôte USB Type-A
1 port OOBM
[4] La capacité 450G est
destinée à être utilisée avec
les DAC 50G pour
l’interconnexion et
l’empilage VSF. Les
émetteurs-récepteurs et les
DAC 50G ne sont pas pris
en charge sur les modèles
de commutateurs S0E91A
et S0X44A, qui nécessitent
un câble DAC QSFP vers
SFP56 pour l’empilage VSF
avec d’autres modèles de
commutateurs CX 6300F
et CX 6300M uniquement.
L’empilage VSF n’est pas
pris en charge sur les ports
1G.
[5] L’utilisation de 100M sur
les ports HPE Smart Rate
est limitée au full-duplex
uniquement. Pour la prise
en charge semi-duplex
100M, utilisez des ports 1G
sur d’autres modèles.

48 ports PoE HPE Smart
Rate 100M
[5]/1G/2.5G/5G/10G BaseT
Classe 8 prenant en charge
jusqu’à 90W par port
(MACsec)
4 ports QSFP/QSFP28
10G/25G/40G/100G
(MACsec)
Prend en charge les
normes PoE IEEE 802.3af,
802.3at et 802.3bt (jusqu’à
90W)

1 port de console USB-C
1 port hôte USB Type-A
1 port OOBM
1 port de console RJ-45

[5] L’utilisation de 100M sur
les ports HPE Smart Rate
est limitée au full-duplex
uniquement. Pour la prise
en charge semi-duplex
100M, utilisez des ports 1G
sur d’autres modèles.

16 ports cuivre 1G
8 ports HPE Smart Rate
(1G/2,5G/5G/10GbE)

16 ports cuivre 1G
8 ports HPE Smart Rate
(1G/2,5G/5G/10GbE)

24 ports cuivre 1G
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HPE Aruba Networking CX
6300M 48p Smart Rate
1G/2.5G/5G Class6 PoE
4p SFP56 50G TAA
Switch (S0G04A)

HPE Aruba Networking CX
6300M 48p SR10
1G/2.5G/5G/10G PTP/AVB
Class8 PoE and 4p 100G
MACsec Switch (S0E91A)

HPE Networking
CX6300M 16p 1G 8p
Smart Rate 10G Class8
PoE 2p SFP56 50G 2p
SFP28 25G Switch
(S6X58A)

HPE Networking
CX6300M 16p 1G 8p
Smart Rate 10G Class8
PoE 2p SFP56 50G 2p
SFP28 25G TAA Sw
(S7K41A)

HPE Networking
CX6300M 24p 1G Class8
PoE 2p SFP56 50G 2p
SFP28 25G MACsec
Switch (S6X60A)

Latence 1 Gbit/s : 4,24 µs
10 Gbit/s : 1,50 µs
25 Gbit/s : 2,91 µs
50 Gbit/s : 3,49 µs

1 Gbit/s : 4,24 µs
10 Gbit/s : 1,50 µs
25 Gbit/s : 2,91 µs
50 Gbit/s : 3,49 µs

Selon le modèle Selon le modèle Selon le modèle

Capacité de basculement
880 Gbit/s 1 760 Gb/s

Débit allant de 880 à 1 760
Gbit/s, selon le modèle et la
configuration

Débit allant de 880 à 1 760
Gbit/s, selon le modèle et la
configuration

Débit allant de 880 à 1 760
Gbit/s, selon le modèle et la
configuration

Possibilités d'empilement Jusqu’à 10 membres par stack.

Remarque : Les commutateurs CX 6300L ne s’empilent qu’avec d’autres commutateurs CX 6300L

Débit
654 Mpps 1 310 Mpps

Débit allant de 660 à 1 310
Mbit/s, selon le modèle et
la configuration

Débit allant de 660 à 1 310
Mbit/s, selon le modèle et
la configuration

Débit allant de 660 à 1 310
Mbit/s, selon le modèle et
la configuration

Mémoire et processeur CPU : Arm® Cortex®-A9
double cœur à 1,8 GHz
Mémoire : 8 Go DDR4, 32
Go eMMC
Flash : 8 Mo, 16 Mo ou 32
Mo, selon le modèle et la
configuration

Quad Core ARM Cortex™
A72 1,8 GHz, 8 Go DDR4,
32 Go eMMC, 32 Mo de
mémoire tampon de
paquets partagés

CPU : Arm® Cortex®-A9
double cœur à 1,8 GHz
Mémoire : 8 Go DDR4, 32
Go eMMC
Flash : 8 Mo, 16 Mo ou 32
Mo, selon le modèle et la
configuration

CPU : Arm® Cortex®-A9
double cœur à 1,8 GHz
Mémoire : 8 Go DDR4, 32
Go eMMC
Flash : 8 Mo, 16 Mo ou 32
Mo, selon le modèle et la
configuration

CPU : Arm® Cortex®-A9
double cœur à 1,8 GHz
Mémoire : 8 Go DDR4, 32
Go eMMC
Flash : 8 Mo, 16 Mo ou 32
Mo, selon le modèle et la
configuration

Nom du module
d'alimentation

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place 1 module
d'alimentation minimum
requis (à commander
individuellement).
Modules d'alimentation pris
en charge JL086A, JL087A
et JL670A.

2 logements d’alimentation
remplaçables sur site et
remplaçables à chaud 1
bloc d’alimentation
minimum requis
(commandé séparément).
Blocs d'alimentation
JL086A, JL087A, JL670A et
JL758A pris en charge.

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place

2 logements pour module
d'alimentation permutable
à chaud, remplaçable sur
place

HPE Networking CX6300 Switch Series  |  43



HPE Aruba Networking CX
6300M 48p Smart Rate
1G/2.5G/5G Class6 PoE
4p SFP56 50G TAA
Switch (S0G04A)

HPE Aruba Networking CX
6300M 48p SR10
1G/2.5G/5G/10G PTP/AVB
Class8 PoE and 4p 100G
MACsec Switch (S0E91A)

HPE Networking
CX6300M 16p 1G 8p
Smart Rate 10G Class8
PoE 2p SFP56 50G 2p
SFP28 25G Switch
(S6X58A)

HPE Networking
CX6300M 16p 1G 8p
Smart Rate 10G Class8
PoE 2p SFP56 50G 2p
SFP28 25G TAA Sw
(S7K41A)

HPE Networking
CX6300M 24p 1G Class8
PoE 2p SFP56 50G 2p
SFP28 25G MACsec
Switch (S6X60A)

Possibilité PoE
Alimentation PoE maximale
: 2 880 W

Alimentation PoE maximale
: 2 640 W

Alimentation PoE maximale
: Jusqu’à 370, 720, 1 440, 2
640 ou 2 880 W, selon le
modèle et les modules
d’alimentation installés

Alimentation PoE maximale
: Jusqu’à 370, 720, 1 440, 2
640 ou 2 880 W, selon le
modèle et les modules
d’alimentation installés

Alimentation PoE maximale
: Jusqu’à 370, 720, 1 440, 2
640 ou 2 880 W, selon le
modèle et les modules
d’alimentation installés

Température de
fonctionnement

0°C à 45°C jusqu'à 1500 m,
réduction de 1°C tous les
300 m de 1500 m à 3000
m.

0 °C à 45 °C jusqu’à 1 500
m environ, réduction de 1
°C tous les 300 m environ
de 1 500 m à 3 000 m
environ. Températures
transitoires de 55 °C
supportées sur des
périodes courtes [3].

0 °C à 45 °C jusqu’à 1 500
m environ, réduction de 1
°C tous les 300 m environ
de 1 500 m à 3 000 m
environ. Températures
transitoires de 55 °C
supportées sur des
périodes courtes [3].

0 °C à 45 °C jusqu’à 1 500
m environ, réduction de 1
°C tous les 300 m environ
de 1 500 m à 3 000 m
environ. Températures
transitoires de 55 °C
supportées sur des
périodes courtes [3].

0 °C à 45 °C jusqu’à 1 500
m environ, réduction de 1
°C tous les 300 m environ
de 1 500 m à 3 000 m
environ. Températures
transitoires de 55 °C
supportées sur des
périodes courtes [3].

Fonctionnalités de gestion Flexibilité de gestion grâce à la prise en charge de HPE Aruba Networking Central, d'une interface graphique Web intuitive, d'une interface de ligne de
commande (CLI) et du logiciel HPE Aruba Networking Switch Multi-Edit Software

Garantie Garantie à vie limitée. Voir les détails de la garantie.

Poids du colis 6.02 kg maximum, selon le
modèle

6.02 kg maximum, selon le
modèle 7,86 kg 7,86 kg 7,84 kg

Dimensions du colis 4,4 x 44,2 x 38,5 cm
maximum, selon le modèle

4,4 x 44,2 x 38,5 cm
maximum, selon le modèle 59 x 59,69 x 18,11 cm 59 x 59,69 x 18,11 cm 59 x 59,69 x 18,11 cm

Ventilateurs Le commutateur dispose
de deux logements de
tiroirs de ventilation et est
fourni avec deux tiroirs de
ventilation installés.
Deux tiroirs de ventilation
minimum requis.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.

Le commutateur dispose
de trois emplacements
pour tiroir de ventilation et
est livré avec trois tiroirs de
ventilation JL714A installés.
Trois tiroirs de ventilation
minimum requis.
Tiroirs de ventilation
permutables à chaud,
remplaçables sur place.
Chaque tiroir de ventilation
contient deux ventilateurs.

Le commutateur dispose
de deux logements pour
tiroirs de ventilation et est
livré avec deux tiroirs de
ventilation JL669B installés.
Deux tiroirs de ventilation
au minimum sont requis.
Les tiroirs de ventilation
sont remplaçables sur site
et remplaçables à chaud.
Chaque tiroir de ventilation
contient deux ventilateurs.

Le commutateur dispose
de deux logements pour
tiroirs de ventilation et est
livré avec deux tiroirs de
ventilation JL669B installés.
Deux tiroirs de ventilation
au minimum sont requis.
Les tiroirs de ventilation
sont remplaçables sur site
et remplaçables à chaud.
Chaque tiroir de ventilation
contient deux ventilateurs.

Le commutateur dispose
de deux logements pour
tiroirs de ventilation et est
livré avec deux tiroirs de
ventilation JL669B installés.
Deux tiroirs de ventilation
au minimum sont requis.
Les tiroirs de ventilation
sont remplaçables sur site
et remplaçables à chaud.
Chaque tiroir de ventilation
contient deux ventilateurs.
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HPE Networking
CX6300M 24p 1G Class8
PoE 2p SFP56 50G 2p
SFP28 25G MACsec TAA
Sw (S7K43A)

HPE Networking
CX6300M 48p 1G Class8
PoE 2p SFP56 50G 2p
SFP28 25G MACsec
Switch (S6X59A)

HPE Networking
CX6300M 48p 1G Class8
PoE 2p SFP56 50G 2p
SFP28 25G MACsec TAA
Sw (S7K42A)

HPE Networking
CX6300M 48p Smart
Rate 10G PTP/AVB 4p
QSFP28 100G MACsec
4320W TAA Sw (S0E93A)

HPE Networking
CX6300M 48p Smart
Rate 10G PTP/AVB Class8
PoE 4320W 4p QSFP28
100G MACsec Sw
(S0E92A)

Consommation électrique Jusqu'à 211 W, selon le modèle

Tension d'entrée Tension maximale de 120 V/208 V–240 V selon le modèle d'alimentation

Ports 24 ports cuivre 1G 48 ports cuivre 1G 48 ports cuivre 1G Jusqu’à 48 ports HPE Smart
Rate (1G/2,5G/5G/10 GbE)

Jusqu’à 48 ports HPE Smart
Rate (1G/2,5G/5G/10 GbE)

Latence Selon le modèle

Capacité de basculement Débit allant de 880 à 1 760 Gbit/s, selon le modèle et la configuration

Possibilités d'empilement Jusqu’à 10 membres par stack.

Remarque : Les commutateurs CX 6300L ne s’empilent qu’avec d’autres commutateurs CX 6300L

Débit Débit allant de 660 à 1 310 Mbit/s, selon le modèle et la configuration

Mémoire et processeur CPU : Arm® Cortex®-A9 double cœur à 1,8 GHz
Mémoire : 8 Go DDR4, 32 Go eMMC
Flash : 8 Mo, 16 Mo ou 32 Mo, selon le modèle et la configuration

Nom du module
d'alimentation 2 logements pour module d'alimentation permutable à chaud, remplaçable sur place

Possibilité PoE Alimentation PoE maximale : Jusqu’à 370, 720, 1 440, 2 640 ou 2 880 W, selon le modèle et les modules d’alimentation installés

Température de
fonctionnement

0 °C à 45 °C jusqu’à 1 500 m environ, réduction de 1 °C tous les 300 m environ de 1 500 m à 3 000 m environ. Températures transitoires de 55 °C
supportées sur des périodes courtes [3].

Fonctionnalités de gestion Flexibilité de gestion grâce à la prise en charge de HPE Aruba Networking Central, d'une interface graphique Web intuitive, d'une interface de ligne de
commande (CLI) et du logiciel HPE Aruba Networking Switch Multi-Edit Software

Garantie Garantie à vie limitée. Voir les détails de la garantie.
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HPE Networking
CX6300M 24p 1G Class8
PoE 2p SFP56 50G 2p
SFP28 25G MACsec TAA
Sw (S7K43A)

HPE Networking
CX6300M 48p 1G Class8
PoE 2p SFP56 50G 2p
SFP28 25G MACsec
Switch (S6X59A)

HPE Networking
CX6300M 48p 1G Class8
PoE 2p SFP56 50G 2p
SFP28 25G MACsec TAA
Sw (S7K42A)

HPE Networking
CX6300M 48p Smart
Rate 10G PTP/AVB 4p
QSFP28 100G MACsec
4320W TAA Sw (S0E93A)

HPE Networking
CX6300M 48p Smart
Rate 10G PTP/AVB Class8
PoE 4320W 4p QSFP28
100G MACsec Sw
(S0E92A)

Poids du colis 7,84 kg 8,05 kg 8,05 kg 10.5 kg 10.5 kg

Dimensions du colis 59 x 59,69 x 18,11 cm 59 x 59,69 x 18,11 cm 59 x 59,69 x 18,11 cm 55,91 x 75,41 x 15,24 cm 55,91 x 75,41 x 15,24 cm

Ventilateurs Le commutateur dispose
de deux logements pour
tiroirs de ventilation et est
livré avec deux tiroirs de
ventilation JL669B installés.
Deux tiroirs de ventilation
au minimum sont requis.
Les tiroirs de ventilation
sont remplaçables sur site
et remplaçables à chaud.
Chaque tiroir de ventilation
contient deux ventilateurs.

Le commutateur dispose
de deux logements pour
tiroirs de ventilation et est
livré avec deux tiroirs de
ventilation JL669B installés.
Deux tiroirs de ventilation
au minimum sont requis.
Les tiroirs de ventilation
sont remplaçables sur site
et remplaçables à chaud.
Chaque tiroir de ventilation
contient deux ventilateurs.

Le commutateur dispose
de deux logements pour
tiroirs de ventilation et est
livré avec deux tiroirs de
ventilation JL669B installés.
Deux tiroirs de ventilation
au minimum sont requis.
Les tiroirs de ventilation
sont remplaçables sur site
et remplaçables à chaud.
Chaque tiroir de ventilation
contient deux ventilateurs.

Le commutateur dispose
de trois logements pour
tiroirs de ventilation et est
livré avec trois tiroirs de
ventilation JL714A installés.
Trois tiroirs de ventilation
au minimum sont requis.
Les tiroirs de ventilation
sont remplaçables sur site
et remplaçables à chaud.

Le commutateur dispose
de trois logements pour
tiroirs de ventilation et est
livré avec trois tiroirs de
ventilation JL714A installés.
Trois tiroirs de ventilation
au minimum sont requis.
Les tiroirs de ventilation
sont remplaçables sur site
et remplaçables à chaud.
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Options associées

Les options suivantes sont disponibles pour ces séries:

SKU Description

Adaptateurs

S1H23A HPE Networking CX Switch Bluetooth Adapter

Cloud privé ou hybride

R6V03AAE HPE Aruba Networking Central On-Premises Switch Class3 Advanced 1-year Subscription E-STU

R6V04AAE HPE Aruba Networking Central On-Premises Switch Class3 Advanced 3-year Subscription E-STU

R6V05AAE HPE Aruba Networking Central On-Premises Switch Class3 Advanced 5-year Subscription E-STU

R6V06AAE HPE Aruba Networking Central On-Premises Switch Class3 Advanced 7-year Subscription E-STU

R6V07AAE HPE Aruba Networking Central On-Premises Switch Class3 Advanced 10-year Subscription E-STU

R3K02AAE HPE Aruba Networking Central Switch Class3 Foundation 10-year Subscription E-STU

Q9Y78AAE HPE Aruba Networking Central Switch Class-3 Foundation 1 year Subscription E-STU

Q9Y79AAE HPE Aruba Networking Central Switch Class-3 Foundation 3 year Subscription E-STU

Q9Y80AAE HPE Aruba Networking Central Switch Class-3 Foundation 5 year Subscription E-STU

Q9Y81AAE HPE Aruba Networking Central Switch Class-3 Foundation 7 year Subscription E-STU

R6U83AAE HPE Aruba Networking Central on Prem Switch Class-3 Foundation 1 year Subscription E-STU

R6U84AAE HPE Aruba Networking Central on Prem Switch Class-3 Foundation 3 year Subscription E-STU

R6U85AAE HPE Aruba Networking Central on Prem Switch Class-3 Foundation 5 year Subscription E-STU

R6U86AAE HPE Aruba Networking Central on Prem Switch Class-3 Foundation 7 year Subscription E-STU

R6U87AAE HPE Aruba Networking Central on Prem Switch Class-3 Foundation 10 year Subscription E-STU

Converters

845970-B21 HPE QSFP28 to SFP28 Adapter

Câbles/kits de câblage

S1J07A HPE Aruba Networking 50G QSFP56 to SFP56 0.65m DAC Cable

S1J08A HPE Aruba Networking 50G QSFP56 to SFP56 3m DAC Cable

R9J32A HPE Aruba Networking USB-A reversible to USB-C PC-to-Switch 3m Cable

R9J33A HPE Aruba Networking USB-C to USB-C PC-to-Switch 3m Cable

R9G48B HPE Aruba Networking USBA-RJ45 PC-to-Switch PIN6TX-3RX 2.5m Cable

R8Z87A HPE Aruba Networking USBA-RJ45 PIN3TX-6RX 2.5m Cable

Emetteurs-récepteurs

J4860D HPE Aruba Networking 1G SFP LC LH 70km SMF Transceiver
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JL746A HPE Aruba Networking 1G SFP LC LX 10km SMF TAA Transceiver

R9Q44A HPE Aruba Networking 1G SFP LC LX 10km SMF TAA Transceiver

J4859D HPE Aruba Networking 1G SFP LC LX 10km SMF Transceiver

JL745A HPE Aruba Networking 1G SFP LC SX 500m MMF TAA Transceiver

R9Q43A HPE Aruba Networking 1G SFP LC SX 500m MMF TAA Transceiver

J4858D HPE Aruba Networking 1G SFP LC SX 500m OM2 MMF Transceiver

R9F86A HPE Aruba Networking 1G SFP LC SX 500m OM2 MMF Transceiver

JL747B HPE Aruba Networking 1G SFP RJ45 100m Cat5e TAA Transceiver

J8177E HPE Aruba Networking 1G SFP RJ45 100m Cat5e Transceiver

R9Q45A HPE Aruba Networking 1G SFP RJ45 T 100m Cat5e TAA Transceiver

R9F87A HPE Aruba Networking 1G SFP RJ45 T 100m Cat5e Transceiver

S2P32A HPE Aruba Networking 10G ER SFP+ LC 40km SMF C-Class Transceiver

S2P31A HPE Aruba Networking 10G LR SFP+ LC 10km SMF C-Class Transceiver

J9153D HPE Aruba Networking 10G SFP+ LC ER 40km SMF Transceiver

JL749A HPE Aruba Networking 10G SFP+ LC LR 10km SMF TAA Transceiver

R9Q47A HPE Aruba Networking 10G SFP+ LC LR 10km SMF TAA Transceiver

J9151E HPE Aruba Networking 10G SFP+ LC LR 10km SMF Transceiver

J9152D HPE Aruba Networking 10G SFP+ LC LRM 220m OM2 MMF Transceiver

R9Q46A HPE Aruba Networking 10G SFP+ LC SR 300m MMF TAA Transceiver

JL748A HPE Aruba Networking 10G SFP+ LC SR 300m MMF TAA Transceiver

J9150D HPE Aruba Networking 10G SFP+ LC SR 300m OM3 MMF Transceiver

R9F82A HPE Aruba Networking 10G SFP+ LC SR 300m OM3 MMF Transceiver

R9F83A HPE Aruba Networking 10G SFP+ to SFP+ 1m Direct Attach Copper Cable

J9281D HPE Aruba Networking 10G SFP+ to SFP+ 1m Direct Attach Copper Cable

R9F84A HPE Aruba Networking 10G SFP+ to SFP+ 3m Direct Attach Copper Cable

J9283D HPE Aruba Networking 10G SFP+ to SFP+ 3m Direct Attach Copper Cable

R9X54A HPE Aruba Networking 10G SMF Simplex LC BiDi 40km-Downstream 1330/1270 Transceiver

R9X55A HPE Aruba Networking 10G SMF Simplex LC BiDi 40km-Upstream 1270/1330 Transceiver

S2P30A HPE Aruba Networking 10G SR SFP+ LC 400m OM4 MMF C-Class Transceiver

R9F85A HPE Aruba Networking 10GBASE-T SFP+ RJ45 30m Cat6A Transceiver

JL563C HPE Aruba Networking 10GBASE-T SFP+ RJ45 30m Cat6A Transceiver

S1C96A HPE Aruba Networking 25G BiDi 10km-Downstream 1330/1270 Transceiver

S1C98A HPE Aruba Networking 25G BiDi 10km-Upstream 1270/1330 Transceiver

S0V70A HPE Aruba Networking 25G BiDi 40km-Downstream 1314/1289 Transceiver

S0V71A HPE Aruba Networking 25G BiDi 40km-Upstream 1289/1314 Transceiver

S0V69A HPE Aruba Networking 25G ER LC 40km SMF Transceiver
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S2P34A HPE Aruba Networking 25G LR SFP28 LC 10km SMF C-Class Transceiver

S2N63A HPE Aruba Networking 25G LR SFP28 LC 10km SMF TAA Transceiver

JL486A HPE Aruba Networking 25G SFP28 LC LR 10km SMF Transceiver

JL484A HPE Aruba Networking 25G SFP28 LC SR 100m MMF Transceiver

R9F89A HPE Aruba Networking 25G SFP28 LC SR 100m MMF Transceiver

JL485A HPE Aruba Networking 25G SFP28 LC eSR 400m MMF Transceiver

R9F90A HPE Aruba Networking 25G SFP28 LC eSR 400m MMF Transceiver

JL487A HPE Aruba Networking 25G SFP28 to SFP28 0.65m Direct Attach Cable

R9F91A HPE Aruba Networking 25G SFP28 to SFP28 0.65m Direct Attach Copper Cable

R0M44A HPE Aruba Networking 25G SFP28 to SFP28 3m Active Optical Cable

JL488A HPE Aruba Networking 25G SFP28 to SFP28 3m Direct Attach Copper Cable

R9F92A HPE Aruba Networking 25G SFP28 to SFP28 3m Direct Attach Copper Cable

JL489A HPE Aruba Networking 25G SFP28 to SFP28 5m Direct Attach Copper Cable

R9F93A HPE Aruba Networking 25G SFP28 to SFP28 5m Direct Attach Copper Cable

R0M45A HPE Aruba Networking 25G SFP28 to SFP28 7m Active Optical Cable

R0Z21A HPE Aruba Networking 25G SFP28 to SFP28 15m Active Optical Cable

S2P33A HPE Aruba Networking 25G SR SFP28 LC 100m MMF C-Class Transceiver

S5U19A HPE Aruba Networking 25G eSR SFP28 LC 400m MMF TAA Transceiver

JL308A HPE Aruba Networking 40G QSFP+ LC Bidirectional 150m MMF 2-strand Transceiver

Q9G82A HPE Aruba Networking 40G QSFP+ LC ER4 40km SMF Transceiver

R0Z22A HPE Aruba Networking 40G QSFP+ to QSFP+ 7m Active Optical Cable

R0Z23A HPE Aruba Networking 40G QSFP+ to QSFP+ 15m Active Optical Cable

R0Z24A HPE Aruba Networking 40G QSFP+ to QSFP+ 30m Active Optical Cable

S1C92A HPE Aruba Networking 50G BiDi 10km-Downstream 1330/1270 Transceiver

S1C94A HPE Aruba Networking 50G BiDi 10km-Upstream 1270/1330 Transceiver

S0V66A HPE Aruba Networking 50G ER 40km SMF Transceiver

S0V65A HPE Aruba Networking 50G LR 10km SMF Transceiver

R0M48A HPE Aruba Networking 50G SFP56 LC SR 100m MMF Transceiver

R0M46A HPE Aruba Networking 50G SFP56 to SFP56 0.65m Direct Attach Copper Cable

R9G06A HPE Aruba Networking 50G SFP56 to SFP56 0.65m Direct Attach Copper Cable

R0M47A HPE Aruba Networking 50G SFP56 to SFP56 3m Direct Attach Copper Cable

R9G07A HPE Aruba Networking 50G SFP56 to SFP56 3m Direct Attach Copper Cable

S0V64A HPE Aruba Networking 50G eSR 300m MMF Transceiver

R0Z30A HPE Aruba Networking 100G QSFP28 LC CWDM4 2km SMF Transceiver

JL743A HPE Aruba Networking 100G QSFP28 LC ER4L 40km SMF Transceiver

R9B63A HPE Aruba Networking 100G QSFP28 LC FR1 SMF 2km Transceiver
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JL310A HPE Aruba Networking 100G QSFP28 LC LR4 10km SMF 2-strand Transceiver

JL309A HPE Aruba Networking 100G QSFP28 MPO SR4 100m 12-fiber MPO OM3 MMF Transceiver

R0Z25A HPE Aruba Networking 100G QSFP28 to QSFP28 1m Direct Attach Copper Cable

JL856A HPE Aruba Networking 100G QSFP28 to QSFP28 2m Active Optical Cable

JL307A HPE Aruba Networking 100G QSFP28 to QSFP28 3m Direct Attach Copper Cable

R0Z26A HPE Aruba Networking 100G QSFP28 to QSFP28 5m Direct Attach Copper Cable

R0Z27A HPE Aruba Networking 100G QSFP28 to QSFP28 7m Active Optical Cable

R0Z28A HPE Aruba Networking 100G QSFP28 to QSFP28 15m Active Optical Cable

R0Z29A HPE Aruba Networking 100G QSFP28 to QSFP28 30m Active Optical Cable

S4B44A HPE Aruba Networking 100G SR1.2 QSFP28 LC 100m MMF Transceiver

S1C93A HPE Aruba Networking 100G SR2 MPO QSFP28 100m MMF Transceiver

R9F88A HPE Aruba Networking 100M SFP LC FX 2km MMF Transceiver

J9054D HPE Aruba Networking 100M SFP LC FX 2km MMF Transceiver

JH232A HPE Networking X142 40G QSFP+ LC LR4 SM Transceiver

JH231A HPE Networking X142 40G QSFP+ MPO SR4 Transceiver

JH233A HPE Networking X142 40G QSFP+ MPO eSR4 300M Transceiver

JH234A HPE Networking X242 40G QSFP+ to QSFP+ 1m Direct Attach Copper Cable

JH235A HPE Networking X242 40G QSFP+ to QSFP+ 3m Direct Attach Copper Cable

JH236A HPE Networking X242 40G QSFP+ to QSFP+ 5m Direct Attach Copper Cable

Kits de montage

R9F57A HPE Aruba Networking 1U Universal 4-post Rack Mount Kit

R9F60A HPE Aruba Networking Universal 4-post Duct Kit

J9583B HPE Aruba Networking X414 1U Universal 4-post Rack Mount Kit

JL716A HPE Aruba Networking X544 Universal 4-post Duct Kit (Must order 4-post rack mount kit)

Logiciel de mise en réseau

R8D18AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 3 Switch 1y Subscription E-
STU

R9G31AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 3 Switch 1y Subscription E-
STU

R8D19AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 3 Switch 3y Subscription E-
STU

R9G32AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 3 Switch 3y Subscription E-
STU

R8D20AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 3 Switch 5y Subscription E-
STU

R9G33AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 3 Switch 5y Subscription E-
STU

Logiciel HPE Aruba Networking
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R9G36AAE HPE Aruba Networking NetEdit Single Node 1-year Subscription E-STU

JL639AAE HPE Aruba Networking NetEdit Single Node 1yr Subscription E-STU

R9G37AAE HPE Aruba Networking NetEdit Single Node 3-year Subscription E-STU

JL640AAE HPE Aruba Networking NetEdit Single Node 3yr Subscription E-STU

Options de gestion de l'énergie

JL085A HPE Aruba Networking X371 12VDC 250W 100-240VAC Power Supply

JL760A HPE Aruba Networking X371 12VDC 250W 100-240VAC Power-to-Port Power Supply

JL086A HPE Aruba Networking X372 54VDC 680W 100-240VAC Power Supply

JL087A HPE Aruba Networking X372 54VDC 1050W 110-240VAC Power Supply

JL670A HPE Aruba Networking X372 54VDC 1600W 110-240VAC Power Supply

R9F61A HPE Networking CX6300M 12VDC 250W 100-240VAC Power-to-Port Airflow Power Supply Unit

JL757A HPE Networking CX6300M 250W 36-72VDC Input Non-PoE Power Supply Unit

JL758A HPE Networking CX6300M 1050W 36-72VDC Input PoE Power Supply Unit

Ventilateurs/Options de ventilateurs

JL714A HPE Aruba Networking X741 Port-to-Power Fan

JL669B HPE Aruba Networking X751 Front to Back Fan Tray

R9F62A HPE Networking CX6300M Power-to-Port Airflow Fan Tray

JL761A HPE Networking CX6300M Power-to-Port Fan Tray

 

 

Services associés

Les services suivants sont disponibles pour ces séries:

SKU Description

Services technologiques

H89N9E HPE Aruba Networking 1 Year Foundational Care 4-Hour Exchange 6300M 48 DCN Service

H00TNE HPE Aruba Networking 1 Year Foundational Care 4-Hour Exchange 6300M 48p SR10 Service

H00GBE HPE Aruba Networking 1 Year Foundational Care 4-Hour Exchange Volume T1 6300M 48 DCN Service

H00XPE HPE Aruba Networking 1 Year Foundational Care 4-Hour Exchange Volume T1 6300M 48p SR10
Service

H00GCE HPE Aruba Networking 1 Year Foundational Care 4-Hour Exchange Volume T2 6300M 48 DCN Service

H00XQE HPE Aruba Networking 1 Year Foundational Care 4-Hour Exchange Volume T2 6300M 48p SR10
Service

H89P3E HPE Aruba Networking 1 Year Foundational Care 4-Hour Onsite 6300M 48 DCN Service

H00TSE HPE Aruba Networking 1 Year Foundational Care 4-Hour Onsite 6300M 48p SR10 Service

H89P2E HPE Aruba Networking 1 Year Foundational Care 4-Hour Onsite Hardware Only 6300M 48 DCN Service
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H00TRE HPE Aruba Networking 1 Year Foundational Care 4-Hour Onsite Hardware Only 6300M 48p SR10
Service

H00GHE HPE Aruba Networking 1 Year Foundational Care 24x7 Technical Supp Volume Tier 26300M 48 DCN
Service

H00XVE HPE Aruba Networking 1 Year Foundational Care 24x7 Technical Supp Volume Tier 26300M 48p SR10
SVC

H89P5E HPE Aruba Networking 1 Year Foundational Care 24x7 Technical Support 6300M 48 DCN Service

H00TVE HPE Aruba Networking 1 Year Foundational Care 24x7 Technical Support 6300M 48p SR10 Service

H89P4E HPE Aruba Networking 1 Year Foundational Care 24x7 with CDMR 6300M 48 DCN Service

H00TTE HPE Aruba Networking 1 Year Foundational Care 24x7 with CDMR 6300M 48p SR10 Service

H89P6E HPE Aruba Networking 1 Year Foundational Care Call-To-Repair 6300M 48 DCN Service

H00TWE HPE Aruba Networking 1 Year Foundational Care Call-To-Repair 6300M 48p SR10 Service

H89P7E HPE Aruba Networking 1 Year Foundational Care Call-To-Repair with CDMR 6300M 48 DCN Service

H00TXE HPE Aruba Networking 1 Year Foundational Care Call-To-Repair with CDMR 6300M 48p SR10 Service

H89P0E HPE Aruba Networking 1 Year Foundational Care Next Business Day 6300M 48 DCN Service

H00TPE HPE Aruba Networking 1 Year Foundational Care Next Business Day 6300M 48p SR10 Service

H89N7E HPE Aruba Networking 1 Year Foundational Care Next Business Day Exchange 6300M 48 DCN Service

H00TLE HPE Aruba Networking 1 Year Foundational Care Next Business Day Exchange 6300M 48p SR10
Service

H89N8E HPE Aruba Networking 1 Year Foundational Care Next Business Day Exchange HW Only 6300M 48
DCN SVC

H00TME HPE Aruba Networking 1 Year Foundational Care Next Business Day Exchange
HardwareOnly6300M48pSR10SVC

H00XKE HPE Aruba Networking 1 Year Foundational Care Next Business Day Exchange Vol T1 6300M 48p SR10
SVC

H00XLE HPE Aruba Networking 1 Year Foundational Care Next Business Day Exchange Vol T2 6300M 48p SR10
SVC

H00FWE HPE Aruba Networking 1 Year Foundational Care Next Business Day Exchange Volume T1 6300M 48
DCN SVC

H00FXE HPE Aruba Networking 1 Year Foundational Care Next Business Day Exchange Volume T2 6300M 48
DCN SVC

H89P1E HPE Aruba Networking 1 Year Foundational Care Next Business Day with CDMR 6300M 48 DCN
Service

H00TQE HPE Aruba Networking 1 Year Foundational Care Next Business Day with CDMR 6300M 48p SR10
Service

H63C0E HPE Aruba Networking 1Y 24x7 Technical Support 6300M 24SR PoE SVC

H64E2E HPE Aruba Networking 1Y 24x7 Technical Support 6300M 24p SFP+ LRM SVC

H63R1E HPE Aruba Networking 1Y 24x7 Technical Support 6300M 48p SR5 PoE SVC

H63J3E HPE Aruba Networking 1Y 24x7 Technical Support Volume Tier 26300M 24SR PoE SVC

H64L5E HPE Aruba Networking 1Y 24x7 Technical Support Volume Tier 26300M 24p SFP+ LRM SVC

H63X4E HPE Aruba Networking 1Y 24x7 Technical Support Volume Tier 26300M 48p SR5 PoE SVC

HR6D4E HPE Aruba Networking 1Y Software+Technical Support 6300F 24 PoE Switch SVC

HR6W4E HPE Aruba Networking 1Y Software+Technical Support 6300F 24 Switch SVC
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HR5U9E HPE Aruba Networking 1Y Software+Technical Support 6300F 48 PoE Switch SVC

HR6M9E HPE Aruba Networking 1Y Software+Technical Support 6300F 48 Switch SVC

HR5H2E HPE Aruba Networking 1Y Software+Technical Support 6300M 24 PoE Switch SVC

HL5X9E HPE Aruba Networking 1Y Software+Technical Support 6300M 24 SR PoE Switch SVC

HL7H2E HPE Aruba Networking 1Y Software+Technical Support 6300M 24 Switch SVC

HR4B8E HPE Aruba Networking 1Y Software+Technical Support 6300M 24SFP Switch SVC

HL6L3E HPE Aruba Networking 1Y Software+Technical Support 6300M 48 PoE Switch SVC

HR4Q2E HPE Aruba Networking 1Y Software+Technical Support 6300M 48 SR PoE Switch SVC

HR5M1E HPE Aruba Networking 1Y Software+Technical Support 6300M 48 Switch SVC

H58Z6E HPE Aruba Networking 1Y Software+Technical Support 6300M 48 Switch SVC

HR6K7E HPE Aruba Networking 1Y Software+Technical Support Vol T2 6300F 24 PoE Switch SVC

HR7C7E HPE Aruba Networking 1Y Software+Technical Support Vol T2 6300F 24 Switch SVC

HR6B2E HPE Aruba Networking 1Y Software+Technical Support Vol T2 6300F 48 PoE Switch SVC

HL8F8E HPE Aruba Networking 1Y Software+Technical Support Vol T2 6300F 48 Switch SVC

HL6W5E HPE Aruba Networking 1Y Software+Technical Support Vol T2 6300M 24 PoE Switch SVC

HR4N0E HPE Aruba Networking 1Y Software+Technical Support Vol T2 6300M 24 SR PoE Switch SVC

HL7P5E HPE Aruba Networking 1Y Software+Technical Support Vol T2 6300M 24 Switch SVC

HL5V7E HPE Aruba Networking 1Y Software+Technical Support Vol T2 6300M 24SFP Switch SVC

HL6N0E HPE Aruba Networking 1Y Software+Technical Support Vol T2 6300M 48 PoE Switch SVC

HR4W5E HPE Aruba Networking 1Y Software+Technical Support Vol T2 6300M 48 SR PoE Switch SVC

HR5N8E HPE Aruba Networking 1Y Software+Technical Support Vol T2 6300M 48 Switch SVC

H59B3E HPE Aruba Networking 1Y Software+Technical Support Vol T2 6300M 48 Switch SVC

H89Q0E HPE Aruba Networking 3 Year Foundational Care 4-Hour Exchange 6300M 48 DCN Service

H00VBE HPE Aruba Networking 3 Year Foundational Care 4-Hour Exchange 6300M 48p SR10 Service

H00GSE HPE Aruba Networking 3 Year Foundational Care 4-Hour Exchange Volume T1 6300M 48 DCN Service

H00YGE HPE Aruba Networking 3 Year Foundational Care 4-Hour Exchange Volume T1 6300M 48p SR10
Service

H00GTE HPE Aruba Networking 3 Year Foundational Care 4-Hour Exchange Volume T2 6300M 48 DCN Service

H00YHE HPE Aruba Networking 3 Year Foundational Care 4-Hour Exchange Volume T2 6300M 48p SR10
Service

H89Q6E HPE Aruba Networking 3 Year Foundational Care 4-Hour Onsite 6300M 48 DCN Service

H00VJE HPE Aruba Networking 3 Year Foundational Care 4-Hour Onsite 6300M 48p SR10 Service

H89Q5E HPE Aruba Networking 3 Year Foundational Care 4-Hour Onsite Hardware Only 6300M 48 DCN
Service

H00VHE HPE Aruba Networking 3 Year Foundational Care 4-Hour Onsite Hardware Only 6300M 48p SR10
Service

H00GZE HPE Aruba Networking 3 Year Foundational Care 24x7 Technical Supp Volume Tier 26300M 48 DCN
Service
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H00YNE HPE Aruba Networking 3 Year Foundational Care 24x7 Technical Supp Volume Tier 26300M 48p SR10
SVC

H89Q8E HPE Aruba Networking 3 Year Foundational Care 24x7 Technical Support 6300M 48 DCN Service

H00VLE HPE Aruba Networking 3 Year Foundational Care 24x7 Technical Support 6300M 48p SR10 Service

H89Q7E HPE Aruba Networking 3 Year Foundational Care 24x7 with CDMR 6300M 48 DCN Service

H00VKE HPE Aruba Networking 3 Year Foundational Care 24x7 with CDMR 6300M 48p SR10 Service

H89Q9E HPE Aruba Networking 3 Year Foundational Care Call-To-Repair 6300M 48 DCN Service

H00VME HPE Aruba Networking 3 Year Foundational Care Call-To-Repair 6300M 48p SR10 Service

H89R0E HPE Aruba Networking 3 Year Foundational Care Call-To-Repair with CDMR 6300M 48 DCN Service

H00VNE HPE Aruba Networking 3 Year Foundational Care Call-To-Repair with CDMR 6300M 48p SR10 Service

H89Q1E HPE Aruba Networking 3 Year Foundational Care Next Business Day 6300M 48 DCN Service

H00VCE HPE Aruba Networking 3 Year Foundational Care Next Business Day 6300M 48p SR10 Service

H89P9E HPE Aruba Networking 3 Year Foundational Care Next Business Day Exchange 6300M 48 DCN Service

H00TZE HPE Aruba Networking 3 Year Foundational Care Next Business Day Exchange 6300M 48p SR10
Service

H89P8E HPE Aruba Networking 3 Year Foundational Care Next Business Day Exchange HW Only 6300M 48
DCN SVC

H00TYE HPE Aruba Networking 3 Year Foundational Care Next Business Day Exchange
HardwareOnly6300M48pSR10SVC

H00YBE HPE Aruba Networking 3 Year Foundational Care Next Business Day Exchange Vol T1 6300M 48p SR10
SVC

H00YCE HPE Aruba Networking 3 Year Foundational Care Next Business Day Exchange Vol T2 6300M 48p SR10
SVC

H00GNE HPE Aruba Networking 3 Year Foundational Care Next Business Day Exchange Volume T1 6300M 48
DCN SVC

H00GPE HPE Aruba Networking 3 Year Foundational Care Next Business Day Exchange Volume T2 6300M 48
DCN SVC

H89Q2E HPE Aruba Networking 3 Year Foundational Care Next Business Day with CDMR 6300M 48 DCN
Service

H00VDE HPE Aruba Networking 3 Year Foundational Care Next Business Day with CDMR 6300M 48p SR10
Service

H63D3E HPE Aruba Networking 3Y 24x7 Technical Support 6300M 24SR PoE SVC

H64F5E HPE Aruba Networking 3Y 24x7 Technical Support 6300M 24p SFP+ LRM SVC

H63S4E HPE Aruba Networking 3Y 24x7 Technical Support 6300M 48p SR5 PoE SVC

H63K8E HPE Aruba Networking 3Y 24x7 Technical Support Volume Tier 26300M 24SR PoE SVC

H64N0E HPE Aruba Networking 3Y 24x7 Technical Support Volume Tier 26300M 24p SFP+ LRM SVC

H63Y9E HPE Aruba Networking 3Y 24x7 Technical Support Volume Tier 26300M 48p SR5 PoE SVC

HR6E7E HPE Aruba Networking 3Y Software+Technical Support 6300F 24 PoE Switch SVC

HR6X7E HPE Aruba Networking 3Y Software+Technical Support 6300F 24 Switch SVC

HR5W2E HPE Aruba Networking 3Y Software+Technical Support 6300F 48 PoE Switch SVC

HR6P2E HPE Aruba Networking 3Y Software+Technical Support 6300F 48 Switch SVC

HL6R5E HPE Aruba Networking 3Y Software+Technical Support 6300M 24 PoE Switch SVC
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HL5Z2E HPE Aruba Networking 3Y Software+Technical Support 6300M 24 SR PoE Switch SVC

HL7J5E HPE Aruba Networking 3Y Software+Technical Support 6300M 24 Switch SVC

HR4D1E HPE Aruba Networking 3Y Software+Technical Support 6300M 24SFP Switch SVC

HR5A0E HPE Aruba Networking 3Y Software+Technical Support 6300M 48 PoE Switch SVC

HR4R5E HPE Aruba Networking 3Y Software+Technical Support 6300M 48 SR PoE Switch SVC

HR5N4E HPE Aruba Networking 3Y Software+Technical Support 6300M 48 Switch SVC

H59A9E HPE Aruba Networking 3Y Software+Technical Support 6300M 48 Switch SVC

HR6M2E HPE Aruba Networking 3Y Software+Technical Support Vol T2 6300F 24 PoE Switch SVC

HR7E2E HPE Aruba Networking 3Y Software+Technical Support Vol T2 6300F 24 Switch SVC

HL7U9E HPE Aruba Networking 3Y Software+Technical Support Vol T2 6300F 48 PoE Switch SVC

HL8H3E HPE Aruba Networking 3Y Software+Technical Support Vol T2 6300F 48 Switch SVC

HL6Y0E HPE Aruba Networking 3Y Software+Technical Support Vol T2 6300M 24 PoE Switch SVC

HR4P5E HPE Aruba Networking 3Y Software+Technical Support Vol T2 6300M 24 SR PoE Switch SVC

HL7R0E HPE Aruba Networking 3Y Software+Technical Support Vol T2 6300M 24 Switch SVC

HR4F0E HPE Aruba Networking 3Y Software+Technical Support Vol T2 6300M 24SFP Switch SVC

HL6P5E HPE Aruba Networking 3Y Software+Technical Support Vol T2 6300M 48 PoE Switch SVC

HR4Y0E HPE Aruba Networking 3Y Software+Technical Support Vol T2 6300M 48 SR PoE Switch SVC

H59C8E HPE Aruba Networking 3Y Software+Technical Support Vol T2 6300M 48 Switch SVC

HR5Q3E HPE Aruba Networking 3Y Software+Technical Support Vol T2 6300M 48 Switch SVC

H58T8E HPE Aruba Networking 4Y Software+Technical Support 6300M 48 Switch SVC

H59E3E HPE Aruba Networking 4Y Software+Technical Support Vol T2 6300M 48 Switch SVC

H89S6E HPE Aruba Networking 5 Year Foundational Care 4-Hour Exchange 6300M 48 DCN Service

H00WHE HPE Aruba Networking 5 Year Foundational Care 4-Hour Exchange 6300M 48p SR10 Service

H00JDE HPE Aruba Networking 5 Year Foundational Care 4-Hour Exchange Volume T1 6300M 48 DCN Service

H00ZRE HPE Aruba Networking 5 Year Foundational Care 4-Hour Exchange Volume T1 6300M 48p SR10
Service

H00JFE HPE Aruba Networking 5 Year Foundational Care 4-Hour Exchange Volume T2 6300M 48 DCN Service

H00ZSE HPE Aruba Networking 5 Year Foundational Care 4-Hour Exchange Volume T2 6300M 48p SR10
Service

H89T2E HPE Aruba Networking 5 Year Foundational Care 4-Hour Onsite 6300M 48 DCN Service

H00WPE HPE Aruba Networking 5 Year Foundational Care 4-Hour Onsite 6300M 48p SR10 Service

H89T1E HPE Aruba Networking 5 Year Foundational Care 4-Hour Onsite Hardware Only 6300M 48 DCN
Service

H00WNE HPE Aruba Networking 5 Year Foundational Care 4-Hour Onsite Hardware Only 6300M 48p SR10
Service

H00JLE HPE Aruba Networking 5 Year Foundational Care 24x7 Technical Supp Volume Tier 26300M 48 DCN
Service

H00ZYE HPE Aruba Networking 5 Year Foundational Care 24x7 Technical Supp Volume Tier 26300M 48p SR10
SVC
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H89T4E HPE Aruba Networking 5 Year Foundational Care 24x7 Technical Support 6300M 48 DCN Service

H00WRE HPE Aruba Networking 5 Year Foundational Care 24x7 Technical Support 6300M 48p SR10 Service

H89T3E HPE Aruba Networking 5 Year Foundational Care 24x7 with CDMR 6300M 48 DCN Service

H00WQE HPE Aruba Networking 5 Year Foundational Care 24x7 with CDMR 6300M 48p SR10 Service

H89T5E HPE Aruba Networking 5 Year Foundational Care Call-To-Repair 6300M 48 DCN Service

H00WSE HPE Aruba Networking 5 Year Foundational Care Call-To-Repair 6300M 48p SR10 Service

H89T6E HPE Aruba Networking 5 Year Foundational Care Call-To-Repair with CDMR 6300M 48 DCN Service

H00WTE HPE Aruba Networking 5 Year Foundational Care Call-To-Repair with CDMR 6300M 48p SR10 Service

H89S7E HPE Aruba Networking 5 Year Foundational Care Next Business Day 6300M 48 DCN Service

H00WJE HPE Aruba Networking 5 Year Foundational Care Next Business Day 6300M 48p SR10 Service

H89S5E HPE Aruba Networking 5 Year Foundational Care Next Business Day Exchange 6300M 48 DCN Service

H00WGE HPE Aruba Networking 5 Year Foundational Care Next Business Day Exchange 6300M 48p SR10
Service

H89S4E HPE Aruba Networking 5 Year Foundational Care Next Business Day Exchange HW Only 6300M 48
DCN SVC

H00WFE HPE Aruba Networking 5 Year Foundational Care Next Business Day Exchange
HardwareOnly6300M48pSR10SVC

H00ZME HPE Aruba Networking 5 Year Foundational Care Next Business Day Exchange Vol T1 6300M 48p SR10
SVC

H00ZNE HPE Aruba Networking 5 Year Foundational Care Next Business Day Exchange Vol T2 6300M 48p SR10
SVC

H00HYE HPE Aruba Networking 5 Year Foundational Care Next Business Day Exchange Volume T1 6300M 48
DCN SVC

H00HZE HPE Aruba Networking 5 Year Foundational Care Next Business Day Exchange Volume T2 6300M 48
DCN SVC

H89S8E HPE Aruba Networking 5 Year Foundational Care Next Business Day with CDMR 6300M 48 DCN
Service

H00WKE HPE Aruba Networking 5 Year Foundational Care Next Business Day with CDMR 6300M 48p SR10
Service

H63F9E HPE Aruba Networking 5Y 24x7 Technical Support 6300M 24SR PoE SVC

H64J1E HPE Aruba Networking 5Y 24x7 Technical Support 6300M 24p SFP+ LRM SVC

H63V0E HPE Aruba Networking 5Y 24x7 Technical Support 6300M 48p SR5 PoE SVC

H63N8E HPE Aruba Networking 5Y 24x7 Technical Support Volume Tier 26300M 24SR PoE SVC

H64R0E HPE Aruba Networking 5Y 24x7 Technical Support Volume Tier 26300M 24p SFP+ LRM SVC

H64B9E HPE Aruba Networking 5Y 24x7 Technical Support Volume Tier 26300M 48p SR5 PoE SVC

HR6H3E HPE Aruba Networking 5Y Software+Technical Support 6300F 24 PoE Switch SVC

HR7A3E HPE Aruba Networking 5Y Software+Technical Support 6300F 24 Switch SVC

HR5Y8E HPE Aruba Networking 5Y Software+Technical Support 6300F 48 PoE Switch SVC

HR6R8E HPE Aruba Networking 5Y Software+Technical Support 6300F 48 Switch SVC

HL6U1E HPE Aruba Networking 5Y Software+Technical Support 6300M 24 PoE Switch SVC

HR4K6E HPE Aruba Networking 5Y Software+Technical Support 6300M 24 SR PoE Switch SVC
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HL7M1E HPE Aruba Networking 5Y Software+Technical Support 6300M 24 Switch SVC

HL5T3E HPE Aruba Networking 5Y Software+Technical Support 6300M 24SFP Switch SVC

HR5C6E HPE Aruba Networking 5Y Software+Technical Support 6300M 48 PoE Switch SVC

HR4U1E HPE Aruba Networking 5Y Software+Technical Support 6300M 48 SR PoE Switch SVC

HL7C6E HPE Aruba Networking 5Y Software+Technical Support 6300M 48 Switch SVC

H58V1E HPE Aruba Networking 5Y Software+Technical Support 6300M 48 Switch SVC

HL8B8E HPE Aruba Networking 5Y Software+Technical Support Vol T2 6300F 24 PoE Switch SVC

HL8K6E HPE Aruba Networking 5Y Software+Technical Support Vol T2 6300F 24 Switch SVC

HL7X9E HPE Aruba Networking 5Y Software+Technical Support Vol T2 6300F 48 PoE Switch SVC

HR6U1E HPE Aruba Networking 5Y Software+Technical Support Vol T2 6300F 48 Switch SVC

HR5J8E HPE Aruba Networking 5Y Software+Technical Support Vol T2 6300M 24 PoE Switch SVC

HL6E1E HPE Aruba Networking 5Y Software+Technical Support Vol T2 6300M 24 SR PoE Switch SVC

HL7U0E HPE Aruba Networking 5Y Software+Technical Support Vol T2 6300M 24 Switch SVC

HR4J0E HPE Aruba Networking 5Y Software+Technical Support Vol T2 6300M 24SFP Switch SVC

HR5E9E HPE Aruba Networking 5Y Software+Technical Support Vol T2 6300M 48 PoE Switch SVC

HL6J0E HPE Aruba Networking 5Y Software+Technical Support Vol T2 6300M 48 SR PoE Switch SVC

HL7E9E HPE Aruba Networking 5Y Software+Technical Support Vol T2 6300M 48 Switch SVC

H58X4E HPE Aruba Networking 5Y Software+Technical Support Vol T2 6300M 48 Switch SVC

H8XE6E HPE Aruba Networking 6xxx and 8xxx Install Chassis Switch SVC

H01FCE HPE Aruba Networking Foundational Care 1Y 4-Hour Exch 6300L 24 SW SVC

H01MJE HPE Aruba Networking Foundational Care 1Y 4-Hour Exch 6300L 48 SW SVC

H01JDE HPE Aruba Networking Foundational Care 1Y 4-Hour Exch Vol T1 6300L 24 SW SVC

H01QKE HPE Aruba Networking Foundational Care 1Y 4-Hour Exch Vol T1 6300L 48 SW SVC

H01JFE HPE Aruba Networking Foundational Care 1Y 4-Hour Exch Vol T2 6300L 24 SW SVC

H01QLE HPE Aruba Networking Foundational Care 1Y 4-Hour Exch Vol T2 6300L 48 SW SVC

H01FHE HPE Aruba Networking Foundational Care 1Y 4-Hour Onsite 6300L 24 SW SVC

H01MNE HPE Aruba Networking Foundational Care 1Y 4-Hour Onsite 6300L 48 SW SVC

H01FGE HPE Aruba Networking Foundational Care 1Y 4-Hour Onsite Hardware Only 6300L 24 SW SVC

H01MME HPE Aruba Networking Foundational Care 1Y 4-Hour Onsite Hardware Only 6300L 48 SW SVC

HR6C8E HPE Aruba Networking Foundational Care 1Y 4HR Exch 6300F 24 PoE Switch SVC

HR6V8E HPE Aruba Networking Foundational Care 1Y 4HR Exch 6300F 24 Switch SVC

HR5U3E HPE Aruba Networking Foundational Care 1Y 4HR Exch 6300F 48 PoE Switch SVC

HL8D5E HPE Aruba Networking Foundational Care 1Y 4HR Exch 6300F 48 Switch SVC

H13DXE HPE Aruba Networking Foundational Care 1Y 4HR Exch 6300M 16P Swch Service

H13JSE HPE Aruba Networking Foundational Care 1Y 4HR Exch 6300M 16P TAA Swch Service

H08MQE HPE Aruba Networking Foundational Care 1Y 4HR Exch 6300M 16p CL8 Swch Service
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HR5G6E HPE Aruba Networking Foundational Care 1Y 4HR Exch 6300M 24 PoE Switch SVC

H68D4E HPE Aruba Networking Foundational Care 1Y 4HR Exch 6300M 24 SR PoE Switch SVC

HL7G6E HPE Aruba Networking Foundational Care 1Y 4HR Exch 6300M 24 Switch SVC

H13NME HPE Aruba Networking Foundational Care 1Y 4HR Exch 6300M 24P Swch Service

H13SHE HPE Aruba Networking Foundational Care 1Y 4HR Exch 6300M 24P TAA Swch Service

HR4B2E HPE Aruba Networking Foundational Care 1Y 4HR Exch 6300M 24SFP Switch SVC

H63B4E HPE Aruba Networking Foundational Care 1Y 4HR Exch 6300M 24SR PoE SVC

H08RNE HPE Aruba Networking Foundational Care 1Y 4HR Exch 6300M 24p 1G Fib Swch Service

H64D6E HPE Aruba Networking Foundational Care 1Y 4HR Exch 6300M 24p SFP+ LRM SVC

H08WME HPE Aruba Networking Foundational Care 1Y 4HR Exch 6300M 32p CL8 Swch Service

HL6K7E HPE Aruba Networking Foundational Care 1Y 4HR Exch 6300M 48 PoE Switch SVC

HL6F8E HPE Aruba Networking Foundational Care 1Y 4HR Exch 6300M 48 SR PoE Switch SVC

H58Z1E HPE Aruba Networking Foundational Care 1Y 4HR Exch 6300M 48 Switch SVC

HR5L5E HPE Aruba Networking Foundational Care 1Y 4HR Exch 6300M 48 Switch SVC

H13XCE HPE Aruba Networking Foundational Care 1Y 4HR Exch 6300M 48P Swch Service

H14BXE HPE Aruba Networking Foundational Care 1Y 4HR Exch 6300M 48P TAA Swch Service

H14GSE HPE Aruba Networking Foundational Care 1Y 4HR Exch 6300M 48SR10 Swch Service

H14LME HPE Aruba Networking Foundational Care 1Y 4HR Exch 6300M 48SR10 TAA Swch Service

H09BLE HPE Aruba Networking Foundational Care 1Y 4HR Exch 6300M 48p 1G Fib Swch Service

H63Q5E HPE Aruba Networking Foundational Care 1Y 4HR Exch 6300M 48p SR5 PoE SVC

HR6K2E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6300F 24 PoE Switch SVC

HR7C2E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6300F 24 Switch SVC

HR6A7E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6300F 48 PoE Switch SVC

HL8F3E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6300F 48 Switch SVC

H13GRE HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6300M 16P Swch Service

H13LLE HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6300M 16P TAA Swch Service

H08PME HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6300M 16p CL8 Swch Service

HL6W0E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6300M 24 PoE Switch SVC

HR4M5E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6300M 24 SR PoE Switch SVC

HL7P0E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6300M 24 Switch SVC

H13QGE HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6300M 24P Swch Service

H13VBE HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6300M 24P TAA Swch Service

HL5V2E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6300M 24SFP Switch SVC

H63H8E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6300M 24SR PoE SVC

H08TLE HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6300M 24p 1G Fib Swch Service

H64L0E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6300M 24p SFP+ LRM SVC
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H08YKE HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6300M 32p CL8 Swch Service

HL6M5E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6300M 48 PoE Switch SVC

HR4W0E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6300M 48 SR PoE Switch SVC

H58X0E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6300M 48 Switch SVC

HL7E5E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6300M 48 Switch SVC

H13YWE HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6300M 48P Swch Service

H14DRE HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6300M 48P TAA Swch Service

H14JLE HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6300M 48SR10 Swch Service

H14NGE HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6300M 48SR10 TAA Swch Service

H09DJE HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6300M 48p 1G Fib Swch Service

H63W9E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6300M 48p SR5 PoE SVC

HR6K3E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6300F 24 PoE Switch SVC

HR7C3E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6300F 24 Switch SVC

HR6A8E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6300F 48 PoE Switch SVC

HL8F4E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6300F 48 Switch SVC

H13GSE HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6300M 16P Swch Service

H13LME HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6300M 16P TAA Swch Service

H08PNE HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6300M 16p CL8 Swch Service

HL6W1E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6300M 24 PoE Switch SVC

HR4M6E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6300M 24 SR PoE Switch SVC

HL7P1E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6300M 24 Switch SVC

H13QHE HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6300M 24P Swch Service

H13VCE HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6300M 24P TAA Swch Service

HL5V3E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6300M 24SFP Switch SVC

H63H9E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6300M 24SR PoE SVC

H08TME HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6300M 24p 1G Fib Swch Service

H64L1E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6300M 24p SFP+ LRM SVC

H08YLE HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6300M 32p CL8 Swch Service

HL6M6E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6300M 48 PoE Switch SVC

HR4W1E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6300M 48 SR PoE Switch SVC

H58X1E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6300M 48 Switch SVC

HL7E6E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6300M 48 Switch SVC

H13YXE HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6300M 48P Swch Service

H14DSE HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6300M 48P TAA Swch Service

H14JME HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6300M 48SR10 Swch Service

H14NHE HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6300M 48SR10 TAA Swch Service
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H09DKE HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6300M 48p 1G Fib Swch Service

H63X0E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6300M 48p SR5 PoE SVC

H08TSE HPE Aruba Networking Foundational Care 1Y 4HR OS Technical Support V T2 6300M 24p 1GFib Swch
Service

H09DQE HPE Aruba Networking Foundational Care 1Y 4HR OS Technical Support V T2 6300M 48p 1GFib Swch
Service

H08PTE HPE Aruba Networking Foundational Care 1Y 4HR OS Technical Support Vol T2 6300M 16p CL8 Swch
Service

H08YRE HPE Aruba Networking Foundational Care 1Y 4HR OS Technical Support Vol T2 6300M 32p CL8 Swch
Service

HR6D2E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6300F 24 PoE Switch SVC

H68D8E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6300F 24 Switch SVC

HR5U7E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6300F 48 PoE Switch SVC

HR6M7E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6300F 48 Switch SVC

H13FBE HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6300M 16P Swch Service

H13JWE HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6300M 16P TAA Swch Service

H08MVE HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6300M 16p CL8 Swch Service

HR5H0E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6300M 24 PoE Switch SVC

HL5X7E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6300M 24 SR PoE Switch SVC

HL7H0E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6300M 24 Switch SVC

H13NRE HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6300M 24P Swch Service

H13SLE HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6300M 24P TAA Swch Service

HR4B6E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6300M 24SFP Switch SVC

H63B8E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6300M 24SR PoE SVC

H08RTE HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6300M 24p 1G Fib Swch Service

H64E0E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6300M 24p SFP+ LRM SVC

H08WSE HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6300M 32p CL8 Swch Service

HL6L1E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6300M 48 PoE Switch SVC

HR4Q0E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6300M 48 SR PoE Switch SVC

H58Z4E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6300M 48 Switch SVC

HR5L9E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6300M 48 Switch SVC

H13XGE HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6300M 48P Swch Service

H14CBE HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6300M 48P TAA Swch Service

H14GWE HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6300M 48SR10 Swch Service

H14LRE HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6300M 48SR10 TAA Swch Service

H09BRE HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6300M 48p 1G Fib Swch Service

H63Q9E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6300M 48p SR5 PoE SVC

HR6D3E HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 6300F 24 PoE Switch SVC
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HR6W3E HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 6300F 24 Switch SVC

HR5U8E HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 6300F 48 PoE Switch SVC

HR6M8E HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 6300F 48 Switch SVC

H13FCE HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 6300M 16P Swch Service

H13JXE HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 6300M 16P TAA Swch Service

H08MWE HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 6300M 16p CL8 Swch Service

HR5H1E HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 6300M 24 PoE Switch SVC

HL5X8E HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 6300M 24 SR PoE Switch SVC

HL7H1E HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 6300M 24 Switch SVC

H13NSE HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 6300M 24P Swch Service

H13SME HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 6300M 24P TAA Swch Service

HR4B7E HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 6300M 24SFP Switch SVC

H08RVE HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 6300M 24p 1G Fib Swch Service

H08WTE HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 6300M 32p CL8 Swch Service

HL6L2E HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 6300M 48 PoE Switch SVC

HR4Q1E HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 6300M 48 SR PoE Switch SVC

H58Z5E HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 6300M 48 Switch SVC

HR5M0E HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 6300M 48 Switch SVC

H13XHE HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 6300M 48P Swch Service

H14CCE HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 6300M 48P TAA Swch Service

H14GXE HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 6300M 48SR10 Swch Service

H14LSE HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 6300M 48SR10 TAA Swch Service

H09BSE HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 6300M 48p 1G Fib Swch Service

H08MTE HPE Aruba Networking Foundational Care 1Y 4HR Onsite HW Only 6300M 16p CL8 Swch Service

H08RSE HPE Aruba Networking Foundational Care 1Y 4HR Onsite HW Only 6300M 24p 1G Fib Swch Service

H08WRE HPE Aruba Networking Foundational Care 1Y 4HR Onsite HW Only 6300M 32p CL8 Swch Service

H09BQE HPE Aruba Networking Foundational Care 1Y 4HR Onsite HW Only 6300M 48p 1G Fib Swch Service

HR6D1E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 6300F 24 PoE Switch SVC

HR6W1E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 6300F 24 Switch SVC

HR5U6E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 6300F 48 PoE Switch SVC

H68D7E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 6300F 48 Switch SVC

HR5G9E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 6300M 24 PoE Switch SVC

HL5X6E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 6300M 24 SR PoE Switch SVC

HL7G9E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 6300M 24 Switch SVC

HR4B5E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 6300M 24SFP Switch SVC

H63B7E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 6300M 24SR PoE SVC
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H64D9E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 6300M 24p SFP+ LRM SVC

HL6L0E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 6300M 48 PoE Switch SVC

HR4P9E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 6300M 48 SR PoE Switch
SVC

H58Z3E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 6300M 48 Switch SVC

HR5L8E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 6300M 48 Switch SVC

H63Q8E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 6300M 48p SR5 PoE SVC

H08MXE HPE Aruba Networking Foundational Care 1Y 4HR Onsite Technical Support 6300M 16p CL8 Swch
Service

H08RWE HPE Aruba Networking Foundational Care 1Y 4HR Onsite Technical Support 6300M 24p 1G Fib Swch
Service

H08WVE HPE Aruba Networking Foundational Care 1Y 4HR Onsite Technical Support 6300M 32p CL8 Swch
Service

H09BTE HPE Aruba Networking Foundational Care 1Y 4HR Onsite Technical Support 6300M 48p 1G Fib Swch
Service

H63B9E HPE Aruba Networking Foundational Care 1Y 24x7 CDMR 6300M 24SR PoE SVC

H64E1E HPE Aruba Networking Foundational Care 1Y 24x7 CDMR 6300M 24p SFP+ LRM SVC

H63R0E HPE Aruba Networking Foundational Care 1Y 24x7 CDMR 6300M 48p SR5 PoE SVC

H01FKE HPE Aruba Networking Foundational Care 1Y 24x7 Technical Support 6300L 24 SW SVC

H01MQE HPE Aruba Networking Foundational Care 1Y 24x7 Technical Support 6300L 48 SW SVC

H01JKE HPE Aruba Networking Foundational Care 1Y 24x7 Technical Support Vol T 26300L 24 SW SVC

H01QQE HPE Aruba Networking Foundational Care 1Y 24x7 Technical Support Vol T 26300L 48 SW SVC

H01FJE HPE Aruba Networking Foundational Care 1Y 24x7 with CDMR 6300L 24 SW SVC

H01MPE HPE Aruba Networking Foundational Care 1Y 24x7 with CDMR 6300L 48 SW SVC

HR6D5E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour 6300F 24 PoE Switch SVC

HR6W5E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour 6300F 24 Switch SVC

HR5V0E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour 6300F 48 PoE Switch SVC

HR6N0E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour 6300F 48 Switch SVC

HR5H3E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour 6300M 24 PoE Switch SVC

HL5Y0E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour 6300M 24 SR PoE Switch SVC

HL7H3E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour 6300M 24 Switch SVC

HR4B9E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour 6300M 24SFP Switch SVC

HL6L4E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour 6300M 48 PoE Switch SVC

HR4Q3E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour 6300M 48 SR PoE Switch SVC

H58Z7E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour 6300M 48 Switch SVC

HR5M2E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour 6300M 48 Switch SVC

HR6D6E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour CDMR 6300F 24 PoE Switch SVC

HR6W6E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour CDMR 6300F 24 Switch SVC

HR5V1E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour CDMR 6300F 48 PoE Switch SVC
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HR6N1E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour CDMR 6300F 48 Switch SVC

HR5H4E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour CDMR 6300M 24 PoE Switch SVC

HL5Y1E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour CDMR 6300M 24 SR PoE Switch SVC

HL7H4E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour CDMR 6300M 24 Switch SVC

HR4C0E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour CDMR 6300M 24SFP Switch SVC

HR4Y9E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour CDMR 6300M 48 PoE Switch SVC

HR4Q4E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour CDMR 6300M 48 SR PoE Switch SVC

H58Z8E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour CDMR 6300M 48 Switch SVC

HR5M3E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour CDMR 6300M 48 Switch SVC

H01FLE HPE Aruba Networking Foundational Care 1Y CTR 6300L 24 SW SVC

H01MRE HPE Aruba Networking Foundational Care 1Y CTR 6300L 48 SW SVC

H13FFE HPE Aruba Networking Foundational Care 1Y CTR 6300M 16P Swch Service

H13JZE HPE Aruba Networking Foundational Care 1Y CTR 6300M 16P TAA Swch Service

H08MYE HPE Aruba Networking Foundational Care 1Y CTR 6300M 16p CL8 Swch Service

H13NVE HPE Aruba Networking Foundational Care 1Y CTR 6300M 24P Swch Service

H13SQE HPE Aruba Networking Foundational Care 1Y CTR 6300M 24P TAA Swch Service

H63C1E HPE Aruba Networking Foundational Care 1Y CTR 6300M 24SR PoE SVC

H08RXE HPE Aruba Networking Foundational Care 1Y CTR 6300M 24p 1G Fib Swch Service

H64E3E HPE Aruba Networking Foundational Care 1Y CTR 6300M 24p SFP+ LRM SVC

H08WWE HPE Aruba Networking Foundational Care 1Y CTR 6300M 32p CL8 Swch Service

H13XKE HPE Aruba Networking Foundational Care 1Y CTR 6300M 48P Swch Service

H14CFE HPE Aruba Networking Foundational Care 1Y CTR 6300M 48P TAA Swch Service

H14GZE HPE Aruba Networking Foundational Care 1Y CTR 6300M 48SR10 Swch Service

H14LVE HPE Aruba Networking Foundational Care 1Y CTR 6300M 48SR10 TAA Swch Service

H09BVE HPE Aruba Networking Foundational Care 1Y CTR 6300M 48p 1G Fib Swch Service

H63R2E HPE Aruba Networking Foundational Care 1Y CTR 6300M 48p SR5 PoE SVC

H13FGE HPE Aruba Networking Foundational Care 1Y CTR CDMR 6300M 16P Swch Service

H13KBE HPE Aruba Networking Foundational Care 1Y CTR CDMR 6300M 16P TAA Swch Service

H08MZE HPE Aruba Networking Foundational Care 1Y CTR CDMR 6300M 16p CL8 Swch Service

H13NWE HPE Aruba Networking Foundational Care 1Y CTR CDMR 6300M 24P Swch Service

H13SRE HPE Aruba Networking Foundational Care 1Y CTR CDMR 6300M 24P TAA Swch Service

H63C2E HPE Aruba Networking Foundational Care 1Y CTR CDMR 6300M 24SR PoE SVC

H08RYE HPE Aruba Networking Foundational Care 1Y CTR CDMR 6300M 24p 1G Fib Swch Service

H64E4E HPE Aruba Networking Foundational Care 1Y CTR CDMR 6300M 24p SFP+ LRM SVC

H08WXE HPE Aruba Networking Foundational Care 1Y CTR CDMR 6300M 32p CL8 Swch Service

H13XLE HPE Aruba Networking Foundational Care 1Y CTR CDMR 6300M 48P Swch Service
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H14CGE HPE Aruba Networking Foundational Care 1Y CTR CDMR 6300M 48P TAA Swch Service

H14HBE HPE Aruba Networking Foundational Care 1Y CTR CDMR 6300M 48SR10 Swch Service

H14LWE HPE Aruba Networking Foundational Care 1Y CTR CDMR 6300M 48SR10 TAA Swch Service

H09BWE HPE Aruba Networking Foundational Care 1Y CTR CDMR 6300M 48p 1G Fib Swch Service

H63R3E HPE Aruba Networking Foundational Care 1Y CTR CDMR 6300M 48p SR5 PoE SVC

H01FME HPE Aruba Networking Foundational Care 1Y CTR with CDMR 6300L 24 SW SVC

H01MSE HPE Aruba Networking Foundational Care 1Y CTR with CDMR 6300L 48 SW SVC

H01FDE HPE Aruba Networking Foundational Care 1Y NBD 6300L 24 SW SVC

H01MKE HPE Aruba Networking Foundational Care 1Y NBD 6300L 48 SW SVC

H08MRE HPE Aruba Networking Foundational Care 1Y NBD 6300M 16p CL8 Swch Service

H63B5E HPE Aruba Networking Foundational Care 1Y NBD 6300M 24SR PoE SVC

H08RQE HPE Aruba Networking Foundational Care 1Y NBD 6300M 24p 1G Fib Swch Service

H64D7E HPE Aruba Networking Foundational Care 1Y NBD 6300M 24p SFP+ LRM SVC

H08WNE HPE Aruba Networking Foundational Care 1Y NBD 6300M 32p CL8 Swch Service

H09BME HPE Aruba Networking Foundational Care 1Y NBD 6300M 48p 1G Fib Swch Service

H63Q6E HPE Aruba Networking Foundational Care 1Y NBD 6300M 48p SR5 PoE SVC

H08MSE HPE Aruba Networking Foundational Care 1Y NBD CDMR 6300M 16p CL8 Swch Service

H63B6E HPE Aruba Networking Foundational Care 1Y NBD CDMR 6300M 24SR PoE SVC

H08RRE HPE Aruba Networking Foundational Care 1Y NBD CDMR 6300M 24p 1G Fib Swch Service

H64D8E HPE Aruba Networking Foundational Care 1Y NBD CDMR 6300M 24p SFP+ LRM SVC

H08WQE HPE Aruba Networking Foundational Care 1Y NBD CDMR 6300M 32p CL8 Swch Service

H09BNE HPE Aruba Networking Foundational Care 1Y NBD CDMR 6300M 48p 1G Fib Swch Service

H63Q7E HPE Aruba Networking Foundational Care 1Y NBD CDMR 6300M 48p SR5 PoE SVC

HR6C6E HPE Aruba Networking Foundational Care 1Y NBD Exch 6300F 24 PoE Switch SVC

HR6V6E HPE Aruba Networking Foundational Care 1Y NBD Exch 6300F 24 Switch SVC

HR5U1E HPE Aruba Networking Foundational Care 1Y NBD Exch 6300F 48 PoE Switch SVC

HL8D3E HPE Aruba Networking Foundational Care 1Y NBD Exch 6300F 48 Switch SVC

H01DZE HPE Aruba Networking Foundational Care 1Y NBD Exch 6300L 24 SW SVC

H01MGE HPE Aruba Networking Foundational Care 1Y NBD Exch 6300L 48 SW SVC

H13DVE HPE Aruba Networking Foundational Care 1Y NBD Exch 6300M 16P Swch Service

H13JQE HPE Aruba Networking Foundational Care 1Y NBD Exch 6300M 16P TAA Swch Service

H08MME HPE Aruba Networking Foundational Care 1Y NBD Exch 6300M 16p CL8 Swch Service

HL5X1E HPE Aruba Networking Foundational Care 1Y NBD Exch 6300M 24 SR PoE Switch SVC

HL7G4E HPE Aruba Networking Foundational Care 1Y NBD Exch 6300M 24 Switch SVC

H13NKE HPE Aruba Networking Foundational Care 1Y NBD Exch 6300M 24P Swch Service

H13SFE HPE Aruba Networking Foundational Care 1Y NBD Exch 6300M 24P TAA Swch Service
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HR4B0E HPE Aruba Networking Foundational Care 1Y NBD Exch 6300M 24SFP Switch SVC

H63B2E HPE Aruba Networking Foundational Care 1Y NBD Exch 6300M 24SR PoE SVC

H08RLE HPE Aruba Networking Foundational Care 1Y NBD Exch 6300M 24p 1G Fib Swch Service

H64D4E HPE Aruba Networking Foundational Care 1Y NBD Exch 6300M 24p SFP+ LRM SVC

H08WKE HPE Aruba Networking Foundational Care 1Y NBD Exch 6300M 32p CL8 Swch Service

HL6K5E HPE Aruba Networking Foundational Care 1Y NBD Exch 6300M 48 PoE Switch SVC

HL6F6E HPE Aruba Networking Foundational Care 1Y NBD Exch 6300M 48 SR PoE Switch SVC

H58Y9E HPE Aruba Networking Foundational Care 1Y NBD Exch 6300M 48 Switch SVC

HR5L3E HPE Aruba Networking Foundational Care 1Y NBD Exch 6300M 48 Switch SVC

H13WZE HPE Aruba Networking Foundational Care 1Y NBD Exch 6300M 48P Swch Service

H14BVE HPE Aruba Networking Foundational Care 1Y NBD Exch 6300M 48P TAA Swch Service

H14GQE HPE Aruba Networking Foundational Care 1Y NBD Exch 6300M 48SR10 Swch Service

H14LKE HPE Aruba Networking Foundational Care 1Y NBD Exch 6300M 48SR10 TAA Swch Service

H09BJE HPE Aruba Networking Foundational Care 1Y NBD Exch 6300M 48p 1G Fib Swch Service

H63Q3E HPE Aruba Networking Foundational Care 1Y NBD Exch 6300M 48p SR5 PoE SVC

HR5G4E HPE Aruba Networking Foundational Care 1Y NBD Exch HPE Aruba Networking 6300M 24P PoE SVC

H13DWE HPE Aruba Networking Foundational Care 1Y NBD Exch HW Only 6300M 16P Swch Service

H13JRE HPE Aruba Networking Foundational Care 1Y NBD Exch HW Only 6300M 16P TAA Swch Service

H08MNE HPE Aruba Networking Foundational Care 1Y NBD Exch HW Only 6300M 16p CL8 Swch Service

H13NLE HPE Aruba Networking Foundational Care 1Y NBD Exch HW Only 6300M 24P Swch Service

H13SGE HPE Aruba Networking Foundational Care 1Y NBD Exch HW Only 6300M 24P TAA Swch Service

H08RME HPE Aruba Networking Foundational Care 1Y NBD Exch HW Only 6300M 24p 1G Fib Swch Service

H08WLE HPE Aruba Networking Foundational Care 1Y NBD Exch HW Only 6300M 32p CL8 Swch Service

H13XBE HPE Aruba Networking Foundational Care 1Y NBD Exch HW Only 6300M 48P Swch Service

H14BWE HPE Aruba Networking Foundational Care 1Y NBD Exch HW Only 6300M 48P TAA Swch Service

H14GRE HPE Aruba Networking Foundational Care 1Y NBD Exch HW Only 6300M 48SR10 Swch Service

H14LLE HPE Aruba Networking Foundational Care 1Y NBD Exch HW Only 6300M 48SR10 TAA Swch Service

H09BKE HPE Aruba Networking Foundational Care 1Y NBD Exch HW Only 6300M 48p 1G Fib Swch Service

HR6C7E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 6300F 24 PoE Switch SVC

HR6V7E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 6300F 24 Switch SVC

HR5U2E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 6300F 48 PoE Switch SVC

HL8D4E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 6300F 48 Switch SVC

H01FBE HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 6300L 24 SW SVC

H01MHE HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 6300L 48 SW SVC

HR5G5E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 6300M 24 PoE Switch SVC

HL5X2E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 6300M 24 SR PoE Switch SVC
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HL7G5E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 6300M 24 Switch SVC

HR4B1E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 6300M 24SFP Switch SVC

H63B3E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 6300M 24SR PoE SVC

H64D5E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 6300M 24p SFP+ LRM SVC

HL6K6E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 6300M 48 PoE Switch SVC

HL6F7E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 6300M 48 SR PoE Switch SVC

H58Z0E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 6300M 48 Switch SVC

HR5L4E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 6300M 48 Switch SVC

H63Q4E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 6300M 48p SR5 PoE SVC

HR6J8E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6300F 24 PoE Switch SVC

HR7B8E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6300F 24 Switch SVC

HR6A3E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6300F 48 PoE Switch SVC

HL8E9E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6300F 48 Switch SVC

H01HYE HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6300L 24 SW SVC

H01QFE HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6300L 48 SW SVC

H13GLE HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6300M 16P Swch Service

H13LGE HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6300M 16P TAA Swch Service

H08PHE HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6300M 16p CL8 Swch Service

HL6V6E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6300M 24 PoE Switch SVC

HR4M1E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6300M 24 SR PoE Switch SVC

HL7N6E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6300M 24 Switch SVC

H13QBE HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6300M 24P Swch Service

H13TWE HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6300M 24P TAA Swch Service

HL5U8E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6300M 24SFP Switch SVC

H63H4E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6300M 24SR PoE SVC

H08TGE HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6300M 24p 1G Fib Swch Service

H64K6E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6300M 24p SFP+ LRM SVC

H08YFE HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6300M 32p CL8 Swch Service

HL6M1E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6300M 48 PoE Switch SVC

HR4V6E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6300M 48 SR PoE Switch SVC

H58W6E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6300M 48 Switch SVC

HL7E1E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6300M 48 Switch SVC

H13YRE HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6300M 48P Swch Service

H14DLE HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6300M 48P TAA Swch Service

H14JGE HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6300M 48SR10 Swch Service

H14NBE HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6300M 48SR10 TAA Swch Service
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H09DDE HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6300M 48p 1G Fib Swch Service

H63W5E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6300M 48p SR5 PoE SVC

HR6J9E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6300F 24 PoE Switch SVC

HR7B9E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6300F 24 Switch SVC

HR6A4E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6300F 48 PoE Switch SVC

HL8F0E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6300F 48 Switch SVC

H01HZE HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6300L 24 SW SVC

H01QGE HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6300L 48 SW SVC

H13GME HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6300M 16P Swch Service

H13LHE HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6300M 16P TAA Swch Service

H08PJE HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6300M 16p CL8 Swch Service

HL6V7E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6300M 24 PoE Switch SVC

HR4M2E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6300M 24 SR PoE Switch SVC

HL7N7E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6300M 24 Switch SVC

H13QCE HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6300M 24P Swch Service

H13TXE HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6300M 24P TAA Swch Service

HL5U9E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6300M 24SFP Switch SVC

H63H5E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6300M 24SR PoE SVC

H08THE HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6300M 24p 1G Fib Swch Service

H64K7E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6300M 24p SFP+ LRM SVC

H08YGE HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6300M 32p CL8 Swch Service

HL6M2E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6300M 48 PoE Switch SVC

HR4V7E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6300M 48 SR PoE Switch SVC

H58W7E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6300M 48 Switch SVC

HL7E2E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6300M 48 Switch SVC

H13YSE HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6300M 48P Swch Service

H14DME HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6300M 48P TAA Swch Service

H14JHE HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6300M 48SR10 Swch Service

H14NCE HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6300M 48SR10 TAA Swch Service

H09DFE HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6300M 48p 1G Fib Swch Service

H63W6E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6300M 48p SR5 PoE SVC

HR6C9E HPE Aruba Networking Foundational Care 1Y NBD Onsite 6300F 24 PoE Switch SVC

HR6V9E HPE Aruba Networking Foundational Care 1Y NBD Onsite 6300F 24 Switch SVC

HR5U4E HPE Aruba Networking Foundational Care 1Y NBD Onsite 6300F 48 PoE Switch SVC

HL8D6E HPE Aruba Networking Foundational Care 1Y NBD Onsite 6300F 48 Switch SVC

H13DYE HPE Aruba Networking Foundational Care 1Y NBD Onsite 6300M 16P Swch Service
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H13JTE HPE Aruba Networking Foundational Care 1Y NBD Onsite 6300M 16P TAA Swch Service

HR5G7E HPE Aruba Networking Foundational Care 1Y NBD Onsite 6300M 24 PoE Switch SVC

HL5X4E HPE Aruba Networking Foundational Care 1Y NBD Onsite 6300M 24 SR PoE Switch SVC

HL7G7E HPE Aruba Networking Foundational Care 1Y NBD Onsite 6300M 24 Switch SVC

H13NNE HPE Aruba Networking Foundational Care 1Y NBD Onsite 6300M 24P Swch Service

H13SJE HPE Aruba Networking Foundational Care 1Y NBD Onsite 6300M 24P TAA Swch Service

HR4B3E HPE Aruba Networking Foundational Care 1Y NBD Onsite 6300M 24SFP Switch SVC

HL6K8E HPE Aruba Networking Foundational Care 1Y NBD Onsite 6300M 48 PoE Switch SVC

HR4P7E HPE Aruba Networking Foundational Care 1Y NBD Onsite 6300M 48 SR PoE Switch SVC

H68D5E HPE Aruba Networking Foundational Care 1Y NBD Onsite 6300M 48 Switch SVC

H13XDE HPE Aruba Networking Foundational Care 1Y NBD Onsite 6300M 48P Swch Service

H14BYE HPE Aruba Networking Foundational Care 1Y NBD Onsite 6300M 48P TAA Swch Service

H14GTE HPE Aruba Networking Foundational Care 1Y NBD Onsite 6300M 48SR10 Swch Service

H14LNE HPE Aruba Networking Foundational Care 1Y NBD Onsite 6300M 48SR10 TAA Swch Service

HR6D0E HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 6300F 24 PoE Switch SVC

HR6W0E HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 6300F 24 Switch SVC

HL8D7E HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 6300F 48 Switch SVC

H13DZE HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 6300M 16P Swch Service

H13JVE HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 6300M 16P TAA Swch Service

HR5G8E HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 6300M 24 PoE Switch SVC

HL5X5E HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 6300M 24 SR PoE Switch SVC

HL7G8E HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 6300M 24 Switch SVC

H13NQE HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 6300M 24P Swch Service

H13SKE HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 6300M 24P TAA Swch Service

HR4B4E HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 6300M 24SFP Switch SVC

HL6K9E HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 6300M 48 PoE Switch SVC

HR4P8E HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 6300M 48 SR PoE Switch SVC

H58Z2E HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 6300M 48 Switch SVC

HR5L7E HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 6300M 48 Switch SVC

H13XFE HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 6300M 48P Swch Service

H14BZE HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 6300M 48P TAA Swch Service

H14GVE HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 6300M 48SR10 Swch Service

H14LQE HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 6300M 48SR10 TAA Swch Service

H01FFE HPE Aruba Networking Foundational Care 1Y NBD with CDMR 6300L 24 SW SVC

H01MLE HPE Aruba Networking Foundational Care 1Y NBD with CDMR 6300L 48 SW SVC

H13FDE HPE Aruba Networking Foundational Care 1Y SW + Technical Support 6300M 16P Swch Service
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H13JYE HPE Aruba Networking Foundational Care 1Y SW + Technical Support 6300M 16P TAA Swch Service

H13NTE HPE Aruba Networking Foundational Care 1Y SW + Technical Support 6300M 24P Swch Service

H13SNE HPE Aruba Networking Foundational Care 1Y SW + Technical Support 6300M 24P TAA Swch Service

H13XJE HPE Aruba Networking Foundational Care 1Y SW + Technical Support 6300M 48P Swch Service

H14CDE HPE Aruba Networking Foundational Care 1Y SW + Technical Support 6300M 48P TAA Swch Service

H14GYE HPE Aruba Networking Foundational Care 1Y SW + Technical Support 6300M 48SR10 Swch Service

H14LTE HPE Aruba Networking Foundational Care 1Y SW + Technical Support 6300M 48SR10 TAA Swch
Service

H13GXE HPE Aruba Networking Foundational Care 1Y SW + Technical Support Vol T2 6300M 16P Swch Service

H13LSE HPE Aruba Networking Foundational Care 1Y SW + Technical Support Vol T2 6300M 16P TAA Swch
Service

H13QME HPE Aruba Networking Foundational Care 1Y SW + Technical Support Vol T2 6300M 24P Swch Service

H13VHE HPE Aruba Networking Foundational Care 1Y SW + Technical Support Vol T2 6300M 24P TAA Swch
Service

H13ZCE HPE Aruba Networking Foundational Care 1Y SW + Technical Support Vol T2 6300M 48P Swch Service

H14DXE HPE Aruba Networking Foundational Care 1Y SW + Technical Support Vol T2 6300M 48P TAA Swch
Service

H14JSE HPE Aruba Networking Foundational Care 1Y SW + Technical Support Vol T2 6300M 48SR10 Swch
Service

H14NME HPE Aruba Networking Foundational Care 1Y SW +Technical Support Vol T2 6300M 48SR10 TAA Swch
Service

H01FQE HPE Aruba Networking Foundational Care 3Y 4-Hour Exch 6300L 24 SW SVC

H01MWE HPE Aruba Networking Foundational Care 3Y 4-Hour Exch 6300L 48 SW SVC

H01JVE HPE Aruba Networking Foundational Care 3Y 4-Hour Exch Vol T1 6300L 24 SW SVC

H01RBE HPE Aruba Networking Foundational Care 3Y 4-Hour Exch Vol T1 6300L 48 SW SVC

H01JWE HPE Aruba Networking Foundational Care 3Y 4-Hour Exch Vol T2 6300L 24 SW SVC

H01RCE HPE Aruba Networking Foundational Care 3Y 4-Hour Exch Vol T2 6300L 48 SW SVC

H01FXE HPE Aruba Networking Foundational Care 3Y 4-Hour Onsite 6300L 24 SW SVC

H01NDE HPE Aruba Networking Foundational Care 3Y 4-Hour Onsite 6300L 48 SW SVC

H01FWE HPE Aruba Networking Foundational Care 3Y 4-Hour Onsite Hardware Only 6300L 24 SW SVC

H01NCE HPE Aruba Networking Foundational Care 3Y 4-Hour Onsite Hardware Only 6300L 48 SW SVC

HR6D9E HPE Aruba Networking Foundational Care 3Y 4HR Exch 6300F 24 PoE Switch SVC

HR6W9E HPE Aruba Networking Foundational Care 3Y 4HR Exch 6300F 24 Switch SVC

HR5V4E HPE Aruba Networking Foundational Care 3Y 4HR Exch 6300F 48 PoE Switch SVC

HR6N4E HPE Aruba Networking Foundational Care 3Y 4HR Exch 6300F 48 Switch SVC

H13FKE HPE Aruba Networking Foundational Care 3Y 4HR Exch 6300M 16P Swch Service

H13KFE HPE Aruba Networking Foundational Care 3Y 4HR Exch 6300M 16P TAA Swch Service

H08NDE HPE Aruba Networking Foundational Care 3Y 4HR Exch 6300M 16p CL8 Swch Service

HR5H7E HPE Aruba Networking Foundational Care 3Y 4HR Exch 6300M 24 PoE Switch SVC
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HL5Y4E HPE Aruba Networking Foundational Care 3Y 4HR Exch 6300M 24 SR PoE Switch SVC

HL7H7E HPE Aruba Networking Foundational Care 3Y 4HR Exch 6300M 24 Switch SVC

H13NZE HPE Aruba Networking Foundational Care 3Y 4HR Exch 6300M 24P Swch Service

H13SVE HPE Aruba Networking Foundational Care 3Y 4HR Exch 6300M 24P TAA Swch Service

HR4C3E HPE Aruba Networking Foundational Care 3Y 4HR Exch 6300M 24SFP Switch SVC

H63C5E HPE Aruba Networking Foundational Care 3Y 4HR Exch 6300M 24SR PoE SVC

H08SCE HPE Aruba Networking Foundational Care 3Y 4HR Exch 6300M 24p 1G Fib Swch Service

H64E7E HPE Aruba Networking Foundational Care 3Y 4HR Exch 6300M 24p SFP+ LRM SVC

H08XBE HPE Aruba Networking Foundational Care 3Y 4HR Exch 6300M 32p CL8 Swch Service

HR4Z2E HPE Aruba Networking Foundational Care 3Y 4HR Exch 6300M 48 PoE Switch SVC

HR4Q7E HPE Aruba Networking Foundational Care 3Y 4HR Exch 6300M 48 SR PoE Switch SVC

H59A1E HPE Aruba Networking Foundational Care 3Y 4HR Exch 6300M 48 Switch SVC

HR5M6E HPE Aruba Networking Foundational Care 3Y 4HR Exch 6300M 48 Switch SVC

H13XQE HPE Aruba Networking Foundational Care 3Y 4HR Exch 6300M 48P Swch Service

H14CKE HPE Aruba Networking Foundational Care 3Y 4HR Exch 6300M 48P TAA Swch Service

H14HFE HPE Aruba Networking Foundational Care 3Y 4HR Exch 6300M 48SR10 Swch Service

H14LZE HPE Aruba Networking Foundational Care 3Y 4HR Exch 6300M 48SR10 TAA Swch Service

H09BZE HPE Aruba Networking Foundational Care 3Y 4HR Exch 6300M 48p 1G Fib Swch Service

H63R6E HPE Aruba Networking Foundational Care 3Y 4HR Exch 6300M 48p SR5 PoE SVC

HR6L6E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6300F 24 PoE Switch SVC

HR7D6E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6300F 24 Switch SVC

HR6C1E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6300F 48 PoE Switch SVC

HL8G7E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6300F 48 Switch SVC

H13HJE HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6300M 16P Swch Service

H13MDE HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6300M 16P TAA Swch Service

H08QFE HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6300M 16p CL8 Swch Service

HL6X4E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6300M 24 PoE Switch SVC

HR4N9E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6300M 24 SR PoE Switch SVC

HL7Q4E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6300M 24 Switch SVC

H13QYE HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6300M 24P Swch Service

H13VTE HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6300M 24P TAA Swch Service

HL5W6E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6300M 24SFP Switch SVC

H63K2E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6300M 24SR PoE SVC

H08VDE HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6300M 24p 1G Fib Swch Service

H64M4E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6300M 24p SFP+ LRM SVC

H08ZCE HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6300M 32p CL8 Swch Service
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HL6N9E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6300M 48 PoE Switch SVC

HR4X4E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6300M 48 SR PoE Switch SVC

H59C2E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6300M 48 Switch SVC

HR5P7E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6300M 48 Switch SVC

H13ZNE HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6300M 48P Swch Service

H14FJE HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6300M 48P TAA Swch Service

H14KDE HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6300M 48SR10 Swch Service

H14NYE HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6300M 48SR10 TAA Swch Service

H09FBE HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6300M 48p 1G Fib Swch Service

H63Y3E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6300M 48p SR5 PoE SVC

HR6L7E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6300F 24 PoE Switch SVC

HR7D7E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6300F 24 Switch SVC

HR6C2E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6300F 48 PoE Switch SVC

HL8G8E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6300F 48 Switch SVC

H13HKE HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6300M 16P Swch Service

H13MFE HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6300M 16P TAA Swch Service

H08QGE HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6300M 16p CL8 Swch Service

HL6X5E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6300M 24 PoE Switch SVC

HR4P0E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6300M 24 SR PoE Switch SVC

HL7Q5E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6300M 24 Switch SVC

H13QZE HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6300M 24P Swch Service

H13VVE HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6300M 24P TAA Swch Service

HR4E5E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6300M 24SFP Switch SVC

H63K3E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6300M 24SR PoE SVC

H08VFE HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6300M 24p 1G Fib Swch Service

H64M5E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6300M 24p SFP+ LRM SVC

H08ZDE HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6300M 32p CL8 Swch Service

HL6P0E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6300M 48 PoE Switch SVC

HR4X5E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6300M 48 SR PoE Switch SVC

H59C3E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6300M 48 Switch SVC

HR5P8E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6300M 48 Switch SVC

H13ZQE HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6300M 48P Swch Service

H14FKE HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6300M 48P TAA Swch Service

H14KFE HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6300M 48SR10 Swch Service

H14NZE HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6300M 48SR10 TAA Swch Service

H09FCE HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6300M 48p 1G Fib Swch Service
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H63Y4E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6300M 48p SR5 PoE SVC

H08VLE HPE Aruba Networking Foundational Care 3Y 4HR OS Technical Support V T2 6300M 24p 1GFib Swch
Service

H09FJE HPE Aruba Networking Foundational Care 3Y 4HR OS Technical Support V T2 6300M 48p 1GFib Swch
Service

H08QME HPE Aruba Networking Foundational Care 3Y 4HR OS Technical Support Vol T2 6300M 16p CL8 Swch
Service

H08ZKE HPE Aruba Networking Foundational Care 3Y 4HR OS Technical Support Vol T2 6300M 32p CL8 Swch
Service

HR6E5E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6300F 24 PoE Switch SVC

HR6X5E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6300F 24 Switch SVC

HR5W0E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6300F 48 PoE Switch SVC

HR6P0E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6300F 48 Switch SVC

H13FQE HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6300M 16P Swch Service

H13KKE HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6300M 16P TAA Swch Service

H08NKE HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6300M 16p CL8 Swch Service

HL6R3E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6300M 24 PoE Switch SVC

HL5Z0E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6300M 24 SR PoE Switch SVC

HL7J3E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6300M 24 Switch SVC

H13PFE HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6300M 24P Swch Service

H13SZE HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6300M 24P TAA Swch Service

HR4C9E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6300M 24SFP Switch SVC

H63D1E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6300M 24SR PoE SVC

H08SJE HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6300M 24p 1G Fib Swch Service

H64F3E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6300M 24p SFP+ LRM SVC

H08XHE HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6300M 32p CL8 Swch Service

HR4Z8E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6300M 48 PoE Switch SVC

HR4R3E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6300M 48 SR PoE Switch SVC

H59A7E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6300M 48 Switch SVC

HR5N2E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6300M 48 Switch SVC

H13XVE HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6300M 48P Swch Service

H14CQE HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6300M 48P TAA Swch Service

H14HKE HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6300M 48SR10 Swch Service

H14MFE HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6300M 48SR10 TAA Swch Service

H09CGE HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6300M 48p 1G Fib Swch Service

H63S2E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6300M 48p SR5 PoE SVC

HR6E6E HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 6300F 24 PoE Switch SVC

HR6X6E HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 6300F 24 Switch SVC
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HR5W1E HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 6300F 48 PoE Switch SVC

HR6P1E HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 6300F 48 Switch SVC

H13FRE HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 6300M 16P Swch Service

H13KLE HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 6300M 16P TAA Swch Service

H08NLE HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 6300M 16p CL8 Swch Service

HL6R4E HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 6300M 24 PoE Switch SVC

HL5Z1E HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 6300M 24 SR PoE Switch SVC

HL7J4E HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 6300M 24 Switch SVC

H13PGE HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 6300M 24P Swch Service

H13TBE HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 6300M 24P TAA Swch Service

HR4D0E HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 6300M 24SFP Switch SVC

H08SKE HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 6300M 24p 1G Fib Swch Service

H08XJE HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 6300M 32p CL8 Swch Service

HR4Z9E HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 6300M 48 PoE Switch SVC

HR4R4E HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 6300M 48 SR PoE Switch SVC

H59A8E HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 6300M 48 Switch SVC

HR5N3E HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 6300M 48 Switch SVC

H13XWE HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 6300M 48P Swch Service

H14CRE HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 6300M 48P TAA Swch Service

H14HLE HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 6300M 48SR10 Swch Service

H14MGE HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 6300M 48SR10 TAA Swch Service

H09CHE HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 6300M 48p 1G Fib Swch Service

H08NJE HPE Aruba Networking Foundational Care 3Y 4HR Onsite HW Only 6300M 16p CL8 Swch Service

H08SHE HPE Aruba Networking Foundational Care 3Y 4HR Onsite HW Only 6300M 24p 1G Fib Swch Service

H08XGE HPE Aruba Networking Foundational Care 3Y 4HR Onsite HW Only 6300M 32p CL8 Swch Service

H09CFE HPE Aruba Networking Foundational Care 3Y 4HR Onsite HW Only 6300M 48p 1G Fib Swch Service

HR6E4E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 6300F 24 PoE Switch SVC

HR6X4E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 6300F 24 Switch SVC

HR5V9E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 6300F 48 PoE Switch SVC

HR6N9E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 6300F 48 Switch SVC

HL6R2E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 6300M 24 PoE Switch SVC

HL5Y9E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 6300M 24 SR PoE Switch
SVC

HL7J2E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 6300M 24 Switch SVC

HR4C8E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 6300M 24SFP Switch SVC

H63D0E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 6300M 24SR PoE SVC
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H64F2E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 6300M 24p SFP+ LRM SVC

HR4Z7E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 6300M 48 PoE Switch SVC

HR4R2E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 6300M 48 SR PoE Switch
SVC

H59A6E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 6300M 48 Switch SVC

HR5N1E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 6300M 48 Switch SVC

H63S1E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 6300M 48p SR5 PoE SVC

H08NME HPE Aruba Networking Foundational Care 3Y 4HR Onsite Technical Support 6300M 16p CL8 Swch
Service

H08SLE HPE Aruba Networking Foundational Care 3Y 4HR Onsite Technical Support 6300M 24p 1G Fib Swch
Service

H08XKE HPE Aruba Networking Foundational Care 3Y 4HR Onsite Technical Support 6300M 32p CL8 Swch
Service

H09CJE HPE Aruba Networking Foundational Care 3Y 4HR Onsite Technical Support 6300M 48p 1G Fib Swch
Service

H63D2E HPE Aruba Networking Foundational Care 3Y 24x7 CDMR 6300M 24SR PoE SVC

H64F4E HPE Aruba Networking Foundational Care 3Y 24x7 CDMR 6300M 24p SFP+ LRM SVC

H63S3E HPE Aruba Networking Foundational Care 3Y 24x7 CDMR 6300M 48p SR5 PoE SVC

H01FZE HPE Aruba Networking Foundational Care 3Y 24x7 Technical Support 6300L 24 SW SVC

H01NGE HPE Aruba Networking Foundational Care 3Y 24x7 Technical Support 6300L 48 SW SVC

H01KCE HPE Aruba Networking Foundational Care 3Y 24x7 Technical Support Vol T 26300L 24 SW SVC

H01RJE HPE Aruba Networking Foundational Care 3Y 24x7 Technical Support Vol T 26300L 48 SW SVC

H01FYE HPE Aruba Networking Foundational Care 3Y 24x7 with CDMR 6300L 24 SW SVC

H01NFE HPE Aruba Networking Foundational Care 3Y 24x7 with CDMR 6300L 48 SW SVC

HR6E8E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour 6300F 24 PoE Switch SVC

HR6X8E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour 6300F 24 Switch SVC

HR5W3E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour 6300F 48 PoE Switch SVC

HR6P3E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour 6300F 48 Switch SVC

HL6R6E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour 6300M 24 PoE Switch SVC

HL5Z3E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour 6300M 24 SR PoE Switch SVC

HL7J6E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour 6300M 24 Switch SVC

HR4D2E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour 6300M 24SFP Switch SVC

HR5A1E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour 6300M 48 PoE Switch SVC

HR4R6E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour 6300M 48 SR PoE Switch SVC

H59B0E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour 6300M 48 Switch SVC

HR5N5E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour 6300M 48 Switch SVC

HR6E9E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour CDMR 6300F 24 PoE Switch SVC

HR6X9E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour CDMR 6300F 24 Switch SVC

HR5W4E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour CDMR 6300F 48 PoE Switch SVC
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HR6P4E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour CDMR 6300F 48 Switch SVC

HL6R7E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour CDMR 6300M 24 PoE Switch SVC

HL5Z4E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour CDMR 6300M 24 SR PoE Switch SVC

HL7J7E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour CDMR 6300M 24 Switch SVC

HR4D3E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour CDMR 6300M 24SFP Switch SVC

HR5A2E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour CDMR 6300M 48 PoE Switch SVC

HR4R7E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour CDMR 6300M 48 SR PoE Switch SVC

H59B1E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour CDMR 6300M 48 Switch SVC

HR5N6E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour CDMR 6300M 48 Switch SVC

H01GBE HPE Aruba Networking Foundational Care 3Y CTR 6300L 24 SW SVC

H01NHE HPE Aruba Networking Foundational Care 3Y CTR 6300L 48 SW SVC

H13FTE HPE Aruba Networking Foundational Care 3Y CTR 6300M 16P Swch Service

H13KNE HPE Aruba Networking Foundational Care 3Y CTR 6300M 16P TAA Swch Service

H08NNE HPE Aruba Networking Foundational Care 3Y CTR 6300M 16p CL8 Swch Service

H13PJE HPE Aruba Networking Foundational Care 3Y CTR 6300M 24P Swch Service

H13TDE HPE Aruba Networking Foundational Care 3Y CTR 6300M 24P TAA Swch Service

H63D4E HPE Aruba Networking Foundational Care 3Y CTR 6300M 24SR PoE SVC

H08SME HPE Aruba Networking Foundational Care 3Y CTR 6300M 24p 1G Fib Swch Service

H64F6E HPE Aruba Networking Foundational Care 3Y CTR 6300M 24p SFP+ LRM SVC

H08XLE HPE Aruba Networking Foundational Care 3Y CTR 6300M 32p CL8 Swch Service

H13XYE HPE Aruba Networking Foundational Care 3Y CTR 6300M 48P Swch Service

H14CTE HPE Aruba Networking Foundational Care 3Y CTR 6300M 48P TAA Swch Service

H14HNE HPE Aruba Networking Foundational Care 3Y CTR 6300M 48SR10 Swch Service

H14MJE HPE Aruba Networking Foundational Care 3Y CTR 6300M 48SR10 TAA Swch Service

H09CKE HPE Aruba Networking Foundational Care 3Y CTR 6300M 48p 1G Fib Swch Service

H63S5E HPE Aruba Networking Foundational Care 3Y CTR 6300M 48p SR5 PoE SVC

H13FVE HPE Aruba Networking Foundational Care 3Y CTR CDMR 6300M 16P Swch Service

H13KQE HPE Aruba Networking Foundational Care 3Y CTR CDMR 6300M 16P TAA Swch Service

H08NQE HPE Aruba Networking Foundational Care 3Y CTR CDMR 6300M 16p CL8 Swch Service

H13PKE HPE Aruba Networking Foundational Care 3Y CTR CDMR 6300M 24P Swch Service

H13TFE HPE Aruba Networking Foundational Care 3Y CTR CDMR 6300M 24P TAA Swch Service

H63D5E HPE Aruba Networking Foundational Care 3Y CTR CDMR 6300M 24SR PoE SVC

H08SNE HPE Aruba Networking Foundational Care 3Y CTR CDMR 6300M 24p 1G Fib Swch Service

H64F7E HPE Aruba Networking Foundational Care 3Y CTR CDMR 6300M 24p SFP+ LRM SVC

H08XME HPE Aruba Networking Foundational Care 3Y CTR CDMR 6300M 32p CL8 Swch Service

H13XZE HPE Aruba Networking Foundational Care 3Y CTR CDMR 6300M 48P Swch Service
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H14CVE HPE Aruba Networking Foundational Care 3Y CTR CDMR 6300M 48P TAA Swch Service

H14HQE HPE Aruba Networking Foundational Care 3Y CTR CDMR 6300M 48SR10 Swch Service

H14MKE HPE Aruba Networking Foundational Care 3Y CTR CDMR 6300M 48SR10 TAA Swch Service

H09CLE HPE Aruba Networking Foundational Care 3Y CTR CDMR 6300M 48p 1G Fib Swch Service

H63S6E HPE Aruba Networking Foundational Care 3Y CTR CDMR 6300M 48p SR5 PoE SVC

H01GCE HPE Aruba Networking Foundational Care 3Y CTR with CDMR 6300L 24 SW SVC

H01NJE HPE Aruba Networking Foundational Care 3Y CTR with CDMR 6300L 48 SW SVC

H01FRE HPE Aruba Networking Foundational Care 3Y NBD 6300L 24 SW SVC

H01MXE HPE Aruba Networking Foundational Care 3Y NBD 6300L 48 SW SVC

H08NFE HPE Aruba Networking Foundational Care 3Y NBD 6300M 16p CL8 Swch Service

H63C6E HPE Aruba Networking Foundational Care 3Y NBD 6300M 24SR PoE SVC

H08SDE HPE Aruba Networking Foundational Care 3Y NBD 6300M 24p 1G Fib Swch Service

H64E8E HPE Aruba Networking Foundational Care 3Y NBD 6300M 24p SFP+ LRM SVC

H08XCE HPE Aruba Networking Foundational Care 3Y NBD 6300M 32p CL8 Swch Service

H09CBE HPE Aruba Networking Foundational Care 3Y NBD 6300M 48p 1G Fib Swch Service

H63R7E HPE Aruba Networking Foundational Care 3Y NBD 6300M 48p SR5 PoE SVC

H08NGE HPE Aruba Networking Foundational Care 3Y NBD CDMR 6300M 16p CL8 Swch Service

H63C7E HPE Aruba Networking Foundational Care 3Y NBD CDMR 6300M 24SR PoE SVC

H08SFE HPE Aruba Networking Foundational Care 3Y NBD CDMR 6300M 24p 1G Fib Swch Service

H64E9E HPE Aruba Networking Foundational Care 3Y NBD CDMR 6300M 24p SFP+ LRM SVC

H08XDE HPE Aruba Networking Foundational Care 3Y NBD CDMR 6300M 32p CL8 Swch Service

H09CCE HPE Aruba Networking Foundational Care 3Y NBD CDMR 6300M 48p 1G Fib Swch Service

H63R8E HPE Aruba Networking Foundational Care 3Y NBD CDMR 6300M 48p SR5 PoE SVC

HR6D8E HPE Aruba Networking Foundational Care 3Y NBD Exch 6300F 24 PoE Switch SVC

HR6W8E HPE Aruba Networking Foundational Care 3Y NBD Exch 6300F 24 Switch SVC

HR5V3E HPE Aruba Networking Foundational Care 3Y NBD Exch 6300F 48 PoE Switch SVC

HR6N3E HPE Aruba Networking Foundational Care 3Y NBD Exch 6300F 48 Switch SVC

H01FPE HPE Aruba Networking Foundational Care 3Y NBD Exch 6300L 24 SW SVC

H01MVE HPE Aruba Networking Foundational Care 3Y NBD Exch 6300L 48 SW SVC

H13FJE HPE Aruba Networking Foundational Care 3Y NBD Exch 6300M 16P Swch Service

H13KDE HPE Aruba Networking Foundational Care 3Y NBD Exch 6300M 16P TAA Swch Service

H08NCE HPE Aruba Networking Foundational Care 3Y NBD Exch 6300M 16p CL8 Swch Service

HR5H6E HPE Aruba Networking Foundational Care 3Y NBD Exch 6300M 24 PoE Switch SVC

HL5Y3E HPE Aruba Networking Foundational Care 3Y NBD Exch 6300M 24 SR PoE Switch SVC

HL7H6E HPE Aruba Networking Foundational Care 3Y NBD Exch 6300M 24 Switch SVC

H13NYE HPE Aruba Networking Foundational Care 3Y NBD Exch 6300M 24P Swch Service
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H13STE HPE Aruba Networking Foundational Care 3Y NBD Exch 6300M 24P TAA Swch Service

HR4C2E HPE Aruba Networking Foundational Care 3Y NBD Exch 6300M 24SFP Switch SVC

H63C4E HPE Aruba Networking Foundational Care 3Y NBD Exch 6300M 24SR PoE SVC

H08SBE HPE Aruba Networking Foundational Care 3Y NBD Exch 6300M 24p 1G Fib Swch Service

H64E6E HPE Aruba Networking Foundational Care 3Y NBD Exch 6300M 24p SFP+ LRM SVC

H08WZE HPE Aruba Networking Foundational Care 3Y NBD Exch 6300M 32p CL8 Swch Service

HR4Z1E HPE Aruba Networking Foundational Care 3Y NBD Exch 6300M 48 PoE Switch SVC

HR4Q6E HPE Aruba Networking Foundational Care 3Y NBD Exch 6300M 48 SR PoE Switch SVC

H59A0E HPE Aruba Networking Foundational Care 3Y NBD Exch 6300M 48 Switch SVC

HR5M5E HPE Aruba Networking Foundational Care 3Y NBD Exch 6300M 48 Switch SVC

H13XNE HPE Aruba Networking Foundational Care 3Y NBD Exch 6300M 48P Swch Service

H14CJE HPE Aruba Networking Foundational Care 3Y NBD Exch 6300M 48P TAA Swch Service

H14HDE HPE Aruba Networking Foundational Care 3Y NBD Exch 6300M 48SR10 Swch Service

H14LYE HPE Aruba Networking Foundational Care 3Y NBD Exch 6300M 48SR10 TAA Swch Service

H09BYE HPE Aruba Networking Foundational Care 3Y NBD Exch 6300M 48p 1G Fib Swch Service

H63R5E HPE Aruba Networking Foundational Care 3Y NBD Exch 6300M 48p SR5 PoE SVC

H13FHE HPE Aruba Networking Foundational Care 3Y NBD Exch HW Only 6300M 16P Swch Service

H13KCE HPE Aruba Networking Foundational Care 3Y NBD Exch HW Only 6300M 16P TAA Swch Service

H08NBE HPE Aruba Networking Foundational Care 3Y NBD Exch HW Only 6300M 16p CL8 Swch Service

H13NXE HPE Aruba Networking Foundational Care 3Y NBD Exch HW Only 6300M 24P Swch Service

H13SSE HPE Aruba Networking Foundational Care 3Y NBD Exch HW Only 6300M 24P TAA Swch Service

H08RZE HPE Aruba Networking Foundational Care 3Y NBD Exch HW Only 6300M 24p 1G Fib Swch Service

H08WYE HPE Aruba Networking Foundational Care 3Y NBD Exch HW Only 6300M 32p CL8 Swch Service

H13XME HPE Aruba Networking Foundational Care 3Y NBD Exch HW Only 6300M 48P Swch Service

H14CHE HPE Aruba Networking Foundational Care 3Y NBD Exch HW Only 6300M 48P TAA Swch Service

H14HCE HPE Aruba Networking Foundational Care 3Y NBD Exch HW Only 6300M 48SR10 Swch Service

H14LXE HPE Aruba Networking Foundational Care 3Y NBD Exch HW Only 6300M 48SR10 TAA Swch Service

H09BXE HPE Aruba Networking Foundational Care 3Y NBD Exch HW Only 6300M 48p 1G Fib Swch Service

HR6D7E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 6300F 24 PoE Switch SVC

HR6W7E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 6300F 24 Switch SVC

HR5V2E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 6300F 48 PoE Switch SVC

HR6N2E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 6300F 48 Switch SVC

H01FNE HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 6300L 24 SW SVC

H01MTE HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 6300L 48 SW SVC

HR5H5E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 6300M 24 PoE Switch SVC

HL5Y2E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 6300M 24 SR PoE Switch SVC
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HL7H5E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 6300M 24 Switch SVC

HR4C1E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 6300M 24SFP Switch SVC

H63C3E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 6300M 24SR PoE SVC

H64E5E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 6300M 24p SFP+ LRM SVC

HR4Z0E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 6300M 48 PoE Switch SVC

HR4Q5E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 6300M 48 SR PoE Switch SVC

H58Z9E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 6300M 48 Switch SVC

HR5M4E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 6300M 48 Switch SVC

H63R4E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 6300M 48p SR5 PoE SVC

HR6L2E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6300F 24 PoE Switch SVC

HR7D2E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6300F 24 Switch SVC

HR6B7E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6300F 48 PoE Switch SVC

HL8G3E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6300F 48 Switch SVC

H01JQE HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6300L 24 SW SVC

H01QWE HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6300L 48 SW SVC

H13HDE HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6300M 16P Swch Service

H13LYE HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6300M 16P TAA Swch Service

H08PZE HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6300M 16p CL8 Swch Service

HL6X0E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6300M 24 PoE Switch SVC

HR4N5E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6300M 24 SR PoE Switch SVC

HL7Q0E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6300M 24 Switch SVC

H13QTE HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6300M 24P Swch Service

H13VNE HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6300M 24P TAA Swch Service

HL5W2E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6300M 24SFP Switch SVC

H63J8E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6300M 24SR PoE SVC

H08TYE HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6300M 24p 1G Fib Swch Service

H64M0E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6300M 24p SFP+ LRM SVC

H08YXE HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6300M 32p CL8 Swch Service

HL6N5E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6300M 48 PoE Switch SVC

HR4X0E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6300M 48 SR PoE Switch SVC

H59B8E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6300M 48 Switch SVC

HR5P3E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6300M 48 Switch SVC

H13ZJE HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6300M 48P Swch Service

H14FDE HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6300M 48P TAA Swch Service

H14JYE HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6300M 48SR10 Swch Service

H14NTE HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6300M 48SR10 TAA Swch Service
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H09DWE HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6300M 48p 1G Fib Swch Service

H63X9E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6300M 48p SR5 PoE SVC

HR6L3E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6300F 24 PoE Switch SVC

HR7D3E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6300F 24 Switch SVC

HR6B8E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6300F 48 PoE Switch SVC

HL8G4E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6300F 48 Switch SVC

H01JRE HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6300L 24 SW SVC

H01QXE HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6300L 48 SW SVC

H13HFE HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6300M 16P Swch Service

H13LZE HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6300M 16P TAA Swch Service

H08QBE HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6300M 16p CL8 Swch Service

HL6X1E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6300M 24 PoE Switch SVC

HR4N6E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6300M 24 SR PoE Switch SVC

HL7Q1E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6300M 24 Switch SVC

H13QVE HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6300M 24P Swch Service

H13VQE HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6300M 24P TAA Swch Service

HL5W3E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6300M 24SFP Switch SVC

H63J9E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6300M 24SR PoE SVC

H08TZE HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6300M 24p 1G Fib Swch Service

H64M1E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6300M 24p SFP+ LRM SVC

H08YYE HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6300M 32p CL8 Swch Service

HL6N6E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6300M 48 PoE Switch SVC

HR4X1E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6300M 48 SR PoE Switch SVC

H59B9E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6300M 48 Switch SVC

HR5P4E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6300M 48 Switch SVC

H13ZKE HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6300M 48P Swch Service

H14FFE HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6300M 48P TAA Swch Service

H14JZE HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6300M 48SR10 Swch Service

H14NVE HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6300M 48SR10 TAA Swch Service

H09DXE HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6300M 48p 1G Fib Swch Service

H63Y0E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6300M 48p SR5 PoE SVC

HR6E0E HPE Aruba Networking Foundational Care 3Y NBD Onsite 6300F 24 PoE Switch SVC

HR6X0E HPE Aruba Networking Foundational Care 3Y NBD Onsite 6300F 24 Switch SVC

HR5V5E HPE Aruba Networking Foundational Care 3Y NBD Onsite 6300F 48 PoE Switch SVC

HR6N5E HPE Aruba Networking Foundational Care 3Y NBD Onsite 6300F 48 Switch SVC

H13FLE HPE Aruba Networking Foundational Care 3Y NBD Onsite 6300M 16P Swch Service
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H13KGE HPE Aruba Networking Foundational Care 3Y NBD Onsite 6300M 16P TAA Swch Service

HR5H8E HPE Aruba Networking Foundational Care 3Y NBD Onsite 6300M 24 PoE Switch SVC

HL5Y5E HPE Aruba Networking Foundational Care 3Y NBD Onsite 6300M 24 SR PoE Switch SVC

HL7H8E HPE Aruba Networking Foundational Care 3Y NBD Onsite 6300M 24 Switch SVC

H13PBE HPE Aruba Networking Foundational Care 3Y NBD Onsite 6300M 24P Swch Service

H13SWE HPE Aruba Networking Foundational Care 3Y NBD Onsite 6300M 24P TAA Swch Service

HR4C4E HPE Aruba Networking Foundational Care 3Y NBD Onsite 6300M 24SFP Switch SVC

HR4Z3E HPE Aruba Networking Foundational Care 3Y NBD Onsite 6300M 48 PoE Switch SVC

HR4Q8E HPE Aruba Networking Foundational Care 3Y NBD Onsite 6300M 48 SR PoE Switch SVC

H59A2E HPE Aruba Networking Foundational Care 3Y NBD Onsite 6300M 48 Switch SVC

HR5M7E HPE Aruba Networking Foundational Care 3Y NBD Onsite 6300M 48 Switch SVC

H13XRE HPE Aruba Networking Foundational Care 3Y NBD Onsite 6300M 48P Swch Service

H14CLE HPE Aruba Networking Foundational Care 3Y NBD Onsite 6300M 48P TAA Swch Service

H14HGE HPE Aruba Networking Foundational Care 3Y NBD Onsite 6300M 48SR10 Swch Service

H14MBE HPE Aruba Networking Foundational Care 3Y NBD Onsite 6300M 48SR10 TAA Swch Service

HR6E1E HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 6300F 24 PoE Switch SVC

HR6X1E HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 6300F 24 Switch SVC

HR5V6E HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 6300F 48 PoE Switch SVC

HR6N6E HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 6300F 48 Switch SVC

H13FME HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 6300M 16P Swch Service

H13KHE HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 6300M 16P TAA Swch Service

HR5H9E HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 6300M 24 PoE Switch SVC

HL5Y6E HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 6300M 24 SR PoE Switch SVC

HL7H9E HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 6300M 24 Switch SVC

H13PCE HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 6300M 24P Swch Service

H13SXE HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 6300M 24P TAA Swch Service

HR4C5E HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 6300M 24SFP Switch SVC

HR4Z4E HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 6300M 48 PoE Switch SVC

HR4Q9E HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 6300M 48 SR PoE Switch SVC

H59A3E HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 6300M 48 Switch SVC

HR5M8E HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 6300M 48 Switch SVC

H13XSE HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 6300M 48P Swch Service

H14CME HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 6300M 48P TAA Swch Service

H14HHE HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 6300M 48SR10 Swch Service

H14MCE HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 6300M 48SR10 TAA Swch Service

H01FSE HPE Aruba Networking Foundational Care 3Y NBD with CDMR 6300L 24 SW SVC
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H01MYE HPE Aruba Networking Foundational Care 3Y NBD with CDMR 6300L 48 SW SVC

H13FSE HPE Aruba Networking Foundational Care 3Y SW + Technical Support 6300M 16P Swch Service

H13KME HPE Aruba Networking Foundational Care 3Y SW + Technical Support 6300M 16P TAA Swch Service

H13PHE HPE Aruba Networking Foundational Care 3Y SW + Technical Support 6300M 24P Swch Service

H13TCE HPE Aruba Networking Foundational Care 3Y SW + Technical Support 6300M 24P TAA Swch Service

H13XXE HPE Aruba Networking Foundational Care 3Y SW + Technical Support 6300M 48P Swch Service

H14CSE HPE Aruba Networking Foundational Care 3Y SW + Technical Support 6300M 48P TAA Swch Service

H14HME HPE Aruba Networking Foundational Care 3Y SW + Technical Support 6300M 48SR10 Swch Service

H14MHE HPE Aruba Networking Foundational Care 3Y SW + Technical Support 6300M 48SR10 TAA Swch
Service

H13HRE HPE Aruba Networking Foundational Care 3Y SW + Technical Support Vol T2 6300M 16P Swch Service

H13MLE HPE Aruba Networking Foundational Care 3Y SW + Technical Support Vol T2 6300M 16P TAA Swch
Service

H13RGE HPE Aruba Networking Foundational Care 3Y SW + Technical Support Vol T2 6300M 24P Swch Service

H13WBE HPE Aruba Networking Foundational Care 3Y SW + Technical Support Vol T2 6300M 24P TAA Swch
Service

H13ZWE HPE Aruba Networking Foundational Care 3Y SW + Technical Support Vol T2 6300M 48P Swch Service

H14FRE HPE Aruba Networking Foundational Care 3Y SW + Technical Support Vol T2 6300M 48P TAA Swch
Service

H14KLE HPE Aruba Networking Foundational Care 3Y SW + Technical Support Vol T2 6300M 48SR10 Swch
Service

H14PGE HPE Aruba Networking Foundational Care 3Y SW +Technical Support Vol T2 6300M 48SR10 TAA Swch
Service

H58T0E HPE Aruba Networking Foundational Care 4Y 4HR Exch 6300M 48 Switch SVC

H59D7E HPE Aruba Networking Foundational Care 4Y 4HR Exch Vol T1 6300M 48 Switch SVC

H59D8E HPE Aruba Networking Foundational Care 4Y 4HR Exch Vol T2 6300M 48 Switch SVC

H58T6E HPE Aruba Networking Foundational Care 4Y 4HR Onsite 6300M 48 Switch SVC

H58T7E HPE Aruba Networking Foundational Care 4Y 4HR Onsite CDMR 6300M 48 Switch SVC

H58T5E HPE Aruba Networking Foundational Care 4Y 4HR Onsite Hardware Only 6300M 48 Switch SVC

H58T9E HPE Aruba Networking Foundational Care 4Y CTR 6-Hour 6300M 48 Switch SVC

H58U0E HPE Aruba Networking Foundational Care 4Y CTR 6-Hour CDMR 6300M 48 Switch SVC

H58S9E HPE Aruba Networking Foundational Care 4Y NBD Exch 6300M 48 Switch SVC

H58S8E HPE Aruba Networking Foundational Care 4Y NBD Exch Hardware Only 6300M 48 Switch SVC

H59D3E HPE Aruba Networking Foundational Care 4Y NBD Exch Vol T1 6300M 48 Switch SVC

H59D4E HPE Aruba Networking Foundational Care 4Y NBD Exch Vol T2 6300M 48 Switch SVC

H58T1E HPE Aruba Networking Foundational Care 4Y NBD Onsite 6300M 48 Switch SVC

H58T2E HPE Aruba Networking Foundational Care 4Y NBD Onsite CDMR 6300M 48 Switch SVC

H01GWE HPE Aruba Networking Foundational Care 5Y 4-Hour Exch 6300L 24 SW SVC

H01PCE HPE Aruba Networking Foundational Care 5Y 4-Hour Exch 6300L 48 SW SVC
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H01LGE HPE Aruba Networking Foundational Care 5Y 4-Hour Exch Vol T1 6300L 24 SW SVC

H01SME HPE Aruba Networking Foundational Care 5Y 4-Hour Exch Vol T1 6300L 48 SW SVC

H01LHE HPE Aruba Networking Foundational Care 5Y 4-Hour Exch Vol T2 6300L 24 SW SVC

H01SNE HPE Aruba Networking Foundational Care 5Y 4-Hour Exch Vol T2 6300L 48 SW SVC

H01HDE HPE Aruba Networking Foundational Care 5Y 4-Hour Onsite 6300L 24 SW SVC

H01PKE HPE Aruba Networking Foundational Care 5Y 4-Hour Onsite 6300L 48 SW SVC

H01HCE HPE Aruba Networking Foundational Care 5Y 4-Hour Onsite Hardware Only 6300L 24 SW SVC

H01PJE HPE Aruba Networking Foundational Care 5Y 4-Hour Onsite Hardware Only 6300L 48 SW SVC

HR6G5E HPE Aruba Networking Foundational Care 5Y 4HR Exch 6300F 24 PoE Switch SVC

HR6Z5E HPE Aruba Networking Foundational Care 5Y 4HR Exch 6300F 24 Switch SVC

HR5Y0E HPE Aruba Networking Foundational Care 5Y 4HR Exch 6300F 48 PoE Switch SVC

HR6R0E HPE Aruba Networking Foundational Care 5Y 4HR Exch 6300F 48 Switch SVC

H13FYE HPE Aruba Networking Foundational Care 5Y 4HR Exch 6300M 16P Swch Service

H13KTE HPE Aruba Networking Foundational Care 5Y 4HR Exch 6300M 16P TAA Swch Service

H08NTE HPE Aruba Networking Foundational Care 5Y 4HR Exch 6300M 16p CL8 Swch Service

HL6T3E HPE Aruba Networking Foundational Care 5Y 4HR Exch 6300M 24 PoE Switch SVC

HL6B0E HPE Aruba Networking Foundational Care 5Y 4HR Exch 6300M 24 SR PoE Switch SVC

HL7L3E HPE Aruba Networking Foundational Care 5Y 4HR Exch 6300M 24 Switch SVC

H13PNE HPE Aruba Networking Foundational Care 5Y 4HR Exch 6300M 24P Swch Service

H13TJE HPE Aruba Networking Foundational Care 5Y 4HR Exch 6300M 24P TAA Swch Service

HL5S5E HPE Aruba Networking Foundational Care 5Y 4HR Exch 6300M 24SFP Switch SVC

H63F1E HPE Aruba Networking Foundational Care 5Y 4HR Exch 6300M 24SR PoE SVC

H08SSE HPE Aruba Networking Foundational Care 5Y 4HR Exch 6300M 24p 1G Fib Swch Service

H64H3E HPE Aruba Networking Foundational Care 5Y 4HR Exch 6300M 24p SFP+ LRM SVC

H08XRE HPE Aruba Networking Foundational Care 5Y 4HR Exch 6300M 32p CL8 Swch Service

HR5B8E HPE Aruba Networking Foundational Care 5Y 4HR Exch 6300M 48 PoE Switch SVC

HR4T3E HPE Aruba Networking Foundational Care 5Y 4HR Exch 6300M 48 SR PoE Switch SVC

H58U3E HPE Aruba Networking Foundational Care 5Y 4HR Exch 6300M 48 Switch SVC

HL7B8E HPE Aruba Networking Foundational Care 5Y 4HR Exch 6300M 48 Switch SVC

H13YDE HPE Aruba Networking Foundational Care 5Y 4HR Exch 6300M 48P Swch Service

H14CYE HPE Aruba Networking Foundational Care 5Y 4HR Exch 6300M 48P TAA Swch Service

H14HTE HPE Aruba Networking Foundational Care 5Y 4HR Exch 6300M 48SR10 Swch Service

H14MNE HPE Aruba Networking Foundational Care 5Y 4HR Exch 6300M 48SR10 TAA Swch Service

H09CQE HPE Aruba Networking Foundational Care 5Y 4HR Exch 6300M 48p 1G Fib Swch Service

H63U2E HPE Aruba Networking Foundational Care 5Y 4HR Exch 6300M 48p SR5 PoE SVC

HL8B2E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6300F 24 PoE Switch SVC
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HL8K0E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6300F 24 Switch SVC

HL7X3E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6300F 48 PoE Switch SVC

HR6T5E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6300F 48 Switch SVC

H13JCE HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6300M 16P Swch Service

H13MXE HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6300M 16P TAA Swch Service

H08QYE HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6300M 16p CL8 Swch Service

HR5J2E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6300M 24 PoE Switch SVC

HL6D5E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6300M 24 SR PoE Switch SVC

HL7T4E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6300M 24 Switch SVC

H13RSE HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6300M 24P Swch Service

H13WME HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6300M 24P TAA Swch Service

HR4H4E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6300M 24SFP Switch SVC

H63N2E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6300M 24SR PoE SVC

H08VXE HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6300M 24p 1G Fib Swch Service

H64Q4E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6300M 24p SFP+ LRM SVC

H08ZWE HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6300M 32p CL8 Swch Service

HR5E3E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6300M 48 PoE Switch SVC

HL6H4E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6300M 48 SR PoE Switch SVC

H59F2E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6300M 48 Switch SVC

HR5S7E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6300M 48 Switch SVC

H14BHE HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6300M 48P Swch Service

H14GCE HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6300M 48P TAA Swch Service

H14KXE HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6300M 48SR10 Swch Service

H14PSE HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6300M 48SR10 TAA Swch Service

H09FVE HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6300M 48p 1G Fib Swch Service

H64B3E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6300M 48p SR5 PoE SVC

HL8B3E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6300F 24 PoE Switch SVC

HL8K1E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6300F 24 Switch SVC

HL7X4E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6300F 48 PoE Switch SVC

HR6T6E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6300F 48 Switch SVC

H13JDE HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6300M 16P Swch Service

H13MYE HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6300M 16P TAA Swch Service

H08QZE HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6300M 16p CL8 Swch Service

HR5J3E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6300M 24 PoE Switch SVC

HL6D6E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6300M 24 SR PoE Switch SVC

HL7T5E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6300M 24 Switch SVC
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H13RTE HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6300M 24P Swch Service

H13WNE HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6300M 24P TAA Swch Service

HR4H5E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6300M 24SFP Switch SVC

H63N3E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6300M 24SR PoE SVC

H08VYE HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6300M 24p 1G Fib Swch Service

H64Q5E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6300M 24p SFP+ LRM SVC

H08ZXE HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6300M 32p CL8 Swch Service

HR5E4E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6300M 48 PoE Switch SVC

HL6H5E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6300M 48 SR PoE Switch SVC

H59F3E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6300M 48 Switch SVC

HR5S8E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6300M 48 Switch SVC

H14BJE HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6300M 48P Swch Service

H14GDE HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6300M 48P TAA Swch Service

H14KYE HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6300M 48SR10 Swch Service

H14PTE HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6300M 48SR10 TAA Swch Service

H09FWE HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6300M 48p 1G Fib Swch Service

H64B4E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6300M 48p SR5 PoE SVC

H08WFE HPE Aruba Networking Foundational Care 5Y 4HR OS Technical Support V T2 6300M 24p 1GFib Swch
Service

H09GCE HPE Aruba Networking Foundational Care 5Y 4HR OS Technical Support V T2 6300M 48p 1GFib Swch
Service

H08RGE HPE Aruba Networking Foundational Care 5Y 4HR OS Technical Support Vol T2 6300M 16p CL8 Swch
Service

H09BDE HPE Aruba Networking Foundational Care 5Y 4HR OS Technical Support Vol T2 6300M 32p CL8 Swch
Service

HR6H1E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6300F 24 PoE Switch SVC

HR7A1E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6300F 24 Switch SVC

HR5Y6E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6300F 48 PoE Switch SVC

HR6R6E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6300F 48 Switch SVC

H13GDE HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6300M 16P Swch Service

H13KYE HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6300M 16P TAA Swch Service

H08NZE HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6300M 16p CL8 Swch Service

HL6T9E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6300M 24 PoE Switch SVC

HR4K4E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6300M 24 SR PoE Switch SVC

HL7L9E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6300M 24 Switch SVC

H13PTE HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6300M 24P Swch Service

H13TNE HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6300M 24P TAA Swch Service

HL5T1E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6300M 24SFP Switch SVC
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H63F7E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6300M 24SR PoE SVC

H08SYE HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6300M 24p 1G Fib Swch Service

H64H9E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6300M 24p SFP+ LRM SVC

H08XXE HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6300M 32p CL8 Swch Service

HR5C4E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6300M 48 PoE Switch SVC

HR4T9E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6300M 48 SR PoE Switch SVC

H58U9E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6300M 48 Switch SVC

HL7C4E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6300M 48 Switch SVC

H13YJE HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6300M 48P Swch Service

H14DDE HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6300M 48P TAA Swch Service

H14HYE HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6300M 48SR10 Swch Service

H14MTE HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6300M 48SR10 TAA Swch Service

H09CWE HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6300M 48p 1G Fib Swch Service

H63U8E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6300M 48p SR5 PoE SVC

HR6H2E HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 6300F 24 PoE Switch SVC

HR7A2E HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 6300F 24 Switch SVC

HR5Y7E HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 6300F 48 PoE Switch SVC

HR6R7E HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 6300F 48 Switch SVC

H13GFE HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 6300M 16P Swch Service

H13KZE HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 6300M 16P TAA Swch Service

H08PBE HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 6300M 16p CL8 Swch Service

HL6U0E HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 6300M 24 PoE Switch SVC

HR4K5E HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 6300M 24 SR PoE Switch SVC

HL7M0E HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 6300M 24 Switch SVC

H13PVE HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 6300M 24P Swch Service

H13TQE HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 6300M 24P TAA Swch Service

HL5T2E HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 6300M 24SFP Switch SVC

H08SZE HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 6300M 24p 1G Fib Swch Service

H08XYE HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 6300M 32p CL8 Swch Service

HR5C5E HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 6300M 48 PoE Switch SVC

HR4U0E HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 6300M 48 SR PoE Switch SVC

H58V0E HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 6300M 48 Switch SVC

HL7C5E HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 6300M 48 Switch SVC

H13YKE HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 6300M 48P Swch Service

H14DFE HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 6300M 48P TAA Swch Service

H14HZE HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 6300M 48SR10 Swch Service
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H14MVE HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 6300M 48SR10 TAA Swch Service

H09CXE HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 6300M 48p 1G Fib Swch Service

H08NYE HPE Aruba Networking Foundational Care 5Y 4HR Onsite HW Only 6300M 16p CL8 Swch Service

H08SXE HPE Aruba Networking Foundational Care 5Y 4HR Onsite HW Only 6300M 24p 1G Fib Swch Service

H08XWE HPE Aruba Networking Foundational Care 5Y 4HR Onsite HW Only 6300M 32p CL8 Swch Service

H09CVE HPE Aruba Networking Foundational Care 5Y 4HR Onsite HW Only 6300M 48p 1G Fib Swch Service

HR6H0E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 6300F 24 PoE Switch SVC

HR7A0E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 6300F 24 Switch SVC

HR5Y5E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 6300F 48 PoE Switch SVC

HR6R5E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 6300F 48 Switch SVC

HL6T8E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 6300M 24 PoE Switch SVC

HR4K3E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 6300M 24 SR PoE Switch
SVC

HL7L8E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 6300M 24 Switch SVC

HL5T0E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 6300M 24SFP Switch SVC

H63F6E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 6300M 24SR PoE SVC

H64H8E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 6300M 24p SFP+ LRM SVC

HR5C3E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 6300M 48 PoE Switch SVC

HR4T8E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 6300M 48 SR PoE Switch
SVC

H58U8E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 6300M 48 Switch SVC

HL7C3E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 6300M 48 Switch SVC

H63U7E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 6300M 48p SR5 PoE SVC

H08PCE HPE Aruba Networking Foundational Care 5Y 4HR Onsite Technical Support 6300M 16p CL8 Swch
Service

H08TBE HPE Aruba Networking Foundational Care 5Y 4HR Onsite Technical Support 6300M 24p 1G Fib Swch
Service

H08XZE HPE Aruba Networking Foundational Care 5Y 4HR Onsite Technical Support 6300M 32p CL8 Swch
Service

H09CYE HPE Aruba Networking Foundational Care 5Y 4HR Onsite Technical Support 6300M 48p 1G Fib Swch
Service

H63F8E HPE Aruba Networking Foundational Care 5Y 24x7 CDMR 6300M 24SR PoE SVC

H64J0E HPE Aruba Networking Foundational Care 5Y 24x7 CDMR 6300M 24p SFP+ LRM SVC

H63U9E HPE Aruba Networking Foundational Care 5Y 24x7 CDMR 6300M 48p SR5 PoE SVC

H01HGE HPE Aruba Networking Foundational Care 5Y 24x7 Technical Support 6300L 24 SW SVC

H01PME HPE Aruba Networking Foundational Care 5Y 24x7 Technical Support 6300L 48 SW SVC

H01LNE HPE Aruba Networking Foundational Care 5Y 24x7 Technical Support Vol T 26300L 24 SW SVC

H01STE HPE Aruba Networking Foundational Care 5Y 24x7 Technical Support Vol T 26300L 48 SW SVC

H01HFE HPE Aruba Networking Foundational Care 5Y 24x7 with CDMR 6300L 24 SW SVC
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H01PLE HPE Aruba Networking Foundational Care 5Y 24x7 with CDMR 6300L 48 SW SVC

HR6H4E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour 6300F 24 PoE Switch SVC

HR7A4E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour 6300F 24 Switch SVC

HR5Y9E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour 6300F 48 PoE Switch SVC

HR6R9E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour 6300F 48 Switch SVC

HL6U2E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour 6300M 24 PoE Switch SVC

HR4K7E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour 6300M 24 SR PoE Switch SVC

HL7M2E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour 6300M 24 Switch SVC

HL5T4E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour 6300M 24SFP Switch SVC

HR5C7E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour 6300M 48 PoE Switch SVC

HR4U2E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour 6300M 48 SR PoE Switch SVC

H58V2E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour 6300M 48 Switch SVC

HL7C7E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour 6300M 48 Switch SVC

HR6H5E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour CDMR 6300F 24 PoE Switch SVC

HR7A5E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour CDMR 6300F 24 Switch SVC

HR5Z0E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour CDMR 6300F 48 PoE Switch SVC

HR6S0E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour CDMR 6300F 48 Switch SVC

HL6U3E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour CDMR 6300M 24 PoE Switch SVC

HR4K8E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour CDMR 6300M 24 SR PoE Switch SVC

HL7M3E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour CDMR 6300M 24 Switch SVC

HL5T5E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour CDMR 6300M 24SFP Switch SVC

HR5C8E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour CDMR 6300M 48 PoE Switch SVC

HR4U3E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour CDMR 6300M 48 SR PoE Switch SVC

H58V3E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour CDMR 6300M 48 Switch SVC

HL7C8E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour CDMR 6300M 48 Switch SVC

H01HHE HPE Aruba Networking Foundational Care 5Y CTR 6300L 24 SW SVC

H01PNE HPE Aruba Networking Foundational Care 5Y CTR 6300L 48 SW SVC

H13GHE HPE Aruba Networking Foundational Care 5Y CTR 6300M 16P Swch Service

H13LCE HPE Aruba Networking Foundational Care 5Y CTR 6300M 16P TAA Swch Service

H08PDE HPE Aruba Networking Foundational Care 5Y CTR 6300M 16p CL8 Swch Service

H13PXE HPE Aruba Networking Foundational Care 5Y CTR 6300M 24P Swch Service

H13TSE HPE Aruba Networking Foundational Care 5Y CTR 6300M 24P TAA Swch Service

H63G0E HPE Aruba Networking Foundational Care 5Y CTR 6300M 24SR PoE SVC

H08TCE HPE Aruba Networking Foundational Care 5Y CTR 6300M 24p 1G Fib Swch Service

H64J2E HPE Aruba Networking Foundational Care 5Y CTR 6300M 24p SFP+ LRM SVC

H08YBE HPE Aruba Networking Foundational Care 5Y CTR 6300M 32p CL8 Swch Service
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H13YME HPE Aruba Networking Foundational Care 5Y CTR 6300M 48P Swch Service

H14DHE HPE Aruba Networking Foundational Care 5Y CTR 6300M 48P TAA Swch Service

H14JCE HPE Aruba Networking Foundational Care 5Y CTR 6300M 48SR10 Swch Service

H14MXE HPE Aruba Networking Foundational Care 5Y CTR 6300M 48SR10 TAA Swch Service

H09CZE HPE Aruba Networking Foundational Care 5Y CTR 6300M 48p 1G Fib Swch Service

H63V1E HPE Aruba Networking Foundational Care 5Y CTR 6300M 48p SR5 PoE SVC

H13GJE HPE Aruba Networking Foundational Care 5Y CTR CDMR 6300M 16P Swch Service

H13LDE HPE Aruba Networking Foundational Care 5Y CTR CDMR 6300M 16P TAA Swch Service

H08PFE HPE Aruba Networking Foundational Care 5Y CTR CDMR 6300M 16p CL8 Swch Service

H13PYE HPE Aruba Networking Foundational Care 5Y CTR CDMR 6300M 24P Swch Service

H13TTE HPE Aruba Networking Foundational Care 5Y CTR CDMR 6300M 24P TAA Swch Service

H63G1E HPE Aruba Networking Foundational Care 5Y CTR CDMR 6300M 24SR PoE SVC

H08TDE HPE Aruba Networking Foundational Care 5Y CTR CDMR 6300M 24p 1G Fib Swch Service

H64J3E HPE Aruba Networking Foundational Care 5Y CTR CDMR 6300M 24p SFP+ LRM SVC

H08YCE HPE Aruba Networking Foundational Care 5Y CTR CDMR 6300M 32p CL8 Swch Service

H13YNE HPE Aruba Networking Foundational Care 5Y CTR CDMR 6300M 48P Swch Service

H14DJE HPE Aruba Networking Foundational Care 5Y CTR CDMR 6300M 48P TAA Swch Service

H14JDE HPE Aruba Networking Foundational Care 5Y CTR CDMR 6300M 48SR10 Swch Service

H14MYE HPE Aruba Networking Foundational Care 5Y CTR CDMR 6300M 48SR10 TAA Swch Service

H09DBE HPE Aruba Networking Foundational Care 5Y CTR CDMR 6300M 48p 1G Fib Swch Service

H63V2E HPE Aruba Networking Foundational Care 5Y CTR CDMR 6300M 48p SR5 PoE SVC

H01HJE HPE Aruba Networking Foundational Care 5Y CTR with CDMR 6300L 24 SW SVC

H01PPE HPE Aruba Networking Foundational Care 5Y CTR with CDMR 6300L 48 SW SVC

H01GXE HPE Aruba Networking Foundational Care 5Y NBD 6300L 24 SW SVC

H01PDE HPE Aruba Networking Foundational Care 5Y NBD 6300L 48 SW SVC

H08NVE HPE Aruba Networking Foundational Care 5Y NBD 6300M 16p CL8 Swch Service

H63F2E HPE Aruba Networking Foundational Care 5Y NBD 6300M 24SR PoE SVC

H08STE HPE Aruba Networking Foundational Care 5Y NBD 6300M 24p 1G Fib Swch Service

H64H4E HPE Aruba Networking Foundational Care 5Y NBD 6300M 24p SFP+ LRM SVC

H08XSE HPE Aruba Networking Foundational Care 5Y NBD 6300M 32p CL8 Swch Service

H09CRE HPE Aruba Networking Foundational Care 5Y NBD 6300M 48p 1G Fib Swch Service

H63U3E HPE Aruba Networking Foundational Care 5Y NBD 6300M 48p SR5 PoE SVC

H08NWE HPE Aruba Networking Foundational Care 5Y NBD CDMR 6300M 16p CL8 Swch Service

H63F3E HPE Aruba Networking Foundational Care 5Y NBD CDMR 6300M 24SR PoE SVC

H08SVE HPE Aruba Networking Foundational Care 5Y NBD CDMR 6300M 24p 1G Fib Swch Service

H64H5E HPE Aruba Networking Foundational Care 5Y NBD CDMR 6300M 24p SFP+ LRM SVC
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H08XTE HPE Aruba Networking Foundational Care 5Y NBD CDMR 6300M 32p CL8 Swch Service

H09CSE HPE Aruba Networking Foundational Care 5Y NBD CDMR 6300M 48p 1G Fib Swch Service

H63U4E HPE Aruba Networking Foundational Care 5Y NBD CDMR 6300M 48p SR5 PoE SVC

HR6G4E HPE Aruba Networking Foundational Care 5Y NBD Exch 6300F 24 PoE Switch SVC

HR6Z4E HPE Aruba Networking Foundational Care 5Y NBD Exch 6300F 24 Switch SVC

HR5X9E HPE Aruba Networking Foundational Care 5Y NBD Exch 6300F 48 PoE Switch SVC

HR6Q9E HPE Aruba Networking Foundational Care 5Y NBD Exch 6300F 48 Switch SVC

H01GVE HPE Aruba Networking Foundational Care 5Y NBD Exch 6300L 24 SW SVC

H01PBE HPE Aruba Networking Foundational Care 5Y NBD Exch 6300L 48 SW SVC

H13FXE HPE Aruba Networking Foundational Care 5Y NBD Exch 6300M 16P Swch Service

H13KSE HPE Aruba Networking Foundational Care 5Y NBD Exch 6300M 16P TAA Swch Service

H08NSE HPE Aruba Networking Foundational Care 5Y NBD Exch 6300M 16p CL8 Swch Service

HL6T2E HPE Aruba Networking Foundational Care 5Y NBD Exch 6300M 24 PoE Switch SVC

HL6A9E HPE Aruba Networking Foundational Care 5Y NBD Exch 6300M 24 SR PoE Switch SVC

HL7L2E HPE Aruba Networking Foundational Care 5Y NBD Exch 6300M 24 Switch SVC

H13PME HPE Aruba Networking Foundational Care 5Y NBD Exch 6300M 24P Swch Service

H13THE HPE Aruba Networking Foundational Care 5Y NBD Exch 6300M 24P TAA Swch Service

HL5S4E HPE Aruba Networking Foundational Care 5Y NBD Exch 6300M 24SFP Switch SVC

H63F0E HPE Aruba Networking Foundational Care 5Y NBD Exch 6300M 24SR PoE SVC

H08SRE HPE Aruba Networking Foundational Care 5Y NBD Exch 6300M 24p 1G Fib Swch Service

H64H2E HPE Aruba Networking Foundational Care 5Y NBD Exch 6300M 24p SFP+ LRM SVC

H08XQE HPE Aruba Networking Foundational Care 5Y NBD Exch 6300M 32p CL8 Swch Service

HR5B7E HPE Aruba Networking Foundational Care 5Y NBD Exch 6300M 48 PoE Switch SVC

HR4T2E HPE Aruba Networking Foundational Care 5Y NBD Exch 6300M 48 SR PoE Switch SVC

HL7B7E HPE Aruba Networking Foundational Care 5Y NBD Exch 6300M 48 Switch SVC

H58U2E HPE Aruba Networking Foundational Care 5Y NBD Exch 6300M 48 Switch SVC

H13YCE HPE Aruba Networking Foundational Care 5Y NBD Exch 6300M 48P Swch Service

H14CXE HPE Aruba Networking Foundational Care 5Y NBD Exch 6300M 48P TAA Swch Service

H14HSE HPE Aruba Networking Foundational Care 5Y NBD Exch 6300M 48SR10 Swch Service

H14MME HPE Aruba Networking Foundational Care 5Y NBD Exch 6300M 48SR10 TAA Swch Service

H09CNE HPE Aruba Networking Foundational Care 5Y NBD Exch 6300M 48p 1G Fib Swch Service

H63U1E HPE Aruba Networking Foundational Care 5Y NBD Exch 6300M 48p SR5 PoE SVC

H13FWE HPE Aruba Networking Foundational Care 5Y NBD Exch HW Only 6300M 16P Swch Service

H13KRE HPE Aruba Networking Foundational Care 5Y NBD Exch HW Only 6300M 16P TAA Swch Service

H08NRE HPE Aruba Networking Foundational Care 5Y NBD Exch HW Only 6300M 16p CL8 Swch Service

H13PLE HPE Aruba Networking Foundational Care 5Y NBD Exch HW Only 6300M 24P Swch Service
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H13TGE HPE Aruba Networking Foundational Care 5Y NBD Exch HW Only 6300M 24P TAA Swch Service

H08SQE HPE Aruba Networking Foundational Care 5Y NBD Exch HW Only 6300M 24p 1G Fib Swch Service

H08XNE HPE Aruba Networking Foundational Care 5Y NBD Exch HW Only 6300M 32p CL8 Swch Service

H13YBE HPE Aruba Networking Foundational Care 5Y NBD Exch HW Only 6300M 48P Swch Service

H14CWE HPE Aruba Networking Foundational Care 5Y NBD Exch HW Only 6300M 48P TAA Swch Service

H14HRE HPE Aruba Networking Foundational Care 5Y NBD Exch HW Only 6300M 48SR10 Swch Service

H14MLE HPE Aruba Networking Foundational Care 5Y NBD Exch HW Only 6300M 48SR10 TAA Swch Service

H09CME HPE Aruba Networking Foundational Care 5Y NBD Exch HW Only 6300M 48p 1G Fib Swch Service

HR6G3E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 6300F 24 PoE Switch SVC

HR6Z3E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 6300F 24 Switch SVC

HR5X8E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 6300F 48 PoE Switch SVC

HR6Q8E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 6300F 48 Switch SVC

H01GTE HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 6300L 24 SW SVC

H01NZE HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 6300L 48 SW SVC

HL6T1E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 6300M 24 PoE Switch SVC

HL6A8E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 6300M 24 SR PoE Switch SVC

HL7L1E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 6300M 24 Switch SVC

HL5S3E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 6300M 24SFP Switch SVC

H63E9E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 6300M 24SR PoE SVC

H64H1E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 6300M 24p SFP+ LRM SVC

HR5B6E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 6300M 48 PoE Switch SVC

HR4T1E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 6300M 48 SR PoE Switch SVC

H58U1E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 6300M 48 Switch SVC

HL7B6E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 6300M 48 Switch SVC

H63U0E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 6300M 48p SR5 PoE SVC

HL8A8E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6300F 24 PoE Switch SVC

HL8J6E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6300F 24 Switch SVC

HL7W9E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6300F 48 PoE Switch SVC

HR6T1E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6300F 48 Switch SVC

H01LBE HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6300L 24 SW SVC

H01SHE HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6300L 48 SW SVC

H13HXE HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6300M 16P Swch Service

H13MSE HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6300M 16P TAA Swch Service

H08QTE HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6300M 16p CL8 Swch Service

HL7A0E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6300M 24 PoE Switch SVC

HL6D1E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6300M 24 SR PoE Switch SVC

HPE Networking CX6300 Switch Series  |  90



HL7T0E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6300M 24 Switch SVC

H13RME HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6300M 24P Swch Service

H13WHE HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6300M 24P TAA Swch Service

HR4H0E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6300M 24SFP Switch SVC

H63M8E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6300M 24SR PoE SVC

H08VSE HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6300M 24p 1G Fib Swch Service

H64Q0E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6300M 24p SFP+ LRM SVC

H08ZRE HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6300M 32p CL8 Swch Service

HR5D9E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6300M 48 PoE Switch SVC

HL6H0E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6300M 48 SR PoE Switch SVC

H59E8E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6300M 48 Switch SVC

HR5S3E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6300M 48 Switch SVC

H14BCE HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6300M 48P Swch Service

H14FXE HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6300M 48P TAA Swch Service

H14KSE HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6300M 48SR10 Swch Service

H14PME HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6300M 48SR10 TAA Swch Service

H09FQE HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6300M 48p 1G Fib Swch Service

H64A9E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6300M 48p SR5 PoE SVC

HL8A9E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6300F 24 PoE Switch SVC

HL8J7E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6300F 24 Switch SVC

HL7X0E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6300F 48 PoE Switch SVC

HR6T2E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6300F 48 Switch SVC

H01LCE HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6300L 24 SW SVC

H01SJE HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6300L 48 SW SVC

H13HYE HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6300M 16P Swch Service

H13MTE HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6300M 16P TAA Swch Service

H08QVE HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6300M 16p CL8 Swch Service

HL7A1E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6300M 24 PoE Switch SVC

HL6D2E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6300M 24 SR PoE Switch SVC

HL7T1E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6300M 24 Switch SVC

H13RNE HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6300M 24P Swch Service

H13WJE HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6300M 24P TAA Swch Service

HR4H1E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6300M 24SFP Switch SVC

H63M9E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6300M 24SR PoE SVC

H08VTE HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6300M 24p 1G Fib Swch Service

H64Q1E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6300M 24p SFP+ LRM SVC
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H08ZSE HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6300M 32p CL8 Swch Service

HR5E0E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6300M 48 PoE Switch SVC

HL6H1E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6300M 48 SR PoE Switch SVC

H59E9E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6300M 48 Switch SVC

HR5S4E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6300M 48 Switch SVC

H14BDE HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6300M 48P Swch Service

H14FYE HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6300M 48P TAA Swch Service

H14KTE HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6300M 48SR10 Swch Service

H14PNE HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6300M 48SR10 TAA Swch Service

H09FRE HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6300M 48p 1G Fib Swch Service

H64B0E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6300M 48p SR5 PoE SVC

HR6G6E HPE Aruba Networking Foundational Care 5Y NBD Onsite 6300F 24 PoE Switch SVC

HR6Z6E HPE Aruba Networking Foundational Care 5Y NBD Onsite 6300F 24 Switch SVC

HR5Y1E HPE Aruba Networking Foundational Care 5Y NBD Onsite 6300F 48 PoE Switch SVC

HR6R1E HPE Aruba Networking Foundational Care 5Y NBD Onsite 6300F 48 Switch SVC

H13FZE HPE Aruba Networking Foundational Care 5Y NBD Onsite 6300M 16P Swch Service

H13KVE HPE Aruba Networking Foundational Care 5Y NBD Onsite 6300M 16P TAA Swch Service

HL6T4E HPE Aruba Networking Foundational Care 5Y NBD Onsite 6300M 24 PoE Switch SVC

HL6B1E HPE Aruba Networking Foundational Care 5Y NBD Onsite 6300M 24 SR PoE Switch SVC

HL7L4E HPE Aruba Networking Foundational Care 5Y NBD Onsite 6300M 24 Switch SVC

H13PQE HPE Aruba Networking Foundational Care 5Y NBD Onsite 6300M 24P Swch Service

H13TKE HPE Aruba Networking Foundational Care 5Y NBD Onsite 6300M 24P TAA Swch Service

HL5S6E HPE Aruba Networking Foundational Care 5Y NBD Onsite 6300M 24SFP Switch SVC

HR5B9E HPE Aruba Networking Foundational Care 5Y NBD Onsite 6300M 48 PoE Switch SVC

HR4T4E HPE Aruba Networking Foundational Care 5Y NBD Onsite 6300M 48 SR PoE Switch SVC

H58U4E HPE Aruba Networking Foundational Care 5Y NBD Onsite 6300M 48 Switch SVC

HL7B9E HPE Aruba Networking Foundational Care 5Y NBD Onsite 6300M 48 Switch SVC

H13YFE HPE Aruba Networking Foundational Care 5Y NBD Onsite 6300M 48P Swch Service

H14CZE HPE Aruba Networking Foundational Care 5Y NBD Onsite 6300M 48P TAA Swch Service

H14HVE HPE Aruba Networking Foundational Care 5Y NBD Onsite 6300M 48SR10 Swch Service

H14MQE HPE Aruba Networking Foundational Care 5Y NBD Onsite 6300M 48SR10 TAA Swch Service

HR6G7E HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 6300F 24 PoE Switch SVC

HR6Z7E HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 6300F 24 Switch SVC

HR5Y2E HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 6300F 48 PoE Switch SVC

HR6R2E HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 6300F 48 Switch SVC

H13GBE HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 6300M 16P Swch Service
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H13KWE HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 6300M 16P TAA Swch Service

HL6T5E HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 6300M 24 PoE Switch SVC

HL6B2E HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 6300M 24 SR PoE Switch SVC

HL7L5E HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 6300M 24 Switch SVC

H13PRE HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 6300M 24P Swch Service

H13TLE HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 6300M 24P TAA Swch Service

HL5S7E HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 6300M 24SFP Switch SVC

HR5C0E HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 6300M 48 PoE Switch SVC

HR4T5E HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 6300M 48 SR PoE Switch SVC

H58U5E HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 6300M 48 Switch SVC

HL7C0E HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 6300M 48 Switch SVC

H13YGE HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 6300M 48P Swch Service

H14DBE HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 6300M 48P TAA Swch Service

H14HWE HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 6300M 48SR10 Swch Service

H14MRE HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 6300M 48SR10 TAA Swch Service

H01GYE HPE Aruba Networking Foundational Care 5Y NBD with CDMR 6300L 24 SW SVC

H01PFE HPE Aruba Networking Foundational Care 5Y NBD with CDMR 6300L 48 SW SVC

H13GGE HPE Aruba Networking Foundational Care 5Y SW + Technical Support 6300M 16P Swch Service

H13LBE HPE Aruba Networking Foundational Care 5Y SW + Technical Support 6300M 16P TAA Swch Service

H13PWE HPE Aruba Networking Foundational Care 5Y SW + Technical Support 6300M 24P Swch Service

H13TRE HPE Aruba Networking Foundational Care 5Y SW + Technical Support 6300M 24P TAA Swch Service

H13YLE HPE Aruba Networking Foundational Care 5Y SW + Technical Support 6300M 48P Swch Service

H14DGE HPE Aruba Networking Foundational Care 5Y SW + Technical Support 6300M 48P TAA Swch Service

H14JBE HPE Aruba Networking Foundational Care 5Y SW + Technical Support 6300M 48SR10 Swch Service

H14MWE HPE Aruba Networking Foundational Care 5Y SW + Technical Support 6300M 48SR10 TAA Swch
Service

H13JKE HPE Aruba Networking Foundational Care 5Y SW + Technical Support Vol T2 6300M 16P Swch Service

H13NFE HPE Aruba Networking Foundational Care 5Y SW + Technical Support Vol T2 6300M 16P TAA Swch
Service

H13RZE HPE Aruba Networking Foundational Care 5Y SW + Technical Support Vol T2 6300M 24P Swch Service

H13WVE HPE Aruba Networking Foundational Care 5Y SW + Technical Support Vol T2 6300M 24P TAA Swch
Service

H14BQE HPE Aruba Networking Foundational Care 5Y SW + Technical Support Vol T2 6300M 48P Swch Service

H14GKE HPE Aruba Networking Foundational Care 5Y SW + Technical Support Vol T2 6300M 48P TAA Swch
Service

H14LFE HPE Aruba Networking Foundational Care 5Y SW + Technical Support Vol T2 6300M 48SR10 Swch
Service

H14PZE HPE Aruba Networking Foundational Care 5Y SW +Technical Support Vol T2 6300M 48SR10 TAA Swch
Service
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H58V5PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Exch 6300M 48 Switch SVC

H58Y3PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Exch Vol T1 6300M 48 Switch SVC

H58Y4PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Exch Vol T2 6300M 48 Switch SVC

H58W1PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Onsite 6300M 48 Switch SVC

H58W2PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Onsite CDMR 6300M 48 Switch SVC

H58W0PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Onsite Hardware Only 6300M 48 Switch SVC

H58W3PE HPE Aruba Networking RNWL Foundational Care 1Y CTR 6-Hour 6300M 48 Switch SVC

H58W4PE HPE Aruba Networking RNWL Foundational Care 1Y CTR 6-Hour CDMR 6300M 48 Switch SVC

H58V4PE HPE Aruba Networking RNWL Foundational Care 1Y NBD Exch 6300M 48 Switch SVC

H58X9PE HPE Aruba Networking RNWL Foundational Care 1Y NBD Exch Vol T1 6300M 48 Switch SVC

H58Y0PE HPE Aruba Networking RNWL Foundational Care 1Y NBD Exch Vol T2 6300M 48 Switch SVC

H58V6PE HPE Aruba Networking RNWL Foundational Care 1Y NBD Onsite 6300M 48 Switch SVC

H58V7PE HPE Aruba Networking RNWL Foundational Care 1Y NBD Onsite CDMR 6300M 48 Switch SVC
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Services HPE
Où que vous en soyez dans votre parcours de transformation, vous pouvez compter sur l’expertise HPE Services
quand, où et comme vous en avez besoin. De la stratégie et de la planification au déploiement, en passant par
les opérations actuelles et futures, les experts HPE sont à votre disposition pour vous aider à réaliser vos
ambitions numériques.

Services de conseil et professionnels

Nos experts peuvent vous aider à cartographier votre parcours vers le cloud hybride et à optimiser vos
opérations.

Services gérés

HPE se charge de vos opérations informatiques en vous offrant une gestion unifiée, afin que vous puissiez vous
consacrer à l’innovation.

Services de support

Optimisez votre environnement informatique et stimulez l’innovation.  Gérez vos tâches informatiques
quotidiennes en consommant moins de temps et de ressources.

— HPE Complete Care Service : un service modulaire conçu pour vous aider à optimiser votre environnement
informatique complet et à atteindre les objectifs informatiques et commerciaux convenus. Le tout est mis en
œuvre par une équipe d’experts HPE dédiée.

— HPE Tech Care Service : l’expérience de services opérationnels des produits HPE. Ce service vous donne
accès à des experts spécialisés dans des produits spécifiques, une expérience numérique pilotée par l’IA et
des conseils techniques généraux pour réduire les risques et rechercher en permanence des moyens de
mieux faire.

— HPE Multivendor Services : un seul interlocuteur pour la gestion du matériel sur site et le support logiciel
pour les produits multifournisseurs. Les experts HPE vous aident à gérer vos technologies et plateformes HPE
et non HPE en agissant en tant que point de contact unique pour vos besoins opérationnels informatiques.

Lifecycle Services

Répondez à vos besoins spécifiques en matière de déploiement informatique avec des services de gestion de
projets et de déploiement sur mesure.

HPE Education Services

Formations et certifications conçues pour les professionnels de l’informatique et les équipes commerciales de
tous les secteurs. Créez des cursus de formation pour développer les compétences sur des sujets spécifiques.
Programmez des formations selon un calendrier adapté à votre activité, avec des options flexibles de formation
continue.

Defective Media Retention est en option et vous permet de conserver les baies SSD/flash éligibles remplacées
par HPE en raison d’un dysfonctionnement.

GreenLake

GreenLake est le cloud qui vous permet d’exécuter et de gérer l’ensemble de votre paysage hybride : privé,
public et edge. Il vous aide à :

— Rationaliser les opérations informatiques pour le calcul, le stockage et le réseau, sans les complications

— Unifier et sécuriser les données à mesure que vous gagnez en rapidité

— Accélérer le passage du projet IA à la production
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Le résultat : une plus grande efficacité opérationnelle, un coût total de possession réduit et une mise en
application plus rapide de l’IA, le tout à partir d’une plateforme unifiée et intelligente, conçue pour l’entreprise
hybride d’aujourd’hui.
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Pour plus d'informations techniques, les
modèles disponibles et les options, veuillez
vous référer aux QuickSpecs

Dialoguer en ligne

© Copyright 2026 Hewlett Packard Enterprise Development LP. Les
informations contenues dans ce document sont sujettes à modification sans
préavis. Les seules garanties relatives aux produits et services Hewlett Packard
Enterprise sont stipulées dans les déclarations de garantie expresses
accompagnant ces produits et services. Aucune déclaration contenue dans ce
document ne peut être interprétée comme constituant une garantie
supplémentaire. Hewlett Packard Enterprise décline toute responsabilité en cas
d'erreurs ou d'omissions de nature technique ou rédactionnelle dans le présent
document.

Pièces et équipements : HPE fournira les pièces de rechange et le matériel
nécessaires à l'entretien des équipements couverts.

Les pièces et les composants dont la durée de vie prise en charge maximale
et/ou les limites d’utilisation maximale sont atteintes, conformément à ce qui est
indiqué dans le manuel d'utilisation du fabricant, dans la fiche de présentation
des caractéristiques techniques ou dans la fiche de description technique, ne
seront pas fournis, réparés ou remplacés.

Arm et Arm Cortex sont des marques déposées d’Arm Limited.; Microsoft est
une marque déposée ou une marque commerciale de Microsoft Corporation
aux États-Unis et/ou dans d’autres pays.; SAP et SAP HANA sont des marques
commerciales ou des marques déposées de SAP SE (ou une filiale de SAP) en
Allemagne et dans d’autres pays.; VMware est une marque commerciale ou une
marque déposée de VMware, LLC ou de ses filiales aux États-Unis et dans
d’autres pays.; Toutes les marques de tiers appartiennent à leurs propriétaires
respectifs.

L'image peut être différente du produit réel.
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