
HPE Aruba Networking CX
8360 v2 Switch Series

Nouveautés

– 48 ports 1/10/25G avec 4 MACsec, 6
ports 40/100G avec 2 MACsec
(connectivité sécurisée MACsec sur
des domaines non fiables)

– Une architecture entièrement
distribuée haute performance offre
jusqu'à 4,8 Tbit/s de commutation et
1786 Mpps de transfert.

– La surveillance et la visibilité
intelligentes sont assurées par le
moteur d'analyse réseau HPE Aruba
Networking CX (NAE).

– Haute disponibilité avec redondance
HPE Aruba Networking Virtual
Switching Extension (VSX) de pointe,
ainsi que des modules d'alimentation
et ventilateurs redondants.

Vue d'ensemble
La gamme de commutateurs HPE Aruba Networking CX 8360 v2 est conçue
pour les couches cœur et d'agrégation de nouvelle génération des campus,
ainsi que pour les environnements de centres de données virtuels et
hautement dynamiques. La série de commutateurs offre une capacité de
commutation allant jusqu'à 4,8 Tbit/s, avec des interfaces Gigabit Ethernet à
débit de ligne, y compris la prise en charge de la connectivité HPE Smart
Rate (1/2,5/5 Gbit/s), 10 Gbit/s, 25 Gbit/s, 40 Gbit/s, 50 Gbit/s et 100 Gbit/s
dans un format compact 1U.

Ces commutateurs constituent un excellent investissement pour les clients
souhaitant migrer des anciens réseaux 1/10GbE vers des réseaux plus
rapides de 25GbE, ou des liaisons montantes 10/40GbE vers des ports
50/100GbE. De plus, les modèles CX 8360 à 48 et 32 ports 25G prennent en
charge les ports MACsec à faible densité et permettent une connectivité
sécurisée à 10GbE et 25GbE sur des domaines non sécurisés. MACsec est
également pris en charge sur 2 ports haut débit 40/100G sur le modèle CX
8360 à 48 ports.

Fiche technique



– L'ensemble de fonctions avancées de
couches 2/3 comprend les
protocoles BGP, OSPF, VRF, EVPN,
VXLAN et IPv6

– Les modèles CX 8360 à 48 ports et
32 ports 25G prennent en charge des
ports MACsec à faible densité et
permettent une connectivité
sécurisée à 10GbE et 25GbE sur des
domaines non sécurisés.

Caractéristiques

Architecture modulaire cloud-native

La gamme de commutateurs HPE Aruba Networking CX 8360 v2 intègre le système d'exploitation HPE Aruba
Networking CX Switch Operating System (AOS-CX) qui simplifie la complexité de la gestion des réseaux de
centres de données grâce à des options d'automatisation adaptées au modèle opérationnel de votre
organisation informatique.

Elle détecte de manière proactive les problèmes et accélère la résolution des incidents grâce à des informations
exploitables fournies par un moteur d'analyse intégré dans chaque commutateur.

Les API compatibles REST et le chiffrement Python fournissent une architecture de microservices affinés
permettant une intégration complète avec d'autres systèmes et services de workflow.

La synchronisation d'état continue assure une tolérance aux pannes supérieure et une haute disponibilité grâce
à une infrastructure ininterrompue, conçue pour la résilience et les mises à niveau sans temps d'arrêt.

L'ensemble de fonctions avancées de couches 2/3 comprend les protocoles BGP, OSPF, VRF, EVPN, VXLAN et
IPv6

Moteur d'analyse réseau HPE Aruba Networking CX (NAE)

La gamme de commutateurs HPE Aruba Networking CX 8360 v2 utilise le moteur d'analyse réseau HPE Aruba
Networking CX (NAE) pour une télémétrie et une automatisation avancées afin de fournir des systèmes de
surveillance et de dépannage inédits dans le secteur, améliorant considérablement les opérations réseau.

La base de données de séries temporelles (TSDB) est utilisée pour stocker la configuration et l'état opérationnel
afin de développer des modules logiciels pour résoudre les problèmes. Ces données peuvent également être
utilisées pour analyser les tendances, identifier les anomalies et prévoir les besoins futurs en capacité.

Disponibilité et résilience élevées

Les processus logiciels de la gamme de commutateurs HPE Aruba Networking CX 8360 v2 fonctionnent sous
forme de microservices qui communiquent via la base de données d'état du commutateur.

HPE Aruba Networking Virtual Switching Extension (VSX) offre une solution robuste pour la haute disponibilité
grâce à une conception unique pour la synchronisation du plan de contrôle et une architecture redondante au
niveau matériel et logiciel, grâce au déploiement de deux châssis avec une liaison inter-commutateurs.

HPE Aruba Networking VSX fournit une solution robuste mais simple pour une haute disponibilité, avec une
conception unique pour la synchronisation du panneau de commande et une architecture redondante à la fois
matérielle et logicielle en déployant deux châssis dotés d’un lien inter-commutateurs, chaque châssis
conservant un contrôle indépendant.
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Automatisation software-defined

La gamme de commutateurs HPE Aruba Networking CX 8360 v2 est prise en charge par HPE Aruba Networking
Fabric Composer, une solution d’orchestration software-defined, qui simplifie et accélère le provisionnement du
réseau Leaf-Spine et les opérations quotidiennes sur l'infrastructure de calcul et de stockage à l'échelle du rack.

Elle orchestre un ensemble distinct de commutateurs comme un fabric réseau unique afin de simplifier les
opérations et la résolution des incidents. Cette solution prenant en charge l'infrastructure et les applications
automatise également divers événements de configuration et de cycle de vie.

Caractéristiques techniques HPE Aruba Networking CX 8360 v2 Switch Series

Consommation électrique Maximum : 350W à 725W selon le modèle
Veille : 110W à 230W selon le modèle

Dissipation thermique 1 109 à 1 450 BTU/h selon le modèle

Tension d'entrée 100–127 V / 200–240 VCA
7,1 A ; 100–127 VCA
3,4 A ; 200–240 VCA

Ports Cela dépend du modèle :
12 ports 40/100GbE (QSFP+/QSFP28) (4 câbles de dérivation 10/25G en option)
24 ports 1/10 GbE (SFP/SFP+) 2 ports 40/100 GbE (QSFP+/QSFP28) (émetteurs-
récepteurs SFP 1GBASE-T et SFP+ 10GBASE-T et 4 câbles de dérivation 10/25G en option)
48 ports 100M/1/10GBASE-T 4 ports 40/100GbE (QSFP+/QSFP28)

Capacité de basculement Offre jusqu'à 4,8 Tbit/s pour la commutation bidirectionnelle selon le modèle

Débit 1 309 Mpps selon le modèle

Mémoire et processeur Unité centrale : 1,8 GHz 4 cœurs 64 bits;
RAM : 16 Go
Flash/Stockage : 32 Go
Mémoire tampon de paquets : 32 Mo

Nom du module
d'alimentation

2 modules d'alimentation  remplaçables sur site et permutables à chaud selon le modèle

Fonctions d'administration Console série RJ45 et USB-C
Port Ethernet RJ45
USB de type A

Température de
fonctionnement

De 0°C à 45°C (32°F à 113°F) jusqu'à 1 500 m (5 000 pieds)

Poids De 7,71 kg à 10,73 kg selon le modèle

Dimensions du produit
(mesure métrique)

De 4,40 x 4,42 x 40,6 cm à 4,40 x 4,42 x 55,9 cm

Garantie Garantie limitée à vie. Voir la période de garantie.
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Comparaison SKU

HPE Aruba Networking
CX 8360-12C v2 12-port
100G QSFP+/QSFP28
Back-to-Front 3 Fans 2
AC Bundle (JL709C)

HPE Aruba Networking
CX 8360-12C v2 12-port
100G QSFP+/QSFP28
Front-to-Back 3 Fans 2
AC Bundle (JL708C)

HPE Aruba Networking
CX 8360-12C v2 12-port
100G QSFP+/QSFP28
Switch (JL721C)

HPE Aruba Networking
CX 8360-12C v2 Port-
to-Power Airflow 3 Fans
2 PSU Attached Bundle
(R9G14A)

HPE Aruba Networking
CX 8360-12C v2 Power-
to-Port Airflow 3 Fans 2
PSU Attached Bundle
(R9G15A)

Différenciateur Les bundles CX 8360 v2
comprennent un
ventilateur redondant,
un module
d'alimentation
redondant et un kit de
rack à deux montants. Le
kit de montage rack à 4
montants doit être
commandé séparément.

Les bundles CX 8360 v2
comprennent un
ventilateur redondant,
un module
d'alimentation
redondant et un kit de
rack à deux montants. Le
kit de montage rack à 4
montants doit être
commandé séparément.

Pièces détachées de
l'unité de base
(ventilateurs,
alimentations non inclus)

Les bundles CX 8360 v2
comprennent un
ventilateur redondant,
un module
d'alimentation
redondant et un kit de
rack à deux montants. Le
kit de montage rack à 4
montants doit être
commandé séparément.

Les bundles CX 8360 v2
comprennent un
ventilateur redondant,
un module
d'alimentation
redondant et un kit de
rack à deux montants. Le
kit de montage rack à 4
montants doit être
commandé séparément.

Consommation électrique Maximum : 325W
Ralenti : 120W

Dissipation thermique 1 280 BTU/h

Tension d'entrée 7,1 A 100-127 VCA
3,4 A 200-240 VCA

Ports 12 ports 40/100GbE (QSFP+/QSFP28)
(câbles de dérivation 4 x 10/25G en option pris en charge)

Capacité de basculement 2,4 Tbits/sec

Débit 1 309 Mpps selon le modèle

Mémoire et processeur Unité centrale : 1,8 GHz 4 cœurs 64 bits;
RAM : 16 Go
Flash/Stockage : 32 Go
Mémoire tampon de paquets : 32 Mo

Nom du module d'alimentation 2 modules d'alimentation  remplaçables sur site et permutables à chaud selon le modèle
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HPE Aruba Networking
CX 8360-12C v2 12-port
100G QSFP+/QSFP28
Back-to-Front 3 Fans 2
AC Bundle (JL709C)

HPE Aruba Networking
CX 8360-12C v2 12-port
100G QSFP+/QSFP28
Front-to-Back 3 Fans 2
AC Bundle (JL708C)

HPE Aruba Networking
CX 8360-12C v2 12-port
100G QSFP+/QSFP28
Switch (JL721C)

HPE Aruba Networking
CX 8360-12C v2 Port-
to-Power Airflow 3 Fans
2 PSU Attached Bundle
(R9G14A)

HPE Aruba Networking
CX 8360-12C v2 Power-
to-Port Airflow 3 Fans 2
PSU Attached Bundle
(R9G15A)

Fonctions d'administration Console série RJ45 et USB-C
Port Ethernet RJ45
USB de type A

Température de fonctionnement De 0°C à 40°C (32°F à
104°F) jusqu'à 1 500 m (5
000 pieds)

De 0°C à 45°C (32°F à
113°F) jusqu'à 1 500 m (5
000 pieds)

De 0°C à 45°C (32°F à
113°F) jusqu'à 1 500 m (5
000 pieds)

De 0°C à 45°C (32°F à
113°F) jusqu'à 1 500 m (5
000 pieds)

De 0°C à 45°C (32°F à
113°F) jusqu'à 1 500 m (5
000 pieds)

Poids 8,01 kg 8,01 kg De 7,71 kg à 10,73 kg
selon le modèle

De 7,71 kg à 10,73 kg
selon le modèle

De 7,71 kg à 10,73 kg
selon le modèle

Dimensions du produit (mesure
métrique)

4,40 x 4,42 x 40,6 cm 4,40 x 4,42 x 40,6 cm De 4,40 x 4,42 x 40,6 cm
à 4,40 x 4,42 x 55,9 cm

De 4,40 x 4,42 x 40,6 cm
à 4,40 x 4,42 x 55,9 cm

De 4,40 x 4,42 x 40,6 cm
à 4,40 x 4,42 x 55,9 cm

Garantie Garantie limitée à vie. Voir la période de garantie.
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HPE Aruba Networking
CX 8360-16Y2C v2 16
port 25G
SFP/SFP+/SFP28 2-port
100G QSFP+/QSFP28
Switch (JL718C)

HPE Aruba Networking
CX 8360-16Y2C v2 16p
25G SFP/SFP+/SFP28
2p 100G QSFP+/28 BF 3
Fans 2 AC Bdl (JL703C)

HPE Aruba Networking
CX 8360-16Y2C v2 16p
25G SFP/SFP+/SFP28
2p 100G QSFP+/28 FB 3
Fans 2 AC Bdl (JL702C)

HPE Aruba Networking
CX 8360-16Y2C v2
Port-to-Power Airflow 3
Fans 2 PSU Attached
Bundle (R9G10A)

HPE Aruba Networking
CX 8360-16Y2C v2
Power-to-Port Airflow 3
Fans 2 PSU Attached
Bundle (R9G11A)

Différenciateur Pièces détachées de
l'unité de base
(ventilateurs,
alimentations non inclus)

Les bundles CX 8360 v2
comprennent un
ventilateur redondant,
un module
d'alimentation
redondant et un kit de
rack à deux montants. Le
kit de montage rack à 4
montants doit être
commandé séparément.

Les bundles CX 8360 v2
comprennent un
ventilateur redondant,
un module
d'alimentation
redondant et un kit de
rack à deux montants. Le
kit de montage rack à 4
montants doit être
commandé séparément.

Les bundles CX 8360 v2
comprennent un
ventilateur redondant,
un module
d'alimentation
redondant et un kit de
rack à deux montants. Le
kit de montage rack à 4
montants doit être
commandé séparément.

Les bundles CX 8360 v2
comprennent un
ventilateur redondant,
un module
d'alimentation
redondant et un kit de
rack à deux montants. Le
kit de montage rack à 4
montants doit être
commandé séparément.

Consommation électrique Maximum : 325W
Ralenti : 110W

Dissipation thermique 1 109 BTU/h

Tension d'entrée 7,1 A 100-127 VCA
3,4 A 200-240 VCA

Ports 16 ports 1/10/25GbE (SFP/SFP+/SFP28)
2 ports 40/100GbE (QSFP+/QSFP28)
(émetteurs-récepteurs en option 1GBASE-T SFP et 10GBASE-T SFP+ et câbles de dérivation 4 x 10/25G pris en charge)

Capacité de basculement 1,2 Tbit/s

Débit 1 309 Mpps selon le modèle

Mémoire et processeur Unité centrale : 1,8 GHz 4 cœurs 64 bits;
RAM : 16 Go
Flash/Stockage : 32 Go
Mémoire tampon de paquets : 32 Mo

Nom du module d'alimentation 2 modules d'alimentation  remplaçables sur site et permutables à chaud selon le modèle

Fonctions d'administration Console série RJ45 et USB-C
Port Ethernet RJ45
USB de type A
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HPE Aruba Networking
CX 8360-16Y2C v2 16
port 25G
SFP/SFP+/SFP28 2-port
100G QSFP+/QSFP28
Switch (JL718C)

HPE Aruba Networking
CX 8360-16Y2C v2 16p
25G SFP/SFP+/SFP28
2p 100G QSFP+/28 BF 3
Fans 2 AC Bdl (JL703C)

HPE Aruba Networking
CX 8360-16Y2C v2 16p
25G SFP/SFP+/SFP28
2p 100G QSFP+/28 FB 3
Fans 2 AC Bdl (JL702C)

HPE Aruba Networking
CX 8360-16Y2C v2
Port-to-Power Airflow 3
Fans 2 PSU Attached
Bundle (R9G10A)

HPE Aruba Networking
CX 8360-16Y2C v2
Power-to-Port Airflow 3
Fans 2 PSU Attached
Bundle (R9G11A)

Température de fonctionnement De 0°C à 45°C (32°F à
113°F) jusqu'à 1 500 m (5
000 pieds)

De 0°C à 40°C (32°F à
104°F) jusqu'à 1 500 m (5
000 pieds)

De 0°C à 45°C (32°F à
113°F) jusqu'à 1 500 m (5
000 pieds)

De 0°C à 45°C (32°F à
113°F) jusqu'à 1 500 m (5
000 pieds)

De 0°C à 45°C (32°F à
113°F) jusqu'à 1 500 m (5
000 pieds)

Poids De 7,71 kg à 10,73 kg
selon le modèle

7,71 kg 7,71 kg De 7,71 kg à 10,73 kg
selon le modèle

De 7,71 kg à 10,73 kg
selon le modèle

Dimensions du produit (mesure
métrique)

De 4,40 x 4,42 x 40,6 cm
à 4,40 x 4,42 x 55,9 cm

4,40 x 4,42 x 40,6 cm 4,40 x 4,42 x 40,6 cm De 4,40 x 4,42 x 40,6 cm
à 4,40 x 4,42 x 55,9 cm

De 4,40 x 4,42 x 40,6 cm
à 4,40 x 4,42 x 55,9 cm

Garantie Garantie limitée à vie. Voir la période de garantie.
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HPE Aruba Networking
CX 8360-24XF2C v2
24-port 10G SFP/SFP+
2-port 100G
QSFP+/QSFP28 Switch
(JL722C)

HPE Aruba Networking
CX 8360-24XF2C v2
24p 10G SFP+ 2p 100G
QSFP28 BF 3 Fans 2 AC
Bundle (JL711C)

HPE Aruba Networking
CX 8360-24XF2C v2
24p 10G SFP+ 2p 100G
QSFP28 FB 3 Fans 2AC
Bundle (JL710C)

HPE Aruba Networking
CX 8360-24XF2C v2
Port-to-Power Airflow 3
Fans 2 PSU Attached
Bundle (R9G16A)

HPE Aruba Networking
CX 8360-24XF2C v2
Power-to-Port Airflow 3
Fans 2 PSU Attached
Bundle (R9G17A)

Différenciateur Pièces détachées de
l'unité de base
(ventilateurs,
alimentations non inclus)

Les bundles CX 8360 v2
comprennent un
ventilateur redondant,
un module
d'alimentation
redondant et un kit de
rack à deux montants. Le
kit de montage rack à 4
montants doit être
commandé séparément.

Les bundles CX 8360 v2
comprennent un
ventilateur redondant,
un module
d'alimentation
redondant et un kit de
rack à deux montants. Le
kit de montage rack à 4
montants doit être
commandé séparément.

Les bundles CX 8360 v2
comprennent un
ventilateur redondant,
un module
d'alimentation
redondant et un kit de
rack à deux montants. Le
kit de montage rack à 4
montants doit être
commandé séparément.

Les bundles CX 8360 v2
comprennent un
ventilateur redondant,
un module
d'alimentation
redondant et un kit de
rack à deux montants. Le
kit de montage rack à 4
montants doit être
commandé séparément.

Consommation électrique Maximum : 325W
Ralenti : 120W

Dissipation thermique 1 280 BTU/h

Tension d'entrée 7,1 A 100-127 VCA
3,4 A 200-240 VCA

Ports 24 ports 1/10GbE (SFP/SFP+)
2 ports 40/100GbE (QSFP+/QSFP28)
(émetteurs-récepteurs en option 1GBASE-T SFP et 10GBASE-T SFP+ et câbles de dérivation 4 x 10/25G pris en charge)

Capacité de basculement 880 Gbit/s

Débit 1 309 Mpps selon le modèle

Mémoire et processeur Unité centrale : 1,8 GHz 4 cœurs 64 bits;
RAM : 16 Go
Flash/Stockage : 32 Go
Mémoire tampon de paquets : 32 Mo

Nom du module d'alimentation 2 modules d'alimentation  remplaçables sur site et permutables à chaud selon le modèle

Fonctions d'administration Console série RJ45 et USB-C
Port Ethernet RJ45
USB de type A

HPE Aruba Networking CX 8360 v2 Switch Series  |  8



HPE Aruba Networking
CX 8360-24XF2C v2
24-port 10G SFP/SFP+
2-port 100G
QSFP+/QSFP28 Switch
(JL722C)

HPE Aruba Networking
CX 8360-24XF2C v2
24p 10G SFP+ 2p 100G
QSFP28 BF 3 Fans 2 AC
Bundle (JL711C)

HPE Aruba Networking
CX 8360-24XF2C v2
24p 10G SFP+ 2p 100G
QSFP28 FB 3 Fans 2AC
Bundle (JL710C)

HPE Aruba Networking
CX 8360-24XF2C v2
Port-to-Power Airflow 3
Fans 2 PSU Attached
Bundle (R9G16A)

HPE Aruba Networking
CX 8360-24XF2C v2
Power-to-Port Airflow 3
Fans 2 PSU Attached
Bundle (R9G17A)

Température de fonctionnement De 0°C à 45°C (32°F à
113°F) jusqu'à 1 500 m (5
000 pieds)

De 0°C à 40°C (32°F à
104°F) jusqu'à 1 500 m (5
000 pieds)

De 0°C à 45°C (32°F à
113°F) jusqu'à 1 500 m (5
000 pieds)

De 0°C à 45°C (32°F à
113°F) jusqu'à 1 500 m (5
000 pieds)

De 0°C à 45°C (32°F à
113°F) jusqu'à 1 500 m (5
000 pieds)

Poids De 7,71 kg à 10,73 kg
selon le modèle

8,07 kg 8,07 kg De 7,71 kg à 10,73 kg
selon le modèle

De 7,71 kg à 10,73 kg
selon le modèle

Dimensions du produit (mesure
métrique)

De 4,40 x 4,42 x 40,6 cm
à 4,40 x 4,42 x 55,9 cm

4,40 x 4,42 x 40,6 cm 4,40 x 4,42 x 40,6 cm De 4,40 x 4,42 x 40,6 cm
à 4,40 x 4,42 x 55,9 cm

De 4,40 x 4,42 x 40,6 cm
à 4,40 x 4,42 x 55,9 cm

Garantie Garantie limitée à vie. Voir la période de garantie.
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HPE Aruba Networking
CX 8360-32Y4C v2 32-
port 25G
SFP/SFP+/SFP28 4 Sec
4-port 100G
QSFP+/QSFP28 Sw
(JL717C)

HPE Aruba Networking
CX 8360-32Y4C v2 32p
25G SFP/+/28 4 Sec 4p
100G QSFP+/28 BF 3
Fans 2 AC Bdl (JL701C)

HPE Aruba Networking
CX 8360-32Y4C v2 32p
25G SFP/+/28 4 Sec 4p
100G QSFP+/28 FB 3
Fans 2 AC Bdl (JL700C)

HPE Aruba Networking
CX 8360-32Y4C v2
Port-to-Power Airflow 3
Fans 2 PSU Attached
Bundle (R9G08A)

HPE Aruba Networking
CX 8360-32Y4C v2
Power-to-Port Airflow 3
Fans 2 PSU Attached
Bundle (R9G09A)

Différenciateur Pièces détachées de
l'unité de base
(ventilateurs,
alimentations non inclus)

Les bundles CX 8360 v2
comprennent un
ventilateur redondant,
un module
d'alimentation
redondant et un kit de
rack à deux montants. Le
kit de montage rack à 4
montants doit être
commandé séparément.

Les bundles CX 8360 v2
comprennent un
ventilateur redondant,
un module
d'alimentation
redondant et un kit de
rack à deux montants. Le
kit de montage rack à 4
montants doit être
commandé séparément.

Les bundles CX 8360 v2
comprennent un
ventilateur redondant,
un module
d'alimentation
redondant et un kit de
rack à deux montants. Le
kit de montage rack à 4
montants doit être
commandé séparément.

Les bundles CX 8360 v2
comprennent un
ventilateur redondant,
un module
d'alimentation
redondant et un kit de
rack à deux montants. Le
kit de montage rack à 4
montants doit être
commandé séparément.

Consommation électrique Maximum : 425W
Ralenti : 120W

Dissipation thermique 1 450 BTU/h

Tension d'entrée 7,1 A 100-127 VCA
3,4 A 200-240 VCA

Ports 28 ports 1/10/25GbE (SFP/SFP+/SFP28),
4 ports 10/25GbE (SFP+/SFP28) avec MACsec, 4 ports 40/100GbE (QSFP+/QSFP28)
(émetteurs-récepteurs en option 1GBASE-T SFP, 10GBASE-T SFP+ et câbles de dérivation 4 x 10/25G pris en charge)

Capacité de basculement 2,4 Tbits/sec

Débit 1 309 Mpps selon le modèle

Mémoire et processeur Unité centrale : 1,8 GHz 4 cœurs 64 bits;
RAM : 16 Go
Flash/Stockage : 32 Go
Mémoire tampon de paquets : 32 Mo

Nom du module d'alimentation 2 modules d'alimentation  remplaçables sur site et permutables à chaud selon le modèle
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HPE Aruba Networking
CX 8360-32Y4C v2 32-
port 25G
SFP/SFP+/SFP28 4 Sec
4-port 100G
QSFP+/QSFP28 Sw
(JL717C)

HPE Aruba Networking
CX 8360-32Y4C v2 32p
25G SFP/+/28 4 Sec 4p
100G QSFP+/28 BF 3
Fans 2 AC Bdl (JL701C)

HPE Aruba Networking
CX 8360-32Y4C v2 32p
25G SFP/+/28 4 Sec 4p
100G QSFP+/28 FB 3
Fans 2 AC Bdl (JL700C)

HPE Aruba Networking
CX 8360-32Y4C v2
Port-to-Power Airflow 3
Fans 2 PSU Attached
Bundle (R9G08A)

HPE Aruba Networking
CX 8360-32Y4C v2
Power-to-Port Airflow 3
Fans 2 PSU Attached
Bundle (R9G09A)

Fonctions d'administration Console série RJ45 et USB-C
Port Ethernet RJ45
USB de type A

Température de fonctionnement De 0°C à 45°C (32°F à
113°F) jusqu'à 1 500 m (5
000 pieds)

De 0°C à 40°C (32°F à
104°F) jusqu'à 1 500 m (5
000 pieds)

De 0°C à 45°C (32°F à
113°F) jusqu'à 1 500 m (5
000 pieds)

De 0°C à 45°C (32°F à
113°F) jusqu'à 1 500 m (5
000 pieds)

De 0°C à 45°C (32°F à
113°F) jusqu'à 1 500 m (5
000 pieds)

Poids De 7,71 kg à 10,73 kg
selon le modèle

8,19 kg 8,19 kg De 7,71 kg à 10,73 kg
selon le modèle

De 7,71 kg à 10,73 kg
selon le modèle

Dimensions du produit (mesure
métrique)

De 4,40 x 4,42 x 40,6 cm
à 4,40 x 4,42 x 55,9 cm

4,40 x 4,42 x 40,6 cm 4,40 x 4,42 x 40,6 cm De 4,40 x 4,42 x 40,6 cm
à 4,40 x 4,42 x 55,9 cm

De 4,40 x 4,42 x 40,6 cm
à 4,40 x 4,42 x 55,9 cm

Garantie Garantie limitée à vie. Voir la période de garantie.
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HPE Aruba Networking
CX 8360-48XT4C v2
48-port 1G/10GBase-T
4-port 100G
QSFP+/QSFP28 Switch
(JL720C)

HPE Aruba Networking
CX 8360-48XT4C v2
48p 1G/10GBase-T 4p
100G QSFP28 BF 3
Fans 2AC Bundle
(JL707C)

HPE Aruba Networking
CX 8360-48XT4C v2
48p 1G/10GBase-T 4p
100G QSFP28 FB 3
Fans 2AC Bundle
(JL706C)

HPE Aruba Networking
CX 8360-48XT4C v2
Port-to-Power Airflow 3
Fans 2 PSU Attached
Bundle (R9G12A)

HPE Aruba Networking
CX 8360-48XT4C v2
Power-to-Port Airflow 3
Fans 2 PSU Attached
Bundle (R9G13A)

Différenciateur Pièces détachées de
l'unité de base
(ventilateurs,
alimentations non inclus)

Les bundles CX 8360 v2
comprennent un
ventilateur redondant,
un module
d'alimentation
redondant et un kit de
rack à deux montants. Le
kit de montage rack à 4
montants doit être
commandé séparément.

Les bundles CX 8360 v2
comprennent un
ventilateur redondant,
un module
d'alimentation
redondant et un kit de
rack à deux montants. Le
kit de montage rack à 4
montants doit être
commandé séparément.

Les bundles CX 8360 v2
comprennent un
ventilateur redondant,
un module
d'alimentation
redondant et un kit de
rack à deux montants. Le
kit de montage rack à 4
montants doit être
commandé séparément.

Les bundles CX 8360 v2
comprennent un
ventilateur redondant,
un module
d'alimentation
redondant et un kit de
rack à deux montants. Le
kit de montage rack à 4
montants doit être
commandé séparément.

Consommation électrique Maximum : 500 W ;
Inactif : 120 W

Dissipation thermique 1 706 BTU/h

Tension d'entrée 7,1 A 100-127 VCA
3,4 A 200-240 VCA

Ports 48 ports 100M/1/10GBASE-T,
4 ports 40/100GbE (QSFP+/QSFP28)
HPE Smart Rate

Capacité de basculement 1,76 Tbit/s

Débit 1 309 Mpps selon le modèle

Mémoire et processeur Unité centrale : 1,8 GHz 4 cœurs 64 bits;
RAM : 16 Go
Flash/Stockage : 32 Go
Mémoire tampon de paquets : 32 Mo

Nom du module d'alimentation 2 modules d'alimentation  remplaçables sur site et permutables à chaud selon le modèle

Fonctions d'administration Console série RJ45 et USB-C
Port Ethernet RJ45
USB de type A
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HPE Aruba Networking
CX 8360-48XT4C v2
48-port 1G/10GBase-T
4-port 100G
QSFP+/QSFP28 Switch
(JL720C)

HPE Aruba Networking
CX 8360-48XT4C v2
48p 1G/10GBase-T 4p
100G QSFP28 BF 3
Fans 2AC Bundle
(JL707C)

HPE Aruba Networking
CX 8360-48XT4C v2
48p 1G/10GBase-T 4p
100G QSFP28 FB 3
Fans 2AC Bundle
(JL706C)

HPE Aruba Networking
CX 8360-48XT4C v2
Port-to-Power Airflow 3
Fans 2 PSU Attached
Bundle (R9G12A)

HPE Aruba Networking
CX 8360-48XT4C v2
Power-to-Port Airflow 3
Fans 2 PSU Attached
Bundle (R9G13A)

Température de fonctionnement De 0°C à 45°C (32°F à
113°F) jusqu'à 1 500 m (5
000 pieds)

De 0°C à 40°C (32°F à
104°F) jusqu'à 1 500 m (5
000 pieds)

De 0°C à 45°C (32°F à
113°F) jusqu'à 1 500 m (5
000 pieds)

De 0°C à 45°C (32°F à
113°F) jusqu'à 1 500 m (5
000 pieds)

De 0°C à 45°C (32°F à
113°F) jusqu'à 1 500 m (5
000 pieds)

Poids De 7,71 kg à 10,73 kg
selon le modèle

8,55 kg 8,55 kg De 7,71 kg à 10,73 kg
selon le modèle

De 7,71 kg à 10,73 kg
selon le modèle

Dimensions du produit (mesure
métrique)

De 4,40 x 4,42 x 40,6 cm
à 4,40 x 4,42 x 55,9 cm

4,40 x 4,42 x 40,6 cm 4,40 x 4,42 x 40,6 cm De 4,40 x 4,42 x 40,6 cm
à 4,40 x 4,42 x 55,9 cm

De 4,40 x 4,42 x 40,6 cm
à 4,40 x 4,42 x 55,9 cm

Garantie Garantie limitée à vie. Voir la période de garantie.
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HPE Aruba Networking
CX 8360-48Y6C v2
48p 25G SFP/+/28 4
Sec 6p 100G QSFP+/28
2 Sec FB 5Fs 2 AC Bdl
(JL704C)

HPE Aruba Networking
CX 8360-48Y6C v2
48p 25G
SFP/SFP+/SFP28 4 Sec
6p 100G
QSFP+/QSFP28 2 Sec
Switch (JL719C)

HPE Aruba Networking
CX 8360-48Y6C v2
48p 25G SFP28 4Sec
6p 100G QSFP+ 2Sec
BF 5 Fans 2AC Bundle
(JL705C)

HPE Aruba Networking
CX 8360-48Y6C v2
Port-to-Power Airflow 5
Fans 2 PSU Attached
Bundle (R9G22A)

HPE Aruba Networking
CX 8360-48Y6C v2
Power-to-Port Airflow 5
Fans 2 PSU Attached
Bundle (R9G23A)

Différenciateur Les bundles CX 8360 v2
comprennent un
ventilateur redondant,
un module
d'alimentation
redondant et un kit de
rack à deux montants. Le
kit de montage rack à 4
montants doit être
commandé séparément.

Pièces détachées de
l'unité de base
(ventilateurs,
alimentations non inclus)

Les bundles CX 8360 v2
comprennent un
ventilateur redondant,
un module
d'alimentation
redondant et un kit de
rack à deux montants. Le
kit de montage rack à 4
montants doit être
commandé séparément.

Les bundles CX 8360 v2
comprennent un
ventilateur redondant,
un module
d'alimentation
redondant et un kit de
rack à deux montants. Le
kit de montage rack à 4
montants doit être
commandé séparément.

Les bundles CX 8360 v2
comprennent un
ventilateur redondant,
un module
d'alimentation
redondant et un kit de
rack à deux montants. Le
kit de montage rack à 4
montants doit être
commandé séparément.

Consommation électrique Maximum : 725W
Ralenti : 230W

Dissipation thermique 1 450 BTU/h

Tension d'entrée 100-127 VAC/200-240 VAC
10 A (basse tension) / 5 A (haute tension)

Ports 44 ports 1/10/25GbE (SFP/SFP+/SFP28),
4 ports 10/25GbE (SFP+/SFP28) avec MACsec,
4 ports 40/100GbE (QSFP+/QSFP28),
2 ports 40/100GbE (QSFP+/QSFP28) avec MACsec

Capacité de basculement 4.8 Tbit/s

Débit 1 309 Mpps selon le modèle

Mémoire et processeur Unité centrale : 1,8 GHz 4 cœurs 64 bits;
RAM : 16 Go
Flash/Stockage : 32 Go
Mémoire tampon de paquets : 32 Mo

Nom du module d'alimentation 2 modules d'alimentation  remplaçables sur site et permutables à chaud selon le modèle
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HPE Aruba Networking
CX 8360-48Y6C v2
48p 25G SFP/+/28 4
Sec 6p 100G QSFP+/28
2 Sec FB 5Fs 2 AC Bdl
(JL704C)

HPE Aruba Networking
CX 8360-48Y6C v2
48p 25G
SFP/SFP+/SFP28 4 Sec
6p 100G
QSFP+/QSFP28 2 Sec
Switch (JL719C)

HPE Aruba Networking
CX 8360-48Y6C v2
48p 25G SFP28 4Sec
6p 100G QSFP+ 2Sec
BF 5 Fans 2AC Bundle
(JL705C)

HPE Aruba Networking
CX 8360-48Y6C v2
Port-to-Power Airflow 5
Fans 2 PSU Attached
Bundle (R9G22A)

HPE Aruba Networking
CX 8360-48Y6C v2
Power-to-Port Airflow 5
Fans 2 PSU Attached
Bundle (R9G23A)

Fonctions d'administration Console série RJ45 et USB-C
Port Ethernet RJ45
USB de type A

Température de fonctionnement De 0°C à 45°C (32°F à
113°F) jusqu'à 1 500 m (5
000 pieds)

De 0°C à 45°C (32°F à
113°F) jusqu'à 1 500 m (5
000 pieds)

De 0°C à 40°C (32°F à
104°F) jusqu'à 1 500 m (5
000 pieds)

De 0°C à 45°C (32°F à
113°F) jusqu'à 1 500 m (5
000 pieds)

De 0°C à 45°C (32°F à
113°F) jusqu'à 1 500 m (5
000 pieds)

Poids 10.73 kg De 7,71 kg à 10,73 kg
selon le modèle

10.73 kg De 7,71 kg à 10,73 kg
selon le modèle

De 7,71 kg à 10,73 kg
selon le modèle

Dimensions du produit (mesure
métrique)

4.40 x 4.42 x 55.9 cm De 4,40 x 4,42 x 40,6 cm
à 4,40 x 4,42 x 55,9 cm

4.40 x 4.42 x 55.9 cm De 4,40 x 4,42 x 40,6 cm
à 4,40 x 4,42 x 55,9 cm

De 4,40 x 4,42 x 40,6 cm
à 4,40 x 4,42 x 55,9 cm

Garantie Garantie limitée à vie. Voir la période de garantie.
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Options associées

Les options suivantes sont disponibles pour ces séries:

SKU Description

Cables/Cable Kits

844477-B21 HPE 25Gb SFP28 to SFP28 3m Direct Attach Copper Cable

844480-B21 HPE 25Gb SFP28 to SFP28 5m Direct Attach Copper Cable

845416-B21 HPE 100Gb QSFP28 to 4x25Gb SFP28 3m Direct Attach Copper Cable

R9F58A HPE Aruba Networking RJ45 to DB9 Console Cable

JL448A HPE Aruba Networking X2C2 RJ45 to DB9 Console Cable

487655-B21 HPE BladeSystem c-Class 10GbE SFP+ to SFP+ 3m Direct Attach Copper Cable

537963-B21 HPE BladeSystem c-Class 10GbE SFP+ to SFP+ 5m Direct Attach Copper Cable

721064-B21 HPE BladeSystem c-Class 40G QSFP+ to 4x10G SFP+ 3m Direct Attach Copper Splitter Cable

Converters

845970-B21 HPE QSFP28 to SFP28 Adapter

Fans/Fan Options

R9G20A HPE Aruba Networking Port-to-Power Airflow Fan

R9G21A HPE Aruba Networking Power-to-Port Airflow Fan

JL714A HPE Aruba Networking X741 Port-to-Power Fan

JL715A HPE Aruba Networking X742 Power-to-Port Fan

HPE Aruba Networking Software

R9G36AAE HPE Aruba Networking NetEdit Single Node 1-year Subscription E-STU

R9G37AAE HPE Aruba Networking NetEdit Single Node 3-year Subscription E-STU

Mounting Rack/Rail Options

R9F57A HPE Aruba Networking 1U Universal 4-post Rack Mount Kit

R9F60A HPE Aruba Networking Universal 4-post Duct Kit

JL602A HPE Aruba Networking X412 1U Universal 2-post Rack Mount Kit

J9583B HPE Aruba Networking X414 1U Universal 4-post Rack Mount Kit

JL716A HPE Aruba Networking X544 Universal 4-post Duct Kit (Must order 4-post rack mount kit)

Logiciel de mise en réseau

R9G26AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 4 Switch 1y Subscription E-
STU

R7G99AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 4 Switch 1y Subscription E-
STU
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R9G27AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 4 Switch 3y Subscription E-
STU

R7H00AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 4 Switch 3y Subscription E-
STU

R9G28AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 4 Switch 5y Subscription E-
STU

R7H01AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 4 Switch 5y Subscription E-
STU

Power Management Options

R9G19A HPE Aruba Networking 550W Port-to-Power Airflow AC Power Supply Unit

R9G18A HPE Aruba Networking 550W Power-to-Port Airflow AC Power Supply Unit

R9G25A HPE Aruba Networking 850W Port-to-Power Airflow AC Power Supply Unit

R9G24A HPE Aruba Networking 850W Power-to-Port Airflow AC Power Supply Unit

JL600A HPE Aruba Networking X391 550W Port-to-Power AC Power Supply

JL712A HPE Aruba Networking X391 550W Power-to-Port AC Power Supply

JL601A HPE Aruba Networking X391 850W Port-to-Power AC Power Supply

JL713A HPE Aruba Networking X391 850W Power-to-Port AC Power Supply

Private and Hybrid Cloud

R3K03AAE HPE Aruba Networking Central Switch Class5 Foundation 1-year Subscription E-STU

R3K04AAE HPE Aruba Networking Central Switch Class5 Foundation 3-year Subscription E-STU

R3K05AAE HPE Aruba Networking Central Switch Class5 Foundation 5-year Subscription E-STU

R3K06AAE HPE Aruba Networking Central Switch Class5 Foundation 7-year Subscription E-STU

R3K07AAE HPE Aruba Networking Central Switch Class5 Foundation 10-year Subscription E-STU

R6U88AAE HPE Aruba Networking Central on Prem Switch Class-5 Foundation 1 year Subscription E-STU

R6U89AAE HPE Aruba Networking Central on Prem Switch Class-5 Foundation 3 year Subscription E-STU

R6U90AAE HPE Aruba Networking Central on Prem Switch Class-5 Foundation 5 year Subscription E-STU

R6U91AAE HPE Aruba Networking Central on Prem Switch Class-5 Foundation 7 year Subscription E-STU

R6U92AAE HPE Aruba Networking Central on Prem Switch Class-5 Foundation 10 year Subscription E-STU

Transceiver Options

845972-B21 HPE 100Gb QSFP28 Bidirectional Transceiver

J4860D HPE Aruba Networking 1G SFP LC LH 70km SMF Transceiver

JL746A HPE Aruba Networking 1G SFP LC LX 10km SMF TAA Transceiver

J4859D HPE Aruba Networking 1G SFP LC LX 10km SMF Transceiver

JL745A HPE Aruba Networking 1G SFP LC SX 500m MMF TAA Transceiver

R9F86A HPE Aruba Networking 1G SFP LC SX 500m OM2 MMF Transceiver

J4858D HPE Aruba Networking 1G SFP LC SX 500m OM2 MMF Transceiver

JL747A HPE Aruba Networking 1G SFP RJ45 T 100m Cat5e TAA Transceiver
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R9F87A HPE Aruba Networking 1G SFP RJ45 T 100m Cat5e Transceiver

J9153D HPE Aruba Networking 10G SFP+ LC ER 40km SMF Transceiver

JL749A HPE Aruba Networking 10G SFP+ LC LR 10km SMF TAA Transceiver

J9151E HPE Aruba Networking 10G SFP+ LC LR 10km SMF Transceiver

J9152D HPE Aruba Networking 10G SFP+ LC LRM 220m OM2 MMF Transceiver

JL748A HPE Aruba Networking 10G SFP+ LC SR 300m MMF TAA Transceiver

J9150D HPE Aruba Networking 10G SFP+ LC SR 300m OM3 MMF Transceiver

R9F82A HPE Aruba Networking 10G SFP+ LC SR 300m OM3 MMF Transceiver

J9281D HPE Aruba Networking 10G SFP+ to SFP+ 1m Direct Attach Copper Cable

R9F83A HPE Aruba Networking 10G SFP+ to SFP+ 1m Direct Attach Copper Cable

R9F84A HPE Aruba Networking 10G SFP+ to SFP+ 3m Direct Attach Copper Cable

J9283D HPE Aruba Networking 10G SFP+ to SFP+ 3m Direct Attach Copper Cable

JL486A HPE Aruba Networking 25G SFP28 LC LR 10km SMF Transceiver

R9F89A HPE Aruba Networking 25G SFP28 LC SR 100m MMF Transceiver

JL484A HPE Aruba Networking 25G SFP28 LC SR 100m MMF Transceiver

JL485A HPE Aruba Networking 25G SFP28 LC eSR 400m MMF Transceiver

R9F90A HPE Aruba Networking 25G SFP28 LC eSR 400m MMF Transceiver

JL487A HPE Aruba Networking 25G SFP28 to SFP28 0.65m Direct Attach Cable

R9F91A HPE Aruba Networking 25G SFP28 to SFP28 0.65m Direct Attach Copper Cable

R0M44A HPE Aruba Networking 25G SFP28 to SFP28 3m Active Optical Cable

R9F94A HPE Aruba Networking 25G SFP28 to SFP28 3m Active Optical Cable

R9F92A HPE Aruba Networking 25G SFP28 to SFP28 3m Direct Attach Copper Cable

JL488A HPE Aruba Networking 25G SFP28 to SFP28 3m Direct Attach Copper Cable

R9F93A HPE Aruba Networking 25G SFP28 to SFP28 5m Direct Attach Copper Cable

JL489A HPE Aruba Networking 25G SFP28 to SFP28 5m Direct Attach Copper Cable

R9F95A HPE Aruba Networking 25G SFP28 to SFP28 7m Active Optical Cable

R0M45A HPE Aruba Networking 25G SFP28 to SFP28 7m Active Optical Cable

R9F96A HPE Aruba Networking 25G SFP28 to SFP28 15m Active Optical Cable

R0Z21A HPE Aruba Networking 25G SFP28 to SFP28 15m Active Optical Cable

R9G02A HPE Aruba Networking 40G QSFP+ LC Bidirectional 150m MMF 2-strand Transceiver

JL308A HPE Aruba Networking 40G QSFP+ LC Bidirectional 150m MMF 2-strand Transceiver

Q9G82A HPE Aruba Networking 40G QSFP+ LC ER4 40km SMF Transceiver

R9F97A HPE Aruba Networking 40G QSFP+ MPO SR4 Transceiver

R9F98A HPE Aruba Networking 40G QSFP+ MPO eSR4 300M Transceiver

R9F99A HPE Aruba Networking 40G QSFP+ to QSFP+ 1m Direct Attach Copper Cable

R9G00A HPE Aruba Networking 40G QSFP+ to QSFP+ 3m Direct Attach Copper Cable
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R9G01A HPE Aruba Networking 40G QSFP+ to QSFP+ 5m Direct Attach Copper Cable

R0Z22A HPE Aruba Networking 40G QSFP+ to QSFP+ 7m Active Optical Cable

R9G03A HPE Aruba Networking 40G QSFP+ to QSFP+ 7m Active Optical Cable

R9G04A HPE Aruba Networking 40G QSFP+ to QSFP+ 15m Active Optical Cable

R0Z23A HPE Aruba Networking 40G QSFP+ to QSFP+ 15m Active Optical Cable

R9G05A HPE Aruba Networking 40G QSFP+ to QSFP+ 30m Active Optical Cable

R0Z24A HPE Aruba Networking 40G QSFP+ to QSFP+ 30m Active Optical Cable

R0M48A HPE Aruba Networking 50G SFP56 LC SR 100m MMF Transceiver

R0M46A HPE Aruba Networking 50G SFP56 to SFP56 0.65m Direct Attach Copper Cable

R9G06A HPE Aruba Networking 50G SFP56 to SFP56 0.65m Direct Attach Copper Cable

R0M47A HPE Aruba Networking 50G SFP56 to SFP56 3m Direct Attach Copper Cable

R9G07A HPE Aruba Networking 50G SFP56 to SFP56 3m Direct Attach Copper Cable

R0Z30A HPE Aruba Networking 100G QSFP28 LC CWDM4 2km SMF Transceiver

JL743A HPE Aruba Networking 100G QSFP28 LC ER4L 40km SMF Transceiver

JL310A HPE Aruba Networking 100G QSFP28 LC LR4 10km SMF 2-strand Transceiver

JL309A HPE Aruba Networking 100G QSFP28 MPO SR4 100m 12-fiber MPO OM3 MMF Transceiver

R9F75A HPE Aruba Networking 100G QSFP28 MPO SR4 MMF Transceiver

R9F77A HPE Aruba Networking 100G QSFP28 to QSFP28 1m Direct Attach Copper Cable

R0Z25A HPE Aruba Networking 100G QSFP28 to QSFP28 1m Direct Attach Copper Cable

JL856A HPE Aruba Networking 100G QSFP28 to QSFP28 2m Active Optical Cable

R9F76A HPE Aruba Networking 100G QSFP28 to QSFP28 2m Active Optical Cable

JL307A HPE Aruba Networking 100G QSFP28 to QSFP28 3m Direct Attach Copper Cable

R9F78A HPE Aruba Networking 100G QSFP28 to QSFP28 5m Direct Attach Copper Cable

R0Z26A HPE Aruba Networking 100G QSFP28 to QSFP28 5m Direct Attach Copper Cable

R9F79A HPE Aruba Networking 100G QSFP28 to QSFP28 7m Active Optical Cable

R0Z27A HPE Aruba Networking 100G QSFP28 to QSFP28 7m Active Optical Cable

R9F80A HPE Aruba Networking 100G QSFP28 to QSFP28 15m Active Optical Cable

R0Z28A HPE Aruba Networking 100G QSFP28 to QSFP28 15m Active Optical Cable

R0Z29A HPE Aruba Networking 100G QSFP28 to QSFP28 30m Active Optical Cable

R9F81A HPE Aruba Networking 100G QSFP28 to QSFP28 30m Active Optical Cable

R9F74A HPE Aruba Networking 100G QSFP28-QSFP28 3m Direct Attach Copper Cable

JH232A HPE Networking X142 40G QSFP+ LC LR4 SM Transceiver

JH231A HPE Networking X142 40G QSFP+ MPO SR4 Transceiver

JH233A HPE Networking X142 40G QSFP+ MPO eSR4 300M Transceiver

JH234A HPE Networking X242 40G QSFP+ to QSFP+ 1m Direct Attach Copper Cable

JH235A HPE Networking X242 40G QSFP+ to QSFP+ 3m Direct Attach Copper Cable
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JH236A HPE Networking X242 40G QSFP+ to QSFP+ 5m Direct Attach Copper Cable

845420-B21 HPE QSFP28 to 4x25Gb SFP28 7m Active Optical Cable

845424-B21 HPE QSFP28 to 4x25Gb SFP28 15m Active Optical Cable

 

 

Services associés

Les services suivants sont disponibles pour ces séries:

SKU Description

Services technologiques

H88G4E HPE Aruba Networking 1 Year Foundational Care 4-Hour Exchange 8360 12/16/24p DCN Service

H00KGE HPE Aruba Networking 1 Year Foundational Care 4-Hour Exchange 8360 32Y4C DCN Service

H88S5E HPE Aruba Networking 1 Year Foundational Care 4-Hour Exchange 8360 48XT4C DCN Service

H88G8E HPE Aruba Networking 1 Year Foundational Care 4-Hour Onsite 8360 12/16/24p DCN Service

H00KLE HPE Aruba Networking 1 Year Foundational Care 4-Hour Onsite 8360 32Y4C DCN Service

H88S9E HPE Aruba Networking 1 Year Foundational Care 4-Hour Onsite 8360 48XT4C DCN Service

H88G7E HPE Aruba Networking 1 Year Foundational Care 4-Hour Onsite Hardware Only 8360 12/16/24p DCN
Service

H00KKE HPE Aruba Networking 1 Year Foundational Care 4-Hour Onsite Hardware Only 8360 32Y4C DCN
Service

H88S8E HPE Aruba Networking 1 Year Foundational Care 4-Hour Onsite Hardware Only 8360 48XT4C DCN
Service

H88N7E HPE Aruba Networking 1 Year Foundational Care 24x7 Technical Supp Volume Tier 28360 12/16/24p
DCNSVC

H00NGE HPE Aruba Networking 1 Year Foundational Care 24x7 Technical Supp Volume Tier 28360 32Y4C DCN
SVC

H88Y8E HPE Aruba Networking 1 Year Foundational Care 24x7 Technical Supp Volume Tier 28360 48XT4C
DCN SVC

H88H0E HPE Aruba Networking 1 Year Foundational Care 24x7 Technical Support 8360 12/16/24p DCN Service

H00KNE HPE Aruba Networking 1 Year Foundational Care 24x7 Technical Support 8360 32Y4C DCN Service

H88T1E HPE Aruba Networking 1 Year Foundational Care 24x7 Technical Support 8360 48XT4C DCN Service

H88G9E HPE Aruba Networking 1 Year Foundational Care 24x7 with CDMR 8360 12/16/24p DCN Service

H00KME HPE Aruba Networking 1 Year Foundational Care 24x7 with CDMR 8360 32Y4C DCN Service

H88T0E HPE Aruba Networking 1 Year Foundational Care 24x7 with CDMR 8360 48XT4C DCN Service

H88H1E HPE Aruba Networking 1 Year Foundational Care Call-To-Repair 8360 12/16/24p DCN Service

H00KPE HPE Aruba Networking 1 Year Foundational Care Call-To-Repair 8360 32Y4C DCN Service

H88T2E HPE Aruba Networking 1 Year Foundational Care Call-To-Repair 8360 48XT4C DCN Service

H88H2E HPE Aruba Networking 1 Year Foundational Care Call-To-Repair with CDMR 8360 12/16/24p DCN
Service
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H00KQE HPE Aruba Networking 1 Year Foundational Care Call-To-Repair with CDMR 8360 32Y4C DCN Service

H88T3E HPE Aruba Networking 1 Year Foundational Care Call-To-Repair with CDMR 8360 48XT4C DCN Service

H88G5E HPE Aruba Networking 1 Year Foundational Care Next Business Day 8360 12/16/24p DCN Service

H00KHE HPE Aruba Networking 1 Year Foundational Care Next Business Day 8360 32Y4C DCN Service

H88S6E HPE Aruba Networking 1 Year Foundational Care Next Business Day 8360 48XT4C DCN Service

H88G2E HPE Aruba Networking 1 Year Foundational Care Next Business Day Exchange 8360 12/16/24p DCN
Service

H00KDE HPE Aruba Networking 1 Year Foundational Care Next Business Day Exchange 8360 32Y4C DCN
Service

H88S3E HPE Aruba Networking 1 Year Foundational Care Next Business Day Exchange 8360 48XT4C DCN
Service

H00KFE HPE Aruba Networking 1 Year Foundational Care Next Business Day Exchange HW Only 8360 32Y4C
DCN SVC

H88S4E HPE Aruba Networking 1 Year Foundational Care Next Business Day Exchange HW Only 8360 48XT4C
DCNSVC

H88G3E HPE Aruba Networking 1 Year Foundational Care Next Business Day Exchange HW Only
836012/16/24pDCNSVC

H88G6E HPE Aruba Networking 1 Year Foundational Care Next Business Day with CDMR 8360 12/16/24p DCN
Service

H00KJE HPE Aruba Networking 1 Year Foundational Care Next Business Day with CDMR 8360 32Y4C DCN
Service

H88S7E HPE Aruba Networking 1 Year Foundational Care Next Business Day with CDMR 8360 48XT4C DCN
Service

H85F2PE HPE Aruba Networking 1Y RNWL Foundational Care CTR 6-Hour CDMR 8360 BTG SwitchSVC

H85F1PE HPE Aruba Networking 1Y RNWL Foundational Care NextBusiness Day Onsite CDMR 8360BTG
SwitchSVC

H68Z2E HPE Aruba Networking 1Y Software+Technical Support 8360 12/16/24p Switch SVC

H68U4E HPE Aruba Networking 1Y Software+Technical Support 8360 12/16/24p Switch SVC

H68W0E HPE Aruba Networking 1Y Software+Technical Support 8360 32Y4C Switch SVC

H69A8E HPE Aruba Networking 1Y Software+Technical Support 8360 32Y4C Switch SVC

H68X6E HPE Aruba Networking 1Y Software+Technical Support 8360 48XT4C Switch SVC

H69C4E HPE Aruba Networking 1Y Software+Technical Support 8360 48XT4C Switch SVC

H35BKE HPE Aruba Networking 1Y Software+Technical Support 8360 Switch SVC

H42B5E HPE Aruba Networking 1Y Software+Technical Support 8360 Switch SVC

H68Z6E HPE Aruba Networking 1Y Software+Technical Support Vol T2 8360 12/16/24p Switch SVC

H68U8E HPE Aruba Networking 1Y Software+Technical Support Vol T2 8360 12/16/24p Switch SVC

H68W4E HPE Aruba Networking 1Y Software+Technical Support Vol T2 8360 32Y4C Switch SVC

H69B2E HPE Aruba Networking 1Y Software+Technical Support Vol T2 8360 32Y4C Switch SVC

H68Y0E HPE Aruba Networking 1Y Software+Technical Support Vol T2 8360 48XT4C Switch SVC

H69C8E HPE Aruba Networking 1Y Software+Technical Support Vol T2 8360 48XT4C Switch SVC

H42B9E HPE Aruba Networking 1Y Software+Technical Support Vol T2 8360 Switch SVC

H35BQE HPE Aruba Networking 1Y Software+Technical Support Vol T2 8360 Switch SVC
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H88H5E HPE Aruba Networking 3 Year Foundational Care 4-Hour Exchange 8360 12/16/24p DCN Service

H00KTE HPE Aruba Networking 3 Year Foundational Care 4-Hour Exchange 8360 32Y4C DCN Service

H88T6E HPE Aruba Networking 3 Year Foundational Care 4-Hour Exchange 8360 48XT4C DCN Service

H88J1E HPE Aruba Networking 3 Year Foundational Care 4-Hour Onsite 8360 12/16/24p DCN Service

H00LBE HPE Aruba Networking 3 Year Foundational Care 4-Hour Onsite 8360 32Y4C DCN Service

H88U2E HPE Aruba Networking 3 Year Foundational Care 4-Hour Onsite 8360 48XT4C DCN Service

H88J0E HPE Aruba Networking 3 Year Foundational Care 4-Hour Onsite Hardware Only 8360 12/16/24p DCN
Service

H00KZE HPE Aruba Networking 3 Year Foundational Care 4-Hour Onsite Hardware Only 8360 32Y4C DCN
Service

H88U1E HPE Aruba Networking 3 Year Foundational Care 4-Hour Onsite Hardware Only 8360 48XT4C DCN
Service

H88P6E HPE Aruba Networking 3 Year Foundational Care 24x7 Technical Supp Volume Tier 28360 12/16/24p
DCNSVC

H00NRE HPE Aruba Networking 3 Year Foundational Care 24x7 Technical Supp Volume Tier 28360 32Y4C DCN
SVC

H88Z7E HPE Aruba Networking 3 Year Foundational Care 24x7 Technical Supp Volume Tier 28360 48XT4C
DCN SVC

H88J3E HPE Aruba Networking 3 Year Foundational Care 24x7 Technical Support 8360 12/16/24p DCN Service

H00LDE HPE Aruba Networking 3 Year Foundational Care 24x7 Technical Support 8360 32Y4C DCN Service

H88U4E HPE Aruba Networking 3 Year Foundational Care 24x7 Technical Support 8360 48XT4C DCN Service

H88J2E HPE Aruba Networking 3 Year Foundational Care 24x7 with CDMR 8360 12/16/24p DCN Service

H00LCE HPE Aruba Networking 3 Year Foundational Care 24x7 with CDMR 8360 32Y4C DCN Service

H88U3E HPE Aruba Networking 3 Year Foundational Care 24x7 with CDMR 8360 48XT4C DCN Service

H88J4E HPE Aruba Networking 3 Year Foundational Care Call-To-Repair 8360 12/16/24p DCN Service

H00LFE HPE Aruba Networking 3 Year Foundational Care Call-To-Repair 8360 32Y4C DCN Service

H88U5E HPE Aruba Networking 3 Year Foundational Care Call-To-Repair 8360 48XT4C DCN Service

H88J5E HPE Aruba Networking 3 Year Foundational Care Call-To-Repair with CDMR 8360 12/16/24p DCN
Service

H00LGE HPE Aruba Networking 3 Year Foundational Care Call-To-Repair with CDMR 8360 32Y4C DCN Service

H88U6E HPE Aruba Networking 3 Year Foundational Care Call-To-Repair with CDMR 8360 48XT4C DCN
Service

H88H6E HPE Aruba Networking 3 Year Foundational Care Next Business Day 8360 12/16/24p DCN Service

H00KVE HPE Aruba Networking 3 Year Foundational Care Next Business Day 8360 32Y4C DCN Service

H88T7E HPE Aruba Networking 3 Year Foundational Care Next Business Day 8360 48XT4C DCN Service

H88H4E HPE Aruba Networking 3 Year Foundational Care Next Business Day Exchange 8360 12/16/24p DCN
Service

H00KSE HPE Aruba Networking 3 Year Foundational Care Next Business Day Exchange 8360 32Y4C DCN
Service

H88T5E HPE Aruba Networking 3 Year Foundational Care Next Business Day Exchange 8360 48XT4C DCN
Service

H00KRE HPE Aruba Networking 3 Year Foundational Care Next Business Day Exchange HW Only 8360 32Y4C
DCN SVC
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H88T4E HPE Aruba Networking 3 Year Foundational Care Next Business Day Exchange HW Only 8360 48XT4C
DCN SVC

H88H3E HPE Aruba Networking 3 Year Foundational Care Next Business Day Exchange HW Only
836012/16/24pDCNSVC

H88H7E HPE Aruba Networking 3 Year Foundational Care Next Business Day with CDMR 8360 12/16/24p DCN
Service

H00KWE HPE Aruba Networking 3 Year Foundational Care Next Business Day with CDMR 8360 32Y4C DCN
Service

H88T8E HPE Aruba Networking 3 Year Foundational Care Next Business Day with CDMR 8360 48XT4C DCN
Service

H68Z3E HPE Aruba Networking 3Y Software+Technical Support 8360 12/16/24p Switch SVC

H68U5E HPE Aruba Networking 3Y Software+Technical Support 8360 12/16/24p Switch SVC

H69A9E HPE Aruba Networking 3Y Software+Technical Support 8360 32Y4C Switch SVC

H68W1E HPE Aruba Networking 3Y Software+Technical Support 8360 32Y4C Switch SVC

H68X7E HPE Aruba Networking 3Y Software+Technical Support 8360 48XT4C Switch SVC

H69C5E HPE Aruba Networking 3Y Software+Technical Support 8360 48XT4C Switch SVC

H35BLE HPE Aruba Networking 3Y Software+Technical Support 8360 Switch SVC

H42B6E HPE Aruba Networking 3Y Software+Technical Support 8360 Switch SVC

H68V1E HPE Aruba Networking 3Y Software+Technical Support Vol T2 8360 12/16/24p Switch SVC

H68Z9E HPE Aruba Networking 3Y Software+Technical Support Vol T2 8360 12/16/24p Switch SVC

H68W7E HPE Aruba Networking 3Y Software+Technical Support Vol T2 8360 32Y4C Switch SVC

H69B5E HPE Aruba Networking 3Y Software+Technical Support Vol T2 8360 32Y4C Switch SVC

H68Y3E HPE Aruba Networking 3Y Software+Technical Support Vol T2 8360 48XT4C Switch SVC

H69D1E HPE Aruba Networking 3Y Software+Technical Support Vol T2 8360 48XT4C Switch SVC

H42C2E HPE Aruba Networking 3Y Software+Technical Support Vol T2 8360 Switch SVC

H35BTE HPE Aruba Networking 3Y Software+Technical Support Vol T2 8360 Switch SVC

H68Z4E HPE Aruba Networking 4Y Software+Technical Support 8360 12/16/24p Switch SVC

H69B0E HPE Aruba Networking 4Y Software+Technical Support 8360 32Y4C Switch SVC

H69C6E HPE Aruba Networking 4Y Software+Technical Support 8360 48XT4C Switch SVC

H35BME HPE Aruba Networking 4Y Software+Technical Support 8360 Switch SVC

H69A2E HPE Aruba Networking 4Y Software+Technical Support Vol T2 8360 12/16/24p Switch SVC

H69B8E HPE Aruba Networking 4Y Software+Technical Support Vol T2 8360 32Y4C Switch SVC

H69D4E HPE Aruba Networking 4Y Software+Technical Support Vol T2 8360 48XT4C Switch SVC

H35BXE HPE Aruba Networking 4Y Software+Technical Support Vol T2 8360 Switch SVC

H88L1E HPE Aruba Networking 5 Year Foundational Care 4-Hour Exchange 8360 12/16/24p DCN Service

H00LZE HPE Aruba Networking 5 Year Foundational Care 4-Hour Exchange 8360 32Y4C DCN Service

H88W2E HPE Aruba Networking 5 Year Foundational Care 4-Hour Exchange 8360 48XT4C DCN Service

H88L7E HPE Aruba Networking 5 Year Foundational Care 4-Hour Onsite 8360 12/16/24p DCN Service

H00MHE HPE Aruba Networking 5 Year Foundational Care 4-Hour Onsite 8360 32Y4C DCN Service
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H88W8E HPE Aruba Networking 5 Year Foundational Care 4-Hour Onsite 8360 48XT4C DCN Service

H88L6E HPE Aruba Networking 5 Year Foundational Care 4-Hour Onsite Hardware Only 8360 12/16/24p DCN
Service

H00MGE HPE Aruba Networking 5 Year Foundational Care 4-Hour Onsite Hardware Only 8360 32Y4C DCN
Service

H88W7E HPE Aruba Networking 5 Year Foundational Care 4-Hour Onsite Hardware Only 8360 48XT4C DCN
Service

H88R4E HPE Aruba Networking 5 Year Foundational Care 24x7 Technical Supp Volume Tier 28360 12/16/24p
DCNSVC

H00PNE HPE Aruba Networking 5 Year Foundational Care 24x7 Technical Supp Volume Tier 28360 32Y4C DCN
SVC

H89B5E HPE Aruba Networking 5 Year Foundational Care 24x7 Technical Supp Volume Tier 28360 48XT4C
DCN SVC

H88L9E HPE Aruba Networking 5 Year Foundational Care 24x7 Technical Support 8360 12/16/24p DCN Service

H00MKE HPE Aruba Networking 5 Year Foundational Care 24x7 Technical Support 8360 32Y4C DCN Service

H88X0E HPE Aruba Networking 5 Year Foundational Care 24x7 Technical Support 8360 48XT4C DCN Service

H88L8E HPE Aruba Networking 5 Year Foundational Care 24x7 with CDMR 8360 12/16/24p DCN Service

H00MJE HPE Aruba Networking 5 Year Foundational Care 24x7 with CDMR 8360 32Y4C DCN Service

H88W9E HPE Aruba Networking 5 Year Foundational Care 24x7 with CDMR 8360 48XT4C DCN Service

H88M0E HPE Aruba Networking 5 Year Foundational Care Call-To-Repair 8360 12/16/24p DCN Service

H00MLE HPE Aruba Networking 5 Year Foundational Care Call-To-Repair 8360 32Y4C DCN Service

H88X1E HPE Aruba Networking 5 Year Foundational Care Call-To-Repair 8360 48XT4C DCN Service

H88M1E HPE Aruba Networking 5 Year Foundational Care Call-To-Repair with CDMR 8360 12/16/24p DCN
Service

H00MME HPE Aruba Networking 5 Year Foundational Care Call-To-Repair with CDMR 8360 32Y4C DCN Service

H88X2E HPE Aruba Networking 5 Year Foundational Care Call-To-Repair with CDMR 8360 48XT4C DCN
Service

H88L2E HPE Aruba Networking 5 Year Foundational Care Next Business Day 8360 12/16/24p DCN Service

H00MBE HPE Aruba Networking 5 Year Foundational Care Next Business Day 8360 32Y4C DCN Service

H88W3E HPE Aruba Networking 5 Year Foundational Care Next Business Day 8360 48XT4C DCN Service

H88L0E HPE Aruba Networking 5 Year Foundational Care Next Business Day Exchange 8360 12/16/24p DCN
Service

H00LYE HPE Aruba Networking 5 Year Foundational Care Next Business Day Exchange 8360 32Y4C DCN
Service

H88W1E HPE Aruba Networking 5 Year Foundational Care Next Business Day Exchange 8360 48XT4C DCN
Service

H00LXE HPE Aruba Networking 5 Year Foundational Care Next Business Day Exchange HW Only 8360 32Y4C
DCN SVC

H88W0E HPE Aruba Networking 5 Year Foundational Care Next Business Day Exchange HW Only 8360 48XT4C
DCN SVC

H88K9E HPE Aruba Networking 5 Year Foundational Care Next Business Day Exchange HW Only
836012/16/24pDCNSVC

H88L3E HPE Aruba Networking 5 Year Foundational Care Next Business Day with CDMR 8360 12/16/24p DCN
Service

HPE Aruba Networking CX 8360 v2 Switch Series  |  24



H00MCE HPE Aruba Networking 5 Year Foundational Care Next Business Day with CDMR 8360 32Y4C DCN
Service

H88W4E HPE Aruba Networking 5 Year Foundational Care Next Business Day with CDMR 8360 48XT4C DCN
Service

H68U7E HPE Aruba Networking 5Y Software+Technical Support 8360 12/16/24p Switch SVC

H68Z5E HPE Aruba Networking 5Y Software+Technical Support 8360 12/16/24p Switch SVC

H69B1E HPE Aruba Networking 5Y Software+Technical Support 8360 32Y4C Switch SVC

H68W3E HPE Aruba Networking 5Y Software+Technical Support 8360 32Y4C Switch SVC

H68X9E HPE Aruba Networking 5Y Software+Technical Support 8360 48XT4C Switch SVC

H69C7E HPE Aruba Networking 5Y Software+Technical Support 8360 48XT4C Switch SVC

H42B8E HPE Aruba Networking 5Y Software+Technical Support 8360 Switch SVC

H35BNE HPE Aruba Networking 5Y Software+Technical Support 8360 Switch SVC

H69A5E HPE Aruba Networking 5Y Software+Technical Support Vol T2 8360 12/16/24p Switch SVC

H68V7E HPE Aruba Networking 5Y Software+Technical Support Vol T2 8360 12/16/24p Switch SVC

H69C1E HPE Aruba Networking 5Y Software+Technical Support Vol T2 8360 32Y4C Switch SVC

H68X3E HPE Aruba Networking 5Y Software+Technical Support Vol T2 8360 32Y4C Switch SVC

H68Y9E HPE Aruba Networking 5Y Software+Technical Support Vol T2 8360 48XT4C Switch SVC

H69D7E HPE Aruba Networking 5Y Software+Technical Support Vol T2 8360 48XT4C Switch SVC

H35CBE HPE Aruba Networking 5Y Software+Technical Support Vol T2 8360 Switch SVC

H42C8E HPE Aruba Networking 5Y Software+Technical Support Vol T2 8360 Switch SVC

H8XE6E HPE Aruba Networking 6xxx and 8xxx Install Chassis Switch SVC

H65H0E HPE Aruba Networking Foundational Care 1Y 4HR Exch 8360 12/16/24p SVC

H66J5E HPE Aruba Networking Foundational Care 1Y 4HR Exch 8360 12/16/24p SVC

H65R5E HPE Aruba Networking Foundational Care 1Y 4HR Exch 8360 32Y4C SVC

H66T0E HPE Aruba Networking Foundational Care 1Y 4HR Exch 8360 32Y4C SVC

H67B5E HPE Aruba Networking Foundational Care 1Y 4HR Exch 8360 48XT4C SVC

H66A0E HPE Aruba Networking Foundational Care 1Y 4HR Exch 8360 48XT4C SVC

H35CHE HPE Aruba Networking Foundational Care 1Y 4HR Exch 8360 Switch SVC

HU7T1E HPE Aruba Networking Foundational Care 1Y 4HR Exch 8360 Switch SVC

H65H4E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 8360 12/16/24p SVC

H66J9E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 8360 12/16/24p SVC

H65R9E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 8360 32Y4C SVC

H66T4E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 8360 32Y4C SVC

H66A4E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 8360 48XT4C SVC

H67B9E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 8360 48XT4C SVC

H35CME HPE Aruba Networking Foundational Care 1Y 4HR Onsite 8360 Switch SVC

HU7T5E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 8360 Switch SVC
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HU7T6E HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 8360 Switch SVC

H35CNE HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 8360 Switch SVC

H66J8E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 8360 12/16/24p SVC

H65H3E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 8360 12/16/24p SVC

H65R8E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 8360 32Y4C SVC

H66T3E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 8360 32Y4C SVC

H66A3E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 8360 48XT4C SVC

H67B8E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 8360 48XT4C SVC

HU7T4E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 8360 Switch SVC

H35CLE HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 8360 Switch SVC

H65H5E HPE Aruba Networking Foundational Care 1Y 24x7 CDMR 8360 12/16/24p SVC

H66K0E HPE Aruba Networking Foundational Care 1Y 24x7 CDMR 8360 12/16/24p SVC

H65S0E HPE Aruba Networking Foundational Care 1Y 24x7 CDMR 8360 32Y4C SVC

H66T5E HPE Aruba Networking Foundational Care 1Y 24x7 CDMR 8360 32Y4C SVC

H67C0E HPE Aruba Networking Foundational Care 1Y 24x7 CDMR 8360 48XT4C SVC

H66A5E HPE Aruba Networking Foundational Care 1Y 24x7 CDMR 8360 48XT4C SVC

H35CQE HPE Aruba Networking Foundational Care 1Y CTR 6-Hour 8360 Switch SVC

HU7T7E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour 8360 Switch SVC

HU7T8E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour CDMR 8360 Switch SVC

H35CRE HPE Aruba Networking Foundational Care 1Y CTR 6-Hour CDMR 8360 Switch SVC

H66K1E HPE Aruba Networking Foundational Care 1Y CTR 8360 12/16/24p SVC

H65H6E HPE Aruba Networking Foundational Care 1Y CTR 8360 12/16/24p SVC

H65S1E HPE Aruba Networking Foundational Care 1Y CTR 8360 32Y4C SVC

H66T6E HPE Aruba Networking Foundational Care 1Y CTR 8360 32Y4C SVC

H67C1E HPE Aruba Networking Foundational Care 1Y CTR 8360 48XT4C SVC

H66A6E HPE Aruba Networking Foundational Care 1Y CTR 8360 48XT4C SVC

H65H7E HPE Aruba Networking Foundational Care 1Y CTR CDMR 8360 12/16/24p SVC

H66K2E HPE Aruba Networking Foundational Care 1Y CTR CDMR 8360 12/16/24p SVC

H66T7E HPE Aruba Networking Foundational Care 1Y CTR CDMR 8360 32Y4C SVC

H65S2E HPE Aruba Networking Foundational Care 1Y CTR CDMR 8360 32Y4C SVC

H66A7E HPE Aruba Networking Foundational Care 1Y CTR CDMR 8360 48XT4C SVC

H67C2E HPE Aruba Networking Foundational Care 1Y CTR CDMR 8360 48XT4C SVC

H66J6E HPE Aruba Networking Foundational Care 1Y NBD 8360 12/16/24p SVC

H65H1E HPE Aruba Networking Foundational Care 1Y NBD 8360 12/16/24p SVC

H66T1E HPE Aruba Networking Foundational Care 1Y NBD 8360 32Y4C SVC

H65R6E HPE Aruba Networking Foundational Care 1Y NBD 8360 32Y4C SVC
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H66A1E HPE Aruba Networking Foundational Care 1Y NBD 8360 48XT4C SVC

H67B6E HPE Aruba Networking Foundational Care 1Y NBD 8360 48XT4C SVC

H65H2E HPE Aruba Networking Foundational Care 1Y NBD CDMR 8360 12/16/24p SVC

H66J7E HPE Aruba Networking Foundational Care 1Y NBD CDMR 8360 12/16/24p SVC

H66T2E HPE Aruba Networking Foundational Care 1Y NBD CDMR 8360 32Y4C SVC

H65R7E HPE Aruba Networking Foundational Care 1Y NBD CDMR 8360 32Y4C SVC

H67B7E HPE Aruba Networking Foundational Care 1Y NBD CDMR 8360 48XT4C SVC

H66A2E HPE Aruba Networking Foundational Care 1Y NBD CDMR 8360 48XT4C SVC

H66J3E HPE Aruba Networking Foundational Care 1Y NBD Exch 8360 12/16/24p SVC

H65G8E HPE Aruba Networking Foundational Care 1Y NBD Exch 8360 12/16/24p SVC

H66S8E HPE Aruba Networking Foundational Care 1Y NBD Exch 8360 32Y4C SVC

H65R3E HPE Aruba Networking Foundational Care 1Y NBD Exch 8360 32Y4C SVC

H67B3E HPE Aruba Networking Foundational Care 1Y NBD Exch 8360 48XT4C SVC

H65Z8E HPE Aruba Networking Foundational Care 1Y NBD Exch 8360 48XT4C SVC

H35CFE HPE Aruba Networking Foundational Care 1Y NBD Exch 8360 Switch SVC

HU7S9E HPE Aruba Networking Foundational Care 1Y NBD Exch 8360 Switch SVC

H65G9E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 8360 12/16/24p SVC

H66J4E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 8360 12/16/24p SVC

H66S9E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 8360 32Y4C SVC

H65R4E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 8360 32Y4C SVC

H65Z9E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 8360 48XT4C SVC

H67B4E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 8360 48XT4C SVC

H35CGE HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 8360 Switch SVC

HU7T0E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 8360 Switch SVC

H35CJE HPE Aruba Networking Foundational Care 1Y NBD Onsite 8360 Switch SVC

HU7T2E HPE Aruba Networking Foundational Care 1Y NBD Onsite 8360 Switch SVC

HU7T3E HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 8360 Switch SVC

H35CKE HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 8360 Switch SVC

H66K5E HPE Aruba Networking Foundational Care 3Y 4HR Exch 8360 12/16/24p SVC

H65J0E HPE Aruba Networking Foundational Care 3Y 4HR Exch 8360 12/16/24p SVC

H66U0E HPE Aruba Networking Foundational Care 3Y 4HR Exch 8360 32Y4C SVC

H65S5E HPE Aruba Networking Foundational Care 3Y 4HR Exch 8360 32Y4C SVC

H67C5E HPE Aruba Networking Foundational Care 3Y 4HR Exch 8360 48XT4C SVC

H66B0E HPE Aruba Networking Foundational Care 3Y 4HR Exch 8360 48XT4C SVC

HU7U1E HPE Aruba Networking Foundational Care 3Y 4HR Exch 8360 Switch SVC

H35CVE HPE Aruba Networking Foundational Care 3Y 4HR Exch 8360 Switch SVC
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H65J6E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 8360 12/16/24p SVC

H66L1E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 8360 12/16/24p SVC

H66U6E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 8360 32Y4C SVC

H65T1E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 8360 32Y4C SVC

H66B6E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 8360 48XT4C SVC

H67D1E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 8360 48XT4C SVC

HU7U7E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 8360 Switch SVC

H35DCE HPE Aruba Networking Foundational Care 3Y 4HR Onsite 8360 Switch SVC

H35DDE HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 8360 Switch SVC

HU7U8E HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 8360 Switch SVC

H66L0E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 8360 12/16/24p SVC

H65J5E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 8360 12/16/24p SVC

H65T0E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 8360 32Y4C SVC

H66U5E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 8360 32Y4C SVC

H66B5E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 8360 48XT4C SVC

H67D0E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 8360 48XT4C SVC

HU7U6E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 8360 Switch SVC

H35DBE HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 8360 Switch SVC

H65J7E HPE Aruba Networking Foundational Care 3Y 24x7 CDMR 8360 12/16/24p SVC

H66L2E HPE Aruba Networking Foundational Care 3Y 24x7 CDMR 8360 12/16/24p SVC

H65T2E HPE Aruba Networking Foundational Care 3Y 24x7 CDMR 8360 32Y4C SVC

H66U7E HPE Aruba Networking Foundational Care 3Y 24x7 CDMR 8360 32Y4C SVC

H67D2E HPE Aruba Networking Foundational Care 3Y 24x7 CDMR 8360 48XT4C SVC

H66B7E HPE Aruba Networking Foundational Care 3Y 24x7 CDMR 8360 48XT4C SVC

HU7U9E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour 8360 Switch SVC

H35DFE HPE Aruba Networking Foundational Care 3Y CTR 6-Hour 8360 Switch SVC

H35DGE HPE Aruba Networking Foundational Care 3Y CTR 6-Hour CDMR 8360 Switch SVC

HU7V0E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour CDMR 8360 Switch SVC

H66L3E HPE Aruba Networking Foundational Care 3Y CTR 8360 12/16/24p SVC

H65J8E HPE Aruba Networking Foundational Care 3Y CTR 8360 12/16/24p SVC

H66U8E HPE Aruba Networking Foundational Care 3Y CTR 8360 32Y4C SVC

H65T3E HPE Aruba Networking Foundational Care 3Y CTR 8360 32Y4C SVC

H67D3E HPE Aruba Networking Foundational Care 3Y CTR 8360 48XT4C SVC

H66B8E HPE Aruba Networking Foundational Care 3Y CTR 8360 48XT4C SVC

H66L4E HPE Aruba Networking Foundational Care 3Y CTR CDMR 8360 12/16/24p SVC

H65J9E HPE Aruba Networking Foundational Care 3Y CTR CDMR 8360 12/16/24p SVC
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H65T4E HPE Aruba Networking Foundational Care 3Y CTR CDMR 8360 32Y4C SVC

H66U9E HPE Aruba Networking Foundational Care 3Y CTR CDMR 8360 32Y4C SVC

H67D4E HPE Aruba Networking Foundational Care 3Y CTR CDMR 8360 48XT4C SVC

H66B9E HPE Aruba Networking Foundational Care 3Y CTR CDMR 8360 48XT4C SVC

H65J1E HPE Aruba Networking Foundational Care 3Y NBD 8360 12/16/24p SVC

H66K6E HPE Aruba Networking Foundational Care 3Y NBD 8360 12/16/24p SVC

H65S6E HPE Aruba Networking Foundational Care 3Y NBD 8360 32Y4C SVC

H66U1E HPE Aruba Networking Foundational Care 3Y NBD 8360 32Y4C SVC

H66B1E HPE Aruba Networking Foundational Care 3Y NBD 8360 48XT4C SVC

H67C6E HPE Aruba Networking Foundational Care 3Y NBD 8360 48XT4C SVC

H66K7E HPE Aruba Networking Foundational Care 3Y NBD CDMR 8360 12/16/24p SVC

H65J2E HPE Aruba Networking Foundational Care 3Y NBD CDMR 8360 12/16/24p SVC

H65S7E HPE Aruba Networking Foundational Care 3Y NBD CDMR 8360 32Y4C SVC

H66U2E HPE Aruba Networking Foundational Care 3Y NBD CDMR 8360 32Y4C SVC

H66B2E HPE Aruba Networking Foundational Care 3Y NBD CDMR 8360 48XT4C SVC

H67C7E HPE Aruba Networking Foundational Care 3Y NBD CDMR 8360 48XT4C SVC

H65H9E HPE Aruba Networking Foundational Care 3Y NBD Exch 8360 12/16/24p SVC

H66K4E HPE Aruba Networking Foundational Care 3Y NBD Exch 8360 12/16/24p SVC

H66T9E HPE Aruba Networking Foundational Care 3Y NBD Exch 8360 32Y4C SVC

H65S4E HPE Aruba Networking Foundational Care 3Y NBD Exch 8360 32Y4C SVC

H66A9E HPE Aruba Networking Foundational Care 3Y NBD Exch 8360 48XT4C SVC

H67C4E HPE Aruba Networking Foundational Care 3Y NBD Exch 8360 48XT4C SVC

H35CTE HPE Aruba Networking Foundational Care 3Y NBD Exch 8360 Switch SVC

HU7U0E HPE Aruba Networking Foundational Care 3Y NBD Exch 8360 Switch SVC

H66K3E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 8360 12/16/24p SVC

H65H8E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 8360 12/16/24p SVC

H66T8E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 8360 32Y4C SVC

H65S3E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 8360 32Y4C SVC

H67C3E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 8360 48XT4C SVC

H66A8E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 8360 48XT4C SVC

H35CSE HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 8360 Switch SVC

HU7T9E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 8360 Switch SVC

HU7U2E HPE Aruba Networking Foundational Care 3Y NBD Onsite 8360 Switch SVC

H35CWE HPE Aruba Networking Foundational Care 3Y NBD Onsite 8360 Switch SVC

H35CXE HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 8360 Switch SVC

HU7U3E HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 8360 Switch SVC
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H66L7E HPE Aruba Networking Foundational Care 4Y 4HR Exch 8360 12/16/24p SVC

H66V2E HPE Aruba Networking Foundational Care 4Y 4HR Exch 8360 32Y4C SVC

H67D7E HPE Aruba Networking Foundational Care 4Y 4HR Exch 8360 48XT4C SVC

H35GME HPE Aruba Networking Foundational Care 4Y 4HR Exch 8360 Switch SVC

H66M3E HPE Aruba Networking Foundational Care 4Y 4HR Onsite 8360 12/16/24p SVC

H66V8E HPE Aruba Networking Foundational Care 4Y 4HR Onsite 8360 32Y4C SVC

H67E3E HPE Aruba Networking Foundational Care 4Y 4HR Onsite 8360 48XT4C SVC

H35GVE HPE Aruba Networking Foundational Care 4Y 4HR Onsite 8360 Switch SVC

H35GWE HPE Aruba Networking Foundational Care 4Y 4HR Onsite CDMR 8360 Switch SVC

H66M2E HPE Aruba Networking Foundational Care 4Y 4HR Onsite Hardware Only 8360 12/16/24p SVC

H66V7E HPE Aruba Networking Foundational Care 4Y 4HR Onsite Hardware Only 8360 32Y4C SVC

H67E2E HPE Aruba Networking Foundational Care 4Y 4HR Onsite Hardware Only 8360 48XT4C SVC

H35GTE HPE Aruba Networking Foundational Care 4Y 4HR Onsite Hardware Only 8360 Switch SVC

H66M4E HPE Aruba Networking Foundational Care 4Y 24x7 CDMR 8360 12/16/24p SVC

H66V9E HPE Aruba Networking Foundational Care 4Y 24x7 CDMR 8360 32Y4C SVC

H67E4E HPE Aruba Networking Foundational Care 4Y 24x7 CDMR 8360 48XT4C SVC

H35GXE HPE Aruba Networking Foundational Care 4Y CTR 6-Hour 8360 Switch SVC

H35GYE HPE Aruba Networking Foundational Care 4Y CTR 6-Hour CDMR 8360 Switch SVC

H66M5E HPE Aruba Networking Foundational Care 4Y CTR 8360 12/16/24p SVC

H66W0E HPE Aruba Networking Foundational Care 4Y CTR 8360 32Y4C SVC

H67E5E HPE Aruba Networking Foundational Care 4Y CTR 8360 48XT4C SVC

H66M6E HPE Aruba Networking Foundational Care 4Y CTR CDMR 8360 12/16/24p SVC

H66W1E HPE Aruba Networking Foundational Care 4Y CTR CDMR 8360 32Y4C SVC

H67E6E HPE Aruba Networking Foundational Care 4Y CTR CDMR 8360 48XT4C SVC

H66L8E HPE Aruba Networking Foundational Care 4Y NBD 8360 12/16/24p SVC

H66V3E HPE Aruba Networking Foundational Care 4Y NBD 8360 32Y4C SVC

H67D8E HPE Aruba Networking Foundational Care 4Y NBD 8360 48XT4C SVC

H66L9E HPE Aruba Networking Foundational Care 4Y NBD CDMR 8360 12/16/24p SVC

H66V4E HPE Aruba Networking Foundational Care 4Y NBD CDMR 8360 32Y4C SVC

H67D9E HPE Aruba Networking Foundational Care 4Y NBD CDMR 8360 48XT4C SVC

H66L6E HPE Aruba Networking Foundational Care 4Y NBD Exch 8360 12/16/24p SVC

H66V1E HPE Aruba Networking Foundational Care 4Y NBD Exch 8360 32Y4C SVC

H67D6E HPE Aruba Networking Foundational Care 4Y NBD Exch 8360 48XT4C SVC

H35GLE HPE Aruba Networking Foundational Care 4Y NBD Exch 8360 Switch SVC

H66L5E HPE Aruba Networking Foundational Care 4Y NBD Exch Hardware Only 8360 12/16/24p SVC

H66V0E HPE Aruba Networking Foundational Care 4Y NBD Exch Hardware Only 8360 32Y4C SVC
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H67D5E HPE Aruba Networking Foundational Care 4Y NBD Exch Hardware Only 8360 48XT4C SVC

H35GKE HPE Aruba Networking Foundational Care 4Y NBD Exch Hardware Only 8360 Switch SVC

H35GNE HPE Aruba Networking Foundational Care 4Y NBD Onsite 8360 Switch SVC

H35GQE HPE Aruba Networking Foundational Care 4Y NBD Onsite CDMR 8360 Switch SVC

H65L4E HPE Aruba Networking Foundational Care 5Y 4HR Exch 8360 12/16/24p SVC

H66M9E HPE Aruba Networking Foundational Care 5Y 4HR Exch 8360 12/16/24p SVC

H66W4E HPE Aruba Networking Foundational Care 5Y 4HR Exch 8360 32Y4C SVC

H65U9E HPE Aruba Networking Foundational Care 5Y 4HR Exch 8360 32Y4C SVC

H66D4E HPE Aruba Networking Foundational Care 5Y 4HR Exch 8360 48XT4C SVC

H67E9E HPE Aruba Networking Foundational Care 5Y 4HR Exch 8360 48XT4C SVC

H35HCE HPE Aruba Networking Foundational Care 5Y 4HR Exch 8360 Switch SVC

HU7W5E HPE Aruba Networking Foundational Care 5Y 4HR Exch 8360 Switch SVC

H65M0E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 8360 12/16/24p SVC

H66N5E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 8360 12/16/24p SVC

H65V5E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 8360 32Y4C SVC

H66X0E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 8360 32Y4C SVC

H66E0E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 8360 48XT4C SVC

H67F5E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 8360 48XT4C SVC

H35HKE HPE Aruba Networking Foundational Care 5Y 4HR Onsite 8360 Switch SVC

HU7X1E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 8360 Switch SVC

HU7X2E HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 8360 Switch SVC

H35HLE HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 8360 Switch SVC

H66N4E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 8360 12/16/24p SVC

H65L9E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 8360 12/16/24p SVC

H66W9E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 8360 32Y4C SVC

H65V4E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 8360 32Y4C SVC

H67F4E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 8360 48XT4C SVC

H66D9E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 8360 48XT4C SVC

HU7X0E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 8360 Switch SVC

H35HJE HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 8360 Switch SVC

H65M1E HPE Aruba Networking Foundational Care 5Y 24x7 CDMR 8360 12/16/24p SVC

H66N6E HPE Aruba Networking Foundational Care 5Y 24x7 CDMR 8360 12/16/24p SVC

H65V6E HPE Aruba Networking Foundational Care 5Y 24x7 CDMR 8360 32Y4C SVC

H66X1E HPE Aruba Networking Foundational Care 5Y 24x7 CDMR 8360 32Y4C SVC

H67F6E HPE Aruba Networking Foundational Care 5Y 24x7 CDMR 8360 48XT4C SVC

H66E1E HPE Aruba Networking Foundational Care 5Y 24x7 CDMR 8360 48XT4C SVC
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HU7X3E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour 8360 Switch SVC

H35HME HPE Aruba Networking Foundational Care 5Y CTR 6-Hour 8360 Switch SVC

H35HNE HPE Aruba Networking Foundational Care 5Y CTR 6-Hour CDMR 8360 Switch SVC

HU7X4E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour CDMR 8360 Switch SVC

H65M2E HPE Aruba Networking Foundational Care 5Y CTR 8360 12/16/24p SVC

H66N7E HPE Aruba Networking Foundational Care 5Y CTR 8360 12/16/24p SVC

H65V7E HPE Aruba Networking Foundational Care 5Y CTR 8360 32Y4C SVC

H66X2E HPE Aruba Networking Foundational Care 5Y CTR 8360 32Y4C SVC

H66E2E HPE Aruba Networking Foundational Care 5Y CTR 8360 48XT4C SVC

H67F7E HPE Aruba Networking Foundational Care 5Y CTR 8360 48XT4C SVC

H66N8E HPE Aruba Networking Foundational Care 5Y CTR CDMR 8360 12/16/24p SVC

H65M3E HPE Aruba Networking Foundational Care 5Y CTR CDMR 8360 12/16/24p SVC

H65V8E HPE Aruba Networking Foundational Care 5Y CTR CDMR 8360 32Y4C SVC

H66X3E HPE Aruba Networking Foundational Care 5Y CTR CDMR 8360 32Y4C SVC

H66E3E HPE Aruba Networking Foundational Care 5Y CTR CDMR 8360 48XT4C SVC

H67F8E HPE Aruba Networking Foundational Care 5Y CTR CDMR 8360 48XT4C SVC

H65L5E HPE Aruba Networking Foundational Care 5Y NBD 8360 12/16/24p SVC

H66N0E HPE Aruba Networking Foundational Care 5Y NBD 8360 12/16/24p SVC

H66W5E HPE Aruba Networking Foundational Care 5Y NBD 8360 32Y4C SVC

H65V0E HPE Aruba Networking Foundational Care 5Y NBD 8360 32Y4C SVC

H67F0E HPE Aruba Networking Foundational Care 5Y NBD 8360 48XT4C SVC

H66D5E HPE Aruba Networking Foundational Care 5Y NBD 8360 48XT4C SVC

H66N1E HPE Aruba Networking Foundational Care 5Y NBD CDMR 8360 12/16/24p SVC

H65L6E HPE Aruba Networking Foundational Care 5Y NBD CDMR 8360 12/16/24p SVC

H66W6E HPE Aruba Networking Foundational Care 5Y NBD CDMR 8360 32Y4C SVC

H65V1E HPE Aruba Networking Foundational Care 5Y NBD CDMR 8360 32Y4C SVC

H67F1E HPE Aruba Networking Foundational Care 5Y NBD CDMR 8360 48XT4C SVC

H66D6E HPE Aruba Networking Foundational Care 5Y NBD CDMR 8360 48XT4C SVC

H65L3E HPE Aruba Networking Foundational Care 5Y NBD Exch 8360 12/16/24p SVC

H66M8E HPE Aruba Networking Foundational Care 5Y NBD Exch 8360 12/16/24p SVC

H65U8E HPE Aruba Networking Foundational Care 5Y NBD Exch 8360 32Y4C SVC

H66W3E HPE Aruba Networking Foundational Care 5Y NBD Exch 8360 32Y4C SVC

H66D3E HPE Aruba Networking Foundational Care 5Y NBD Exch 8360 48XT4C SVC

H67E8E HPE Aruba Networking Foundational Care 5Y NBD Exch 8360 48XT4C SVC

H35HBE HPE Aruba Networking Foundational Care 5Y NBD Exch 8360 Switch SVC

HU7W4E HPE Aruba Networking Foundational Care 5Y NBD Exch 8360 Switch SVC
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H65L2E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 8360 12/16/24p SVC

H66M7E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 8360 12/16/24p SVC

H65U7E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 8360 32Y4C SVC

H66W2E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 8360 32Y4C SVC

H66D2E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 8360 48XT4C SVC

H67E7E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 8360 48XT4C SVC

H35GZE HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 8360 Switch SVC

HU7W3E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 8360 Switch SVC

H35HDE HPE Aruba Networking Foundational Care 5Y NBD Onsite 8360 Switch SVC

HU7W6E HPE Aruba Networking Foundational Care 5Y NBD Onsite 8360 Switch SVC

HU7W7E HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 8360 Switch SVC

H35HFE HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 8360 Switch SVC

H35HQPE HPE Aruba Networking Post WTY Foundational Care 1Y NBD Exch HW Only 8360Switch SVC

H66P0PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Exch 8360 12/16/24p SVC

H66X5PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Exch 8360 32Y4C SVC

H67G0PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Exch 8360 48XT4C SVC

H84L0PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Exch 8360 BTG Switch SVC

H66P6PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Onsite 8360 12/16/24p SVC

H66Y1PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Onsite 8360 32Y4C SVC

H67G6PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Onsite 8360 48XT4C SVC

H84L5PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Onsite 8360 BTG Switch SVC

H84L6PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Onsite CDMR 8360 BTG Switch SVC

H66P5PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Onsite Hardware Only 8360 12/16/24p SVC

H66Y0PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Onsite Hardware Only 8360 32Y4C SVC

H67G5PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Onsite Hardware Only 8360 48XT4C SVC

H35JCPE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Onsite Hardware Only 8360 Switch SVC

H66P7PE HPE Aruba Networking RNWL Foundational Care 1Y 24x7 CDMR 8360 12/16/24p SVC

H66Y2PE HPE Aruba Networking RNWL Foundational Care 1Y 24x7 CDMR 8360 32Y4C SVC

H67G7PE HPE Aruba Networking RNWL Foundational Care 1Y 24x7 CDMR 8360 48XT4C SVC

H84L7PE HPE Aruba Networking RNWL Foundational Care 1Y CTR 6-Hour 8360 BTG Switch SVC

H66P8PE HPE Aruba Networking RNWL Foundational Care 1Y CTR 8360 12/16/24p SVC

H66Y3PE HPE Aruba Networking RNWL Foundational Care 1Y CTR 8360 32Y4C SVC

H67G8PE HPE Aruba Networking RNWL Foundational Care 1Y CTR 8360 48XT4C SVC

H66P9PE HPE Aruba Networking RNWL Foundational Care 1Y CTR CDMR 8360 12/16/24p SVC

H66Y4PE HPE Aruba Networking RNWL Foundational Care 1Y CTR CDMR 8360 32Y4C SVC

H67G9PE HPE Aruba Networking RNWL Foundational Care 1Y CTR CDMR 8360 48XT4C SVC
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H66P1PE HPE Aruba Networking RNWL Foundational Care 1Y NBD 8360 12/16/24p SVC

H66X6PE HPE Aruba Networking RNWL Foundational Care 1Y NBD 8360 32Y4C SVC

H67G1PE HPE Aruba Networking RNWL Foundational Care 1Y NBD 8360 48XT4C SVC

H66P2PE HPE Aruba Networking RNWL Foundational Care 1Y NBD CDMR 8360 12/16/24p SVC

H66X7PE HPE Aruba Networking RNWL Foundational Care 1Y NBD CDMR 8360 32Y4C SVC

H67G2PE HPE Aruba Networking RNWL Foundational Care 1Y NBD CDMR 8360 48XT4C SVC

H66N9PE HPE Aruba Networking RNWL Foundational Care 1Y NBD Exch 8360 12/16/24p SVC

H66X4PE HPE Aruba Networking RNWL Foundational Care 1Y NBD Exch 8360 32Y4C SVC

H67F9PE HPE Aruba Networking RNWL Foundational Care 1Y NBD Exch 8360 48XT4C SVC

H84K9PE HPE Aruba Networking RNWL Foundational Care 1Y NBD Exch 8360 BTG Switch SVC

H84L1PE HPE Aruba Networking RNWL Foundational Care 1Y NBD Onsite 8360 BTG Switch SVC
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Services HPE Aruba Networking

Ainsi services HPE Aruba Networkingsimplifient et accélèrent le cycle de vie de la technologie de réseau,
permettant ainsi à votre réseau d’évoluer avec une meilleure prévisibilité et une meilleure rentabilité. Que vous
exploitiez votre propre réseau et que vous deviez améliorer votre efficacité informatique, ou que vous
souhaitiez vous décharger d’une partie du fardeau, nous disposons des services dont vous avez besoin pour
atteindre vos objectifs.

Pour en savoir plus sur les offres HPE Services - Aruba Networking, consultez la page : hpe.com/edge/services

Services d’assistance

Avec notre portefeuille de support, vous disposez non seulement des éléments essentiels, mais également de
fonctionnalités proactives et préventives pour améliorer la productivité de votre équipe et tirer le meilleur parti
de votre réseau. Nous assurons à nos clients une résolution plus rapide des problèmes, une simplification des
opérations et une meilleure efficacité, ainsi qu’une réduction des problèmes liés aux réseaux.

Services professionnels

Grâce à un capital intellectuel étendu et des outils spécialement conçus, notre équipe vous offre une gamme de
services professionnels standard et personnalisés conçus pour optimiser l’exploitation de la technologie HPE
Aruba Networking.

Les services reposant sur des projets
comprennent:

Les services d’abonnement annuel comprennent:

— La planification, l’audit et l’évaluation
— L’examen et la conception de

l’architecture
— Le déploiement, la migration et le

transfert de connaissances

— L’optimisation du réseau
— Les opérations intelligentes
— La gestion de l’expérience client

Nos services de formation permettent à votre équipe de se mettre rapidement à jour.

HPE GreenLake pour Networking

Notre solution NaaS fait partie de la famille de services HPE GreenLake et simplifie les opérations réseau,
accélère la gestion des équipements et augmente la valeur de votre solution HPE Aruba Networking. Si vous
avez besoin de conseils d'experts et d'opérations basées sur l'automatisation pour votre équipe, veuillez explorer
notre approche NaaS via HPE GreenLake pour Networking.
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Pour plus d'informations techniques, les
modèles disponibles et les options, veuillez
vous référer aux QuickSpecs
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