
HPE Aruba Networking CX
9300 Switch Series

Nouveautés

– Cette gamme de commutateurs offre
des performances de commutation
élevées, jusqu'à 25,6 Tbit/s dans une
configuration fixe 1U prenant en
charge 32 ports 100/400 GbE.

– VXLAN dynamique avec BGP-EVPN
pour la segmentation approfondie
des réseaux de datacenter et de
campus

– Les bundles CX 9300S 32 ports
QSFP28 100G et 8 ports QSFP-DD
400G, avec flux d'air avant-arrière ou
arrière-avant, ainsi que de nouveaux
émetteurs-récepteurs et options
d'alimentation compatibles.

– La gamme HPE Aruba Networking CX
9300 Switch Series repose sur le
nouvel AOS-CX, un système
d'exploitation moderne, piloté par
des bases de données, qui
automatise et simplifie de
nombreuses tâches réseau
stratégiques et complexes.

– HPE Aruba Networking Fabric
Composer simplifie
considérablement l'automatisation,
l'orchestration et la visibilité de bout
en bout de l'infrastructure réseau
sous-jacente et de la superposition
virtualisée.

– Ensemble de fonctions avancées de
couches 2/3 qui comprend les

Vue d'ensemble
La gamme HPE Aruba Networking CX 9300 Switch Series offre une capacité
de commutation de 25,6 Tbit/s avec une configuration fixe 1U qui prend en
charge 32 ports de 100/400GbE. Cette gamme est conçue pour fournir une
connectivité 400GbE flexible, rentable et à haute densité pour les serveurs,
le stockage et la connectivité intra-fabric.

La gamme HPE Aruba Networking CX 9300 Switch Series protège les
investissements des entreprises lorsqu'elles font évoluer leurs parcs de
serveurs depuis des connexions 10GbE et 25GbE vers des configurations
Spine EVPN-VXLAN de 100GbE/400GbE, plus économes en énergie et avec
une plus petite empreinte. Le commutateur CX 9300-32D prend en charge
les grands PODS de datacenters, jusqu'à 16834 serveurs 25GbE ou jusqu'à
8192 serveurs 100GbE lors de l'utilisation de 4 émetteurs-récepteurs SN
100G.

Fiche technique



protocoles BGP, OSPF, VRF-Lite et
IPv6

Caractéristiques

Des performances et une évolutivité élevées

La gamme HPE Aruba Networking CX 9300 Switch Series répond aux exigences actuelles associées à la gestion
de réseaux virtualisés et cloud à grande échelle. Fournit une connectivité 100/400GbE flexible, rentable et à
haute densité pour les serveurs, le stockage et la connectivité intra-fabric.

Grâce à l'évolutivité via le câblage de dérivation, la gamme HPE Aruba Networking CX 9300 Switch Series
permet de scinder une liaison 200GbE en deux liaisons 100GbE, et un port 100GbE en quatre ports 25GbE,
reliant un seul port de commutateur et pouvant accueillir jusqu'à quatre cartes adaptateurs pour les serveurs ou
autres sous-systèmes.

La gamme HPE Aruba Networking CX 9300 Switch Series facilite la transition du 10GbE et 25GbE vers le
100GbE/400GbE, en offrant une solution plus évolutive qui consomme moins d'énergie avec une empreinte
réduite. Le port 400 Gbit/s peut être configuré en 4 x 100GbE, 2 x 200GbE ou 1 x 400GbE.

Fabric Ethernet de stockage optimisé

La gamme HPE Aruba Networking CX 9300 Switch Series offre une qualité de service réseau à faible latence et «
sans perte » ainsi que toutes les fonctionnalités de connectivité nécessaires pour le stockage.

Idéal pour le stockage défini par logiciel et les solutions HCI, où plusieurs serveurs partagent des ressources de
stockage (SSD/flash).

Solution idéale pour les cas d'utilisation en datacenter, cloud et stockage, prenant en charge la connectivité
serveurs et stockage en top-of-rack ainsi que les fabrics leaf-spine à évolutivité horizontale.

Des analyses intelligentes

Le moteur d'analyse du réseau HPE Aruba Networking Network Analytics Engine (NAE) permet de surveiller et de
dépanner facilement les problèmes liés au réseau, au système, aux applications et à la sécurité, grâce à des
agents Python simples et à des API compatibles REST.

Un pré-traitement intelligent des données transforme les données brutes de télémétrie en informations
exploitables.

Le logiciel HPE Aruba Networking Switch Multi-Edit Software prend en charge la configuration et la vérification
automatisées.

Hautes performances et haute disponibilité

La technologie HPE Aruba Networking Virtual Switching Extension (VSX) est une solution de haute disponibilité
conçue dès le départ pour offrir disponibilité continue, virtualisation et simplicité. Les alimentations et les
ventilateurs redondants et permutables à chaud apportent une résilience supplémentaire.

La gamme HPE Aruba Networking CX 9300 Switch Series offre un ensemble de fonctionnalités avancées de
couche 2/3, notamment BGP, OSPF, VRF-Lite et IPv6. Cette gamme de commutateurs prend en charge le
VXLAN dynamique avec BGP-EVPN pour une segmentation approfondie dans les réseaux de datacenter et de
campus.
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Caractéristiques techniques HPE Aruba Networking CX 9300 Switch Series

Consommation électrique 600 W ou 615 W, inactif : 210 W ou 221 W selon le modèle

Dissipation thermique 4 435 BTU/h max

Tension d'entrée CX 9300-32D :
100–127 / 220–240 VCA
220-240 V pour 8-32 ports Configuration de production

CX 9300S-32C8D :
100–127 VCA 50/60 Hz 12 A
200–240 VCA 50/60 Hz 10 A
200–240 V requis pour prendre en charge  une puissance d'émetteur-récepteur de 5 W
sur n'importe quel port

Ports CX 9300-32D :
32 ports 100 GbE, 200 GbE ou 400 GbE.
Les ports 400 Gbit/s peuvent être configurés en 4 ports 100 GbE, 2 ports 200 GbE ou 1
port 400 GbE.

CX 9300S-32C8D :
32 ports 10/25/100/200 GbE et 8 ports 400 GbE.
Flexibilité permettant la prise en charge des débits 10/25/100/200 GbE sur les ports
d'accès.

Capacité de basculement CX 9300-32D : 25,6 Tbit/s
CX 9300S-32C8D : 16 Tbit/s

Débit 5 Bpps

Mémoire et processeur CX 9300-32D :
Baie SSD m.2 128 Go, mSATA 4 Go, mémoire flash SPI 128 Mo, SODIMM 16 Go x2

CX 9300S-32C8D :
Baie SSD m.2 128 Go, mémoire flash SPI 16 Mo, SODIMM x2 32 Go

Nom du module
d'alimentation

2 modules d'alimentation remplaçables sur site et permutables à chaud

Fonctions d'administration CX 9300-32D :
SNMP
REST
RJ-45 série
Micro USB console port
RJ-45 OOBM Port

CX 9300S-32C8D :
SNMP
REST
RJ-45 et connecteurs de console série USB-C
Port RJ-45 OOBM

Température de
fonctionnement

Température comprise entre 32°F et 113°F (0°C et 45°C) selon le modèle
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Caractéristiques techniques HPE Aruba Networking CX 9300 Switch Series

Poids 11,85 kg

Dimensions du produit
(mesure métrique)

4,35 x 43,84 x 59 cm

Garantie Garantie limitée à vie. Voir la période de garantie.
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Comparaison SKU

HPE Aruba Networking
CX 9300-32D 32-port
100/200/400G QSFP-
DD 2-port 10G Switch
(R8Z96A)

HPE Aruba Networking
CX 9300-32D 32p
QSFP-DD 2p 10G SFP+
Back-to-Front 6 Fans 2
AC PSU Bundle
(R9A30A)

HPE Aruba Networking
CX 9300-32D 32p
QSFP-DD 2p 10G SFP+
Front-to-Back 6 Fans 2
AC PSU Bundle
(R9A29A)

HPE Aruba Networking
CX 9300-32D
32xQSFP-DD 400G
2xSFP+10G Prt2Pwr
Airflow 6Fs 2AC PSU
Switch Bdl (S1D07A)

HPE Aruba Networking
CX 9300-32D
32xQSFP-DD 400G
2xSFP+10G Pwr2Prt
Airflow 6Fs 2AC PSU
Switch Bdl (S1D08A)

Différenciateur Commutateur à 32 ports
CX 9300-32D

Bundle CX 9300-32D 32
ports arrière-avant

Bundle CX 9300-32D 32
ports avant-arrière

Consommation électrique 600 W ou 615 W, inactif :
210 W ou 221 W selon le
modèle

Taux de trafic à 100 % :
688 W ;
Inactif : 221 W

Taux de trafic à 100 % :
675 W ;
Inactif : 210 W

600 W ou 615 W, inactif :
210 W ou 221 W selon le
modèle

600 W ou 615 W, inactif :
210 W ou 221 W selon le
modèle

Dissipation thermique 4 435 BTU/h max

Tension d'entrée Alimentation 100-127 /
220-240 VCA 220-240V
requise pour la
configuration à 8-32
ports

Alimentation 100-127 /
220-240 VCA 220-240V
requise pour la
configuration à 8-32
ports

Alimentation 100-127 /
220-240 VCA 220-240V
requise pour la
configuration à 8-32
ports

CX 9300-32D :
100–127 / 220–240 VCA
220-240 V pour 8-32
ports Configuration de
production

CX 9300S-32C8D :
100–127 VCA 50/60 Hz
12 A
200–240 VCA 50/60 Hz
10 A
200–240 V requis pour
prendre en charge  une
puissance d'émetteur-
récepteur de 5 W sur
n'importe quel port

CX 9300-32D :
100–127 / 220–240 VCA
220-240 V pour 8-32
ports Configuration de
production

CX 9300S-32C8D :
100–127 VCA 50/60 Hz
12 A
200–240 VCA 50/60 Hz
10 A
200–240 V requis pour
prendre en charge  une
puissance d'émetteur-
récepteur de 5 W sur
n'importe quel port
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HPE Aruba Networking
CX 9300-32D 32-port
100/200/400G QSFP-
DD 2-port 10G Switch
(R8Z96A)

HPE Aruba Networking
CX 9300-32D 32p
QSFP-DD 2p 10G SFP+
Back-to-Front 6 Fans 2
AC PSU Bundle
(R9A30A)

HPE Aruba Networking
CX 9300-32D 32p
QSFP-DD 2p 10G SFP+
Front-to-Back 6 Fans 2
AC PSU Bundle
(R9A29A)

HPE Aruba Networking
CX 9300-32D
32xQSFP-DD 400G
2xSFP+10G Prt2Pwr
Airflow 6Fs 2AC PSU
Switch Bdl (S1D07A)

HPE Aruba Networking
CX 9300-32D
32xQSFP-DD 400G
2xSFP+10G Pwr2Prt
Airflow 6Fs 2AC PSU
Switch Bdl (S1D08A)

Ports 32 ports de 100GbE,
200GbE ou 400GbE ;
ports 400 Gbit/s
configurables en 4 x
100GbE, 2 x 200GbE ou
1 x 400GbE

32 ports de 100GbE,
200GbE ou 400GbE ;
ports 400 Gbit/s
configurables en 4 x
100GbE, 2 x 200GbE ou
1 x 400GbE

32 ports de 100GbE,
200GbE ou 400GbE ;
ports 400 Gbit/s
configurables en 4 x
100GbE, 2 x 200GbE ou
1 x 400GbE

CX 9300-32D :
32 ports 100 GbE, 200
GbE ou 400 GbE.
Les ports 400 Gbit/s
peuvent être configurés
en 4 ports 100 GbE, 2
ports 200 GbE ou 1 port
400 GbE.

CX 9300S-32C8D :
32 ports 10/25/100/200
GbE et 8 ports 400 GbE.
Flexibilité permettant la
prise en charge des
débits 10/25/100/200
GbE sur les ports
d'accès.

CX 9300-32D :
32 ports 100 GbE, 200
GbE ou 400 GbE.
Les ports 400 Gbit/s
peuvent être configurés
en 4 ports 100 GbE, 2
ports 200 GbE ou 1 port
400 GbE.

CX 9300S-32C8D :
32 ports 10/25/100/200
GbE et 8 ports 400 GbE.
Flexibilité permettant la
prise en charge des
débits 10/25/100/200
GbE sur les ports
d'accès.

Capacité de basculement 25,6 Tbits/s 25,6 Tbits/s 25,6 Tbits/s CX 9300-32D : 25,6
Tbit/s
CX 9300S-32C8D : 16
Tbit/s

CX 9300-32D : 25,6
Tbit/s
CX 9300S-32C8D : 16
Tbit/s

Débit 5 Bpps

Mémoire et processeur Baie SSD m.2 128 Go,
mSATA 4 Go, mémoire
flash SPI 128 Mo,
SODIMM x2 16 Go

Baie SSD m.2 128 Go,
mSATA 4 Go, mémoire
flash SPI 128 Mo,
SODIMM x2 16 Go

Baie SSD m.2 128 Go,
mSATA 4 Go, mémoire
flash SPI 128 Mo,
SODIMM x2 16 Go

CX 9300-32D :
Baie SSD m.2 128 Go,
mSATA 4 Go, mémoire
flash SPI 128 Mo,
SODIMM 16 Go x2

CX 9300S-32C8D :
Baie SSD m.2 128 Go,
mémoire flash SPI 16 Mo,
SODIMM x2 32 Go

CX 9300-32D :
Baie SSD m.2 128 Go,
mSATA 4 Go, mémoire
flash SPI 128 Mo,
SODIMM 16 Go x2

CX 9300S-32C8D :
Baie SSD m.2 128 Go,
mémoire flash SPI 16 Mo,
SODIMM x2 32 Go

Nom du module d'alimentation 2 modules d'alimentation remplaçables sur site et permutables à chaud
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HPE Aruba Networking
CX 9300-32D 32-port
100/200/400G QSFP-
DD 2-port 10G Switch
(R8Z96A)

HPE Aruba Networking
CX 9300-32D 32p
QSFP-DD 2p 10G SFP+
Back-to-Front 6 Fans 2
AC PSU Bundle
(R9A30A)

HPE Aruba Networking
CX 9300-32D 32p
QSFP-DD 2p 10G SFP+
Front-to-Back 6 Fans 2
AC PSU Bundle
(R9A29A)

HPE Aruba Networking
CX 9300-32D
32xQSFP-DD 400G
2xSFP+10G Prt2Pwr
Airflow 6Fs 2AC PSU
Switch Bdl (S1D07A)

HPE Aruba Networking
CX 9300-32D
32xQSFP-DD 400G
2xSFP+10G Pwr2Prt
Airflow 6Fs 2AC PSU
Switch Bdl (S1D08A)

Fonctions d'administration SNMP
REST
RJ-45 série
Micro USB port console
Port RJ-45 OOBM

SNMP
REST
RJ-45 série
Micro USB port console
Port RJ-45 OOBM

SNMP
REST
RJ-45 série
Micro USB port console
Port RJ-45 OOBM

CX 9300-32D :
SNMP
REST
RJ-45 série
Micro USB console port
RJ-45 OOBM Port

CX 9300S-32C8D :
SNMP
REST
RJ-45 et connecteurs de
console série USB-C
Port RJ-45 OOBM

CX 9300-32D :
SNMP
REST
RJ-45 série
Micro USB console port
RJ-45 OOBM Port

CX 9300S-32C8D :
SNMP
REST
RJ-45 et connecteurs de
console série USB-C
Port RJ-45 OOBM

Température de fonctionnement De 0 °C à 45 °C (de 32 °F
à 113 °F) au niveau de la
mer

Température comprise
entre 32°F et 113°F (0°C
et 45°C) selon le modèle

Température comprise
entre 32°F et 113°F (0°C
et 45°C) selon le modèle

Température comprise
entre 32°F et 113°F (0°C
et 45°C) selon le modèle

Température comprise
entre 32°F et 113°F (0°C
et 45°C) selon le modèle

Poids 11,85 kg

Dimensions du produit (mesure
métrique) 4,35 x 43,84 x 59 cm

Garantie Garantie limitée à vie. Voir la période de garantie.
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HPE Aruba Networking
CX 9300S 32p QSFP28
100G 8p QSFP-DD
400G Back-to-Front
6xFan 2xAC Bundle
(S0F84A)

HPE Aruba Networking
CX 9300S 32p QSFP28
100G 8p QSFP-DD
400G Back-to-Front
6xFan 2xAC TAA
Bundle (S0F83A)

HPE Aruba Networking
CX 9300S 32p QSFP28
100G 8p QSFP-DD
400G Back-to-Front
6xFan 2xDC Bundle
(S0F88A)

HPE Aruba Networking
CX 9300S 32p QSFP28
100G 8p QSFP-DD
400G Back-to-Front
6xFan 2xDC TAA
Bundle (S0F87A)

HPE Aruba Networking
CX 9300S 32p QSFP28
100G 8p QSFP-DD
400G Front-to-Back
6xFan 2xAC Bundle
(S0F82A)

Différenciateur Ensemble AC 32 ports
CX 9300S à 32 ports de
l’arrière à l’avant

Ensemble AC 32 ports
CX 9300S à 32 ports de
l’arrière à l’avant
Certifié TAA

Pack DC 32 ports 32
ports

Pack DC 32 ports 32
ports
Certifié TAA

Pack AC 32 ports CX
9300S avant à l’arrière

Consommation électrique Veille : 185 W
maximum : 920 W
standard : 395 W

Veille : 185 W
maximum : 920 W
standard : 395 W

Veille : 210 W
maximum : 950 W
standard : 420 W

Veille : 210 W
maximum : 950 W
standard : 420 W

Veille : 185 W
maximum : 920 W
standard : 395 W

Dissipation thermique 4 435 BTU/h max

Tension d'entrée 100–127 VCA 50/60 Hz 12 A ;
 200–240 VCA 50/60 Hz 10 A ;
200–240 V requis pour supporter la puissance des émetteurs-récepteurs > 5 W sur n'importe quel port

Ports 32 ports 10/25/100/200GbE, 8 ports 400GbE ;
flexibilité pour supporter 10/25/100/200GbE sur les ports d'accès

Capacité de basculement 16 Tbit/s

Débit 5 Bpps 5 Bpps 5 Bpps 5 Bpps

Mémoire et processeur Baie SSD m.2 128 Go, mémoire flash 16 Mo SPI, SODIMMx2 32 Go

Nom du module d'alimentation 2 modules d'alimentation
remplaçables sur site et
permutables à chaud

2 modules d'alimentation
remplaçables sur site et
permutables à chaud

2 modules d'alimentation
remplaçables sur site et
permutables à chaud

2 modules d'alimentation
remplaçables sur site et
permutables à chaud

Fonctions d'administration SNMP
REST
RJ-45 et connecteurs de
console USB-C
Port RJ-45 OOBM

SNMP
REST
RJ-45 et connecteurs de
console USB-C
Port RJ-45 OOBM

SNMP
REST
RJ-45 et connecteurs de
console USB-C
Port RJ-45 OOBM

SNMP
REST
RJ-45 et connecteurs de
console USB-C
Port RJ-45 OOBM

SNMP, port de console
RJ-45, port de console
micro-USB
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HPE Aruba Networking
CX 9300S 32p QSFP28
100G 8p QSFP-DD
400G Back-to-Front
6xFan 2xAC Bundle
(S0F84A)

HPE Aruba Networking
CX 9300S 32p QSFP28
100G 8p QSFP-DD
400G Back-to-Front
6xFan 2xAC TAA
Bundle (S0F83A)

HPE Aruba Networking
CX 9300S 32p QSFP28
100G 8p QSFP-DD
400G Back-to-Front
6xFan 2xDC Bundle
(S0F88A)

HPE Aruba Networking
CX 9300S 32p QSFP28
100G 8p QSFP-DD
400G Back-to-Front
6xFan 2xDC TAA
Bundle (S0F87A)

HPE Aruba Networking
CX 9300S 32p QSFP28
100G 8p QSFP-DD
400G Front-to-Back
6xFan 2xAC Bundle
(S0F82A)

Température de fonctionnement De 0 °C à 40 °C (de 32
°F à 104 °F) au niveau de
la mer

De 0 °C à 40 °C (de 32
°F à 104 °F) au niveau de
la mer

De 0 °C à 40 °C (de 32
°F à 104 °F) au niveau de
la mer

De 0 °C à 40 °C (de 32
°F à 104 °F) au niveau de
la mer

De 0 °C à 45 °C (de 32 °F
à 113 °F) au niveau de la
mer

Poids 11,85 kg

Dimensions du produit (mesure
métrique) 4,35 x 43,84 x 59 cm

Garantie Garantie limitée à vie. Voir la période de garantie.
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HPE Aruba Networking CX 9300S 32p
QSFP28 100G 8p QSFP-DD 400G Front-
to-Back 6xFan 2xAC TAA Bundle
(S0F81A)

HPE Aruba Networking CX 9300S 32p
QSFP28 100G 8p QSFP-DD 400G Switch
(S0F96A)

HPE Aruba Networking CX 9300S 32p
QSFP28 100G 8p QSFP-DD 400G TAA
Switch (S0F95A)

Différenciateur Coffret 32 ports de l’avant à l’arrière du CX
9300S
Certifié TAA

Commutateur CX 9300S 32 ports Commutateur CX 9300S 32 ports
Certifié TAA

Consommation électrique Veille : 185 W
maximum : 920 W
standard : 395 W

600 W ou 615 W, inactif : 210 W ou 221 W
selon le modèle

600 W ou 615 W, inactif : 210 W ou 221 W
selon le modèle

Dissipation thermique 4 435 BTU/h max

Tension d'entrée 100–127 VCA 50/60 Hz 12 A ;
200–240 VCA 50/60 Hz 10 A ;
200–240 V requis pour supporter la
puissance des émetteurs-récepteurs > 5 W
sur n'importe quel port

100–127 VCA 50/60 Hz 12 A ;
 200–240 VCA 50/60 Hz 10 A ;
200–240 V requis pour supporter la
puissance des émetteurs-récepteurs > 5 W
sur n'importe quel port

100–127 VCA 50/60 Hz 12 A ;
 200–240 VCA 50/60 Hz 10 A ;
200–240 V requis pour supporter la
puissance des émetteurs-récepteurs > 5 W
sur n'importe quel port

Ports 32 ports 10/25/100/200GbE, 8 ports 400GbE ;
flexibilité pour supporter 10/25/100/200GbE sur les ports d'accès

Capacité de basculement 16 Tbit/s

Débit 5 Bpps

Mémoire et processeur Baie SSD m.2 128 Go, mémoire flash 16 Mo SPI, SODIMMx2 32 Go

Nom du module d'alimentation 2 modules d'alimentation remplaçables sur site et permutables à chaud

Fonctions d'administration SNMP
REST
RJ-45 et connecteurs de console USB-C
Port RJ-45 OOBM

Température de fonctionnement De 0 °C à 45 °C (de 32 °F à 113 °F) au niveau
de la mer

Température comprise entre 32°F et 113°F
(0°C et 45°C) selon le modèle

Température comprise entre 32°F et 113°F
(0°C et 45°C) selon le modèle

Poids 11,85 kg
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HPE Aruba Networking CX 9300S 32p
QSFP28 100G 8p QSFP-DD 400G Front-
to-Back 6xFan 2xAC TAA Bundle
(S0F81A)

HPE Aruba Networking CX 9300S 32p
QSFP28 100G 8p QSFP-DD 400G Switch
(S0F96A)

HPE Aruba Networking CX 9300S 32p
QSFP28 100G 8p QSFP-DD 400G TAA
Switch (S0F95A)

Dimensions du produit (mesure
métrique) 4,35 x 43,84 x 59 cm

Garantie Garantie limitée à vie. Voir la période de garantie.
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Options associées

Les options suivantes sont disponibles pour ces séries:

SKU Description

Adaptateurs

S1H23A HPE Aruba Networking CX Switch Bluetooth Adapter

Cloud privé ou hybride

R6V08AAE HPE Aruba Networking Central On-Premises Switch Class5 Advanced 1-year Subscription E-STU

R6V09AAE HPE Aruba Networking Central On-Premises Switch Class5 Advanced 3-year Subscription E-STU

R6V10AAE HPE Aruba Networking Central On-Premises Switch Class5 Advanced 5-year Subscription E-STU

R6V11AAE HPE Aruba Networking Central On-Premises Switch Class5 Advanced 7-year Subscription E-STU

R6V12AAE HPE Aruba Networking Central On-Premises Switch Class5 Advanced 10-year Subscription E-STU

JZ540AAE HPE Aruba Networking Central Switch Class5 Advanced 1-year Subscription E-STU

JZ541AAE HPE Aruba Networking Central Switch Class5 Advanced 3-year Subscription E-STU

JZ542AAE HPE Aruba Networking Central Switch Class5 Advanced 5-year Subscription E-STU

JZ543AAE HPE Aruba Networking Central Switch Class5 Advanced 7-year Subscription E-STU

JZ544AAE HPE Aruba Networking Central Switch Class5 Advanced 10-year Subscription E-STU

R3K03AAE HPE Aruba Networking Central Switch Class5 Foundation 1-year Subscription E-STU

R3K04AAE HPE Aruba Networking Central Switch Class5 Foundation 3-year Subscription E-STU

R3K05AAE HPE Aruba Networking Central Switch Class5 Foundation 5-year Subscription E-STU

R3K06AAE HPE Aruba Networking Central Switch Class5 Foundation 7-year Subscription E-STU

R3K07AAE HPE Aruba Networking Central Switch Class5 Foundation 10-year Subscription E-STU

Converters

845970-B21 HPE QSFP28 to SFP28 Adapter

Câbles/kits de câblage

R9J32A HPE Aruba Networking USB-A reversible to USB-C PC-to-Switch 3m Cable

R9J33A HPE Aruba Networking USB-C to USB-C PC-to-Switch 3m Cable

R9G48B HPE Aruba Networking USBA-RJ45 PC-to-Switch PIN6TX-3RX 2.5m Cable

JL448A HPE Aruba Networking X2C2 RJ45 to DB9 Console Cable

Emetteurs-récepteurs

845972-B21 HPE 100Gb QSFP28 Bidirectional Transceiver

S3N90A HPE Aruba Networking 4x100G DR QSFP-DD SN 500m SMF Transceiver

S3N91A HPE Aruba Networking 4x100G FR QSFP-DD SN 2km SMF Transceiver
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S3N92A HPE Aruba Networking 4x100G LR QSFP-DD SN 10km SMF Transceiver

J9153D HPE Aruba Networking 10G SFP+ LC ER 40km SMF Transceiver

JL749A HPE Aruba Networking 10G SFP+ LC LR 10km SMF TAA Transceiver

J9151E HPE Aruba Networking 10G SFP+ LC LR 10km SMF Transceiver

JL748A HPE Aruba Networking 10G SFP+ LC SR 300m MMF TAA Transceiver

J9150D HPE Aruba Networking 10G SFP+ LC SR 300m OM3 MMF Transceiver

JL486A HPE Aruba Networking 25G SFP28 LC LR 10km SMF Transceiver

JL484A HPE Aruba Networking 25G SFP28 LC SR 100m MMF Transceiver

JL485A HPE Aruba Networking 25G SFP28 LC eSR 400m MMF Transceiver

JL308A HPE Aruba Networking 40G QSFP+ LC Bidirectional 150m MMF 2-strand Transceiver

R9G02A HPE Aruba Networking 40G QSFP+ LC Bidirectional 150m MMF 2-strand Transceiver

Q9G82A HPE Aruba Networking 40G QSFP+ LC ER4 40km SMF Transceiver

R9F97A HPE Aruba Networking 40G QSFP+ MPO SR4 Transceiver

R9F98A HPE Aruba Networking 40G QSFP+ MPO eSR4 300M Transceiver

R9G03A HPE Aruba Networking 40G QSFP+ to QSFP+ 7m Active Optical Cable

R0Z22A HPE Aruba Networking 40G QSFP+ to QSFP+ 7m Active Optical Cable

R0Z23A HPE Aruba Networking 40G QSFP+ to QSFP+ 15m Active Optical Cable

R9G04A HPE Aruba Networking 40G QSFP+ to QSFP+ 15m Active Optical Cable

R9G05A HPE Aruba Networking 40G QSFP+ to QSFP+ 30m Active Optical Cable

R0Z24A HPE Aruba Networking 40G QSFP+ to QSFP+ 30m Active Optical Cable

S3N88A HPE Aruba Networking 100G DR QSFP28 LC 500m SMF Transceiver

S3N89A HPE Aruba Networking 100G LR QSFP28 LC 10km SMF Transceiver

R0Z30A HPE Aruba Networking 100G QSFP28 LC CWDM4 2km SMF Transceiver

JL743A HPE Aruba Networking 100G QSFP28 LC ER4L 40km SMF Transceiver

R9B63A HPE Aruba Networking 100G QSFP28 LC FR1 SMF 2km Transceiver

S1D17A HPE Aruba Networking 100G QSFP28 LC FR1 SMF 2km Transceiver

JL310A HPE Aruba Networking 100G QSFP28 LC LR4 10km SMF 2-strand Transceiver

JL309A HPE Aruba Networking 100G QSFP28 MPO SR4 100m 12-fiber MPO OM3 MMF Transceiver

R9F75A HPE Aruba Networking 100G QSFP28 MPO SR4 MMF Transceiver

R0Z25A HPE Aruba Networking 100G QSFP28 to QSFP28 1m Direct Attach Copper Cable

R9F76A HPE Aruba Networking 100G QSFP28 to QSFP28 2m Active Optical Cable

JL856A HPE Aruba Networking 100G QSFP28 to QSFP28 2m Active Optical Cable

JL307A HPE Aruba Networking 100G QSFP28 to QSFP28 3m Direct Attach Copper Cable

R0Z26A HPE Aruba Networking 100G QSFP28 to QSFP28 5m Direct Attach Copper Cable

R0Z27A HPE Aruba Networking 100G QSFP28 to QSFP28 7m Active Optical Cable

R9F79A HPE Aruba Networking 100G QSFP28 to QSFP28 7m Active Optical Cable
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R9F80A HPE Aruba Networking 100G QSFP28 to QSFP28 15m Active Optical Cable

R0Z28A HPE Aruba Networking 100G QSFP28 to QSFP28 15m Active Optical Cable

R0Z29A HPE Aruba Networking 100G QSFP28 to QSFP28 30m Active Optical Cable

R9F81A HPE Aruba Networking 100G QSFP28 to QSFP28 30m Active Optical Cable

R9B60A HPE Aruba Networking 200G DD-2xQSFP28 100G 3m Active Optic Cable

R9B58A HPE Aruba Networking 200G DD-2xQSFP28 100G 7m Active Optic Cable

R9B62A HPE Aruba Networking 200G DD-2xQSFP28 100G 15m Active Optic Cable

R9B61A HPE Aruba Networking 200G DD-2xQSFP28 100G 30m Active Optic Cable

R9B59A HPE Aruba Networking 200G DD-2xQSFP28 100G 50m Active Optic Cable

S1D25A HPE Aruba Networking 200G QSFP-DD to 2x QSFP28 100G 3m Active Optical Cable

S1D26A HPE Aruba Networking 200G QSFP-DD to 2x QSFP28 100G 7m Active Optical Cable

S1D27A HPE Aruba Networking 200G QSFP-DD to 2x QSFP28 100G 15m Active Optical Cable

S1D28A HPE Aruba Networking 200G QSFP-DD to 2x QSFP28 100G 30m Active Optical Cable

S1D29A HPE Aruba Networking 200G QSFP-DD to 2x QSFP28 100G 50m Active Optical Cable

S3N93A HPE Aruba Networking 400G DR4 QSFP-DD MPO12 500m SMF Transceiver

S3N94A HPE Aruba Networking 400G PLR4 QSFP-DD MPO12 10km SMF Transceiver

R9B42A HPE Aruba Networking 400G QSFP-DD MPO-12 eDR4 2km SMF Transceiver

S1D19A HPE Aruba Networking 400G QSFP-DD MPO-12 eDR4 2km SMF Transceiver

R9B41A HPE Aruba Networking 400G QSFP-DD MPO-16 SR8 100m MMF Transceiver

S1D18A HPE Aruba Networking 400G QSFP-DD MPO-16 SR8 100m MMF Transceiver

R9B55A HPE Aruba Networking 400G QSFP-DD to 2x QSFP56 200G 3m Active Optical Cable

S1D30A HPE Aruba Networking 400G QSFP-DD to 2x QSFP56 200G 3m Active Optical Cable

R9B53A HPE Aruba Networking 400G QSFP-DD to 2x QSFP56 200G 7m Active Optical Cable

S1D31A HPE Aruba Networking 400G QSFP-DD to 2x QSFP56 200G 7m Active Optical Cable

R9B57A HPE Aruba Networking 400G QSFP-DD to 2x QSFP56 200G 15m Active Optical Cable

S1D32A HPE Aruba Networking 400G QSFP-DD to 2x QSFP56 200G 15m Active Optical Cable

R9B56A HPE Aruba Networking 400G QSFP-DD to 2x QSFP56 200G 30m Active Optical Cable

S1D33A HPE Aruba Networking 400G QSFP-DD to 2x QSFP56 200G 30m Active Optical Cable

R9B54A HPE Aruba Networking 400G QSFP-DD to 2x QSFP56 200G 50m Active Optical Cable

S1D34A HPE Aruba Networking 400G QSFP-DD to 2x QSFP56 200G 50m Active Optical Cable

R9B50A HPE Aruba Networking 400G QSFP-DD to 4x QSFP56 100G 3m Active Optical Cable

S1D35A HPE Aruba Networking 400G QSFP-DD to 4x QSFP56 100G 3m Active Optical Cable

R9B48A HPE Aruba Networking 400G QSFP-DD to 4x QSFP56 100G 7m Active Optical Cable

S1D36A HPE Aruba Networking 400G QSFP-DD to 4x QSFP56 100G 7m Active Optical Cable

R9B52A HPE Aruba Networking 400G QSFP-DD to 4x QSFP56 100G 15m Active Optical Cable

S1D37A HPE Aruba Networking 400G QSFP-DD to 4x QSFP56 100G 15m Active Optical Cable
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R9B51A HPE Aruba Networking 400G QSFP-DD to 4x QSFP56 100G 30m Active Optical Cable

S1D38A HPE Aruba Networking 400G QSFP-DD to 4x QSFP56 100G 30m Active Optical Cable

R9B49A HPE Aruba Networking 400G QSFP-DD to 4x QSFP56 100G 50m Active Optical Cable

S1D39A HPE Aruba Networking 400G QSFP-DD to 4x QSFP56 100G 50m Active Optical Cable

R9B45A HPE Aruba Networking 400G QSFP-DD to QSFP-DD 3m Active Optical Cable

S1D20A HPE Aruba Networking 400G QSFP-DD to QSFP-DD 3m Active Optical Cable

R9B43A HPE Aruba Networking 400G QSFP-DD to QSFP-DD 7m Active Optical Cable

S1D21A HPE Aruba Networking 400G QSFP-DD to QSFP-DD 7m Active Optical Cable

R9B47A HPE Aruba Networking 400G QSFP-DD to QSFP-DD 15m Active Optical Cable

S1D22A HPE Aruba Networking 400G QSFP-DD to QSFP-DD 15m Active Optical Cable

R9B46A HPE Aruba Networking 400G QSFP-DD to QSFP-DD 30m Active Optical Cable

S1D23A HPE Aruba Networking 400G QSFP-DD to QSFP-DD 30m Active Optical Cable

R9B44A HPE Aruba Networking 400G QSFP-DD to QSFP-DD 50m Active Optical Cable

S1D24A HPE Aruba Networking 400G QSFP-DD to QSFP-DD 50m Active Optical Cable

JH232A HPE Networking X142 40G QSFP+ LC LR4 SM Transceiver

JH231A HPE Networking X142 40G QSFP+ MPO SR4 Transceiver

JH233A HPE Networking X142 40G QSFP+ MPO eSR4 300M Transceiver

JH234A HPE Networking X242 40G QSFP+ to QSFP+ 1m Direct Attach Copper Cable

JH235A HPE Networking X242 40G QSFP+ to QSFP+ 3m Direct Attach Copper Cable

JH236A HPE Networking X242 40G QSFP+ to QSFP+ 5m Direct Attach Copper Cable

Kits de montage

JL602A HPE Aruba Networking X412 1U Universal 2-post Rack Mount Kit

J9583B HPE Aruba Networking X414 1U Universal 4-post Rack Mount Kit

JL482C HPE Aruba Networking X472 2-post Rack Kit

JL483C HPE Aruba Networking X474 4-post Rack Kit

Logiciel de mise en réseau

R9G31AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 3 Switch 1y Subscription E-
STU

R9G32AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 3 Switch 3y Subscription E-
STU

R9G33AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 3 Switch 5y Subscription E-
STU

R9G26AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 4 Switch 1y Subscription E-
STU

R7G99AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 4 Switch 1y Subscription E-
STU

R9G27AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 4 Switch 3y Subscription E-
STU
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R7H00AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 4 Switch 3y Subscription E-
STU

R9G28AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 4 Switch 5y Subscription E-
STU

R7H01AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 4 Switch 5y Subscription E-
STU

Options de gestion de l'énergie

R8Z98A HPE Aruba Networking 9300 1500W 100-240VAC Back-to-Front AC Power Supply

R8Z97A HPE Aruba Networking 9300 1500W 100-240VAC Front-to-Back AC Power Supply

S1D05A HPE Aruba Networking 9300 1500W 100-240VAC Port-to-Power Airflow Power Supply Unit

S1D06A HPE Aruba Networking 9300 1500W 100-240VAC Power-to-Port Airflow Power Supply Unit

S0F92A HPE Aruba Networking X3A13 12VDC 1600W Back-to-Front C15 AC Power Supply Unit

S0F91A HPE Aruba Networking X3A13 12VDC 1600W Front-to-Back C15 AC Power Supply Unit

S0F90A HPE Aruba Networking X3A15 12VDC 1600W 40-75VDC Back-to-Front Input Screw Terminal Power
Supply Unit

Ventilateurs/Options de ventilateurs

R9A00A HPE Aruba Networking 9300 Back-to-Front Fan

R8Z99A HPE Aruba Networking 9300 Front-to-Back Fan

S1D15A HPE Aruba Networking 9300 Port-to-Power Fan

S1D16A HPE Aruba Networking 9300 Power-to-Port Fan

S0F93A HPE Aruba Networking X761 Front-to-Back Fan

S0F94A HPE Aruba Networking X762 Back-to-Front Fan

 

 

Services associés

Les services suivants sont disponibles pour ces séries:

SKU Description

Services technologiques

H96G1E HPE Aruba Networking 1Y 24x7 Technical Support 9300-32 SVC

H96M8E HPE Aruba Networking 1Y 24x7 Technical Support Volume Tier 2 9300-32 SVC

H96H4E HPE Aruba Networking 3Y 24x7 Technical Support 9300-32 SVC

H96N7E HPE Aruba Networking 3Y 24x7 Technical Support Volume Tier 2 9300-32 SVC

H96J7E HPE Aruba Networking 4Y 24x7 Technical Support 9300-32 SVC

H96P6E HPE Aruba Networking 4Y 24x7 Technical Support Volume Tier 2 9300-32 SVC

H96L0E HPE Aruba Networking 5Y 24x7 Technical Support 9300-32 SVC

H96Q5E HPE Aruba Networking 5Y 24x7 Technical Support Volume Tier 2 9300-32 SVC
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H62S9E HPE Aruba Networking Foundational Care 1Y 4HR Exch 9300 32p SVC

H96F5E HPE Aruba Networking Foundational Care 1Y 4HR Exch 9300-32 SVC

H03VHE HPE Aruba Networking Foundational Care 1Y 4HR Exch 9300S 32p DC Sw SVC

H99X4E HPE Aruba Networking Foundational Care 1Y 4HR Exch SVC9300S Sw Service

H62T3E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 9300 32p SVC

H96F9E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 9300-32 SVC

H03VME HPE Aruba Networking Foundational Care 1Y 4HR Onsite 9300S 32p DC Sw SVC

H03VNE HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 9300S 32p DC Sw SVC

H99X9E HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR SVC9300S Sw Service

H03VLE HPE Aruba Networking Foundational Care 1Y 4HR Onsite HW Only 9300S 32p DC Sw SVC

H99X7E HPE Aruba Networking Foundational Care 1Y 4HR Onsite HW Only SVC9300S Sw Service

H62T2E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 9300 32p SVC

H96F8E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 9300-32 SVC

H99X8E HPE Aruba Networking Foundational Care 1Y 4HR Onsite SVC9300S Sw Service

H62T4E HPE Aruba Networking Foundational Care 1Y 24x7 CDMR 9300 32p SVC

H96G0E HPE Aruba Networking Foundational Care 1Y 24x7 CDMR 9300-32 SVC

H09GHE HPE Aruba Networking Foundational Care 1Y 24x7 Technical Support 9300 32p Swch Service

H09GXE HPE Aruba Networking Foundational Care 1Y 24x7 Technical Support 9300S 32p DC Swch Service

H09GQE HPE Aruba Networking Foundational Care 1Y 24x7 Technical Support 9300S Swch Service

H62T5E HPE Aruba Networking Foundational Care 1Y CTR 9300 32p SVC

H96G2E HPE Aruba Networking Foundational Care 1Y CTR 9300-32 SVC

H03VQE HPE Aruba Networking Foundational Care 1Y CTR 9300S 32p DC Sw SVC

H62T6E HPE Aruba Networking Foundational Care 1Y CTR CDMR 9300 32p SVC

H96G3E HPE Aruba Networking Foundational Care 1Y CTR CDMR 9300-32 SVC

H03VRE HPE Aruba Networking Foundational Care 1Y CTR CDMR 9300S 32p DC Sw SVC

H99Y1E HPE Aruba Networking Foundational Care 1Y CTR CDMR SVC9300S Sw Service

H99Y0E HPE Aruba Networking Foundational Care 1Y CTR SVC9300S Sw Service

H62T0E HPE Aruba Networking Foundational Care 1Y NBD 9300 32p SVC

H96F6E HPE Aruba Networking Foundational Care 1Y NBD 9300-32 SVC

H03VJE HPE Aruba Networking Foundational Care 1Y NBD 9300S 32p DC Sw SVC

H62T1E HPE Aruba Networking Foundational Care 1Y NBD CDMR 9300 32p SVC

H96F7E HPE Aruba Networking Foundational Care 1Y NBD CDMR 9300-32 SVC

H03VKE HPE Aruba Networking Foundational Care 1Y NBD CDMR 9300S 32p DC Sw SVC

H99X6E HPE Aruba Networking Foundational Care 1Y NBD CDMR SVC9300S Sw Service

H62S7E HPE Aruba Networking Foundational Care 1Y NBD Exch 9300 32p SVC

H96F3E HPE Aruba Networking Foundational Care 1Y NBD Exch 9300-32 SVC
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H03VFE HPE Aruba Networking Foundational Care 1Y NBD Exch 9300S 32p DC Sw SVC

H03VGE HPE Aruba Networking Foundational Care 1Y NBD Exch HW Only 9300S 32p DC Sw SVC

H99X3E HPE Aruba Networking Foundational Care 1Y NBD Exch HW Only SVC9300S Sw Service

H62S8E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 9300 32p SVC

H96F4E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 9300-32 SVC

H99X2E HPE Aruba Networking Foundational Care 1Y NBD Exch SVC9300S Sw Service

H99X5E HPE Aruba Networking Foundational Care 1Y NBD SVC9300S Sw Service

H62T9E HPE Aruba Networking Foundational Care 3Y 4HR Exch 9300 32p SVC

H96G6E HPE Aruba Networking Foundational Care 3Y 4HR Exch 9300-32 SVC

H03VVE HPE Aruba Networking Foundational Care 3Y 4HR Exch 9300S 32p DC Sw SVC

H99Y4E HPE Aruba Networking Foundational Care 3Y 4HR Exch SVC9300S Sw Service

H62U5E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 9300 32p SVC

H96H2E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 9300-32 SVC

H03WCE HPE Aruba Networking Foundational Care 3Y 4HR Onsite 9300S 32p DC Sw SVC

H03WDE HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 9300S 32p DC Sw SVC

H99Z1E HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR SVC9300S Sw Service

H03WBE HPE Aruba Networking Foundational Care 3Y 4HR Onsite HW Only 9300S 32p DC Sw SVC

H99Y9E HPE Aruba Networking Foundational Care 3Y 4HR Onsite HW Only SVC9300S Sw Service

H62U4E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 9300 32p SVC

H96H1E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 9300-32 SVC

H99Z0E HPE Aruba Networking Foundational Care 3Y 4HR Onsite SVC9300S Sw Service

H62U6E HPE Aruba Networking Foundational Care 3Y 24x7 CDMR 9300 32p SVC

H96H3E HPE Aruba Networking Foundational Care 3Y 24x7 CDMR 9300-32 SVC

H09GJE HPE Aruba Networking Foundational Care 3Y 24x7 Technical Support 9300 32p Swch Service

H09GYE HPE Aruba Networking Foundational Care 3Y 24x7 Technical Support 9300S 32p DC Swch Service

H09GRE HPE Aruba Networking Foundational Care 3Y 24x7 Technical Support 9300S Swch Service

H62U7E HPE Aruba Networking Foundational Care 3Y CTR 9300 32p SVC

H96H5E HPE Aruba Networking Foundational Care 3Y CTR 9300-32 SVC

H03WFE HPE Aruba Networking Foundational Care 3Y CTR 9300S 32p DC Sw SVC

H62U8E HPE Aruba Networking Foundational Care 3Y CTR CDMR 9300 32p SVC

H96H6E HPE Aruba Networking Foundational Care 3Y CTR CDMR 9300-32 SVC

H03WGE HPE Aruba Networking Foundational Care 3Y CTR CDMR 9300S 32p DC Sw SVC

H99Z3E HPE Aruba Networking Foundational Care 3Y CTR CDMR SVC9300S Sw Service

H99Z2E HPE Aruba Networking Foundational Care 3Y CTR SVC9300S Sw Service

H62U0E HPE Aruba Networking Foundational Care 3Y NBD 9300 32p SVC

H96G7E HPE Aruba Networking Foundational Care 3Y NBD 9300-32 SVC
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H03VWE HPE Aruba Networking Foundational Care 3Y NBD 9300S 32p DC Sw SVC

H62U1E HPE Aruba Networking Foundational Care 3Y NBD CDMR 9300 32p SVC

H96G8E HPE Aruba Networking Foundational Care 3Y NBD CDMR 9300-32 SVC

H03VXE HPE Aruba Networking Foundational Care 3Y NBD CDMR 9300S 32p DC Sw SVC

H99Y6E HPE Aruba Networking Foundational Care 3Y NBD CDMR SVC9300S Sw Service

H62T8E HPE Aruba Networking Foundational Care 3Y NBD Exch 9300 32p SVC

H96G5E HPE Aruba Networking Foundational Care 3Y NBD Exch 9300-32 SVC

H03VTE HPE Aruba Networking Foundational Care 3Y NBD Exch 9300S 32p DC Sw SVC

H03VSE HPE Aruba Networking Foundational Care 3Y NBD Exch HW Only 9300S 32p DC Sw SVC

H99Y2E HPE Aruba Networking Foundational Care 3Y NBD Exch HW Only SVC9300S Sw Service

H62T7E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 9300 32p SVC

H96G4E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 9300-32 SVC

H99Y3E HPE Aruba Networking Foundational Care 3Y NBD Exch SVC9300S Sw Service

H99Y5E HPE Aruba Networking Foundational Care 3Y NBD SVC9300S Sw Service

H96H9E HPE Aruba Networking Foundational Care 4Y 4HR Exch 9300-32 SVC

H96J5E HPE Aruba Networking Foundational Care 4Y 4HR Onsite 9300-32 SVC

H96J4E HPE Aruba Networking Foundational Care 4Y 4HR Onsite Hardware Only 9300-32 SVC

H96J6E HPE Aruba Networking Foundational Care 4Y 24x7 CDMR 9300-32 SVC

H96J8E HPE Aruba Networking Foundational Care 4Y CTR 9300-32 SVC

H96J9E HPE Aruba Networking Foundational Care 4Y CTR CDMR 9300-32 SVC

H96J0E HPE Aruba Networking Foundational Care 4Y NBD 9300-32 SVC

H96J1E HPE Aruba Networking Foundational Care 4Y NBD CDMR 9300-32 SVC

H96H8E HPE Aruba Networking Foundational Care 4Y NBD Exch 9300-32 SVC

H96H7E HPE Aruba Networking Foundational Care 4Y NBD Exch Hardware Only 9300-32 SVC

H62W3E HPE Aruba Networking Foundational Care 5Y 4HR Exch 9300 32p SVC

H96K2E HPE Aruba Networking Foundational Care 5Y 4HR Exch 9300-32 SVC

H03WZE HPE Aruba Networking Foundational Care 5Y 4HR Exch 9300S 32p DC Sw SVC

H03SNE HPE Aruba Networking Foundational Care 5Y 4HR Exch SVC9300S Sw Service

H62W9E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 9300 32p SVC

H96K8E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 9300-32 SVC

H03XHE HPE Aruba Networking Foundational Care 5Y 4HR Onsite 9300S 32p DC Sw SVC

H03XJE HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 9300S 32p DC Sw SVC

H03SXE HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR SVC9300S Sw Service

H03XGE HPE Aruba Networking Foundational Care 5Y 4HR Onsite HW Only 9300S 32p DC Sw SVC

H03SVE HPE Aruba Networking Foundational Care 5Y 4HR Onsite HW Only SVC9300S Sw Service

H62W8E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 9300 32p SVC
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H96K7E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 9300-32 SVC

H03SWE HPE Aruba Networking Foundational Care 5Y 4HR Onsite SVC9300S Sw Service

H62X0E HPE Aruba Networking Foundational Care 5Y 24x7 CDMR 9300 32p SVC

H96K9E HPE Aruba Networking Foundational Care 5Y 24x7 CDMR 9300-32 SVC

H09GKE HPE Aruba Networking Foundational Care 5Y 24x7 Technical Support 9300 32p Swch Service

H09GZE HPE Aruba Networking Foundational Care 5Y 24x7 Technical Support 9300S 32p DC Swch Service

H09GSE HPE Aruba Networking Foundational Care 5Y 24x7 Technical Support 9300S Swch Service

H62X1E HPE Aruba Networking Foundational Care 5Y CTR 9300 32p SVC

H96L1E HPE Aruba Networking Foundational Care 5Y CTR 9300-32 SVC

H03XKE HPE Aruba Networking Foundational Care 5Y CTR 9300S 32p DC Sw SVC

H62X2E HPE Aruba Networking Foundational Care 5Y CTR CDMR 9300 32p SVC

H96L2E HPE Aruba Networking Foundational Care 5Y CTR CDMR 9300-32 SVC

H03XLE HPE Aruba Networking Foundational Care 5Y CTR CDMR 9300S 32p DC Sw SVC

H03SZE HPE Aruba Networking Foundational Care 5Y CTR CDMR SVC9300S Sw Service

H03SYE HPE Aruba Networking Foundational Care 5Y CTR SVC9300S Sw Service

H62W4E HPE Aruba Networking Foundational Care 5Y NBD 9300 32p SVC

H96K3E HPE Aruba Networking Foundational Care 5Y NBD 9300-32 SVC

H03XBE HPE Aruba Networking Foundational Care 5Y NBD 9300S 32p DC Sw SVC

H62W5E HPE Aruba Networking Foundational Care 5Y NBD CDMR 9300 32p SVC

H96K4E HPE Aruba Networking Foundational Care 5Y NBD CDMR 9300-32 SVC

H03XCE HPE Aruba Networking Foundational Care 5Y NBD CDMR 9300S 32p DC Sw SVC

H03SRE HPE Aruba Networking Foundational Care 5Y NBD CDMR SVC9300S Sw Service

H62W2E HPE Aruba Networking Foundational Care 5Y NBD Exch 9300 32p SVC

H96K1E HPE Aruba Networking Foundational Care 5Y NBD Exch 9300-32 SVC

H03WYE HPE Aruba Networking Foundational Care 5Y NBD Exch 9300S 32p DC Sw SVC

H03WXE HPE Aruba Networking Foundational Care 5Y NBD Exch HW Only 9300S 32p DC Sw SVC

H03SLE HPE Aruba Networking Foundational Care 5Y NBD Exch HW Only SVC9300S Sw Service

H62W1E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 9300 32p SVC

H96K0E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 9300-32 SVC

H03SME HPE Aruba Networking Foundational Care 5Y NBD Exch SVC9300S Sw Service

H03SQE HPE Aruba Networking Foundational Care 5Y NBD SVC9300S Sw Service

H96L4PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Exch 9300-32 SVC

H96M0PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Onsite 9300-32 SVC

H96L9PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Onsite Hardware Only 9300-32 SVC

H96M1PE HPE Aruba Networking RNWL Foundational Care 1Y 24x7 CDMR 9300-32 SVC

H96M2PE HPE Aruba Networking RNWL Foundational Care 1Y CTR 9300-32 SVC
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H96M3PE HPE Aruba Networking RNWL Foundational Care 1Y CTR CDMR 9300-32 SVC

H96L5PE HPE Aruba Networking RNWL Foundational Care 1Y NBD 9300-32 SVC

H96L6PE HPE Aruba Networking RNWL Foundational Care 1Y NBD CDMR 9300-32 SVC

H96L3PE HPE Aruba Networking RNWL Foundational Care 1Y NBD Exch 9300-32 SVC
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Services HPE Aruba Networking

Ainsi services HPE Aruba Networkingsimplifient et accélèrent le cycle de vie de la technologie de réseau,
permettant ainsi à votre réseau d’évoluer avec une meilleure prévisibilité et une meilleure rentabilité. Que vous
exploitiez votre propre réseau et que vous deviez améliorer votre efficacité informatique, ou que vous
souhaitiez vous décharger d’une partie du fardeau, nous disposons des services dont vous avez besoin pour
atteindre vos objectifs.

Pour en savoir plus sur les offres HPE Services - Aruba Networking, consultez la page : hpe.com/edge/services

Services d’assistance

Avec notre portefeuille de support, vous disposez non seulement des éléments essentiels, mais également de
fonctionnalités proactives et préventives pour améliorer la productivité de votre équipe et tirer le meilleur parti
de votre réseau. Nous assurons à nos clients une résolution plus rapide des problèmes, une simplification des
opérations et une meilleure efficacité, ainsi qu’une réduction des problèmes liés aux réseaux.

Services professionnels

Grâce à un capital intellectuel étendu et des outils spécialement conçus, notre équipe vous offre une gamme de
services professionnels standard et personnalisés conçus pour optimiser l’exploitation de la technologie HPE
Aruba Networking.

Les services reposant sur des projets
comprennent:

Les services d’abonnement annuel comprennent:

— La planification, l’audit et l’évaluation
— L’examen et la conception de

l’architecture
— Le déploiement, la migration et le

transfert de connaissances

— L’optimisation du réseau
— Les opérations intelligentes
— La gestion de l’expérience client

Nos services de formation permettent à votre équipe de se mettre rapidement à jour.

HPE GreenLake pour Networking

Notre solution NaaS fait partie de la famille de services HPE GreenLake et simplifie les opérations réseau,
accélère la gestion des équipements et augmente la valeur de votre solution HPE Aruba Networking. Si vous
avez besoin de conseils d'experts et d'opérations basées sur l'automatisation pour votre équipe, veuillez explorer
notre approche NaaS via HPE GreenLake pour Networking.
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Pour plus d'informations techniques, les
modèles disponibles et les options, veuillez
vous référer aux QuickSpecs

Dialoguer en ligne

© Copyright 2026 Hewlett Packard Enterprise Development LP. Les
informations contenues dans ce document sont sujettes à modification sans
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Enterprise sont stipulées dans les déclarations de garantie expresses
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document.

Pièces et équipements : HPE fournira les pièces de rechange et le matériel
nécessaires à l'entretien des équipements couverts.

Les pièces et les composants dont la durée de vie prise en charge maximale
et/ou les limites d’utilisation maximale sont atteintes, conformément à ce qui est
indiqué dans le manuel d'utilisation du fabricant, dans la fiche de présentation
des caractéristiques techniques ou dans la fiche de description technique, ne
seront pas fournis, réparés ou remplacés.
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