
HPE Aruba Networking CX
6000 Switch Series

Quais são as novidades?

– Simplifica as operações de TI com
uma série moderna de switches de
Camada 2 que oferece conectividade
de acesso por fios de entrada, fiável e
conveniente

– A série CX 6000 tem uplinks
incorporados convenientes de 1GbE
e até 740W de PoE Classe 4 para
suporte a pontos de acesso, clientes
e dispositivos IoT

– Tem modelos compactos e sem
ventoinha de 8 e 12 portas para
implantações com restrições de
espaço

– O CX 6000 oferece flexibilidade para
gerir e simplificar configurações com
HPE Aruba Networking Central, HPE
Aruba Networking Switch Multi-Edit

Visão geral
A série de switches HPE Aruba Networking CX 6000 é uma família moderna
de switches de acesso de entrada, ideal para filiais, empresas de médio
porte e pequenas empresas. Concebida para acesso fiável, simples e seguro,
esta família de switches oferece uma solução de acesso com fio
conveniente e económica para redes que suportam aplicações da Internet
das Coisas (IoT), móveis e cloud.

Prepare a sua rede para futuras exigências com um ASIC poderoso e um
sistema operativo HPE Aruba Networking CX Switch para uma experiência
de operador consistente e eficiente. Esta série totalmente gerida tem uplinks
incorporados convenientes com até 740W de PoE Classe 4 para suportar
dispositivos IoT como câmaras de segurança e APs sem fios. Um modelo
compacto e sem ventoinha é ideal para uso em espaços de trabalho
pequenos e silenciosos. A série CX 6000 é fácil de implementar e utilizar,
com opções de gestão flexíveis, permitindo o ajuste ideal para o seu
ambiente empresarial e de rede.

Folha de dados



Software, interface gráfica web fácil
de usar ou CLI padrão da indústria

– Pronto para uso e definido por
software com APIs REST.

– Garantia vitalícia limitada HPE e
software de switch integrado sem
necessidade de assinatura para
ativar.

Recursos

Comutadores de acesso de Camada 2 de entrada

O HPE Aruba Networking CX 6000 Switch Series proporciona conectividade Ethernet de gigabit e PoE opcional
para fornecer conectividade de acesso cabeado confiável, conveniente e de nível de entrada para redes de
filiais e PMEs.

A série de switches oferece uma experiência de operador simples e consistente com o sistema operativo HPE
Aruba Networking CX Switch, utilizado em todas as plataformas de comutação HPE Aruba Networking CX.

Dispõe de switches de classe empresarial totalmente geridos, que oferecem capacidades de Camada 2 com
suporte a roteamento estático, listas de controlo de acesso (ACLs), qualidade de serviço robusta (QoS),
priorização de tráfego, sFlow® e IPv6.

A série CX 6000 oferece uma implementação no tamanho certo, com escolha entre modelos 1U de 8, 12, 24 e
48 portas, com uplinks convenientes incorporados de 1GbE e até 740W de PoE Classe 4.

Simplifica o gerenciamento da propriedade sem precisar de assinaturas ou licenciamento de software do
switch.

Desempenho e potência prontos para a IA

A série HPE Aruba Networking CX 6000 Switch foi concebida com um ASIC dedicado que oferece latência
muito baixa, aumento do buffer de pacotes e consumo de energia otimizado, ideal para requisitos de IA, Wi-Fi 7
e IoT.

Suporta até 740W IEEE 802.3at Class 4 PoE com até 30W por porta para permitir implementações completas de
pontos de acesso sem fios e dispositivos IoT.

Tem até quatro ligações de fio incorporadas com velocidade de 1GbE removem gargalos na camada de acesso
onde utilizadores e dispositivos se ligam.

Configurações e gerenciamento e simplificados

A série HPE Aruba Networking CX 6000 Switch oferece flexibilidade para gerir e simplificar configurações com
HPE Aruba Networking Central, HPE Aruba Networking Switch Multi-Edit Software, interface gráfica web fácil de
usar ou CLI padrão da indústria.
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O software HPE Aruba Networking Switch Multi-Edit introduz automação que permite mudanças rápidas em
toda a rede e verifica a conformidade das políticas após as atualizações da rede.

A série de switches oferece gestão unificada entre cabos, sem fios e WAN, utilizando o HPE Aruba Networking
Central.

Reduz as tarefas manuais da operação de TI em implantações iniciais ou reduz as alterações em configurações
em andamento para executar mudanças, inclusões e alterações com portas sem cores usando funções de
usuários locais e Local MAC Authentication (LMA).

A série CX 6000 está pronta para redes definidas por software com APIs REST para fornecer programabilidade
refinada a tarefas de rede.

Especificações técnicas HPE Aruba Networking CX 6000 Switch Series

Consumo de energia Potência máxima (sem PoE): 49,7W
Potência máxima (com PoE): 890W
Dependendo do modelo

Voltage de entrada 100-127 VCA/200-240 VCA

Portas 8, 12, 24 ou 48 portas 10/100/1000 BASE-T, dependendo do modelo

Latência 1 Gbps: 2,3 μs no máximo, dependendo do modelo

Capacidade de Switching Máximo de 104 Gbps, dependendo do modelo

Capacidade de produção Até 77,3 Mpps, dependendo do modelo

Memória e processador CPU: Arm® Cortex-A9 de núcleo duplo
memória de 1016 MHz:
Flash DDR3 de 4 GB: eMMC de 16 GB

Recurso PoE Até 740 W de PoE classe 4, dependendo do modelo

Temperatura operacional Máximo de 0 °C a 45 °C (32 °F a 113 °F) até 1,5 km (5.000 pés) com redução de 1 °C a
cada 305 m (1.000 pés) a partir de 1,5 km (5.000 pés) até 3,0 km (10.000 pés)

Caracteristicas de gestão Flexibilidade de gerenciamento com suporte ao HPE Aruba Networking Central, interface
gráfica Web de fácil uso, CLI e HPE Aruba Networking Switch Multi-Edit Software

Garantia Garantia limitada por toda a vida útil. Consulte a duração da garantia.
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Comparação de SKUs

HPE Aruba Networking CX
6000 12p 10M/100M/1G
Class4 PoE 2p SFP 1G
139W Switch (R8N89B)

HPE Aruba Networking CX
6000 12p 10M/100M/1G
Class4 PoE 2p SFP 1G
139W TAA Switch
(S4R21A)

HPE Aruba Networking CX
6000 24p 10M/100M/1G
4p SFP 1G Switch
(R8N88B)

HPE Aruba Networking CX
6000 24p 10M/100M/1G
4p SFP 1G TAA Switch
(S4R27A)

HPE Aruba Networking CX
6000 24p 10M/100M/1G
Class4 PoE 4p SFP 1G
370W Switch (R8N87B)

Diferencial PoE/PoE+ Classe 4 TAA certificado
PoE/PoE+ Classe 4 Sem PoE TAA certificado

sem PoE PoE/PoE+ Classe 4

Consumo de energia Máx. Alimentação (sem
PoE): 19,7 W
máx. Alimentação (com
PoE): 165 W

Máx. Alimentação (sem
PoE): 19,7 W
máx. Alimentação (com
PoE): 165 W

Máx. Alimentação (sem
PoE): 22,4 W

Máx. Alimentação (sem
PoE): 22,4 W

Máx. Alimentação (sem
PoE): 26,5 W
máx. Alimentação (com
PoE): 409 W

Voltage de entrada 100-127 VCA/200-240 VCA

Portas 12 portas 10/100/1000
BaseT PoE Classe 4;
2 portas SFP 1G;
2 portas 1 GbE;
Compatível com padrões
PoE IEEE 802.3af, 802.3at;

1 porta de console USBC;
1 porta host USB tipo A

12 portas 10/100/1000
BaseT PoE Classe 4;
2 portas SFP 1G;
2 portas 1 GbE;
Compatível com padrões
PoE IEEE 802.3af, 802.3at;

1 porta de console USBC;
1 porta host USB tipo A

24 portas 10/100/1000
BaseT;
4 portas SFP 1G;

1 porta de console USB-C;
1 porta host USB Tipo-A

24 portas 10/100/1000
BaseT;
4 portas SFP 1G;

1 porta de console USB-C;
1 porta host USB Tipo-A

24 portas 10/100/1000
BaseT PoE Classe 4;
4 portas SFP 1G;
compatível com padrões
PoE IEEE 802.3af, 802.3at;

1 porta de console USBC;
1 porta host USB tipo A

Latência 1 Gbps: 2,3 s 1 Gbps: 2,3 s 1 Gbps: 1,5 s 1 Gbps: 1,5 s 1 Gbps: 1,5 s

Capacidade de Switching 32 Gbps 32 Gbps 56 Gbps 56 Gbps 56 Gbps

Capacidade de produção 23,8 Mpps 23,8 Mpps 41,6 Mpps 41,6 Mpps 41,6 Mpps

Memória e processador CPU: Arm® Cortex-A9 de núcleo duplo
memória de 1016 MHz:
Flash DDR3 de 4 GB: eMMC de 16 GB

Recurso PoE 139 W Classe 4 PoE/PoE+ 139 W Classe 4 PoE/PoE+ Modelo sem PoE Modelo sem PoE 370 W Classe 4 PoE/PoE+
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HPE Aruba Networking CX
6000 12p 10M/100M/1G
Class4 PoE 2p SFP 1G
139W Switch (R8N89B)

HPE Aruba Networking CX
6000 12p 10M/100M/1G
Class4 PoE 2p SFP 1G
139W TAA Switch
(S4R21A)

HPE Aruba Networking CX
6000 24p 10M/100M/1G
4p SFP 1G Switch
(R8N88B)

HPE Aruba Networking CX
6000 24p 10M/100M/1G
4p SFP 1G TAA Switch
(S4R27A)

HPE Aruba Networking CX
6000 24p 10M/100M/1G
Class4 PoE 4p SFP 1G
370W Switch (R8N87B)

Temperatura operacional 0 °C a 40 °C (32 °F a 104
°F) até 1,5 km (5000 pés)
redução de -1 °C a cada
305 m (1000 pés) de 1,5 km
(5000 pés) a 3,0 km
(10.000 pés)

0 °C a 40 °C (32 °F a 104
°F) até 1,5 km (5000 pés)
redução de -1 °C a cada
305 m (1000 pés) de 1,5 km
(5000 pés) a 3,0 km
(10.000 pés)

Máximo de 0 °C a 45 °C
(32 °F a 113 °F) até 1,5 km
(5.000 pés) com redução
de 1 °C a cada 305 m
(1.000 pés) a partir de 1,5
km (5.000 pés) até 3,0 km
(10.000 pés)

Máximo de 0 °C a 45 °C
(32 °F a 113 °F) até 1,5 km
(5.000 pés) com redução
de 1 °C a cada 305 m
(1.000 pés) a partir de 1,5
km (5.000 pés) até 3,0 km
(10.000 pés)

Máximo de 0 °C a 45 °C
(32 °F a 113 °F) até 1,5 km
(5.000 pés) com redução
de 1 °C a cada 305 m
(1.000 pés) a partir de 1,5
km (5.000 pés) até 3,0 km
(10.000 pés)

Caracteristicas de gestão Flexibilidade de gerenciamento com suporte ao HPE Aruba Networking Central, interface gráfica Web de fácil uso, CLI e HPE Aruba Networking Switch
Multi-Edit Software

Garantia Garantia limitada por toda a vida útil. Consulte a duração da garantia.
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HPE Aruba Networking CX
6000 24p 10M/100M/1G
Class4 PoE 4p SFP 1G
370W TAA Switch
(S4R26A)

HPE Aruba Networking CX
6000 48p 10M/100M/1G
4p SFP 1G Switch
(R8N86B)

HPE Aruba Networking CX
6000 48p 10M/100M/1G
4p SFP 1G TAA Switch
(S4R25A)

HPE Aruba Networking CX
6000 48p 10M/100M/1G
Class4 PoE 4p SFP 1G
370W Switch (R8N85B)

HPE Aruba Networking CX
6000 48p 10M/100M/1G
Class4 PoE 4p SFP 1G
370W TAA Switch
(S4R24A)

Diferencial TAA certificado
PoE/PoE+ Classe 4 Sem PoE TAA certificado

sem PoE PoE/PoE+ Classe 4 TAA certificado
PoE/PoE+ Classe 4

Consumo de energia Máx. Alimentação (sem
PoE): 26,5 W
máx. Alimentação (com
PoE): 409 W

Máx. Alimentação (sem
PoE): 35,2 W

Máx. Alimentação (sem
PoE): 35,2 W

Máx. Alimentação (sem
PoE): 41,0 W
máx. Alimentação (com
PoE): 439 W

Máx. Alimentação (sem
PoE): 41,0 W
máx. Alimentação (com
PoE): 439 W

Voltage de entrada 100-127 VCA/200-240 VCA

Portas 24 portas 10/100/1000
BaseT PoE Classe 4;
4 portas SFP 1G;
compatível com padrões
PoE IEEE 802.3af, 802.3at;

1 porta de console USBC;
1 porta host USB tipo A

48 portas 10/100/1000
BaseT;
4 portas SFP 1G;

1 porta de console USB-C;
1 porta host USB Tipo-A

48 portas 10/100/1000
BaseT;
4 portas SFP 1G;

1 porta de console USB-C;
1 porta host USB Tipo-A

48 portas 10/100/1000
BaseT PoE Classe 4;
4 portas SFP 1G;
compatível com padrões
PoE IEEE 802.3af, 802.3at;

1 porta de console USBC;
1 porta host USB tipo A

48 portas 10/100/1000
BaseT PoE Classe 4;
4 portas SFP 1G;
compatível com padrões
PoE IEEE 802.3af, 802.3at;

1 porta de console USBC;
1 porta host USB tipo A

Latência 1 Gbps: 1,5 s 1 Gbps: 1,9 s 1 Gbps: 1,9 s 1 Gbps: 1,9 s 1 Gbps: 1,9 s

Capacidade de Switching 56 Gbps 104 Gbps 104 Gbps 104 Gbps 104 Gbps

Capacidade de produção 41,6 Mpps 77,3 Mpps 77,3 Mpps 77,3 Mpps 77,3 Mpps

Memória e processador CPU: Arm® Cortex-A9 de núcleo duplo
memória de 1016 MHz:
Flash DDR3 de 4 GB: eMMC de 16 GB

Recurso PoE 370 W Classe 4 PoE/PoE+ Modelo sem PoE Modelo sem PoE 370 W Classe 4 PoE/PoE+ 370 W Classe 4 PoE/PoE+

Temperatura operacional Máximo de 0 °C a 45 °C (32 °F a 113 °F) até 1,5 km (5.000 pés) com redução de 1 °C a cada 305 m (1.000 pés) a partir de 1,5 km (5.000 pés) até 3,0 km
(10.000 pés)

Caracteristicas de gestão Flexibilidade de gerenciamento com suporte ao HPE Aruba Networking Central, interface gráfica Web de fácil uso, CLI e HPE Aruba Networking Switch
Multi-Edit Software
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HPE Aruba Networking CX
6000 24p 10M/100M/1G
Class4 PoE 4p SFP 1G
370W TAA Switch
(S4R26A)

HPE Aruba Networking CX
6000 48p 10M/100M/1G
4p SFP 1G Switch
(R8N86B)

HPE Aruba Networking CX
6000 48p 10M/100M/1G
4p SFP 1G TAA Switch
(S4R25A)

HPE Aruba Networking CX
6000 48p 10M/100M/1G
Class4 PoE 4p SFP 1G
370W Switch (R8N85B)

HPE Aruba Networking CX
6000 48p 10M/100M/1G
Class4 PoE 4p SFP 1G
370W TAA Switch
(S4R24A)

Garantia Garantia limitada por toda a vida útil. Consulte a duração da garantia.
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HPE Aruba Networking CX
6000 48p 10M/100M/1G
Class4 PoE 4p SFP 1G
740W Switch (R9Y03B)

HPE Aruba Networking CX
6000 48p 10M/100M/1G
Class4 PoE 4p SFP 1G
740W TAA Switch
(S4R20A)

HPE Aruba Networking CX
6000 8p 10M/100M/1G
2p SFP 1G Switch
(S4R22A)

HPE Aruba Networking CX
6000 8p 10M/100M/1G
2p SFP 1G TAA Switch
(S4R28A)

HPE Aruba Networking CX
6000 8p 10M/100M/1G
Class4 PoE 2p SFP 1G 67W
Switch (S4R23A)

Diferencial PoE/PoE+ Classe 4 TAA certificado
PoE/PoE+ Classe 4 Sem PoE TAA certificado

sem PoE PoE/PoE+ Classe 4

Consumo de energia Máx. Alimentação (sem
PoE): 45,6 W
máx. Alimentação (com
PoE): 818 W

Máx. Alimentação (sem
PoE): 45,6 W
máx. Alimentação (com
PoE): 818 W

Máx. Alimentação (sem
PoE): 13,8 W

Máx. Alimentação (sem
PoE): 13,8 W

Máx. Alimentação (sem
PoE): 16,3 W
máx. Alimentação (com
PoE): 98 W

Voltage de entrada 100-127 VCA/200-240 VCA

Portas 48 portas 10/100/1000
BaseT PoE Classe 4;
4 portas SFP 1G;
compatível com padrões
PoE IEEE 802.3af, 802.3at;

1 porta de console USBC;
1 porta host USB tipo A

48 portas 10/100/1000
BaseT PoE Classe 4;
4 portas SFP 1G;
compatível com padrões
PoE IEEE 802.3af, 802.3at;

1 porta de console USBC;
1 porta host USB tipo A

8 portas 10/100/1000
BaseT;
2 portas SFP 1G;

1 porta de console USB-C;
1 porta host USB Tipo-A

8 portas 10/100/1000
BaseT;
2 portas SFP 1G;

1 porta de console USB-C;
1 porta host USB Tipo-A

8 portas 10/100/1000
BaseT PoE Classe 4;
2 portas SFP 1G;
compatível com padrões
PoE IEEE 802.3af, 802.3at;

1 porta de console USBC;
1 porta host USB tipo A

Latência 1 Gbps: 1,9 s 1 Gbps: 1,9 s 1 Gbps: 3,2 s 1 Gbps: 3,2 s 1 Gbps: 3,2 s

Capacidade de Switching 104 Gbps 104 Gbps 20 Gbps 20 Gbps 20 Gbps

Capacidade de produção 77,3 Mpps 77,3 Mpps 14,8 Mpps 14,8 Mpps 14,8 Mpps

Memória e processador CPU: Arm® Cortex-A9 de núcleo duplo
memória de 1016 MHz:
Flash DDR3 de 4 GB: eMMC de 16 GB

Recurso PoE 740 W PoE/PoE+ Classe 4 740 W PoE/PoE+ Classe 4 Modelo sem PoE Modelo sem PoE 67 W PoE/PoE+ Classe 4
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HPE Aruba Networking CX
6000 48p 10M/100M/1G
Class4 PoE 4p SFP 1G
740W Switch (R9Y03B)

HPE Aruba Networking CX
6000 48p 10M/100M/1G
Class4 PoE 4p SFP 1G
740W TAA Switch
(S4R20A)

HPE Aruba Networking CX
6000 8p 10M/100M/1G
2p SFP 1G Switch
(S4R22A)

HPE Aruba Networking CX
6000 8p 10M/100M/1G
2p SFP 1G TAA Switch
(S4R28A)

HPE Aruba Networking CX
6000 8p 10M/100M/1G
Class4 PoE 2p SFP 1G 67W
Switch (S4R23A)

Temperatura operacional Máximo de 0 °C a 45 °C
(32 °F a 113 °F) até 1,5 km
(5.000 pés) com redução
de 1 °C a cada 305 m
(1.000 pés) a partir de 1,5
km (5.000 pés) até 3,0 km
(10.000 pés)

Máximo de 0 °C a 45 °C
(32 °F a 113 °F) até 1,5 km
(5.000 pés) com redução
de 1 °C a cada 305 m
(1.000 pés) a partir de 1,5
km (5.000 pés) até 3,0 km
(10.000 pés)

0 °C a 40 °C (32 °F a 104
°F) até 1,5 km (5000 pés)
redução de -1 °C a cada
305 m (1000 pés) de 1,5 km
(5000 pés) a 3,0 km
(10.000 pés)

0 °C a 40 °C (32 °F a 104
°F) até 1,5 km (5000 pés)
redução de -1 °C a cada
305 m (1000 pés) de 1,5 km
(5000 pés) a 3,0 km
(10.000 pés)

0 °C a 40 °C (32 °F a 104
°F) até 1,5 km (5000 pés)
redução de -1 °C a cada
305 m (1000 pés) de 1,5 km
(5000 pés) a 3,0 km
(10.000 pés)

Caracteristicas de gestão Flexibilidade de gerenciamento com suporte ao HPE Aruba Networking Central, interface gráfica Web de fácil uso, CLI e HPE Aruba Networking Switch
Multi-Edit Software

Garantia Garantia limitada por toda a vida útil. Consulte a duração da garantia.

HPE Aruba Networking CX 6000 Switch Series  |  9



HPE Aruba Networking CX 6000 8p 10M/100M/1G Class4 PoE 2p SFP 1G 67W TAA Switch (S4R29A)

Diferencial TAA certificado
PoE/PoE+ Classe 4

Consumo de energia Máx. Alimentação (sem PoE): 16,3 W
máx. Alimentação (com PoE): 98 W

Voltage de entrada 100-127 VCA/200-240 VCA

Portas 8 portas 10/100/1000 BaseT PoE Classe 4;
2 portas SFP 1G;
compatível com padrões PoE IEEE 802.3af, 802.3at;

1 porta de console USBC;
1 porta host USB tipo A

Latência 1 Gbps: 3,2 s

Capacidade de Switching 20 Gbps

Capacidade de produção 14,8 Mpps

Memória e processador CPU: Arm® Cortex-A9 de núcleo duplo
memória de 1016 MHz:
Flash DDR3 de 4 GB: eMMC de 16 GB

Recurso PoE 67 W PoE/PoE+ Classe 4

Temperatura operacional 0 °C a 40 °C (32 °F a 104 °F) até 1,5 km (5000 pés) redução de -1 °C a cada 305 m (1000 pés) de 1,5 km (5000 pés) a 3,0 km (10.000 pés)

Caracteristicas de gestão Flexibilidade de gerenciamento com suporte ao HPE Aruba Networking Central, interface gráfica Web de fácil uso, CLI e HPE Aruba Networking Switch
Multi-Edit Software

Garantia Garantia limitada por toda a vida útil. Consulte a duração da garantia.
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Opções relacionadas

Estão disponíveis as seguintes opções:

SKU Descrição

Cabos/kits de cabos

R9J32A HPE Aruba Networking USB-A reversible to USB-C PC-to-Switch 3m Cable

R9J33A HPE Aruba Networking USB-C to USB-C PC-to-Switch 3m Cable

JL742A HPE Aruba Networking X511 12-port Cable Guard

Kits de montagem

J9583B HPE Aruba Networking X414 1U Universal 4-post Rack Mount Kit

Software HPE Aruba Networking

JL639AAE HPE Aruba Networking NetEdit Single Node 1yr Subscription E-STU

JL640AAE HPE Aruba Networking NetEdit Single Node 3yr Subscription E-STU

Switches

JL258A HPE Aruba Networking 2930F 8G PoE+ 2SFP+ Switch

JL693A HPE Aruba Networking 2930F 12G PoE+ 2G/2SFP+ Switch

R9Y04A HPE Aruba Networking CX 6100 48G Class4 PoE 4SFP+ 740W Switch

Transceptores

J4859D HPE Aruba Networking 1G SFP LC LX 10km SMF Transceiver

J4858D HPE Aruba Networking 1G SFP LC SX 500m OM2 MMF Transceiver

J8177E HPE Aruba Networking 1G SFP RJ45 100m Cat5e Transceiver

 

 

Serviços relacionados

Os seguintes serviços estão disponíveis para estas séries:

SKU Descrição

Serviços de tecnologia

H82M0E HPE Aruba Networking 1Y 24x7 Technical Support 6000 48G 740W SVC

H82T3E HPE Aruba Networking 1Y 24x7 Technical Support Volume Tier 26000 48G 740W SVC

H82N3E HPE Aruba Networking 3Y 24x7 Technical Support 6000 48G 740W SVC

H82U8E HPE Aruba Networking 3Y 24x7 Technical Support Volume Tier 26000 48G 740W SVC

H82Q9E HPE Aruba Networking 5Y 24x7 Technical Support 6000 48G 740W SVC
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H82X8E HPE Aruba Networking 5Y 24x7 Technical Support Volume Tier 26000 48G 740W SVC

H55D5E HPE Aruba Networking Foundational Care 1Y 4HR Exch 6000 12G CL4 2SFP SVC

H54Q4E HPE Aruba Networking Foundational Care 1Y 4HR Exch 6000 24G 4SFP SVC

H54B3E HPE Aruba Networking Foundational Care 1Y 4HR Exch 6000 24G CL4 4SFP SVC

H53N2E HPE Aruba Networking Foundational Care 1Y 4HR Exch 6000 48G 4SFP SVC

H82L4E HPE Aruba Networking Foundational Care 1Y 4HR Exch 6000 48G 740W SVC

H52Z1E HPE Aruba Networking Foundational Care 1Y 4HR Exch 6000 48G CL4 4SFP SVC

H55K9E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6000 12G CL4 2SFP SVC

H54W8E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6000 24G 4SFP SVC

H54H7E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6000 24G CL4 4SFP SVC

H53U6E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6000 48G 4SFP SVC

H82S8E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6000 48G 740W SVC

H53F5E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T1 6000 48G CL4 4SFP SVC

H55L0E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6000 12G CL4 2SFP SVC

H54W9E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6000 24G 4SFP SVC

H54H8E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6000 24G CL4 4SFP SVC

H53U7E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6000 48G 4SFP SVC

H82S9E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6000 48G 740W SVC

H53F6E HPE Aruba Networking Foundational Care 1Y 4HR Exch Vol T2 6000 48G CL4 4SFP SVC

H55D9E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6000 12G CL4 2SFP SVC

H54Q8E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6000 24G 4SFP SVC

H54B7E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6000 24G CL4 4SFP SVC

H53N6E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6000 48G 4SFP SVC

H82L8E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6000 48G 740W SVC

H52Z5E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 6000 48G CL4 4SFP SVC

H55E0E HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 6000 12G CL4 2SFP SVC

H54Q9E HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 6000 24G 4SFP SVC

H54B8E HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 6000 24G CL4 4SFP SVC

H53N7E HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 6000 48G 4SFP SVC

H52Z6E HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 6000 48G CL4 4SFP SVC

H55D8E HPE Aruba Networking Foundational Care 1Y 4HR Onsite HW Only 6000 12G CL4 2SFP SVC

H54Q7E HPE Aruba Networking Foundational Care 1Y 4HR Onsite HW Only 6000 24G 4SFP SVC

H54B6E HPE Aruba Networking Foundational Care 1Y 4HR Onsite HW Only 6000 24G CL4 4SFP SVC

H53N5E HPE Aruba Networking Foundational Care 1Y 4HR Onsite HW Only 6000 48G 4SFP SVC

H52Z4E HPE Aruba Networking Foundational Care 1Y 4HR Onsite HW Only 6000 48G CL4 4SFP SVC

H82L7E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 6000 48G 740W SVC
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H55E2E HPE Aruba Networking Foundational Care 1Y 6HR CTR 6000 12G CL4 2SFP SVC

H54R1E HPE Aruba Networking Foundational Care 1Y 6HR CTR 6000 24G 4SFP SVC

H54C0E HPE Aruba Networking Foundational Care 1Y 6HR CTR 6000 24G CL4 4SFP SVC

H53N9E HPE Aruba Networking Foundational Care 1Y 6HR CTR 6000 48G 4SFP SVC

H52Z8E HPE Aruba Networking Foundational Care 1Y 6HR CTR 6000 48G CL4 4SFP SVC

H55E3E HPE Aruba Networking Foundational Care 1Y 6HR CTR CDMR 6000 12G CL4 2SFP SVC

H54R2E HPE Aruba Networking Foundational Care 1Y 6HR CTR CDMR 6000 24G 4SFP SVC

H54C1E HPE Aruba Networking Foundational Care 1Y 6HR CTR CDMR 6000 24G CL4 4SFP SVC

H53P0E HPE Aruba Networking Foundational Care 1Y 6HR CTR CDMR 6000 48G 4SFP SVC

H52Z9E HPE Aruba Networking Foundational Care 1Y 6HR CTR CDMR 6000 48G CL4 4SFP SVC

H82L9E HPE Aruba Networking Foundational Care 1Y 24x7 CDMR 6000 48G 740W SVC

H82M1E HPE Aruba Networking Foundational Care 1Y CTR 6000 48G 740W SVC

H82M2E HPE Aruba Networking Foundational Care 1Y CTR CDMR 6000 48G 740W SVC

H82L5E HPE Aruba Networking Foundational Care 1Y NBD 6000 48G 740W SVC

H82L6E HPE Aruba Networking Foundational Care 1Y NBD CDMR 6000 48G 740W SVC

H55D3E HPE Aruba Networking Foundational Care 1Y NBD Exch 6000 12G CL4 2SFP SVC

H54Q2E HPE Aruba Networking Foundational Care 1Y NBD Exch 6000 24G 4SFP SVC

H54B1E HPE Aruba Networking Foundational Care 1Y NBD Exch 6000 24G CL4 4SFP SVC

H53N0E HPE Aruba Networking Foundational Care 1Y NBD Exch 6000 48G 4SFP SVC

H82L2E HPE Aruba Networking Foundational Care 1Y NBD Exch 6000 48G 740W SVC

H52Y9E HPE Aruba Networking Foundational Care 1Y NBD Exch 6000 48G CL4 4SFP SVC

H55D4E HPE Aruba Networking Foundational Care 1Y NBD Exch HW Only 6000 12G CL4 2SFP SVC

H54Q3E HPE Aruba Networking Foundational Care 1Y NBD Exch HW Only 6000 24G 4SFP SVC

H54B2E HPE Aruba Networking Foundational Care 1Y NBD Exch HW Only 6000 24G CL4 4SFP SVC

H53N1E HPE Aruba Networking Foundational Care 1Y NBD Exch HW Only 6000 48G 4SFP SVC

H52Z0E HPE Aruba Networking Foundational Care 1Y NBD Exch HW Only 6000 48G CL4 4SFP SVC

H82L3E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 6000 48G 740W SVC

H55K5E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6000 12G CL4 2SFP SVC

H54W4E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6000 24G 4SFP SVC

H54H3E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6000 24G CL4 4SFP SVC

H53U2E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6000 48G 4SFP SVC

H82S4E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6000 48G 740W SVC

H53F1E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T1 6000 48G CL4 4SFP SVC

H55K6E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6000 12G CL4 2SFP SVC

H54W5E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6000 24G 4SFP SVC

H54H4E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6000 24G CL4 4SFP SVC
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H53U3E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6000 48G 4SFP SVC

H82S5E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6000 48G 740W SVC

H53F2E HPE Aruba Networking Foundational Care 1Y NBD Exch Vol T2 6000 48G CL4 4SFP SVC

H55D6E HPE Aruba Networking Foundational Care 1Y NBD Onsite 6000 12G CL4 2SFP SVC

H54Q5E HPE Aruba Networking Foundational Care 1Y NBD Onsite 6000 24G 4SFP SVC

H54B4E HPE Aruba Networking Foundational Care 1Y NBD Onsite 6000 24G CL4 4SFP SVC

H53N3E HPE Aruba Networking Foundational Care 1Y NBD Onsite 6000 48G 4SFP SVC

H52Z2E HPE Aruba Networking Foundational Care 1Y NBD Onsite 6000 48G CL4 4SFP SVC

H55D7E HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 6000 12G CL4 2SFP SVC

H54Q6E HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 6000 24G 4SFP SVC

H54B5E HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 6000 24G CL4 4SFP SVC

H53N4E HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 6000 48G 4SFP SVC

H52Z3E HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 6000 48G CL4 4SFP SVC

H55E6E HPE Aruba Networking Foundational Care 3Y 4HR Exch 6000 12G CL4 2SFP SVC

H54R5E HPE Aruba Networking Foundational Care 3Y 4HR Exch 6000 24G 4SFP SVC

H54C4E HPE Aruba Networking Foundational Care 3Y 4HR Exch 6000 24G CL4 4SFP SVC

H53P3E HPE Aruba Networking Foundational Care 3Y 4HR Exch 6000 48G 4SFP SVC

H82M5E HPE Aruba Networking Foundational Care 3Y 4HR Exch 6000 48G 740W SVC

H53A2E HPE Aruba Networking Foundational Care 3Y 4HR Exch 6000 48G CL4 4SFP SVC

H55M3E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6000 12G CL4 2SFP SVC

H54Y2E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6000 24G 4SFP SVC

H54K1E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6000 24G CL4 4SFP SVC

H53W0E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6000 48G 4SFP SVC

H82U2E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6000 48G 740W SVC

H53G9E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T1 6000 48G CL4 4SFP SVC

H55M4E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6000 12G CL4 2SFP SVC

H54Y3E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6000 24G 4SFP SVC

H54K2E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6000 24G CL4 4SFP SVC

H53W1E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6000 48G 4SFP SVC

H82U3E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6000 48G 740W SVC

H53H0E HPE Aruba Networking Foundational Care 3Y 4HR Exch Vol T2 6000 48G CL4 4SFP SVC

H55F2E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6000 12G CL4 2SFP SVC

H54S1E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6000 24G 4SFP SVC

H54D0E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6000 24G CL4 4SFP SVC

H53P9E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6000 48G 4SFP SVC

H82N1E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6000 48G 740W SVC

HPE Aruba Networking CX 6000 Switch Series  |  14



H53A8E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 6000 48G CL4 4SFP SVC

H55F3E HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 6000 12G CL4 2SFP SVC

H54S2E HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 6000 24G 4SFP SVC

H54D1E HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 6000 24G CL4 4SFP SVC

H53Q0E HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 6000 48G 4SFP SVC

H53A9E HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 6000 48G CL4 4SFP SVC

H55F1E HPE Aruba Networking Foundational Care 3Y 4HR Onsite HW Only 6000 12G CL4 2SFP SVC

H54S0E HPE Aruba Networking Foundational Care 3Y 4HR Onsite HW Only 6000 24G 4SFP SVC

H54C9E HPE Aruba Networking Foundational Care 3Y 4HR Onsite HW Only 6000 24G CL4 4SFP SVC

H53P8E HPE Aruba Networking Foundational Care 3Y 4HR Onsite HW Only 6000 48G 4SFP SVC

H53A7E HPE Aruba Networking Foundational Care 3Y 4HR Onsite HW Only 6000 48G CL4 4SFP SVC

H82N0E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 6000 48G 740W SVC

H55F5E HPE Aruba Networking Foundational Care 3Y 6HR CTR 6000 12G CL4 2SFP SVC

H54S4E HPE Aruba Networking Foundational Care 3Y 6HR CTR 6000 24G 4SFP SVC

H54D3E HPE Aruba Networking Foundational Care 3Y 6HR CTR 6000 24G CL4 4SFP SVC

H53Q2E HPE Aruba Networking Foundational Care 3Y 6HR CTR 6000 48G 4SFP SVC

H53B1E HPE Aruba Networking Foundational Care 3Y 6HR CTR 6000 48G CL4 4SFP SVC

H55F6E HPE Aruba Networking Foundational Care 3Y 6HR CTR CDMR 6000 12G CL4 2SFP SVC

H54S5E HPE Aruba Networking Foundational Care 3Y 6HR CTR CDMR 6000 24G 4SFP SVC

H54D4E HPE Aruba Networking Foundational Care 3Y 6HR CTR CDMR 6000 24G CL4 4SFP SVC

H53Q3E HPE Aruba Networking Foundational Care 3Y 6HR CTR CDMR 6000 48G 4SFP SVC

H53B2E HPE Aruba Networking Foundational Care 3Y 6HR CTR CDMR 6000 48G CL4 4SFP SVC

H82N2E HPE Aruba Networking Foundational Care 3Y 24x7 CDMR 6000 48G 740W SVC

H82N4E HPE Aruba Networking Foundational Care 3Y CTR 6000 48G 740W SVC

H82N5E HPE Aruba Networking Foundational Care 3Y CTR CDMR 6000 48G 740W SVC

H82M6E HPE Aruba Networking Foundational Care 3Y NBD 6000 48G 740W SVC

H82M7E HPE Aruba Networking Foundational Care 3Y NBD CDMR 6000 48G 740W SVC

H55E5E HPE Aruba Networking Foundational Care 3Y NBD Exch 6000 12G CL4 2SFP SVC

H54R4E HPE Aruba Networking Foundational Care 3Y NBD Exch 6000 24G 4SFP SVC

H54C3E HPE Aruba Networking Foundational Care 3Y NBD Exch 6000 24G CL4 4SFP SVC

H53P2E HPE Aruba Networking Foundational Care 3Y NBD Exch 6000 48G 4SFP SVC

H82M4E HPE Aruba Networking Foundational Care 3Y NBD Exch 6000 48G 740W SVC

H53A1E HPE Aruba Networking Foundational Care 3Y NBD Exch 6000 48G CL4 4SFP SVC

H55E4E HPE Aruba Networking Foundational Care 3Y NBD Exch HW Only 6000 12G CL4 2SFP SVC

H54R3E HPE Aruba Networking Foundational Care 3Y NBD Exch HW Only 6000 24G 4SFP SVC

H54C2E HPE Aruba Networking Foundational Care 3Y NBD Exch HW Only 6000 24G CL4 4SFP SVC
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H53P1E HPE Aruba Networking Foundational Care 3Y NBD Exch HW Only 6000 48G 4SFP SVC

H53A0E HPE Aruba Networking Foundational Care 3Y NBD Exch HW Only 6000 48G CL4 4SFP SVC

H82M3E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 6000 48G 740W SVC

H55L9E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6000 12G CL4 2SFP SVC

H54X8E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6000 24G 4SFP SVC

H54J7E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6000 24G CL4 4SFP SVC

H53V6E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6000 48G 4SFP SVC

H82T8E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6000 48G 740W SVC

H53G5E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T1 6000 48G CL4 4SFP SVC

H55M0E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6000 12G CL4 2SFP SVC

H54X9E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6000 24G 4SFP SVC

H54J8E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6000 24G CL4 4SFP SVC

H53V7E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6000 48G 4SFP SVC

H82T9E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6000 48G 740W SVC

H53G6E HPE Aruba Networking Foundational Care 3Y NBD Exch Vol T2 6000 48G CL4 4SFP SVC

H55E7E HPE Aruba Networking Foundational Care 3Y NBD Onsite 6000 12G CL4 2SFP SVC

H54R6E HPE Aruba Networking Foundational Care 3Y NBD Onsite 6000 24G 4SFP SVC

H54C5E HPE Aruba Networking Foundational Care 3Y NBD Onsite 6000 24G CL4 4SFP SVC

H53P4E HPE Aruba Networking Foundational Care 3Y NBD Onsite 6000 48G 4SFP SVC

H53A3E HPE Aruba Networking Foundational Care 3Y NBD Onsite 6000 48G CL4 4SFP SVC

H55E8E HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 6000 12G CL4 2SFP SVC

H54R7E HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 6000 24G 4SFP SVC

H54C6E HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 6000 24G CL4 4SFP SVC

H53P5E HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 6000 48G 4SFP SVC

H53A4E HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 6000 48G CL4 4SFP SVC

H55H2E HPE Aruba Networking Foundational Care 5Y 4HR Exch 6000 12G CL4 2SFP SVC

H54U1E HPE Aruba Networking Foundational Care 5Y 4HR Exch 6000 24G 4SFP SVC

H54F0E HPE Aruba Networking Foundational Care 5Y 4HR Exch 6000 24G CL4 4SFP SVC

H53R9E HPE Aruba Networking Foundational Care 5Y 4HR Exch 6000 48G 4SFP SVC

H82Q1E HPE Aruba Networking Foundational Care 5Y 4HR Exch 6000 48G 740W SVC

H53C8E HPE Aruba Networking Foundational Care 5Y 4HR Exch 6000 48G CL4 4SFP SVC

H55Q3E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6000 12G CL4 2SFP SVC

H55B2E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6000 24G 4SFP SVC

H54N1E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6000 24G CL4 4SFP SVC

H53Z0E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6000 48G 4SFP SVC

H82X2E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6000 48G 740W SVC
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H53K9E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T1 6000 48G CL4 4SFP SVC

H55Q4E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6000 12G CL4 2SFP SVC

H55B3E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6000 24G 4SFP SVC

H54N2E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6000 24G CL4 4SFP SVC

H53Z1E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6000 48G 4SFP SVC

H82X3E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6000 48G 740W SVC

H53L0E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 6000 48G CL4 4SFP SVC

H55H8E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6000 12G CL4 2SFP SVC

H54U7E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6000 24G 4SFP SVC

H54F6E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6000 24G CL4 4SFP SVC

H53S5E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6000 48G 4SFP SVC

H82Q7E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6000 48G 740W SVC

H53D4E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 6000 48G CL4 4SFP SVC

H55H9E HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 6000 12G CL4 2SFP SVC

H54U8E HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 6000 24G 4SFP SVC

H54F7E HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 6000 24G CL4 4SFP SVC

H53S6E HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 6000 48G 4SFP SVC

H53D5E HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 6000 48G CL4 4SFP SVC

H55H7E HPE Aruba Networking Foundational Care 5Y 4HR Onsite HW Only 6000 12G CL4 2SFP SVC

H54U6E HPE Aruba Networking Foundational Care 5Y 4HR Onsite HW Only 6000 24G 4SFP SVC

H54F5E HPE Aruba Networking Foundational Care 5Y 4HR Onsite HW Only 6000 24G CL4 4SFP SVC

H53S4E HPE Aruba Networking Foundational Care 5Y 4HR Onsite HW Only 6000 48G 4SFP SVC

H53D3E HPE Aruba Networking Foundational Care 5Y 4HR Onsite HW Only 6000 48G CL4 4SFP SVC

H82Q6E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 6000 48G 740W SVC

H55J1E HPE Aruba Networking Foundational Care 5Y 6HR CTR 6000 12G CL4 2SFP SVC

H54V0E HPE Aruba Networking Foundational Care 5Y 6HR CTR 6000 24G 4SFP SVC

H54F9E HPE Aruba Networking Foundational Care 5Y 6HR CTR 6000 24G CL4 4SFP SVC

H53S8E HPE Aruba Networking Foundational Care 5Y 6HR CTR 6000 48G 4SFP SVC

H53D7E HPE Aruba Networking Foundational Care 5Y 6HR CTR 6000 48G CL4 4SFP SVC

H55J2E HPE Aruba Networking Foundational Care 5Y 6HR CTR CDMR 6000 12G CL4 2SFP SVC

H54V1E HPE Aruba Networking Foundational Care 5Y 6HR CTR CDMR 6000 24G 4SFP SVC

H54G0E HPE Aruba Networking Foundational Care 5Y 6HR CTR CDMR 6000 24G CL4 4SFP SVC

H53S9E HPE Aruba Networking Foundational Care 5Y 6HR CTR CDMR 6000 48G 4SFP SVC

H53D8E HPE Aruba Networking Foundational Care 5Y 6HR CTR CDMR 6000 48G CL4 4SFP SVC

H82Q8E HPE Aruba Networking Foundational Care 5Y 24x7 CDMR 6000 48G 740W SVC

H82R0E HPE Aruba Networking Foundational Care 5Y CTR 6000 48G 740W SVC
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H82R1E HPE Aruba Networking Foundational Care 5Y CTR CDMR 6000 48G 740W SVC

H82Q2E HPE Aruba Networking Foundational Care 5Y NBD 6000 48G 740W SVC

H82Q3E HPE Aruba Networking Foundational Care 5Y NBD CDMR 6000 48G 740W SVC

H55H1E HPE Aruba Networking Foundational Care 5Y NBD Exch 6000 12G CL4 2SFP SVC

H54U0E HPE Aruba Networking Foundational Care 5Y NBD Exch 6000 24G 4SFP SVC

H54E9E HPE Aruba Networking Foundational Care 5Y NBD Exch 6000 24G CL4 4SFP SVC

H53R8E HPE Aruba Networking Foundational Care 5Y NBD Exch 6000 48G 4SFP SVC

H82Q0E HPE Aruba Networking Foundational Care 5Y NBD Exch 6000 48G 740W SVC

H53C7E HPE Aruba Networking Foundational Care 5Y NBD Exch 6000 48G CL4 4SFP SVC

H55H0E HPE Aruba Networking Foundational Care 5Y NBD Exch HW Only 6000 12G CL4 2SFP SVC

H54T9E HPE Aruba Networking Foundational Care 5Y NBD Exch HW Only 6000 24G 4SFP SVC

H54E8E HPE Aruba Networking Foundational Care 5Y NBD Exch HW Only 6000 24G CL4 4SFP SVC

H53R7E HPE Aruba Networking Foundational Care 5Y NBD Exch HW Only 6000 48G 4SFP SVC

H53C6E HPE Aruba Networking Foundational Care 5Y NBD Exch HW Only 6000 48G CL4 4SFP SVC

H82P9E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 6000 48G 740W SVC

H55P9E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6000 12G CL4 2SFP SVC

H55A8E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6000 24G 4SFP SVC

H54M7E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6000 24G CL4 4SFP SVC

H53Y6E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6000 48G 4SFP SVC

H82W8E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6000 48G 740W SVC

H53K5E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T1 6000 48G CL4 4SFP SVC

H55Q0E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6000 12G CL4 2SFP SVC

H55A9E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6000 24G 4SFP SVC

H54M8E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6000 24G CL4 4SFP SVC

H53Y7E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6000 48G 4SFP SVC

H82W9E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6000 48G 740W SVC

H53K6E HPE Aruba Networking Foundational Care 5Y NBD Exch Vol T2 6000 48G CL4 4SFP SVC

H55H3E HPE Aruba Networking Foundational Care 5Y NBD Onsite 6000 12G CL4 2SFP SVC

H54U2E HPE Aruba Networking Foundational Care 5Y NBD Onsite 6000 24G 4SFP SVC

H54F1E HPE Aruba Networking Foundational Care 5Y NBD Onsite 6000 24G CL4 4SFP SVC

H53S0E HPE Aruba Networking Foundational Care 5Y NBD Onsite 6000 48G 4SFP SVC

H53C9E HPE Aruba Networking Foundational Care 5Y NBD Onsite 6000 48G CL4 4SFP SVC

H55H4E HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 6000 12G CL4 2SFP SVC

H54U3E HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 6000 24G 4SFP SVC

H54F2E HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 6000 24G CL4 4SFP SVC

H53S1E HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 6000 48G 4SFP SVC
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H53D0E HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 6000 48G CL4 4SFP SVC

H55E1E HPE Aruba Networking Software+Technical Support 1Y 6000 12G CL4 2SFP SVC

H54R0E HPE Aruba Networking Software+Technical Support 1Y 6000 24G 4SFP SVC

H54B9E HPE Aruba Networking Software+Technical Support 1Y 6000 24G CL4 4SFP SVC

H53N8E HPE Aruba Networking Software+Technical Support 1Y 6000 48G 4SFP SVC

H52Z7E HPE Aruba Networking Software+Technical Support 1Y 6000 48G CL4 4SFP SVC

H55L4E HPE Aruba Networking Software+Technical Support 1Y Vol T2 6000 12G CL4 2SFP SVC

H54X3E HPE Aruba Networking Software+Technical Support 1Y Vol T2 6000 24G 4SFP SVC

H54J2E HPE Aruba Networking Software+Technical Support 1Y Vol T2 6000 24G CL4 4SFP SVC

H53V1E HPE Aruba Networking Software+Technical Support 1Y Vol T2 6000 48G 4SFP SVC

H53G0E HPE Aruba Networking Software+Technical Support 1Y Vol T2 6000 48G CL4 4SFP SVC

H55F4E HPE Aruba Networking Software+Technical Support 3Y 6000 12G CL4 2SFP SVC

H54S3E HPE Aruba Networking Software+Technical Support 3Y 6000 24G 4SFP SVC

H54D2E HPE Aruba Networking Software+Technical Support 3Y 6000 24G CL4 4SFP SVC

H53Q1E HPE Aruba Networking Software+Technical Support 3Y 6000 48G 4SFP SVC

H53B0E HPE Aruba Networking Software+Technical Support 3Y 6000 48G CL4 4SFP SVC

H55M9E HPE Aruba Networking Software+Technical Support 3Y Vol T2 6000 12G CL4 2SFP SVC

H54Y8E HPE Aruba Networking Software+Technical Support 3Y Vol T2 6000 24G 4SFP SVC

H54K7E HPE Aruba Networking Software+Technical Support 3Y Vol T2 6000 24G CL4 4SFP SVC

H53W6E HPE Aruba Networking Software+Technical Support 3Y Vol T2 6000 48G 4SFP SVC

H53H5E HPE Aruba Networking Software+Technical Support 3Y Vol T2 6000 48G CL4 4SFP SVC

H55J0E HPE Aruba Networking Software+Technical Support 5Y 6000 12G CL4 2SFP SVC

H54U9E HPE Aruba Networking Software+Technical Support 5Y 6000 24G 4SFP SVC

H54F8E HPE Aruba Networking Software+Technical Support 5Y 6000 24G CL4 4SFP SVC

H53S7E HPE Aruba Networking Software+Technical Support 5Y 6000 48G 4SFP SVC

H53D6E HPE Aruba Networking Software+Technical Support 5Y 6000 48G CL4 4SFP SVC

H55Q9E HPE Aruba Networking Software+Technical Support 5Y Vol T2 6000 12G CL4 2SFP SVC

H55B8E HPE Aruba Networking Software+Technical Support 5Y Vol T2 6000 24G 4SFP SVC

H54N7E HPE Aruba Networking Software+Technical Support 5Y Vol T2 6000 24G CL4 4SFP SVC

H53Z6E HPE Aruba Networking Software+Technical Support 5Y Vol T2 6000 48G 4SFP SVC

H53L5E HPE Aruba Networking Software+Technical Support 5Y Vol T2 6000 48G CL4 4SFP SVC
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Serviços do HPE Aruba Networking

Os serviços de rede HPE Aruba simplificam e aceleram o ciclo de vida da tecnologia de rede, permitindo que
sua rede se expanda com melhor previsibilidade e custo-benefício. Quer você opere sua própria rede e precise
melhorar a eficiência de TI ou queira se livrar de parte da carga, temos os serviços que precisa para atingir suas
metas.

Saiba mais sobre o que os Serviços de rede HPE Aruba têm a oferecer em: hpe.com/edge/services

Serviços de suporte

Nosso portfólio de suporte fornece os elementos essenciais de suporte, além de recursos proativos e de
prevenção para o/a ajudar a melhorar a produtividade da sua equipe e a tirar o máximo proveito da sua rede. Os
clientes do nosso suporte se beneficiam de uma resolução mais rápida dos problemas, operações e eficiências
simplificadas  redução de incidentes de rede.

Serviços profissionais

Com um profundo capital intelectual e ferramentas criadas para fins específicos, nossa equipe oferece uma
variedade de serviços profissionais padrão e personalizados, projetados para acelerar o valor que você obtém
da tecnologia de rede HPE Aruba.

Os serviços baseados em projetos
incluem:

Os serviços de assinatura anuais incluem:

Planejamento, auditoria e avaliação
Revisão e projeto de arquitetura
Implantação, migração e transferência de
conhecimento

Otimização de rede
Operações inteligentes
Gerenciamento da experiência do cliente

Nossos Serviços de treinamento permitem que a sua equipe comece a trabalhar rapidamente.

HPE GreenLake para Networking

Nossa solução NaaS faz parte da família de serviços HPE GreenLake e simplifica as operações de rede, acelera o
manuseio de equipamentos e aumenta o valor de sua solução HPE Aruba Networking. Se você precisar de
orientação especializada e operações baseadas em automação para sua equipe, explore nossa abordagem
NaaS por meio do HPE GreenLake for Networking.
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Para informações técnicas adicionais,
modelos e opções disponíveis, faça
referência ao QuickSpecs

Chat ao vivo

© Copyright 2026 Hewlett Packard Enterprise Development LP. As informações
contidas neste documento estão sujeitas a alterações sem aviso. As únicas
garantias dos produtos e serviços da Hewlett Packard Enterprise são as
estabelecidas nas declarações de garantia expressa que acompanham tais
produtos e serviços. Nenhuma parte deste documento deve ser inferida como
constituindo uma garantia adicional. A Hewlett Packard Enterprise não se
responsabiliza por omissões, erros técnicos ou erros editoriais contidos neste
documento.

Peças e materiais: A HPE irá oferecer reposição de peças e materiais suportados
pela HPE necessários para manter o hardware coberto.

Peças e componentes que tenham atingido a vida útil suportada máxima e/ou
as limitações de uso máximo definidas no manual operacional do fabricante,
nas especificações rápidas do produto ou na folha de especificações técnicas
do produto não serão fornecidos, reparados ou substituídos como parte desses
serviços.

Arm é uma marca comercial registrada da Arm Limited. sFlow é uma marca
comercial registrada da InMon Corp. Todas as marcas comerciais de terceiros
pertencem a seus respectivos proprietários.

A imagem do produto pode ser diferente do produto real.
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