
HPE Aruba Networking CX
9300 Switch Series

Neuerungen

– Die Switch Series bietet hohe
Schaltleistung mit bis zu 25,6 Tbit/s in
einer festen 1U-Konfiguration und
unterstützt 32 Anschlüsse mit
100/400GbE.

– Dynamisches VXLAN mit BGP-EVPN
für tiefe Segmentierung in
Rechenzentren und Campusnetzen

– Die CX 9300S 32p QSFP28 100G 8p
QSFP-DD 400G Back-to-Front und
Front-to-Back Bundles zusammen mit
neuen kompatiblen Transceivern und
Stromversorgungsoptionen.

– Die HPE Aruba Networking CX 9300
Switch Series basiert auf AOS-CX,
einem modernen,
datenbankgestützten Betriebssystem,
das zahlreiche kritische und
komplexe Netzwerkaufgaben
automatisiert und vereinfacht.

– HPE Aruba Networking Fabric
Composer vereinfacht die
Automatisierung, Orchestrierung und
End-to-End-Transparenz des
Netzwerk-Fabric-Underlays und des
virtualisierten Overlays erheblich.

– Erweiterte Layer 2 und 3-Funktionen
umfassen BGP, OSPF, VRF-Lite und
IPv6

Übersicht
Die HPE Aruba Networking CX 9300 Switch Series ist mit 25,6 Tbit/s, 1 U und
fester Konfiguration ausgestattet, die 32 Anschlüsse mit 100/400 GbE
unterstützt. Diese Serie bietet flexible und kosteneffiziente 400 GbE für
Server, Datenspeicher und Intra-Fabric-Konnektivität mit hoher Dichte.

Die HPE Aruba Networking CX 9300 Switch Series schützt die Investition des
Unternehmens bei der Umstellung seiner Server-Farmen von 10 GbE und 25
GbE auf 100 GbE/400 GbE EVPN VXLAN Spine-Konfigurationen bei
reduziertem Stromverbrauch und geringerem Platzbedarf. Der CX 9300-32D
Switch unterstützt große Rechenzentrums-PODs mit bis zu 16834 x 25GbE-
Servern oder bis zu 8192 x 100GbE-Servern bei Verwendung von 4 x 100G
SN-Transceivern.

Datenblatt



Funktionen

Hohe Leistung und Skalierbarkeit

Die HPE Aruba Networking CX 9300 Switch Series erfüllt die modernen Anforderungen von großen
virtualisierten und Cloud-Netzwerken. Bietet flexible und kosteneffiziente 100/400 GbE für Server,
Datenspeicher und Intra-Fabric-Konnektivität mit hoher Dichte.

Die HPE Aruba Networking CX 9300 Switch Series mit Skalierbarkeit der Breakout-Verkabelung ermöglicht die
Aufteilung einer einzelnen 200 GbE-Verbindung in zwei 100 GbE-Verbindungen. 100 GbE-Anschlüsse können in
vier 25 GbE–Anschlüsse aufgeteilt werden, die einen Switch-Anschluss verbinden und bis zu vier Adapterkarten
in Servern oder anderen Subsystemen aufnehmen.

Die HPE Aruba Networking CX 9300 Switch Series erleichtert den Übergang von 10 GbE und 25 GbE auf 100
GbE/400 GbE und bietet höhere Skalierbarkeit bei geringerem Energieverbrauch und benötigt weniger Platz.
Der Anschluss mit 400 Gbit/s kann als 4 x 100GbE, 2 x 200GbE oder 1 x 400GbE konfiguriert werden.

Optimierte Ethernet-Storage-Fabric

Die HPE Aruba Networking CX 9300 Switch Series ermöglicht eine niedrige Latenz und eine „verlustfreie“
Netzwerk-Servicequalität (QoS) sowie Konnektivitätsmerkmale, die für die Speicherung erforderlich sind.

Ideal für softwaredefinierte Speicher- und HCI Lösungen, bei denen sich mehrere Server unverlierbare
(SSD/flashbasierte) Speicherressourcen teilen.

Eine ideale Lösung für Rechenzentren, Cloud- und Speicheranwendungen, die Top-of-Rack-Server- und
Speicher-Konnektivität sowie Scale-out-Leaf-Spine-Fabrics unterstützen.

Intelligente Analysen

Mit der HPE Aruba Networking Analytics Engine (NAE) können Sie Probleme im Zusammenhang mit dem
Netzwerk, dem System, der Anwendung und der Sicherheit dank einfacher Python-Agents und REST-APIs
überwachen und etwaige Fehler beheben.

Die intelligente Vorverarbeitung von Daten verwandelt rohe Telemetriedaten in umsetzbare Erkenntnisse.

Die HPE Aruba Networking Switch Multi-Edit Software unterstützt eine automatisierte Konfiguration und
Überprüfung.

Hohe Leistung und Verfügbarkeit

HPE Aruba Networking Virtual Switching Extension (VSX) ist eine Hochverfügbarkeitstechnologie, die von Grund
auf dafür entwickelt wurde, die kontinuierlichen Anforderungen an Verfügbarkeit, Virtualisierung und Einfachheit
zu erfüllen. Redundante und Hot-Swap-fähige Netzteile und Lüfter bieten zusätzliche Ausfallsicherheit.

Die HPE Aruba Networking CX 9300 Switch Series bietet einen erweiterten Funktionsumfang für Layer 2 und 3,
einschließlich BGP, OSPF, VRF-Lite und IPv6. Die Switch Series unterstützt dynamisches VXLAN mit BGP-EVPN
für tiefe Segmentierung in Rechenzentren und
Campus-Netzwerken.
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Technische Daten HPE Aruba Networking CX 9300 Switch Series

Energieverbrauch 600 W oder 615 W, inaktiv: 210 W oder 221 W maximal, je nach Modell

Wärmeableitung Maximal 4.435 TB/h

Eingangsspannung CX 9300-32D:
100–127 / 220–240 VAC
220–240 V erforderlich, um eine produktionsseitige Konfiguration mit 8–32 Anschlüssen
zu unterstützen

CX 9300S-32C8D:
100–127 VAC 50/60 Hz 12 A
200–240 VAC 50/60 Hz 10 A
200–240 V erforderlich zur Unterstützung > 5 W Transceiver-Leistung an jedem
Anschluss

Anschlüsse CX 9300-32D:
32 Anschlüsse mit 100 GbE, 200 GbE oder 400 GbE
Die 400 GbE-Anschlüsse können als 4 x 100 GbE, 2 x 200 GbE oder 1 x 400 GbE
konfiguriert werden

CX 9300S-32C8D:
32 Anschlüsse mit 10/25/100/200 GbE, 8 Anschlüsse mit 400 GbE
Flexible Unterstützung von 10/25/100/200GbE an den Zugriffsanschlüssen

Switching-Leistung CX 9300-32D: 25,6 Tbit/s
CX 9300S-32C8D: 16 Tbit/s

Durchsatz 5 Bpps

Speicher und Prozessor CX 9300-32D:
128 GB m.2 SSD, 4 GB mSATA, 128 MB SPI-Flash, 16 GB x2 SODIMM

CX 9300S-32C8D:
128 GB m.2 SSD, 16 MB SPI-Flash, 32 GB x2 SODIMM

Netzteilbezeichnung 2 redundante Netzteile, vor Ort austauschbar, Hot-Swap-fähig

Managementfunktionen CX 9300-32D:
SNMP
REST
RJ-45- und serieller
Micro-USB-Konsolenanschluss
RJ-45 OOBM–Anschluss

CX 9300S-32C8D:
SNMP
REST
RJ-45- und USB-C Serieller
RJ-45 Konsolenanschluss OOBM–Anschluss

Betriebstemperatur 32 °F bis 113 °F (0 °C bis 45 °C) maximal je nach Modell

Gewicht 11,85 kg
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Technische Daten HPE Aruba Networking CX 9300 Switch Series

Produktabmessungen
(metrisch)

4,35 x 43,84 x 59 cm

Garantie Eingeschränkte lebenslange Garantie. Siehe Garantiedauer.
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SKU-Vergleich

HPE Aruba Networking
CX 9300-32D 32-port
100/200/400G QSFP-
DD 2-port 10G Switch
(R8Z96A)

HPE Aruba Networking
CX 9300-32D 32p
QSFP-DD 2p 10G SFP+
Back-to-Front 6 Fans 2
AC PSU Bundle
(R9A30A)

HPE Aruba Networking
CX 9300-32D 32p
QSFP-DD 2p 10G SFP+
Front-to-Back 6 Fans 2
AC PSU Bundle
(R9A29A)

HPE Aruba Networking
CX 9300-32D
32xQSFP-DD 400G
2xSFP+10G Prt2Pwr
Airflow 6Fs 2AC PSU
Switch Bdl (S1D07A)

HPE Aruba Networking
CX 9300-32D
32xQSFP-DD 400G
2xSFP+10G Pwr2Prt
Airflow 6Fs 2AC PSU
Switch Bdl (S1D08A)

Unterscheidungsmerkmal CX 9300-32D Switch mit
32 Anschlüssen

CX 9300-32D Back-to-
Front-Bundle mit 32
Anschlüssen

CX 9300-32D Front-to-
Back-Bundle mit 32
Anschlüssen

Energieverbrauch 600 W oder 615 W,
inaktiv: 210 W oder 221 W
maximal, je nach Modell

100 % Verkehrsrate: 688
W
Inaktiv: 221 W

100 % Verkehrsrate: 675
W
Inaktiv: 210 W

600 W oder 615 W,
inaktiv: 210 W oder 221 W
maximal, je nach Modell

600 W oder 615 W,
inaktiv: 210 W oder 221 W
maximal, je nach Modell

Wärmeableitung Maximal 4.435 TB/h

Eingangsspannung 100-127 / 220–240 VAC
 220–240 V erforderlich,
um eine
produktionsseitige
Konfiguration mit 8–32
Anschlüssen zu
unterstützen

100-127 / 220–240 VAC
 220–240 V erforderlich,
um eine
produktionsseitige
Konfiguration mit 8–32
Anschlüssen zu
unterstützen

100-127 / 220–240 VAC
 220–240 V erforderlich,
um eine
produktionsseitige
Konfiguration mit 8–32
Anschlüssen zu
unterstützen

CX 9300-32D:
100–127 / 220–240 VAC
220–240 V erforderlich,
um eine
produktionsseitige
Konfiguration mit
8–32 Anschlüssen zu
unterstützen

CX 9300S-32C8D:
100–127 VAC 50/60 Hz
12 A
200–240 VAC 50/60 Hz
10 A
200–240 V erforderlich
zur Unterstützung > 5 W
Transceiver-Leistung an
jedem Anschluss

CX 9300-32D:
100–127 / 220–240 VAC
220–240 V erforderlich,
um eine
produktionsseitige
Konfiguration mit
8–32 Anschlüssen zu
unterstützen

CX 9300S-32C8D:
100–127 VAC 50/60 Hz
12 A
200–240 VAC 50/60 Hz
10 A
200–240 V erforderlich
zur Unterstützung > 5 W
Transceiver-Leistung an
jedem Anschluss
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HPE Aruba Networking
CX 9300-32D 32-port
100/200/400G QSFP-
DD 2-port 10G Switch
(R8Z96A)

HPE Aruba Networking
CX 9300-32D 32p
QSFP-DD 2p 10G SFP+
Back-to-Front 6 Fans 2
AC PSU Bundle
(R9A30A)

HPE Aruba Networking
CX 9300-32D 32p
QSFP-DD 2p 10G SFP+
Front-to-Back 6 Fans 2
AC PSU Bundle
(R9A29A)

HPE Aruba Networking
CX 9300-32D
32xQSFP-DD 400G
2xSFP+10G Prt2Pwr
Airflow 6Fs 2AC PSU
Switch Bdl (S1D07A)

HPE Aruba Networking
CX 9300-32D
32xQSFP-DD 400G
2xSFP+10G Pwr2Prt
Airflow 6Fs 2AC PSU
Switch Bdl (S1D08A)

Anschlüsse 32 Anschlüsse mit
100GbE, 200GbE oder
400GbE
Die Anschlüsse mit 400
Gbit/s können als 4 x
100GbE, 2 x 200GbE
oder 1 x 400GbE
konfiguriert werden

32 Anschlüsse mit
100GbE, 200GbE oder
400GbE
Die Anschlüsse mit 400
Gbit/s können als 4 x
100GbE, 2 x 200GbE
oder 1 x 400GbE
konfiguriert werden

32 Anschlüsse mit
100GbE, 200GbE oder
400GbE
Die Anschlüsse mit 400
Gbit/s können als 4 x
100GbE, 2 x 200GbE
oder 1 x 400GbE
konfiguriert werden

CX 9300-32D:
32 Anschlüsse mit 100
GbE, 200 GbE oder 400
GbE
Die 400 GbE-Anschlüsse
können als 4 x 100 GbE,
2 x 200 GbE oder 1 x
400 GbE konfiguriert
werden

CX 9300S-32C8D:
32 Anschlüsse mit
10/25/100/200 GbE, 8
Anschlüsse mit 400 GbE
Flexible Unterstützung
von 10/25/100/200GbE
an den
Zugriffsanschlüssen

CX 9300-32D:
32 Anschlüsse mit 100
GbE, 200 GbE oder 400
GbE
Die 400 GbE-Anschlüsse
können als 4 x 100 GbE,
2 x 200 GbE oder 1 x
400 GbE konfiguriert
werden

CX 9300S-32C8D:
32 Anschlüsse mit
10/25/100/200 GbE, 8
Anschlüsse mit 400 GbE
Flexible Unterstützung
von 10/25/100/200GbE
an den
Zugriffsanschlüssen

Switching-Leistung 25,6 Tbit/s 25,6 Tbit/s 25,6 Tbit/s CX 9300-32D: 25,6
Tbit/s
CX 9300S-32C8D:
16 Tbit/s

CX 9300-32D: 25,6
Tbit/s
CX 9300S-32C8D:
16 Tbit/s

Durchsatz 5 Bpps

Speicher und Prozessor 128 GB m.2 SSD, 4 GB
mSATA, 128 MB SPI-
Flash, 16 GB x2 SODIMM

128 GB m.2 SSD, 4 GB
mSATA, 128 MB SPI-
Flash, 16 GB x2 SODIMM

128 GB m.2 SSD, 4 GB
mSATA, 128 MB SPI-
Flash, 16 GB x2 SODIMM

CX 9300-32D:
128 GB m.2 SSD, 4 GB
mSATA, 128 MB SPI-
Flash, 16 GB x2 SODIMM

CX 9300S-32C8D:
128 GB m.2 SSD, 16 MB
SPI-Flash, 32 GB x2
SODIMM

CX 9300-32D:
128 GB m.2 SSD, 4 GB
mSATA, 128 MB SPI-
Flash, 16 GB x2 SODIMM

CX 9300S-32C8D:
128 GB m.2 SSD, 16 MB
SPI-Flash, 32 GB x2
SODIMM

Netzteilbezeichnung 2 redundante Netzteile, vor Ort austauschbar, Hot-Swap-fähig
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HPE Aruba Networking
CX 9300-32D 32-port
100/200/400G QSFP-
DD 2-port 10G Switch
(R8Z96A)

HPE Aruba Networking
CX 9300-32D 32p
QSFP-DD 2p 10G SFP+
Back-to-Front 6 Fans 2
AC PSU Bundle
(R9A30A)

HPE Aruba Networking
CX 9300-32D 32p
QSFP-DD 2p 10G SFP+
Front-to-Back 6 Fans 2
AC PSU Bundle
(R9A29A)

HPE Aruba Networking
CX 9300-32D
32xQSFP-DD 400G
2xSFP+10G Prt2Pwr
Airflow 6Fs 2AC PSU
Switch Bdl (S1D07A)

HPE Aruba Networking
CX 9300-32D
32xQSFP-DD 400G
2xSFP+10G Pwr2Prt
Airflow 6Fs 2AC PSU
Switch Bdl (S1D08A)

Managementfunktionen SNMP
REST
RJ-45- und serieller
Micro-USB-
Konsolenanschluss
RJ-45 OOBM–Anschluss

SNMP
REST
RJ-45- und serieller
Micro-USB-
Konsolenanschluss
RJ-45 OOBM–Anschluss

SNMP
REST
RJ-45- und serieller
Micro-USB-
Konsolenanschluss
RJ-45 OOBM–Anschluss

CX 9300-32D:
SNMP
REST
RJ-45- und serieller
Micro-USB-
Konsolenanschluss
RJ-45 OOBM–Anschluss

CX 9300S-32C8D:
SNMP
REST
RJ-45- und USB-C
Serieller
RJ-45 Konsolenanschluss
OOBM–Anschluss

CX 9300-32D:
SNMP
REST
RJ-45- und serieller
Micro-USB-
Konsolenanschluss
RJ-45 OOBM–Anschluss

CX 9300S-32C8D:
SNMP
REST
RJ-45- und USB-C
Serieller
RJ-45 Konsolenanschluss
OOBM–Anschluss

Betriebstemperatur 32 °F bis 113 °F (0 °C bis
45 °C) auf Normalnull

32 °F bis 113 °F (0 °C bis
45 °C) maximal je nach
Modell

32 °F bis 113 °F (0 °C bis
45 °C) maximal je nach
Modell

32 °F bis 113 °F (0 °C bis
45 °C) maximal je nach
Modell

32 °F bis 113 °F (0 °C bis
45 °C) maximal je nach
Modell

Gewicht 11,85 kg

Produktabmessungen (metrisch) 4,35 x 43,84 x 59 cm

Garantie Eingeschränkte lebenslange Garantie. Siehe Garantiedauer.
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HPE Aruba Networking
CX 9300S 32p QSFP28
100G 8p QSFP-DD
400G Back-to-Front
6xFan 2xAC Bundle
(S0F84A)

HPE Aruba Networking
CX 9300S 32p QSFP28
100G 8p QSFP-DD
400G Back-to-Front
6xFan 2xAC TAA
Bundle (S0F83A)

HPE Aruba Networking
CX 9300S 32p QSFP28
100G 8p QSFP-DD
400G Back-to-Front
6xFan 2xDC Bundle
(S0F88A)

HPE Aruba Networking
CX 9300S 32p QSFP28
100G 8p QSFP-DD
400G Back-to-Front
6xFan 2xDC TAA
Bundle (S0F87A)

HPE Aruba Networking
CX 9300S 32p QSFP28
100G 8p QSFP-DD
400G Front-to-Back
6xFan 2xAC Bundle
(S0F82A)

Unterscheidungsmerkmal CX 9300S 32-Ports
Back-to-Front AC-Bundle

CX 9300S 32-Ports
Back-to-Front AC-Bundle
TAA-zertifiziert

CX 9300S 32-Port-Rück-
zu-Front-DC-Bundle

CX 9300S 32-Port-Rück-
zu-Front-DC-Bundle
TAA-zertifiziert

CX 9300S 32-Port-Front-
to-Back-AC-Bundle

Energieverbrauch Leerlauf: 185 W
Maximal: 920 W
Typisch: 395 W

Leerlauf: 185 W
Maximal: 920 W
Typisch: 395 W

Leerlauf: 210 W
Maximal : 950 W
Typisch: 420 W

Leerlauf: 210 W
Maximal : 950 W
Typisch: 420 W

Leerlauf: 185 W
Maximal: 920 W
Typisch: 395 W

Wärmeableitung Maximal 4.435 TB/h

Eingangsspannung 100–127 V AC, 50/60 Hz, 12 A;
200–240 V AC, 50/60 Hz, 10 A;
200–240 V erforderlich zur Unterstützung > 5 W Transceiver-Leistung an jedem Anschluss

Anschlüsse 32 Anschlüsse mit 10/25/100/200GbE, 8 Anschlüsse mit 400GbE
Flexibilität zur Unterstützung von 10/25/100/200GbE an den Zugriffsanschlüssen

Routing-/Switching-Kapazität 8.0 Tbps

Switch-Fabric-Geschwindigkeit 8.0 Tbps

Switching-Leistung 16 Tbit/s

Durchsatz 5 Bpps 5 Bpps 5 Bpps 5 Bpps

Speicher und Prozessor 128 GB m.2 SSD, 16 MB SPI-Flash, 32 GB x2 SODIMM

Netzteilbezeichnung 2 redundante Netzteile,
vor Ort austauschbar,
Hot-Swap-fähig

2 redundante Netzteile,
vor Ort austauschbar,
Hot-Swap-fähig

2 redundante Netzteile,
vor Ort austauschbar,
Hot-Swap-fähig

2 redundante Netzteile,
vor Ort austauschbar,
Hot-Swap-fähig
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HPE Aruba Networking
CX 9300S 32p QSFP28
100G 8p QSFP-DD
400G Back-to-Front
6xFan 2xAC Bundle
(S0F84A)

HPE Aruba Networking
CX 9300S 32p QSFP28
100G 8p QSFP-DD
400G Back-to-Front
6xFan 2xAC TAA
Bundle (S0F83A)

HPE Aruba Networking
CX 9300S 32p QSFP28
100G 8p QSFP-DD
400G Back-to-Front
6xFan 2xDC Bundle
(S0F88A)

HPE Aruba Networking
CX 9300S 32p QSFP28
100G 8p QSFP-DD
400G Back-to-Front
6xFan 2xDC TAA
Bundle (S0F87A)

HPE Aruba Networking
CX 9300S 32p QSFP28
100G 8p QSFP-DD
400G Front-to-Back
6xFan 2xAC Bundle
(S0F82A)

Managementfunktionen SNMP
REST
RJ-45- und USB-C
Serieller
RJ-45 Konsolenanschluss
OOBM–Anschluss

SNMP
REST
RJ-45- und USB-C
Serieller
RJ-45 Konsolenanschluss
OOBM–Anschluss

SNMP
REST
RJ-45- und USB-C
Serieller
RJ-45 Konsolenanschluss
OOBM–Anschluss

SNMP
REST
RJ-45- und USB-C
Serieller
RJ-45 Konsolenanschluss
OOBM–Anschluss

SNMP; RJ-45-
Konsolenanschluss;
Micro USB-
Konsolenanschluss

Betriebstemperatur 32 °F bis 104 °F (0 °C bis
40 °C) auf Normalnull

32 °F bis 104 °F (0 °C bis
40 °C) auf Normalnull

32 °F bis 104 °F (0 °C bis
40 °C) auf Normalnull

32 °F bis 104 °F (0 °C bis
40 °C) auf Normalnull

32 °F bis 113 °F (0 °C bis
45 °C) auf Normalnull

Gewicht 11,85 kg

Produktabmessungen (metrisch) 4,35 x 43,84 x 59 cm

Garantie Eingeschränkte lebenslange Garantie. Siehe Garantiedauer.
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HPE Aruba Networking CX 9300S 32p
QSFP28 100G 8p QSFP-DD 400G Front-
to-Back 6xFan 2xAC TAA Bundle
(S0F81A)

HPE Aruba Networking CX 9300S 32p
QSFP28 100G 8p QSFP-DD 400G Switch
(S0F96A)

HPE Aruba Networking CX 9300S 32p
QSFP28 100G 8p QSFP-DD 400G TAA
Switch (S0F95A)

Unterscheidungsmerkmal CX 9300S 32-Anschlüsse Vor-zu-Rücken-
Bundle
TAA-zertifiziert

CX 9300S 32-Port-Switch CX 9300S 32-Port-Switch
TAA-zertifiziert

Energieverbrauch Leerlauf: 185 W
Maximal: 920 W
Typisch: 395 W

600 W oder 615 W, inaktiv: 210 W oder 221
W maximal, je nach Modell

600 W oder 615 W, inaktiv: 210 W oder 221
W maximal, je nach Modell

Wärmeableitung Maximal 4.435 TB/h

Eingangsspannung 100–127 VAC 50/60 Hz 12 A
200–240 VAC 50/60 Hz 10 A
200–240 V erforderlich zur Unterstützung >
5 W Transceiver-Leistung an jedem
Anschluss

100–127 V AC, 50/60 Hz, 12 A;
200–240 V AC, 50/60 Hz, 10 A;
200–240 V erforderlich zur Unterstützung >
5 W Transceiver-Leistung an jedem
Anschluss

100–127 V AC, 50/60 Hz, 12 A;
200–240 V AC, 50/60 Hz, 10 A;
200–240 V erforderlich zur Unterstützung >
5 W Transceiver-Leistung an jedem
Anschluss

Anschlüsse 32 Anschlüsse mit 10/25/100/200GbE, 8 Anschlüsse mit 400GbE
Flexibilität zur Unterstützung von 10/25/100/200GbE an den Zugriffsanschlüssen

Switching-Leistung 16 Tbit/s

Durchsatz 5 Bpps

Speicher und Prozessor 128 GB m.2 SSD, 16 MB SPI-Flash, 32 GB x2 SODIMM

Netzteilbezeichnung 2 redundante Netzteile, vor Ort austauschbar, Hot-Swap-fähig

Managementfunktionen SNMP
REST
RJ-45- und USB-C Serieller
RJ-45 Konsolenanschluss OOBM–Anschluss

Betriebstemperatur 32 °F bis 113 °F (0 °C bis 45 °C) auf
Normalnull

32 °F bis 113 °F (0 °C bis 45 °C) maximal je
nach Modell

32 °F bis 113 °F (0 °C bis 45 °C) maximal je
nach Modell

Gewicht 11,85 kg
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HPE Aruba Networking CX 9300S 32p
QSFP28 100G 8p QSFP-DD 400G Front-
to-Back 6xFan 2xAC TAA Bundle
(S0F81A)

HPE Aruba Networking CX 9300S 32p
QSFP28 100G 8p QSFP-DD 400G Switch
(S0F96A)

HPE Aruba Networking CX 9300S 32p
QSFP28 100G 8p QSFP-DD 400G TAA
Switch (S0F95A)

Produktabmessungen (metrisch) 4,35 x 43,84 x 59 cm

Garantie Eingeschränkte lebenslange Garantie. Siehe Garantiedauer.
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Zugehörige Optionen

Die folgenden Optionen sind für diese Serie verfügbar:

SKU Beschreibung

Adapter

S1H23A HPE Aruba Networking CX Switch Bluetooth Adapter

Cables/Cable Kits

R9J32A HPE Aruba Networking USB-A reversible to USB-C PC-to-Switch 3m Cable

R9J33A HPE Aruba Networking USB-C to USB-C PC-to-Switch 3m Cable

R9G48B HPE Aruba Networking USBA-RJ45 PC-to-Switch PIN6TX-3RX 2.5m Cable

JL448A HPE Aruba Networking X2C2 RJ45 to DB9 Console Cable

Converters

845970-B21 HPE QSFP28 to SFP28 Adapter

Fans/Fan Options

R9A00A HPE Aruba Networking 9300 Back-to-Front Fan

R8Z99A HPE Aruba Networking 9300 Front-to-Back Fan

S1D15A HPE Aruba Networking 9300 Port-to-Power Fan

S1D16A HPE Aruba Networking 9300 Power-to-Port Fan

S0F93A HPE Aruba Networking X761 Front-to-Back Fan

S0F94A HPE Aruba Networking X762 Back-to-Front Fan

Mounting Rack/Rail Options

JL602A HPE Aruba Networking X412 1U Universal 2-post Rack Mount Kit

J9583B HPE Aruba Networking X414 1U Universal 4-post Rack Mount Kit

JL482C HPE Aruba Networking X472 2-post Rack Kit

JL483C HPE Aruba Networking X474 4-post Rack Kit

Netzwerksoftware

R9G31AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 3 Switch 1y Subscription E-
STU

R9G32AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 3 Switch 3y Subscription E-
STU

R9G33AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 3 Switch 5y Subscription E-
STU

R7G99AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 4 Switch 1y Subscription E-
STU

R9G26AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 4 Switch 1y Subscription E-
STU
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R7H00AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 4 Switch 3y Subscription E-
STU

R9G27AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 4 Switch 3y Subscription E-
STU

R7H01AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 4 Switch 5y Subscription E-
STU

R9G28AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 4 Switch 5y Subscription E-
STU

Power Management Options

R8Z98A HPE Aruba Networking 9300 1500W 100-240VAC Back-to-Front AC Power Supply

R8Z97A HPE Aruba Networking 9300 1500W 100-240VAC Front-to-Back AC Power Supply

S1D05A HPE Aruba Networking 9300 1500W 100-240VAC Port-to-Power Airflow Power Supply Unit

S1D06A HPE Aruba Networking 9300 1500W 100-240VAC Power-to-Port Airflow Power Supply Unit

S0F92A HPE Aruba Networking X3A13 12VDC 1600W Back-to-Front C15 AC Power Supply Unit

S0F91A HPE Aruba Networking X3A13 12VDC 1600W Front-to-Back C15 AC Power Supply Unit

S0F90A HPE Aruba Networking X3A15 12VDC 1600W 40-75VDC Back-to-Front Input Screw Terminal Power
Supply Unit

Private and Hybrid Cloud

R6V08AAE HPE Aruba Networking Central On-Premises Switch Class5 Advanced 1-year Subscription E-STU

R6V09AAE HPE Aruba Networking Central On-Premises Switch Class5 Advanced 3-year Subscription E-STU

R6V10AAE HPE Aruba Networking Central On-Premises Switch Class5 Advanced 5-year Subscription E-STU

R6V11AAE HPE Aruba Networking Central On-Premises Switch Class5 Advanced 7-year Subscription E-STU

R6V12AAE HPE Aruba Networking Central On-Premises Switch Class5 Advanced 10-year Subscription E-STU

JZ540AAE HPE Aruba Networking Central Switch Class5 Advanced 1-year Subscription E-STU

JZ541AAE HPE Aruba Networking Central Switch Class5 Advanced 3-year Subscription E-STU

JZ542AAE HPE Aruba Networking Central Switch Class5 Advanced 5-year Subscription E-STU

JZ543AAE HPE Aruba Networking Central Switch Class5 Advanced 7-year Subscription E-STU

JZ544AAE HPE Aruba Networking Central Switch Class5 Advanced 10-year Subscription E-STU

R3K03AAE HPE Aruba Networking Central Switch Class5 Foundation 1-year Subscription E-STU

R3K04AAE HPE Aruba Networking Central Switch Class5 Foundation 3-year Subscription E-STU

R3K05AAE HPE Aruba Networking Central Switch Class5 Foundation 5-year Subscription E-STU

R3K06AAE HPE Aruba Networking Central Switch Class5 Foundation 7-year Subscription E-STU

R3K07AAE HPE Aruba Networking Central Switch Class5 Foundation 10-year Subscription E-STU

Transceiver Options

845972-B21 HPE 100Gb QSFP28 Bidirectional Transceiver

S3N90A HPE Aruba Networking 4x100G DR QSFP-DD SN 500m SMF Transceiver

S3N91A HPE Aruba Networking 4x100G FR QSFP-DD SN 2km SMF Transceiver

S3N92A HPE Aruba Networking 4x100G LR QSFP-DD SN 10km SMF Transceiver
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J9153D HPE Aruba Networking 10G SFP+ LC ER 40km SMF Transceiver

JL749A HPE Aruba Networking 10G SFP+ LC LR 10km SMF TAA Transceiver

J9151E HPE Aruba Networking 10G SFP+ LC LR 10km SMF Transceiver

JL748A HPE Aruba Networking 10G SFP+ LC SR 300m MMF TAA Transceiver

J9150D HPE Aruba Networking 10G SFP+ LC SR 300m OM3 MMF Transceiver

JL486A HPE Aruba Networking 25G SFP28 LC LR 10km SMF Transceiver

JL484A HPE Aruba Networking 25G SFP28 LC SR 100m MMF Transceiver

JL485A HPE Aruba Networking 25G SFP28 LC eSR 400m MMF Transceiver

JL308A HPE Aruba Networking 40G QSFP+ LC Bidirectional 150m MMF 2-strand Transceiver

R9G02A HPE Aruba Networking 40G QSFP+ LC Bidirectional 150m MMF 2-strand Transceiver

Q9G82A HPE Aruba Networking 40G QSFP+ LC ER4 40km SMF Transceiver

R9F97A HPE Aruba Networking 40G QSFP+ MPO SR4 Transceiver

R9F98A HPE Aruba Networking 40G QSFP+ MPO eSR4 300M Transceiver

R0Z22A HPE Aruba Networking 40G QSFP+ to QSFP+ 7m Active Optical Cable

R9G03A HPE Aruba Networking 40G QSFP+ to QSFP+ 7m Active Optical Cable

R0Z23A HPE Aruba Networking 40G QSFP+ to QSFP+ 15m Active Optical Cable

R9G04A HPE Aruba Networking 40G QSFP+ to QSFP+ 15m Active Optical Cable

R0Z24A HPE Aruba Networking 40G QSFP+ to QSFP+ 30m Active Optical Cable

R9G05A HPE Aruba Networking 40G QSFP+ to QSFP+ 30m Active Optical Cable

S3N88A HPE Aruba Networking 100G DR QSFP28 LC 500m SMF Transceiver

S3N89A HPE Aruba Networking 100G LR QSFP28 LC 10km SMF Transceiver

R0Z30A HPE Aruba Networking 100G QSFP28 LC CWDM4 2km SMF Transceiver

JL743A HPE Aruba Networking 100G QSFP28 LC ER4L 40km SMF Transceiver

S1D17A HPE Aruba Networking 100G QSFP28 LC FR1 SMF 2km Transceiver

R9B63A HPE Aruba Networking 100G QSFP28 LC FR1 SMF 2km Transceiver

JL310A HPE Aruba Networking 100G QSFP28 LC LR4 10km SMF 2-strand Transceiver

JL309A HPE Aruba Networking 100G QSFP28 MPO SR4 100m 12-fiber MPO OM3 MMF Transceiver

R9F75A HPE Aruba Networking 100G QSFP28 MPO SR4 MMF Transceiver

R0Z25A HPE Aruba Networking 100G QSFP28 to QSFP28 1m Direct Attach Copper Cable

R9F76A HPE Aruba Networking 100G QSFP28 to QSFP28 2m Active Optical Cable

JL856A HPE Aruba Networking 100G QSFP28 to QSFP28 2m Active Optical Cable

JL307A HPE Aruba Networking 100G QSFP28 to QSFP28 3m Direct Attach Copper Cable

R0Z26A HPE Aruba Networking 100G QSFP28 to QSFP28 5m Direct Attach Copper Cable

R0Z27A HPE Aruba Networking 100G QSFP28 to QSFP28 7m Active Optical Cable

R9F79A HPE Aruba Networking 100G QSFP28 to QSFP28 7m Active Optical Cable

R0Z28A HPE Aruba Networking 100G QSFP28 to QSFP28 15m Active Optical Cable
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R9F80A HPE Aruba Networking 100G QSFP28 to QSFP28 15m Active Optical Cable

R0Z29A HPE Aruba Networking 100G QSFP28 to QSFP28 30m Active Optical Cable

R9F81A HPE Aruba Networking 100G QSFP28 to QSFP28 30m Active Optical Cable

R9B60A HPE Aruba Networking 200G DD-2xQSFP28 100G 3m Active Optic Cable

R9B58A HPE Aruba Networking 200G DD-2xQSFP28 100G 7m Active Optic Cable

R9B62A HPE Aruba Networking 200G DD-2xQSFP28 100G 15m Active Optic Cable

R9B61A HPE Aruba Networking 200G DD-2xQSFP28 100G 30m Active Optic Cable

R9B59A HPE Aruba Networking 200G DD-2xQSFP28 100G 50m Active Optic Cable

S1D25A HPE Aruba Networking 200G QSFP-DD to 2x QSFP28 100G 3m Active Optical Cable

S1D26A HPE Aruba Networking 200G QSFP-DD to 2x QSFP28 100G 7m Active Optical Cable

S1D27A HPE Aruba Networking 200G QSFP-DD to 2x QSFP28 100G 15m Active Optical Cable

S1D28A HPE Aruba Networking 200G QSFP-DD to 2x QSFP28 100G 30m Active Optical Cable

S1D29A HPE Aruba Networking 200G QSFP-DD to 2x QSFP28 100G 50m Active Optical Cable

S3N93A HPE Aruba Networking 400G DR4 QSFP-DD MPO12 500m SMF Transceiver

S3N94A HPE Aruba Networking 400G PLR4 QSFP-DD MPO12 10km SMF Transceiver

S1D19A HPE Aruba Networking 400G QSFP-DD MPO-12 eDR4 2km SMF Transceiver

R9B42A HPE Aruba Networking 400G QSFP-DD MPO-12 eDR4 2km SMF Transceiver

S1D18A HPE Aruba Networking 400G QSFP-DD MPO-16 SR8 100m MMF Transceiver

R9B41A HPE Aruba Networking 400G QSFP-DD MPO-16 SR8 100m MMF Transceiver

S1D30A HPE Aruba Networking 400G QSFP-DD to 2x QSFP56 200G 3m Active Optical Cable

R9B55A HPE Aruba Networking 400G QSFP-DD to 2x QSFP56 200G 3m Active Optical Cable

S1D31A HPE Aruba Networking 400G QSFP-DD to 2x QSFP56 200G 7m Active Optical Cable

R9B53A HPE Aruba Networking 400G QSFP-DD to 2x QSFP56 200G 7m Active Optical Cable

S1D32A HPE Aruba Networking 400G QSFP-DD to 2x QSFP56 200G 15m Active Optical Cable

R9B57A HPE Aruba Networking 400G QSFP-DD to 2x QSFP56 200G 15m Active Optical Cable

S1D33A HPE Aruba Networking 400G QSFP-DD to 2x QSFP56 200G 30m Active Optical Cable

R9B56A HPE Aruba Networking 400G QSFP-DD to 2x QSFP56 200G 30m Active Optical Cable

S1D34A HPE Aruba Networking 400G QSFP-DD to 2x QSFP56 200G 50m Active Optical Cable

R9B54A HPE Aruba Networking 400G QSFP-DD to 2x QSFP56 200G 50m Active Optical Cable

S1D35A HPE Aruba Networking 400G QSFP-DD to 4x QSFP56 100G 3m Active Optical Cable

R9B50A HPE Aruba Networking 400G QSFP-DD to 4x QSFP56 100G 3m Active Optical Cable

S1D36A HPE Aruba Networking 400G QSFP-DD to 4x QSFP56 100G 7m Active Optical Cable

R9B48A HPE Aruba Networking 400G QSFP-DD to 4x QSFP56 100G 7m Active Optical Cable

S1D37A HPE Aruba Networking 400G QSFP-DD to 4x QSFP56 100G 15m Active Optical Cable

R9B52A HPE Aruba Networking 400G QSFP-DD to 4x QSFP56 100G 15m Active Optical Cable

S1D38A HPE Aruba Networking 400G QSFP-DD to 4x QSFP56 100G 30m Active Optical Cable
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R9B51A HPE Aruba Networking 400G QSFP-DD to 4x QSFP56 100G 30m Active Optical Cable

S1D39A HPE Aruba Networking 400G QSFP-DD to 4x QSFP56 100G 50m Active Optical Cable

R9B49A HPE Aruba Networking 400G QSFP-DD to 4x QSFP56 100G 50m Active Optical Cable

S1D20A HPE Aruba Networking 400G QSFP-DD to QSFP-DD 3m Active Optical Cable

R9B45A HPE Aruba Networking 400G QSFP-DD to QSFP-DD 3m Active Optical Cable

S1D21A HPE Aruba Networking 400G QSFP-DD to QSFP-DD 7m Active Optical Cable

R9B43A HPE Aruba Networking 400G QSFP-DD to QSFP-DD 7m Active Optical Cable

S1D22A HPE Aruba Networking 400G QSFP-DD to QSFP-DD 15m Active Optical Cable

R9B47A HPE Aruba Networking 400G QSFP-DD to QSFP-DD 15m Active Optical Cable

S1D23A HPE Aruba Networking 400G QSFP-DD to QSFP-DD 30m Active Optical Cable

R9B46A HPE Aruba Networking 400G QSFP-DD to QSFP-DD 30m Active Optical Cable

S1D24A HPE Aruba Networking 400G QSFP-DD to QSFP-DD 50m Active Optical Cable

R9B44A HPE Aruba Networking 400G QSFP-DD to QSFP-DD 50m Active Optical Cable

JH232A HPE Networking X142 40G QSFP+ LC LR4 SM Transceiver

JH231A HPE Networking X142 40G QSFP+ MPO SR4 Transceiver

JH233A HPE Networking X142 40G QSFP+ MPO eSR4 300M Transceiver

JH234A HPE Networking X242 40G QSFP+ to QSFP+ 1m Direct Attach Copper Cable

JH235A HPE Networking X242 40G QSFP+ to QSFP+ 3m Direct Attach Copper Cable

JH236A HPE Networking X242 40G QSFP+ to QSFP+ 5m Direct Attach Copper Cable

 

 

Zugehörige Services

Die folgenden Services sind für diese Serie verfügbar:

SKU Beschreibung

Technische Services

H96G1E HPE Aruba Networking 1Y 24x7 Technical Support 9300-32 SVC

H96M8E HPE Aruba Networking 1Y 24x7 Technical Support Volume Tier 2 9300-32 SVC

H96H4E HPE Aruba Networking 3Y 24x7 Technical Support 9300-32 SVC

H96N7E HPE Aruba Networking 3Y 24x7 Technical Support Volume Tier 2 9300-32 SVC

H96J7E HPE Aruba Networking 4Y 24x7 Technical Support 9300-32 SVC

H96P6E HPE Aruba Networking 4Y 24x7 Technical Support Volume Tier 2 9300-32 SVC

H96L0E HPE Aruba Networking 5Y 24x7 Technical Support 9300-32 SVC

H96Q5E HPE Aruba Networking 5Y 24x7 Technical Support Volume Tier 2 9300-32 SVC

H62S9E HPE Aruba Networking Foundational Care 1Y 4HR Exch 9300 32p SVC
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H96F5E HPE Aruba Networking Foundational Care 1Y 4HR Exch 9300-32 SVC

H03VHE HPE Aruba Networking Foundational Care 1Y 4HR Exch 9300S 32p DC Sw SVC

H99X4E HPE Aruba Networking Foundational Care 1Y 4HR Exch SVC9300S Sw Service

H62T3E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 9300 32p SVC

H96F9E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 9300-32 SVC

H03VME HPE Aruba Networking Foundational Care 1Y 4HR Onsite 9300S 32p DC Sw SVC

H03VNE HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 9300S 32p DC Sw SVC

H99X9E HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR SVC9300S Sw Service

H03VLE HPE Aruba Networking Foundational Care 1Y 4HR Onsite HW Only 9300S 32p DC Sw SVC

H99X7E HPE Aruba Networking Foundational Care 1Y 4HR Onsite HW Only SVC9300S Sw Service

H62T2E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 9300 32p SVC

H96F8E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 9300-32 SVC

H99X8E HPE Aruba Networking Foundational Care 1Y 4HR Onsite SVC9300S Sw Service

H62T4E HPE Aruba Networking Foundational Care 1Y 24x7 CDMR 9300 32p SVC

H96G0E HPE Aruba Networking Foundational Care 1Y 24x7 CDMR 9300-32 SVC

H09GHE HPE Aruba Networking Foundational Care 1Y 24x7 Technical Support 9300 32p Swch Service

H09GXE HPE Aruba Networking Foundational Care 1Y 24x7 Technical Support 9300S 32p DC Swch Service

H09GQE HPE Aruba Networking Foundational Care 1Y 24x7 Technical Support 9300S Swch Service

H62T5E HPE Aruba Networking Foundational Care 1Y CTR 9300 32p SVC

H96G2E HPE Aruba Networking Foundational Care 1Y CTR 9300-32 SVC

H03VQE HPE Aruba Networking Foundational Care 1Y CTR 9300S 32p DC Sw SVC

H62T6E HPE Aruba Networking Foundational Care 1Y CTR CDMR 9300 32p SVC

H96G3E HPE Aruba Networking Foundational Care 1Y CTR CDMR 9300-32 SVC

H03VRE HPE Aruba Networking Foundational Care 1Y CTR CDMR 9300S 32p DC Sw SVC

H99Y1E HPE Aruba Networking Foundational Care 1Y CTR CDMR SVC9300S Sw Service

H99Y0E HPE Aruba Networking Foundational Care 1Y CTR SVC9300S Sw Service

H62T0E HPE Aruba Networking Foundational Care 1Y NBD 9300 32p SVC

H96F6E HPE Aruba Networking Foundational Care 1Y NBD 9300-32 SVC

H03VJE HPE Aruba Networking Foundational Care 1Y NBD 9300S 32p DC Sw SVC

H62T1E HPE Aruba Networking Foundational Care 1Y NBD CDMR 9300 32p SVC

H96F7E HPE Aruba Networking Foundational Care 1Y NBD CDMR 9300-32 SVC

H03VKE HPE Aruba Networking Foundational Care 1Y NBD CDMR 9300S 32p DC Sw SVC

H99X6E HPE Aruba Networking Foundational Care 1Y NBD CDMR SVC9300S Sw Service

H62S7E HPE Aruba Networking Foundational Care 1Y NBD Exch 9300 32p SVC

H96F3E HPE Aruba Networking Foundational Care 1Y NBD Exch 9300-32 SVC

H03VFE HPE Aruba Networking Foundational Care 1Y NBD Exch 9300S 32p DC Sw SVC
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H03VGE HPE Aruba Networking Foundational Care 1Y NBD Exch HW Only 9300S 32p DC Sw SVC

H99X3E HPE Aruba Networking Foundational Care 1Y NBD Exch HW Only SVC9300S Sw Service

H62S8E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 9300 32p SVC

H96F4E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 9300-32 SVC

H99X2E HPE Aruba Networking Foundational Care 1Y NBD Exch SVC9300S Sw Service

H99X5E HPE Aruba Networking Foundational Care 1Y NBD SVC9300S Sw Service

H62T9E HPE Aruba Networking Foundational Care 3Y 4HR Exch 9300 32p SVC

H96G6E HPE Aruba Networking Foundational Care 3Y 4HR Exch 9300-32 SVC

H03VVE HPE Aruba Networking Foundational Care 3Y 4HR Exch 9300S 32p DC Sw SVC

H99Y4E HPE Aruba Networking Foundational Care 3Y 4HR Exch SVC9300S Sw Service

H62U5E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 9300 32p SVC

H96H2E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 9300-32 SVC

H03WCE HPE Aruba Networking Foundational Care 3Y 4HR Onsite 9300S 32p DC Sw SVC

H03WDE HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 9300S 32p DC Sw SVC

H99Z1E HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR SVC9300S Sw Service

H03WBE HPE Aruba Networking Foundational Care 3Y 4HR Onsite HW Only 9300S 32p DC Sw SVC

H99Y9E HPE Aruba Networking Foundational Care 3Y 4HR Onsite HW Only SVC9300S Sw Service

H62U4E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 9300 32p SVC

H96H1E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 9300-32 SVC

H99Z0E HPE Aruba Networking Foundational Care 3Y 4HR Onsite SVC9300S Sw Service

H62U6E HPE Aruba Networking Foundational Care 3Y 24x7 CDMR 9300 32p SVC

H96H3E HPE Aruba Networking Foundational Care 3Y 24x7 CDMR 9300-32 SVC

H09GJE HPE Aruba Networking Foundational Care 3Y 24x7 Technical Support 9300 32p Swch Service

H09GYE HPE Aruba Networking Foundational Care 3Y 24x7 Technical Support 9300S 32p DC Swch Service

H09GRE HPE Aruba Networking Foundational Care 3Y 24x7 Technical Support 9300S Swch Service

H62U7E HPE Aruba Networking Foundational Care 3Y CTR 9300 32p SVC

H96H5E HPE Aruba Networking Foundational Care 3Y CTR 9300-32 SVC

H03WFE HPE Aruba Networking Foundational Care 3Y CTR 9300S 32p DC Sw SVC

H62U8E HPE Aruba Networking Foundational Care 3Y CTR CDMR 9300 32p SVC

H96H6E HPE Aruba Networking Foundational Care 3Y CTR CDMR 9300-32 SVC

H03WGE HPE Aruba Networking Foundational Care 3Y CTR CDMR 9300S 32p DC Sw SVC

H99Z3E HPE Aruba Networking Foundational Care 3Y CTR CDMR SVC9300S Sw Service

H99Z2E HPE Aruba Networking Foundational Care 3Y CTR SVC9300S Sw Service

H62U0E HPE Aruba Networking Foundational Care 3Y NBD 9300 32p SVC

H96G7E HPE Aruba Networking Foundational Care 3Y NBD 9300-32 SVC

H03VWE HPE Aruba Networking Foundational Care 3Y NBD 9300S 32p DC Sw SVC
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H62U1E HPE Aruba Networking Foundational Care 3Y NBD CDMR 9300 32p SVC

H96G8E HPE Aruba Networking Foundational Care 3Y NBD CDMR 9300-32 SVC

H03VXE HPE Aruba Networking Foundational Care 3Y NBD CDMR 9300S 32p DC Sw SVC

H99Y6E HPE Aruba Networking Foundational Care 3Y NBD CDMR SVC9300S Sw Service

H62T8E HPE Aruba Networking Foundational Care 3Y NBD Exch 9300 32p SVC

H96G5E HPE Aruba Networking Foundational Care 3Y NBD Exch 9300-32 SVC

H03VTE HPE Aruba Networking Foundational Care 3Y NBD Exch 9300S 32p DC Sw SVC

H03VSE HPE Aruba Networking Foundational Care 3Y NBD Exch HW Only 9300S 32p DC Sw SVC

H99Y2E HPE Aruba Networking Foundational Care 3Y NBD Exch HW Only SVC9300S Sw Service

H62T7E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 9300 32p SVC

H96G4E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 9300-32 SVC

H99Y3E HPE Aruba Networking Foundational Care 3Y NBD Exch SVC9300S Sw Service

H99Y5E HPE Aruba Networking Foundational Care 3Y NBD SVC9300S Sw Service

H96H9E HPE Aruba Networking Foundational Care 4Y 4HR Exch 9300-32 SVC

H96J5E HPE Aruba Networking Foundational Care 4Y 4HR Onsite 9300-32 SVC

H96J4E HPE Aruba Networking Foundational Care 4Y 4HR Onsite Hardware Only 9300-32 SVC

H96J6E HPE Aruba Networking Foundational Care 4Y 24x7 CDMR 9300-32 SVC

H96J8E HPE Aruba Networking Foundational Care 4Y CTR 9300-32 SVC

H96J9E HPE Aruba Networking Foundational Care 4Y CTR CDMR 9300-32 SVC

H96J0E HPE Aruba Networking Foundational Care 4Y NBD 9300-32 SVC

H96J1E HPE Aruba Networking Foundational Care 4Y NBD CDMR 9300-32 SVC

H96H8E HPE Aruba Networking Foundational Care 4Y NBD Exch 9300-32 SVC

H96H7E HPE Aruba Networking Foundational Care 4Y NBD Exch Hardware Only 9300-32 SVC

H62W3E HPE Aruba Networking Foundational Care 5Y 4HR Exch 9300 32p SVC

H96K2E HPE Aruba Networking Foundational Care 5Y 4HR Exch 9300-32 SVC

H03WZE HPE Aruba Networking Foundational Care 5Y 4HR Exch 9300S 32p DC Sw SVC

H03SNE HPE Aruba Networking Foundational Care 5Y 4HR Exch SVC9300S Sw Service

H62W9E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 9300 32p SVC

H96K8E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 9300-32 SVC

H03XHE HPE Aruba Networking Foundational Care 5Y 4HR Onsite 9300S 32p DC Sw SVC

H03XJE HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 9300S 32p DC Sw SVC

H03SXE HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR SVC9300S Sw Service

H03XGE HPE Aruba Networking Foundational Care 5Y 4HR Onsite HW Only 9300S 32p DC Sw SVC

H03SVE HPE Aruba Networking Foundational Care 5Y 4HR Onsite HW Only SVC9300S Sw Service

H62W8E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 9300 32p SVC

H96K7E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 9300-32 SVC
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H03SWE HPE Aruba Networking Foundational Care 5Y 4HR Onsite SVC9300S Sw Service

H62X0E HPE Aruba Networking Foundational Care 5Y 24x7 CDMR 9300 32p SVC

H96K9E HPE Aruba Networking Foundational Care 5Y 24x7 CDMR 9300-32 SVC

H09GKE HPE Aruba Networking Foundational Care 5Y 24x7 Technical Support 9300 32p Swch Service

H09GZE HPE Aruba Networking Foundational Care 5Y 24x7 Technical Support 9300S 32p DC Swch Service

H09GSE HPE Aruba Networking Foundational Care 5Y 24x7 Technical Support 9300S Swch Service

H62X1E HPE Aruba Networking Foundational Care 5Y CTR 9300 32p SVC

H96L1E HPE Aruba Networking Foundational Care 5Y CTR 9300-32 SVC

H03XKE HPE Aruba Networking Foundational Care 5Y CTR 9300S 32p DC Sw SVC

H62X2E HPE Aruba Networking Foundational Care 5Y CTR CDMR 9300 32p SVC

H96L2E HPE Aruba Networking Foundational Care 5Y CTR CDMR 9300-32 SVC

H03XLE HPE Aruba Networking Foundational Care 5Y CTR CDMR 9300S 32p DC Sw SVC

H03SZE HPE Aruba Networking Foundational Care 5Y CTR CDMR SVC9300S Sw Service

H03SYE HPE Aruba Networking Foundational Care 5Y CTR SVC9300S Sw Service

H62W4E HPE Aruba Networking Foundational Care 5Y NBD 9300 32p SVC

H96K3E HPE Aruba Networking Foundational Care 5Y NBD 9300-32 SVC

H03XBE HPE Aruba Networking Foundational Care 5Y NBD 9300S 32p DC Sw SVC

H62W5E HPE Aruba Networking Foundational Care 5Y NBD CDMR 9300 32p SVC

H96K4E HPE Aruba Networking Foundational Care 5Y NBD CDMR 9300-32 SVC

H03XCE HPE Aruba Networking Foundational Care 5Y NBD CDMR 9300S 32p DC Sw SVC

H03SRE HPE Aruba Networking Foundational Care 5Y NBD CDMR SVC9300S Sw Service

H62W2E HPE Aruba Networking Foundational Care 5Y NBD Exch 9300 32p SVC

H96K1E HPE Aruba Networking Foundational Care 5Y NBD Exch 9300-32 SVC

H03WYE HPE Aruba Networking Foundational Care 5Y NBD Exch 9300S 32p DC Sw SVC

H03WXE HPE Aruba Networking Foundational Care 5Y NBD Exch HW Only 9300S 32p DC Sw SVC

H03SLE HPE Aruba Networking Foundational Care 5Y NBD Exch HW Only SVC9300S Sw Service

H62W1E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 9300 32p SVC

H96K0E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 9300-32 SVC

H03SME HPE Aruba Networking Foundational Care 5Y NBD Exch SVC9300S Sw Service

H03SQE HPE Aruba Networking Foundational Care 5Y NBD SVC9300S Sw Service

H96L4PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Exch 9300-32 SVC

H96M0PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Onsite 9300-32 SVC

H96L9PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Onsite Hardware Only 9300-32 SVC

H96M1PE HPE Aruba Networking RNWL Foundational Care 1Y 24x7 CDMR 9300-32 SVC

H96M2PE HPE Aruba Networking RNWL Foundational Care 1Y CTR 9300-32 SVC

H96M3PE HPE Aruba Networking RNWL Foundational Care 1Y CTR CDMR 9300-32 SVC
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H96L5PE HPE Aruba Networking RNWL Foundational Care 1Y NBD 9300-32 SVC

H96L6PE HPE Aruba Networking RNWL Foundational Care 1Y NBD CDMR 9300-32 SVC

H96L3PE HPE Aruba Networking RNWL Foundational Care 1Y NBD Exch 9300-32 SVC
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HPE Aruba Networking Services

HPE Aruba Networking Services vereinfachen und beschleunigen den Lebenszyklus der Netzwerktechnologie,
sodass Ihr Netzwerk mit besserer Vorhersagbarkeit und Kosteneffizienz erweitert werden kann. Wenn Sie Ihr
eigenes Netzwerk betreiben und Ihre IT effizienter gestalten müssen oder wenn Sie einen Teil der Last
auslagern möchten, bieten wir Ihnen die Services, um Ihre Ziele zu erreichen.

Informationen über das Angebot von HPE Services – Aruba Networking erhalten Sie auf:
hpe.com/edge/services

Support-Services

Unser Support-Portfolio bietet die wesentlichen Support-Elemente sowie proaktive und präventive Funktionen,
die Ihnen helfen, die Produktivität Ihres Teams zu verbessern und das Beste aus Ihrem Netzwerk herauszuholen.
Unsere Support-Kunden profitieren von einer schnelleren Problemlösung, vereinfachten Abläufen und mehr
Effizienz sowie weniger Netzwerkproblemen.

Professional Services

Mit tiefgehendem intellektuellem Kapital und speziell entwickelten Tools bietet unser Team eine Reihe von
standardmäßigen und personalisierten Professional Services, mit denen Sie aus der HPE Aruba Networking
Technologie einen Mehrwert erhalten.

Die Projekt-basierten Services umfassen: Die jährlichen abonnementbasierten Services umfassen:
— Planung, Audit und Bewertung
— Prüfung und Design der Architektur
— Implementierung, Migration und

Wissenstransfer

— Netzwerkoptimierung
— Intelligent Operations
— Customer Experience Management

Unsere Education Services geben Ihren Mitarbeitern die Möglichkeit, schnell voll einsatzfähig zu werden.

HPE GreenLake für Networking

Unsere NaaS-Lösung ist Teil der HPE GreenLake-Dienstleistungsfamilie und vereinfacht den Netzwerkbetrieb,
beschleunigt die Gerätehandhabung und steigert den Wert Ihrer HPE Aruba Networking-Lösung. Wenn Sie
fachkundige Beratung und automatisierungsbasierte Abläufe für Ihr Team benötigen, erkunden Sie bitte unseren
NaaS-Ansatz durch HPE GreenLake for Networking.
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Weitere technische Informationen,
verfügbare Modelle und Optionen finden
Sie in den QuickSpecs

Jetzt chatten

© Copyright 2026 Hewlett Packard Enterprise Development LP. Die
Informationen in diesem Dokument können ohne vorherige Ankündigung
geändert werden. Die Garantien für Produkte und Services von Hewlett Packard
Enterprise werden ausschließlich in der entsprechenden, zum Produkt oder
Service gehörigen Garantieerklärung beschrieben. Die hier enthaltenen
Informationen stellen keine zusätzliche Garantie dar. Hewlett Packard Enterprise
haftet nicht für hierin enthaltene technische oder redaktionelle Fehler oder
Auslassungen.

Teile und Materialien: HPE stellt von HPE unterstützte Ersatzteile und Materialien
bereit, die für die vertraglich abgedeckte Hardware erforderlich sind.
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