
HPE Aruba Networking CX
8325 Switch Series

Novità

– Prestazioni elevate con 2.000 Mpps.
HPE Aruba Networking ha progettato
il data center per core/aggregazione
nel campus o Top-of-Rack (ToR) o
End-of-Row (EoR)

– La serie AOS-CX offre automazione e
programmabilità con le API REST
integrate e gli script Python. Elevata
disponibilità con ridondanza VSX
leader di settore e alimentatori e
ventole ridondanti

– Monitoraggio, visibilità e correzione
intelligenti con HPE Aruba
Networking CX Network Analytics
Engine  e VXLAN dinamica per la
segmentazione avanzata nelle reti di
data center e campus con BGP-EVPN

– Switch 1U compatti con connettività 1

Panoramica
HPE Aruba Networking CX 8325 Switch Series funge sia da switch campus
(core e aggregazione) che da data center (ToR e EoR). Questa soluzione
rivoluzionaria offre un approccio innovativo e flessibile per affrontare le
esigenze nell'era della mobilità, del cloud e dell'IoT. La serie CX 8325 è basata
su AOS-CX e, con la sua architettura modulare articolata in microservizi, le
API REST, le funzionalità di scripting Python e NAE rappresenta un moderno
sistema software che automatizza e semplifica le attività di rete critiche e
complesse, offre una migliore fault tolerance e riduce le interruzioni del
servizio durante gli eventi del piano di controllo, pianificati o meno. La serie
CX 8325 offre velocità di linea 1/10/25/40 GbE in un fattore di forma 1U
compatto.

I modelli CX 8325P presentano soluzioni chiave per i provider nelle
distribuzioni 5G (Radio Access Network) ed edge computing. I modelli CX
8325H sono switch half-width 1/10/25/40/100 GbE ad alte prestazioni, ideali
per data center di dimensioni ridotte, all’edge o in colocation e per un’ampia
varietà di casi d’uso di elaborazione e storage networking.

Scheda tecnica

https://buy.hpe.com/us/en/networking/wireless-devices/wlan-access-points/aruba-campus-access-point-products/aruba-303-series-campus-access-points/p/1010322715


GbE, 10 GbE, 25 GbE, 40 GbE e 100
GbE.
Set di funzionalità avanzate livello 2/3
che includono BGP, OSPF, VRF,
VXLAN, EVPN, IGMP e IPv6.

– Lo switch CX 8325P-32C supporta
PTP (1588v2), Class C
(G.8275.1/G.8275.2), Synchronous
Ethernet (SyncE, G.8262.1), Global
Navigation Satellite System (GNSS)
per Telco Boundary Clock

– Il modello CX 8325H presenta due
variazioni:
• switch fisso half-width 2,16 tb/s in
grado di supportare 18 porte da
1/10/25 GbE e 4 porte da 40/100 GbE
• switch fisso half-width 4 tb/s in
grado di supportare 16 porte da
40/100 GbE

Caratteristiche

Agilità del business rivoluzionaria

HPE Aruba Networking CX 8325 Switch Series è una soluzione di switch core campus, di aggregazione e di data
center Top-of-Rack (ToR), con un approccio avanzato e innovativo alla gestione delle esigenze dei diversi domini
nell'era della mobilità, del cloud e dell'IoT.

Completamente programmabile con il sistema operativo HPE Aruba Networking CX Switch (AOX-CX), offre
automazione e visibilità e contribuisce a risolvere i problemi tramite semplici script.

HPE Aruba Networking CX Network Analytics Engine consente di monitorare e risolvere facilmente i problemi di
rete, sistema, applicazione e sicurezza, tramite semplici agenti Python e API REST.

Offre architettura dalla distribuzione completa e dalla velocità elevata, con capacità di switching a 6,4 tb/s.
Garantisce una sicurezza efficace e QoS con funzionalità avanzate di livello 2 e 3, incluso il supporto per BGP,
OSPF, VRF, EVPN, VXLAN e IGMP.

Il modello CX 8325H contribuisce a bilanciare densità, elevata disponibilità e convenienza economica,
consentendo di risparmiare su spazio rack e costi durante l'implementazione di soluzioni server, di storage e
HCI: l’ideale per casi d'uso di reti di elaborazione e storage in cui sono richiesti I/O di rete a bassa densità e/o
spazio rack limitato.

Un moderno sistema software che semplifica e automatizza

HPE Aruba Networking CX 8325 Switch Series si basa sul nuovo sistema operativo HPE Aruba Networking CX
Switch (AOS-CX), un moderno sistema software che automatizza e semplifica diverse attività di rete critiche e
complesse.
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Il database integrato basato su serie temporali consente a sviluppatori e clienti di sviluppare moduli software per
la risoluzione dei problemi cronologici, per l'analisi delle tendenze cronologiche, per prevedere ed evitare
problemi futuri determinati da colli di bottiglia relativi a scala, sicurezza e prestazioni.

Le funzionalità del sistema operativo per gli switch HPE Aruba Networking CX (AOS-CX) sono organizzate in
licenze software CX Foundation e CX Advanced.

Include stabilità, monitoraggio indipendente e riavvio dei singoli moduli software e funzionalità avanzate di
manutenzione dei processi software. Consente inoltre l'aggiornamento dei singoli moduli software per una
maggiore disponibilità.

Ogni switch CX include AOS-CX senza alcun costo e con un set attivo e perpetuo di funzionalità native, che
offre tutto il necessario per distribuire, connettere e risolvere i problemi di una rete aziendale.

Prestazioni e disponibilità elevate

HPE Aruba Networking CX 8325 Switch Series presenta un’architettura ad alta velocità, completamente
distribuita, con un massimo di 6,4 Tb/s per lo switching bidirezionale e 2.000 Mp/s per l’inoltro. Tutte le funzioni
di switching e routing offrono prestazioni wire-speed per rispondere alle esigenze delle applicazioni ad uso
intensivo di larghezza di banda.

HPE Aruba Networking Virtual Switching Extension (VSX) è una tecnologia per l'alta disponibilità, totalmente
concepita per soddisfare i requisiti di disponibilità continua, virtualizzazione e semplicità. Le ventole e gli
alimentatori ridondanti hot-swap garantiscono una resilienza superiore.

Lo switch 1U compatto offre velocità di linea di 1 GbE, 10 GbE, 25 GbE, 40 GbE e 100 GbE con bassissima
latenza. È possibile ottimizzare l'implementazione con modelli dotati di 48 porte da 1/10/25 GbE e 8 porte da
40/100 GbE o 32 porte da 40/100 GbE.

Lo switch CX 8325P-32C vanta il Livello 3 avanzato con OSPF, BGP, VXLAN e breakout per supportare fino a 128
porte 10G e 25G.

Lo switch CX 8325H garantisce alte prestazioni, connettività 1/10/25/40/100 GbE ad alta densità half-width, in un
unico fattore di forma RU. Throughput di 2,16 tb/s con 18 porte da 1/10/25 GbE e 4 porte da 40/100 GbE, oltre a
throughput di 4 tb/s con 16 porte da 40/100 GbE.

Nuove soluzioni di data center HPE Aruba Networking

HPE Aruba Networking offre ai clienti soluzioni di infrastruttura IT preprogettate ed estremamente differenziate
che abbracciano una vasta gamma di soluzioni di elaborazione, storage e networking HPE che coprono la
virtualizzazione, vSAN™, HCI, HPC, MCS, Microsoft, SAP HANA®, VMware®, applicazione Nutanix e offerte di
servizi IaaS.

Gli switch CX HPE Aruba Networking, sia 10/25G che 40/100G, possono essere implementati come parte di
queste soluzioni e spesso sono progettati in queste soluzioni integrate insieme alle piattaforme e ai server HPE.

Queste soluzioni IT DCN integrate e pronte per l'implementazione semplificano e accelerano i servizi IT,
riducono i tempi, i rischi e le competenze necessarie per distribuire soluzioni complesse. I nuovi SKU di
monitoraggio (R9FXXX) vengono utilizzati quando gli switch CX sono inclusi nella configurazione e nelle
distribuzioni delle soluzioni integrate e miste di elaborazione, storage e rete HPE.

Gli switch CX 8325P offrono una maggiore flessibilità a garanzia di un’ampia gamma di modelli di distribuzione,
con implementazioni di elaborazione 1G, 10G, 25G, 40G e 100G, assicurando al contempo una maggiore
interoperabilità con le principali soluzioni per telecomunicazioni HPE.

Gli switch CX 8325H presentano le caratteristiche di connettività e QoS di rete a bassa latenza e senza perdite di
dati richieste dallo storage. Ideale per lo storage software-defined e le soluzioni HCI, in cui più server
condividono le risorse di storage captive (SSD/basato su flash).
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Specifiche tecniche HPE Aruba Networking CX 8325 Switch Series

Consumo energetico Massimo: 618 W, a seconda del modello
Inattività: 143 W, a seconda del modello

Dissipazione del calore Massimo: 2110 BTU/h

Tensione di input 100-240 V CA
-36-72 V CC

Porte Supporta 48 porte 1G/10G/25GbE (SFP/ SFP+/SFP28) e 8 porte 40G/100GbE
(QSFP+/QSFP28) o 32 porte 40G/100GbE (QSFP+/ QSFP28), a seconda del modello

Capacità di switching I modelli CX 8325 e CX 8325P offrono una capacità di switching di 6,4 tb/s.

I modelli CX 8325H offrono una capacità di switching ASIC ad alte prestazioni di 2,16 tb/s
(full-duplex), con 18 porte da 1/10/25G e 4 porte da 40/100G e una capacità di switching
ASIC di 4 tb/s

Funzionalità di impilatura Questi switch soddisfano le esigenze del core di ultima generazione e del livello di
aggregazione, nonché i requisiti emergenti del data center in Top of Rack (ToR) ed End of
Row (EoR).

Throughput Massimo, a seconda del modello:
Per i modelli CX 8325, CX 8325P e CX 8325H-16C: 2000 Mpps
Per i modelli CX 8325H-18Y4C: 1000 Mpps

Memoria e processore Per i modelli CX 8325:
CPU: 2,2 GHz
Memoria: Disco e Flash 16 GB di RAM, 64 GB SSD, 8 GB di Flash
Buffer di pacchetti: 32 MB

Per i modelli CX 8325P:
CPU: 2,2 GHz
Memoria, Memoria e Flash: 32 GB di RAM, 128 GB SSD, 4 GB di Flash
Buffer di pacchetti: 32 MB

Per i modelli CX 8325H:
CPU: Processore AMD® x86 a 8 core
Memoria: 32 GB, SSD 120 GB
Buffer di pacchetti: 32 MB

Nome alimentatore Fino a 2 alimentatori hot-swap sostituibili sul posto o 2 alimentatori fissi (1+1) nei modelli
CX 8325H

Temperatura di esercizio CX 8325: Da 0 °C a 40 °C (da 32 °F a 104 °F) fino a 3,0 km (10.000 piedi)

CX 8325P: Da 0 °C a 40 °C (da 32 °F a 104 °F) fino a 3,0 km (10.000 piedi)

CX 8325H: Da 0 °C a 45 °C (32F-113F)* (F2B); Da 0 °C a 40 °C (32F-104F)* (B2F) sul livello
del mare. Riduzione di 1 °C per ogni 300 m fino a 3,0 km (1.000 piedi fino a 10.000 piedi)
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Specifiche tecniche HPE Aruba Networking CX 8325 Switch Series

Funzionalità di gestione CLI standard di settore con struttura gerarchica
SNMP v2c e v3
sFlow (RFC 3176)
Monitoraggio remoto (RMON)
Precision Time Protocol (PTP) Classe C (G.8275.1 e G.8275.2)
API REST
Console seriale RJ‑45
Porta Ethernet RJ‑45
Console micro-USB

Garanzia Garanzia a vita limitata. Consulta la durata della garanzia.

Ventole Fino a 6 ventole hot-swap sostituibili sul posto o 4 ventole fisse (N+1) nei modelli CX
8325H
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Confronto SKU

HPE Aruba Networking CX
8325-32C 32-port 100G
QSFP+/QSFP28 Back-to-
Front 6 Fans and 2 DC
Bundle (JL860A)

HPE Aruba Networking CX
8325-32C 32-port 100G
QSFP+/QSFP28 Front-to-
Back 6 Fans and 2 DC
Bundle (JL859A)

HPE Aruba Networking CX
8325-32C 32-port 100G
QSFP+/QSFP28 Switch
(JL636A)

HPE Aruba Networking CX
8325-32C 32p 100G
QSFP+/QSFP28 Back-to-
Front 6 Fans 2 Power
Supply Bundle (JL627A)

HPE Aruba Networking CX
8325-32C 32p 100G
QSFP+/QSFP28 Front-to-
Back 6 Fans 2 Power
Supply Bundle (JL626A)

Differenziatore Switch QSFP28 (40/100
GbE) a 32 porte con sei
ventole fronte-retro e due
alimentatori retro-fronte.

Switch QSFP28 (40/100
GbE) a 32 porte con sei
ventole fronte-retro e due
alimentatori fronte-retro.

Switch QSFP28 a 32 porte
(40/100 GbE).

Switch QSFP28 (40/100
GbE) a 32 porte con sei
ventole retro-fronte e due
alimentatori retro-fronte.

Switch QSFP28 (40/100
GbE) a 32 porte con sei
ventole fronte-retro e due
alimentatori fronte-retro.

Consumo energetico
532 W, massimo 503 W, massimo

Massimo: 586 W, 2000
BTU/h
Inattivo: 209 W, 714 BTU/h

Massimo: 618 W, 2110
BTU/h
Inattivo: 143 W, 489 BTU/h

Massimo: 618 W, 2110
BTU/h
Inattivo: 143 W, 489 BTU/h

Dissipazione del calore Massimo: 2110 BTU/h Massimo: 2110 BTU/h 2000 BTU/h 2110 BTU/h 2110 BTU/h

Tensione di input 100-240 V CA
-36-72 V CC

100-240 V CA
-36-72 V CC 100–240 CA 100–240 CA 100–240 CA

Porte (32) porte QSFP28 100G

Capacità di
routing/switching 6,4 Tb/s, massimo 6,4 Tb/s, massimo

Capacità di switching I modelli CX 8325 e CX
8325P offrono una capacità
di switching di 6,4 tb/s.

I modelli CX 8325H offrono
una capacità di switching
ASIC ad alte prestazioni di
2,16 tb/s (full-duplex), con
18 porte da 1/10/25G e 4
porte da 40/100G e una
capacità di switching ASIC
di 4 tb/s

I modelli CX 8325 e CX
8325P offrono una capacità
di switching di 6,4 tb/s.

I modelli CX 8325H offrono
una capacità di switching
ASIC ad alte prestazioni di
2,16 tb/s (full-duplex), con
18 porte da 1/10/25G e 4
porte da 40/100G e una
capacità di switching ASIC
di 4 tb/s

6,4 Tbps 6,4 Tbps 6,4 Tbps

Funzionalità di impilatura Questi switch soddisfano le esigenze del core di ultima generazione e del livello di aggregazione, nonché i requisiti emergenti del data center in Top of
Rack (ToR) ed End of Row (EoR).
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HPE Aruba Networking CX
8325-32C 32-port 100G
QSFP+/QSFP28 Back-to-
Front 6 Fans and 2 DC
Bundle (JL860A)

HPE Aruba Networking CX
8325-32C 32-port 100G
QSFP+/QSFP28 Front-to-
Back 6 Fans and 2 DC
Bundle (JL859A)

HPE Aruba Networking CX
8325-32C 32-port 100G
QSFP+/QSFP28 Switch
(JL636A)

HPE Aruba Networking CX
8325-32C 32p 100G
QSFP+/QSFP28 Back-to-
Front 6 Fans 2 Power
Supply Bundle (JL627A)

HPE Aruba Networking CX
8325-32C 32p 100G
QSFP+/QSFP28 Front-to-
Back 6 Fans 2 Power
Supply Bundle (JL626A)

Throughput Massimo, a seconda del
modello:
Per i modelli CX 8325, CX
8325P e CX 8325H-16C:
2000 Mpps
Per i modelli CX 8325H-
18Y4C: 1000 Mpps

Massimo, a seconda del
modello:
Per i modelli CX 8325, CX
8325P e CX 8325H-16C:
2000 Mpps
Per i modelli CX 8325H-
18Y4C: 1000 Mpps

2000 Mpps 2000 Mpps 2000 Mpps

Memoria e processore Per i modelli CX 8325:
CPU: 2,2 GHz
Memoria: Disco e Flash 16
GB di RAM, 64 GB SSD, 8
GB di Flash
Buffer di pacchetti: 32 MB

Per i modelli CX 8325P:
CPU: 2,2 GHz
Memoria, Memoria e Flash:
32 GB di RAM, 128 GB SSD,
4 GB di Flash
Buffer di pacchetti: 32 MB

Per i modelli CX 8325H:
CPU: Processore AMD® x86
a 8 core
Memoria: 32 GB, SSD 120
GB
Buffer di pacchetti: 32 MB

Per i modelli CX 8325:
CPU: 2,2 GHz
Memoria: Disco e Flash 16
GB di RAM, 64 GB SSD, 8
GB di Flash
Buffer di pacchetti: 32 MB

Per i modelli CX 8325P:
CPU: 2,2 GHz
Memoria, Memoria e Flash:
32 GB di RAM, 128 GB SSD,
4 GB di Flash
Buffer di pacchetti: 32 MB

Per i modelli CX 8325H:
CPU: Processore AMD® x86
a 8 core
Memoria: 32 GB, SSD 120
GB
Buffer di pacchetti: 32 MB

CPU: 2,2 GHz
Memoria: 16 GB di RAM per
unità e flash, SSD da 64 GB,
flash da 8 GB
Buffer pacchetti: 32 MB

CPU: 2,2 GHz
Memoria: 16 GB di RAM per
unità e flash, SSD da 64 GB,
flash da 8 GB
Buffer pacchetti: 32 MB

CPU: 2,2 GHz
Memoria: 16 GB di RAM per
unità e flash, SSD da 64 GB,
flash da 8 GB
Buffer pacchetti: 32 MB

Nome alimentatore Fino a 2 alimentatori hot-
swap sostituibili sul posto o
2 alimentatori fissi (1+1) nei
modelli CX 8325H

Fino a 2 alimentatori hot-
swap sostituibili sul posto o
2 alimentatori fissi (1+1) nei
modelli CX 8325H

Questa è solo una riserva.
Deve essere utilizzato con 2
unità di potenza (JL632A,
JL633A, JL861A, JL862A)

Include 2 alimentatori retro
a fronte (JL633A) senza slot
aggiuntivi per l'alimentatore
aperti

Include 2 alimentatori
frontali a posteriori
(JL632A) senza slot PS
aggiuntivi aperti.
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HPE Aruba Networking CX
8325-32C 32-port 100G
QSFP+/QSFP28 Back-to-
Front 6 Fans and 2 DC
Bundle (JL860A)

HPE Aruba Networking CX
8325-32C 32-port 100G
QSFP+/QSFP28 Front-to-
Back 6 Fans and 2 DC
Bundle (JL859A)

HPE Aruba Networking CX
8325-32C 32-port 100G
QSFP+/QSFP28 Switch
(JL636A)

HPE Aruba Networking CX
8325-32C 32p 100G
QSFP+/QSFP28 Back-to-
Front 6 Fans 2 Power
Supply Bundle (JL627A)

HPE Aruba Networking CX
8325-32C 32p 100G
QSFP+/QSFP28 Front-to-
Back 6 Fans 2 Power
Supply Bundle (JL626A)

Temperatura di esercizio CX 8325: Da 0 °C a 40 °C
(da 32 °F a 104 °F) fino a
3,0 km (10.000 piedi)

CX 8325P: Da 0 °C a 40 °C
(da 32 °F a 104 °F) fino a
3,0 km (10.000 piedi)

CX 8325H: Da 0 °C a 45 °C
(32F-113F)* (F2B); Da 0 °C a
40 °C (32F-104F)* (B2F) sul
livello del mare. Riduzione
di 1 °C per ogni 300 m fino
a 3,0 km (1.000 piedi fino a
10.000 piedi)

CX 8325: Da 0 °C a 40 °C
(da 32 °F a 104 °F) fino a
3,0 km (10.000 piedi)

CX 8325P: Da 0 °C a 40 °C
(da 32 °F a 104 °F) fino a
3,0 km (10.000 piedi)

CX 8325H: Da 0 °C a 45 °C
(32F-113F)* (F2B); Da 0 °C a
40 °C (32F-104F)* (B2F) sul
livello del mare. Riduzione
di 1 °C per ogni 300 m fino
a 3,0 km (1.000 piedi fino a
10.000 piedi)

Da 0 °C a 40 °C (da 32 °F a
104 °F) fino a 3,0 km
(10.000 piedi)

Da 0 °C a 40 °C (da 32 °F a
104 °F) fino a 3,0 km
(10.000 piedi)

Da 0 °C a 40 °C (da 32 °F a
104 °F) fino a 3,0 km
(10.000 piedi)

Funzionalità di gestione CLI standard di settore con
struttura gerarchica
SNMP v2c e v3
sFlow (RFC 3176)
Monitoraggio remoto
(RMON)
Precision Time Protocol
(PTP) Classe C (G.8275.1 e
G.8275.2)
API REST
Console seriale RJ45
Porta Ethernet RJ45
Console micro-USB

CLI standard di settore con
struttura gerarchica
SNMP v2c e v3
sFlow (RFC 3176)
Monitoraggio remoto
(RMON)
Precision Time Protocol
(PTP) Classe C (G.8275.1 e
G.8275.2)
API REST
Console seriale RJ45
Porta Ethernet RJ45
Console micro-USB

CLI standard di settore con
struttura gerarchica
SNMP v2c e v3
sFlow (RFC 3176)
Monitoraggio remoto
(RMON)
Precision Time Protocol
(PTP) Classe C (G.8275.1 e
G.8275.2)
API REST
Console seriale RJ45
Porta Ethernet RJ45
Console micro-USB

CLI standard di settore con
struttura gerarchica, SNMP
v2c/v3, sFlow (RFC 3176),
monitoraggio remoto
(RMON)

CLI standard di settore con
struttura gerarchica, SNMP
v2c/v3, sFlow (RFC 3176),
monitoraggio remoto
(RMON)

Garanzia
Garanzia a vita limitata.
Consulta la durata della
garanzia.

Garanzia a vita limitata.
Consulta la durata della
garanzia.

Garanzia a vita limitata.
Consulta la durata della
garanzia.

5 anni di garanzia. Visitare
www.hpe.com/networking/
warrantysummary per
informazioni sulla garanzia
e il supporto disponibili con
l'acquisto del prodotto.

5 anni di garanzia. Visitare
www.hpe.com/networking/
warrantysummary per
informazioni sulla garanzia
e il supporto disponibili con
l'acquisto del prodotto.

Ventole Fino a 6 ventole hot-swap
sostituibili sul posto o 4
ventole fisse (N+1) nei
modelli CX 8325H

Fino a 6 ventole hot-swap
sostituibili sul posto o 4
ventole fisse (N+1) nei
modelli CX 8325H

Fino a 6 ventole hot-swap
sostituibili sul posto

Fino a 6 ventole hot-swap
sostituibili sul posto

Fino a 6 ventole hot-swap
sostituibili sul posto
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HPE Aruba Networking CX
8325-32C Port-to-Power
Airflow 6 Fans 2 DC PSU
Switch Bundle (S1D11A)

HPE Aruba Networking CX
8325-32C Port-to-Power
Airflow 6 Fans 2 Power
Supply Units Bundle
(R9F66A)

HPE Aruba Networking CX
8325-32C Power-to-Port
Airflow 6 Fans 2 DC PSU
Switch Bundle (S1D12A)

HPE Aruba Networking CX
8325-32C Power-to-Port
Airflow 6 Fans 2 Power
Supply Units Bundle
(R9F67A)

HPE Aruba Networking CX
8325-48Y8C 48-port 25G
SFP/SFP+/SFP28 and 8-
port 100G QSFP+/QSFP28
Switch (JL635A)

Differenziatore Switch SFP28 a 48 porte
(1/10/25 GbE) e QSFP28 a 8
porte (40/100 GbE)

Consumo energetico Massimo: 618 W, a seconda
del modello
Inattività: 143 W, a seconda
del modello

Massimo: 618 W, a seconda
del modello
Inattività: 143 W, a seconda
del modello

Massimo: 618 W, a seconda
del modello
Inattività: 143 W, a seconda
del modello

Massimo: 618 W, a seconda
del modello
Inattività: 143 W, a seconda
del modello

Massimo: 586 W, 2000
BTU/h
Inattivo: 209 W, 714 BTU/h

Dissipazione del calore Massimo: 2110 BTU/h Massimo: 2110 BTU/h Massimo: 2110 BTU/h Massimo: 2110 BTU/h 2000 BTU/h

Tensione di input 100-240 V CA
-36-72 V CC

100-240 V CA
-36-72 V CC

100-240 V CA
-36-72 V CC

100-240 V CA
-36-72 V CC 100–240 CA

Porte Supporta 48 porte
1G/10G/25GbE (SFP/
SFP+/SFP28) e 8 porte
40G/100GbE
(QSFP+/QSFP28) o 32 porte
40G/100GbE (QSFP+/
QSFP28), a seconda del
modello

(32) porte QSFP28 100G

Supporta 48 porte
1G/10G/25GbE (SFP/
SFP+/SFP28) e 8 porte
40G/100GbE
(QSFP+/QSFP28) o 32 porte
40G/100GbE (QSFP+/
QSFP28), a seconda del
modello

(32) porte QSFP28 100G (48) porte SFP28 25G e (8)
porte QSFP28 100G

Capacità di switching I modelli CX 8325 e CX
8325P offrono una capacità
di switching di 6,4 tb/s.

I modelli CX 8325H offrono
una capacità di switching
ASIC ad alte prestazioni di
2,16 tb/s (full-duplex), con
18 porte da 1/10/25G e 4
porte da 40/100G e una
capacità di switching ASIC
di 4 tb/s

I modelli CX 8325 e CX
8325P offrono una capacità
di switching di 6,4 tb/s.

I modelli CX 8325H offrono
una capacità di switching
ASIC ad alte prestazioni di
2,16 tb/s (full-duplex), con
18 porte da 1/10/25G e 4
porte da 40/100G e una
capacità di switching ASIC
di 4 tb/s

I modelli CX 8325 e CX
8325P offrono una capacità
di switching di 6,4 tb/s.

I modelli CX 8325H offrono
una capacità di switching
ASIC ad alte prestazioni di
2,16 tb/s (full-duplex), con
18 porte da 1/10/25G e 4
porte da 40/100G e una
capacità di switching ASIC
di 4 tb/s

I modelli CX 8325 e CX
8325P offrono una capacità
di switching di 6,4 tb/s.

I modelli CX 8325H offrono
una capacità di switching
ASIC ad alte prestazioni di
2,16 tb/s (full-duplex), con
18 porte da 1/10/25G e 4
porte da 40/100G e una
capacità di switching ASIC
di 4 tb/s

6,4 Tbps

Funzionalità di impilatura Questi switch soddisfano le esigenze del core di ultima generazione e del livello di aggregazione, nonché i requisiti emergenti del data center in Top of
Rack (ToR) ed End of Row (EoR).
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HPE Aruba Networking CX
8325-32C Port-to-Power
Airflow 6 Fans 2 DC PSU
Switch Bundle (S1D11A)

HPE Aruba Networking CX
8325-32C Port-to-Power
Airflow 6 Fans 2 Power
Supply Units Bundle
(R9F66A)

HPE Aruba Networking CX
8325-32C Power-to-Port
Airflow 6 Fans 2 DC PSU
Switch Bundle (S1D12A)

HPE Aruba Networking CX
8325-32C Power-to-Port
Airflow 6 Fans 2 Power
Supply Units Bundle
(R9F67A)

HPE Aruba Networking CX
8325-48Y8C 48-port 25G
SFP/SFP+/SFP28 and 8-
port 100G QSFP+/QSFP28
Switch (JL635A)

Throughput Massimo, a seconda del
modello:
Per i modelli CX 8325, CX
8325P e CX 8325H-16C:
2000 Mpps
Per i modelli CX 8325H-
18Y4C: 1000 Mpps

Massimo, a seconda del
modello:
Per i modelli CX 8325, CX
8325P e CX 8325H-16C:
2000 Mpps
Per i modelli CX 8325H-
18Y4C: 1000 Mpps

Massimo, a seconda del
modello:
Per i modelli CX 8325, CX
8325P e CX 8325H-16C:
2000 Mpps
Per i modelli CX 8325H-
18Y4C: 1000 Mpps

Massimo, a seconda del
modello:
Per i modelli CX 8325, CX
8325P e CX 8325H-16C:
2000 Mpps
Per i modelli CX 8325H-
18Y4C: 1000 Mpps

2000 Mpps

Memoria e processore Per i modelli CX 8325:
CPU: 2,2 GHz
Memoria: Disco e Flash 16
GB di RAM, 64 GB SSD, 8
GB di Flash
Buffer di pacchetti: 32 MB

Per i modelli CX 8325P:
CPU: 2,2 GHz
Memoria, Memoria e Flash:
32 GB di RAM, 128 GB SSD,
4 GB di Flash
Buffer di pacchetti: 32 MB

Per i modelli CX 8325H:
CPU: Processore AMD® x86
a 8 core
Memoria: 32 GB, SSD 120
GB
Buffer di pacchetti: 32 MB

Per i modelli CX 8325:
CPU: 2,2 GHz
Memoria: Disco e Flash 16
GB di RAM, 64 GB SSD, 8
GB di Flash
Buffer di pacchetti: 32 MB

Per i modelli CX 8325P:
CPU: 2,2 GHz
Memoria, Memoria e Flash:
32 GB di RAM, 128 GB SSD,
4 GB di Flash
Buffer di pacchetti: 32 MB

Per i modelli CX 8325H:
CPU: Processore AMD® x86
a 8 core
Memoria: 32 GB, SSD 120
GB
Buffer di pacchetti: 32 MB

Per i modelli CX 8325:
CPU: 2,2 GHz
Memoria: Disco e Flash 16
GB di RAM, 64 GB SSD, 8
GB di Flash
Buffer di pacchetti: 32 MB

Per i modelli CX 8325P:
CPU: 2,2 GHz
Memoria, Memoria e Flash:
32 GB di RAM, 128 GB SSD,
4 GB di Flash
Buffer di pacchetti: 32 MB

Per i modelli CX 8325H:
CPU: Processore AMD® x86
a 8 core
Memoria: 32 GB, SSD 120
GB
Buffer di pacchetti: 32 MB

Per i modelli CX 8325:
CPU: 2,2 GHz
Memoria: Disco e Flash 16
GB di RAM, 64 GB SSD, 8
GB di Flash
Buffer di pacchetti: 32 MB

Per i modelli CX 8325P:
CPU: 2,2 GHz
Memoria, Memoria e Flash:
32 GB di RAM, 128 GB SSD,
4 GB di Flash
Buffer di pacchetti: 32 MB

Per i modelli CX 8325H:
CPU: Processore AMD® x86
a 8 core
Memoria: 32 GB, SSD 120
GB
Buffer di pacchetti: 32 MB

CPU: 2,2 GHz
Memoria: 16 GB di RAM per
unità e flash, SSD da 64 GB,
flash da 8 GB
Buffer pacchetti: 32 MB

Nome alimentatore Fino a 2 alimentatori hot-
swap sostituibili sul posto o
2 alimentatori fissi (1+1) nei
modelli CX 8325H

Fino a 2 alimentatori hot-
swap sostituibili sul posto o
2 alimentatori fissi (1+1) nei
modelli CX 8325H

Fino a 2 alimentatori hot-
swap sostituibili sul posto o
2 alimentatori fissi (1+1) nei
modelli CX 8325H

Fino a 2 alimentatori hot-
swap sostituibili sul posto o
2 alimentatori fissi (1+1) nei
modelli CX 8325H

Questa è solo una riserva.
Deve essere utilizzato con 2
unità di potenza (JL632A,
JL633A, JL861A, JL862A)
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HPE Aruba Networking CX
8325-32C Port-to-Power
Airflow 6 Fans 2 DC PSU
Switch Bundle (S1D11A)

HPE Aruba Networking CX
8325-32C Port-to-Power
Airflow 6 Fans 2 Power
Supply Units Bundle
(R9F66A)

HPE Aruba Networking CX
8325-32C Power-to-Port
Airflow 6 Fans 2 DC PSU
Switch Bundle (S1D12A)

HPE Aruba Networking CX
8325-32C Power-to-Port
Airflow 6 Fans 2 Power
Supply Units Bundle
(R9F67A)

HPE Aruba Networking CX
8325-48Y8C 48-port 25G
SFP/SFP+/SFP28 and 8-
port 100G QSFP+/QSFP28
Switch (JL635A)

Temperatura di esercizio CX 8325: Da 0 °C a 40 °C
(da 32 °F a 104 °F) fino a
3,0 km (10.000 piedi)

CX 8325P: Da 0 °C a 40 °C
(da 32 °F a 104 °F) fino a
3,0 km (10.000 piedi)

CX 8325H: Da 0 °C a 45 °C
(32F-113F)* (F2B); Da 0 °C a
40 °C (32F-104F)* (B2F) sul
livello del mare. Riduzione
di 1 °C per ogni 300 m fino
a 3,0 km (1.000 piedi fino a
10.000 piedi)

CX 8325: Da 0 °C a 40 °C
(da 32 °F a 104 °F) fino a
3,0 km (10.000 piedi)

CX 8325P: Da 0 °C a 40 °C
(da 32 °F a 104 °F) fino a
3,0 km (10.000 piedi)

CX 8325H: Da 0 °C a 45 °C
(32F-113F)* (F2B); Da 0 °C a
40 °C (32F-104F)* (B2F) sul
livello del mare. Riduzione
di 1 °C per ogni 300 m fino
a 3,0 km (1.000 piedi fino a
10.000 piedi)

CX 8325: Da 0 °C a 40 °C
(da 32 °F a 104 °F) fino a
3,0 km (10.000 piedi)

CX 8325P: Da 0 °C a 40 °C
(da 32 °F a 104 °F) fino a
3,0 km (10.000 piedi)

CX 8325H: Da 0 °C a 45 °C
(32F-113F)* (F2B); Da 0 °C a
40 °C (32F-104F)* (B2F) sul
livello del mare. Riduzione
di 1 °C per ogni 300 m fino
a 3,0 km (1.000 piedi fino a
10.000 piedi)

CX 8325: Da 0 °C a 40 °C
(da 32 °F a 104 °F) fino a
3,0 km (10.000 piedi)

CX 8325P: Da 0 °C a 40 °C
(da 32 °F a 104 °F) fino a
3,0 km (10.000 piedi)

CX 8325H: Da 0 °C a 45 °C
(32F-113F)* (F2B); Da 0 °C a
40 °C (32F-104F)* (B2F) sul
livello del mare. Riduzione
di 1 °C per ogni 300 m fino
a 3,0 km (1.000 piedi fino a
10.000 piedi)

Da 0 °C a 40 °C (da 32 °F a
104 °F) fino a 3,0 km
(10.000 piedi)

Funzionalità di gestione CLI standard di settore con struttura gerarchica
SNMP v2c e v3
sFlow (RFC 3176)
Monitoraggio remoto (RMON)
Precision Time Protocol (PTP) Classe C (G.8275.1 e G.8275.2)
API REST
Console seriale RJ45
Porta Ethernet RJ45
Console micro-USB

Garanzia Garanzia a vita limitata. Consulta la durata della garanzia.

Ventole Fino a 6 ventole hot-swap
sostituibili sul posto o 4
ventole fisse (N+1) nei
modelli CX 8325H

Fino a 6 ventole hot-swap
sostituibili sul posto o 4
ventole fisse (N+1) nei
modelli CX 8325H

Fino a 6 ventole hot-swap
sostituibili sul posto o 4
ventole fisse (N+1) nei
modelli CX 8325H

Fino a 6 ventole hot-swap
sostituibili sul posto o 4
ventole fisse (N+1) nei
modelli CX 8325H

Fino a 6 ventole hot-swap
sostituibili sul posto
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HPE Aruba Networking CX
8325-48Y8C 48p 25G
SFP/+/28 8p 100G
QSFP+/28 BF 6 Fans 2
PSU Bundle (JL625A)

HPE Aruba Networking CX
8325-48Y8C 48p 25G
SFP/+/28 8p 100G
QSFP+/28 FB 6 Fans 2
PSU Bundle (JL624A)

HPE Aruba Networking CX
8325-48Y8C 48p 25G
SFP/SFP+/SFP28 8p 100G
QSFP+/QSFP28 BF 6 Fans
2 DC Bdl (JL858A)

HPE Aruba Networking CX
8325-48Y8C 48p 25G
SFP/SFP+/SFP28 8p 100G
QSFP+/QSFP28 FB 6 Fans
2 DC Bdl (JL857A)

HPE Aruba Networking CX
8325-48Y8C Port-to-
Power Airflow 6 Fans 2 DC
PSU Switch Bundle
(S1D09A)

Differenziatore Switch SFP28 (1/10/25 GbE)
a 48 porte e switch QSFP28
(40/100 GbE) a 8 porte con
sei ventole retro-fronte e
due alimentatori retro-
fronte.

Switch SFP28 (1/10/25 GbE)
a 48 porte e switch QSFP28
(40/100 GbE) a 8 porte con
sei ventole fronte-retro e
due alimentatori fronte-
retro.

Switch SFP28 (1/10/25 GbE)
a 48 porte e switch QSFP28
(40/100 GbE) a 8 porte con
sei ventole retro-fronte e
due alimentatori retro-
fronte.

Switch SFP28 (1/10/25 GbE)
a 48 porte e switch QSFP28
(40/100 GbE) a 8 porte con
sei ventole fronte-retro e
due alimentatori fronte-
retro.

Consumo energetico Massimo: 586 W, 2000
BTU/h
Inattivo: 209 W, 714 BTU/h

Massimo: 586 W, 2000
BTU/h
Inattivo: 209 W, 714 BTU/h

496 W, massimo 480 W, massimo
Massimo: 618 W, a seconda
del modello
Inattività: 143 W, a seconda
del modello

Dissipazione del calore 2000 BTU/h 2000 BTU/h Massimo: 2110 BTU/h Massimo: 2110 BTU/h Massimo: 2110 BTU/h

Tensione di input 100–240 CA 100–240 CA 100-240 V CA
-36-72 V CC

100-240 V CA
-36-72 V CC

100-240 V CA
-36-72 V CC

Porte

(48) porte SFP28 25G e (8)
porte QSFP28 100G

(48) porte SFP28 25G e (8)
porte QSFP28 100G

(48) porte SFP28 25G e (8)
porte QSFP28 100G

(48) porte SFP28 25G e (8)
porte QSFP28 100G

Supporta 48 porte
1G/10G/25GbE (SFP/
SFP+/SFP28) e 8 porte
40G/100GbE
(QSFP+/QSFP28) o 32 porte
40G/100GbE (QSFP+/
QSFP28), a seconda del
modello

Capacità di
routing/switching 6,4 Tb/s, massimo 6,4 Tb/s, massimo
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HPE Aruba Networking CX
8325-48Y8C 48p 25G
SFP/+/28 8p 100G
QSFP+/28 BF 6 Fans 2
PSU Bundle (JL625A)

HPE Aruba Networking CX
8325-48Y8C 48p 25G
SFP/+/28 8p 100G
QSFP+/28 FB 6 Fans 2
PSU Bundle (JL624A)

HPE Aruba Networking CX
8325-48Y8C 48p 25G
SFP/SFP+/SFP28 8p 100G
QSFP+/QSFP28 BF 6 Fans
2 DC Bdl (JL858A)

HPE Aruba Networking CX
8325-48Y8C 48p 25G
SFP/SFP+/SFP28 8p 100G
QSFP+/QSFP28 FB 6 Fans
2 DC Bdl (JL857A)

HPE Aruba Networking CX
8325-48Y8C Port-to-
Power Airflow 6 Fans 2 DC
PSU Switch Bundle
(S1D09A)

Capacità di switching

6,4 Tbps 6,4 Tbps

I modelli CX 8325 e CX
8325P offrono una capacità
di switching di 6,4 tb/s.

I modelli CX 8325H offrono
una capacità di switching
ASIC ad alte prestazioni di
2,16 tb/s (full-duplex), con
18 porte da 1/10/25G e 4
porte da 40/100G e una
capacità di switching ASIC
di 4 tb/s

I modelli CX 8325 e CX
8325P offrono una capacità
di switching di 6,4 tb/s.

I modelli CX 8325H offrono
una capacità di switching
ASIC ad alte prestazioni di
2,16 tb/s (full-duplex), con
18 porte da 1/10/25G e 4
porte da 40/100G e una
capacità di switching ASIC
di 4 tb/s

I modelli CX 8325 e CX
8325P offrono una capacità
di switching di 6,4 tb/s.

I modelli CX 8325H offrono
una capacità di switching
ASIC ad alte prestazioni di
2,16 tb/s (full-duplex), con
18 porte da 1/10/25G e 4
porte da 40/100G e una
capacità di switching ASIC
di 4 tb/s

Funzionalità di impilatura Questi switch soddisfano le esigenze del core di ultima generazione e del livello di aggregazione, nonché i requisiti emergenti del data center in Top of
Rack (ToR) ed End of Row (EoR).

Throughput

2000 Mpps 2000 Mpps

Massimo, a seconda del
modello:
Per i modelli CX 8325, CX
8325P e CX 8325H-16C:
2000 Mpps
Per i modelli CX 8325H-
18Y4C: 1000 Mpps

Massimo, a seconda del
modello:
Per i modelli CX 8325, CX
8325P e CX 8325H-16C:
2000 Mpps
Per i modelli CX 8325H-
18Y4C: 1000 Mpps

Massimo, a seconda del
modello:
Per i modelli CX 8325, CX
8325P e CX 8325H-16C:
2000 Mpps
Per i modelli CX 8325H-
18Y4C: 1000 Mpps
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HPE Aruba Networking CX
8325-48Y8C 48p 25G
SFP/+/28 8p 100G
QSFP+/28 BF 6 Fans 2
PSU Bundle (JL625A)

HPE Aruba Networking CX
8325-48Y8C 48p 25G
SFP/+/28 8p 100G
QSFP+/28 FB 6 Fans 2
PSU Bundle (JL624A)

HPE Aruba Networking CX
8325-48Y8C 48p 25G
SFP/SFP+/SFP28 8p 100G
QSFP+/QSFP28 BF 6 Fans
2 DC Bdl (JL858A)

HPE Aruba Networking CX
8325-48Y8C 48p 25G
SFP/SFP+/SFP28 8p 100G
QSFP+/QSFP28 FB 6 Fans
2 DC Bdl (JL857A)

HPE Aruba Networking CX
8325-48Y8C Port-to-
Power Airflow 6 Fans 2 DC
PSU Switch Bundle
(S1D09A)

Memoria e processore

CPU: 2,2 GHz
Memoria: 16 GB di RAM per
unità e flash, SSD da 64 GB,
flash da 8 GB
Buffer pacchetti: 32 MB

CPU: 2,2 GHz
Memoria: 16 GB di RAM per
unità e flash, SSD da 64 GB,
flash da 8 GB
Buffer pacchetti: 32 MB

Per i modelli CX 8325:
CPU: 2,2 GHz
Memoria: Disco e Flash 16
GB di RAM, 64 GB SSD, 8
GB di Flash
Buffer di pacchetti: 32 MB

Per i modelli CX 8325P:
CPU: 2,2 GHz
Memoria, Memoria e Flash:
32 GB di RAM, 128 GB SSD,
4 GB di Flash
Buffer di pacchetti: 32 MB

Per i modelli CX 8325H:
CPU: Processore AMD® x86
a 8 core
Memoria: 32 GB, SSD 120
GB
Buffer di pacchetti: 32 MB

Per i modelli CX 8325:
CPU: 2,2 GHz
Memoria: Disco e Flash 16
GB di RAM, 64 GB SSD, 8
GB di Flash
Buffer di pacchetti: 32 MB

Per i modelli CX 8325P:
CPU: 2,2 GHz
Memoria, Memoria e Flash:
32 GB di RAM, 128 GB SSD,
4 GB di Flash
Buffer di pacchetti: 32 MB

Per i modelli CX 8325H:
CPU: Processore AMD® x86
a 8 core
Memoria: 32 GB, SSD 120
GB
Buffer di pacchetti: 32 MB

Per i modelli CX 8325:
CPU: 2,2 GHz
Memoria: Disco e Flash 16
GB di RAM, 64 GB SSD, 8
GB di Flash
Buffer di pacchetti: 32 MB

Per i modelli CX 8325P:
CPU: 2,2 GHz
Memoria, Memoria e Flash:
32 GB di RAM, 128 GB SSD,
4 GB di Flash
Buffer di pacchetti: 32 MB

Per i modelli CX 8325H:
CPU: Processore AMD® x86
a 8 core
Memoria: 32 GB, SSD 120
GB
Buffer di pacchetti: 32 MB

Nome alimentatore Include 2 alimentatori retro
a fronte (JL633A) senza slot
PS aggiuntivi liberi.

Include 2 alimentatori
frontali a posteriori
(JL632A) senza slot PS
aggiuntivi aperti.

Fino a 2 alimentatori hot-
swap sostituibili sul posto o
2 alimentatori fissi (1+1) nei
modelli CX 8325H

Fino a 2 alimentatori hot-
swap sostituibili sul posto o
2 alimentatori fissi (1+1) nei
modelli CX 8325H

Fino a 2 alimentatori hot-
swap sostituibili sul posto o
2 alimentatori fissi (1+1) nei
modelli CX 8325H

Temperatura di esercizio

Da 0 °C a 40 °C (da 32 °F a
104 °F) fino a 3,0 km
(10.000 piedi)

Da 0 °C a 40 °C (da 32 °F a
104 °F) fino a 3,0 km
(10.000 piedi)

CX 8325: Da 0 °C a 40 °C
(da 32 °F a 104 °F) fino a
3,0 km (10.000 piedi)

CX 8325P: Da 0 °C a 40 °C
(da 32 °F a 104 °F) fino a
3,0 km (10.000 piedi)

CX 8325H: Da 0 °C a 45 °C
(32F-113F)* (F2B); Da 0 °C a
40 °C (32F-104F)* (B2F) sul
livello del mare. Riduzione
di 1 °C per ogni 300 m fino
a 3,0 km (1.000 piedi fino a
10.000 piedi)

CX 8325: Da 0 °C a 40 °C
(da 32 °F a 104 °F) fino a
3,0 km (10.000 piedi)

CX 8325P: Da 0 °C a 40 °C
(da 32 °F a 104 °F) fino a
3,0 km (10.000 piedi)

CX 8325H: Da 0 °C a 45 °C
(32F-113F)* (F2B); Da 0 °C a
40 °C (32F-104F)* (B2F) sul
livello del mare. Riduzione
di 1 °C per ogni 300 m fino
a 3,0 km (1.000 piedi fino a
10.000 piedi)

CX 8325: Da 0 °C a 40 °C
(da 32 °F a 104 °F) fino a
3,0 km (10.000 piedi)

CX 8325P: Da 0 °C a 40 °C
(da 32 °F a 104 °F) fino a
3,0 km (10.000 piedi)

CX 8325H: Da 0 °C a 45 °C
(32F-113F)* (F2B); Da 0 °C a
40 °C (32F-104F)* (B2F) sul
livello del mare. Riduzione
di 1 °C per ogni 300 m fino
a 3,0 km (1.000 piedi fino a
10.000 piedi)
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HPE Aruba Networking CX
8325-48Y8C 48p 25G
SFP/+/28 8p 100G
QSFP+/28 BF 6 Fans 2
PSU Bundle (JL625A)

HPE Aruba Networking CX
8325-48Y8C 48p 25G
SFP/+/28 8p 100G
QSFP+/28 FB 6 Fans 2
PSU Bundle (JL624A)

HPE Aruba Networking CX
8325-48Y8C 48p 25G
SFP/SFP+/SFP28 8p 100G
QSFP+/QSFP28 BF 6 Fans
2 DC Bdl (JL858A)

HPE Aruba Networking CX
8325-48Y8C 48p 25G
SFP/SFP+/SFP28 8p 100G
QSFP+/QSFP28 FB 6 Fans
2 DC Bdl (JL857A)

HPE Aruba Networking CX
8325-48Y8C Port-to-
Power Airflow 6 Fans 2 DC
PSU Switch Bundle
(S1D09A)

Funzionalità di gestione

CLI standard di settore con
struttura gerarchica, SNMP
v2c/v3, sFlow (RFC 3176),
monitoraggio remoto
(RMON)

CLI standard di settore con
struttura gerarchica, SNMP
v2c/v3, sFlow (RFC 3176),
monitoraggio remoto
(RMON)

CLI standard di settore con
struttura gerarchica
SNMP v2c e v3
sFlow (RFC 3176)
Monitoraggio remoto
(RMON)
Precision Time Protocol
(PTP) Classe C (G.8275.1 e
G.8275.2)
API REST
Console seriale RJ45
Porta Ethernet RJ45
Console micro-USB

CLI standard di settore con
struttura gerarchica
SNMP v2c e v3
sFlow (RFC 3176)
Monitoraggio remoto
(RMON)
Precision Time Protocol
(PTP) Classe C (G.8275.1 e
G.8275.2)
API REST
Console seriale RJ45
Porta Ethernet RJ45
Console micro-USB

CLI standard di settore con
struttura gerarchica
SNMP v2c e v3
sFlow (RFC 3176)
Monitoraggio remoto
(RMON)
Precision Time Protocol
(PTP) Classe C (G.8275.1 e
G.8275.2)
API REST
Console seriale RJ45
Porta Ethernet RJ45
Console micro-USB

Garanzia 5 anni di garanzia. Visitare
www.hpe.com/networking/
warrantysummary per
informazioni sulla garanzia
e il supporto disponibili con
l'acquisto del prodotto.

5 anni di garanzia. Visitare
www.hpe.com/networking/
warrantysummary per
informazioni sulla garanzia
e il supporto disponibili con
l'acquisto del prodotto.

Garanzia a vita limitata.
Consulta la durata della
garanzia.

Garanzia a vita limitata.
Consulta la durata della
garanzia.

Garanzia a vita limitata.
Consulta la durata della
garanzia.

Ventole
Fino a 6 ventole hot-swap
sostituibili sul posto

Fino a 6 ventole hot-swap
sostituibili sul posto

Fino a 6 ventole hot-swap
sostituibili sul posto o 4
ventole fisse (N+1) nei
modelli CX 8325H

Fino a 6 ventole hot-swap
sostituibili sul posto o 4
ventole fisse (N+1) nei
modelli CX 8325H

Fino a 6 ventole hot-swap
sostituibili sul posto o 4
ventole fisse (N+1) nei
modelli CX 8325H
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HPE Aruba Networking CX
8325-48Y8C Port-to-
Power Airflow 6 Fans 2
Power Supply Units
Bundle (R9F64A)

HPE Aruba Networking CX
8325-48Y8C Power-to-
Port Airflow 6 Fans 2 DC
PSU Switch Bundle
(S1D10A)

HPE Aruba Networking CX
8325-48Y8C Power-to-
Port Airflow 6 Fans 2
Power Supply Units
Bundle (R9F65A)

HPE Aruba Networking CX
8325H 16p QSFP28
40G/100G Back-to-Front
4xFan 2xPSU Switch
(S4B23A)

HPE Aruba Networking CX
8325H 16p QSFP28
40G/100G Back-to-Front
4xFan 2xPSU TAA Switch
(S2T48A)

Consumo energetico Massimo: 618 W, a seconda
del modello
Inattività: 143 W, a seconda
del modello

Massimo: 618 W, a seconda
del modello
Inattività: 143 W, a seconda
del modello

Massimo: 618 W, a seconda
del modello
Inattività: 143 W, a seconda
del modello

Massimo: 500 W, 1705
BTU/ora
Inattivo: 114 W, 389 BTU/h

Massimo: 500 W, 1705
BTU/ora
Inattivo: 114 W, 389 BTU/h

Dissipazione del calore Massimo: 2110 BTU/h Massimo: 2110 BTU/h Massimo: 2110 BTU/h 1705 BTU/ora 1705 BTU/ora

Tensione di input 100-240 V CA
-36-72 V CC

100-240 V CA
-36-72 V CC

100-240 V CA
-36-72 V CC 100–240 CA 100–240 CA

Porte

(48) porte SFP28 25G e (8)
porte QSFP28 100G

Supporta 48 porte
1G/10G/25GbE (SFP/
SFP+/SFP28) e 8 porte
40G/100GbE
(QSFP+/QSFP28) o 32 porte
40G/100GbE (QSFP+/
QSFP28), a seconda del
modello

(48) porte SFP28 25G e (8)
porte QSFP28 100G

(16) porte QSFP28 100G e
(2) porte SFP+ 10

(16) porte QSFP28 100G e
(2) porte SFP+ 10

Capacità di switching I modelli CX 8325 e CX
8325P offrono una capacità
di switching di 6,4 tb/s.

I modelli CX 8325H offrono
una capacità di switching
ASIC ad alte prestazioni di
2,16 tb/s (full-duplex), con
18 porte da 1/10/25G e 4
porte da 40/100G e una
capacità di switching ASIC
di 4 tb/s

I modelli CX 8325 e CX
8325P offrono una capacità
di switching di 6,4 tb/s.

I modelli CX 8325H offrono
una capacità di switching
ASIC ad alte prestazioni di
2,16 tb/s (full-duplex), con
18 porte da 1/10/25G e 4
porte da 40/100G e una
capacità di switching ASIC
di 4 tb/s

I modelli CX 8325 e CX
8325P offrono una capacità
di switching di 6,4 tb/s.

I modelli CX 8325H offrono
una capacità di switching
ASIC ad alte prestazioni di
2,16 tb/s (full-duplex), con
18 porte da 1/10/25G e 4
porte da 40/100G e una
capacità di switching ASIC
di 4 tb/s

4 Tbps 4 Tbps

Funzionalità di impilatura Questi switch soddisfano le esigenze del core di ultima generazione e del livello di aggregazione, nonché i requisiti emergenti del data center in Top of
Rack (ToR) ed End of Row (EoR).
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HPE Aruba Networking CX
8325-48Y8C Port-to-
Power Airflow 6 Fans 2
Power Supply Units
Bundle (R9F64A)

HPE Aruba Networking CX
8325-48Y8C Power-to-
Port Airflow 6 Fans 2 DC
PSU Switch Bundle
(S1D10A)

HPE Aruba Networking CX
8325-48Y8C Power-to-
Port Airflow 6 Fans 2
Power Supply Units
Bundle (R9F65A)

HPE Aruba Networking CX
8325H 16p QSFP28
40G/100G Back-to-Front
4xFan 2xPSU Switch
(S4B23A)

HPE Aruba Networking CX
8325H 16p QSFP28
40G/100G Back-to-Front
4xFan 2xPSU TAA Switch
(S2T48A)

Throughput Massimo, a seconda del
modello:
Per i modelli CX 8325, CX
8325P e CX 8325H-16C:
2000 Mpps
Per i modelli CX 8325H-
18Y4C: 1000 Mpps

Massimo, a seconda del
modello:
Per i modelli CX 8325, CX
8325P e CX 8325H-16C:
2000 Mpps
Per i modelli CX 8325H-
18Y4C: 1000 Mpps

Massimo, a seconda del
modello:
Per i modelli CX 8325, CX
8325P e CX 8325H-16C:
2000 Mpps
Per i modelli CX 8325H-
18Y4C: 1000 Mpps

2000 Mpps 2000 Mpps

Memoria e processore Per i modelli CX 8325:
CPU: 2,2 GHz
Memoria: Disco e Flash 16
GB di RAM, 64 GB SSD, 8
GB di Flash
Buffer di pacchetti: 32 MB

Per i modelli CX 8325P:
CPU: 2,2 GHz
Memoria, Memoria e Flash:
32 GB di RAM, 128 GB SSD,
4 GB di Flash
Buffer di pacchetti: 32 MB

Per i modelli CX 8325H:
CPU: Processore AMD® x86
a 8 core
Memoria: 32 GB, SSD 120
GB
Buffer di pacchetti: 32 MB

Per i modelli CX 8325:
CPU: 2,2 GHz
Memoria: Disco e Flash 16
GB di RAM, 64 GB SSD, 8
GB di Flash
Buffer di pacchetti: 32 MB

Per i modelli CX 8325P:
CPU: 2,2 GHz
Memoria, Memoria e Flash:
32 GB di RAM, 128 GB SSD,
4 GB di Flash
Buffer di pacchetti: 32 MB

Per i modelli CX 8325H:
CPU: Processore AMD® x86
a 8 core
Memoria: 32 GB, SSD 120
GB
Buffer di pacchetti: 32 MB

Per i modelli CX 8325:
CPU: 2,2 GHz
Memoria: Disco e Flash 16
GB di RAM, 64 GB SSD, 8
GB di Flash
Buffer di pacchetti: 32 MB

Per i modelli CX 8325P:
CPU: 2,2 GHz
Memoria, Memoria e Flash:
32 GB di RAM, 128 GB SSD,
4 GB di Flash
Buffer di pacchetti: 32 MB

Per i modelli CX 8325H:
CPU: Processore AMD® x86
a 8 core
Memoria: 32 GB, SSD 120
GB
Buffer di pacchetti: 32 MB

CPU: Processore AMD® x86
a 8 core
Memoria: 32 GB, SSD 120
GB
Buffer di pacchetti: 32 MB

CPU: Processore AMD® x86
a 8 core
Memoria: 32 GB, SSD 120
GB
Buffer di pacchetti: 32 MB

Nome alimentatore Fino a 2 alimentatori hot-
swap sostituibili sul posto o
2 alimentatori fissi (1+1) nei
modelli CX 8325H

Fino a 2 alimentatori hot-
swap sostituibili sul posto o
2 alimentatori fissi (1+1) nei
modelli CX 8325H

Fino a 2 alimentatori hot-
swap sostituibili sul posto o
2 alimentatori fissi (1+1) nei
modelli CX 8325H

Fisso Fisso
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HPE Aruba Networking CX
8325-48Y8C Port-to-
Power Airflow 6 Fans 2
Power Supply Units
Bundle (R9F64A)

HPE Aruba Networking CX
8325-48Y8C Power-to-
Port Airflow 6 Fans 2 DC
PSU Switch Bundle
(S1D10A)

HPE Aruba Networking CX
8325-48Y8C Power-to-
Port Airflow 6 Fans 2
Power Supply Units
Bundle (R9F65A)

HPE Aruba Networking CX
8325H 16p QSFP28
40G/100G Back-to-Front
4xFan 2xPSU Switch
(S4B23A)

HPE Aruba Networking CX
8325H 16p QSFP28
40G/100G Back-to-Front
4xFan 2xPSU TAA Switch
(S2T48A)

Temperatura di esercizio CX 8325: Da 0 °C a 40 °C
(da 32 °F a 104 °F) fino a
3,0 km (10.000 piedi)

CX 8325P: Da 0 °C a 40 °C
(da 32 °F a 104 °F) fino a
3,0 km (10.000 piedi)

CX 8325H: Da 0 °C a 45 °C
(32F-113F)* (F2B); Da 0 °C a
40 °C (32F-104F)* (B2F) sul
livello del mare. Riduzione
di 1 °C per ogni 300 m fino
a 3,0 km (1.000 piedi fino a
10.000 piedi)

CX 8325: Da 0 °C a 40 °C
(da 32 °F a 104 °F) fino a
3,0 km (10.000 piedi)

CX 8325P: Da 0 °C a 40 °C
(da 32 °F a 104 °F) fino a
3,0 km (10.000 piedi)

CX 8325H: Da 0 °C a 45 °C
(32F-113F)* (F2B); Da 0 °C a
40 °C (32F-104F)* (B2F) sul
livello del mare. Riduzione
di 1 °C per ogni 300 m fino
a 3,0 km (1.000 piedi fino a
10.000 piedi)

CX 8325: Da 0 °C a 40 °C
(da 32 °F a 104 °F) fino a
3,0 km (10.000 piedi)

CX 8325P: Da 0 °C a 40 °C
(da 32 °F a 104 °F) fino a
3,0 km (10.000 piedi)

CX 8325H: Da 0 °C a 45 °C
(32F-113F)* (F2B); Da 0 °C a
40 °C (32F-104F)* (B2F) sul
livello del mare. Riduzione
di 1 °C per ogni 300 m fino
a 3,0 km (1.000 piedi fino a
10.000 piedi)

Da 0 °C a 45 °C (32F-113F)*
(F2B); Da 0 °C a 40 °C (32F-
104F)* (B2F) sul livello del
mare. Riduzione di 1 °C per
ogni 300 m fino a 3,0 km
(1.000 piedi fino a 10.000
piedi)

Da 0 °C a 45 °C (32F-113F)*
(F2B); Da 0 °C a 40 °C (32F-
104F)* (B2F) sul livello del
mare. Riduzione di 1 °C per
ogni 300 m fino a 3,0 km
(1.000 piedi fino a 10.000
piedi)

Funzionalità di gestione CLI standard di settore con
struttura gerarchica
SNMP v2c e v3
sFlow (RFC 3176)
Monitoraggio remoto
(RMON)
Precision Time Protocol
(PTP) Classe C (G.8275.1 e
G.8275.2)
API REST
Console seriale RJ45
Porta Ethernet RJ45
Console micro-USB

CLI standard di settore con
struttura gerarchica
SNMP v2c e v3
sFlow (RFC 3176)
Monitoraggio remoto
(RMON)
Precision Time Protocol
(PTP) Classe C (G.8275.1 e
G.8275.2)
API REST
Console seriale RJ45
Porta Ethernet RJ45
Console micro-USB

CLI standard di settore con
struttura gerarchica
SNMP v2c e v3
sFlow (RFC 3176)
Monitoraggio remoto
(RMON)
Precision Time Protocol
(PTP) Classe C (G.8275.1 e
G.8275.2)
API REST
Console seriale RJ45
Porta Ethernet RJ45
Console micro-USB

CLI standard di settore con
struttura gerarchica; SNMP
v2c/v3; sFlow (RFC 3176);
Monitoraggio remoto
(RMON); Precision Time
Protocol (PTP Class C
(G.8275.1/.2)

CLI standard di settore con
struttura gerarchica; SNMP
v2c/v3; sFlow (RFC 3176);
Monitoraggio remoto
(RMON); Precision Time
Protocol (PTP Class C
(G.8275.1/.2)

Garanzia Garanzia a vita limitata. Consulta la durata della garanzia.

Ventole Fino a 6 ventole hot-swap
sostituibili sul posto o 4
ventole fisse (N+1) nei
modelli CX 8325H

Fino a 6 ventole hot-swap
sostituibili sul posto o 4
ventole fisse (N+1) nei
modelli CX 8325H

Fino a 6 ventole hot-swap
sostituibili sul posto o 4
ventole fisse (N+1) nei
modelli CX 8325H

4 ventole fisse (N+1) 4 ventole fisse (N+1)
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HPE Aruba Networking CX
8325H 16p QSFP28
40G/100G Front-to-Back
4xFan 2xPSU Switch
(S4B22A)

HPE Aruba Networking CX
8325H 16p QSFP28
40G/100G Front-to-Back
4xFan 2xPSU TAA Switch
(S2T47A)

HPE Aruba Networking CX
8325H 18p SFP28 25G 4p
QSFP28 100G Back-to-
Front 4xFan 2xPSU Switch
(S4B21A)

HPE Aruba Networking CX
8325H 18p SFP28 25G 4p
QSFP28 100G Back-to-
Front 4xFan 2xPSU TAA
Switch (S2T46A)

HPE Aruba Networking CX
8325H 18p SFP28 25G 4p
QSFP28 100G Front-to-
Back 4xFan 2xPSU Switch
(S4B20A)

Consumo energetico Massimo: 500 W, 1705
BTU/ora
Inattivo: 114 W, 389 BTU/h

Massimo: 500 W, 1705
BTU/ora
Inattivo: 114 W, 389 BTU/h

Massimo: 500 W, 1705
BTU/ora
Inattivo: 100 W, 341 BTU/h

Massimo: 500 W, 1705
BTU/ora
Inattivo: 100 W, 341 BTU/h

Massimo: 500 W, 1705
BTU/ora
Inattivo: 100 W, 341 BTU/h

Dissipazione del calore 1705 BTU/ora

Tensione di input 100–240 CA

Porte (16) porte QSFP28 100G e
(2) porte SFP+ 10

(16) porte QSFP28 100G e
(2) porte SFP+ 10

(18) porte SFP28 25G e (4)
porte QSFP28 100G e (2)
porte SFP+ 10

(18) porte SFP28 25G e (4)
porte QSFP28 100G e (2)
porte SFP+ 10

(18) porte SFP28 25G e (4)
porte QSFP28 100G e (2)
porte SFP+ 10

Capacità di switching 4 Tbps 4 Tbps 2,16 Tb/s 2,16 Tb/s 2,16 Tb/s

Funzionalità di impilatura Questi switch soddisfano le esigenze del core di ultima generazione e del livello di aggregazione, nonché i requisiti emergenti del data center in Top of
Rack (ToR) ed End of Row (EoR).

Throughput 2000 Mpps 2000 Mpps 1000 Mpps 1000 Mpps 1000 Mpps

Memoria e processore CPU: Processore AMD® x86 a 8 core
Memoria: 32 GB, SSD 120 GB
Buffer di pacchetti: 32 MB

Nome alimentatore Fisso

Temperatura di esercizio Da 0 °C a 45 °C (32F-113F)* (F2B); Da 0 °C a 40 °C (32F-104F)* (B2F) sul livello del mare. Riduzione di 1 °C per ogni 300 m fino a 3,0 km (1.000 piedi fino
a 10.000 piedi)

Funzionalità di gestione CLI standard di settore con struttura gerarchica; SNMP v2c/v3; sFlow (RFC 3176); Monitoraggio remoto (RMON); Precision Time Protocol (PTP Class C
(G.8275.1/.2)

Garanzia Garanzia a vita limitata. Consulta la durata della garanzia.

Ventole 4 ventole fisse (N+1)
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HPE Aruba Networking CX
8325H 18p SFP28 25G 4p
QSFP28 100G Front-to-
Back 4xFan 2xPSU TAA
Switch (S2T42A)

HPE Aruba Networking CX
8325P 32p QSFP28
40G/100G Back-to-Front
6xFan 2xAC PSU Bundle
(S4A52A)

HPE Aruba Networking CX
8325P 32p QSFP28
40G/100G Back-to-Front
6xFan 2xAC PSU TAA
Bundle (S0G10A)

HPE Aruba Networking CX
8325P 32p QSFP28
40G/100G Back-to-Front
6xFan 2xDC PSU Bundle
(S4A50A)

HPE Aruba Networking CX
8325P 32p QSFP28
40G/100G Back-to-Front
6xFan 2xDC PSU TAA
Bundle (S0G08A)

Consumo energetico Massimo: 500 W, 1705
BTU/ora
Inattivo: 100 W, 341 BTU/h

Massimo: 618 W, 2110
BTU/h
Inattivo: 143 W, 489 BTU/h

Massimo: 520 W, 1777
BTU/h
Inattivo: 198 W, 674 BTU/h

Massimo: 558 W, 1907
BTU/h
Inattivo: 135 W, 462
BTU/ora

Massimo: 558 W, 1907
BTU/h
Inattivo: 135 W, 462
BTU/ora

Dissipazione del calore 1705 BTU/ora 2110 BTU/h 1777 BTU/h 1907 BTU/h 1907 BTU/h

Tensione di input 100–240 CA 100–240 CA 100–240 CA da -36 a -72 V CC da -36 a -72 V CC

Porte (18) porte SFP28 25G e (4)
porte QSFP28 100G e (2)
porte SFP+ 10

(32) porte QSFP28 100G (32) porte QSFP28 100G (32) porte QSFP28 100G (32) porte QSFP28 100G

Capacità di switching 2,16 Tb/s 6,4 Tbps 6,4 Tbps 6,4 Tbps 6,4 Tbps

Funzionalità di impilatura Questi switch soddisfano le esigenze del core di ultima generazione e del livello di aggregazione, nonché i requisiti emergenti del data center in Top of
Rack (ToR) ed End of Row (EoR).

Throughput 1000 Mpps 2000 Mpps 2.000 Mpps 2000 Mpps 2000 Mpps

Memoria e processore CPU: Processore AMD® x86
a 8 core
Memoria: 32 GB, SSD 120
GB
Buffer di pacchetti: 32 MB

CPU: 2,2 GHz
Memoria: 16 GB di RAM per
unità e flash, SSD da 64 GB,
flash da 8 GB
Buffer pacchetti: 32 MB

CPU: 2,2 GHz
Memoria: 16 GB di RAM per
unità e flash, SSD da 64 GB,
flash da 8 GB
Buffer pacchetti: 32 MB

CPU: 2,2 GHz
Memoria: 16 GB di RAM per
unità e flash, SSD da 64 GB,
flash da 8 GB
Buffer pacchetti: 32 MB

CPU: 2,2 GHz
Memoria: 16 GB di RAM per
unità e flash, SSD da 64 GB,
flash da 8 GB
Buffer pacchetti: 32 MB

Nome alimentatore
Fisso

Include 2 alimentatori retro
a front (S0G30A) senza slot
aggiuntivi per alimentatori
aperti (Include 2 cavi DC)

Include 2 alimentatori retro
a front (S0G28A) senza slot
aggiuntivi per alimentatori
liberi

Include 2 alimentatori retro
a front (S0G30A) senza slot
aggiuntivi per alimentatori
aperti (Include 2 cavi DC)

Include 2 alimentatori retro
a front (S0G30A) senza slot
aggiuntivi per alimentatori
aperti (Include 2 cavi DC)

Temperatura di esercizio Da 0 °C a 45 °C (32F-113F)*
(F2B); Da 0 °C a 40 °C (32F-
104F)* (B2F) sul livello del
mare. Riduzione di 1 °C per
ogni 300 m fino a 3,0 km
(1.000 piedi fino a 10.000
piedi)

Da 0 °C a 40 °C (da 32 °F a
104 °F) fino a 3,0 km
(10.000 piedi)

Da 0 °C a 40 °C (da 32 °F a
104 °F) fino a 3,0 km
(10.000 piedi)

Da 0 °C a 40 °C (da 32 °F a
104 °F) fino a 3,0 km
(10.000 piedi)

Da 0 °C a 40 °C (da 32 °F a
104 °F) fino a 3,0 km
(10.000 piedi)
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HPE Aruba Networking CX
8325H 18p SFP28 25G 4p
QSFP28 100G Front-to-
Back 4xFan 2xPSU TAA
Switch (S2T42A)

HPE Aruba Networking CX
8325P 32p QSFP28
40G/100G Back-to-Front
6xFan 2xAC PSU Bundle
(S4A52A)

HPE Aruba Networking CX
8325P 32p QSFP28
40G/100G Back-to-Front
6xFan 2xAC PSU TAA
Bundle (S0G10A)

HPE Aruba Networking CX
8325P 32p QSFP28
40G/100G Back-to-Front
6xFan 2xDC PSU Bundle
(S4A50A)

HPE Aruba Networking CX
8325P 32p QSFP28
40G/100G Back-to-Front
6xFan 2xDC PSU TAA
Bundle (S0G08A)

Funzionalità di gestione

CLI standard di settore con
struttura gerarchica; SNMP
v2c/v3; sFlow (RFC 3176);
Monitoraggio remoto
(RMON); Precision Time
Protocol (PTP Class C
(G.8275.1/.2)

CLI standard di settore con
struttura gerarchica
SNMP v2c e v3
sFlow (RFC 3176)
Monitoraggio remoto
(RMON)
Precision Time Protocol
(PTP) Classe C (G.8275.1 e
G.8275.2)
API REST
Console seriale RJ45
Porta Ethernet RJ45
Console micro-USB

CLI standard di settore con
struttura gerarchica
SNMP v2c e v3
sFlow (RFC 3176)
Monitoraggio remoto
(RMON)
Precision Time Protocol
(PTP) Classe C (G.8275.1 e
G.8275.2)
API REST
Console seriale RJ45
Porta Ethernet RJ45
Console micro-USB

CLI standard di settore con
struttura gerarchica
SNMP v2c e v3
sFlow (RFC 3176)
Monitoraggio remoto
(RMON)
Precision Time Protocol
(PTP) Classe C (G.8275.1 e
G.8275.2)
API REST
Console seriale RJ45
Porta Ethernet RJ45
Console micro-USB

CLI standard di settore con
struttura gerarchica
SNMP v2c e v3
sFlow (RFC 3176)
Monitoraggio remoto
(RMON)
Precision Time Protocol
(PTP) Classe C (G.8275.1 e
G.8275.2)
API REST
Console seriale RJ45
Porta Ethernet RJ45
Console micro-USB

Garanzia Garanzia a vita limitata. Consulta la durata della garanzia.

Ventole 4 ventole fisse (N+1) Fino a 6 ventole hot-swap
sostituibili sul posto

Fino a 6 ventole hot-swap
sostituibili sul posto

Fino a 6 ventole hot-swap
sostituibili sul posto

Fino a 6 ventole hot-swap
sostituibili sul posto
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HPE Aruba Networking CX
8325P 32p QSFP28
40G/100G Front-to-Back
6xFan 2xAC PSU Bundle
(S4A51A)

HPE Aruba Networking CX
8325P 32p QSFP28
40G/100G Front-to-Back
6xFan 2xAC PSU TAA
Bundle (S0G09A)

HPE Aruba Networking CX
8325P 32p QSFP28
40G/100G Front-to-Back
6xFan 2xDC PSU Bundle
(S4A49A)

HPE Aruba Networking CX
8325P 32p QSFP28
40G/100G Front-to-Back
6xFan 2xDC PSU TAA
Bundle (S0G07A)

HPE Aruba Networking CX
8325P 32p QSFP28
40G/100G Switch
(S4A48A)

Consumo energetico Massimo: 618 W, 2110
BTU/h
Inattivo: 143 W, 489 BTU/h

Massimo: 558 W, 1907
BTU/h
Inattivo: 135 W, 462
BTU/ora

Massimo: 558 W, 1907
BTU/h
Inattivo: 135 W, 462
BTU/ora

Massimo: 558 W, 1907
BTU/h
Inattivo: 135 W, 462
BTU/ora

Massimo: 618 W, 2110
BTU/h
Inattivo: 143 W, 489 BTU/h

Dissipazione del calore 2110 BTU/h 1907 BTU/h 1907 BTU/h 1907 BTU/h 2110 BTU/h

Tensione di input 100–240 CA 100–240 CA da -36 a -72 V CC da -36 a -72 V CC 100–240 CA

Porte (32) porte QSFP28 100G

Capacità di switching 6,4 Tbps

Funzionalità di impilatura Questi switch soddisfano le esigenze del core di ultima generazione e del livello di aggregazione, nonché i requisiti emergenti del data center in Top of
Rack (ToR) ed End of Row (EoR).

Throughput 2000 Mpps

Memoria e processore CPU: 2,2 GHz
Memoria: 16 GB di RAM per unità e flash, SSD da 64 GB, flash da 8 GB
Buffer pacchetti: 32 MB

Nome alimentatore Include 2 alimentatori
frontali a posteriori
(S0G27A) senza slot
aggiuntivi per alimentatori
liberi

Include 2 alimentatori
frontali a posteriori
(S0G27A) senza slot
aggiuntivi per alimentatori
liberi

Include 2 alimentatori
frontali a posteriori
(S0G29A) senza slot
aggiuntivi per alimentatori
liberi (include 2 cavi DC)

Include 2 alimentatori
frontali a posteriori
(S0G29A) senza slot
aggiuntivi per alimentatori
liberi (include 2 cavi DC)

Questo è solo un di riserva
Deve essere usato con 2
unità di potenza (S0G27A,
S0G28A, S0G29A,
S0G30A)

Temperatura di esercizio Da 0 °C a 40 °C (da 32 °F a 104 °F) fino a 3,0 km (10.000 piedi)
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HPE Aruba Networking CX
8325P 32p QSFP28
40G/100G Front-to-Back
6xFan 2xAC PSU Bundle
(S4A51A)

HPE Aruba Networking CX
8325P 32p QSFP28
40G/100G Front-to-Back
6xFan 2xAC PSU TAA
Bundle (S0G09A)

HPE Aruba Networking CX
8325P 32p QSFP28
40G/100G Front-to-Back
6xFan 2xDC PSU Bundle
(S4A49A)

HPE Aruba Networking CX
8325P 32p QSFP28
40G/100G Front-to-Back
6xFan 2xDC PSU TAA
Bundle (S0G07A)

HPE Aruba Networking CX
8325P 32p QSFP28
40G/100G Switch
(S4A48A)

Funzionalità di gestione CLI standard di settore con struttura gerarchica
SNMP v2c e v3
sFlow (RFC 3176)
Monitoraggio remoto (RMON)
Precision Time Protocol (PTP) Classe C (G.8275.1 e G.8275.2)
API REST
Console seriale RJ45
Porta Ethernet RJ45
Console micro-USB

Garanzia Garanzia a vita limitata. Consulta la durata della garanzia.

Ventole Fino a 6 ventole hot-swap sostituibili sul posto
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HPE Aruba Networking CX 8325P 32p QSFP28 40G/100G TAA Switch (S0G12A)

Differenziatore Switch QSFP28 a 32 porte (40/100 GbE).

Consumo energetico Massimo: 618 W, 2110 BTU/h
Inattivo: 143 W, 489 BTU/h

Dissipazione del calore 2110 BTU/h

Tensione di input 100–240 CA

Porte (32) porte QSFP28 100G

Capacità di switching 6,4 Tbps

Funzionalità di impilatura Questi switch soddisfano le esigenze del core di ultima generazione e del livello di aggregazione, nonché i requisiti emergenti del data center in Top of
Rack (ToR) ed End of Row (EoR).

Throughput 2000 Mpps

Memoria e processore CPU: 2,2 GHz
Memoria: 16 GB di RAM per unità e flash, SSD da 64 GB, flash da 8 GB
Buffer pacchetti: 32 MB

Nome alimentatore Questa è solo una riserva.
Deve essere utilizzato con 2 alimentatori (S0G27A, S0G28A, S0G29A, S0G30A)

Temperatura di esercizio Da 0 °C a 40 °C (da 32 °F a 104 °F) fino a 3,0 km (10.000 piedi)

Funzionalità di gestione CLI standard di settore con struttura gerarchica
SNMP v2c e v3
sFlow (RFC 3176)
Monitoraggio remoto (RMON)
Precision Time Protocol (PTP) Classe C (G.8275.1 e G.8275.2)
API REST
Console seriale RJ45
Porta Ethernet RJ45
Console micro-USB

Garanzia Garanzia a vita limitata. Consulta la durata della garanzia.
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HPE Aruba Networking CX 8325P 32p QSFP28 40G/100G TAA Switch (S0G12A)

Ventole Fino a 6 ventole hot-swap sostituibili sul posto
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Opzioni correlate

Per queste serie sono disponibili le seguenti opzioni:

SKU Descrizione

Adattatori

S1H23A HPE Aruba Networking CX Switch Bluetooth Adapter

Cavi/kit cavi

844477-B21 HPE 25Gb SFP28 to SFP28 3m Direct Attach Copper Cable

844480-B21 HPE 25Gb SFP28 to SFP28 5m Direct Attach Copper Cable

845416-B21 HPE 100Gb QSFP28 to 4x25Gb SFP28 3m Direct Attach Copper Cable

845406-B21 HPE 100Gb QSFP28 to QSFP28 3m Direct Attach Copper Cable

845408-B21 HPE 100Gb QSFP28 to QSFP28 5m Direct Attach Copper Cable

R9F58A HPE Aruba Networking RJ45 to DB9 Console Cable

R9J32A HPE Aruba Networking USB-A reversible to USB-C PC-to-Switch 3m Cable

R9J33A HPE Aruba Networking USB-C to USB-C PC-to-Switch 3m Cable

R9G48B HPE Aruba Networking USBA-RJ45 PC-to-Switch PIN6TX-3RX 2.5m Cable

R8Z87A HPE Aruba Networking USBA-RJ45 PIN3TX-6RX 2.5m Cable

JL448A HPE Aruba Networking X2C2 RJ45 to DB9 Console Cable

487655-B21 HPE BladeSystem c-Class 10GbE SFP+ to SFP+ 3m Direct Attach Copper Cable

537963-B21 HPE BladeSystem c-Class 10GbE SFP+ to SFP+ 5m Direct Attach Copper Cable

721064-B21 HPE BladeSystem c-Class 40G QSFP+ to 4x10G SFP+ 3m Direct Attach Copper Splitter Cable

AJ833A HPE LC to LC Multi-mode OM3 2-Fiber 0.5m 1-Pack Fiber Optic Cable

AJ834A HPE LC to LC Multi-mode OM3 2-Fiber 1.0m 1-Pack Fiber Optic Cable

AJ835A HPE LC to LC Multi-mode OM3 2-Fiber 2.0m 1-Pack Fiber Optic Cable

AJ836A HPE LC to LC Multi-mode OM3 2-Fiber 5.0m 1-Pack Fiber Optic Cable

AJ837A HPE LC to LC Multi-mode OM3 2-Fiber 15.0m 1-Pack Fiber Optic Cable

AJ838A HPE LC to LC Multi-mode OM3 2-Fiber 30.0m 1-Pack Fiber Optic Cable

AJ839A HPE LC to LC Multi-mode OM3 2-Fiber 50.0m 1-Pack Fiber Optic Cable

JG081C HPE Networking X240 10G SFP+ SFP+ 5m DAC Cable

JL271A HPE Networking X240 100G QSFP28 1m DAC Cable

JL272A HPE Networking X240 100G QSFP28 3m DAC Cable

JL273A HPE Networking X240 100G QSFP28 5m DAC Cable

QK732A HPE Premier Flex LC/LC Multi-mode OM4 2 Fiber 1m Cable

QK733A HPE Premier Flex LC/LC Multi-mode OM4 2 Fiber 2m Cable
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QK734A HPE Premier Flex LC/LC Multi-mode OM4 2 Fiber 5m Cable

QK735A HPE Premier Flex LC/LC Multi-mode OM4 2 Fiber 15m Cable

QK736A HPE Premier Flex LC/LC Multi-mode OM4 2 Fiber 30m Cable

QK737A HPE Premier Flex LC/LC Multi-mode OM4 2 Fiber 50m Cable

Q1H68A HPE Premier Flex MPO8 to 4xLC Multi-mode OM4 30m Fiber Cable

Q1H69A HPE Premier Flex MPO8 to 4xLC Multi-mode OM4 50m Fiber Cable

R6F28A HPE Premier Flex MPO12/MPO12 APC Single-mode 50m Fiber Cable

R6F29A HPE Premier Flex MPO12/MPO12 APC Single-mode 100m Fiber Cable

R6F30A HPE Premier Flex MPO12/MPO12 APC Single-mode 300m Fiber Cable

R6F31A HPE Premier Flex MPO12/MPO12 APC Single-mode 500m Fiber Cable

Q1H63A HPE Premier Flex MPO12/MPO12 Multi-mode OM4 1m Fiber Cable

Q1H64A HPE Premier Flex MPO12/MPO12 Multi-mode OM4 2m Fiber Cable

Q1H65A HPE Premier Flex MPO12/MPO12 Multi-mode OM4 5m Fiber Cable

QK729A HPE Premier Flex MPO12/MPO12 Multi-mode OM4 10m Fiber Cable

Q1H66A HPE Premier Flex MPO12/MPO12 Multi-mode OM4 15m Fiber Cable

Q1H67A HPE Premier Flex MPO12/MPO12 Multi-mode OM4 30m Fiber Cable

QK731A HPE Premier Flex MPO12/MPO12 Multi-mode OM4 50m Fiber Cable

H6Z30A HPE Premier Flex MPO12/MPO12 Multi-mode OM4 100m Fiber Cable

Cloud privato e ibrido

R6V08AAE HPE Aruba Networking Central On-Premises Switch Class5 Advanced 1-year Subscription E-STU

R6V09AAE HPE Aruba Networking Central On-Premises Switch Class5 Advanced 3-year Subscription E-STU

R6V10AAE HPE Aruba Networking Central On-Premises Switch Class5 Advanced 5-year Subscription E-STU

R6V11AAE HPE Aruba Networking Central On-Premises Switch Class5 Advanced 7-year Subscription E-STU

R6V12AAE HPE Aruba Networking Central On-Premises Switch Class5 Advanced 10-year Subscription E-STU

JZ540AAE HPE Aruba Networking Central Switch Class5 Advanced 1-year Subscription E-STU

JZ541AAE HPE Aruba Networking Central Switch Class5 Advanced 3-year Subscription E-STU

JZ542AAE HPE Aruba Networking Central Switch Class5 Advanced 5-year Subscription E-STU

JZ543AAE HPE Aruba Networking Central Switch Class5 Advanced 7-year Subscription E-STU

JZ544AAE HPE Aruba Networking Central Switch Class5 Advanced 10-year Subscription E-STU

R3K03AAE HPE Aruba Networking Central Switch Class5 Foundation 1-year Subscription E-STU

R3K04AAE HPE Aruba Networking Central Switch Class5 Foundation 3-year Subscription E-STU

R3K05AAE HPE Aruba Networking Central Switch Class5 Foundation 5-year Subscription E-STU

R3K06AAE HPE Aruba Networking Central Switch Class5 Foundation 7-year Subscription E-STU

R3K07AAE HPE Aruba Networking Central Switch Class5 Foundation 10-year Subscription E-STU

R6U88AAE HPE Aruba Networking Central on Prem Switch Class-5 Foundation 1 year Subscription E-STU
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R6U89AAE HPE Aruba Networking Central on Prem Switch Class-5 Foundation 3 year Subscription E-STU

R6U90AAE HPE Aruba Networking Central on Prem Switch Class-5 Foundation 5 year Subscription E-STU

R6U91AAE HPE Aruba Networking Central on Prem Switch Class-5 Foundation 7 year Subscription E-STU

R6U92AAE HPE Aruba Networking Central on Prem Switch Class-5 Foundation 10 year Subscription E-STU

Converters

845970-B21 HPE QSFP28 to SFP28 Adapter

Kit di montaggio

R9F59A HPE Aruba Networking 4-post Rack Kit

J9583B HPE Aruba Networking X414 1U Universal 4-post Rack Mount Kit

JL482C HPE Aruba Networking X472 2-post Rack Kit

JL483C HPE Aruba Networking X474 4-post Rack Kit

Opzioni di gestione dell'alimentazione

JL633A HPE Aruba Networking 8325 650W 100-240VAC Back-to-Front Power Supply

JL632A HPE Aruba Networking 8325 650W 100-240VAC Front-to-Back Power Supply

R9F72A HPE Aruba Networking 8325 650W 100-240VAC Port-to-Power Airflow Power Supply Unit

R9F73A HPE Aruba Networking 8325 650W 100-240VAC Power-to-Port Airflow Power Supply Unit

JL862A HPE Aruba Networking 8325 850W 48VDC Back-to-Front Power Supply

JL861A HPE Aruba Networking 8325 850W 48VDC Front-to-Back Power Supply

S1D13A HPE Aruba Networking 8325 850W 48VDC Port-to-Power Airflow Power Supply Unit

S1D14A HPE Aruba Networking 8325 850W 48VDC Power-to-Port Airflow Power Supply Unit

S0G30A HPE Aruba Networking X3B1 48VDC 850W Back-to-Front Power Supply Unit

S0G29A HPE Aruba Networking X3B1 48VDC 850W Front-to-Back Power Supply Unit

S0G28A HPE Aruba Networking X3B1 650W 100-240VAC Back-to-Front Power Supply

S0G27A HPE Aruba Networking X3B1 650W 100-240VAC Front-to-Back Power Supply

Ricetrasmettirori

Q2P65A HPE 10Gb SFP+ Short Wave 1-pack Pull Tab Optical Transceiver

Q6M30A HPE 10GbE SFP+ SR Multi-mode 300m Transceiver

R0R42A HPE 25Gb SFP28 SR 30m Transceiver

845398-B21 HPE 25Gb SFP28 SR 100m Transceiver

Q2P64B HPE 25Gb SFP28 Short Wave Extended Temperature 1-pack Pull Tab Optical Transceiver

Q9S68A HPE 25GbE SFP28 to SFP28 5m Smart Active Optical Cable

Q9S70A HPE 25GbE SFP28 to SFP28 15m Smart Active Optical Cable

Q9S66A HPE 40GbE QSFP+ to 4x10GbE SFP+ 5m Active Optical Cable

845966-B21 HPE 100Gb QSFP28 MPO SR4 100m Transceiver
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Q2F19A HPE 100GbE QSFP28 SR4 100m Transceiver

Q9S71A HPE 100GbE QSFP28 to QSFP28 5m Active Optical Cable

R7D09A HPE Alletra 6000 2x10Gb SFP+ SR Transceiver

R7D16A HPE Alletra 6000 2x10Gb SFP+ to SFP+ 3m Direct Attach Copper Cable

R7D11A HPE Alletra 6000 2x25Gb SFP28 SR 100m Transceiver

R7D17A HPE Alletra 6000 2x25Gb SFP28 to SFP28 3m Direct Attach Copper Cable

R7D12A HPE Alletra 6000 2x100Gb QSFP28 MPO SR4 100m Transceiver

R7D18A HPE Alletra 6000 2x100Gb QSFP28 to QSFP28 3m Direct Attach Copper Cable

J4860D HPE Aruba Networking 1G SFP LC LH 70km SMF Transceiver

JL746A HPE Aruba Networking 1G SFP LC LX 10km SMF TAA Transceiver

R9Q44A HPE Aruba Networking 1G SFP LC LX 10km SMF TAA Transceiver

J4859D HPE Aruba Networking 1G SFP LC LX 10km SMF Transceiver

JL745A HPE Aruba Networking 1G SFP LC SX 500m MMF TAA Transceiver

R9Q43A HPE Aruba Networking 1G SFP LC SX 500m MMF TAA Transceiver

J4858D HPE Aruba Networking 1G SFP LC SX 500m OM2 MMF Transceiver

R9F86A HPE Aruba Networking 1G SFP LC SX 500m OM2 MMF Transceiver

R9Q45A HPE Aruba Networking 1G SFP RJ45 T 100m Cat5e TAA Transceiver

R9F87A HPE Aruba Networking 1G SFP RJ45 T 100m Cat5e Transceiver

S2P32A HPE Aruba Networking 10G ER SFP+ LC 40km SMF C-Class Transceiver

S2P31A HPE Aruba Networking 10G LR SFP+ LC 10km SMF C-Class Transceiver

J9153D HPE Aruba Networking 10G SFP+ LC ER 40km SMF Transceiver

JL749A HPE Aruba Networking 10G SFP+ LC LR 10km SMF TAA Transceiver

R9Q47A HPE Aruba Networking 10G SFP+ LC LR 10km SMF TAA Transceiver

J9151E HPE Aruba Networking 10G SFP+ LC LR 10km SMF Transceiver

J9152D HPE Aruba Networking 10G SFP+ LC LRM 220m OM2 MMF Transceiver

JL748A HPE Aruba Networking 10G SFP+ LC SR 300m MMF TAA Transceiver

R9Q46A HPE Aruba Networking 10G SFP+ LC SR 300m MMF TAA Transceiver

R9F82A HPE Aruba Networking 10G SFP+ LC SR 300m OM3 MMF Transceiver

J9150D HPE Aruba Networking 10G SFP+ LC SR 300m OM3 MMF Transceiver

J9281D HPE Aruba Networking 10G SFP+ to SFP+ 1m Direct Attach Copper Cable

R9F83A HPE Aruba Networking 10G SFP+ to SFP+ 1m Direct Attach Copper Cable

R9F84A HPE Aruba Networking 10G SFP+ to SFP+ 3m Direct Attach Copper Cable

J9283D HPE Aruba Networking 10G SFP+ to SFP+ 3m Direct Attach Copper Cable

J9285D HPE Aruba Networking 10G SFP+ to SFP+ 7m Direct Attach Copper Cable

S2P30A HPE Aruba Networking 10G SR SFP+ LC 400m OM4 MMF C-Class Transceiver

JL563C HPE Aruba Networking 10GBASE-T SFP+ RJ45 30m Cat6A Transceiver
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R9F85A HPE Aruba Networking 10GBASE-T SFP+ RJ45 30m Cat6A Transceiver

S1C96A HPE Aruba Networking 25G BiDi 10km-Downstream 1330/1270 Transceiver

S1C98A HPE Aruba Networking 25G BiDi 10km-Upstream 1270/1330 Transceiver

S0V69A HPE Aruba Networking 25G ER LC 40km SMF Transceiver

S2P34A HPE Aruba Networking 25G LR SFP28 LC 10km SMF C-Class Transceiver

JL486A HPE Aruba Networking 25G SFP28 LC LR 10km SMF Transceiver

R9F89A HPE Aruba Networking 25G SFP28 LC SR 100m MMF Transceiver

JL484A HPE Aruba Networking 25G SFP28 LC SR 100m MMF Transceiver

JL485A HPE Aruba Networking 25G SFP28 LC eSR 400m MMF Transceiver

R9F90A HPE Aruba Networking 25G SFP28 LC eSR 400m MMF Transceiver

JL487A HPE Aruba Networking 25G SFP28 to SFP28 0.65m Direct Attach Cable

R9F91A HPE Aruba Networking 25G SFP28 to SFP28 0.65m Direct Attach Copper Cable

R9F94A HPE Aruba Networking 25G SFP28 to SFP28 3m Active Optical Cable

R0M44A HPE Aruba Networking 25G SFP28 to SFP28 3m Active Optical Cable

JL488A HPE Aruba Networking 25G SFP28 to SFP28 3m Direct Attach Copper Cable

R9F92A HPE Aruba Networking 25G SFP28 to SFP28 3m Direct Attach Copper Cable

JL489A HPE Aruba Networking 25G SFP28 to SFP28 5m Direct Attach Copper Cable

R9F93A HPE Aruba Networking 25G SFP28 to SFP28 5m Direct Attach Copper Cable

R0M45A HPE Aruba Networking 25G SFP28 to SFP28 7m Active Optical Cable

R9F95A HPE Aruba Networking 25G SFP28 to SFP28 7m Active Optical Cable

R0Z21A HPE Aruba Networking 25G SFP28 to SFP28 15m Active Optical Cable

R9F96A HPE Aruba Networking 25G SFP28 to SFP28 15m Active Optical Cable

S2P33A HPE Aruba Networking 25G SR SFP28 LC 100m MMF C-Class Transceiver

R9G02A HPE Aruba Networking 40G QSFP+ LC Bidirectional 150m MMF 2-strand Transceiver

JL308A HPE Aruba Networking 40G QSFP+ LC Bidirectional 150m MMF 2-strand Transceiver

Q9G82A HPE Aruba Networking 40G QSFP+ LC ER4 40km SMF Transceiver

R9F97A HPE Aruba Networking 40G QSFP+ MPO SR4 Transceiver

R9F98A HPE Aruba Networking 40G QSFP+ MPO eSR4 300M Transceiver

R9F99A HPE Aruba Networking 40G QSFP+ to QSFP+ 1m Direct Attach Copper Cable

R9G00A HPE Aruba Networking 40G QSFP+ to QSFP+ 3m Direct Attach Copper Cable

R9G01A HPE Aruba Networking 40G QSFP+ to QSFP+ 5m Direct Attach Copper Cable

R0Z22A HPE Aruba Networking 40G QSFP+ to QSFP+ 7m Active Optical Cable

R9G03A HPE Aruba Networking 40G QSFP+ to QSFP+ 7m Active Optical Cable

R0Z23A HPE Aruba Networking 40G QSFP+ to QSFP+ 15m Active Optical Cable

R9G04A HPE Aruba Networking 40G QSFP+ to QSFP+ 15m Active Optical Cable

R0Z24A HPE Aruba Networking 40G QSFP+ to QSFP+ 30m Active Optical Cable
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R9G05A HPE Aruba Networking 40G QSFP+ to QSFP+ 30m Active Optical Cable

S3N88A HPE Aruba Networking 100G DR QSFP28 LC 500m SMF Transceiver

S3N89A HPE Aruba Networking 100G LR QSFP28 LC 10km SMF Transceiver

R0Z30A HPE Aruba Networking 100G QSFP28 LC CWDM4 2km SMF Transceiver

JL743A HPE Aruba Networking 100G QSFP28 LC ER4L 40km SMF Transceiver

R9B63A HPE Aruba Networking 100G QSFP28 LC FR1 SMF 2km Transceiver

JL310A HPE Aruba Networking 100G QSFP28 LC LR4 10km SMF 2-strand Transceiver

JL309A HPE Aruba Networking 100G QSFP28 MPO SR4 100m 12-fiber MPO OM3 MMF Transceiver

R9F75A HPE Aruba Networking 100G QSFP28 MPO SR4 MMF Transceiver

R0Z25A HPE Aruba Networking 100G QSFP28 to QSFP28 1m Direct Attach Copper Cable

R9F77A HPE Aruba Networking 100G QSFP28 to QSFP28 1m Direct Attach Copper Cable

R9F76A HPE Aruba Networking 100G QSFP28 to QSFP28 2m Active Optical Cable

JL856A HPE Aruba Networking 100G QSFP28 to QSFP28 2m Active Optical Cable

JL307A HPE Aruba Networking 100G QSFP28 to QSFP28 3m Direct Attach Copper Cable

R0Z26A HPE Aruba Networking 100G QSFP28 to QSFP28 5m Direct Attach Copper Cable

R9F78A HPE Aruba Networking 100G QSFP28 to QSFP28 5m Direct Attach Copper Cable

R9F79A HPE Aruba Networking 100G QSFP28 to QSFP28 7m Active Optical Cable

R0Z27A HPE Aruba Networking 100G QSFP28 to QSFP28 7m Active Optical Cable

R9F80A HPE Aruba Networking 100G QSFP28 to QSFP28 15m Active Optical Cable

R0Z28A HPE Aruba Networking 100G QSFP28 to QSFP28 15m Active Optical Cable

R9F81A HPE Aruba Networking 100G QSFP28 to QSFP28 30m Active Optical Cable

R0Z29A HPE Aruba Networking 100G QSFP28 to QSFP28 30m Active Optical Cable

R9F74A HPE Aruba Networking 100G QSFP28-QSFP28 3m Direct Attach Copper Cable

S1C93A HPE Aruba Networking 100G SR2 MPO QSFP28 100m MMF Transceiver

R9B60A HPE Aruba Networking 200G DD-2xQSFP28 100G 3m Active Optic Cable

R9B58A HPE Aruba Networking 200G DD-2xQSFP28 100G 7m Active Optic Cable

R9B62A HPE Aruba Networking 200G DD-2xQSFP28 100G 15m Active Optic Cable

R9B61A HPE Aruba Networking 200G DD-2xQSFP28 100G 30m Active Optic Cable

R9B59A HPE Aruba Networking 200G DD-2xQSFP28 100G 50m Active Optic Cable

453154-B21 HPE BladeSystem CClass Virtual Connect 1G SFP RJ45 Transceiver

455883-B21 HPE BladeSystem c-Class 10Gb SFP+ SR Transceiver

720211-B21 HPE BladeSystem c-Class 40G QSFP+ to QSFP+ 15m Active Optical Cable

JG330A HPE Networking Comware X240 40G QSFP+ to 4x10G SFP+ 3m Direct Attach Copper Splitter Cable

JG331A HPE Networking Comware X240 40G QSFP+ to 4x10G SFP+ 5m Direct Attach Copper Splitter Cable

JD089B HPE Networking X120 1G SFP RJ45 T Transceiver

JD092B HPE Networking X130 10G SFP+ LC SR Transceiver
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JH232A HPE Networking X142 40G QSFP+ LC LR4 SM Transceiver

JH231A HPE Networking X142 40G QSFP+ MPO SR4 Transceiver

JH233A HPE Networking X142 40G QSFP+ MPO eSR4 300M Transceiver

JL293A HPE Networking X190 25G SFP28 LC SR 100m MM Transceiver

JL284A HPE Networking X240 QSFP28 4xSFP28 5m Direct Attach Copper Cable

JH234A HPE Networking X242 40G QSFP+ to QSFP+ 1m Direct Attach Copper Cable

JH235A HPE Networking X242 40G QSFP+ to QSFP+ 3m Direct Attach Copper Cable

JH236A HPE Networking X242 40G QSFP+ to QSFP+ 5m Direct Attach Copper Cable

845420-B21 HPE QSFP28 to 4x25Gb SFP28 7m Active Optical Cable

845424-B21 HPE QSFP28 to 4x25Gb SFP28 15m Active Optical Cable

Software di rete

R9G26AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 4 Switch 1y Subscription E-
STU

R7G99AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 4 Switch 1y Subscription E-
STU

R7H00AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 4 Switch 3y Subscription E-
STU

R9G27AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 4 Switch 3y Subscription E-
STU

R7H01AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 4 Switch 5y Subscription E-
STU

R9G28AAE HPE Aruba Networking Fabric Composer Device Management Service Tier 4 Switch 5y Subscription E-
STU

Software HPE Aruba Networking

R9G36AAE HPE Aruba Networking NetEdit Single Node 1-year Subscription E-STU

JL639AAE HPE Aruba Networking NetEdit Single Node 1yr Subscription E-STU

R9G37AAE HPE Aruba Networking NetEdit Single Node 3-year Subscription E-STU

JL640AAE HPE Aruba Networking NetEdit Single Node 3yr Subscription E-STU

Ventole/opzioni ventole

JL631A HPE Aruba Networking 8325-32C Back-to-Front Fan

JL630A HPE Aruba Networking 8325-32C Front-to-Back Fan

R9F70A HPE Aruba Networking 8325-32C Port-to-Power Airflow Fan

R9F71A HPE Aruba Networking 8325-32C Power-to-Port Airflow Fan

JL629A HPE Aruba Networking 8325-48Y8C Back-to-Front Fan

JL628A HPE Aruba Networking 8325-48Y8C Front-to-Back Fan

R9F68A HPE Aruba Networking 8325-48Y8C Port-to-Power Airflow Fan

R9F69A HPE Aruba Networking 8325-48Y8C Power-to-Port Airflow Fan
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Servizi correlati

Per queste serie sono disponibili i seguenti servizi:

SKU Descrizione

Servizi tecnologici

H95K9E HPE Aruba Networking 1Y 24x7 Technical Support 8325-32C 6F2DC SVC

H95W0E HPE Aruba Networking 1Y 24x7 Technical Support 8325-48 6F2DC SVC

H95R6E HPE Aruba Networking 1Y 24x7 Technical Support Volume Tier 2 8325-32C 6F2DC SVC

H96B7E HPE Aruba Networking 1Y 24x7 Technical Support Volume Tier 2 8325-48 6F2DC SVC

H84J7PE HPE Aruba Networking 1Y RNWL Foundational Care CTR 6-Hour 8325-32 BTG Switch SVC

H84K4PE HPE Aruba Networking 1Y RNWL Foundational Care CTR 6-Hour 8325-48 BTG Switch SVC

H85D5PE HPE Aruba Networking 1Y RNWL Foundational Care CTR 6-Hour CDMR 8325-32BTG SwitchSVC

H85E4PE HPE Aruba Networking 1Y RNWL Foundational Care CTR 6-Hour CDMR 8325-48BTGSwitchSVC

H84J8PE HPE Aruba Networking 1Y RNWL Foundational Care NBD Exch 8325-32 BTG SwitchSVC

H84K5PE HPE Aruba Networking 1Y RNWL Foundational Care NBD Exch 8325-48 BTG SwitchSVC

H85D3PE HPE Aruba Networking 1Y RNWL Foundational Care NBD Onsite CDMR 8325-32BTGSwitchSVC

H85E2PE HPE Aruba Networking 1Y RNWL Foundational Care NBD Onsite CDMR 8325-48BTGSwitchSVC

H57W0E HPE Aruba Networking 1Y Software+Technical Support 8325-32 Switch SVC

H41Y3E HPE Aruba Networking 1Y Software+Technical Support 8325-32 Switch SVC

H41Z9E HPE Aruba Networking 1Y Software+Technical Support 8325-48 Switch SVC

H58G4E HPE Aruba Networking 1Y Software+Technical Support 8325-48 Switch SVC

H41Y7E HPE Aruba Networking 1Y Software+Technical Support Vol T2 8325-32 Switch SVC

H57W4E HPE Aruba Networking 1Y Software+Technical Support Vol T2 8325-32 Switch SVC

H58G8E HPE Aruba Networking 1Y Software+Technical Support Vol T2 8325-48 Switch SVC

H42A3E HPE Aruba Networking 1Y Software+Technical Support Vol T2 8325-48 Switch SVC

H95M2E HPE Aruba Networking 3Y 24x7 Technical Support 8325-32C 6F2DC SVC

H95X3E HPE Aruba Networking 3Y 24x7 Technical Support 8325-48 6F2DC SVC

H95S5E HPE Aruba Networking 3Y 24x7 Technical Support Volume Tier 2 8325-32C 6F2DC SVC

H96C6E HPE Aruba Networking 3Y 24x7 Technical Support Volume Tier 2 8325-48 6F2DC SVC

H41Y4E HPE Aruba Networking 3Y Software+Technical Support 8325-32 Switch SVC

H57W1E HPE Aruba Networking 3Y Software+Technical Support 8325-32 Switch SVC

H58G5E HPE Aruba Networking 3Y Software+Technical Support 8325-48 Switch SVC

H42A0E HPE Aruba Networking 3Y Software+Technical Support 8325-48 Switch SVC

H57W7E HPE Aruba Networking 3Y Software+Technical Support Vol T2 8325-32 Switch SVC
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H41Z0E HPE Aruba Networking 3Y Software+Technical Support Vol T2 8325-32 Switch SVC

H58H1E HPE Aruba Networking 3Y Software+Technical Support Vol T2 8325-48 Switch SVC

H42A6E HPE Aruba Networking 3Y Software+Technical Support Vol T2 8325-48 Switch SVC

H95N5E HPE Aruba Networking 4Y 24x7 Technical Support 8325-32C 6F2DC SVC

H95Y6E HPE Aruba Networking 4Y 24x7 Technical Support 8325-48 6F2DC SVC

H95T4E HPE Aruba Networking 4Y 24x7 Technical Support Volume Tier 2 8325-32C 6F2DC SVC

H96D5E HPE Aruba Networking 4Y 24x7 Technical Support Volume Tier 2 8325-48 6F2DC SVC

H57W2E HPE Aruba Networking 4Y Software+Technical Support 8325-32 Switch SVC

H58G6E HPE Aruba Networking 4Y Software+Technical Support 8325-48 Switch SVC

H57X0E HPE Aruba Networking 4Y Software+Technical Support Vol T2 8325-32 Switch SVC

H58H4E HPE Aruba Networking 4Y Software+Technical Support Vol T2 8325-48 Switch SVC

H95P8E HPE Aruba Networking 5Y 24x7 Technical Support 8325-32C 6F2DC SVC

H95Z9E HPE Aruba Networking 5Y 24x7 Technical Support 8325-48 6F2DC SVC

H95U3E HPE Aruba Networking 5Y 24x7 Technical Support Volume Tier 2 8325-32C 6F2DC SVC

H96E4E HPE Aruba Networking 5Y 24x7 Technical Support Volume Tier 2 8325-48 6F2DC SVC

H41Y6E HPE Aruba Networking 5Y Software+Technical Support 8325-32 Switch SVC

H57W3E HPE Aruba Networking 5Y Software+Technical Support 8325-32 Switch SVC

H58G7E HPE Aruba Networking 5Y Software+Technical Support 8325-48 Switch SVC

H42A2E HPE Aruba Networking 5Y Software+Technical Support 8325-48 Switch SVC

H41Z6E HPE Aruba Networking 5Y Software+Technical Support Vol T2 8325-32 Switch SVC

H57X3E HPE Aruba Networking 5Y Software+Technical Support Vol T2 8325-32 Switch SVC

H42B2E HPE Aruba Networking 5Y Software+Technical Support Vol T2 8325-48 Switch SVC

H58H7E HPE Aruba Networking 5Y Software+Technical Support Vol T2 8325-48 Switch SVC

H8XE6E HPE Aruba Networking 6xxx and 8xxx Install Chassis Switch SVC

HC7K5E HPE Aruba Networking Foundational Care 1Y 4HR Exch 8325-32 Switch SVC

H58B4E HPE Aruba Networking Foundational Care 1Y 4HR Exch 8325-32 Switch SVC

H95K3E HPE Aruba Networking Foundational Care 1Y 4HR Exch 8325-32C 6F2DC SVC

H95V4E HPE Aruba Networking Foundational Care 1Y 4HR Exch 8325-48 6F2DC SVC

H58M8E HPE Aruba Networking Foundational Care 1Y 4HR Exch 8325-48 Switch SVC

HC7K6E HPE Aruba Networking Foundational Care 1Y 4HR Exch 8325-48 Switch SVC

H06LYE HPE Aruba Networking Foundational Care 1Y 4HR Exch 8325H Sw SVC

H06PWE HPE Aruba Networking Foundational Care 1Y 4HR Exch 8325H TAA Sw SVC

H99E4E HPE Aruba Networking Foundational Care 1Y 4HR Exch SVC8325P Sw Bdl Service

H99N9E HPE Aruba Networking Foundational Care 1Y 4HR Exch SVC8325P Sw Service

HC7J5E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 8325-32 Switch SVC

H58A9E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 8325-32 Switch SVC
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H95K7E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 8325-32C 6F2DC SVC

H95V8E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 8325-48 6F2DC SVC

HC7J6E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 8325-48 Switch SVC

H58M3E HPE Aruba Networking Foundational Care 1Y 4HR Onsite 8325-48 Switch SVC

H06MCE HPE Aruba Networking Foundational Care 1Y 4HR Onsite 8325H Sw SVC

H06PZE HPE Aruba Networking Foundational Care 1Y 4HR Onsite 8325H TAA Sw SVC

HC7J7E HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 8325-32 Switch SVC

H58B0E HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 8325-32 Switch SVC

HC7J8E HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 8325-48 Switch SVC

H58M4E HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 8325-48 Switch SVC

H06MDE HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 8325H Sw SVC

H06QBE HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR 8325H TAA Sw SVC

H99E9E HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR SVC8325P Sw Bdl Service

H99P4E HPE Aruba Networking Foundational Care 1Y 4HR Onsite CDMR SVC8325P Sw Service

H06ZZE HPE Aruba Networking Foundational Care 1Y 4HR Onsite HW Only 8325H Sw SVC

H07BDE HPE Aruba Networking Foundational Care 1Y 4HR Onsite HW Only 8325H TAA Sw SVC

H99E7E HPE Aruba Networking Foundational Care 1Y 4HR Onsite HW Only SVC8325P Sw Bdl Service

H99P2E HPE Aruba Networking Foundational Care 1Y 4HR Onsite HW Only SVC8325P Sw Service

H58E9E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 8325-32 Switch SVC

HU7L0E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 8325-32 Switch SVC

H95K6E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 8325-32C 6F2DC SVC

H95V7E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 8325-48 6F2DC SVC

HU7J4E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 8325-48 Switch SVC

H58R3E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Hardware Only 8325-48 Switch SVC

H99E8E HPE Aruba Networking Foundational Care 1Y 4HR Onsite SVC8325P Sw Bdl Service

H99P3E HPE Aruba Networking Foundational Care 1Y 4HR Onsite SVC8325P Sw Service

H06RNE HPE Aruba Networking Foundational Care 1Y 4HR Onsite Technical Supp Vol T2 8325H TAA Sw SVC

H99K6E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Technical Supp Vol T2 SVC8325P Sw Bdl SVC

H99U1E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Technical Supp Vol T2 SVC8325P Sw Service

H06MFE HPE Aruba Networking Foundational Care 1Y 4HR Onsite Technical Support 8325H Sw SVC

H06QCE HPE Aruba Networking Foundational Care 1Y 4HR Onsite Technical Support 8325H TAA Sw SVC

H99F0E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Technical Support SVC8325P Sw Bdl Service

H99P5E HPE Aruba Networking Foundational Care 1Y 4HR Onsite Technical Support SVC8325P Sw Service

H06NRE HPE Aruba Networking Foundational Care 1Y 4HR Onsite Technical Support Vol T2 8325H Sw SVC

H95K8E HPE Aruba Networking Foundational Care 1Y 24x7 CDMR 8325-32C 6F2DC SVC

H95V9E HPE Aruba Networking Foundational Care 1Y 24x7 CDMR 8325-48 6F2DC SVC
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HC7J9E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour 8325-32 Switch SVC

H58B1E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour 8325-32 Switch SVC

HC7K0E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour 8325-48 Switch SVC

H58M5E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour 8325-48 Switch SVC

HC7K1E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour CDMR 8325-32 Switch SVC

H58B2E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour CDMR 8325-32 Switch SVC

HC7K2E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour CDMR 8325-48 Switch SVC

H58M6E HPE Aruba Networking Foundational Care 1Y CTR 6-Hour CDMR 8325-48 Switch SVC

H95L0E HPE Aruba Networking Foundational Care 1Y CTR 8325-32C 6F2DC SVC

H95W1E HPE Aruba Networking Foundational Care 1Y CTR 8325-48 6F2DC SVC

H06MGE HPE Aruba Networking Foundational Care 1Y CTR 8325H Sw SVC

H06QDE HPE Aruba Networking Foundational Care 1Y CTR 8325H TAA Sw SVC

H95L1E HPE Aruba Networking Foundational Care 1Y CTR CDMR 8325-32C 6F2DC SVC

H95W2E HPE Aruba Networking Foundational Care 1Y CTR CDMR 8325-48 6F2DC SVC

H06MHE HPE Aruba Networking Foundational Care 1Y CTR CDMR 8325H Sw SVC

H06QFE HPE Aruba Networking Foundational Care 1Y CTR CDMR 8325H TAA Sw SVC

H99F2E HPE Aruba Networking Foundational Care 1Y CTR CDMR SVC8325P Sw Bdl Service

H99P7E HPE Aruba Networking Foundational Care 1Y CTR CDMR SVC8325P Sw Service

H99F1E HPE Aruba Networking Foundational Care 1Y CTR SVC8325P Sw Bdl Service

H99P6E HPE Aruba Networking Foundational Care 1Y CTR SVC8325P Sw Service

H95K4E HPE Aruba Networking Foundational Care 1Y NBD 8325-32C 6F2DC SVC

H95V5E HPE Aruba Networking Foundational Care 1Y NBD 8325-48 6F2DC SVC

H06LZE HPE Aruba Networking Foundational Care 1Y NBD 8325H Sw SVC

H06PXE HPE Aruba Networking Foundational Care 1Y NBD 8325H TAA Sw SVC

H95K5E HPE Aruba Networking Foundational Care 1Y NBD CDMR 8325-32C 6F2DC SVC

H95V6E HPE Aruba Networking Foundational Care 1Y NBD CDMR 8325-48 6F2DC SVC

H06MBE HPE Aruba Networking Foundational Care 1Y NBD CDMR 8325H Sw SVC

H06PYE HPE Aruba Networking Foundational Care 1Y NBD CDMR 8325H TAA Sw SVC

H99E6E HPE Aruba Networking Foundational Care 1Y NBD CDMR SVC8325P Sw Bdl Service

H99P1E HPE Aruba Networking Foundational Care 1Y NBD CDMR SVC8325P Sw Service

HC7K3E HPE Aruba Networking Foundational Care 1Y NBD Exch 8325-32 Switch SVC

H58B3E HPE Aruba Networking Foundational Care 1Y NBD Exch 8325-32 Switch SVC

H95K1E HPE Aruba Networking Foundational Care 1Y NBD Exch 8325-32C 6F2DC SVC

H95V2E HPE Aruba Networking Foundational Care 1Y NBD Exch 8325-48 6F2DC SVC

H58M7E HPE Aruba Networking Foundational Care 1Y NBD Exch 8325-48 Switch SVC

HC7K4E HPE Aruba Networking Foundational Care 1Y NBD Exch 8325-48 Switch SVC
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H06LWE HPE Aruba Networking Foundational Care 1Y NBD Exch 8325H Sw SVC

H06PTE HPE Aruba Networking Foundational Care 1Y NBD Exch 8325H TAA Sw SVC

H06LXE HPE Aruba Networking Foundational Care 1Y NBD Exch HW Only 8325H Sw SVC

H06PVE HPE Aruba Networking Foundational Care 1Y NBD Exch HW Only 8325H TAA Sw SVC

H99E3E HPE Aruba Networking Foundational Care 1Y NBD Exch HW Only SVC8325P Sw Bdl Service

H99N8E HPE Aruba Networking Foundational Care 1Y NBD Exch HW Only SVC8325P Sw Service

H58Z0E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 6300M 48 Switch SVC

H58E8E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 8325-32 Switch SVC

HU7K9E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 8325-32 Switch SVC

H95K2E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 8325-32C 6F2DC SVC

H95V3E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 8325-48 6F2DC SVC

HU7J3E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 8325-48 Switch SVC

H58R2E HPE Aruba Networking Foundational Care 1Y NBD Exch Hardware Only 8325-48 Switch SVC

H99E2E HPE Aruba Networking Foundational Care 1Y NBD Exch SVC8325P Sw Bdl Service

H99N7E HPE Aruba Networking Foundational Care 1Y NBD Exch SVC8325P Sw Service

H58A7E HPE Aruba Networking Foundational Care 1Y NBD Onsite 8325-32 Switch SVC

HC7H9E HPE Aruba Networking Foundational Care 1Y NBD Onsite 8325-32 Switch SVC

HC7J0E HPE Aruba Networking Foundational Care 1Y NBD Onsite 8325-48 Switch SVC

H58M1E HPE Aruba Networking Foundational Care 1Y NBD Onsite 8325-48 Switch SVC

HC7J1E HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 8325-32 Switch SVC

H58A8E HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 8325-32 Switch SVC

HC7J2E HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 8325-48 Switch SVC

H58M2E HPE Aruba Networking Foundational Care 1Y NBD Onsite CDMR 8325-48 Switch SVC

H99E5E HPE Aruba Networking Foundational Care 1Y NBD SVC8325P Sw Bdl Service

H99P0E HPE Aruba Networking Foundational Care 1Y NBD SVC8325P Sw Service

HC7H3E HPE Aruba Networking Foundational Care 3Y 4HR Exch 8325-32 Switch SVC

H58A4E HPE Aruba Networking Foundational Care 3Y 4HR Exch 8325-32 Switch SVC

H95L4E HPE Aruba Networking Foundational Care 3Y 4HR Exch 8325-32C 6F2DC SVC

H95W5E HPE Aruba Networking Foundational Care 3Y 4HR Exch 8325-48 6F2DC SVC

H58L8E HPE Aruba Networking Foundational Care 3Y 4HR Exch 8325-48 Switch SVC

HC7H4E HPE Aruba Networking Foundational Care 3Y 4HR Exch 8325-48 Switch SVC

H06MLE HPE Aruba Networking Foundational Care 3Y 4HR Exch 8325H Sw SVC

H06QJE HPE Aruba Networking Foundational Care 3Y 4HR Exch 8325H TAA Sw SVC

H99F5E HPE Aruba Networking Foundational Care 3Y 4HR Exch SVC8325P Sw Bdl Service

H99Q0E HPE Aruba Networking Foundational Care 3Y 4HR Exch SVC8325P Sw Service

H57Y2E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 8325-32 Switch SVC
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HC7C1E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 8325-32 Switch SVC

H95M0E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 8325-32C 6F2DC SVC

H95X1E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 8325-48 6F2DC SVC

H58J6E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 8325-48 Switch SVC

HC7C2E HPE Aruba Networking Foundational Care 3Y 4HR Onsite 8325-48 Switch SVC

H06MRE HPE Aruba Networking Foundational Care 3Y 4HR Onsite 8325H Sw SVC

H06QNE HPE Aruba Networking Foundational Care 3Y 4HR Onsite 8325H TAA Sw SVC

HC7C7E HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 8325-32 Switch SVC

H57Y5E HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 8325-32 Switch SVC

HC7C8E HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 8325-48 Switch SVC

H58J9E HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 8325-48 Switch SVC

H06MSE HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 8325H Sw SVC

H06QQE HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR 8325H TAA Sw SVC

H99G2E HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR SVC8325P Sw Bdl Service

H99Q7E HPE Aruba Networking Foundational Care 3Y 4HR Onsite CDMR SVC8325P Sw Service

H07BBE HPE Aruba Networking Foundational Care 3Y 4HR Onsite HW Only 8325H Sw SVC

H07BFE HPE Aruba Networking Foundational Care 3Y 4HR Onsite HW Only 8325H TAA Sw SVC

H99G0E HPE Aruba Networking Foundational Care 3Y 4HR Onsite HW Only SVC8325P Sw Bdl Service

H99Q5E HPE Aruba Networking Foundational Care 3Y 4HR Onsite HW Only SVC8325P Sw Service

HU7L3E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 8325-32 Switch SVC

H58F2E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 8325-32 Switch SVC

H95L9E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 8325-32C 6F2DC SVC

H95X0E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 8325-48 6F2DC SVC

H58R6E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 8325-48 Switch SVC

HU7J7E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Hardware Only 8325-48 Switch SVC

H99G1E HPE Aruba Networking Foundational Care 3Y 4HR Onsite SVC8325P Sw Bdl Service

H99Q6E HPE Aruba Networking Foundational Care 3Y 4HR Onsite SVC8325P Sw Service

H06RZE HPE Aruba Networking Foundational Care 3Y 4HR Onsite Technical Supp Vol T2 8325H TAA Sw SVC

H99L5E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Technical Supp Vol T2 SVC8325P Sw Bdl
SVC

H99V0E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Technical Supp Vol T2 SVC8325P Sw Service

H06MTE HPE Aruba Networking Foundational Care 3Y 4HR Onsite Technical Support 8325H Sw SVC

H06QRE HPE Aruba Networking Foundational Care 3Y 4HR Onsite Technical Support 8325H TAA Sw SVC

H99G3E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Technical Support SVC8325P Sw Bdl Service

H99Q8E HPE Aruba Networking Foundational Care 3Y 4HR Onsite Technical Support SVC8325P Sw Service

H06PCE HPE Aruba Networking Foundational Care 3Y 4HR Onsite Technical Support Vol T2 8325H Sw SVC
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H95M1E HPE Aruba Networking Foundational Care 3Y 24x7 CDMR 8325-32C 6F2DC SVC

H95X2E HPE Aruba Networking Foundational Care 3Y 24x7 CDMR 8325-48 6F2DC SVC

HC7D3E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour 8325-32 Switch SVC

H57Y8E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour 8325-32 Switch SVC

HC7D4E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour 8325-48 Switch SVC

H58K2E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour 8325-48 Switch SVC

H57Z1E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour CDMR 8325-32 Switch SVC

HC7D9E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour CDMR 8325-32 Switch SVC

H58K5E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour CDMR 8325-48 Switch SVC

HC7E0E HPE Aruba Networking Foundational Care 3Y CTR 6-Hour CDMR 8325-48 Switch SVC

H95M3E HPE Aruba Networking Foundational Care 3Y CTR 8325-32C 6F2DC SVC

H95X4E HPE Aruba Networking Foundational Care 3Y CTR 8325-48 6F2DC SVC

H06MVE HPE Aruba Networking Foundational Care 3Y CTR 8325H Sw SVC

H06QSE HPE Aruba Networking Foundational Care 3Y CTR 8325H TAA Sw SVC

H95M4E HPE Aruba Networking Foundational Care 3Y CTR CDMR 8325-32C 6F2DC SVC

H95X5E HPE Aruba Networking Foundational Care 3Y CTR CDMR 8325-48 6F2DC SVC

H06MWE HPE Aruba Networking Foundational Care 3Y CTR CDMR 8325H Sw SVC

H06QTE HPE Aruba Networking Foundational Care 3Y CTR CDMR 8325H TAA Sw SVC

H99G5E HPE Aruba Networking Foundational Care 3Y CTR CDMR SVC8325P Sw Bdl Service

H99R0E HPE Aruba Networking Foundational Care 3Y CTR CDMR SVC8325P Sw Service

H99G4E HPE Aruba Networking Foundational Care 3Y CTR SVC8325P Sw Bdl Service

H99Q9E HPE Aruba Networking Foundational Care 3Y CTR SVC8325P Sw Service

H95L5E HPE Aruba Networking Foundational Care 3Y NBD 8325-32C 6F2DC SVC

H95W6E HPE Aruba Networking Foundational Care 3Y NBD 8325-48 6F2DC SVC

H06MME HPE Aruba Networking Foundational Care 3Y NBD 8325H Sw SVC

H06QKE HPE Aruba Networking Foundational Care 3Y NBD 8325H TAA Sw SVC

H95L6E HPE Aruba Networking Foundational Care 3Y NBD CDMR 8325-32C 6F2DC SVC

H95W7E HPE Aruba Networking Foundational Care 3Y NBD CDMR 8325-48 6F2DC SVC

H06MNE HPE Aruba Networking Foundational Care 3Y NBD CDMR 8325H Sw SVC

H06QLE HPE Aruba Networking Foundational Care 3Y NBD CDMR 8325H TAA Sw SVC

H99F7E HPE Aruba Networking Foundational Care 3Y NBD CDMR SVC8325P Sw Bdl Service

H99Q2E HPE Aruba Networking Foundational Care 3Y NBD CDMR SVC8325P Sw Service

H58A0E HPE Aruba Networking Foundational Care 3Y NBD Exch 8325-32 Switch SVC

HC7G5E HPE Aruba Networking Foundational Care 3Y NBD Exch 8325-32 Switch SVC

H95L3E HPE Aruba Networking Foundational Care 3Y NBD Exch 8325-32C 6F2DC SVC

H95W4E HPE Aruba Networking Foundational Care 3Y NBD Exch 8325-48 6F2DC SVC
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HC7G6E HPE Aruba Networking Foundational Care 3Y NBD Exch 8325-48 Switch SVC

H58L4E HPE Aruba Networking Foundational Care 3Y NBD Exch 8325-48 Switch SVC

H06MKE HPE Aruba Networking Foundational Care 3Y NBD Exch 8325H Sw SVC

H06QHE HPE Aruba Networking Foundational Care 3Y NBD Exch 8325H TAA Sw SVC

H06MJE HPE Aruba Networking Foundational Care 3Y NBD Exch HW Only 8325H Sw SVC

H06QGE HPE Aruba Networking Foundational Care 3Y NBD Exch HW Only 8325H TAA Sw SVC

H99F3E HPE Aruba Networking Foundational Care 3Y NBD Exch HW Only SVC8325P Sw Bdl Service

H99P8E HPE Aruba Networking Foundational Care 3Y NBD Exch HW Only SVC8325P Sw Service

HU7L1E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 8325-32 Switch SVC

H58F0E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 8325-32 Switch SVC

H95L2E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 8325-32C 6F2DC SVC

H95W3E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 8325-48 6F2DC SVC

HU7J5E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 8325-48 Switch SVC

H58R4E HPE Aruba Networking Foundational Care 3Y NBD Exch Hardware Only 8325-48 Switch SVC

H99F4E HPE Aruba Networking Foundational Care 3Y NBD Exch SVC8325P Sw Bdl Service

H99P9E HPE Aruba Networking Foundational Care 3Y NBD Exch SVC8325P Sw Service

HC7A9E HPE Aruba Networking Foundational Care 3Y NBD Onsite 8325-32 Switch SVC

H57X6E HPE Aruba Networking Foundational Care 3Y NBD Onsite 8325-32 Switch SVC

HC7B0E HPE Aruba Networking Foundational Care 3Y NBD Onsite 8325-48 Switch SVC

H58J0E HPE Aruba Networking Foundational Care 3Y NBD Onsite 8325-48 Switch SVC

HC7B5E HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 8325-32 Switch SVC

H57X9E HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 8325-32 Switch SVC

HC7B6E HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 8325-48 Switch SVC

H58J3E HPE Aruba Networking Foundational Care 3Y NBD Onsite CDMR 8325-48 Switch SVC

H99F6E HPE Aruba Networking Foundational Care 3Y NBD SVC8325P Sw Bdl Service

H99Q1E HPE Aruba Networking Foundational Care 3Y NBD SVC8325P Sw Service

H58A5E HPE Aruba Networking Foundational Care 4Y 4HR Exch 8325-32 Switch SVC

H95M7E HPE Aruba Networking Foundational Care 4Y 4HR Exch 8325-32C 6F2DC SVC

H95X8E HPE Aruba Networking Foundational Care 4Y 4HR Exch 8325-48 6F2DC SVC

H58L9E HPE Aruba Networking Foundational Care 4Y 4HR Exch 8325-48 Switch SVC

H57Y3E HPE Aruba Networking Foundational Care 4Y 4HR Onsite 8325-32 Switch SVC

H95N3E HPE Aruba Networking Foundational Care 4Y 4HR Onsite 8325-32C 6F2DC SVC

H95Y4E HPE Aruba Networking Foundational Care 4Y 4HR Onsite 8325-48 6F2DC SVC

H58J7E HPE Aruba Networking Foundational Care 4Y 4HR Onsite 8325-48 Switch SVC

H57Y6E HPE Aruba Networking Foundational Care 4Y 4HR Onsite CDMR 8325-32 Switch SVC

H58K0E HPE Aruba Networking Foundational Care 4Y 4HR Onsite CDMR 8325-48 Switch SVC
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H58F5E HPE Aruba Networking Foundational Care 4Y 4HR Onsite Hardware Only 8325-32 Switch SVC

H95N2E HPE Aruba Networking Foundational Care 4Y 4HR Onsite Hardware Only 8325-32C 6F2DC SVC

H95Y3E HPE Aruba Networking Foundational Care 4Y 4HR Onsite Hardware Only 8325-48 6F2DC SVC

H58R9E HPE Aruba Networking Foundational Care 4Y 4HR Onsite Hardware Only 8325-48 Switch SVC

H95N4E HPE Aruba Networking Foundational Care 4Y 24x7 CDMR 8325-32C 6F2DC SVC

H95Y5E HPE Aruba Networking Foundational Care 4Y 24x7 CDMR 8325-48 6F2DC SVC

H57Y9E HPE Aruba Networking Foundational Care 4Y CTR 6-Hour 8325-32 Switch SVC

H58K3E HPE Aruba Networking Foundational Care 4Y CTR 6-Hour 8325-48 Switch SVC

H57Z2E HPE Aruba Networking Foundational Care 4Y CTR 6-Hour CDMR 8325-32 Switch SVC

H58K6E HPE Aruba Networking Foundational Care 4Y CTR 6-Hour CDMR 8325-48 Switch SVC

H95N6E HPE Aruba Networking Foundational Care 4Y CTR 8325-32C 6F2DC SVC

H95Y7E HPE Aruba Networking Foundational Care 4Y CTR 8325-48 6F2DC SVC

H95N7E HPE Aruba Networking Foundational Care 4Y CTR CDMR 8325-32C 6F2DC SVC

H95Y8E HPE Aruba Networking Foundational Care 4Y CTR CDMR 8325-48 6F2DC SVC

H95M8E HPE Aruba Networking Foundational Care 4Y NBD 8325-32C 6F2DC SVC

H95X9E HPE Aruba Networking Foundational Care 4Y NBD 8325-48 6F2DC SVC

H95M9E HPE Aruba Networking Foundational Care 4Y NBD CDMR 8325-32C 6F2DC SVC

H95Y0E HPE Aruba Networking Foundational Care 4Y NBD CDMR 8325-48 6F2DC SVC

H58A1E HPE Aruba Networking Foundational Care 4Y NBD Exch 8325-32 Switch SVC

H95M6E HPE Aruba Networking Foundational Care 4Y NBD Exch 8325-32C 6F2DC SVC

H95X7E HPE Aruba Networking Foundational Care 4Y NBD Exch 8325-48 6F2DC SVC

H58L5E HPE Aruba Networking Foundational Care 4Y NBD Exch 8325-48 Switch SVC

H58F3E HPE Aruba Networking Foundational Care 4Y NBD Exch Hardware Only 8325-32 Switch SVC

H95M5E HPE Aruba Networking Foundational Care 4Y NBD Exch Hardware Only 8325-32C 6F2DC SVC

H95X6E HPE Aruba Networking Foundational Care 4Y NBD Exch Hardware Only 8325-48 6F2DC SVC

H58R7E HPE Aruba Networking Foundational Care 4Y NBD Exch Hardware Only 8325-48 Switch SVC

H59D4E HPE Aruba Networking Foundational Care 4Y NBD Exch Vol T2 6300M 48 Switch SVC

H57X7E HPE Aruba Networking Foundational Care 4Y NBD Onsite 8325-32 Switch SVC

H58J1E HPE Aruba Networking Foundational Care 4Y NBD Onsite 8325-48 Switch SVC

H57Y0E HPE Aruba Networking Foundational Care 4Y NBD Onsite CDMR 8325-32 Switch SVC

H58J4E HPE Aruba Networking Foundational Care 4Y NBD Onsite CDMR 8325-48 Switch SVC

HC7H7E HPE Aruba Networking Foundational Care 5Y 4HR Exch 8325-32 Switch SVC

H58A6E HPE Aruba Networking Foundational Care 5Y 4HR Exch 8325-32 Switch SVC

H95P0E HPE Aruba Networking Foundational Care 5Y 4HR Exch 8325-32C 6F2DC SVC

H95Z1E HPE Aruba Networking Foundational Care 5Y 4HR Exch 8325-48 6F2DC SVC

HC7H8E HPE Aruba Networking Foundational Care 5Y 4HR Exch 8325-48 Switch SVC
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H58M0E HPE Aruba Networking Foundational Care 5Y 4HR Exch 8325-48 Switch SVC

H06MZE HPE Aruba Networking Foundational Care 5Y 4HR Exch 8325H Sw SVC

H06QXE HPE Aruba Networking Foundational Care 5Y 4HR Exch 8325H TAA Sw SVC

H99J1E HPE Aruba Networking Foundational Care 5Y 4HR Exch SVC8325P Sw Bdl Service

H99S6E HPE Aruba Networking Foundational Care 5Y 4HR Exch SVC8325P Sw Service

H60F4E HPE Aruba Networking Foundational Care 5Y 4HR Exch Vol T2 UXIG+Eth+C Sensor SVC

HC7C5E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 8325-32 Switch SVC

H57Y4E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 8325-32 Switch SVC

H95P6E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 8325-32C 6F2DC SVC

H95Z7E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 8325-48 6F2DC SVC

HC7C6E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 8325-48 Switch SVC

H58J8E HPE Aruba Networking Foundational Care 5Y 4HR Onsite 8325-48 Switch SVC

H06NFE HPE Aruba Networking Foundational Care 5Y 4HR Onsite 8325H Sw SVC

H06RCE HPE Aruba Networking Foundational Care 5Y 4HR Onsite 8325H TAA Sw SVC

H57Y7E HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 8325-32 Switch SVC

HC7D1E HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 8325-32 Switch SVC

HC7D2E HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 8325-48 Switch SVC

H58K1E HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 8325-48 Switch SVC

H06NGE HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 8325H Sw SVC

H06RDE HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR 8325H TAA Sw SVC

H99J8E HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR SVC8325P Sw Bdl Service

H99T3E HPE Aruba Networking Foundational Care 5Y 4HR Onsite CDMR SVC8325P Sw Service

H07BCE HPE Aruba Networking Foundational Care 5Y 4HR Onsite HW Only 8325H Sw SVC

H07BGE HPE Aruba Networking Foundational Care 5Y 4HR Onsite HW Only 8325H TAA Sw SVC

H99J6E HPE Aruba Networking Foundational Care 5Y 4HR Onsite HW Only SVC8325P Sw Bdl Service

H99T1E HPE Aruba Networking Foundational Care 5Y 4HR Onsite HW Only SVC8325P Sw Service

HU7L9E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 8325-32 Switch SVC

H58F8E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 8325-32 Switch SVC

H95P5E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 8325-32C 6F2DC SVC

H95Z6E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 8325-48 6F2DC SVC

HU7K3E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 8325-48 Switch SVC

H58S2E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Hardware Only 8325-48 Switch SVC

H99J7E HPE Aruba Networking Foundational Care 5Y 4HR Onsite SVC8325P Sw Bdl Service

H99T2E HPE Aruba Networking Foundational Care 5Y 4HR Onsite SVC8325P Sw Service

H06SLE HPE Aruba Networking Foundational Care 5Y 4HR Onsite Technical Supp Vol T2 8325H TAA Sw SVC
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H99N3E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Technical Supp Vol T2 SVC8325P Sw Bdl
SVC

H99W8E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Technical Supp Vol T2 SVC8325P Sw Service

H06NHE HPE Aruba Networking Foundational Care 5Y 4HR Onsite Technical Support 8325H Sw SVC

H06RFE HPE Aruba Networking Foundational Care 5Y 4HR Onsite Technical Support 8325H TAA Sw SVC

H99J9E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Technical Support SVC8325P Sw Bdl Service

H99T4E HPE Aruba Networking Foundational Care 5Y 4HR Onsite Technical Support SVC8325P Sw Service

H06PNE HPE Aruba Networking Foundational Care 5Y 4HR Onsite Technical Support Vol T2 8325H Sw SVC

H95P7E HPE Aruba Networking Foundational Care 5Y 24x7 CDMR 8325-32C 6F2DC SVC

H95Z8E HPE Aruba Networking Foundational Care 5Y 24x7 CDMR 8325-48 6F2DC SVC

HC7D7E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour 8325-32 Switch SVC

H57Z0E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour 8325-32 Switch SVC

H58K4E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour 8325-48 Switch SVC

HC7D8E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour 8325-48 Switch SVC

HC7E3E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour CDMR 8325-32 Switch SVC

H57Z3E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour CDMR 8325-32 Switch SVC

HC7E4E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour CDMR 8325-48 Switch SVC

H58K7E HPE Aruba Networking Foundational Care 5Y CTR 6-Hour CDMR 8325-48 Switch SVC

H95P9E HPE Aruba Networking Foundational Care 5Y CTR 8325-32C 6F2DC SVC

H96A0E HPE Aruba Networking Foundational Care 5Y CTR 8325-48 6F2DC SVC

H06NJE HPE Aruba Networking Foundational Care 5Y CTR 8325H Sw SVC

H06RGE HPE Aruba Networking Foundational Care 5Y CTR 8325H TAA Sw SVC

H95Q0E HPE Aruba Networking Foundational Care 5Y CTR CDMR 8325-32C 6F2DC SVC

H96A1E HPE Aruba Networking Foundational Care 5Y CTR CDMR 8325-48 6F2DC SVC

H06NKE HPE Aruba Networking Foundational Care 5Y CTR CDMR 8325H Sw SVC

H06RHE HPE Aruba Networking Foundational Care 5Y CTR CDMR 8325H TAA Sw SVC

H99K1E HPE Aruba Networking Foundational Care 5Y CTR CDMR SVC8325P Sw Bdl Service

H99T6E HPE Aruba Networking Foundational Care 5Y CTR CDMR SVC8325P Sw Service

H99K0E HPE Aruba Networking Foundational Care 5Y CTR SVC8325P Sw Bdl Service

H99T5E HPE Aruba Networking Foundational Care 5Y CTR SVC8325P Sw Service

H95P1E HPE Aruba Networking Foundational Care 5Y NBD 8325-32C 6F2DC SVC

H95Z2E HPE Aruba Networking Foundational Care 5Y NBD 8325-48 6F2DC SVC

H06NBE HPE Aruba Networking Foundational Care 5Y NBD 8325H Sw SVC

H06QYE HPE Aruba Networking Foundational Care 5Y NBD 8325H TAA Sw SVC

H95P2E HPE Aruba Networking Foundational Care 5Y NBD CDMR 8325-32C 6F2DC SVC

H95Z3E HPE Aruba Networking Foundational Care 5Y NBD CDMR 8325-48 6F2DC SVC
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H06NCE HPE Aruba Networking Foundational Care 5Y NBD CDMR 8325H Sw SVC

H06QZE HPE Aruba Networking Foundational Care 5Y NBD CDMR 8325H TAA Sw SVC

H99J3E HPE Aruba Networking Foundational Care 5Y NBD CDMR SVC8325P Sw Bdl Service

H99S8E HPE Aruba Networking Foundational Care 5Y NBD CDMR SVC8325P Sw Service

HC7G9E HPE Aruba Networking Foundational Care 5Y NBD Exch 8325-32 Switch SVC

H58A2E HPE Aruba Networking Foundational Care 5Y NBD Exch 8325-32 Switch SVC

H95N9E HPE Aruba Networking Foundational Care 5Y NBD Exch 8325-32C 6F2DC SVC

H95Z0E HPE Aruba Networking Foundational Care 5Y NBD Exch 8325-48 6F2DC SVC

HC7H0E HPE Aruba Networking Foundational Care 5Y NBD Exch 8325-48 Switch SVC

H58L6E HPE Aruba Networking Foundational Care 5Y NBD Exch 8325-48 Switch SVC

H06MYE HPE Aruba Networking Foundational Care 5Y NBD Exch 8325H Sw SVC

H06QWE HPE Aruba Networking Foundational Care 5Y NBD Exch 8325H TAA Sw SVC

H06MXE HPE Aruba Networking Foundational Care 5Y NBD Exch HW Only 8325H Sw SVC

H06QVE HPE Aruba Networking Foundational Care 5Y NBD Exch HW Only 8325H TAA Sw SVC

H99H9E HPE Aruba Networking Foundational Care 5Y NBD Exch HW Only SVC8325P Sw Bdl Service

H99S4E HPE Aruba Networking Foundational Care 5Y NBD Exch HW Only SVC8325P Sw Service

HU7L7E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 8325-32 Switch SVC

H58F6E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 8325-32 Switch SVC

H95N8E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 8325-32C 6F2DC SVC

H95Y9E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 8325-48 6F2DC SVC

H58S0E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 8325-48 Switch SVC

HU7K1E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only 8325-48 Switch SVC

H60Y4E HPE Aruba Networking Foundational Care 5Y NBD Exch Hardware Only CX 10000-48Y6C SVC

H99J0E HPE Aruba Networking Foundational Care 5Y NBD Exch SVC8325P Sw Bdl Service

H99S5E HPE Aruba Networking Foundational Care 5Y NBD Exch SVC8325P Sw Service

H60B4E HPE Aruba Networking Foundational Care 5Y NBD Exch UXIG+Eth+C Sensor SVC

HC7B3E HPE Aruba Networking Foundational Care 5Y NBD Onsite 8325-32 Switch SVC

H57X8E HPE Aruba Networking Foundational Care 5Y NBD Onsite 8325-32 Switch SVC

H58J2E HPE Aruba Networking Foundational Care 5Y NBD Onsite 8325-48 Switch SVC

HC7B4E HPE Aruba Networking Foundational Care 5Y NBD Onsite 8325-48 Switch SVC

HC7B9E HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 8325-32 Switch SVC

H57Y1E HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 8325-32 Switch SVC

H58J5E HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 8325-48 Switch SVC

HC7C0E HPE Aruba Networking Foundational Care 5Y NBD Onsite CDMR 8325-48 Switch SVC

H99J2E HPE Aruba Networking Foundational Care 5Y NBD SVC8325P Sw Bdl Service

H99S7E HPE Aruba Networking Foundational Care 5Y NBD SVC8325P Sw Service
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UX120E HPE Aruba Networking Networks 5810 5800 Series Switch Installation SVC

H58F9PE HPE Aruba Networking Post WTY Foundational Care 1Y NBD Exch HardwareOnly 8325-32Switch SVC

H58S3PE HPE Aruba Networking Post WTY Foundational Care 1Y NBD Exch HardwareOnly 8325-48Switch SVC

H84K0PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Exch 8325-32 BTG Switch SVC

H95Q2PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Exch 8325-32C 6F2DC SVC

H96A3PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Exch 8325-48 6F2DC SVC

H84K7PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Exch 8325-48 BTG Switch SVC

H84J6PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Onsite 8325-32 BTG Switch SVC

H95Q8PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Onsite 8325-32C 6F2DC SVC

H96A9PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Onsite 8325-48 6F2DC SVC

H84K3PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Onsite 8325-48 BTG Switch SVC

H85D4PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Onsite CDMR 8325-32 BTG Switch SVC

H85E3PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Onsite CDMR 8325-48 BTG Switch SVC

H58G3PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Onsite Hardware Only 8325-32 Switch SVC

H95Q7PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Onsite Hardware Only 8325-32C 6F2DC SVC

H96A8PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Onsite Hardware Only 8325-48 6F2DC SVC

H58S7PE HPE Aruba Networking RNWL Foundational Care 1Y 4HR Onsite Hardware Only 8325-48 Switch SVC

H95Q9PE HPE Aruba Networking RNWL Foundational Care 1Y 24x7 CDMR 8325-32C 6F2DC SVC

H96B0PE HPE Aruba Networking RNWL Foundational Care 1Y 24x7 CDMR 8325-48 6F2DC SVC

H95R0PE HPE Aruba Networking RNWL Foundational Care 1Y CTR 8325-32C 6F2DC SVC

H96B1PE HPE Aruba Networking RNWL Foundational Care 1Y CTR 8325-48 6F2DC SVC

H95R1PE HPE Aruba Networking RNWL Foundational Care 1Y CTR CDMR 8325-32C 6F2DC SVC

H96B2PE HPE Aruba Networking RNWL Foundational Care 1Y CTR CDMR 8325-48 6F2DC SVC

H95Q3PE HPE Aruba Networking RNWL Foundational Care 1Y NBD 8325-32C 6F2DC SVC

H96A4PE HPE Aruba Networking RNWL Foundational Care 1Y NBD 8325-48 6F2DC SVC

H95Q4PE HPE Aruba Networking RNWL Foundational Care 1Y NBD CDMR 8325-32C 6F2DC SVC

H96A5PE HPE Aruba Networking RNWL Foundational Care 1Y NBD CDMR 8325-48 6F2DC SVC

H95Q1PE HPE Aruba Networking RNWL Foundational Care 1Y NBD Exch 8325-32C 6F2DC SVC

H96A2PE HPE Aruba Networking RNWL Foundational Care 1Y NBD Exch 8325-48 6F2DC SVC

H85D2PE HPE Aruba Networking RNWL Foundational Care 1Y NBD Onsite 8325-32 BTG Switch SVC

H84K2PE HPE Aruba Networking RNWL Foundational Care 1Y NBD Onsite 8325-48 BTG Switch SVC

U8JL9E HPE Aruba Networking Switch Startup SVC
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Servizi HPE Aruba Networking

I servizi HPE Aruba Networking semplificano e accelerano il ciclo di vita della tecnologia di rete, favorendo la
scalabilità della tua rete con maggiore prevedibilità e costi più contenuti. Se gestisci la tua rete e hai bisogno di
migliorare l’efficienza dell’IT oppure desideri delegare alcune operazioni, ti offriamo i servizi necessari per
raggiungere i tuoi obiettivi.

Per saperne di più sull’offerta di servizi HPE - Aruba Networking: hpe.com/edge/services

Servizi di supporto

Il nostro portafoglio di servizi di supporto offre gli elementi di supporto fondamentali e le funzioni proattive e
preventive che contribuiscono a migliorare la produttività del tuo team e a ottenere il massimo dalla rete. I clienti
che hanno scelto il nostro supporto usufruiscono di una risoluzione più rapida dei problemi, operazioni
semplificate e prassi più efficienti, oltre alla riduzione dei problemi di rete.

Professional Services

Con un ampio capitale intellettuale e tool appositamente realizzati, il nostro team offre una vasta gamma di
servizi professionali, standard e su misura, per accelerare l’acquisizione del valore dalla tecnologia HPE Aruba
Networking.

I servizi basati su progetti includono: I servizi in abbonamento annuale comprendono:
— Pianificazione, controllo e valutazione
— Verifica e progettazione dell’architettura
— Distribuzione, migrazione e trasferimento

delle conoscenze

— Ottimizzazione della rete
— Operazioni intelligenti
— Gestione della customer experience

I nostri Education Services consentono al tuo team di acquisire rapidamente le conoscenze necessarie.

HPE GreenLake per Networking

La nostra soluzione NaaS fa parte della famiglia di servizi HPE GreenLake e semplifica le operazioni di rete,
accelera la gestione delle apparecchiature e aumenta il valore della tua soluzione HPE Aruba Networking. Se hai
bisogno di una guida esperta e di operazioni basate sull'automazione per il tuo team, esplora il nostro approccio
NaaS tramite HPE GreenLake for Networking.
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Per ulteriori informazioni tecniche, modelli e
opzioni disponibili, fare riferimento al
QuickSpecs

Chatta ora

© Copyright 2026 Hewlett Packard Enterprise Development LP. Le informazioni
contenute in questo documento sono soggette a modifiche senza preavviso. Le
uniche garanzie per i servizi e i prodotti Hewlett Packard Enterprise sono quelle
espressamente indicate nelle dichiarazioni di garanzia che accompagnano tali
prodotti e servizi. Nessuna affermazione contenuta nel presente documento
può essere ritenuta un'estensione di tale garanzia. Hewlett Packard Enterprise
declina ogni responsabilità per eventuali omissioni ed errori tecnici o editoriali
contenuti nel presente documento.

Parti e materiali: HPE fornirà i componenti sostitutivi e i materiali supportati da
HPE necessari alla manutenzione dell’hardware coperto dal servizio.

Le parti e i componenti che raggiungono la durata massima di vita supportata
e/o il limite massimo di utilizzo come indicato nel manuale d'uso, nelle
specifiche rapide del prodotto o nella scheda tecnica del produttore, non
verranno forniti, riparati o sostituiti come parte di questi servizi.

AMD è un marchio di Advanced Micro Devices, Inc. Microsoft è un marchio o
marchio registrato di Microsoft Corporation negli Stati Uniti e/o in altri Paesi.
SAP HANA è un marchio registrato di SAP SE (o un’affiliata di SAP) in Germania e
altri Paesi. VMware vSAN è un marchio registrato di VMware, Inc. e delle sue
società controllate negli Stati Uniti e in altre giurisdizioni. sFlow è un marchio
registrato di InMon Corp. Tutti i marchi di terzi appartengono ai rispettivi titolari.
Tutti i marchi di terzi appartengono ai rispettivi titolari.

È possibile che l'immagine sia diversa dal prodotto.
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