
HPE ProLiant ML110 Gen11

Novità

– Dotato di processori scalabili Intel®
Xeon® di quarta e quinta generazione
che supportano fino a 32 core, a 185
W TDP.

– Maggiore larghezza di banda di
memoria fino a 5600 MT/s[1], migliori
prestazioni e requisiti di
alimentazione più contenuti con
capacità fino a 1,5 TB di memoria
DDR5 con 16 slot DIMM.

– Velocità avanzate di trasferimento
dati dal bus di espansione seriale
PCIe Gen5, con un massimo di 4 slot
PCIe Gen5 x16 standard e uno slot 16
OCP3.

– Include il software di gestione server
HPE Integrated Lights-Out 6 (iLO 6)
che consente di configurare,
monitorare e aggiornare i server HPE
ProLiant Gen11 senza problemi, in
tutta sicurezza e ovunque.

Panoramica
Sei alla ricerca di un server tower a costi contenuti, con affidabilità e
prestazioni di livello enterprise, per soddisfare le esigenze della tua azienda in
costante crescita?

Il server HPE ProLiant ML110 Gen11 è un avanzato server tower a processore
singolo in grado di offrire alti livelli di prestazioni, espansione e sicurezza a
costi contenuti. Supporta il processore scalabile Intel® Xeon® di quarta e
quinta generazione, HPE DDR5 SmartMemory con capacità massima di 1536
GB, 4 slot 16 PCIe Gen5, 1 slot 16 OCP3, otto unità disco LFF (Large Form
Factor) o 16 unità disco SFF (Small Form Factor). Può essere facilmente
convertito per l'impiego in rack con un ingombro di soli 5,5U di spazio. Il
server HPE ProLiant ML110 Gen11 è dotato inoltre di una ventola e di un
alimentatore ridondanti opzionali, per soddisfare i requisiti di failover
automatico. Costituisce pertanto la soluzione ideale per imprese di piccole e
medie dimensioni, sedi distaccate e filiali.

Scheda tecnica



– Supporta l'opzione di avvio RAID1 M.2
NVMe hot-plug protetta a elevata
disponibilità.

– Supporto di NVIDIA® RTX 4000 Ada
Graphics Accelerator e L4 PCIe
Accelerator da 24 GB

Caratteristiche

Un’intuitiva esperienza operativa cloud: semplice, unificata e automatizzata

I server HPE ProLiant ML110 Gen11 sono concepiti per il tuo mondo ibrido. I server HPE ProLiant  Gen11
semplificano le modalità di controllo dell'elaborazione aziendale, dall'edge al cloud, con un'esperienza operativa
cloud.

Trasforma le operazioni aziendali con un approccio che da reattivo diventa proattivo, grazie a un’unica console
che garantisce visibilità e informazioni a livello globale.

Automatizza le attività ottenendo efficienza nell'implementazione, scalabilità immediata, supporto e gestione del
ciclo di vita semplificati e senza problemi, riducendo in modo efficace le attività e le finestre di manutenzione.

Queste esperienze sono progettate e integrate in tutti i server HPE ProLiant Gen11, sia acquistati come server
fisici sia consumati come servizio utilizzando GreenLake Flex Solutions man mano che crescono le tue esigenze
di calcolo e storage.

Semplifica e proteggi la gestione server dall'edge al cloud con HPE Compute Ops Management. HPE Compute
Ops Management offre un'esperienza di gestione dell'elaborazione as-a-service con livelli superiori di semplicità,
agilità e velocità nell’intero ambiente di elaborazione, su scala globale.

Massima sicurezza e affidabilità fin dall’ideazione: senza compromessi, essenziale e protetta

Il server HPE ProLiant ML110 Gen11 utilizza la tecnologia Silicon Root of Trust per associare il firmware di un ASIC
HPE, creando per il processore Intel® un'impronta digitale inalterabile che richiede la corrispondenza esatta per
poter avviare il server. In questo modo è possibile arginare il codice dannoso e proteggere i server integri.

I server HPE ProLiant Gen11 proteggono costantemente i server integri all'edge, con rilevamento rapido dei
server la cui sicurezza è compromessa, anche al punto da non consentirne l’avvio in caso di individuazione e
contenimento di codice dannoso, con certificati IDevID installati per impostazione predefinita.

I server HPE ProLiant Gen11 consentono il ripristino automatizzato in seguito a violazioni della sicurezza, inclusi il
ripristino del firmware convalidato e il ripristino facilitato delle connessioni del sistema operativo, delle
applicazioni e dei dati, fornendo un percorso rapido per riportare il server online e in condizioni di operatività
normali.

Dal silicio al software, dalla fabbrica al cloud e da una generazione all'altra, HPE ProLiant Gen11 viene progettato
con un approccio inentrato sulla sicurezza, orientato alla difesa contro minacce sempre più complesse e con un
impegno senza compromessi per il costante miglioramento della sicurezza, obiettivo connaturato nel nostro
DNA.

Prestazioni personalizzate per i tuoi carichi di lavoro: accelerazione, apertura ed efficienza

Il server HPE ProLiant ML110 Gen11 è una soluzione eccellente per i carichi di lavoro bilanciati di elaborazione e
storage dati (infrastruttura IT, gestione dei dati, VDI, ERP/CRM) che richiedono livelli elevati di prestazioni,
larghezza di banda I/O e di rete.
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Ottieni il massimo dalle prestazioni di elaborazione avanzate. Il server HPE ProLiant ML110 Gen11 è dotato di
processori scalabili Intel® Xeon® di quarta e quinta generazione in grado di supportare fino a 32 core a 185 W
TDP.

Sfrutta le velocità avanzate di trasferimento dati e le velocità di rete più elevate del bus di espansione seriale
PCIe Gen5, con un massimo di 4 slot 16 PCIe Gen5 e 1 slot 16 OCP per migliorare il throughput di I/O e ridurre la
latenza.

Utilizza 16 slot DIMM fino a 1,5 TB di memoria DDR5, maggiore larghezza di banda di memoria e migliori
prestazioni, con requisiti di alimentazione più contenuti.

Servizi leader di settore e facilità di implementazione

Il server HPE ProLiant ML110 Gen11 viene fornito con un set completo di servizi HPE, per garantire affidabilità,
riduzione dei rischi e offrire ai clienti agilità e stabilità.

HPE Services semplifica tutte le fasi del percorso IT. Professionisti specializzati in servizi di consulenza e
trasformazione comprendono le problematiche dei clienti e progettano soluzioni efficaci. I tecnici di Professional
Services offrono l'implementazione rapida delle soluzioni, mentre Operational Services eroga servizi di supporto
continuativo.

I servizi forniti da Operational Services includono: HPE Flexible Capacity, HPE Datacenter Care, HPE
Infrastructure Automation, HPE Campus Care, HPE Proactive Services e copertura multi-vendor.

Le soluzioni di investimento IT HPE contribuiscono alla trasformazione digitale, con i costi contenuti dell’IT
allineati agli obiettivi di business.

Sfrutta il feedback delle operazioni in tempo reale sulle prestazioni del server, oltre a consigli per ottimizzare le
impostazioni del BIOS, adattandole alle esigenze aziendali in evoluzione.
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Specifiche tecniche HPE ProLiant ML110 Gen11

Tipo di processore Intel

Linea di processore Processori scalabili Intel® Xeon® di quarta e quinta generazione

Numero processori 1

Core processore disponibile Da 8 a 32 core, a seconda del processore.

Velocità del processore 3,2 GHz massimo, a seconda del processore.

Cache processore Da L3 22,5 MB a L3 60 MB, a seconda del processore.

Tipo di memoria HPE DDR5 Smart Memory

Memoria, massimo 1536 GB con DDR5 da 96 GB

Slot per memoria 16 slot DIMM

Funzionalità di protezione
della memoria

ECC avanzata Modalità di riserva in linea della memoria Modalità lockstep memoria

Acceleratori Opzionali: Supporta NVIDIA® L4/RTX 4000 Ada Graphics Accelerator for HPE, in attesa di
configurazione

Caratteristiche delle ventole
di sistema

2 ventole standard, nessuna hot-plug, a seconda del modello. 2 ventole aggiuntive
opzionali per ridondanza N+1. Per ulteriori dettagli, consultare le specifiche rapide.

Slot di espansione Da 2 a 4 x 16 PCIe Gen5 e 1 slot OCP3 x 16. Per ulteriori dettagli, consulta le specifiche
rapide.

Formato Tower 4,5U.
Kit di conversione da tower a rack autonomo opzionale (P47394-B21) per convertire l'unità
in un server con montaggio su rack 5,5U.

Controller di rete 2 NIC 1 Gb incorporate

Controller storage Intel® VROC SATA/NVMe incorporato

Unità supportata Da 4 a 8 HDD/SSD SAS/SATA LFF o da 8 a 16 SAS/SATA SFF

Tipo di unità ottica DVD-ROM o DVD-RW opzionali. Opzionale tramite kit di cablaggio ODD. RDX half-height
opzionale, massimo 1. Per ulteriori dettagli, consultare le specifiche rapide.

Tipo di alimentazione Massimo 2 alimentatori Flexible Slot, a seconda del modello.

Gestione dell'infrastruttura Inclusi: HPE iLO Standard con Intelligent Provisioning (incorporato), HPE OneView
Standard (richiede il download) Opzionali: HPE iLO Advanced, HPE OneView Advanced
(richiedono licenze) e HPE Compute Ops Management.

Consulta la Guida per l'utente di iLO 6
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Specifiche tecniche HPE ProLiant ML110 Gen11

Sicurezza fisica Supporto per UEFI Secure Boot e Secure Start. Supporto per Intel® Software Guard
Extensions (SGX).
Silicon Root of Trust immutabile. Supporto TPM (Trusted Platform Module) 2.0. Funzione
di blocco del frontalino, cavo anti intrusione (opzionale), supporto con slot per lucchetto
e slot per lucchetto Kensington.
Per le funzionalità di sicurezza complete, consulta le specifiche rapide.

Garanzia 3/3/3: la garanzia del server include tre anni di copertura per i componenti, tre anni per la
manodopera e tre anni di assistenza in loco. Ulteriori informazioni sulla garanzia limitata e
sul supporto tecnico a livello mondiale sono disponibili all'indirizzo:
https://support.hpe.com/hpesc/public/docDisplay?docId=sd00004309en_us. HPE offre
una gamma di servizi di assistenza e supporto aggiuntivi per il prodotto acquistabili nella
propria regione. Per informazioni sulla disponibilità di upgrade dell'assistenza e sui relativi
costi, visitare il sito Web HPE all'indirizzo https://www.hpe.com/support.

[1] La memoria DDR5 5600 MT/s è limitata al supporto dei processori Intel® di quinta
generazione. La velocità massima di memoria dipende dal tipo di memoria, dalla
configurazione di memoria e dal modello del processore.
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Confronto SKU

HPE ProLiant ML110 Gen11
3508U 2.1GHz 8c 1P
1x32GB-R 8SFF 2x480GB
SSD 2x1000W PS EU
Server (P81774-425)

HPE ProLiant ML110 Gen11
4510 12-core 1P 64GB-R
MR408i-o 8SFF 2x480GB
SSD 2x1000W RPS EU
Server (P71659-425)

HPE ProLiant ML110 Gen11
4510 2.4GHz 12c 1P
2x32GB-R 8SFF NS204i-u
MR408i-o 2x1000W PS
EU Server (P85581-425)

HPE ProLiant ML110 Gen11
4510 2.4GHz 12c 1P 32GB-
R 4LFF 2x4TB HDD
2x1000W PS EU Server
(P77234-425)

HPE ProLiant ML110 Gen11
4514Y 2.0GHz 16c 1P
2x32GB-R 8SFF MR408i-o
2x480GB SSD 2x1000W
PS EU Server (P83112-425)

Descrizione dettagliata del
prodotto

Acquista il programma di
acquisto HPE Smart
Choice: I nostri server più
popolari, completamente
configurati e pronti per la
spedizione - subito!

Server HPE ProLiant ML110
Gen11 con un processore
Intel® Xeon® Bronze 3508U,
memoria dual rank da 32
GB (1x32 GB), Intel VROC
SATA/NVMe integrato,
supporto per otto unità
SFF, due ventole standard,
due SSD HPE 480GB SATA
6G con lettura intensiva
SFF BC Multi Vendor, due
kit di alimentazione HPE
1000W Flex Slot Titanium
Hot Plug, un TPM (Trusted
Platform Module),  un kit di
cavi intrusione HPE
ProLiant Compute ML
Gen11/Gen12 e una
garanzia 3/3/3

Scegli il programma di
acquisto HPE Smart
Choice: i nostri server più
richiesti, completamente
configurati e pronti per la
spedizione, ora! Server HPE
ProLiant ML110 Gen11 con
un processore Intel® Xeon®
Silver 4510, memoria dual
rank da 64 GB (2x32 GB),
un controller di storage
OCP SPDM HPE MR408i-o
Gen11 x8 lane con 4 GB di
cache, supporto per otto
unità SFF, due ventole
standard, due unità SSD
SATA 6G HPE 480 GB Read
Intensive SFF BC
multivendor, due kit
alimentatori hot-plug HPE
Flex Slot Titanium da 1000
W e garanzia 3/3/3

Acquista il programma di
acquisto HPE Smart
Choice: I nostri server più
popolari, completamente
configurati e pronti per la
spedizione - subito!

Server HPE ProLiant ML110
Gen11 con un processore
Intel® Xeon® Silver 4510, 64
GB (2x32 GB) di memoria
Dual Rank, un dispositivo di
archiviazione ottimizzato
per l'avvio a caldo HPE
NS204i-u Gen11, un
controller di archiviazione
HPE MR408i-o Gen11 x8
corsie con cache OCP
SPDM Storage Controller
da 4GB, supporto per otto
dischi SFF, un kit di ventole
ridondante HPE ProLiant
ML110 Gen11, due kit di
alimentazione HPE 1000W
Flex Slot in titanio hot plug,
un TPM (Trusted Platform
Module), un kit di intrusione
HPE ProLiant ML
Gen11/Gen12 e una
garanzia 3/3/3

Scegli il programma di
acquisto HPE Smart
Choice: i nostri server più
richiesti, completamente
configurati e pronti per la
spedizione, ora! Server
tower HPE ProLiant ML110
Gen11 4 LFF con un
processore Intel® Xeon®
Silver 4510, 32 GB di
memoria RDIMM DDR5, due
unità HDD SATA da 4 TB,
due alimentatori hot-plug
HPE Flex Slot Titanium da
1000 W e garanzia 3/3/3

Acquista il programma di
acquisto HPE Smart
Choice: I nostri server più
popolari, completamente
configurati e pronti per la
spedizione - subito!

Server HPE ProLiant ML110
Gen11 con un processore
Intel® Xeon® Silver 4514Y,
64 GB (2x32 GB) memoria
Dual Rank, un HPE MR408i-
o Gen11 x8 corsie con 4GB
cache OCP SPDM Storage
Controller, supporto per
otto unità SFF, due ventole
standard, due SSD HPE
480GB SATA 6G con
lettura intensiva SFF BC
Multi Vendor, due kit di
alimentazione HPE 1000W
Flex Slot Titanium Hot Plug,
un TPM (Trusted Platform
Module), un kit di intrusione
HPE ProLiant ML
Gen11/Gen12 e una
garanzia 3/3/3

Nome del processore Intel® Xeon® Bronze 3508U
(8 core, 2,10 GHz, 22,5 MB
L3, 125 W)

Intel® Xeon® Silver 4510 (12
core, 2,40 GHz, 30 MB L3,
150 W)

Intel® Xeon® Silver 4510 (12
core, 2,40 GHz, 30 MB L3,
150 W)

Intel® Xeon® Silver 4510 (12
core, 2,40 GHz, 30 MB L3,
150 W)

Intel® Xeon® Silver 4514Y
(16 core, 2,00 GHz, 30 MB
L3, 150 W)

Numero processori 1 processore incluso
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HPE ProLiant ML110 Gen11
3508U 2.1GHz 8c 1P
1x32GB-R 8SFF 2x480GB
SSD 2x1000W PS EU
Server (P81774-425)

HPE ProLiant ML110 Gen11
4510 12-core 1P 64GB-R
MR408i-o 8SFF 2x480GB
SSD 2x1000W RPS EU
Server (P71659-425)

HPE ProLiant ML110 Gen11
4510 2.4GHz 12c 1P
2x32GB-R 8SFF NS204i-u
MR408i-o 2x1000W PS
EU Server (P85581-425)

HPE ProLiant ML110 Gen11
4510 2.4GHz 12c 1P 32GB-
R 4LFF 2x4TB HDD
2x1000W PS EU Server
(P77234-425)

HPE ProLiant ML110 Gen11
4514Y 2.0GHz 16c 1P
2x32GB-R 8SFF MR408i-o
2x480GB SSD 2x1000W
PS EU Server (P83112-425)

Core processore disponibile 8 core 12 core 12 core 12 core 16 core

Velocità del processore 2,10 GHz 2,40 GHz 2,40 GHz 2,40 GHz 2,00 GHz

Cache processore 22,5 MB L3 30 MB di L3 30 MB di L3 30 MB di L3 30 MB di L3

Tipo di memoria HPE DDR5 Smart Memory

Memoria inclusa 32 GB (1x32 GB, 5600
MT/s) RDIMM da 64 GB 64 GB (2x32 GB, 5600

MT/s)
32 GB (1x32 GB, 5600
MT/s)

64 GB (2x32 GB, 5600
MT/s)

Acceleratori Opzionali: Supporta NVIDIA® L4/RTX 4000 Ada Graphics Accelerator for HPE, in attesa di configurazione

Caratteristiche delle ventole
di sistema

2 ventole standard

Predefinito con 2 ventole
standard, non hot-plug. Il
kit ventola ridondante
opzionale (P49984-B21)
fornisce raffreddamento
avanzato nelle
configurazioni e
funzionalità di ridondanza
ad alta densità.

4 ventole standard

Predefinito con 2 ventole
standard, non hot-plug. Il
kit ventola ridondante
opzionale (P49984-B21)
fornisce raffreddamento
avanzato nelle
configurazioni e
funzionalità di ridondanza
ad alta densità.

2 ventole standard

Slot di espansione Da 2 a 4 x 16 PCIe Gen5 e 1
slot OCP3 x 16. Per ulteriori
dettagli, consulta le
specifiche rapide.

Predefinito con 2 slot PCIe
5.0 x16 e 1 slot OCP3 x16.

Da 2 a 4 x 16 PCIe Gen5 e 1
slot OCP3 x 16. Per ulteriori
dettagli, consulta le
specifiche rapide.

Da 2 a 4 x 16 PCIe Gen5 e 1
slot OCP3 x 16. Per ulteriori
dettagli, consulta le
specifiche rapide.

Da 2 a 4 x 16 PCIe Gen5 e 1
slot OCP3 x 16. Per ulteriori
dettagli, consulta le
specifiche rapide.

Formato Tower 4,5U.
Kit di conversione da tower a rack autonomo opzionale (P47394-B21) per convertire l'unità in un server con montaggio su rack 5,5U.

Controller di rete Due porte di rete incorporate BCM5720 da 1 GbE
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HPE ProLiant ML110 Gen11
3508U 2.1GHz 8c 1P
1x32GB-R 8SFF 2x480GB
SSD 2x1000W PS EU
Server (P81774-425)

HPE ProLiant ML110 Gen11
4510 12-core 1P 64GB-R
MR408i-o 8SFF 2x480GB
SSD 2x1000W RPS EU
Server (P71659-425)

HPE ProLiant ML110 Gen11
4510 2.4GHz 12c 1P
2x32GB-R 8SFF NS204i-u
MR408i-o 2x1000W PS
EU Server (P85581-425)

HPE ProLiant ML110 Gen11
4510 2.4GHz 12c 1P 32GB-
R 4LFF 2x4TB HDD
2x1000W PS EU Server
(P77234-425)

HPE ProLiant ML110 Gen11
4514Y 2.0GHz 16c 1P
2x32GB-R 8SFF MR408i-o
2x480GB SSD 2x1000W
PS EU Server (P83112-425)

Controller storage

Intel VROC SATA/NVMe
incorporato

Controller di storage SPDM
HPE MR408i-o Gen11 x8
lane con 4 GB di cache
OCP

Dispositivo di storage hot-
plug con avvio ottimizzato
HPE NS204i-u Gen11 NVMe
Controller di storage OCP
SPDM HPE MR408i-o Gen11
x8 lane con 4 GB di cache

Intel VROC SATA/NVMe
incorporato

Controller di storage SPDM
HPE MR408i-o Gen11 x8
lane con 4 GB di cache
OCP

Unità incluse 2 unità SSD HPE 480 GB
SATA 6G SFF BC Read
Intensive multivendor

2 unità SSD SATA da 480
GB

Nessuna fornita di serie, 8
unità SFF supportate 2 HDD SATA da 4 TB

2 unità SSD HPE 480 GB
SATA 6G SFF BC Read
Intensive multivendor

Tipo di unità ottica DVD-ROM o DVD-RW
opzionali. Opzionale
tramite kit di cablaggio
ODD. RDX half-height
opzionale, massimo 1. Per
ulteriori dettagli, consultare
le specifiche rapide.

Opzionale. Nessuna fornita
di serie.

DVD-ROM o DVD-RW
opzionali. Opzionale
tramite kit di cablaggio
ODD. RDX half-height
opzionale, massimo 1. Per
ulteriori dettagli, consultare
le specifiche rapide.

Opzionale. Nessuna fornita
di serie.

DVD-ROM o DVD-RW
opzionali. Opzionale
tramite kit di cablaggio
ODD. RDX half-height
opzionale, massimo 1. Per
ulteriori dettagli, consultare
le specifiche rapide.

Tipo di alimentazione 2 kit alimentatore hot plug Flex Slot Titanium da 1000 W HPE

Gestione dell'infrastruttura Inclusi: HPE iLO Standard con Intelligent Provisioning (incorporato), HPE OneView Standard (richiede il download) Opzionali: HPE iLO Advanced, HPE
OneView Advanced (richiedono licenze) e HPE Compute Ops Management.

Consulta la Guida per l'utente di iLO 6
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HPE ProLiant ML110 Gen11
3508U 2.1GHz 8c 1P
1x32GB-R 8SFF 2x480GB
SSD 2x1000W PS EU
Server (P81774-425)

HPE ProLiant ML110 Gen11
4510 12-core 1P 64GB-R
MR408i-o 8SFF 2x480GB
SSD 2x1000W RPS EU
Server (P71659-425)

HPE ProLiant ML110 Gen11
4510 2.4GHz 12c 1P
2x32GB-R 8SFF NS204i-u
MR408i-o 2x1000W PS
EU Server (P85581-425)

HPE ProLiant ML110 Gen11
4510 2.4GHz 12c 1P 32GB-
R 4LFF 2x4TB HDD
2x1000W PS EU Server
(P77234-425)

HPE ProLiant ML110 Gen11
4514Y 2.0GHz 16c 1P
2x32GB-R 8SFF MR408i-o
2x480GB SSD 2x1000W
PS EU Server (P83112-425)

Sicurezza fisica Supporto per UEFI Secure
Boot e Secure Start.
Supporto per Intel®
Software Guard Extensions
(SGX).
Silicon Root of Trust
immutabile. Supporto TPM
(Trusted Platform Module)
2.0. Funzione di blocco del
frontalino, cavo anti
intrusione (opzionale),
supporto con slot per
lucchetto e slot per
lucchetto Kensington.
Per le funzionalità di
sicurezza complete,
consulta le specifiche
rapide.

Supporto per UEFI Secure
Boot e Secure Start.
Supporto per Intel®
Software Guard Extensions
(SGX). Silicon Root of Trust
immutabile. Supporto TPM
(Trusted Platform Module)
2.0. Funzione di blocco del
frontalino, cavo anti-
intrusione (incluso),
supporto con slot per
lucchetto e slot per
lucchetto Kensington.

Supporto per UEFI Secure
Boot e Secure Start.
Supporto per Intel®
Software Guard Extensions
(SGX).
Silicon Root of Trust
immutabile. Supporto TPM
(Trusted Platform Module)
2.0. Funzione di blocco del
frontalino, cavo anti
intrusione (opzionale),
supporto con slot per
lucchetto e slot per
lucchetto Kensington.
Per le funzionalità di
sicurezza complete,
consulta le specifiche
rapide.

Supporto per UEFI Secure
Boot e Secure Start.
Supporto per Intel®
Software Guard Extensions
(SGX).
Silicon Root of Trust
immutabile. Supporto TPM
(Trusted Platform Module)
2.0. Funzione di blocco del
frontalino, cavo anti
intrusione (opzionale),
supporto con slot per
lucchetto e slot per
lucchetto Kensington.
Per le funzionalità di
sicurezza complete,
consulta le specifiche
rapide.

Supporto per UEFI Secure
Boot e Secure Start.
Supporto per Intel®
Software Guard Extensions
(SGX).
Silicon Root of Trust
immutabile. Supporto TPM
(Trusted Platform Module)
2.0. Funzione di blocco del
frontalino, cavo anti
intrusione (opzionale),
supporto con slot per
lucchetto e slot per
lucchetto Kensington.
Per le funzionalità di
sicurezza complete,
consulta le specifiche
rapide.

Garanzia 3/3/3: la garanzia del server include tre anni di copertura per i componenti, tre anni per la manodopera e tre anni di assistenza in loco. Ulteriori
informazioni sulla garanzia limitata e sul supporto tecnico a livello mondiale sono disponibili all'indirizzo:
https://support.hpe.com/hpesc/public/docDisplay?docId=sd00004309en_us. HPE offre una gamma di servizi di assistenza e supporto aggiuntivi per il
prodotto acquistabili nella propria regione. Per informazioni sulla disponibilità di upgrade dell'assistenza e sui relativi costi, visitare il sito Web HPE
all'indirizzo https://www.hpe.com/support.

Peso 12,3 kg 12,3 kg

Dimensioni prodotto
(sistema metrico) 18,3 x 63 x 60 cm 18,3 x 63 x 60 cm
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HPE ProLiant ML110 Gen11 5416S 2.0GHz 16c 1P 2x32GB-R 8SFF
MR408i-o 2x960GB SSD 2x1000W PS EU Server (P84637-425)

HPE ProLiant ML110 Gen11 5515+ 3.2GHz 8c 1P 1x64GB-R 8SFF
MR408i-o 2x1000W PS EU Server (P93224-425)

Descrizione dettagliata del
prodotto

Acquista il programma di acquisto HPE Smart Choice: I nostri server più
popolari, completamente configurati e pronti per la spedizione - subito!

Server HPE ProLiant ML110 Gen11 con un processore Intel® Xeon® Gold
5416S, 64 GB (2x32 GB) memoria Dual Rank, un controller di archiviazione
OCP SPDM x8 corsie HPE MR408i-o Gen11 x8 corsie, supporto per otto
unità SFF, un kit di ventole ridondante HPE ProLiant ML110 Gen11, due SSD
HPE 960GB SATA 6G con lettura intensiva SFF BC Multi Vendor,  due kit di
alimentazione HPE 1000W Flex Slot Titanium Hot Plug, un TPM (Trusted
Platform Module), un kit di cavi intrusione HPE ProLiant Compute ML
Gen11/Gen12 e una garanzia 3/3/3

Scegli il programma di acquisto HPE Smart Choice: i nostri server più
richiesti, completamente configurati e pronti per la spedizione, ora! Server
HPE ProLiant ML110 Gen11 con un processore Intel® Xeon® Gold 5515+,
memoria dual rank da 64 GB (1x64 GB), un controller di storage OCP
SPDM HPE MR408i-o Gen11 x8 lane con 4 GB di cache, supporto per otto
unità SFF, un kit ventola ridondante HPE ProLiant ML110 Gen11, due kit
alimentatori hot-plug HPE Flex Slot Titanium da 1000 W, un chip TPM
(Trusted Platform Module), un kit cavo anti intrusione HPE ProLiant
Compute ML Gen11/Gen12 e garanzia 3/3/3

Nome del processore Intel® Xeon® Gold 5416S (16 core, 2,00 GHz, 30 MB L3, 150 W) Intel® Xeon® Gold 5515+ (8 core, 3,20 GHz, 22,5 MB L3, 165 W)

Numero processori 1 processore incluso

Core processore disponibile 16 core 8 core

Velocità del processore 2,00 GHz 3,20 GHz

Cache processore 30 MB di L3 22,5 MB L3

Tipo di memoria HPE DDR5 Smart Memory

Memoria inclusa 64 GB (2x32 GB, 4800 MT/s) 64 GB (1x64 GB, 5600 MT/s)

Acceleratori Opzionali: Supporta NVIDIA® L4/RTX 4000 Ada Graphics Accelerator for HPE, in attesa di configurazione

Caratteristiche delle ventole
di sistema 4 ventole standard

Slot di espansione Da 2 a 4 x 16 PCIe Gen5 e 1 slot OCP3 x 16. Per ulteriori dettagli, consulta le specifiche rapide.

Formato Tower 4,5U.
Kit di conversione da tower a rack autonomo opzionale (P47394-B21) per convertire l'unità in un server con montaggio su rack 5,5U.

Controller di rete Scheda Broadcom BCM57416 Ethernet 10 Gb 2 porte BASE-T per HPE Due porte di rete incorporate BCM5720 da 1 GbE
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HPE ProLiant ML110 Gen11 5416S 2.0GHz 16c 1P 2x32GB-R 8SFF
MR408i-o 2x960GB SSD 2x1000W PS EU Server (P84637-425)

HPE ProLiant ML110 Gen11 5515+ 3.2GHz 8c 1P 1x64GB-R 8SFF
MR408i-o 2x1000W PS EU Server (P93224-425)

Controller storage Controller di storage SPDM HPE MR408i-o Gen11 x8 lane con 4 GB di cache OCP

Unità incluse 2 unità SSD HPE 960 GB SATA 6G SFF BC Read Intensive multivendor Nessuna fornita di serie, 8 unità SFF supportate

Tipo di unità ottica DVD-ROM o DVD-RW opzionali. Opzionale tramite kit di cablaggio ODD. RDX half-height opzionale, massimo 1. Per ulteriori dettagli, consultare le
specifiche rapide.

Tipo di alimentazione 2 kit alimentatore hot plug Flex Slot Titanium da 1000 W HPE

Gestione dell'infrastruttura Inclusi: HPE iLO Standard con Intelligent Provisioning (incorporato), HPE
OneView Standard (richiede il download) Opzionali: HPE iLO Advanced,
HPE OneView Advanced (richiedono licenze) e HPE Compute Ops
Management.

Consulta la Guida per l'utente di iLO 6

HPE iLO Standard con Intelligent Provisioning (incorporato), HPE OneView
Standard (richiede il download) Opzionali: HPE iLO Advanced, HPE
OneView Advanced (richiedono licenze) e HPE Compute Ops
Management (abbonamento facoltativo disponibile) Consulta la Guida
per l’utente di iLO 6

Sicurezza fisica Supporto per UEFI Secure Boot e Secure Start. Supporto per Intel® Software Guard Extensions (SGX).
Silicon Root of Trust immutabile. Supporto TPM (Trusted Platform Module) 2.0. Funzione di blocco del frontalino, cavo anti intrusione (opzionale),
supporto con slot per lucchetto e slot per lucchetto Kensington.
Per le funzionalità di sicurezza complete, consulta le specifiche rapide.

Garanzia 3/3/3: la garanzia del server include tre anni di copertura per i componenti, tre anni per la manodopera e tre anni di assistenza in loco. Ulteriori
informazioni sulla garanzia limitata e sul supporto tecnico a livello mondiale sono disponibili all'indirizzo:
https://support.hpe.com/hpesc/public/docDisplay?docId=sd00004309en_us. HPE offre una gamma di servizi di assistenza e supporto aggiuntivi per il
prodotto acquistabili nella propria regione. Per informazioni sulla disponibilità di upgrade dell'assistenza e sui relativi costi, visitare il sito Web HPE
all'indirizzo https://www.hpe.com/support.
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Opzioni correlate

Per queste serie sono disponibili le seguenti opzioni:

SKU Descrizione

Acceleratori

P70544-B21 HPE ProLiant ML110 Gen11 8-pin/16-pin Cable Kit for NVIDIA GPU

P66618-B21 HPE ProLiant ML110 Gen11 NVIDIA L4 GPU Support Kit

Adattatori

P51178-B21 Broadcom BCM5719 Ethernet 1Gb 4-port BASE-T Adapter for HPE

P51181-B21 Broadcom BCM5719 Ethernet 1Gb 4-port BASE-T OCP3 Adapter for HPE

P26259-B21 Broadcom BCM57412 Ethernet 10Gb 2-port SFP+ Adapter for HPE

P26256-B21 Broadcom BCM57412 Ethernet 10Gb 2-port SFP+ OCP3 Adapter for HPE

P26262-B21 Broadcom BCM57414 Ethernet 10/25Gb 2-port SFP28 Adapter for HPE

P10115-B21 Broadcom BCM57414 Ethernet 10/25Gb 2-port SFP28 OCP3 Adapter for HPE

P26253-B21 Broadcom BCM57416 Ethernet 10Gb 2-port BASE-T Adapter for HPE

P10097-B21 Broadcom BCM57416 Ethernet 10Gb 2-port BASE-T OCP3 Adapter for HPE

P26269-B21 Broadcom BCM57504 Ethernet 10/25Gb 4-port SFP28 OCP3 Adapter for HPE

Q0L12A HPE SN1600E 32Gb Dual Port Fibre Channel Host Bus Adapter

Q0L11A HPE SN1600E 32Gb Single Port Fibre Channel Host Bus Adapter

R2J62A HPE SN1610E 32Gb 1-port Fibre Channel Host Bus Adapter

R2J63A HPE SN1610E 32Gb 2-port Fibre Channel Host Bus Adapter

R2E08A HPE SN1610Q 32Gb 1-port Fibre Channel Host Bus Adapter

R2E09A HPE SN1610Q 32Gb 2-port Fibre Channel Host Bus Adapter

P21112-B21 Intel E810-CQDA2 Ethernet 100Gb 2-port QSFP28 Adapter for HPE

P22767-B21 Intel E810-CQDA2 Ethernet 100Gb 2-port QSFP28 OCP3 Adapter for HPE

P08443-B21 Intel E810-XXVDA2 Ethernet 10/25Gb 2-port SFP28 Adapter for HPE

P10106-B21 Intel E810-XXVDA2 Ethernet 10/25Gb 2-port SFP28 OCP3 Adapter for HPE

P08458-B21 Intel E810-XXVDA4 Ethernet 10/25Gb 4-port SFP28 Adapter for HPE

P21106-B21 Intel I350-T4 Ethernet 1Gb 4-port BASE-T Adapter for HPE

P08449-B21 Intel I350-T4 Ethernet 1Gb 4-port BASE-T OCP3 Adapter for HPE

P42044-B21 Mellanox MCX631102AS-ADAT Ethernet 10/25Gb 2-port SFP28 Adapter for HPE

P42041-B21 Mellanox MCX631432AS-ADAI Ethernet 10/25Gb 2-port SFP28 OCP3 Adapter for HPE

Alimentatori

865408-B21 HPE 500W Flex Slot Platinum Hot Plug Low Halogen Power Supply Kit
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P38995-B21 HPE 800W Flex Slot Platinum Hot Plug Low Halogen Power Supply Kit

865438-B21 HPE 800W Flex Slot Titanium Hot Plug Low Halogen Power Supply Kit

P03178-B21 HPE 1000W Flex Slot Titanium Hot Plug Power Supply Kit

P38997-B21 HPE 1600W Flex Slot Platinum Hot Plug Low Halogen Power Supply Kit

P44712-B21 HPE 1800W-2200W Flex Slot Titanium Hot Plug Power Supply Kit

Batterie/Caricabatterie

P02381-B21 HPE Smart Storage Hybrid Capacitor with 260mm Cable Kit

Dispositivi di avvio

P48183-B21 HPE NS204i-u Gen11 NVMe Hot Plug Boot Optimized Storage Device

Cavi/kit cavi

A0K02A HPE C13 - C14 WW 250V 10Amp 2.0m Jumper Cord

P47226-B21 HPE ProLiant Compute ML Gen11/Gen12 Intrusion Cable Kit

P62356-B21 HPE ProLiant ML110 Gen11 LTO Cable Kit

P61742-B21 HPE ProLiant ML110 Gen11 NS204i-u Enablement Kit

P53489-B21 HPE ProLiant ML110 Gen11 Serial Port Cable Kit

Cloud privato e ibrido

S7P79AAE HPE Compute Ops Management Advanced 3-year SaaS for Smart Choice

S7P80AAE HPE Compute Ops Management Advanced 5-year SaaS for Smart Choice

S7P81AAE HPE Compute Ops Management Advanced 7-year SaaS for Smart Choice

R6Z73AAE HPE Compute Ops Management Base SaaS

R7A10AAE HPE Compute Ops Management Standard 1-year Upfront ProLiant SaaS

S7P76AAE HPE Compute Ops Management Standard 3-year SaaS for Smart Choice

R7A11AAE HPE Compute Ops Management Standard 3-year Upfront ProLiant SaaS

S7P77AAE HPE Compute Ops Management Standard 5-year SaaS for Smart Choice

R7A12AAE HPE Compute Ops Management Standard 5-year Upfront ProLiant SaaS

S7P78AAE HPE Compute Ops Management Standard 7-year SaaS for Smart Choice

Controller/Opzioni controller

P65042-B21 HPE 16W Smart Hybrid Capacitor with 260mm Cable

P01367-B21 HPE 96W Smart Storage Lithium-ion Battery with 260mm Cable Kit

P47789-B21 HPE MR216i-o Gen11 x16 Lanes without Cache OCP SPDM Storage Controller

P47785-B21 HPE MR216i-p Gen11 x16 Lanes without Cache PCI SPDM Plug-in Storage Controller

P58335-B21 HPE MR408i-o Gen11 x8 Lanes 4GB Cache OCP SPDM Storage Controller

P74775-B21 HPE MR408i-p Gen11 x8 Lanes 4GB Cache PCI SPDM Plug-in Storage Controller

P47781-B21 HPE MR416i-o Gen11 x16 Lanes 8GB Cache OCP SPDM Storage Controller
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P47777-B21 HPE MR416i-p Gen11 x16 Lanes 8GB Cache PCI SPDM Plug-in Storage Controller

804398-B21 HPE Smart Array E208e-p SR Gen10 (8 External Lanes/No Cache) 12G SAS PCIe Plug-in Controller

Kit di conversione

P47394-B21 HPE ProLiant Compute ML Gen11/Gen12 Tower to Rack Conversion Kit

Licenze/certificati

Q2A48A HPE Performance Message Passing Interface for 1 Socket 3yr Support LTU

Memoria Enterprise

P43322-B21 HPE 16GB (1x16GB) Single Rank x8 DDR5-4800 CAS-40-39-39 EC8 Registered Smart Memory Kit

P64705-B21 HPE 16GB (1x16GB) Single Rank x8 DDR5-5600 CAS-46-45-45 EC8 Registered Smart Memory Kit

P43328-B21 HPE 32GB (1x32GB) Dual Rank x8 DDR5-4800 CAS-40-39-39 EC8 Registered Smart Memory Kit

P64706-B21 HPE 32GB (1x32GB) Dual Rank x8 DDR5-5600 CAS-46-45-45 EC8 Registered Smart Memory Kit

P43331-B21 HPE 64GB (1x64GB) Dual Rank x4 DDR5-4800 CAS-40-39-39 EC8 Registered Smart Memory Kit

P64707-B21 HPE 64GB (1x64GB) Dual Rank x4 DDR5-5600 CAS-46-45-45 EC8 Registered Smart Memory Kit

P64708-B21 HPE 96GB (1x96GB) Dual Rank x4 DDR5-5600 CAS-46-45-45 EC8 Registered Smart Memory Kit

Operating Systems

G3J32AAE RHEL Server 2 Sckt/2 Gst 5yr 24x7 E-LTU

J8J35AAE Red Hat Enterprise Linux Server 2 Sockets 1 Guest 1 Year Subscription 9x5 Support E-LTU

J8J36AAE Red Hat Enterprise Linux Server 2 Sockets 1 Guest 1 Year Subscription 24x7 Support E-LTU

S4R44A Red Hat Enterprise Linux Server 2 Sockets 1 Guest 1-year Subscription 9x5 Support LTU

S4R43A Red Hat Enterprise Linux Server 2 Sockets 1 Guest 1-year Subscription 24x7 Support LTU

G5J63AAE Red Hat Enterprise Linux Server 2 Sockets 4 Guests 1 Year Subscription 9x5 Support E-LTU

G5J62AAE Red Hat Enterprise Linux Server 2 Sockets 4 Guests 1 Year Subscription 24x7 Support E-LTU

S4R46A Red Hat Enterprise Linux Server 2 Sockets 4 Guests 1-year Subscription 9x5 Support LTU

S4R45A Red Hat Enterprise Linux Server 2 Sockets 4 Guests 1-year Subscription 24x7 Support LTU

G5J65AAE Red Hat Enterprise Linux Server 2 Sockets 4 Guests 3 Year Subscription 9x5 Support E-LTU

G5J64AAE Red Hat Enterprise Linux Server 2 Sockets 4 Guests 3 Year Subscription 24x7 Support E-LTU

S4R48A Red Hat Enterprise Linux Server 2 Sockets 4 Guests 3-year Subscription 9x5 Support LTU

S4R47A Red Hat Enterprise Linux Server 2 Sockets 4 Guests 3-year Subscription 24x7 Support LTU

Q0D23AAE Red Hat Enterprise Linux Server 2 Sockets 4 Guests 5yr Subscription 9x5 Support E-LTU

Q0D23A Red Hat Enterprise Linux Server 2 Sockets 4 Guests 5yr Subscription 9x5 Support Flexible LTU

Q0D22AAE Red Hat Enterprise Linux Server 2 Sockets 4 Guests 5yr Subscription 24x7 Support E-LTU

Q0D22A Red Hat Enterprise Linux Server 2 Sockets 4 Guests 5yr Subscription 24x7 Support Flexible LTU

G3J29AAE Red Hat Enterprise Linux Server 2 Sockets or 2 Guests 1 Year Subscription 9x5 Support E-LTU

G3J28AAE Red Hat Enterprise Linux Server 2 Sockets or 2 Guests 1 Year Subscription 24x7 Support E-LTU
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S4R40A Red Hat Enterprise Linux Server 2 Sockets or 2 Guests 1-year Subscription 9x5 Support LTU

S4R37A Red Hat Enterprise Linux Server 2 Sockets or 2 Guests 1-year Subscription 24x7 Support LTU

G3J31AAE Red Hat Enterprise Linux Server 2 Sockets or 2 Guests 3 Year Subscription 9x5 Support E-LTU

G3J30AAE Red Hat Enterprise Linux Server 2 Sockets or 2 Guests 3 Year Subscription 24x7 Support E-LTU

S4R41A Red Hat Enterprise Linux Server 2 Sockets or 2 Guests 3-year Subscription 9x5 Support LTU

S4R38A Red Hat Enterprise Linux Server 2 Sockets or 2 Guests 3-year Subscription 24x7 Support LTU

S4R42A Red Hat Enterprise Linux Server 2 Sockets or 2 Guests 5-year Subscription 9x5 Support LTU

S4R39A Red Hat Enterprise Linux Server 2 Sockets or 2 Guests 5-year Subscription 24x7 Support LTU

G3J33AAE Red Hat Enterprise Linux Server 2 Sockets or Guests 5 Year Subscription 9x5 Support E-LTU

S4R34A Red Hat Enterprise Linux Virtual Datacenter 2 Sockets 1-year Subscription 9x5 Support LTU

S4R31A Red Hat Enterprise Linux Virtual Datacenter 2 Sockets 1-year Subscription 24x7 Support LTU

S4R35A Red Hat Enterprise Linux Virtual Datacenter 2 Sockets 3-year Subscription 9x5 Support LTU

S4R32A Red Hat Enterprise Linux Virtual Datacenter 2 Sockets 3-year Subscription 24x7 Support LTU

S4R36A Red Hat Enterprise Linux Virtual Datacenter 2 Sockets 5-year Subscription 9x5 Support LTU

S4R33A Red Hat Enterprise Linux Virtual Datacenter 2 Sockets 5-year Subscription 24x7 Support LTU

R2Z51AAE Red Hat Enterprise Linux for HPC Compute Node with Smart Management 1yr E-LTU

R2Z52AAE Red Hat Enterprise Linux for HPC Compute Node with Smart Management 3yr E-LTU

R2Z53AAE Red Hat Enterprise Linux for HPC Compute Node with Smart Management 5yr E-LTU

R2Z45AAE Red Hat Enterprise Linux for HPC Head Node with Smart Management 1yr 24x7 E-LTU

R2Z46AAE Red Hat Enterprise Linux for HPC Head Node with Smart Management 3yr 24x7 E-LTU

R2Z47AAE Red Hat Enterprise Linux for HPC Head Node with Smart Management 5yr 24x7 E-LTU

Q5W19AAE Red Hat Enterprise Linux for SAP (Physical/Virtual Nodes) 3yr Subscription 9x5 Support E-LTU

Q5W20AAE Red Hat Enterprise Linux for SAP (Physical/Virtual Nodes) 3yr Subscription 24x7 Support E-LTU

Q5W21AAE Red Hat Enterprise Linux for SAP (Physical/Virtual Nodes) 5yr Subscription 9x5 Support E-LTU

Q5W22AAE Red Hat Enterprise Linux for SAP (Physical/Virtual Nodes) 5yr Subscription 24x7 Support E-LTU

Q5W23AAE Red Hat Enterprise Linux for SAP for Virtual Datacenters 3yr Subscription 9x5 Support E-LTU

Q5W24AAE Red Hat Enterprise Linux for SAP for Virtual Datacenters 3yr Subscription 24x7 Support E-LTU

Q5W25AAE Red Hat Enterprise Linux for SAP for Virtual Datacenters 5yr Subscription 9x5 Support E-LTU

Q5W26AAE Red Hat Enterprise Linux for SAP for Virtual Datacenters 5yr Subscription 24x7 Support E-LTU

G3J23AAE Red Hat Enterprise Linux for Virtual Datacenters 2 Sockets 1 Year Subscription 9x5 Support E-LTU

G3J22AAE Red Hat Enterprise Linux for Virtual Datacenters 2 Sockets 1 Year Subscription 24x7 Support E-LTU

G3J25AAE Red Hat Enterprise Linux for Virtual Datacenters 2 Sockets 3 Year Subscription 9x5 Support E-LTU

G3J24AAE Red Hat Enterprise Linux for Virtual Datacenters 2 Sockets 3 Year Subscription 24x7 Support E-LTU

G3J27AAE Red Hat Enterprise Linux for Virtual Datacenters 2 Sockets 5 Year Subscription 9x5 Support E-LTU

G3J26AAE Red Hat Enterprise Linux for Virtual Datacenters 2 Sockets 5 Year Subscription 24x7 Support E-LTU

G5J66AAE Red Hat High Availability 2 Sockets Unlimited Guests 1 Year Subscription E-LTU
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S4T26A Red Hat High Availability 2 Sockets Unlimited Guests 1-year Subscription LTU

G5J67AAE Red Hat High Availability 2 Sockets Unlimited Guests 3 Year Subscription E-LTU

S4T27A Red Hat High Availability 2 Sockets Unlimited Guests 3-year Subscription LTU

Q0D26AAE Red Hat High Availability 2 Sockets Unlimited Guests 5yr Subscription E-LTU

Q0D26A Red Hat High Availability 2 Sockets Unlimited Guests 5yr Subscription Flexible LTU

G3J34AAE Red Hat High Availability 2 Sockets or 2 Guests 1 Year Subscription E-LTU

S4T22A Red Hat High Availability 2 Sockets or 2 Guests 1-year Subscription LTU

G3J35AAE Red Hat High Availability 2 Sockets or 2 Guests 3 Year Subscription E-LTU

S4T23A Red Hat High Availability 2 Sockets or 2 Guests 3-year Subscription LTU

Q0D25AAE Red Hat High Availability 2 Sockets or 2 Guests 5yr Subscription E-LTU

Q0D25A Red Hat High Availability 2 Sockets or 2 Guests 5yr Subscription Flexible LTU

S3Z86AAE Red Hat OpenShift Container Platform Bare Metal 1 Physical Node 1yr Subscription 9x5 Support E-LTU

S3Z84AAE Red Hat OpenShift Container Platform Bare Metal 1 Physical Node 1yr Subscription 24x7 Support E-LTU

S3Z90AAE Red Hat OpenShift Container Platform Plus Bare Metal 1 Physical Node 1yr Subscription 9x5 Sup E-LTU

S3Z88AAE Red Hat OpenShift Container Platform Plus Bare Metal 1 Physical Node 1yr Subscription 24x7 Sup E-
LTU

G5J68AAE Red Hat Resilient Storage 2 Sockets Unlimited Guests 1 Year Subscription E-LTU

G5J69AAE Red Hat Resilient Storage 2 Sockets Unlimited Guests 3 Year Subscription E-LTU

Q0D30AAE Red Hat Resilient Storage 2 Sockets Unlimited Guests 5yr Subscription E-LTU

Q0D30A Red Hat Resilient Storage 2 Sockets Unlimited Guests 5yr Subscription Flexible LTU

G3J36AAE Red Hat Resilient Storage 2 Sockets or 2 Guests 1 Year Subscription E-LTU

S4T24A Red Hat Resilient Storage 2 Sockets or 2 Guests 1-year Subscription LTU

G3J37AAE Red Hat Resilient Storage 2 Sockets or 2 Guests 3 Year Subscription E-LTU

S4T25A Red Hat Resilient Storage 2 Sockets or 2 Guests 3-year Subscription LTU

Q0D29AAE Red Hat Resilient Storage 2 Sockets or 2 Guests 5yr Subscription E-LTU

Q0D29A Red Hat Resilient Storage 2 Sockets or 2 Guests 5yr Subscription Flexible LTU

Q5T84A SUSE Linux Enterprise High Availability Extension 1-2 Sockets 1yr Subscription Flexible LTU

M6K34AAE SUSE Linux Enterprise High Availability Extension 1-2 Sockets 3 Year Subscription E-LTU

M6K34A SUSE Linux Enterprise High Availability Extension 1-2 Sockets 3 Year Subscription Flx LTU

Q5T85A SUSE Linux Enterprise High Availability Extension 1-2 Sockets 5yr Subscription Flexible LTU

S0E93AAE SUSE Linux Enterprise Micro 1-16 Cores 1-year Subscription 24x7 Support E-LTU

S0E94AAE SUSE Linux Enterprise Micro 1-16 Cores 3-year Subscription 24x7 Support E-LTU

S0E95AAE SUSE Linux Enterprise Micro 1-16 Cores 5-year Subscription 24x7 Support E-LTU

S7N98AAE SUSE Linux Enterprise Server 1 VM 1-year Subscription 24x7 Support E-LTU

S7N99AAE SUSE Linux Enterprise Server 1 VM 3-year Subscription 24x7 Support E-LTU

S7P00AAE SUSE Linux Enterprise Server 1 VM 5-year Subscription 24x7 Support E-LTU
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S7N95AAE SUSE Linux Enterprise Server 1-2 Sockets 1-year Subscription 24x7 Support E-LTU

S7N96AAE SUSE Linux Enterprise Server 1-2 Sockets 3-year Subscription 24x7 Support E-LTU

S7N97AAE SUSE Linux Enterprise Server 1-2 Sockets 5-year Subscription 24x7 Support E-LTU

R8V74AAE SUSE Linux Enterprise Server 1-2 Sockets Unlimited VM w/Live Patching 1-year 9x5 E-LTU

R8V74A SUSE Linux Enterprise Server 1-2 Sockets Unlimited VM w/Live Patching 1-year 9x5 Flexible LTU

R8V76AAE SUSE Linux Enterprise Server 1-2 Sockets Unlimited VM w/Live Patching 1-year 24x7 E-LTU

R8V76A SUSE Linux Enterprise Server 1-2 Sockets Unlimited VM w/Live Patching 1-year 24x7 Flexible LTU

R8V75AAE SUSE Linux Enterprise Server 1-2 Sockets Unlimited VM w/Live Patching 3-year 9x5 E-LTU

R8V75A SUSE Linux Enterprise Server 1-2 Sockets Unlimited VM w/Live Patching 3-year 9x5 Flexible LTU

R8V77AAE SUSE Linux Enterprise Server 1-2 Sockets Unlimited VM w/Live Patching 3-year 24x7 E-LTU

R8V77A SUSE Linux Enterprise Server 1-2 Sockets Unlimited VM w/Live Patching 3-year 24x7 Flexible LTU

S0F24AAE SUSE Linux Enterprise Server 1-2 Sockets Unlimited VM w/Live Patching 5-year 9x5 E-LTU

R8V79A SUSE Linux Enterprise Server 1-2 Sockets Unlimited VM w/Live Patching 5-year 9x5 Flexible LTU

R8V78AAE SUSE Linux Enterprise Server 1-2 Sockets Unlimited VM w/Live Patching 5-year 24x7 E-LTU

R8V78A SUSE Linux Enterprise Server 1-2 Sockets Unlimited VM w/Live Patching 5-year 24x7 Flexible LTU

S7N77AAE SUSE Linux Enterprise Server for SAP Applications 1-2 Sockets Unlimited VM 3yr Sub 24x7 Sup E-LTU

S7N87A SUSE Linux Enterprise Server for SAP Applications 1-2 Sockets Unlimited VM 3yr Sub 24x7 Sup Flex
LTU

S7P10A SUSE Linux Enterprise Server for SAP Applications 1-2 Sockets Unlimited VM 3yr Sub 24x7 Sup Flex
LTU

S7N78AAE SUSE Linux Enterprise Server for SAP Applications 1-2 Sockets Unlimited VM 5yr Sub 24x7 Sup E-LTU

S7N88A SUSE Linux Enterprise Server for SAP Applications 1-2 Sockets Unlimited VM 5yr Sub 24x7 Sup Flex
LTU

S7P11A SUSE Linux Enterprise Server for SAP Applications 1-2 Sockets Unlimited VM 5yr Sub 24x7 Sup Flex
LTU

S7N75AAE SUSE Linux Enterprise Server for SAP Applications 1-2 Sockets or 1-2 VM 3-year Sub 24x7 Sup E-LTU

S7P12A SUSE Linux Enterprise Server for SAP Applications 1-2 Sockets or 1-2 VM 3-year Sub 24x7 Sup Flex LTU

S7N85A SUSE Linux Enterprise Server for SAP Applications 1-2 Sockets or 1-2 VM 3-year Sub 24x7 Support LTU

S7N76AAE SUSE Linux Enterprise Server for SAP Applications 1-2 Sockets or 1-2 VM 5-year Sub 24x7 Sup E-LTU

S7P13A SUSE Linux Enterprise Server for SAP Applications 1-2 Sockets or 1-2 VM 5-year Sub 24x7 Sup Flex LTU

S7N86A SUSE Linux Enterprise Server for SAP Applications 1-2 Sockets or 1-2 VM 5-year Sub 24x7 Support LTU

S7N80AAE SUSE Linux Enterprise Server w/SUSE Multi-Linux Mgr Lifecycle Mgmt+ 1-2 Skts/1-2 VM 1yr 9x5 E-LTU

S7N90A SUSE Linux Enterprise Server w/SUSE Multi-Linux Mgr Lifecycle Mgmt+ 1-2 Skts/1-2 VM 1yr 9x5 LTU

S7N79AAE SUSE Linux Enterprise Server w/SUSE Multi-Linux Mgr Lifecycle Mgmt+ 1-2 Skts/1-2 VM 1yr 24x7 E-LTU

S7N89A SUSE Linux Enterprise Server w/SUSE Multi-Linux Mgr Lifecycle Mgmt+ 1-2 Skts/1-2 VM 1yr 24x7 LTU

S7N82AAE SUSE Linux Enterprise Server w/SUSE Multi-Linux Mgr Lifecycle Mgmt+ 1-2 Skts/1-2 VM 3yr 9x5 E-LTU

S7N92A SUSE Linux Enterprise Server w/SUSE Multi-Linux Mgr Lifecycle Mgmt+ 1-2 Skts/1-2 VM 3yr 9x5 LTU

S7N81AAE SUSE Linux Enterprise Server w/SUSE Multi-Linux Mgr Lifecycle Mgmt+ 1-2 Skts/1-2 VM 3yr 24x7 E-LTU
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S7N91A SUSE Linux Enterprise Server w/SUSE Multi-Linux Mgr Lifecycle Mgmt+ 1-2 Skts/1-2 VM 3yr 24x7 LTU

S7N84AAE SUSE Linux Enterprise Server w/SUSE Multi-Linux Mgr Lifecycle Mgmt+ 1-2 Skts/1-2 VM 5yr 9x5 E-LTU

S7N94A SUSE Linux Enterprise Server w/SUSE Multi-Linux Mgr Lifecycle Mgmt+ 1-2 Skts/1-2 VM 5yr 9x5 LTU

S7N83AAE SUSE Linux Enterprise Server w/SUSE Multi-Linux Mgr Lifecycle Mgmt+ 1-2 Skts/1-2 VM 5yr 24x7 E-LTU

S7N93A SUSE Linux Enterprise Server w/SUSE Multi-Linux Mgr Lifecycle Mgmt+ 1-2 Skts/1-2 VM 5yr 24x7 LTU

S0F26AAE SUSE Manager Lifecycle Management 1-2 Sockets Unlimited VM 1-year 24x7 E-LTU

R8V87AAE SUSE Manager Lifecycle Management 1-2 Sockets Unlimited VM 1-year 24x7 E-LTU

R8V89AAE SUSE Manager Lifecycle Management 1-2 Sockets Unlimited VM 3-year 24x7 E-LTU

S0F28AAE SUSE Manager Lifecycle Management 1-2 Sockets Unlimited VM 3-year 24x7 E-LTU

S0F30AAE SUSE Manager Lifecycle Management 1-2 Sockets Unlimited VM 5-year 24x7 E-LTU

S0F22AAE SUSE Manager Lifecycle Management 1-2 Sockets Unlimited VM 5-year 24x7 E-LTU

S0F25AAE SUSE Manager Lifecycle Management 1-2 Sockets or 1-2 VM 1-year 24x7 E-LTU

R8V86AAE SUSE Manager Lifecycle Management 1-2 Sockets or 1-2 VM 1-year 24x7 E-LTU

R8V88AAE SUSE Manager Lifecycle Management 1-2 Sockets or 1-2 VM 3-year 24x7 E-LTU

S0F27AAE SUSE Manager Lifecycle Management 1-2 Sockets or 1-2 VM 3-year 24x7 E-LTU

S0F29AAE SUSE Manager Lifecycle Management 1-2 Sockets or 1-2 VM 5-year 24x7 E-LTU

S0F21AAE SUSE Manager Lifecycle Management 1-2 Sockets or 1-2 VM 5-year 24x7 E-LTU

Opzioni di gestione dell'alimentazione

AF569A HPE C13 - AS3112-3 AU 250V 10Amp 2.5m Power Cord

AF570A HPE C13 - BS-1363A UK/HK/SG 250V 10Amp 1.83m Power Cord

AF568A HPE C13 - CEE-VII EU 250V 10Amp 1.83m Power Cord

AF566A HPE C13 - DK-2.5A DK 250V 10Amp 1.83m Power Cord

AF557A HPE C13 - GB-1002 CN 250V 10Amp 1.83m Power Cord

AF559A HPE C13 - Nema 5-15P TH/PH 250V 10Amp 1.83m Power Cord

AF556A HPE C13 - Nema 5-15P US/CA 110V 10Amp 1.83m Power Cord

AF567A HPE C13 - SABS-164 ZA 250V 10Amp 2.5m Power Cord

AF565A HPE C13 - SEV 1011 CH 250V 10Amp 1.83m Power Cord

AF564A HPE C13 - SI-32 IL 250V 10Amp 1.83m Power Cord

Processori

P67100-B21 Intel Xeon-Bronze 3508U 2.1GHz 8-core 125W Processor for HPE

P49639-B21 Intel Xeon-Gold 5411N 1.9GHz 24-core 165W Processor for HPE

P49597-B21 Intel Xeon-Gold 5415+ 2.9GHz 8-core 150W Processor for HPE

P49653-B21 Intel Xeon-Gold 5416S 2.0GHz 16-core 150W Processor for HPE

P49640-B21 Intel Xeon-Gold 5418N 1.8GHz 24-core 165W Processor for HPE

P49612-B21 Intel Xeon-Gold 5418Y 2.0GHz 24-core 185W Processor for HPE

HPE ProLiant ML110 Gen11  |  18



P67101-B21 Intel Xeon-Gold 5512U 2.1GHz 28-core 185W Processor for HPE

P67079-B21 Intel Xeon-Gold 5515+ 3.2GHz 8-core 165W Processor for HPE

P49641-B21 Intel Xeon-Gold 6421N 1.8GHz 32-core 185W Processor for HPE

P49598-B21 Intel Xeon-Gold 6426Y 2.5GHz 16-core 185W Processor for HPE

P49610-B21 Intel Xeon-Silver 4410Y 2.0GHz 12-core 150W Processor for HPE

P49611-B21 Intel Xeon-Silver 4416+ 2.0GHz 20-core 165W Processor for HPE

P67090-B21 Intel Xeon-Silver 4509Y 2.6GHz 8-core 125W Processor for HPE

P67091-B21 Intel Xeon-Silver 4510 2.4GHz 12-core 150W Processor for HPE

P67092-B21 Intel Xeon-Silver 4514Y 2.0GHz 16-core 150W Processor for HPE

P67093-B21 Intel Xeon-Silver 4516Y+ 2.2GHz 24-core 185W Processor for HPE

Ricetrasmettirori

845398-B21 HPE 25Gb SFP28 SR 100m Transceiver

845966-B21 HPE 100Gb QSFP28 MPO SR4 100m Transceiver

453154-B21 HPE BladeSystem CClass Virtual Connect 1G SFP RJ45 Transceiver

455886-B21 HPE BladeSystem c-Class 10Gb SFP+ LR Transceiver

455883-B21 HPE BladeSystem c-Class 10Gb SFP+ SR Transceiver

453151-B21 HPE BladeSystem c-Class Virtual Connect 1G SFP SX Transceiver

Schede/extender riser server

P53487-B21 HPE ProLiant ML110 Gen11 GPU Riser Kit

P53488-B21 HPE ProLiant ML110 Gen11 Second GPU Riser Kit

Server accelerators

S0K89C NVIDIA L4 24GB PCIe Accelerator for HPE

S5T74C NVIDIA RTX A1000 8GB PCIe Accelerator for HPE

Sistemi operativi

P77127-291 Microsoft Windows Server 2022 Downgrade Datacenter Reseller Option Kit Japanese SW

P77126-291 Microsoft Windows Server 2022 Downgrade Standard Reseller Option Kit Japanese SW

P77111-B21 Microsoft Windows Server 2025 1 Device CAL WW LTU

P77110-AA1 Microsoft Windows Server 2025 1 User CAL Chinese Simplified LTU

P77110-B21 Microsoft Windows Server 2025 1 User CAL WW LTU

P77109-B21 Microsoft Windows Server 2025 2-core Datacenter Additional License WW SW

P77106-AA1 Microsoft Windows Server 2025 2-core Standard Additional License Chinese Simplified SW

P77106-AB1 Microsoft Windows Server 2025 2-core Standard Additional License Chinese Traditional SW

P77106-B21 Microsoft Windows Server 2025 2-core Standard Additional License WW SW

P77108-B21 Microsoft Windows Server 2025 4-core Datacenter Additional License WW SW
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P77105-B21 Microsoft Windows Server 2025 4-core Standard Additional License WW SW

P77113-B21 Microsoft Windows Server 2025 5 Devices CAL WW LTU

P77112-AA1 Microsoft Windows Server 2025 5 Users CAL Chinese Simplified LTU

P77112-AB1 Microsoft Windows Server 2025 5 Users CAL Chinese Traditional LTU

P77112-B21 Microsoft Windows Server 2025 5 Users CAL WW LTU

P77115-B21 Microsoft Windows Server 2025 10 Devices CAL WW LTU

P77114-B21 Microsoft Windows Server 2025 10 Users CAL WW LTU

P77103-AA1 Microsoft Windows Server 2025 10-core Essentials Reseller Option Kit Chinese Simplified SW

P77103-AB1 Microsoft Windows Server 2025 10-core Essentials Reseller Option Kit Chinese Traditional SW

P77103-291 Microsoft Windows Server 2025 10-core Essentials Reseller Option Kit Japanese SW

S6L39A Microsoft Windows Server 2025 10-core Essentials Reseller Option Kit WW ESD LTU

P77103-021 Microsoft Windows Server 2025 10-core Essentials Reseller Option Kit en/cs/pl/ru/sv SW

P77103-A21 Microsoft Windows Server 2025 10-core Essentials Reseller Option Kit en/fr/de/es/it/pt/nl SW

P77103-DN1 Microsoft Windows Server 2025 10-core Essentials Reseller Option Kit en/fr/es/xc SW

P77103-371 Microsoft Windows Server 2025 10-core Essentials Reseller Option Kit en/ko SW

P77107-B21 Microsoft Windows Server 2025 16-core Datacenter Additional License WW SW

P77102-291 Microsoft Windows Server 2025 16-core Datacenter Reassignment Reseller Option Kit Japanese SW

S6L37A Microsoft Windows Server 2025 16-core Datacenter Reassignment Reseller Option Kit WW ESD LTU

P77102-B21 Microsoft Windows Server 2025 16-core Datacenter Reassignment Reseller Option Kit en/fr/de/es SW

P77101-AA1 Microsoft Windows Server 2025 16-core Datacenter Reseller Option Kit Chinese Simplified SW

P77101-AB1 Microsoft Windows Server 2025 16-core Datacenter Reseller Option Kit Chinese Traditional SW

P77101-291 Microsoft Windows Server 2025 16-core Datacenter Reseller Option Kit Japanese SW

S6L36A Microsoft Windows Server 2025 16-core Datacenter Reseller Option Kit WW ESD LTU

P77101-021 Microsoft Windows Server 2025 16-core Datacenter Reseller Option Kit en/cs/pl/ru/sv SW

P77101-A21 Microsoft Windows Server 2025 16-core Datacenter Reseller Option Kit en/fr/de/es/it/pt/nl SW

P77101-DN1 Microsoft Windows Server 2025 16-core Datacenter Reseller Option Kit en/fr/es/xc SW

P77101-371 Microsoft Windows Server 2025 16-core Datacenter Reseller Option Kit en/ko SW

P77104-B21 Microsoft Windows Server 2025 16-core Standard Additional License WW SW

P77100-AA1 Microsoft Windows Server 2025 16-core Standard Reseller Option Kit Chinese Simplified SW

P77100-AB1 Microsoft Windows Server 2025 16-core Standard Reseller Option Kit Chinese Traditional SW

P77100-291 Microsoft Windows Server 2025 16-core Standard Reseller Option Kit Japanese SW

S6L38A Microsoft Windows Server 2025 16-core Standard Reseller Option Kit WW ESD LTU

P77100-021 Microsoft Windows Server 2025 16-core Standard Reseller Option Kit en/cs/pl/ru/sv SW

P77100-A21 Microsoft Windows Server 2025 16-core Standard Reseller Option Kit en/fr/de/es/it/pt/nl SW

P77100-DN1 Microsoft Windows Server 2025 16-core Standard Reseller Option Kit en/fr/es/xc SW

P77100-371 Microsoft Windows Server 2025 16-core Standard Reseller Option Kit en/ko SW
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P77117-B21 Microsoft Windows Server 2025 50 Devices CAL WW LTU

P77116-B21 Microsoft Windows Server 2025 50 Users CAL WW LTU

P77119-B21 Microsoft Windows Server 2025 Remote Desktop Service 1 Device CAL WW LTU

P77118-B21 Microsoft Windows Server 2025 Remote Desktop Service 1 User CAL WW LTU

P77121-B21 Microsoft Windows Server 2025 Remote Desktop Service 5 Devices CAL WW LTU

P77120-B21 Microsoft Windows Server 2025 Remote Desktop Service 5 Users CAL WW LTU

P77123-B21 Microsoft Windows Server 2025 Remote Desktop Service 50 Devices CAL WW LTU

P77122-B21 Microsoft Windows Server 2025 Remote Desktop Service 50 Users CAL WW LTU

Software HPC

S2S31AAE NVIDIA AI Enterprise Educational per GPU 1-year 24x7 Support E-LTU

S2S37AAE NVIDIA AI Enterprise Educational per GPU 1-year 24x7 Support Renewal E-LTU

S2S22AAE NVIDIA AI Enterprise Educational per GPU 1-year Subscription 9x5 Support E-LTU

S2S25AAE NVIDIA AI Enterprise Educational per GPU 1-year Subscription 9x5 Support Renewal E-LTU

S2S32AAE NVIDIA AI Enterprise Educational per GPU 3-year 24x7 Support E-LTU

S2S38AAE NVIDIA AI Enterprise Educational per GPU 3-year 24x7 Support Renewal E-LTU

S2S23AAE NVIDIA AI Enterprise Educational per GPU 3-year Subscription 9x5 Support E-LTU

S2S26AAE NVIDIA AI Enterprise Educational per GPU 3-year Subscription 9x5 Support Renewal E-LTU

S2S33AAE NVIDIA AI Enterprise Educational per GPU 5-year 24x7 Support E-LTU

S2S39AAE NVIDIA AI Enterprise Educational per GPU 5-year 24x7 Support Renewal E-LTU

S2S24AAE NVIDIA AI Enterprise Educational per GPU 5-year Subscription 9x5 Support E-LTU

S2S27AAE NVIDIA AI Enterprise Educational per GPU 5-year Subscription 9x5 Support Renewal E-LTU

S2S28AAE NVIDIA AI Enterprise per GPU 1-year 24x7 Support E-LTU

S2S34AAE NVIDIA AI Enterprise per GPU 1-year 24x7 Support Renewal E-LTU

S2S16AAE NVIDIA AI Enterprise per GPU 1-year Subscription 9x5 Support E-LTU

S2S19AAE NVIDIA AI Enterprise per GPU 1-year Subscription 9x5 Support Renewal E-LTU

S2S29AAE NVIDIA AI Enterprise per GPU 3-year 24x7 Support E-LTU

S2S35AAE NVIDIA AI Enterprise per GPU 3-year 24x7 Support Renewal E-LTU

S2S17AAE NVIDIA AI Enterprise per GPU 3-year Subscription 9x5 Support E-LTU

S2S20AAE NVIDIA AI Enterprise per GPU 3-year Subscription 9x5 Support Renewal E-LTU

S2S30AAE NVIDIA AI Enterprise per GPU 5-year 24x7 Support E-LTU

S2S36AAE NVIDIA AI Enterprise per GPU 5-year 24x7 Support Renewal E-LTU

S2S18AAE NVIDIA AI Enterprise per GPU 5-year Subscription 9x5 Support E-LTU

S2S21AAE NVIDIA AI Enterprise per GPU 5-year Subscription 9x5 Support Renewal E-LTU

Software per la gestione server

512485-B21 HPE iLO Advanced 1-server License with 1yr Support on iLO Licensed Features
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BD505A HPE iLO Advanced 1-server License with 3yr Support on iLO Licensed Features

E6U59ABE HPE iLO Advanced Electronic License with 1yr Support on iLO Licensed Features

E6U64ABE HPE iLO Advanced Electronic License with 3yr Support on iLO Licensed Features

S3Q39AAE Intel Virtual RAID on CPU RAID 1 E-RTU for HPE

Storage su nastro

BC023A HPE StoreEver LTO-8 Ultrium 30750 External Tape Drive

BC022A HPE StoreEver LTO-8 Ultrium 30750 Internal Tape Drive

BC042A HPE StoreEver LTO-9 Ultrium 45000 External Tape Drive

BC040A HPE StoreEver LTO-9 Ultrium 45000 Internal Tape Drive

Supporti di storage

C7976A HPE LTO-6 Ultrium 6.25TB RW Data Cartridge

C7977A HPE LTO-7 Ultrium 15TB RW Data Cartridge

Q2078A HPE LTO-8 Ultrium 30TB RW Data Cartridge

Q2079A HPE LTO-9 Ultrium 45TB RW Data Cartridge

Switch

R9W89A HPE Aruba Networking CX 8100 24x10G Base-T 4x10G SFP+ 4x40/100G QSFP28 BF 3Fan 2AC PSU Sw
Bdl

R9W88A HPE Aruba Networking CX 8100 24x10G Base-T 4x10G SFP+ 4x40/100G QSFP28 FB 3Fan 2AC PSU Sw
Bdl

R9W93A HPE Aruba Networking CX 8100 40x10G Base-T 8x10G SFP+ 4x40/100G QSFP28 BF 3F 2AC PSU
Switch Bdl

R9W92A HPE Aruba Networking CX 8100 40x10G Base-T 8x10G SFP+ 4x40/100G QSFP28 FB 3F 2AC PSU Sw
Bdl

JL625A HPE Aruba Networking CX 8325-48Y8C 48p 25G SFP/+/28 8p 100G QSFP+/28 BF 6 Fans 2 PSU Bundle

JL624A HPE Aruba Networking CX 8325-48Y8C 48p 25G SFP/+/28 8p 100G QSFP+/28 FB 6 Fans 2 PSU Bundle

S4B21A HPE Aruba Networking CX 8325H 18p SFP28 25G 4p QSFP28 100G Back-to-Front 4xFan 2xPSU Switch

S4B20A HPE Aruba Networking CX 8325H 18p SFP28 25G 4p QSFP28 100G Front-to-Back 4xFan 2xPSU Switch

Unità disco e storage

726536-B21 HPE 9.5mm SATA DVD-ROM Optical Drive

726537-B21 HPE 9.5mm SATA DVD-RW Optical Drive

701498-B21 HPE Mobile USB DVD-RW Optical Drive

Unità e storage

P28586-B21 HPE 1.2TB SAS 12G Mission Critical 10K SFF BC 3-year Warranty Multi Vendor HDD

P28622-B21 HPE 1.2TB SAS 12G Mission Critical 10K SFF BC 3yr Wty FIPS 140-2 TAA-compliant HDD

P49049-B21 HPE 1.6TB SAS 24G Mixed Use SFF BC Multi Vendor SSD

P83344-B21 HPE 1.6TB SAS Mixed Use SFF BC Self-encrypting FIPS 140-3 PM7 SSD
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P53562-B21 HPE 1.8TB SAS 12G Mission Critical 10K SFF BC 3-year Warranty 512e Multi Vendor HDD

P80324-B21 HPE 1.92TB NVMe Gen4 Mainstream Performance Read Intensive M.2 2280 PE9010 SSD

P40511-B21 HPE 1.92TB SAS 12G Mixed Use SFF BC Value SAS Multi Vendor SSD

P40507-B21 HPE 1.92TB SAS 12G Read Intensive SFF BC Value SAS Multi Vendor SSD

P49031-B21 HPE 1.92TB SAS 24G Read Intensive SFF BC Multi Vendor SSD

P40504-B21 HPE 1.92TB SATA 6G Mixed Use SFF BC Multi Vendor SSD

P40499-B21 HPE 1.92TB SATA 6G Read Intensive SFF BC Multi Vendor SSD

861686-B21 HPE 1TB SATA 6G Business Critical 7.2K LFF LP 1-year Warranty Multi Vendor HDD

801882-B21 HPE 1TB SATA 6G Business Critical 7.2K LFF RW 1-year Warranty Multi Vendor HDD

P28352-B21 HPE 2.4TB SAS 12G Mission Critical 10K SFF BC 3-year Warranty 512e Multi Vendor HDD

P28618-B21 HPE 2.4TB SAS 12G Mission Critical 10K SFF BC 3yr Wty 512e FIPS 140-2 TAA-compliant HDD

861681-B21 HPE 2TB SATA 6G Business Critical 7.2K LFF LP 1-year Warranty Multi Vendor HDD

P49053-B21 HPE 3.2TB SAS 24G Mixed Use SFF BC Multi Vendor SSD

P40512-B21 HPE 3.84TB SAS 12G Mixed Use SFF BC Value SAS Multi Vendor SSD

P40508-B21 HPE 3.84TB SAS 12G Read Intensive SFF BC Value SAS Multi Vendor SSD

P49035-B21 HPE 3.84TB SAS 24G Read Intensive SFF BC Multi Vendor SSD

P83347-B21 HPE 3.84TB SAS Read Intensive SFF BC Self-encrypting FIPS 140-3 PM7 SSD

P40505-B21 HPE 3.84TB SATA 6G Mixed Use SFF BC Multi Vendor SSD

P40500-B21 HPE 3.84TB SATA 6G Read Intensive SFF BC Multi Vendor SSD

833928-B21 HPE 4TB SAS 12G Business Critical 7.2K LFF LP 1-year Warranty Multi Vendor HDD

861683-B21 HPE 4TB SATA 6G Business Critical 7.2K LFF LP 1-year Warranty Multi Vendor HDD

801888-B21 HPE 4TB SATA 6G Business Critical 7.2K LFF RW 1-year Warranty Multi Vendor HDD

P49057-B21 HPE 6.4TB SAS 24G Mixed Use SFF BC Multi Vendor SSD

861742-B21 HPE 6TB SATA 6G Business Critical 7.2K LFF LP 1-year Warranty 512e Multi Vendor HDD

P40509-B21 HPE 7.68TB SAS 12G Read Intensive SFF BC Value SAS Multi Vendor SSD

P49041-B21 HPE 7.68TB SAS 24G Read Intensive SFF BC Multi Vendor SSD

P40501-B21 HPE 7.68TB SATA 6G Read Intensive SFF BC Multi Vendor SSD

834031-B21 HPE 8TB SAS 12G Business Critical 7.2K LFF LP 1-year Warranty 512e Multi Vendor HDD

834028-B21 HPE 8TB SATA 6G Business Critical 7.2K LFF LP 1-year Warranty 512e Multi Vendor HDD

881781-B21 HPE 12TB SAS 12G Business Critical 7.2K LFF LP 1-year Warranty Helium 512e Multi Vendor HDD

881787-B21 HPE 12TB SATA 6G Business Critical 7.2K LFF LP 1-year Warranty Helium 512e Multi Vendor HDD

P49045-B21 HPE 15.36TB SAS 24G Read Intensive SFF BC Multi Vendor SSD

P23608-B21 HPE 16TB SAS 12G Business Critical 7.2K LFF LP 1-year Warranty Helium 512e ISE Multi Vendor HDD

P23449-B21 HPE 16TB SATA 6G Business Critical 7.2K LFF LP 1-year Warranty Helium 512e ISE Multi Vendor HDD

P53553-B21 HPE 20TB SAS 12G Business Critical 7.2K LFF LP 1-year Warranty Helium 512e ISE Multi Vendor HDD

P53554-B21 HPE 20TB SATA 6G Business Critical 7.2K LFF LP 1-year Warranty Helium 512e ISE Multi Vendor HDD
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P68583-B21 HPE 24TB SAS 12G Business Critical 7.2K LFF LP 1-year Warranty Helium 512e ISE Multi Vendor HDD

P68585-B21 HPE 24TB SATA 6G Business Critical 7.2K LFF LP 1-year Warranty Helium 512e ISE Multi Vendor HDD

P80577-B21 HPE 26TB SAS 12G Business Critical 7.2K LFF LP 1-year Warranty Helium 512e ISE Multi Vendor HDD

P80578-B21 HPE 26TB SATA 6G Business Critical 7.2K LFF LP 1-year Warranty Helium 512e ISE Multi Vendor HDD

P40430-B21 HPE 300GB SAS 12G Mission Critical 10K SFF BC 3-year Warranty Multi Vendor HDD

P80318-B21 HPE 480GB NVMe Gen4 Mainstream Performance Read Intensive M.2 2280 PE9010 SSD

P40502-B21 HPE 480GB SATA 6G Mixed Use SFF BC Multi Vendor SSD

P47818-B21 HPE 480GB SATA 6G Read Intensive M.2 Multi Vendor SSD

P40497-B21 HPE 480GB SATA 6G Read Intensive SFF BC Multi Vendor SSD

P58236-B21 HPE 480GB SATA 6G Read Intensive SFF BC Self-encrypting 5400P SSD

P53561-B21 HPE 600GB SAS 12G Mission Critical 10K SFF BC 3-year Warranty Multi Vendor HDD

P49047-B21 HPE 800GB SAS 24G Mixed Use SFF BC Multi Vendor SSD

P80321-B21 HPE 960GB NVMe Gen4 Mainstream Performance Read Intensive M.2 2280 PE9010 SSD

P80327-B21 HPE 960GB NVMe Gen4 Mainstream Performance Read Intensive M.2 2280 Self-encrypting PE9010
SSD

P37009-B21 HPE 960GB SAS 12G Mixed Use LFF LPC Value SAS Multi Vendor SSD

P40510-B21 HPE 960GB SAS 12G Mixed Use SFF BC Value SAS Multi Vendor SSD

P40506-B21 HPE 960GB SAS 12G Read Intensive SFF BC Value SAS Multi Vendor SSD

P49029-B21 HPE 960GB SAS 24G Read Intensive SFF BC Multi Vendor SSD

P40503-B21 HPE 960GB SATA 6G Mixed Use SFF BC Multi Vendor SSD

P58244-B21 HPE 960GB SATA 6G Mixed Use SFF BC Self-encrypting 5400M SSD

P47808-B21 HPE 960GB SATA 6G Read Intensive LFF LPC Multi Vendor SSD

P40498-B21 HPE 960GB SATA 6G Read Intensive SFF BC Multi Vendor SSD

P53482-B21 HPE ProLiant ML110 Gen11 4LFF Drive Cage Kit

P53481-B21 HPE ProLiant ML110 Gen11 4LFF Non-hot Plug Drive Cage Kit

P53483-B21 HPE ProLiant ML110 Gen11 8SFF Drive Cage Kit

P53484-B21 HPE ProLiant ML110 Gen11 LFF PCIe Cable Kit

P53485-B21 HPE ProLiant ML110 Gen11 SFF OROC Cable Kit

P55859-B21 HPE ProLiant ML110 Gen11 SFF PCIe Cable Kit

Ventole/opzioni ventole

P49984-B21 HPE ProLiant ML110 Gen11 Redundant Fan Kit

 

 

Servizi correlati

Per queste serie sono disponibili i seguenti servizi:
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SKU Descrizione

Servizi tecnologici

H44ZZE HPE 3 Year Tech Care Basic ML110 Server Smart Choice Service

H40DTE HPE 3 Year Tech Care Basic wCDMR ML110 Gen 11 HW Service

H40DSE HPE 3 Year Tech Care Basic wDMR ML110 Gen 11 HW Service

H40FCE HPE 3 Year Tech Care Critical for ML110 Gen 11 HW Service

H40FFE HPE 3 Year Tech Care Critical wCDMR ML110 Gen 11 HW Service

H40FDE HPE 3 Year Tech Care Critical wDMR ML110 Gen 11 HW Service

H79Y6E HPE 3 Year Tech Care Essential ML110 Svrs Smart Choice Service

H40FBE HPE 3 Year Tech Care Essential wCDMR ML110 Gen 11 HW Service

H40DZE HPE 3 Year Tech Care Essential wDMR ML110 Gen 11 HW Service

H40FGE HPE 4 Year Tech Care Basic ML110 Gen 11 HW Service

H40FJE HPE 4 Year Tech Care Basic wCDMR ML110 Gen 11 HW Service

H40FHE HPE 4 Year Tech Care Basic wDMR ML110 Gen 11 HW Service

H40FSE HPE 4 Year Tech Care Critical for ML110 Gen 11 HW Service

H40FVE HPE 4 Year Tech Care Critical wCDMR ML110 Gen 11 HW Service

H40FTE HPE 4 Year Tech Care Critical wDMR ML110 Gen 11 HW Service

H40FNE HPE 4 Year Tech Care Essential ML110 Gen 11 HW Service

H40FRE HPE 4 Year Tech Care Essential wCDMR ML110 Gen 11 HW Service

H40FQE HPE 4 Year Tech Care Essential wDMR ML110 Gen 11 HW Service

H45BBE HPE 5 Year Tech Care Basic ML110 Server Smart Choice Service

H40FYE HPE 5 Year Tech Care Basic wCDMR ML110 Gen 11 HW Service

H40FXE HPE 5 Year Tech Care Basic wDMR ML110 Gen 11 HW Service

H40GHE HPE 5 Year Tech Care Critical for ML110 Gen 11 HW Service

H40GKE HPE 5 Year Tech Care Critical wCDMR ML110 Gen 11 HW Service

H40GJE HPE 5 Year Tech Care Critical wDMR ML110 Gen 11 HW Service

H79Y7E HPE 5 Year Tech Care Essential ML110 Svrs Smart Choice Service

H40GGE HPE 5 Year Tech Care Essential wCDMR ML110 Gen 11 HW Service

H40GFE HPE 5 Year Tech Care Essential wDMR ML110 Gen 11 HW Service

H40GLE HPE 6 Year Tech Care Basic ML110 Gen 11 Service

H40GME HPE 6 Year Tech Care Basic wDMR ML110 Gen 11 Service

H40GRE HPE 6 Year Tech Care Essential ML110 Gen 11 Service

H40GSE HPE 6 Year Tech Care Essential wDMR ML110 Gen 11 Service

H40GTE HPE 7 Year Tech Care Basic ML110 Gen 11 Service

H40GVE HPE 7 Year Tech Care Basic wDMR ML110 Gen 11 Service
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H40GYE HPE 7 Year Tech Care Essential ML110 Gen 11 Service

H40GZE HPE 7 Year Tech Care Essential wDMR ML110 Gen 11 Service

H33XSE HPE Education - Learning Credits 1 Year Service

U4554E HPE ProLiant DL/ML Install Service

U4555E HPE Proliant DL/ML Ons Startup Service
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HPE Services
Qualunque fase tu abbia raggiunto nel percorso di trasformazione del tuo business, puoi contare sulle
competenze di HPE Services quando, dove e come serve. Dalla strategia alla pianificazione, dalla distribuzione
alle operazioni quotidiane e oltre, i nostri esperti possono aiutarti a realizzare le tue ambizioni digitali.

Advisory & Professional Services

Gli esperti possono aiutarti a definire il percorso verso il cloud ibrido e a ottimizzare le operazioni.

Managed Services

HPE gestisce le tue operazioni IT, offrendoti il controllo unificato per consentirti di dedicarti all’innovazione.

Servizi di supporto

Gli esperti ottimizzano l’intero ambiente IT, favorendo l’innovazione,  e gestiscono le operazioni IT quotidiane,
liberando tempo e risorse preziose.

— HPE Complete Care Service: un servizio modulare pensato per contribuire a ottimizzare l’intero ambiente IT
e a raggiungere i risultati IT e gli obiettivi di business concordati. Il servizio viene erogato da un team dedicato
di esperti HPE.

— HPE Tech Care Service: l’esperienza di supporto operativo per i prodotti HPE. Il servizio prevede l’accesso a
esperti specializzati in prodotti specifici, un’esperienza digitale basata sull’AI e indicazioni generiche di
carattere tecnico per aiutarti a ridurre i rischi e a definire strategie per migliorare le prestazioni.

— HPE Multivendor Services: un unico referente responsabile della gestione del supporto hardware e software
on-site per prodotti multivendor. Gli esperti HPE supportano la gestione dell’IT per tecnologie e piattaforme
HPE e non HPE, fungendo da unico punto di contatto per le esigenze delle operazioni IT.

Lifecycle Services

Servizi personalizzati di project management e distribuzione per rispondere alle esigenze progettuali specifiche
in ambito IT.

HPE Education Services

Corsi di formazione e certificazione HPE concepiti per professionisti IT e commerciali in tutti i settori. Crea
percorsi di apprendimento per ampliare le competenze in un ambito specifico.  Pianifica la formazione in base
alle esigenze del tuo business con opzioni flessibili di apprendimento continuo

Il servizio Trattenimento dei supporti difettosi facoltativo consente di trattenere le unità disco o le unità
SSD/flash idonee sostituite da HPE a causa di un malfunzionamento.

GreenLake

GreenLake è il cloud che consente di eseguire e gestire l'intero panorama ibrido: privato, pubblico ed edge. Ti
aiuta a:

— semplificare le operazioni IT di elaborazione, storage e rete senza caos

— unificare e proteggere i dati mentre ti muovi in modo più rapido

— accelerare l’AI dal progetto pilota alla produzione

Il risultato: maggiore efficienza operativa, TCO inferiore e delivery dell’AI più rapida, tutto da un'unica
piattaforma unificata, intelligente, progettata per l'azienda ibrida di oggi.

HPE ProLiant ML110 Gen11  |  27

https://www.hpe.com/it/it/services/consulting.html?jumpid=in_psnow_52eef70d-895b-4f10-8b2a-1270f4a9b341_ddsservicestext
https://www.hpe.com/it/it/services/remote-infrastructure-monitoring.html?jumpid=in_psnow_52eef70d-895b-4f10-8b2a-1270f4a9b341_ddsservicestext
https://www.hpe.com/it/it/services/operational.html?jumpid=in_psnow_52eef70d-895b-4f10-8b2a-1270f4a9b341_ddsservicestext
https://www.hpe.com/it/it/services/lifecycle-services.html?jumpid=in_psnow_52eef70d-895b-4f10-8b2a-1270f4a9b341_ddsservicestext
https://education.hpe.com/it/it/training/index.html?jumpid=in_psnow_4aee4e8a-af27-46c1-aea3-a2cf8056b776_ddsservicestext&jumpid=in_psnow_52eef70d-895b-4f10-8b2a-1270f4a9b341_ddsservicestext
https://www.hpe.com/it/it/greenlake.html?jumpid=in_psnow_52eef70d-895b-4f10-8b2a-1270f4a9b341_ddsservicestext


Per ulteriori informazioni tecniche, modelli e
opzioni disponibili, fare riferimento al
QuickSpecs

Chatta ora

© Copyright 2026 Hewlett Packard Enterprise Development LP. Le informazioni
contenute in questo documento sono soggette a modifiche senza preavviso. Le
uniche garanzie per i servizi e i prodotti Hewlett Packard Enterprise sono quelle
espressamente indicate nelle dichiarazioni di garanzia che accompagnano tali
prodotti e servizi. Nessuna affermazione contenuta nel presente documento
può essere ritenuta un'estensione di tale garanzia. Hewlett Packard Enterprise
declina ogni responsabilità per eventuali omissioni ed errori tecnici o editoriali
contenuti nel presente documento.

Parti e materiali: HPE fornirà i componenti sostitutivi e i materiali supportati da
HPE necessari alla manutenzione dell’hardware coperto dal servizio.

Le parti e i componenti che raggiungono la durata massima di vita supportata
e/o il limite massimo di utilizzo come indicato nel manuale d'uso, nelle
specifiche rapide del prodotto o nella scheda tecnica del produttore, non
verranno forniti, riparati o sostituiti come parte di questi servizi.

Intel e Xeon sono marchi di Intel Corporation o di società controllate da Intel
negli Stati Uniti e/o in altri Paesi.; NVIDIA è un marchio e/o un marchio registrato
di NVIDIA Corporation negli Stati Uniti e in altri Paesi.; Tutti i marchi di terzi
appartengono ai rispettivi titolari.

È possibile che l'immagine sia diversa dal prodotto.
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